
W W W . U E I T E S T . C O M U S A  1. 8 0 0 . 5 4 7. 5 74 0
C A N A DA  1. 8 7 7. 4 7 5 . 0 6 4 8

Wireless Carbon Monoxide Detector 
w/CO Sensor Self-Test

COA2

Key Selling Points

Convenient CO Checks  
The COA2 turns your compatible smart device into a CO detector that reads to 999 
ppm with 1 ppm resolution. Great for first responders and initial checks

Free App  
The free COA2 App graphs, logs and emails results. It also displays visual warnings 
of CO danger levels, based on the CO ppm readings. This gives the user quick and 
easy-to-see warnings. Available on iOS® and Android™ platforms

Added Features  
The COA2 adds features that make it convenient and easy to use

Competitive Comparison

Download this competitive comparison here.
Competitive product functionality, features, accessories and pricing are based on public information available at time of publication and subject to change without notice. 
Competitive brands and images are property of their respective owners.
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Refrigerant Scale Competitive Comparison

Brand UEi Fieldpiece Fieldpiece 

Model # COA2 ACM4 SCM4

Device Compatibility iPhone®, Android™ Fieldpiece modular units

Free App •

Range 0 to 999 ppm 0 to 1000 ppm 0 to 1000 ppm (0 to 2000 <5 min)

Resolution 1 ppm

Accuracy ±(3% of rdg or ± 2ppm), 
which ever is greater

0 to 15 ppm (±5% reading ±1 ppm)              
16 to 35 ppm (±5% reading ±2 ppm)            

36 to 1000 ppm (±5% reading ±5ppm)

0 to 15 ppm ±(5% rdg ±1ppm)                      
16 to 35 ppm ±(5% rdg ±2 ppm after zeroing)                                                                  

36 to 1000 ppm ±( 5% rdg ±5 ppm after zeroing)

Visual indicator • •

Back light •

CO sensor Self-Trst •

Max value capture • •

Hold •

Log readings •

Email readings •

Warranty 1-Year limited 1-Year limited 1-Year limited


