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High Capacity Air Vent  
Fully Automatic Design 
Factory Mutual Approved 

PART  DESCRIPTION MATERIAL 

1 BODY CAST IRON 

2 COVER CAST IRON 

3 LEVER FRAME STAINLESS STEEL 

4 SEAT STAINLESS STEEL 

5 FLOAT STAINLESS STEEL 

6 GASKET NON-ASBESTOS 

7 COVER BOLT CARBON STEEL 

10 FLOAT ARM STAINLESS STEEL 

11 ORIFICE BUTTON VITON 

12 PIVOT PIN STAINLESS STEEL 

13 PIN RETAINER STAINLESS STEEL 

14 PIPE PLUG (1/2”) MALLEABLE IRON 

21 LOCATOR STAINLESS STEEL 

VALVE SIZE  MODEL NO. MAX. TEMP. INLET SIZE OUTLET SIZE ORIFICE SIZE EST. WEIGHT 

3/4” JHAV-63-075 250° F 3/4” NPT 1/2” NPT 1/16” 5-1/2 LBS 

Dimensions are subject to change. 
Shipping weights are approximate. 

JHAV Series 

MAX. WORKING PRESSURE 
175 PSI @ 150° F 
150 PSI @ 250° F 

 

TEST PRESSURE 
300 PSI @ 70° F 
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