
SUBMITTAL 
Form 921 

* 2" must be cut from extended tube length on JWTF-63-100 fitting with 24" & 30" 
diameter tanks.  Dimensions are subject to change. 

JWTF Series 
Tank Fitting with Drain  
For Effective Air Control in Hydronic Systems 

MODEL 
NUMBER 

DESCRIPTION TANK 
DIAMETER 

A 
DIM 

B 
DIM 

C 
DIM 

D 
NPT 

  IN IN IN IN IN 

JACD-63-150  
Tank fitting with 
drain and shutoff 

valve  

14"or less 12.69 11.00 1.19 ½ 

20" 18.19 16.50 1.19 ½ 

24" 24.44 22.75 1.19 ½ 

30" 29.94 28.25 1.19 ½ 

JWTF-63-075  
Tank fitting with 
drain and shutoff 

valve  

14"or less 12.81 10.94 1.50 ¾ 

20" 17.88 16.44 1.50 ¾ 

24" 23.13 22.69 1.50 ¾ 

30" 29.63 28.19 1.50 ¾ 

JWTF-63-100  
Tank fitting with 
drain and shutoff 

valve  

16" 14.69 12.19 1.50 1 

20" 20.25 17.75 1.50 1 

*24" 26.50 24.00 1.50 1 

*30" & Up 32.25 29.75 1.50 1 

MODEL 
NUMBER BODY VENT  

TUBES 
MAX. 

PRESSURE 
MAX. 
TEMP 

JACD-63-150 Cast Bronze Copper 125 PSIG 240° F 

JWTF-63-075 Cast Bronze Copper 125 PSIG 240° F 

JWTF-63-100 Cast Bronze Copper 125 PSIG 240° F 

12.25" 

L 

D 

D 
C 
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A 

¾" HOSE 
CONNECTION 

PRESSURE 
TANK 

TANK 
DRAIN 

6.0" 

AIR TUBE 
EXTENSIONS 


