
Moving to the new industry Pressuretrol™ standard is smart. And easy. 

Just use this handy reference chart:

Make The Mercury-Free Switch

OS Number Mercury Free Replacement Comments on Replacement

L404A1354 L404F1060 Max. pressure: 25 psi (not 50 psi)

L404A1370 L404F1078 Differential starts at 6 psi (not 4 psi)

L404A1396 L404F1102 Differential starts at 10 psi (not 8 psi)

L404A1404 L404F1094 Differential starts at 20 psi (not 15 psi)

L404A1586 L404F1060 Max. pressure: 25 psi (not 50 psi)

L404A1594 L404F1078 Differential starts at 6 psi (not 4 psi)

L404A1602 L404F1102 Differential starts at 10 psi (not 8 psi)

L404A1610 L404F1094 Differential starts at 20 psi (not 15 psi)

L404A1636 L404F1060 Differential starts at 2 psi (not 1 psi)

L404A1354 L404F1060 Max. pressure: 25 psi (not 50 psi)

L404B1296 L404F1409 Max. pressure: 25 psi (not 50 psi)

L404B1304 L404F1409 Max. pressure: 25 psi (not 50 psi)

L404B1320 L404F1375 Differential starts at 6 psi (not 4 psi)

L404B1346 L404F1383 Differential starts at 10 psi (not 8 psi)

L404B1353 L404F1391 Differential starts at 20 psi (not 15 psi)

L404B1361 L404F1409 Differential starts at 2 psi (not 1 psi)

L404B1536 L404F1409 Max. pressure: 25 psi (not 50 psi)

L404B1544 L404F1375 Differential starts at 6 psi (not 4 psi)

L404B1569 L404F1391 Differential starts at 20 psi (not 15 psi)

L404B1577 L404F1409 Differential starts at 2 psi (not 1 psi)

L404B1296 L404F1409 Max. pressure: 25 psi (not 50 psi)

OS Number Mercury Free Replacement Comments on Replacement

L404C1113 L4079B1058

L404C1139 L4079B1066

L404C1147 L4079B1033

L404C1154 L4079B1058

L404C1162 L4079B1041

L404T1022 L404T1055 Differential starts at 6 psi (not 4 psi)

L404T1030 L404T1063 Differential starts at 10 psi (not 8 psi)

L404V1046 L404V1087 Differential starts at 10 psi (not 8 psi)

L404V1053 L404V1095 Differential starts at 6 psi (not 4 psi)

L404W1037 L4079W1000

L604A1169 L404F1060 

L604A1177 L404F1078 Differential starts at 6 psi (not 4 psi)

L604A1185 L404F1102 Differential starts at 10 psi (not 8 psi)

L604A1193 L404F1094 Differential starts at 20 psi (not 15 psi)
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Honeywell is pleased to offer this mercury-free alternative to the industry 

standard L404/L604 Pressuretrol™. Talk to your Authorized Distributor 

for complete replacement information. 
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