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Sol Chernoff leaves Apex Refrigeration and starts
Motors & Armatures, Inc., a motor repair shop.

Moves to Long Island City to obtain GE motor repair franchise.
Opens Relay Division Motors & Armatures, Inc. to distribute
refrigeration and air conditioning electrical components. First
catalog is 6 pages. Relay division occupies 2,500 square feet.

Opens distribution warehouses in Los Angeles and Ft Worth.

Exits motor repair business to focus on HVAC/R
component distribution.

Introduces MARS 6-Pak - 6 relays (MARS 41, 42, 43, 44, 45,
46, 47) replace thousands of OEM relays - huge success.

First use of MARS trademark - Motors & Armatures
Replacement Sales.

Motors & Armatures International, Inc. is created to sell
products around the world.

Company moves to New Hyde Park - 6,000 square feet.
Atlanta and Chicago distribution centers are opened.
Company moves to Hicksville - 15,000 square feet.

Opens Toronto distribution center.
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All rights reserved. This catalog may not be reproduced in whole or in part in any form without written permission from Motors & Armatures, Inc.

In This Catalog...

Motors M-1 to M-54

Fasco F-1 to F-96

Marathon ME-1 to ME-52

One-On-One 0O-1 to 0-34
Air Moving Components AM-1 to AM-28
Components C-1to C-54

Service & Installation SI-1 to SI-106

JARD by MARS J-1to J-16

Part No. Index i to xxiv

DELIVERING CONFIDENCE TO THE HVAC/R

1915
1916

1971
1919
1981
1985

1986
1998

2006
2008
2013
2016

INDUSTRY FOR OVER 70 YEARS

Acquires Arvind Electric - motor distributor.

Company implements first computer system - IBM System/3
Model 8 - 8 inch floppy disc.

Hicksville expands to 20,000 square feet.
Current MARS logo is created.
Company moves to Hauppauge - 40,000 square feet.

Acquires Star for Parts and expands the vacuum
business nationally.

Sol and Ray Chernoff pass away.

Regional warehouses are consolidated into Earth City
distribution center - 200,000 square feet.

JARD Acquisition.
Earth City distribution center expanded to 250,000 square feet.
Heat Controller Acquisition.

Over 1/2 million square feet in four distribution centers.

MARS is a registered trademark of Motors & Armatures, Inc. MARS part numbers are trademarks of Motors & Armatures, Inc.




®

GLET

BN Delivering Confidence




)
14
(@)
=
(@)
=
)
14
g
=

Table of Contents

MARS Motors Page No.

HVAC Motors:

Azure® Digi-Motor®, Direct DrVe .........cccocveiiiiiiiiiieiiccec e M-3
Azure® Digi-Motor®, Condenser Fan ..........ccccoeiiiieiiiiiieenece e, M-3
Azure® Digi-Motor®, 3.3” Commercial Refrigeration ...................... M-4
Azure® Accessories

60°C Condenser Fan Motors ............ccocceeiiiiiiiiciiicice M-5-M-6
60°C Condenser Fan Motors (Shaft Up Only) ........cccooeeeiiennnnne. M-6

70°C Condenser Fan Motors (208-230V)
80°C Condenser Fan Motors (208-230V)

Multi-HP 60°C Condenser Fan Motors...... .
Multi-HP 70°C Condenser Fan Motors............cccccoeevvvveeeieeecciien.
70°C Condenser Fan Motors (460V)........ccoccvieriieeiiiieeiiieeesieene
70°C Condenser Fan Motors Shaft Up Only (460V) ...........ccceeee. M-9
80°C Condenser Fan Motors Shaft Up Only (460V) ..... ...M-10
Super-Fit™ Multi-HP 42 Frame Condenser Fan Motors . ...M-10
Direct Drive Blower Motors ...........cvvvvieiiiiiiiieeee e M-11
Direct Drive Torsion Flex Mount Motors .............cccccevuveeeeeeiiiinnnnnns M-12
Multi-HP Direct Drive Blower Motors
Direct Drive Blower Motors (460V)........ccccoeiieeiieiieiiie e M-12
Belted Fan and Blower Motors..........cccccceeeeeeeiiieeeeeeecn, M-13-M-14
Direct Drive Belted Fan and Blower Motors ............ccccceeeeeeinneens

Commercial Condenser Fan Motors Three Phase.......................
Commercial Fan and Blower Motors Three Phase ...
Unit Heater Motors ........ccvvvviiieieecee e
Oil BUINEIr MOLOIS ..ot
5” Direct Drive Blower Motors ...
Fan Coil Motors.................. .
Draft Inducer Blower Motors............cccviieiiiieeiiiic e

Refrigeration Motors:

Azure® Digi-Motor®, 3.3” Commercial Refrigeration ...................... M-4
AzUre® Watt MotOr ..o
Unit Bearing Motors ..

Shaded Pole Motors...........ccocveviiiiiiieennen.

Super-Fit™ C Frame Replacement Motors..........cccccoeeeiiieeiinenn. M-19
3.3” Commercial Refrigeration Motors .............ccccceeveenen. M-20-M-21
21/29 Frame Commercial Refrigeration Replacement Motors ....M-21
One-On-One™ Direct Replacement Motors ..........ccccceeeviieeinneen.
One-On-One™ Direct Replacement Motors for Copeland...........

11 Frame Unit Bearing Motor ............ccooviiiiiiiiiciccec e M-40

JARD Motors Page No.

Refrigeration Motors:

Unit Bearing MOtOrS.......cuuiiiiiiiiiieieeee e M-30
HVAC Motors:

Condenser Fan MOotOrS........c.uuvveeeiieiciieeeeee e M-30
Direct Drive Blower Motors.............. ...M-31
Multi-HP Direct Drive Blower Motors.........cccevveeeeeiiiiiieeee e M-32

Cross Reference: ............c.ccooooovieceeeeeeeeeeeeeeeee e M-32

EM&S Motors Page No.

Refrigeration Motors:

Unit Bearing MOotors .........coouiiiiiiiiiieceee e M-33-M-35
ECM 51 Frame......ccccccvvcvecinnnnn. M-35, M-36
ECM Fan Motor/Motor SyStem ............cocveieiiieiieiiieenic e M-36
ECplus™ Refrigeration Motors............cocveiiiiiiiiiiiienic e M-37
Hussman Refrigeration OEM Direct Replacement Motors .......... M-39
PSC Type Replacement for GE...........cccccooiiiiiiiiiiiiics

Copeland OEM Direct Replacement Motors ...

Toll Free (800) 445-4155

Fax (631) 348-7160 < www.marsdelivers.com

Refrigeration Motors:

Arktic 59 M-38
Arktic 142 M-38
Tyler Refrigeration OEM Direct Replacement Motors M-39

Refrigeration Motors:
NU Series Shaded Pole Motors
ECM High Efficency MOtOrs ..........ccocoieiiiiiiiiiiiieiie e

Refrigeration Motors:

5KCP29-Form G PSC MOtOrS ......cocovuiiiiieiiieeiieiieciese e M-41
HVAC Motors:

Vertical Shaft Down Condenser Fan and Heat Pump Motors ...... M-42
Multi-HP Direct Drive Blower Motors.............cccociiiiiiiiniiniine M-42
Condenser Fan Motors Shaft Up/All Angle..........ccooieiiiiiinnens M-43
Condenser Fan Motors Shaft Up/Down ...........ccccceeiiiiiiiiiiennnns M-44

Condenser Fan Motors Shaft Up.........cccccevveeiiieeeiieecee e, M-45
Condenser Fan Motors (460V).........couiiiiriieiiiiieeicese e M-45
Direct Drive Blower Motors (460V).........ccccoueiiieieeiiieiieiieeeee M-46
Permanent Split Capacitor Motors ..........ccccceeevieiiiiee v M-46
Furnace Blower Motors

Direct Drive PSC Torsion Flex Mount Motors...........cccccccveiennne. M-47
Unit Heater MOTOrS ......coouviiiiiicecicce e

Double Shaft and Fan Blower Motors........
Evergreen IM Direct Drive Blower Motors

Motor Accessories Page No.

TECMate Pro™ Service TOOI ......coocveeeiiiiieeiiiie e M-50
Motor Speed Controllers ..........cocueeeiieeaiiieeiiee e M-50-M-51
ECM ProteCtors .......coiuiiiiiiiie et
ECM RePair Kit......c.coiiiiiieiiiiiieee e
Variable Speed Zebra.

UNIVErSal ZEDIa .....cueiiiiiiii it
Motor Mounting Bases ..........cocveiiiiiiiiiiiiiieie e M-53
Vibration INSUIators...........cooiiiiiiiiiie e M-53
Plastic Rain Shields...........ccooiiiiiiiiiiiii e M-53
Mounting Brackets. ..ot M-54
Belly BandS ......ceiiiiiiieeiie e M-54

®

el

N marsdelivers.com



Assembled in the USA

AZURE_. Digi-Motor

Direct Drive
Blower Applications

Ball Bearing

Azure® Digi-Motor® from MARS
is a high efficiency variable
speed direct drive blower motor
for a multitude of applications.
Azure® is a replacement for both
standard PSC and Genteq X13
motors. These motors cover
ratings from 1/5 HP to 1 HP at
115V or 230V and CW or CCW.

Azure® features an auto sizing

learn mode. In start-up learn

mode, Azure® runs for

approximately 2 minutes measuring

the external static pressure of the system
application. Azure® then assigns torque —lc—
values to each of its speed taps self- H

51/2 inch dia.

programming itself to the correct A

horsepower for the application.

If none of the four speeds provides perfect o é} = @A@
airflow for the application or if duplicate speeds

are desired on 2 or more taps, an optional © & @ &
hand held programmer (MARS No. 08502) ) B

can be used. The programmer connects to
Azure® and displays the percentage of torque
applied to the speed tap being energized. The
percentage (motor speed) can then be
increased or decreased and permanently set with the programmer. This
tool overrides the motor torques established in the auto sizing mode.
Unlike other electronically commutated motors, an outboard surge

protector is included within Azure’s® wire harness. This is a replaceable
device (MARS No. 08593).

UUUUUUH

Features:

» Outboard replaceable surge protector

» Adjustable speeds (with optional MARS No. 08502)
* 4 speeds plus 625 RPM constant fan mode

+ High efficiency 85%

* Multi-horsepower, dual voltage

* Belly band mount

Specifications:
* Class “B” insulation

* Thermal overload protected
MARS External Surge Auto

+ Operating temperature range: No.  Protection Sizing REPiaces
-20°C to 55°C (-4°F to 131°F) 10860 Yes Yes  PSCIX13
UL Recognized 10861 Yes Yes  PSCIX13
» For accessories see page M-5 10867 No No PSC
WeS WP VOLTS  RPM  ROTATION BIMENSIONS
- A B C
10860 1/5-1/2 115/230 1075 Rev 4.93 5.72 12
10861 1/2-1 115/230 1075 Rev 493 6.66 12
10867 1/8-1/3  115/230/277 1075 Rev 5.00 5.00 12
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Azure® Digi-Motor®

AZURE-_. Digi-Motor
Condenser Fan Applications
Ball Bearing

Azure® is an electronically
controlled motor (ECM) that
replaces a multitude of
applications. These motors cover
ratings from 1/8 HP to 1/3 HP at
208-230V 825/1075 RPM and
1/3 HP to 1/2 HP 208-230V
825/1075 RPM and CW or CCW.

These motors are simple to
install. The Azure® condenser fan
motors connect the same as a
standard PSC condenser fan
motor, BUT WITHOUT the
capacitor. Just plug the motor into
a 115V power source (using
supplied programming cable) and
select 1 of 4 operating modes and
then install the motor:
1) 1075 RPM CW (LE) -

Factory Default
2) 1075 RPM CCW (LE) B
3) 825 RPM CW (LE)
4) 825 RPM CCW (LE) ®
Unlike other ECM motors, an T i
outboard surge protector is included
with the Azure® wiring harness. This
is a replaceable device that is much
less expensive to replace than replacing the entire motor in
the event of a power surge.

51/2 inch dia.
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Specifications:

» Multi horsepower, self-adjusting
» 825/1075 RPM, single speed

» Reversible rotation

» High efficiency ECM

No capacitor required

Water slinger on shaft

UL Recognized

For accessories see page M-5

MARS RHEEM  DIMENSIONS
NO. HP  VOLTS RPM ROTATION ORIENTATION HOLES A B ¢

10874 1/8-1/3 208-230 825/1075  Rev Shaft Down Yes 6.50 4.33 112

10870 1/3-1/2 208-230 825/1075  Rev  Shaft Up/Down  No 6.00 595 12

10875 1/8-1/3 208-230 1075 Rev Horizontal No 6.50 4.33 12

10872 1/3-1/2 208-230 1075 Rev Horizontal No 6.00 595 12

The Azure ECM direct drive blower motor
sizes itself for each installation to provide
optimal airflow.
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Azure® Digi-Motor®

AZURE_ Digi-Motor

3.3" Commercial Refrigeration

Evaporator Fan Motor
Ball Bearing

Azure® is an electronically
controlled 3.3” motor (ECM) that
replaces all 1/15 - 1/25 HP,
115/230V, and 1550/600 RPM
commercial refrigeration
evaporator fan motors for walk in
cooler/freezer applications. For
1550 RPM, this motor connects
easily to the fan controller via a
standard Lyall plug. For 2-speed
applications, the Lyall plug can
be removed and the motor can
be wired directly to a separate
2-speed control module using
the included second speed tap
for 600 RPM. Motor rotation is
set using a simple jumper wire.
Azure® is rated for 115V or 230V
with nothing to set; plug it in to
either voltage and it adapts to
the correct voltage.

Specifications:

» Operating temperature

range: -40° to 131°F

Multi horsepower, self
adjusting from 1/15 to 1/25HP
* Reversible rotation

+ Auto voltage select (115/230V)
High efficiency ECM technology
No capacitor required

UL Recognized

For accessories see page M-5

3-3 inch dia.

—
| By
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AZURE_ Digi-Motor

Commercial Refrigeration Watt (Reach-In) Motor

Ball Bearing

MARS ECM watt motor is a
Drop in replacement for most
OEM/ECM/PSC and

standard shaded pole
commercial refrigeration
evaporator and condenser fan
motors. Capable of replacing
most 1550 RPM case motors

4 - 25W for reach-in
cooler/freezer applications.

The microprocessor sets power
output to match the fan load
ensuring correct CFM and
maximum efficiency in every
installation. Automatically senses
and adapts to the system voltage
(115/230V). MARS No. 10891 -
Wirelessly Programmable.
Download Azure® Programmer
App to your smart phone/tablet.

Specifications:

» Operating temperature
range: -40° to 131°F

+ Self adjusting from
4 to 25 Watts

+ 1550' RPM

» CWLE? Rotation

« Auto Voltage Select (115/230V)
» High efficiency ECM technology: 68%

» Estimated Energy Savings:
$33/year ($46/year total)?

» 90° Angle Lyall Plug
* Water Resistant: Yes

3.48"

1/4°-20 Threaded Shaft

aglats

T

126"

Power Consumption
Fan Standard Motor ~ Azure® Power
Load Power Consumption Consumption

) 4w 28W 6w
* UL Recognized 9w W 14w
DIMENSIONS . i i
WoS WP VOLTS RPM SPEEDS ROTATION | . . For accessories see page M-5  16W W sow
10850 1/15-1/25 115230 1550 Rv 25 374 516
o ooy vouts RPM  ROTATION LEAD LENGTH
10852 115-1125 115230 1550' 1or22  CCWLE® 25 374 5016 :
10891 4-25 115230 15501 CWLE? 13
10853 1/15-1/25 115230 1550 CWLE 25 374 516

11550 default; adjustable 600-2000 RPM with optional wireless programmer kit

10854 1/15-1/25 1151230 1550 1 CCWLE 25 374 5/16

(MARS No. 08505)

2 Estimated energy savings based on replacement of a 9W shaded pole evaporator
fan motor with Azure® at $0.11/kWh. $33 savings is based solely on the reduction of
power consumption. An additional savings of approximately 40% will result from the
reduction of the refrigeration load due to Azure®s lower operating temperature.

3 CWLE default; reversible with optional wireless programmer kit (MARS No.08505)

11550 default; adjustable 600-2000 RPM with optional wireless programmer kit
(MARS No. 08505)

2 2-speeds attainable with optional wireless programmer (MARS No. 08505)
and optional thermistor kit (MARS No. 08515)

3 CCWLE default; reversible with optional wireless programmer (MARS No. 08505)

All ECM motors are more energy efficient than
standard motors even though the amp draw may be
similar. ECM motors have lower power factors and
thus consume fewer watts. Power Consumption
(Watts) = Volts x Amps x Power Factor.
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AZURE-_. Digi-

PTAC-ECM Motor

The Azure double shaft
PTAC-ECM motor is a high

Motor

Outdoor Condenser Fan Motors

MARS all angle outdoor condenser

fan motors are designed for
either shaft-up or shaft-down
applications. End shields are

Azure® Accessories & Condenser Fan Motors

efficiency motor for direct enclosed for weather protection. 51/2 inch dia.
replacement for shaded pole A weep hole is provided in each
and PSC motors used in a end shield to allow condensate
wide range of fan coil to drain. All of these motors are
assemblies and PTAC suitable for air conditioning or heat
applications as an energy pump applications.
saving retrofit.

Features:
Applications: « All angle, sleeve or ball bearing
Fan Coils, Air Conditioners, Blowers, Shaded Pole, PTAC Units « Rheem mounting holes
Features: Specifications: wiscrews installed
« Energy efficient + Class “B” insulation * Water slinger on shaft
+ Includes resilient mounting base  « Single phase, 50/60 Hz * Thru bolt or band mounting
« 42 Frame « Electronic overload protection + Capacitor requirement noted c

on motor label A

» Continuous duty

* 54 inch leads
c Specifications:

» Double full flatted shaft

+ Class “B” insulation
» Single phase, 60 Hertz
* Thermal overload protected

» Fan duty, continuous, air over
» Totally enclosed

» 36 inch leads

» UL Recognized

WARS wp voTs  RPM  AWPS  SPEEDS SIERSIORS
NO. A B C D

10830 1110 115/230/277 700-1100 131/0.75065 5 933 374 933 12 Reversible Rotation — Single Speed

] P b HP VOLTS AMPS gl ENCL. BRG BINENSIONS Ly
Accessories for Azure® Digi-Motor® NO. REQ. : " A B ¢ LENGTHS
1075 RPM
10725 1/8 208-230 0.72 51370 TEAO Sleeve 650 412 112 36"
08593 10727 1/6 208-230 0.90 51370 TEAO Sleeve 650 423 112 36"
10726 1/5 208-230 1.17 51370 TEAO Sleeve 650 412 112 36"
10728 1/4 208-230 1.8 51370 TEAO Sleeve 650 423 112 36"
10729 1/3 208-230 24 75370 TEAO Sleeve 650 523 112 36"
08595
10730 1/2 208-230 3.5 10/370 TEAO Sleeve 650 573 112 36"
08502 10731 3/4 208-230 52 10/370 TEAO  Ball 650 623 12 36"
08505 DIMENSIONS
08598 MARS CAP LEAD
NO. HP VOLTS AMPS REQ. ENCL. BRG. A . c LENGTHS
825 RPM
08515 10411 1/8 208230 0.80 5370 TEAO Sleeve 650 413 112 36"
10403 1/6 208230 1.0 5370 TEAO Sleeve 650 423 112 36"
M’i\gs DESCRIPTION 10412 1/5 208230 1.3 5370 TEAO Sleeve 650 440 112 36
: 10404 1/4 208230 22 5370 TEAO Sleeve 650 448 112 36"
08502 Hand Held Programmer 10860/10861/10867
10405 1/3 208230 1.9 75370 TEAO Sleeve 650 523 112 36"
08593 Replacement Surge Protector 10860/10861
10746 1/2 208-230 2.8 125/370 TEAO Sleeve 650 570 112 36"
08595 Constant Fan Kit 10860/10861
08598 Replacement Surge Protector 10870/10872/10874/10875
08505 Wireless Programmer Kit; Requires Azure Programmer App and Smart Device
(sold separately) for 10891; Controls up to 5 Motors
08515 Thermistor Kit for 2-Speed Operation (2/PK) for 10852;

Controls up to 5 Motors
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Outdoor Condenser Fan Motors Outdoor Condenser Fan Motors -
Ball Bearing Shaft Up Only

MARS outdoor condenser fan motors
are designed for shaft up only

MARS up/down outdoor condenser
fan motors are designed for either
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vertical shaft-up or shaft-down - used in condenser fan and heat .
applications. Shell and end shields 5/2 Inchisia pump units requiring vertical 5/2 inch dia.
are enclosed for weather shaft up positioning with

protection. A weep hole is “belly band” or extended clamp

provided in each end shield to screw mounting.

allow condensate to drain. Features:

All of these motors are suitable
for air conditioning or heat
pump applications.

* Rheem mounting holes
w/screws installed

» For shaft up application

» Reversible rotation

* Allangle . + Water slinger on shaft
* Rheem mounting holes + Full flatted six inch

w/screws installed [ -

Features:

) shaft length
* Water slinger on shaft c + Capacitor requirement noted ¢
+ Thru-bolt or band mounting i on motor label £
» Capacitor requirement noted Specifications:

on motor label ) )
\— « Class “B” insulation / —

» Extra set of nuts & star
washers on mounting studs * Single phase, 60/50 Hertz
« Double full flatted shaft B » Automatic thermal overload B
protected
Specifications: » Fan duty, continuous, air over

» Class “B” insulation
« Single phase, 60 hertz

» 36 inch leads
« Lead end endshield

» Thermal overload protected open construction
+ Totally enclosed * UL Recognized
» 36 inch leads
* UL Recognized 1075 RPM — Shaft-Up — Single Speed — Sleeve Bearings
MARS CAP DIMENSIONS
Reversible Rotation — Single Speed NO. P VAR R IR g, A B c
MARS CAP DIMENSIONS 10327 166 208230 09 REV 5/370 6.0 415 112

NO. HP VOLTS  AMPS RPM REQ. A B c

10328 14 208-230 1.8 REV 5/370 6.0 4.15 12
1075 RPM

10329 13 208-230 24 REV 7.5/370 6.0 5.1 12

10732 16 208-230 0.90 1075 5/370 6.50 413 12
10330 12 208-230 35 REV 10/370 6.0 5.70 12

10733 114 208-230 1.8 1075 5/370 6.50 425 12
10331 34 208-230 5.2 REV 10/370 6.0 6.09 12

10734 113 208-230 24 1075 751370  6.50 5.10 12
10735 112 208-230 35 1075 10/370  6.50 5.70 12
10736 3/4  208-230 5.2 1075 10/370  6.50 5.1 12

MARS CAP DIMENSIONS
NO. HP VOLTS  AMPS RPM REQ. n 5 .
825 RPM

10203 16 208-230 1.0 825 51370 5.50 4.10 12
10204 14 208-230 22 825 51370 5.50 4.40 12
10205 13 208-230 1.9 825 751370 5.50 5.10 12
10747 12 208-230 28 825 12.5/370  6.50 5.70 12

®
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Outdoor Condenser Fan Motors Outdoor Condenser Fan Motors
Ball Bearing - 70°C Ball Bearing - 80°C

MARS 70°C SunSlinger totally MARS 80°C SunSlinger Max totally
enclosed condenser fan motors enclosed condenser fan
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are designed for either vertical 51/ _ _ replacement motors are 51/ _ _
shaft-up or shaft-down 2 inch dia designed for all major brands of 2 inch dia.
applications in a variety of HVAC equipment applications
ambient conditions. Shell and in a variety of ambient
end shields are enclosed for conditions. These 48 frame
weather protection. A weep motors offer the highest
hole is provided in each end performance and available from
shield to allow condensate to 1/6HP thru 3/4HP, 1075 RPM
drain. All of these motors are and 825 RPM, and 208-230V.
suitable for air conditioning or
o Features:
heat pump applications.
* Allangle
Features: * Rheem mounting holes
* Allangle —_— w/screws installed _—
* Rheem mounting holes ¢ + Trane 4.33 bolt circle mounting c
w/screws installed 4 holes with self tapping screws )
+ Trane 4.33 bolt circle mounting « Thru bolt or belly band mounting

holes with self tapping screws - Water slinger on shaft

» Thru bolt or band mounting / — ) —

» Capacitor requirement noted on
» Water slinger on shaft motor label
+ Capacitor requirement noted on B + Extra set of nuts on mounting studs B
motor label o
» Extra set of nuts on Specifications:

mounting studs » Class “F” insulation

» Single phase, 60 Hz

» 80°C (176°F) max ambient

» Thermal overload protection

» Fan duty, continuous, air over
» Totally enclosed

+ 36 inch leads

* UL Recognized

Specifications:

» Class “B” insulation

» Single phase, 60 Hertz

» 70°C/158°F

* Thermal overload protected

» Fan duty, continuous, air over
» Totally enclosed

+ 36 inch leads

« UL Recognized Reversible Rotation

DIMENSIONS
e HP  VOLTS AMPS RPM i ENCL.

NO. REQ. A B c
Reversible Rotation — Single Speed 1075 RPM
MARS  wp  vors amps AP ENCL. BINENSIONS 20797  1/6 208230 090 1075 5370 TEAO 650 425 112
NO. REQ. Iy B [

20798 14 208230 18 1075 5/370  TEAO 650 472 112
1075 RPM

20799 113 208230 24 1075  7.5/370 TEAO 650 524 112
20790 12 208230 26 1075 10/370  TEAO 650 591 12
20791 3/4 208-230 45 1075 10/370  TEAO 650 650 172

825 RPM
20492 1/8 208230  0.75 825 5/370 TEAO 650 441 12
20493 1/6  208-230  0.80 825 5/370 TEAO 650 453 12
20494  1/4 208-230 1.8 825 5/370 TEAO 650 492 12

MARS CAP DIMENSIONS
ND HP VOLTS AMPS REQ ENCL. 20495 13 208-230 19 825 75370  TEAO 650 531 112
] . A B c

20796 12 208-230 2.8 825 1251370 TEAO 7.00 642 112
825 RPM

20402 18 208-230 0.75 5/370 TEAO 6.50 4.30 12
20403 16 208-230 1.0 51370 TEAO 6.50 4.52 12
20404 14 208-230 22 51370 TEAO 6.50 4.92 12
20405 13 208-230 1.9 75/370  TEAO 6.50 5.31 12
20746 12 208-230 28 12.5/370  TEAO 7.00 5.90 12

20727 16 208-230 0.90 5/370 TEAO 6.50 4.25 12
20728 114 208-230 1.8 5/370 TEAO 6.50 4.72 12
20729 113 208-230 24 7.51370 TEAO 6.50 5.24 12
20730 12 208-230 35 10/370 TEAO 6.50 5.91 12
20731 34 208-230 52 10/370 TEAO 6.50 5.90 12

©
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Multi-Horsepower Condenser Multi-Horsepower Condenser Fan Motors
Fan Motors Ball Bearing - 70°C

Ball Bearing MARS 70°C multi-horsepower

MARS multi-horsepower condenser SunSlinger condenser fan

MARS MOTORS

fan motors are ideal for truck stock. 5y ; ; motors are ideal for truck stock. 5y ; ;
Three 1075 RPM models cover Zlnchiias They are designed to provide Zlinchidla:
208-230 volt applications from . reliable operation in a wide range

1/6 to 1/2 HP. Two 825 RPM models of ambient temperatures. Three

cover 208-230 volt applications from 1075 RPM models cover

1/8 ro 1/3 HP. 208-230 volt applications from

1/6 to 1/2 HP. Two 825 RPM

models cover 208-230 volt

» Rheem mounting holes applications from 1/8 to 1/3 HP.
w/screws installed

» Thru bolt or band mounting
» Water slinger on shaft
 Air conditioning or heat

Features:

Features:
» Allangle

* Rheem shell mounting holes
e with screws installed E—

pump duty
c » Trane 4.33 bolt circle mounting c
Specifications: A holes with self tapping screws A
» Class “B” insulation * Thru bolt or band mounting
+ Single phase, 60 Hz 4 » Water slinger on shaft I
+ Thermal overload protected - T + Extra set of nuts on mounting studs 7 T

+ UL Recognized Specifications:

» Class “B” insulation
» Single phase, 60 Hertz
e 70°C/158°F

I . 36 inch leads 20458 & 20459:
Mﬁgs HP  ROT RPMISP. VOLTS ENCL. BRG. ' = LEINEc?TDHs - Thermal overload protected ~ ~ Snort shelllength
: . Fandut ti .  Just ONE capacitor rating per motor
mmss 106-1/3 Rev 1075 208-230 TEAO Bal 650 382 12 36 an auty, continuous, airover Quick & Simple 2 wire installation
10450 18-13 Rev 825 208230 TEAO Bal 650 548 12 36" * Totally enclosed

* UL Recognized
10465 1/6-1/3 Rev 10752 208-230 TEAO Ball 5.00 4.73 172 38"

10468 1/5-1/2 Rev 10752 208230 TEAO Ball 500 548 12 38 Multi-Horsepower — Reversible Rotation
R ¥ , DIMENSIONS
10469 1/6-1/3 Rev 8252 208230 TEAO Ball 500 548 12 42 MARS .o RPMI o oo amps AP Encl BRG.
NO. SPDS REQ. A B C

mZMSS 1/6-1/3 1075 208-230 2.8  7.5/370 TEAO Bal 650 500 1/2
20459 1/8-1/3 825 208-230 1.9 10/370  TEAO Ball 650 571 1/2
20465 1/6-1/3 1075/2 208-230 2.5 5/7.5/370 TEAO Ball 7.00 5.16 172
20468 1/5-1/2 1075/2 208-230 3.6 10/12.5/370 TEAO Ball 5.00 6.10 1/2
20469 1/6-1/3 8252 208-230 1.9 10/7.5/370 TEAO Ball 500 6.10 1/2

One-On-One™ Replacement Motors

WS WP ROT &M voLTs AMPS ,?23, ENCL. BRG. D MENSIONS
Emerson 5462H
20462 11//%11’/‘:5 REV 10752 208230 20 5/7.5/370 TEAO Ball 500 491 172
Emerson 5482H
20471 11//‘;13’/3 REV 10752 208-2304.2/36 15440 TEAO Bal 55 65 112

AO Smith FE6003F

20470 1/4,1/2 REV  825/2 208-230 2.6 10‘/114%'5/ TEAO Ball 65 61 112
AO Smith ORM5854BF

1/8, 110,
20457 REV 82511 208-230 0.75 5/440 TEAO Ball 65 47 12

112,115
AO Smith ORM5454BF

20463 1/8-1/15 REV 1075/1 208-230 0.65 5440 TEAO Ball 65 44 12
* CW Rotation-opposite shaft end

©
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Condenser Fan Motors
MARS 460V Outdoor Condenser MARS 460V Outdoor Condenser
Fan Motors Fan Motors - Shaft Up Only

Ball Bearing - 70°C

MARS 70°C SunSlinger totally
enclosed outdoor condenser fan

Ball Bearing - 70°C
MARS 70°C Sunslinger totally

S
>
A
7]
S
@)
-
(@]
A
(7]

5y enclosed outdoor condenser fan 5y
motors are designed for all angle A el motors are designed for Shaft Up Zlnceis;
air conditioning or heat pump Only. All of these motors are

applications. A weep hole is
provided in each end shield to
allow condensate to drain.

suitable for air conditioning or heat

pump applications. A weep hole is

provided in each end shield to

Features: allow condensate to drain.

* Allangle

* Rheem mounting holes
w/screws installed

» Trane 4.33 bolt circle mounting
holes and self tapping screws

Features:
+ Shaft up only

* Rheem mounting holes
w/screws installed

+ Extended thru bolt or band * Extended thru bolt or

mounting and extra nuts I band mounting I
» Capacitor requirement noted c » Capacitor requirement noted on c

on motor label L motor label A

» Water slinger on shaft
» End shield drain holes w/plugs

Specifications:
) \— » Single Phase, 60 Hz ) m—
Specifications: . 70°C/158°F

* Single phase, 60 Hz B + Thermal overload protected B
« 70°C/158°F + Totally enclosed
» Thermal overload protected . UL Recognized
+ Totally enclosed - -
* 48 inch leads, Multi-HP Reversible Rotation
» 36 inch leads
_ MARS . \oiTs  Amps  CAP DIMENSIONS LEAD
* UL Recognized NO. REQ. A B C  LENGTHS
. . 1075 RPM
Reversible Rotation
20846 1/4 460 065  7.5440 650 460 112 36"
MARS CAP DIMENSIONS
Nno. HP VOLTS  AMPS  RPM  po A B c 20847 13 460 090 75440 650 550 1 36"
1075 RPM - Single Speed 20848 12 460 13 101440 650 590 112 36’
20835  1/6 460 048 1075 5/440 650 432 12 20849 3/4 460 205 10/440 700 620 12 ar

20836 1/4 460 0.65 1075 7.5/440 6.50 4.52 12

20837 13 460 0.90 1075 7.5/440 6.50 5.38 12

20838 12 460 13 1075 10/440 6.50 5.86 12
20842 3/4 460 2.0 1075 10/440 6.50 6.29 12
MARS CAP DIMENSIONS

NO. HP  VOLTS  AMPS RPM REQ. A B c

825 RPM - Single Speed

20859* 1/6 460 0.53 825 5/440 322 452 12

20880 1/4 460 0.90 825 5/440 6.50 5.00 12

20881 13 460 1.0 825 7.5/440  6.50 5.62 12
20882 12 460 1.55 825 10/440 6.50 6.34 12
MARS CAP DIMENSIONS

NO. HP VOLTS  AMPS RPM REQ. A B c

1075 RPM - Multi-HP

20478 1/3-1/6 460 1.2 1075 75/370  6.50 4.90 12
20479  1/2-1/5 460 15 1075 10/370 6.50 5.60 12
20480 1/2-1/6 460 1.46 1075 10/440 5.50 5.70 12

20481 3/4-1/4 460 212 1075 15/440 5.50 6.48 12

One-On-One™ Replacement Motor for AO Smith ORM4688BF

MARS RPM/ CAP DIMENSIONS
NO. HP ROT cong VOLTS AMPS oo ENCL. BRG. A 8 c
20884 1"1'/1’61'/13’5' REV 82511 460 1.0 75/370 TEAO Ball 650 53 112

©
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MARS MOTORS

MARS 460V Outdoor Condenser

Fan Motors
Ball Bearing - 80°C
MARS 80°C SunSlinger MAX

Super-Fit™ Multi-Horsepower Condenser
42 Frame Fan Motors

Ball Bearing

MARS 42 frame Super-Fit™

totally enclosed condenser fan 5y _ _ multi-horsepower condenser fan 5, i
replacement motors are Zinchlii= motors are ideal for truck stock. ineh dia.
designed for all major brands of Two models cover 208-230V
HVAC equipment applications in applications from 1/12 HP
a variety of ambient conditions. through 1/4 HP replacing many
These 48 frame motors offer AOS, Westinghouse, Fasco,
the highest performance and Emerson and GE motor designs.
available from 1/6HP thru Features:
3/4HP, 1075 RPM and 825 RPM, eatures:
and 460V. * Super-Fit™ mounting holes
for Trane 4.33, 4.42 and 4.62
Features: bolt circle mounting. Includes
» Allangle self threading screws.
* Rheem mounting holes — 5 » All angle mount ——
w/screws installed c I * Reversible rotation c
» Trane 4.33 bolt circle mounting A « Multi-HP A
holes with self tapping screws. » Capacitor requirement noted on
* Thru bolt or belly band mounting e motor label 4
* Water slinger on shaft + 1/2 inch dia. flatted shaft
+ Capacitor requirement noted on + Totally enclosed
motor label B I B
» Extra set of nuts on mounting studs Specifications:
) . | » Class “B” insulation
SPGCIﬁcatIOI.’\S. - . 42 frame
. C.Iass F” insulation - Single phase, 60 Hz
* Single phaﬂse, 60 Hz ) » Continuous air over
* 80°C (176°F) max ambler.wt » Thermal overload protected
* Thermal overl?ad protef:tlon - Continuous duty
+ Fan duty, continuous, air over . 36inch leads
+ Totally enclosed - UL Recognized
» 36 inch leads
« ULR i . . .
UL Recognized Reversible Rotation — Single Speed
P . DIMENSIONS
Reversible Rotation MARS  p  VOLTS AMPS RMP CAP ENCL. BRG.
NO. A B c
MARS CAP DIMENSIONS
HP VOLTS  AMPS RPM 1/8
NO. REQ. A B c 10722, %0 208230 075 1075 5370 TEAO  Bal 300 413 12
1075 RPM ™
10723 '~ 208-230 1.5 1075 7.5/370 TEAO Ball 300 472 12
20895 1/6 460 0.48 1075 5/440 6.50 4.41 112 115, 116 2
EEal 4 450 065 1075 TEMA0 650 481 12 w24 M 208230 135 1625 5370 TEAO  Bal 300 460 12
20897 13 460 0.90 1075 7.5/440 6.50 5.51 12 :
20898 12 460 13 1075 10/440 6.50 591 12
20892 3/4 460 2.0 1075 10/440 6.50 6.30 12
825 RPM
20899 1/6 460 0.53 825 5/440 3.22 453 112
20890 1/4 460 0.90 825 5/440 6.50 5.12 112
20891 13 460 1.0 825 7.5/440 6.50 5.71 112

m Toll Free (800) 445-4155
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Direct Drive Blower Motors

Direct Drive Furnace Blower Motors High Efficiency Direct Drive Blower Motors -
_ _ MARS Energy Master
MARS direct drive furnace blower motors

are three speed standard efficiency Ball Bearing

models. All models are MARS High Efficiency direct

electrically reversible and include :
drive blower motors save
2-1/4 inch resilient rings for base 5 % inen dia. ENERGY. Designed for

mounting. These models have all ) . L
| Ig beari dh continuous air over applications,
angle sleeve bearings and have such as furnace blowers or

open air over enclosures. central air handling units with

S
>
A
7/
S
@)
-
o
A
»

Features: single shaft requirements.
+ Sleeve bearing Features:
* Rheem mounting holes + Optimized high
» 3 speeds efficiency design
* 1/2 inch extended thru bolts * 12-15% more efficient
« 2-1/4 inch resilient rings compared to standard motors
+ For accessories see pages + Permanently lubricated
M-50 — M-54 ball bearings
_— s A + Rheem mounting holes 5 A
Specifications:
o - ) » Extended thru bolts, shaft end
« Class “B” insulation c 3 Speed c
. . eeds
+ Single phase, 60 Hertz l o P Constructi l
. en Construction
+ Thermal overload protected 0 a 2:’/4 font s 2172 0 0
. ) * 2-1/4 resilient rings - plus 2-
» Fan duty, continuous,air over 1] 0 - ) 9s-p 0 a
split rings included
» Open construction 1 L |
- 26 &30 inch leads Specifications:
- UL Recognized + Class “B” insulation
« Single phase, 60 Hertz
. . » Fan duty, continuous air over
1075 RPM - Three Speed — Reversible Rotation y .
» Automatic thermal overload protection
MARS CAP DIMENSIONS  EAD . )
NO. HP ROT VOLTS AMPS REQ. ENCL. BRG. A B ¢ LENGTHS| 36 inch |ea<-1$
* UL Recognized
10583 1/4 Rev 115 42 5370 OAO Slv 450 489 12 26
10584 1/4 Rev 208230 18 5370 OAO Slv 450 489 112 26 1075 RPM — Reversible Rotation
10585 1/3 Rev 115 6.1 5370 OAO Slv 450 514 112 30 MARS CAP DIMENSIONS
10586 13 Rev 206230 27 5370 OAO Sv 450 514 12 26 no. HP VOLTS AMPS  peq ENCL BRG. 5 ¢
10587 12 Rev 115 75 10370 OAO Sv 450 589 12 2933 10573  1/4 115 29 75/370  OPAO  Ball 4.50 8.57 112
10588 1/2 Rev 208-230 3.2 7.5/370 OAO Slv 450 564 12 29 10574 1/4 208-230 13 5/370 OPAO  Ball 4.50 8.57 12
10589 3/4 Rev 115 1.2 15/370 OAO Slv 450 6.14 12 3025 10575 1/3 15 39 10/370  OPAO  Ball 4.50 9.08 112
10590 3/4 Rev 208-230 45 10370 OAO Slv 450 6.14 12 3025 10576  1/3 208-230 16 75/370  OPAO  Ball 4.50 9.08 112
10591 1 Rev 115 1.8 20/370 OAO Slv 450 580 12 36" 10577 112 15 5.2 15/370  OPAO  Ball 4.50 9.78 112
10592 1 Rev 208-230 56 15/370 OAO Slv 450 580 1/2 36" 10578 12 208-230 25 10/370  OPAO  Ball 450 9.78 12
10579  3/4 115 8.0 20/370  OPAO  Ball 450 1010 172

10580  3/4 208-230 35 15/370  OPAO  Ball 450 1010 12
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MARS 48 Frame Torsion Flex
Mount Motors

MARS torsion flex mount motors are
designed for direct drive furnace
blower applications. The unique
torsion flex mounting speeds
installation \while the special steel
of the torsion flex bracket absorbs
vibration for quieter operations. All
models are electrically reversible,
3 speed motors.

Features:

» Sleeve bearing

» Torsion flex mount

+ 3 speeds

* 4-1/2 inch long, 1/2 inch
diameter shaft

» Torsion mount sleeves and
grommets included

Specifications:

» Class “B” insulation

» Single phase, 60 Hertz

* Thermal overload protected

» Fan duty, continuous, air over

» Open construction

+ 36 inch leads

* UL Recognized

51/2 inch dia.

1075 RPM - Three Speed — Reversible Rotation

MNA g B HP ROTATION VOLTS AMPS Igé\(; ENCL. BRG. DIMENSIONS c
10683 1/4 REV 115 4.2 5370 OAO SLV 450 489 112
10684 1/4 REV 208-230 1.8 5370  OAO SLV 450 489 112
10685 1/3 REV 115 6.1 5370  OAO SLV 450 514 112
10686 1/3 REV 208-230 2.7 5370  OAO SLV 450 514 112
10687 1/2 REV 115 75 10370 OAO SLV 450 589 112
10688 1/2 REV 208-230 3.2 75/370 OAO SLV 450 564 112
10689 3/4 REV 115 1.2 15370 OAO SLV. 450 614 112
10690 3/4 REV 208-230 45 10370 OAO SLV 450 614 112

Toll Free (800) 445-4155

Fax (631) 348-7160 -

Multi-Horsepower Direct Drive
Furnace Blower Motors

MARS multi-horsepower direct drive blower
motors are ideal for truck stock.
Four models cover both 115 volt
and 208-230 volt applications from
1/6 through 3/4 HP. All MARS
multi-horsepower motors feature
Rheem shell mounting holes.
Features:

» Rheem mounting holes

¢ 2-1/4 inch resilient rings

Specifications:

» Class “B” insulation

« Single phase, 60 Hz

* Thermal overload protected

5% inch dia.

B A
* 36 & 41 inch leads
* UL Recognized c
Im 0 0
g 0
Four Speed [] !
MARS DIMENSIONS LEAD
NO. HP  ROT VOLTS RPM ENCL. BRG. A B C LENGTHS
10463 1/6-1/2 Rev 115 1075 OAO  Slv 550 473 112 41"
10464 1/6-1/2 Rev 208-230 1075 OAO Sl 550 473 112 41"
10466 1/5-3/4 Rev 115 1075 OAO Ball 580 573 12 41"
10467 1/5-3/4 Rev 208-230 1075 OAO Ball 560 523 12 41
10479 1/8-1/3 Rev 208-230 825 OAO Sv 450 530 12 36

MARS 460V Direct Drive Blower Motors

Ball Bearing

MARS direct drive blower motors are installed in
residential and commercial furnaces,
air conditioners, exhaust fans, and
other air handling equipment.
Features:

* Allangle < 2 speeds

« Extended studs

e 2-1/4 inch resilient rings

Specifications:

» Class “B” insulation

« Single phase, 60 Hz

* Thermal overload protected

* 36 inch leads * UL Recognized

Reversible Rotation

MARS
[[0X

1075 RPM - Two Speed

CAP

HP  VOLTS REQ.

AMPS ENCL. BRG.

5% inch dia.

DIMENSIONS
A B c

20538 112 460 1.8 10/370  OAO Ball

6.50 5.25 12

Muti-Horsepower — Reversible Rotation

WES WP VOLTS AMPS gé‘g' ENCL BRG. D'MEN:'ONS .
1075 RPM - Two Speed

20580 13-14 460 095 75370 OAO  Bal 650 450 1R
20581 34-12 460 21 155370 OAO  Bal 450 580 1R

See diagram above for dimensions

www.marsdelivers.com
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Fan & Blower Motors

Belted Fan & Blower Motors Belted Fan & Blower Motors,
Ball Bearing Split Phase
MARS belted blower motors Ball Bearing
are designed to meet MARS belted blower motors
manufacturer’s requirements 5% - are designed to meet
incl 1a.

for belted fan or blowers. manufacturer’s requirements

for belted fan or blowers.

S
>
A
7/
S
@)
-
o
A
»

Features:

» Resilient base mounted Features:

» Single speed + Single speed, split phase

» Slotted holes in base match » 48/56 frame mounting holes
48 or 56 frame bolt patterns . Heavy gauge steel

¢ 1/2 inch shaft diameter construction frame and base

Specifications: * 1/2” x 1-7/8” Shaft with

1-5/8” Flat

* Class “B” insulation

» Extended thru bolt:
» Single phase, 60 Hz xtenaed thru bolts

+ Thermal overload protected Specifications: .
« Open construction + Class “B” insulation . = A
+ Continuous duty + Single phase, 60 Hz B IEEI =
+ UL Recognized + Continuous duty } I .
+ Automatic thermal overload [‘H ] = i
. (e}
protection, as noted 5 =
» cULus =
1725 RPM - Single Speed — Reversible Rotation Cross Reference:
MARS DIMENSIONS NEMA MARS  AO Smith/ Emerson/
NO. HP VOLTS FLA SF A B c b FRAME No. Gentury Baldor US Motors Genteq Magnetek Marathon
10401 14 115 43 135 185 625 300 12 48556 10300 oL : D16B2N4Z : : B30
10301 RB2014 - D16BA2N4Z9 - 918 B322
10406 113 115 5.8 1.35 185 625 300 172 48/56 10302 919L - DB14B2N4Z - 919 B302
10303 920L, GF2024 RSP1441A  8000,3618 4701, 4730 808 B303, B206
10408 12 15 77 1.25 185 688 300 172  48/56 10304 921L, RB2034L i D13B2N4Z9 i 1 B304
10305 9221, RB2034 - 8100, PD6004 - 922 B305, B207
10306 - - D12C2J49 - - B306
10307 GF2054  RSP3451A 8200, PD6006 4708, 4733 - B307
10309 F680, F681 - 4115 - - 4338

1725 RPM - Reversible - Dripproof
NEMA DIMENSIONS

MARS
NO. HP  VOLTS AMPS S.F ENCL. BRG. FRAME A B c

10301*  1/6 115 36 135 DP  Ball 48y 18 625 12

10303 1/4 115 43 135 DP Ball 48y 185 625 112

m 10305 13 115 58 135 DP  Bal 48y 185 625 12

When replacing a blower or fan motor, inspect 10307 12 115 77 125 DP  Bal 48y 185 688 12

the blower wheel or fan and replace or clean 10309* 3/4 115 1.4 1.00 DP Ball 56 192 7.74 5/8
as necessary to optimize performance.

10300 1/6 115 36 135 DP  Ball 48y 18 625 12

10302  1/4 115 43 135 DP Ball 48y 185 625 12

10304 173 15 58 135 DP Ball 48y 185 625 112

10306 172 115 58 135 DP Ball 48y 185 6.8 112

* Automatic Thermal Overload Protection

©
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Fan & Blower Motors

S Fan & Blower Motors, Direct Drive Fan & Blower Motors
E Capacitor Start Ball Bearing
m Ball Bearing MARS Direct Drive Fan & Blower
m MARS fan & blower motors are Motors are designed to replace

designed for applications like PSC and Shaded pole motors, 51/ _ .
< commercial fans and blowers, used in direct drive furnace, air 2 inch dia.
E direct and belt drive air handlers conditioners, and other blowers.

and exhaust fans. Features:

Features: + Single Speed, reversible

+ Single speed, capacitor start + Resilient ring or thru-bolt

» 48/56 frame mounting holes mounting

+ Heavy gauge steel * Ring kit allows 2-1/4” & 2-1/2"

construction frame and base resilient ring mounting

» 5/8” Shaft dia. with keyway » 3/4 inch Extended thru-bolts

+ Extended thru bolts shaft end

Specifications: B Specifications:

» Class “B” insulation
» Single Phase, 60 Hz

» Class “B” insulation
» Single phase, 60 Hz
» Continuous duty

» Continuous air over

+ Automatic thermal overload ! = * Automatic reset Fhermal
Protection, as noted iz § o overload protection .
— . .
¢ cULus [ﬂ . t 30 inch leads
o [ * cULus

Cross Reference: -

LEELO

M;\(I:S Ageitr:irt;/ Baldor UE;‘ ;I:)st%:ls Fasco  Leeson  Magnetek Marathon
10313 C196L  RL1203A  D12CPA2P49 - 100109.00  C196 B313 —
10315  RBF1034A : 180 . . . B315 Cross Reference:
MARS AO Smith/ Emerson/
10317 iﬂgfﬁ - D12CPA2PH9  D6084  100011.00 - B317 No. Centmu',y US Motors Fasco Marathon
10319 CA26V1, o) 1307a 1893 100012.00 B319 so013 FDL1024 160 ’ X013
RB1074A . : . 30014 FD1024 1693 - X014
10321 C523v1  RL1310A  D1CPA2PH9  D6088  110007.00 - 4688 30015 FDL1034 1692 D780 X015
10322 . i D12CP2PHY i i B1316 30016 FDL1054 1694 D785 X016
10323 666 - D34CP2PH9 - 10001600  C666 B318 30017 FD1054 1695 pre4 xotr
1032 s D1CPPH . 30022 FD1074 1697 D786 X022
) ) ) 30111 - 1693 D781 X011
30211 - 1700 D825 X211
1725 RPM - Reversible - Dripproof
DIMENSIONS 1625 RPM - Single Speed - Reversible
WoS WP VOLTS AMPS SF ENCL BRG. gt g'e Sp
b A B C MARS CAPACITOR DIMENSIONS
115/208- NO HP VOLTS AMPS REQUIRED ENCL. BRG.
10313 14 .7 502425 135 DP  Bal 48YZ 185 1030 12 : A B c
T157208- 30013 14 115 265 75870 OPAO Bal 450 495 12
10315 13 .7 542627 135 DP  Bal 48z 193 1022 12
115/208- 30014 1/4 208230 13-12 51370  OPAO Ball 450 465 112
10317 12 .7 804140 125 DP  Bal 56 193 1041 58
115208 30015 113 115 355 75370  OPAO Ball 450 522 12
10319* 3/4 230 10.0/5.2-50 125 DP Ball 56 193  11.00 5/8
115/208- 30111 () 13 208-230 1.9-1.6 5370  OAO Bal 450 495 112
10321* 1 930 1447272100 DP  Bal 56 195 1126 58
115208 30016 112 115 49 15/370  OPAO Ball 450 570 12
10822 12 57 924246 125 DP  Bal 56 195 1024 58
1157208 30017 112 208-230 2.95-245 5370  OPAO Ball 450 570 112
10323 3/4 230 10.0/6.2-58 125 DP Ball 56 193  11.00 5/8
15208 30022(2 3/4 230 4236 75370 OPAO Bal 600 600 112
10324 1 93 146970 115 DP  Bal 56 195 1125 58
30211 1 208-230 48-38  10/370 OPAO Bal 300 668 112

* Automatic Thermal Overload Protection

(1) Enclosed shaft end bracket
(2) Thru-bolts on shaft end and OSE

®
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Commercial Condenser Fan Motors, Commercial Condenser Fan Motors,
Rigid Base, 3 Phase Belly Band, 3 Phase

Ball Bearing Ball Bearing

MARS Commercial condenser fan MARS Commercial condenser fan

motors may be installed outdoors. motors may be installed outdoors.

These motors need to be These motors need to be mounted

mounted within the airflow of the within the airflow of the fan for

fan for proper cooling. 56Z or proper cooling. Use on Trane,

56HZ rigid base is easy to remove Carrier, Climatrol and York units,

and provides mounting flexibility. 5 tons and larger.

Use on Trane, Carrier, Climatrol

and York units, 5 tons and larger. Features:

« 70°C ambient

* VFD Compatible, except 575V
» Water slinger on shaft

» Four locating screws 90°

Features:
» 70°C ambient except as noted
* VFD Compatible

* Water slinger on shaft apart, 3-3/8” from outer edge
* Rigid Base - Horizontal or of shaft slinger =<
Vertical mounting . s « Enclosed shaft end bracket, vented frame 1 )
* Enclosed shaft end bracket, - = + Flat and keyway on shaft
vented frame ‘ . neE + Belly Band and Resilient o
+ Flat and keyway on shaft - AA = Ring Mounting G—F
. S [
Specifications: — = Specifications: ﬁ%
* Class “H1” insulation « Class “H1” insulation
« Three Phase, 60/50 Hz - Three Phase, 60/50 Hz, [
» Continuous duty, air over 575V - 60 Hz only EE@
* Automatic thermal » Continuous duty, air over 000 DF’ D 000
overload protected « Automatic thermal overload protected S
» cULus « cULus
Cross Reference: Cross Reference:
MARS AO Smith/ Emerson/ MARS AO Smith/ Emerson/
o Century Baldor B Leeson Marathon No. Century Baldor US Motors Fasco Magnetek Marathon
10513 H1050A 1820H, 1820V X513 10500 i . 1828 i ' X500
’ ' . 10501 FC3076F CFM3146A 1817H - H567 X501
10523 H1051A CFM3166A 1821H, 1821V 111148 X523 10502 FC3106F CFM3156A 1818H . HB67 X502
10528 H1053A - 1833H, 1833V - X528 10503 H1051A CFM3166A 1819H D6610 H767 X503
10529 . . i i X529 10507 H1053A - 1828H, 1828V - H686 X507
10531 H1054A - 1831H, 1831V, 1100 - X531 10509 Heos ) aosv ) ) X509
10522 - - - - - X522
10524 - - - - - X524
MARS NEMA DIMENSIONS 10526 - - B . N X526
No. HP VOLTS AMPS SF ENCL. BRG. coue A 8 . 10527 i i i i i X507
. 10530  H1054A, H1053A - 1832H, 1832V - - X530
1140 RPM - Reversible - Three Phase
A 208 - 21- HP  VOLTS AMPS  S.F ENCL BIMENSIONS
10833 12 o0 Song 10 OPAO Bal  56Z 550 714 58 . J 5 b N .
0513 1,20 4T, 10 OPAO Bal s6HZ 500 766 58 1140 RPM - Reversible - Three Phase
208 57 10500 1/2 208-230/460 245-2.75/1.35 1.0 OPAO Ball 56Y 500 668 5/8
10523 112 y 10 OPAO Ball 56HZ 500 845 58
230/460 5.8/2.9 10501 3/4 208-230/460 3.3-3.0/164 10 OPAO Ball 56Y 500 7.27 5/8
850 RPM - Reversible - Three Phase 10502 1 208-230/460 4.18-4.38/2.19 10 OPAO Ball 56Y 500 7.66 58
10529 12,20 ¥ 10 OPAO Bal S 500 727 5B 10503 1-1/2 208-230/460 535001255 10 OPAO Bal 56Y 500 884 58
208-  54- 10509 2 208-230/460 7.3-7.0/3.7 1.0 OPAO Ball 56Y 500 962 5/8
1058 1 poiuc sapgs 0 OPAO Ball 56HZ 500 923 58
e 850 RPM - Reversible - Three Phase
208-  6.5-
10831 112 paomen 6734 10 OPAO Ball  56HZ 500 923 58 10507 1 208-230/460 5.1-5.1/253 1.0 OPAO Bal 56Y 500 884 58
*60 Deg C 10530 1-1/2 208-230/460 7.056.7/357 1.0 OPAO Ball 56Y 500 962 5/8
1140 RPM - Reversible - Three Phase
10522 1 575 1.78 1.0 OPAO Ball 56Y 500 7.66 5/8
10524 112 575 34 10 OPAO Ball 56Y 500 845 58
10526 2 575 3.1 10 OPAO Ball 56Y 500 923 58
850 RPM - Reversible - Three Phase
10527 1 575 2.0 10 OPAO Ball 56Y 500 962 58

©
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Commercial Condenser Fan & Heating Motors

Commercial Fan & Blower Motors,

3 Phase
Ball Bearing

MARS three phase commercial
fan & blower motors are
designed for applications like
commercial fans and blowers,
direct and belt drive air handlers
and exhaust fans.

Features:

» Single speed, drip-proof
» Reversible Rotation

» Dual Voltage

» Resilient base mounting

* Heavy gauge steel
construction frame and base

Unit Heater Motors, PSC

Ball Bearing

MARS replacement unit heater

motors need to be mounted

within the airstream for

proper cooling.

Features:

+ Totally enclosed, air over

* Horizontal or vertical mount

* 17 extended thru-bolts

* Reversing plug

* BX connector mounted
in frame

Specifications:

+ Class “B” insulation

» Single phase, 60 Hz

» Continuous duty

* Automatic reset thermal ’7 A
overload ‘
. 37inch leads e el i
T T
. L ;
cULus m m
Goouad Hins T
Cross Reference:
MARS AO Smith/ Emerson/ Marathon
No. Century US Motors
30301 UH1016, US1016 1386 X302
30303 566A, UH1026 1384 X303
30305 UH1036 1388 X304
1725 RPM - Reversible
MARS CAPACITOR NEMA DIMENSIONS
No. HP VOLTS AMPS Ty e "ENCL. BRG. onye A 8 o
30301 16 115 3.0 5370  TEAO Ball 48Y 275 825 112
30303 14 115 4.1 75370 TEAO Ball 48Y 275 825 112
30305 13 115 65 75370 TEAO Ball 48Y 275 970 112

» 5/8” Shaft dia. with keyway —“-‘
A
« Extended thru bolts 5 ; =
Specifications: ﬂ = -
) . 7! i t
+ Class “B” insulation [h : = :
fa—) C
» Three phase, 60 Hz 5 =
» Continuous duty, air over =
* Automatic thermal overload
protection
¢ cULus
Cross Reference:
MARS AO Smith/ Emerson/ Marathon
No. Century US Motors
30317 Hes50L 8488 K1408
30319 He51v2 8489 K1410
30321 RB3104A 8498 K1412
30323 H853v2 K1415
30325 RB3204A 8493P K1418
1725 RPM - Reversible - Dripproof
MARS NEMA DIMENSIONS
NO. HP VOLTS AMPS S.F ENCL. BRG. FRAME A B c
208-
30317 112 230/460 2.1-2.01.0 1.25 DP  Ball 56 1.77 9.73 5/8
30319 3/4 23200/260 3.0-28/14 125 DP  Ball 56 193 1076  5/8
30321 1 23200/260 3.3-341.7 115 DP  Ball 56 189 1140 58
30323  1-1/2 23200/260 5354127 1.15 DP  Ball 56H 189 1186 58
W2 2 N0 626080 115 D Bal S6H 189 1375 58

Toll Free (800) 445-4155

Fax (631) 348-7160 -
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Heating & Unit Bearing Motors

MARS Oil Burner Motors
Ball Bearing

51 Frame Unit Bearing Cast Iron Motors

MARS 51 frame motors are used
on refrigerators, freezers, food &
beverage coolers, vending
machines, display cases, and
many other fan duty applications.

MARS Oil Burner Motors are
replacement motors for residential
and commercial oil burners, hot
water pressure/steam cleaners
and other applications where

3% inch dia.

Features:

S
>
A
7/
S
@)
-
o
A
»

48M or 48N flange mounting » Cast iron construction
is required. o )

» Packed with vibration
Features: dampener, speed
« All angle nut & screws

.

.

Split Phase and PSC
Semi or totally enclosed
Two bolt direct mounting for

Shaded pole, single phase
Fan duty, continuous, air over
Impedance protected

48M and 48N » For accessories see pages

M-50 — M-54

Specifications: s ) Dual Pad Mounting
+ Class “B” insulation + Class “A” insulation Lyall Plug
B
» Single phase, 60 Hz * 60/50 Hertz "I
» Continuous duty
* Manual reset overload —c
protection
« Auto reset protection for PSC Diemeter
* cULus
MARS ROT LEAD DIMENSIONS
No. WATTS  Ocr  VOLTS  AMPS | oo a . o
1000 RPM—1/4-20 Threaded Shaft
05111() 25 cw 115 0.30 26" 0.66 264 114
Cross Reference: 1550 RPM—1/4-20 Threaded Shaft - Dual Pad Mounting - Lyall Plug
MARS AO Smith! Emerson/ 05211 4 cw 15 033 24 0.66 264 114
No. Gt Beckett US Motors Marathon
05212) 4 ccw 115 033 24 0.66 264 114
30004 EL2022 2302 0004
30011 0120520 3267 0ot 05221(1) 4 cw 230 0.19 24 0.66 264 114
30100 EL2002 3083 0100 052220 4  CCW 230 049 24" 066 264 14
30600 EL2004V1 3196 0600
30601 EL2014V1 - 3250 0601 05311 6 cw 15 046 24 0.66 3.14 114
so701 - 218050 sz orl 05312 6 CCW 15 046 2% 0.66 3.14 114
05411 9 cw 15 0.62 24 0.66 3.14 114
RPM/ SHAFT SHAFT E
VOLTS AMPS ROT. FRAME ENCL. SF.
SPD LGTH DA DIM. 05412 9 CcCW 15 0.62 24 0.66 3.14 114
Split Phase 05421 9 cw 230 033 20 0.66 314 4
30100 5-1/2 1/7 34501 115 24  Rev  48M Ensdeor‘;'e 4101304 12 634 05422 9 ccw 230 033 24 0.66 314 1/4
30600 6-1/2 1/8 17251 115 27  Rev 48N TENV 1.0 134 12 7-1/4 058112 16 cw 15 0.95 24 0.66 3.34 114
30601 6-1/2 1/6 17251 115 28  Rev 48N TENV 1.0 134 12 6-112 058122 16 ccw 115 0.95 28 0.66 3.34 114
30004 612 1/4 34501 115 38  Rev 48N ™ 40 1 ap 744 058212 16 cw 230 0.48 % 066 334 14
Enclosed 13/16
= .
Oil Burner, PSC 058222) 16 ccw 230 048 24 0.66 334 114
Semi 1500 RPM—1/4-20 Threaded Shaft
30701 5-1/2 1/7 34501 115 15 CCWSE Encloseg - 134 112 514
— “S°°S_e 0571120 35 cw 115 14 22’ 0.50 350 14
emi
30011 6112 12 34501 po0 5.0 8241 Rev 48N =00 10 134 12 714 T o 2% 070 po 050 250 ”
1500 RPM—Smooth Shaft
0551120 50 cw 15 1.7 22’ 1.50 450 38
055212 50 cw 230 0.85 22’ 1.50 450 38

(1) Class A Insulation (2) Automatic Reset Overload Protection

©
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MARS MOTORS

51 Frame Unit Bearing Aluminum Motors

MARS aluminum 51 frame motors are
economical replacements for cast iron

motors. They feature an
improved oiling system and class
B insulation for longer life.
Features:

» Aluminum construction

» Unit bearing design

» Packed with vibration

dampener, speed
nut & screws

» Shaded pole, single phase

» Fan duty, continuous, air over

» Impedance protected

» For accessories see pages
M-50 — M-54

» Class “A” insulation

» 60/50 Hertz

MARS WATTS ROT

NO. os  VOLTS

3% inch dia.

AMPS

LEAD
LENGTH

A

Dual Pad Mounting

Lyall Plug

DIMENSIONS

c

1550 RPM—1/4-20 Threaded Shaft - Dual Pad Mounting - Lyall Plug

052130 4  CW 115 033 24 066 264 14
052230 4  CWw 230 019 24 066 264 14
05313 6 CW 115 046 24" 066 314 14
05413 9 oW 15 062 24 066 314 14
05414 9 cow M5 062 24 066 314 14
05423 9 oW 230 033 24 066 314 14
05813002 16 CW 15 095 24 066 334 14
058140@ 16  CCW 15 095  24° 066 334 14
058230@ 16  CW 230 048  24° 066 334 14

1500 RPM—1/4-20 Threaded Shaft - Lyall Plug

05119 9 cw 115 55 Lyfl’; ;I’i g 08 3

(1) Class A insulation

(2) Automatic reset overload protection

Toll Free (800) 445-4155

MARS Shaded Pole Motors

MARS shaded pole motors are
widely used in the HVAC &
Refrigeration industry. These
motors are suitable for all angle
operation and have multiple
mounting features and are used
in industrial and commercial
refrigeration for condensing and
evaporating units, ventilating
units, freezers, walk-in and
reach-in coolers, food and
beverage coolers and many
other fan duty applications.

Features:
» All angle, sleeve bearing
» Single speed
Output 9 and 16 watts
» Totally enclosed

* Hardware included: screws
and nuts

» Continuous air over

« 3 core cable equipped with ring
fast-on terminals

Specifications:

» Class “B” insulation

* 60 Hz

* Thermal overload protected

* UL approved

MARS
NO.

00907 9

WATTS ROT SE

HP

Cccw 1/83

3% inch dia.

VOLTS

15

00907

00909

AMPS RPM

0.50 1550

00909 16

Cccw 1147

115

0.70 1550

Fax (631) 348-7160 < www.marsdelivers.com
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Super-Fit™ 3000 RPM Replacement Motors*

The MARS 90999 Super-Fit™
replacement fan motor is
designed to replace virtually
any refrigerator evaporator
fan motor.

The MARS 90999 motor
incorporates a unique new
system which duplicates any
OEM mounting quickly and
easily. The rotor is reversible in
the field for either clockwise or
counterclockwise rotation.

In addition the MARS 90999
motor has the power to perform
in even the largest refrigerators.
The MARS 90999 Super-Fit™
motor comes complete with
mounting accessories

and hardware.

Replaces these popular motors...
and hundreds more!

*U.S. Patent WHIRLPOOL/COLDSPOT

Features:

» Reversible rotation

* Duplicates any OEM motor —_
» Break-off shaft

» Easy-to-use, fewer parts to
assemble than

competitive motors

» Stock one motor -
save on inventory

» Complete with accessories

and instructions FRIGIDAIRE

Specifications:
 Electrical rating:
90999, 115V, 50/60 Hertz
90998, 220V, 50/60 Hertz
» Overload protection:
impedance protected
* Speed: 3000 RPM
« Shaft: 1/8 inch diameter
with adaptors for 3/16 inch -
and hubless fans

GIBSON

MARS

NO DESCRIPTION VOLTS WESTINGHOUSE
“Super-Fit” motor
90999 with accessories 115V, 50/60 Hz
“Super-Fit” motor =
90998 with accessories 220V, 50/60 Hz
PHILCO

©
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C-Frame Motors

Super-Fit™ 3000 RPM Commercial
Replacement Motor*

MARS 90970 Super-Fit™ commercial
evaporator fan motor is the

most versatile, easy-to-use,
heavy-duty replacement
evaporator fan motor available.
MARS 90970 is the first motor of
this type with a dual voltage coil so
you can stock one motor for both
115 volt and 230 volt applications.
The unique system of slide locator
screws lets you match OEM
mountings quickly and easily.

The reversible 90970 features
rugged, die cast bearing housings
with self-aligning bearings and
generous oil reservoir. The

S
>
A
7/
S
@)
-
o
A
»

MARS 90970 Replaces:

break-off shaft has adaptors to fit ~ ACME GEM UNI-LINE
118, 3/16, 1/4, 5/16 inch bores and M:?:‘" S R°BE1§OT113“AW
hubless fan blades. 7502 EMB75 EM683 14019
Each kit includes: Motor, 5.5” 780

white plastic blade, accessory package.

*U.S. Patent

Features: Specifications:

+ Dual voltage caoil, « Electrical: 110-120/208-240 VAC; 50/60 Hertz
110-120/208-240 VAC .« Protection: thermal overload protected

+ 50/60 Hertz « HP:1/50

* Mechanically reversible « RPM: 3000

3000 RPM — Mechanically Reversible

MARS STACK
NO. e ANES HT.IN.

90970 1/50 1.33 .75

SHAFT VOLTS

2174 X 1875 110-120/208-240

Super-Fit™ 3000 RPM Replacement Motor Kit
With Fan Blades

The MARS 90971 Super-Fit™
replacement motor kit with fan blades
is designed to provide all the material
necessary to replace virtually any
existing application that requires a
3/8”, 1/12”, or 5/8” stack motor.

The motor features a specially
designed recirculating oil system
for long life.

Each kit includes: MARS Super-Fit™
Motor, hardware plus a 4” diameter
fan blade and a 5.5” diameter fan blade.

Features: Cross Reference:

» Sleeve bearings UNI-LINE
» All angle mount M,?ORS Q‘I:Alﬁ GEM  ROBERT

* UL and CSA recognized SHAW

- Impedance protection 90971 sgg EMB70 33-670 (14001)  SM-670
* Mechanically reversible 710

* Recirculating oil system AM-4670

Specifications:

» Class “A” insulation

+ 3000 RPM

* 60 Hz

3000 RPM - Mechanically Reversible
o HP VLTS AMPS SHAFT STACK

90971 11130 120 0.41

SUPCO

142" x 3/16” 5/8”




MARS MOTORS

Refrigeration Fan Motors

MARS 3.3" Commercial
Refrigeration Multi-Horsepower Motors

These motors replace hundreds
of OEM shaded pole evaporator
fan motors found in Bohn,
Nutone, Chandler, Larkin,
Kramer, Climate Control,
McQuay, Heatcraft and reduce
truck stock costs.

These PSC type motors deliver
more power and lower amp draw
compared to shaded pole.

3-3 inch dia.

Features:
» Sleeve bearing, single speed

* Mounting - extended
thru-bolt with nuts

» Low temp lubricant
» Capacitor included

» Open ventilation

Specifications:

» Class “B” insulation

* 60 Hz

» Thermal overload protected

Replaces 12 Motor Ratings:

1/12HP CW or CCW 115V or 230V
1/15HP CW or CCW 115V or 230V
1/20HP CW or CCW 115V or 230V

MARS Super-Fit™ 3.3"

Commercial Refrigeration Evaporator Fan

and Blower Motors

Application:

Can be used to replace virtually
all popular 3.3” dia. commercial
refrigeration evaporator

fan motors.

Features:

» Adaptable to front or
rear mount

» All angle operation
» Specially selected low
temp. oil
« Full flatted black oxide shafts
» U.L.and C.S.A. recognized
thermal protection
Specifications:
« Single phase, 60 Hertz
* Thermal overload protected
* 12 inch leads

3- 3 inch dia.

1550 RPM
MARS DIMENSIONS
NO. HP VOLTS AMPS ROT OLE A B c
09916 1130 115 12 Ccw 2.50 2.96 516
09917 1120 115 1.7 CwW 2.50 2.96 516
09927 1720 208/230 0.96 Ccw 2.50 2.96 516

1550 RPM
MARS CAP  SHAFTLENGTH
NO. HP VOLTS  ROT  AMPS  \\c/UDED  AND DIAMETER
1112, 115,
orzs  ""2115 2823 CWLE 056050 4MFDITOV  25x5/16
om2r 1215 4530 REV 140060 7EMFDITOV  3.00x516

1120

Toll Free (800) 445-4155

Fax (631) 348-7160 < www.marsdelivers.com
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Refrigeration Fan Motors

MARS One-On-One™ 3.3" MARS 21/29 Frame Commercial Refrigeration
Commercial Refrigeration Evaporator Fan Replacement Motors

and Blower Motors MARS 21/29 frame refrigeration

replacement motors have been

designed to provide the contractor

with tremendous versatility. 5 inch dia.
Dual voltage and mechanical

reversibility make these ideal

These motors feature original

OEM-type plugs, wiring 3.3, _
harness and conduit box =) inch dia.
(where appropriate).

S
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Features: [truck stock for today’s busy

« Sleeve bearing refrigeration contractor.

» Original OEM-type mounting Features:

+ Original OEM-type wiring « All angle sleeve bearings

» Specially selected low temp oil « 115/208-230 volt

+ Full flatted black oxide shafts + Simple mechanical reversibility,
Specifications: lead exit provided at both ends

» 3/8” shaft diameter with
1/2” adapter included
» Extended studs with

B
double nuts !—_
* Mounting washers included
* 2-1/4 inch resilient rings for a

» Single phase
* Thermal overload protected
* 12-1/2 inch leads

base mounting

* CCW (lead end) rotation as
factory assembled

» Base and clamps included

Specifications:
+ Single phase, 50/60 Hertz
* Thermal overload protected

Bohn Applications/with Lyall Plug

DIMENSIONS .
Mﬁgs P RPM  VOLTS ~ AMPS ROTOLE . . « 30 inch color coded leads
09930 120 1550 115 17 cw 3 3 516
09931 1115 1550 230 11 ow 3 35 516 1550RPM — Mechanically Reversible S
MAR FLA.
09938 112 1400 230 0.55 cwW 26 4 5/16 NO. HP VOLTS  LEROT 10008030y A B c
10611 120 115/230 cow 3819 225 492 318
1550 RPM — Larkin Applications/with Lyall Plug 10615 120 1157230  CCW 4020 225 492 38
MARS DIMENSIONS
HP  VOLTS  AMPS  ROTOLE
NO. A B c
09932  1/20 115 17 cow 2.25 2.75 516
09933 120 208/230 10 cow 2.25 3 5/16

1550 RPM — McQuay Applications

DIMENSION
MARS 4 voLTS  AMPS  ROTOLE SIONS

NO. A B c
09934 145 1151230 2.4/1.1 cw 25 35 516

©
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Direct Drive Blower Motors & Fan Coil Motors & Draft Inducer Blowers

MARS Shaded Pole Direct Drive
Furnace Blower Motors

MARS shaded pole direct drive
furnace blower motors are
excellent, economic choices for a
wide variety of direct drive blower S inch dia.
applications. These class “B”
insulated motors will provide long
life and quiet operation.
Features:

» Sleeve bearings

» Resilient ring mounting

» Extended studs

» CCW lead end rotation

* NEMA 42 (29) frame

» All angle mounting

Draft Inducer Blowers

Ball Bearing

MARS draft inducer blower assemblies are designed and manufactured
to serve as drop-in, exact replacements.

Specifications:

* C-Frame

» Single Speed

* 60 Hz

» Thermal protected, air over

+ Single phase

Draft Inducer Blowers

MARS OEM CAP
no.  OEM NO. INCL.

10701 Rheem  70-24157-03 80+ Furnace 1/30 120  1.71 3400 -

APPL. HP VOLTS AMPS RPM

10566  Carrier ~ HC27Q118 80+ Furnace 1/4 115  0.38 3030 5MFD/370

10704 Carrier HC21ZE117 80+ Furnace 1/22 115 1.9 - -

10709  Carrier HC24HE230 80+ Furnace 1/40 208/230 1.0 - -

10707  Lennox 88K8401 80+ Furnace 1/60 120 13 3000 -

10556  Nordyne 622567 80+ Furnace 1/33 115 043 3000  4MFD/250V

10558 Nordyne 622302 90+ Furnace 1/31 115  0.46 3300  6MFD/250V

Specifications: B N
+ Class “B” insulation
A——
* Automatic thermal overload
protection o
* 60 Hertz M c
» Fan duty continuous air over U =
« UL and C.S.A. approved @ a ([
= = bm
1050 RPM — Three Speed
MARS DIMENSIONS
NO. HP VOLTS AMPS ROT OSE. A B c
10810 1/5 15 6.5 Ccw 4.75 5.17 12

10550 Goodman 0131G00007 80+ Furnace 1/50 230  0.24 3000  2MFD/370V

10551 Goodman 0131G00009 80+ Furnace 1/32 230  0.24 3000  2MFD/370V

10552 Goodman 0131M00121 80+ Furnace 1/50 230 022 ~ 3000  2MFD/370V

10553 Goodman 0131M00002P 80+ Furnace 1/50 115  0.40 3000  6MFD/250V

10555 Goodman 0271F00126 90+ Furnace 1/32 115  0.46 3150/2950 6MFD/250V

10563  Trane  D965130P01 80+ Furnace 1/39 230  0.22 2800/1500 2MFD/370V

MARS Fan Coil Replacement Motor

The MARS fan coil replacement motor,

with removable resilient mounting

base is used for a wide range of

dual blower wheel fan/coil

assemblies. This motor S inch dia.
is especially suited for P-TACs

(package terminal air

conditioning). The 10889

replaces a large number of

OEM designs.

Features:

» Thermal protection

* Includes resilient
mounting base

* Includes female 1/4”
spade terminals

* Quiet sleeve bearings ~—cC B A—|

Specifications:
» Single phase, 60 Hertz
» Fan duty continuous air over

* Open enclosure — |

I:II:IRI:II:I
o o

1050 RPM - Five Speed

MARS DIMENSIONS
NO. HP VOLTS AMPS  ROTLE. A B c D

10889  1/10 115 35 ccw 10.3 3.34 10.3 12

10564  Trane  D965129P01 80+ Furnace 1/39 230  0.22 2800/1500 2MFD/370V

10565  Trane  D965128P01 80+ Furnace 1/34 230 024 3000  2MFD/370V

10701 10566 10704
10709 10707 10550
10551 10552 10553
10556 10565 10555, 10558

©
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One-On-One™ Direct Replacement Motors

One-On-One™ OEM Direct Replacement Motors
Direct Replacement Motors For Copeland

Specifications:

» Class “B” insulation
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I T + 50/60 Hz
» Single phase
I )
ﬂ ]‘ 10570 10234 - Single speed
10571 10230 * Thermal overload protected
B [—A 10232 » Continuous air over
03242 10235 C a e
B
A
10594
Replaces: Carrier HC33GE233 c
5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
5 MFD @ 370V (MARS No. 12005, 12905), CW OSE
MARS RPM/ ROT DIMENSIONS
NO. il L SPEEDS OSE i A B DIMENSIONS
MARS o vours ROT awps mem AP ENcL
10234  1/10  208/230 1100/ Ccw 0.77 1.8 3.8 12 NO. OSE INCLUDED A B c
Replaces: Goodman 0131M00019P 10227 113 230 CcW 22 1625 4MFD/370V TEAO 175 587 12
5-1/2 inch diam.,totally enclosed, ball bearing, capacitor required, 10228 1/6  208-230 cw 11 1550 3MFD/370V OAO 3.07 3.69 12
5 MFD @ 370V (MARS No. 12005, 12905), CCW OSE
MARS ” VoiTs RPM/ ROT APS DIMENSIONS 10229 1/4 208-230 CW 15 1625 5MFD/370V OAO 3.07 432 12
NO. SPEEDS _ OSE A B C 10264 14 230 CW 21 1550 5MFD/370Vv ODP 300 420 12
10230 14 208230 007 cow 126 s 41 12 10265 1/6 208-230 Rev 1.1 1550 3MFD/370V OAO 3.00 373 112
Replaces: Goodman 0131M00060
5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
5 MFD @ 370V (MARS No. 12005, 12905), CCW OSE
MARS RPM/ ROT DIMENSIONS
no. HP VOIS gpppps  os  AMPS ) B c
10232 1/6 208/230 810/1 CCwW 11 3 41 112
Replaces: Goodman G3911
5 % inch diam. Totally enclosed, ball bearing, capacitor required,
5 MFD @ 370V (MARS No. 12005, 12905), CCW OSE
MARS RPM/ ROT DIMENSIONS
no. P VOLTS  oppeps  osE  AMPS B c
03242 16 208230  1075/1 ccw 1.0 1 2.75 12

Replaces: Goodman 0131M00294
5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
5MFD @ 370V (MARS No. 12005, 12905), CCW OSE m
MARS RPM/ ROT DIMENSIONS
no. P VOLTS opppps  osE  AMPS B c
10233 1/8 208230 1050/1 ccw 0.70 2.5 41 112 Always replace the capacitor when replacing a

Replaces: Goodman 0131F00022 FEC wits

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
20 MFD @ 370V (MARS No. 12014, 12914), CW OSE

MARS RPM/ ROT DIMENSIONS
no. P VOLTS gpppps  osE  AMPS B
10594 112 115 1130/4 Ccw 8.1 4 5.1 12
Replaces: For use with Coleman and Evcon Equipment
5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
5 MFD @ 440V (MARS No. 12029, 12929, 14029), CCW OSE
MARS HP VOLTS/ RPM/ ROT ANPS DIMENSIONS
[0} PHASE SPEEDS OSE A B C

10570 13 575/ 850/1 ccw 0.66 25 6.6 12

Replaces: For use with Coleman and Evcon Equipment
5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
10 MFD @ 440V (MARS No. 12032, 12932, 14032), CCW OSE

MARS VOLTS/ RPM/ ROT DIMENSIONS
NO. e PHASE SPEEDS OSE i B C

10571 3/4 575/ 1100/1 Cccw 1.35 35 57 12

©
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us
Motors/  Fasco Marathon Packard Partners
Emerson CE Choice

GE/ Nordyne/ Rheem/Ruud Carrier/

Century / .
AO Smith Totaline

Description
Protech RCD

Condenser Fan

10727 1/6 HP, 208-230 V, 1075 RPM FSE1016S 1859 D917 3727 X411 43727 | 01-0160 | W51-16CJA1-01 | P257-8727 |WG840727]S1-FHM3727 -

10728 1/4 HP, 208-230 V, 1075 RPM FSE1026S 1860 D909 3728 X412 43728 | 01-0161 | W51-14CJA1-01 | P257-8728 |WG840728|S1-FHM3728 -

10729 1/3 HP, 208-230 V, 1075 RPM FSE1036S 1861 D908 3729 X413 43729 | 01-0162 | W51-13CJA1-01 | P257-8729 |WG840729|S1-FHM3729 -

10730 1/2 HP, 208-230 V, 1075 RPM FSE1056S 1862 D907 3730 X414 43730 | 01-0163 | W51-12CJA1-01 | P257-8730 |WG840730|S1-FHM3730 -

10731 3/4 HP, 208-230 V, 1075 RPM, B/B FSE1076S 1868 D933 3731 - 43731 | 01-0164 | 51-42534-19 | P257-8731 |WG840731]S1-FHM3731 -

10403 1/6 HP, 208-230 V, 825 RPM FSE1018SF | 1873 D798 3403 X465 60825 0165 51-23055-12 - - - -

10404 1/4 HP, 208-230 V, 825 RPM FSE1028SF | 1874 D934 3404 - 40825 0166 51-23054-13 - WGB40204 [ S1-FHM3204 | R22445

10405 1/3 HP, 208-230 V, 825 RPM FSE1038SF | 1875 D796 3405 X451 30825 0167 - P257-8026 |WGB40205|S1-FHM3205| R22345

10746 1/2 HP, 208-230 V, 825 RPM FSE1058SF | 1870 D713 3746 X452 - 0168 - - - - R22245
FET018SF,

10203 1/6 HP, 208-230 V, 825 RPM, B/B FSE10135F - D793 3203 X465 3203 - - - - - CF-816
FET028SF,

10204 1/4 HP, 208-230 V, 825 RPM, B/B Fserooser | 1874 - 3204 X450 40825 - - - - |S1-FHM3204| CF-814

10205 1/3 HP, 208-230 V, 825 RPM, B/B FET0S8SF, 1875 - 3205 X451 30825 - - - - |S1-FHM3205 -

' ' ' FSE1038SF

10747 1/2 HP, 208-230 V, 825 RPM F1058 - - 3736 X452 - - - - - - -

10732 1/6 HP, 208-230 V, 1075 RPM, B/B - 2246 - 3726 X427 - - - - - - CF-3726
F1026S,

10733 1/4 HP, 208-230 V, 1075 RPM, B/B FE1026SF, 1876 D7909 | 3732 X428 51876 - - - - - CF-3732

FSE1026SV1

10734 1/3 HP, 208-230 V, 1075 RPM, B/B :é?g:?:s 1877 D7908 | 3733 X413 51877 - - - - - CF-3733

10735 1/2 HP, 208-230 V, 1075 RPM, B/B FE%SSZSSF 1878 D7907 | 3734 X414 51878 - - - - - CF-3734

10736 3/4 HP, 208-230 V, 1075 RPM, B/B F1076SF, 1879 - 3735 - 51879 - - - - - CF-3735
FS1076S

10327 1/6 HP, 208-230 V, 1075 RPM - 8661 D718 3327 - - - W51-16CJA1-01 - - - -

10328 1/4 HP, 208-230 V, 1075 RPM FS1026S 3851 D823 3328 - - - W51-14CJA1-01 - - - -

10329 1/3 HP, 208-230 V, 1075 RPM FS1036S 6880 | D748/D749| 3329 - - - W51-13CJA1-01 - - - -

10330 1/2 HP, 208-230 V, 1075 RPM FS1056S 3852 | D745/D804 | 3330 - - - W51-12CJA1-01 - - - -

10331 3/4 HP, 208-230 V, 1075 RPM FS1076S 3097 D929 3331 - - - - - - - -

Multi-Horsepower Condenser Fan
176, 175, 1/4, 113, 1075 RPM,

10458 208-230 V, WIZ, B/B ORM5458 5458 - 3458 - - - W51-MHCJA1-01 - - - R22402
10459 1, 1;%81/21016&1; téZ/gRPM, ORM5488B 5464 - 3459 - - - - - - - -
10465 | 1/6, 1/5, 1/4,1/3, 1075 RPM, 208-230 V, B/B FE6000 5462 D2827 3465 X072 - 01-0695 51-23053-21 P257-E5462 |WG840465|S1-FHM3465| R22605
10468 | 1/5,1/4,1/3, 1/2, 1075 RPM, 208-230 V, B/B FE6002 5465 - 3468 X076 - 01-0697 - P257-E5465 |\WG840468|S1-FHM3468 | R22602
10469 116, 1/5, 1/4, 1/3, 825 RPM, 208-230 V, B/B FE6001 5464 D2826 3469 - - 01-0696 51-20760-11 P257-E5464 |WG840469|S1-FHM3469 |  R22601
Direct Drive
10583 1/4 HP, 115V, 1075 RPM DL1026 1863 D721 3583 X000 43583 01-0169 | W51-14BAA3-01 | P257-8583 |WG840583|S1-FHM3583 | DD-3583
10584 1/4 HP, 208-230 V, 1075 RPM D1026 1971 D725 3584 X001 43584 01-0173 | W51-14BJA3-01 | P257-8584 |WG840584 |S1-FHM3584 | DD-3584
10585 1/3 HP, 115V, 1075 RPM DL1036 1864 D727 3585 X002 43585 01-0170 | W51-13BAA3-01 | P257-8585 |WG840585(S1-FHM3585| DD-3585
10586 1/3 HP, 208-230 V, 1075 RPM D1036 1972 D923 3586 X003 43586 01-0174 | W51-13BJA3-01 | P257-8586 |WG840586 |S1-FHM3586 | DD-3586
10587 1/2 HP, 115V, 1075 RPM DL1056 1865 D701 3587 X004 43587 01-0171 | W51-12BAA3-01 | P257-8587 |WG840587|S1-FHM3587 | DD-3587
10588 1/2 HP, 208-230 V, 1075 RPM D1056 1973 D703 3588 X005 43588 01-0175 | W51-12BJA3-01 | P257-8588 |WG840588|S1-FHM3588 | DD-3588
10589 3/4 HP, 115V, 1075 RPM DL1076 8904 D728 3589 X009 43589 01-0172 | W51-34BAA3-01 | P257-8589 [WG840589|S1-FHM3589( DD-3589
10590 3/4 HP, 208-230 V, 1075 RPM D1076 8905 D729 3590 X010 43590 01-0176 | W51-34BJA3-01 | P257-8590 [WG840590(S1-FHM3590( DD-3590
10591 1HP, 115V, 1075 RPM BDL1106 8906 D712 3595 - - - - - WG840595 | S1-FHM3595 | R6-R42812
10592 1 HP, 208-230 V, 1075 RPM BD1106 8907 D711 3596 X023 48907 - - - WG840596 | S1-FHM3596 | R6-R42842
10683 1/4 HP, 115V, 1075 RPM FML1026 3783 D1730 3783 - - - - - - - -
10684 1/4 HP, 208-230 V, 1075 RPM FM1026 3784 D1733 3784 - - - - - - - -
10685 1/3 HP, 115V, 1075 RPM FML1036 3785 D1731 3785 - - - - - - - -
10686 1/3 HP, 208-230 V, 1075 RPM FM1036 3786 D1734 3786 - - - - - - - -
10687 1/2 HP, 115V, 1075 RPM FML1056 3787 D1732 3787 - - - - - - - -
10688 1/2 HP, 208-230 V, 1075 RPM FM1056 3788 D1735 3788 - - - - - - - -
10689 3/4 HP, 115V, 1075 RPM FML1076V1 - - 3789 - - - - - - - -
10690 3/4 HP, 208-230 V, 1075 RPM FM1076 - - 3790 - - - - - - - -
Multi-Horsepower Direct Drive
10463 116, 1/5, 1/4,1/3, 1/12 HP, 115V, 1075 RPM FDL6001 5460 D2835 3463 X077 - 01-0698 51-23012-41 P257-E5460 |WG840463|S1-FHM3463 | R43600
116, 1/5, 1/4, 113, 172 HP,
10464 208230V, 1075 RPM FD6000 5461 D833 3464 X073 - 01-0699 51-23022-41 P257-E5461 |WG840464 | S1-FHM3464 | R43601
1/5, 1/4, 13, 1/2, 3/4 HP,
10466 115V, 1075 RPM, B/B FDL6002 5470 D2832 3466 X074 - 01-0702 51-23017-42 | P257-E5470 |WGB840466 | S1-FHM3466 | R43602
10467 2:)/:2;/(‘)1\/1/13071?R3I;’/:AHB3B FD6001 5471 D2833 3467 X075 - 01-0701 51-23022-41 P257-E5471 |WG840467 | S1-FHM3467 | R43603
10479 1/8, 1/4, 1/3 HP, 825 RPM, 208-230 V - 5469 - - - - - - - - - -
20538 1/2 HP, 460 V, 1075 RPM, B/B - - - - X038 - - - - - - -
20580 1/4,1/13 HP, 460 V, 1075 RPM, B/B BDH1036* - - 3280 - - - - - - - M2-R32712
20581 3/4,1/2 HP, 460 V, 1075 RPM, B/B BDH1076* 8947 - 3290 - - - - - - - M2-R32426
Disclaimer: Every effort has been made to insure the accuracy of motor data and cross reference information. Design changes may result in different operating characteristics or Note: B/B — Ball Bearing
dimensional changes from one manufacturer to another. Therefore, MARS cannot accept responsibility for the ultimate selection. For additional information, please contact MARS. * 2 Speed Motor
°
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Cross Reference / MARS Motors

Rheem/Ruud
Protech

York
Source 1

Century/ US Motors/

Fasco GE/Genteq Wagner ROTOM

Description AO Smith Emerson

Sunslinger Condenser Fan 70°C
20727 1/6 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1016SF 1859H - 3726HS - WGB840727HT - -
20728 1/4 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1026SF 1860H - 3732HS - WG840728HT | S1-FHM3728HT -
20729 1/3 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1036SF 1861H - 3733HS - WG840729HT | S1-FHM3729HT -
20730 1/2 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1056SF 1862H - 3734HS - WG840730HT | S1-FHM3730HT -
20731 3/4 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1076SF 1868H - 3735HS - WGB840731HT - -
20402 1/8 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1008SF 1872H - 3202HS - - - -
20403 1/6 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1018SF 1873H - 3203HS - - - -
20404 1/4 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1028SF 1874H - 3204HS - WGB840204HT | S1-FHM3204HT -
20405 1/3 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1038SF 1875H - 3205HS - WG840205HT | S1-FHM3205HT -
20746 1/2 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1058SF 1870H - 3747THS - - - -
20846 1/4 HP Condenser Fan, 460 V, 1075 RPM, B/B, Shaft Up FEH1026S 3736H D980 3736HS 51-19704-01 WG840736HT | S1-FHM3736HT | R31710
20847 1/3 HP Condenser Fan, 460 V, 1075 RPM, B/B, Shaft Up FEH1036S 3737H D982 3737HS 51-23063-11 WGB840737HT | S1-FHM3737HT| R31712
20848 1/2 HP Condenser Fan, 460 V, 1075 RPM, B/B, Shaft Up FEH1056S 3738H D802 3738HS 51-20929-01 WGB840738HT | S1-FHM3738HT| R31718
20849 3/4 HP Condenser Fan, 460 V, 1075 RPM, B/B, Shaft Up FEH1076S 3739H - 3739HS - WGB840739HT - -
Sunslinger Multi-Horsepower Condenser Fan 70°C
mw | RO e N I R R R
e I I I I - I R I
20465 | 1/6, 1/5, 1/4, 1/3 Multi-HP, Condenser Fan, 1075 RPM,208-230 V, B/B FEG000F 5462H - 3465HS - - S1-FHM3465HT -
20468 | 115, 1/4, 1/3, 1/2 Multi-HP, Condenser Fan, 1075 RPM, 208-230 V, B/B OE:AbSiUSZQPéF 5465H - 368HS - - - -
20469 1/6, 1/5, 1/4, 1/3 Multi-HP, Condenser Fan, 825 RPM, 208-230 V, B/B FE6002F 5464H - 3469HS - - S1-FHM3469HT -
Sunslinger 460V Condenser Fan 70°C
20859 1/6 HP Condenser Fan, 460 V, 825 RPM, B/B - - - - 51-101774-06 - - R31716
20880 1/4 HP Condenser Fan, 460 V, 825 RPM, B/B FEH1028S 1880 - - 51-23064-12 - - R22275
20881 1/3 HP Condenser Fan, 460 V, 825 RPM, B/B - 1881 D960 - 51-100998-26 - - R32714
20882 1/2 HP Condenser Fan, 460 V, 825 RPM, B/B - 1882 D961 - - - - -
20835 1/6 HP Condenser Fan, 460 V, 1075 RPM, B/B - - - - - - - -
20836 1/4 HP Condenser Fan, 460 V, 1075 RPM, B/B 788A, FEH1026SF 3736H D980 3736 51-19704-01 WG840736HT | S1-FHM3736HT| R31710
20837 1/3 HP Condenser Fan, 460 V, 1075 RPM, B/B 789A, FEH1036SF 3737H D982 3737 51-23063-11 WG840737HT | S1-FHM3737HT | R31712
20838 1/2 HP Condenser Fan, 460 V, 1075 RPM, B/B 790A, FEH1056SF 3738H D802 3738 51-20929-01 WG840738HT | S1-FHM3738HT| R31718
20842 3/4 HP Condenser Fan, 460 V, 1075 RPM, B/B FEH1076SF 3742H - 3739 - WGB840739HT - -
Sunslinger 460V Multi-Horsepower Condenser Fan 70°C
20478 115, 1/4, 1/3, 1/2 Multi-HP, Condenser Fan, 1075 RPM, 460 V, B/B ORMA4658BF - - - - - - -
20479 16, 1/5, 1/4, 1/3, Multi-HP, Condenser Fan, 1075 RPM, 460 V, B/B ORMA4659BF - - - - - - -
20480 | 1/6, 1/5, 1/4, 1/3, 1/2 Multi-HP, Condenser Fan, 1075 RPM, 460 V, B/B - 5480H - - - - - -
20481 3/4, 112, 1/3, 1/4 Multi-HP, Condenser Fan, 1075 RPM, 460 V, B/B - 5481H - - - - - -
Sunslinger MAX Condenser Fan 80°C
20797 1/6 HP Condenser Fan, 208-230 V, 1075 RPM, B/B - - - - - - - -
20798 1/4 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1026SU - - - - - - -
20799 1/3 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1036SU - - - - - - -
20790 1/2 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1056SU - - - - - - -
20791 3/4 HP Condenser Fan, 208-230 V, 1075 RPM, B/B FE1076SU - - - - - - -
20492 1/6 HP Condenser Fan, 208-230 V, 825 RPM, B/B - - - - - - - -
20493 1/4 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1028SU - - - - - - -
20494 1/3 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1038SU - - - - - - -
20495 1/2 HP Condenser Fan, 208-230 V, 825 RPM, B/B FE1058SU - - - - - - -
20796 3/4 HP Condenser Fan, 208-230 V, 825 RPM, B/B - - - - - - - -
Sunslinger 460V Condenser Fan 70°C
20895 1/6 HP Condenser Fan, 460 V, 1075 RPM, B/B - - - - - - - -
20896 1/4 HP Condenser Fan, 460 V, 1075 RPM, B/B FEH1026SU - - - - - - -
20897 1/3 HP Condenser Fan, 460 V, 1075 RPM, B/B FEH1036SU - - - - - - -
20898 1/2 HP Condenser Fan, 460 V, 1075 RPM, B/B FEH1056SU - - - - - - -
20892 3/4 HP Condenser Fan, 460 V, 1075 RPM, B/B - - - - - - - -
20899 1/6 HP Condenser Fan, 460 V, 825 RPM, B/B - - - - - - -
20890 1/4 HP Condenser Fan, 460 V, 825 RPM, B/B - - - - - - -
20891 1/3 HP Condenser Fan, 460 V, 825 RPM, B/B - - - - - - -
Disclaimer: Every effort has been made to insure the accuracy of motor data and cross reference information. Design changes may result in different operating characteristics or Note: B/B - Ball Bearing

dimensional changes from one manufacturer to another. Therefore, MARS cannot accept responsibility for the ultimate selection. For additional information, please contact MARS.

©

!UCI" ZH b Toll Free (800) 445-4155 « Fax (631) 348-7160 < www.marsdelivers.com m

NN marsdelivers.com



o o Century/ US Motors/
MAR Description : Fasco Marathon
- P AO Smith Emerson
O Direct Drive - Fan & Blower - Open Frame
E 30013 1/4HP 115 1625/3 D/ID MTR FDL1024 1690 - X013
m 30014 1/4HP 208-230 1625/3 D/D MTR FD1024 1693 - X014
m 30015 1/3HP 115 1625/3 D/ID MTR FDL1034 1692 D780 X015
< 30016 1/2HP 115 1625/3 D/D MTR FDL1054 1694 D785 X016
E 30017 1/2HP 208-230 1625/3 D/D MTR FD1054 1695 D784 X017
30022 3/4HP 230 1625/3 D/D MTR FD1074 1697 D786 X022
30111 1/3HP 208-230 1625/3 D/D MTR - 1693 D781 X011
30211 3/4HP 230 1625/3 D/D MTR - 1700 D825 X211
o Century/ US Motors/
RS No. Description v Fasco Genteq Magnetek Marathon Packard Rheem/Ruud ROTOM Wagner
AO Smith Emerson
High Efficiency Direct Drive Motors
1/4 HP Direct Drive, 51-17947-11, 51-23012-41, WG840463,
10573 15V, 1075 RPM DL1026, FDL1026 5460, 1863 D721, D2836| 3983, 3583 0533 X000 43583, 63983 51-23014-32 R43600 WGB40583
1/4 HP Direct Drive, 51-23022-41, DD3584,
10574 208-230V, 1075 RPM D1026, FD1026 5461, 1971 D725 3984, 3584 0530 X001 43884, 63984 51.23024-31 R43584 WG840584
1/3 HP Direct Drive,
10575 15V, 1075 RPM DL1036, FDL1036 5460, 1864 D727 3985, 3585 0532 X002 43585, 63985 - - -
1/3 HP Direct Drive,
10576 208-230, 1075 RPM D1036, FD1036 5461, 1972 D923 3986, 3586 0529 X003 43586, 63986 - - -
1/2 HP Direct Drive,
10577 15V, 1075 RPM DL1056, FDL1056 5460, 1865 D701 3987, 3587 0531 X004 43587, 63987 - - -
1/2 HP Direct Drive,
10578 208-230V, 1075 RPM D1056, FD1056, F1076SV1| 5461, 1973 D703 3988, 3588 0528 X005 43588, 63988 - - -
3/4 HP Direct Drive,
10579 115V, 1075 RPM DL1076, FDL1076 5470, 8904 D728 3989, 3589 0678 X009 43589, 63989 - - -
3/4 HP Direct Drive,
10580 208-230V, 1075 RPM D1076, FD1076 5471, 8905 D729 3990, 3590 0679 X010 43590, 63990 - - -
o n Motor:
MARS No. Description o tur_yl Baldor Bl Leeson Marathon
AO Smith Emerson
Commercial Condenser Fan - Three Phase - Rigid Base
10513 1HP 1140RPM 208-230/460 CF H1050A - 1820H - X513
10523 1-1/2HP 1140RPM 208-230/460V H1051A CFM3166A 1821H 111148 X523
10528 1HP 850RPM 208-230/460 CF - - - - X528
10529 1/2HP 850RPM 208-230/460 CF - - - - X529
10531 1-1/2HP 850RPM 208-230/460 CF H1054A - 1831H - X531
10533 1/2HP 1140RPM 208-230/460 CF - - - - X533
o Century/ US Motors/ .
Description AO Smith Baldor E— KeepRite Magnetek
Commercial Condenser Fan - Three Phase - Belly Band
10500 1/2HP 1140RPM 208-230/460 CF - - 1828H - - - X500
10501 3/4HP 1140RPM 208-230/460 CF FC3076F CFM3146A 1817H - - H567 X501
10502 1HP 1140RPM 208-230/460 CF FC3106F CFM3156A 1818H - - H667 X502
10503 1-1/2HP 1140RPM 208-230/460 H1051A CFM3166A 1819H D6610 - H767 X503
10507 1HP 850RPM 208-230/460 CF H1053A - 1828H - - H686 X507
10509 2HP 1140RPM 208-230/460 CF H698 - - - - - X509
10522 1HP 1140RPM 575/3/60 CF - - - - - - X522
10524 1-1/2HP 1140RPM 575/3/60 CF - - - - 1043299001 - X524
10526 2HP 1140RPM 575/3/60 CF - - - - - - X526
10527 1HP 850RPM 575/3/60 CF - - - - 1089453001 - X527
10530 1-1/2HP 850RPM 208-230/460 CF H1054A - 1832H - - - X530
Disclaimer: Every effort has been made to insure the accuracy of motor data and cross reference information. Design changes may result in different operating characteristics or Note: B/B - Ball Bearing

dimensional changes from one manufacturer to another. Therefore, MARS cannot accept responsibility for the ultimate selection. For additional information, please contact MARS.
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Cross Reference / MARS Motors |
>
MARS No. Description :g'g;?{:‘ 5;1 ;Ifg:é Marathon a
3 Phase Heating - Cap Start Fan & Blower g
30317 1/2HP 1725RPM 208-230/460V H850L 8488 K1408
30319 3/4HP 1725RPM 208-230/460V H851v2 8489 K1410 9|
30321 1HP 1725RPM 208-230/460V RB3104A 8498 K1412 o
30323 1-1/2HP 1725RPM 208-230/460V H853v2 - K1415 ”
30325 2HP 1725RPM 208-230/460V RB3204A 8493P K1418 m
MARS No. Description :gnst:‘rlgt/:‘ Baldor U:mNz;zl:l Genteq Magnetek Marathon
1 Phase Heating - Split Phase Fan & Blower
10300 1/6HP 1725RPM 115V FAN & BLWR 917L - D16B2N4Z9 - - B300
10301 1/6HP 1725RPM 115V FAN & BLWR RB2014 - D16BA2N4Z9 - 918 B322
10302 1/4HP 1725RPM 115V FAN & BLWR 919L - DB14B2N49 - 919 B302
10303 1/4HP 1725RPM 115V FAN & BLWR 920L, GF2024 RSP1441A 8000, 3618 4701, 4730 808 B303, B206
10304 1/3HP 1725RPM 115V FAN & BLWR 921L, RB2034L - D13B2N4Z9 - 921 B304
10305 1/3HP 1725RPM 115V FAN & BLWR 922L, RB2034 - 8100 - 922 B305, B207
10306 1/2HP 1725RPM 115V FAN & BLWR - - D12C2J49 - - B306
10307 1/2HP 1725RPM 115V FAN & BLWR GF2054 RSP3451A 8200, PD6006 4708, 4733 - B307
10309 3/4HP 1725RPM 115V FAN & BLWR F680, F681 - 4115 - - 4338.00

US Motors/

MARS No.
Emerson

Baldor Leeson Marathon

Description

Magnetek

1 Phase Heating - Cap Start Fan & Blower
10313 | 1/4HP 1725RPM 115/208-230V Cc196L RL1203A D14CA2P4Z9 - 100109.00 C196 B313
10315 | 1/3HP 1725RPM 115/208-230V RBF1034A - D13CA3J9 - - - B315
10317 | 1/2HP 1725RPM 115/208-230V | BK1054, C412V1 - D12CA2J9 D6084 100011.00 - B317
10319 | 3/4HP 1725RPM 115/208-230V | C426V1, RB10T4A RL1307A D34CA2JH9 - 100012.00 - B319
10321 1HP 1725RPM 115/208-230V C523V1 RL1310A D1CA2JH9 D6088 110007.00 - 4688
10322 | 1/2HP 1725RPM 115/208-230V - - D12CP2PH9 - - - B1316
10323 | 3/4HP 1725RPM 115/208-230V C666 - D34C2J9 - 100016.00 666 B318
10324 1HP 1725RPM 115/208-230V C524 - D1CP2PH9 - - - 235

Mﬁ:s Description :(gnst:]?t,:n U:m“z:;zfl Marathon

Oil Burner Motors

30004 1/4HP 115V 3450 RPM EL2022 2302 0004

30011 1/2HP 115/230 3450 RPM - 3267 0011

30100 1/THP 115V 3450 RPM EL2002 3083 0100

30600 1/8HP 115V 1725 RPM EL2004V1 3196 0600

30601 1/6HP 115V 1725 RPM EL2014V1 3250 0601

30701 1/THP 115V 3450 RPM - 3247 0701

Mﬁ:s Description :g'g;rlﬁl U:m’t:;:fl Marathon

Unit Heater - PSC, TEAO

30301 1/6HP 1075RPM 115 UNIT HTR UH1016, US1016 1386 X302

30303 1/4HP 1075RPM 115 UNIT HTR 566A, UH1026 1384 X303

30305 1/3HP 1075RPM 115 UNIT HTR UH1036 1388 X304

Disclaimer: Every effort has been made to insure the accuracy of motor data and cross reference information. Design changes may result in different operating characteristics or
dimensional changes from one manufacturer to another. Therefore, MARS cannot accept responsibility for the ultimate selection. For additional information, please contact MARS.
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Cross Reference / MARS Motors

Century/ US Motors/

T ®
MA Description Replaces Azure AO Smith Emerson

Azure® Digi-Motor® Direct Drive

GE/Genteq

Rescue Ecotech: 5522ET, 5532ET,

10860 1/5-1/2 HP, Direct Drive ECM, 115/230 V, 1075 RPM, B/B - 10800 Comfort Select: CS1056, CSL1056 | 5542ET (1/3HP & 1/2HP), 5552ET (1/2HP),

6631RS (1/2-1/3HP), 6630RS (1/2-1/3HP)
Rescue Ecotech: 5552ET,

10861 1/2-1 HP, Direct Drive ECM, 115/230 V, 1075 RPM, B/B - 10801 Comfort Select: CS1106, CSL1106 5542ET (3/4HP), 6651RS (1HP), 6641RS

(3/4HP), 6650RS (1HP), 6640RS (3/4HP)

10867 1/8-1/3 HP, Direct Drive ECM, 115/230/277 V, 1075 RPM, B/B | 5" PSC Direct Drive - - - -

6001, 6002, 6005, 6103E,
6203E, 6105E, 6205E

6003, 6004, 6010, 6107E,
6207E, 6110E, 6210E

MARS No. Description Replaces

Azure® Digi-Motor® Condenser Fan

10874 1/8 - 1/3 HP, Condenser Fan ECM, 208-230 V, 825/1075 RPM, B/B PSC motors 1/8 to 1/3 HP
10870 1/3 - 1/2 HP, Condenser Fan ECM, 208-230 V, 825/1075 RPM, B/B PSC motors 1/3 to 1/2 HP
10875 1/8 - 1/3 HP, Condenser Fan ECM, 208-230 V, 1075 RPM, B/B PSC motors 1/8 to 1/3 HP
10872 1/3 - 1/2 HP, Condenser Fan ECM, 208-230 V, 1075 RPM, B/B PSC motors 1/3 to 1/2 HP

MARS No. Description REEM Bohn Regal Beloit/Morrill Wellington  US Motors
Azure® Digi-Motor® 3.3" Commercial Refrigeration

10850 | 1/15-1/25 HP, 3.3" Commercial Refrigeration ECM, 115/230 V, 1550/800 RPM, B/B - - 5100, 5105, 5106, 5101, 5111, 5200, 5201, 5205, 5206, 5211 | ECR 85/95 | EC5404D, EC5405D
10852 [1/15-1/25 HP, 3.3" Commercial Refrigeration ECM, 115/230 V, 1550 RPM, B/B | Standard 3.3" motors | 50088, 5008T {5100, 5101, 5102, 5105, 5106, 5111, 5200, 5201, 5205, 5206, 5211 - EC5404D, EC5405D
10853  [1/15-1/25 HP, 3.3" Commercial Refrigeration ECM, 115/230 V, 1550 RPM, B/B | Standard 3.3” motors - 5100, 5200 - -
10854  [1/15-1/25 HP, 3.3" Commercial Refrigeration ECM, 115/230 V, 1550 RPM, B/B | Standard 3.3” motors - 5101, 5201 - -
MARS No. Description Replaces MARS Century Motor Hussmann  Morrill US Motors Rescue
Azure® Commercial Refrigeration Watt (Reach-In) Motor
10891 | 4-25 Watts, Commercial Refrigeration ECM, 115/230 V, 1550 RPM, B/B | Al standard watt motors: 4 -25 W | 10890 | 9207F2, 9208F2, 9211, 9212, 9213 | 4410547 | 5R999 | EC5411D, EC5412D
o n Motor:
MARS No. Description e tur.yl LG GE/Genteq Magnetek Marathon Packard ROTOM
AO Smith Emerson
Belted Fan & Blower
10401 1/4 HP, Belted Fan & Blower, 115V, 1725 RPM GF2024, RB2024 2889, 8000 4701 808, 802 B303, B206 45014 BF-4701
10406 1/3 HP, Belted Fan & Blower, 115V, 1725 RPM GF2034, RB2034 2888, 8100 4706 922, 805 B305, B207 45013 BF-4706
10408 1/2 HP, Belted Fan & Blower, 115V, 1725 RPM GF2054, BF2054 2887, 8200 4708 F681, 811 B208 45012 BF-4708
o Century/ US Motors/
MARS No. Description . F: E/Gen Magnetek
S No. escriptio AO Smith [ asco GE/Genteq agnete|
21/29 Frame Replacement Commercial Refrigeration
10611 1/20 HP, Commercial, 115/230 V, 1550 RPM - F1468 D484, D485 2331, 2332, 2341, 2342 610, 611
) 329P118, 326P119, D480, D481, 2131, 2132, 2141, 2142,
10615 1/10 HP, Commercial, 115/230 V, 1550 RPM RF4400, RF4401 F1469, F1470 D482, D483 2031, 2232, 2241, 2242 614, 615,612,613
o Century/ US Motors/ . York
MARS No. Description ry Fasco GE/Genteq Heil Quaker

AO Smith Emerson Source 1

Super-Fit™ Multi-Horsepower Condenser Fan

. 5KCP29DCA323S, 5KCP29ECA328S,
1/8, 1110, 1/12 HP, Multi-HP, . ; 17416, 17465,
10722 ' ) . . 9722 5440* - 5KCP29DCA329S, 5KCP29FCA322S,02243, - ’ '
Condenser Fan, 208-230 V, 1075 RPM, B/B 02248, 02249, 02251 17483, 17484
5KCP29JCA324S, 5KCP29JCA325S,
1/4,1/5, 1/6 HP, Multi-HP, Condenser Fan, . 5KCP29HCA326S, 5KCP29JCA327S,
iz 208-230 V, 1075 RPM, B/B 9723 54417, 1901 pio7 5KCP29ECA321S, 02244, 02245, HQ1052662EM -
022486, 02247, 02250
1/4,1/5, 1/6 HP, Multi-HP, Condenser Fan,
o724 208-230 V, 1675 RPM, B/B o724 - - - - -
*70°C Heat Shield
o Century/ US Motors/
MARS No. Description . Fasco GE/Gente Packard
P AO Smith Emerson q
3.3" Multi-Horsepower Commercial Refrigeration
112, 1/15, 1/18 HP, Evap Fan Motor,
01125 208-230V, 1550 RPM 9720A 9656, 8658, 9664 7190-0442, D1125 - 41125
D1101, D1103, D1122, D1123,
! ’ ' . 5KSM59ES2001
01127 1112, 1/15, 1/20 HP, Evap Fan Motor, 9721 9650, 9651, 9652, 9653, D124, I;:.)1121525DL1DZ$12D71 1721763D21:f§ D1184, 5KSM59JSK143S 49101
115/230 V, 1550 RPM 9656, 9662, 9664 . ’ y 5KSM59JS5036S
7163-3371 7190-0442, 7190-2084, 5KSM5ILS2262AS
7190-2255, 7190-2285, 7190-2969
Disclaimer: Every effort has been made to insure the accuracy of motor data and cross reference information. Design changes may result in different operating characteristics or Note: B/B - Ball Bearing

dimensional changes from one manufacturer to another. Therefore, MARS cannot accept responsibility for the ultimate selection. For additional information, please contact MARS.
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Cross Reference / MARS Motors

US Motors/
Emerson

MARS No. Description

Magnetek Packard

3.3" Commercial Refrigeration
09916 1/30 HP, Evap Fan Motor, 115 V 1550 RPM A0126, AO127 - D532, D181 28,29 - RR-1106
09917 1/20 HP, Evap Fan Motor, 115 V 1550 RPM A0132,A0133 - D132, D133 572, 574, 30, 31 40132 RR-1107
09927 1/20 HP, Evap Fan Motor, 208-230 V 1550 RPM AO188,A0189 - D188, D189 575 40188 RR-4107
09938 1/30 HP, Evap Fan Motor, 115 V 1550 RPM - 9656 D1125 - - -
MARS No. Description Centul:yl Fasco GE Magnetek/UE
AO Smith

Fan Coil Replacement Motor

10889 | 110 HP, 115V 1050 RPM | DBL6409 | D289 | 2089 | 89

One-On-One™ Replacement Motors

MARS No. Description Copeland US Motors/Emerson GE/Genteq Packard
One-On-One™ Replacement Motor for Copeland
5KCP32KG2598,
10227 1/3 HP, Condenser Fan, 208-230 V, 1625 RPM 050-0108-00 6127, K55HXECE2645 SKCP32KGATS -
10228 1/6 HP, Condenser Fan, 208-230 V, 1550 RPM 050-0251-00 6128, K55HSING-2974 5KCP32KG221 40251
10229 1/4 HP, Condenser Fan, 208-230 V, 1625 RPM 050-0250-00 6129, K55HXJZJ-3126 40250
10264 1/4 HP, Condenser Fan, 230 V, 1550 RPM 050-0238-00, 050-0107-01 6124, K55BZY-1439 5KCP39GG357S -
10265 1/6 HP, Condenser Fan, 208-230 V, 1550 RPM 050-0265-00 K55PGP5104 40265

MARS No. Description Carrier

1/10 HP, 208-230 V, 1100/1, CW OSE HC33GE233

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD @ 370V (MARS No. 12005, 12905), CW Shaft End

MARS No. Description Goodman

10230 1/4 HP, 208-230 V, 1100/1, CCW OSE 0131M00019P

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD @ 370V (MARS No. 12005, 12905), CCW Shaft End

10232 | 1/6 HP, 208-230 V, 810/1 CCW OSE | 0131M00060

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD @ 370V (MARS No. 12005, 12905), CCW Shaft End

03242 | 1/6 HP, 208-230 V, 1075/1 CCW OSE | G391

5" inch diam. Totally enclosed, ball bearing, capacitor required 5 MFD @ 370V (MARS No. 12005, 12905), CCW Shaft End

10233 | 1/8 HP, 208-230 V, 1050/1 CCW OSE | 0131M00294

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD @ 370V (MARS No. 12005, 12905), CCW Shaft End

10594 | 1/2HP, 115V, 1130/4 CW OSE | 0131F00022

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required 20 MFD @ 370V (MARS No. 12014, 12914), CW Shaft End

MARS No. Description York Source 1

10570 1/3 HP, 575/1/60, 850 RPM, CCW OSE $1-02434550003

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required, 5 MFD @ 370V (MARS No. 12005, 12905, 14005), CCW OSE

10571 3/4 HP, 575/1/60, 1100 RPM, CCW OSE §1-02434551003

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required, 10 MFD @ 440V (MARS No. 12032, 12932, 14032), CCW OSE

Sunslinger One-On-One™ Replacement Motor

MARS No. Description Century/AO Smith

1/8, 116, 1/5, 1/4, 1/3 HP, 460 V, 825/1 Reversible ORM4688BF

5-1/2 inch diam., totally enclosed, ball bearing, capacitor required 7.5 MFD @ 370V (MARS No. 12007, 12907, 14007), Reversible

Disclaimer: Every effort has been made to insure the accuracy of motor data and cross reference information. Design changes may result in different operating characteristics or Note: B/B - Ball Bearing
dimensional changes from one manufacturer to another. Therefore, MARS cannot accept responsibility for the ultimate selection. For additional information, please contact MARS.
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Unit Bearing & Condenser Fan Motors

Unit Bearing Motors S Condenser Fan Motors y
JARD JARD
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JARD Unit Bearing Cast Iron = JARD replacement condenser _—
Motors are used on refrigerators, fan motors are designed for
freezers, food & beverage residential and light commercial
coolers, vending machines, HVACI/R applications suitable for
display cases, and many other either vertical shaft-up or shaft-
fan duty applications. down mounting. Shell and end
Features: shields are enclosed for weather
: protection. A weep hole is
+ Castiron construction provided in each end shield to
* Universal mount allow condensate to drain.

* Mounting screws included
 Individually boxed

Features:
« All angle, sleeve or

Specifications: ball bearing
« Class “A” insulation * Rheem mounting holes
+ UL Recognized wiscrews
» Reversible rotation -
* Thru bolt or band mounting c
M'?g e WATTS VOLTAGE ROTATION AMPS LEEQ?H (c:na ‘::Octl;?.n;ig?lrement noted 0
15109 2 115 cw 028 2" * Up/Down design 1
15211 4 115 cw 033 " Specifications: 17
15212 4 115 ccw 0.33 24" » Class “B” insulation
15221 4 230 cw 0.19 24" » Single phase, 60 Hz B
15222 4 230 ccw 0.19 24" * Thermal overload protected
15311 6 115 cw 0.46 24" » Fan duty, continuous air over -
15312 6 115 cew 0.46 24" * 26 & 36 inch leads
15119+ 9 115 cw 0.62 13" + UL Recognized
15411 9 15 CwW 0.62 24"
15412 9 5 cow 062 PYe Reversible Rotation — Single Speed
15421 o 230 cw 0.33 w oo HP VOLTS AMPS SEF ENCL. BRG. AD'MENSIONSC CENGTHS
15422 9 230 ccw 0.33 24"
15811 16 15 Ccw 0.95 24" 1075 RPM
15812 16 15 ccw 0.95 24" 22727 1/6 208-230 0.90 5370 TEAO Sleeve 6.50 423 172 26
15821 16 230 cw 0.48 24" 22728 1/4 208-230 1.8 51370 TEAO Sleeve 650 423 172 26
15822 16 230 CCcw 0.48 24" 22729 1/3 208-230 24 75370 TEAO Sleeve 650 523 172 26

22730 12 208230 35 10/370 TEAO Sleeve 650 573 12 26"
22731 3/4 208230 52 101370 TEAO  Ball 650 623 12 305

* Note: 13” lead with lyall plug

DIMENSIONS

VOLTS

825 RPM
22403 1/6 208-230 1.0 51370 TEAO Sleeve 650 423 172 36"
22404 1/4 208-230 22 5370 TEAO Sleeve 6.50 448 12 36"
22405 1/3 208230 19 75/370 TEAO Sleeve 650 523 12 36"
22746 1/2 208-230 2.8 125/370 TEAO Sleeve 650 570 12 36"
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Direct Drive Furnace
Blower Motors

by (L%

JARD direct drive blower motors

are Ideal for use in commercial

and residential furnaces and

air-conditioners. All models are

three speed standard efficiency

and are electrically reversible.

Features:

» All angle sleeve bearing

* Rheem mounting holes

* 3 speeds

* 1/2 inch extended thru bolts

* 2-1/4 inch resilient rings

* 4inch long, 1/2 inch
diameter shaft

Specifications:

» Class “B” insulation

ﬁ B A
« Single phase, 60 Hertz It
* Thermal overload protected [ﬂ[
« Fan duty, continuous, air over

* Open construction

* 26 & 30 inch leads
* UL Recognized

0
0
Il

o | |

1075 RPM — Three Speed — Reversible Rotation

Direct Drive Motor Blowers & Multi-Horsepower Motors

Multi-Horsepower
Direct Drive Motors

by [IEVE

JARD multi-horsepower direct
drive blower motors are used in
residential and commercial
furnaces, air conditioners,
exhaust fans, and other air
handling equipment installed in
clean and dry environments. Four
models cover both 115 and
208-230 volt applications from 1/6
through 3/4 HP. All models feature
Rheem shell mounting holes.

Features:

» Rheem mounting holes
* Reversible rotation

* 2-1/4 inch resilient rings

Specifications:

» Class “B” insulation

» Single phase, 60 Hz

* Thermal overload protected
* 41 inch leads

* UL Recognized

0

ad
0
Il

0
0
1

1075 RPM - Four Speed - Reversible Rotation

"o HP ROT VOLTS AMPS S ENCL BRG. D'MEN:'ONSC e WRS WP ROT VOLTS ENCL BRG. | DIMEN:'ONS . LENGTHS
2583 14 Rev 115 42 5370 OAO Sleve 450 489 12 26" 22463 16-12 Rev 115 OAO Sleeve 550 473 12 42"
22584 114 Rev 208230 18 5370 OAO Sleve 450 489 12 26" 2464 16-12 Rev 230 OAO Slkeeve 550 473 12 41"
22585 13 Rev 115 61 5370 OAO Skeve 450 514 12 30" 22466 15-34 Rev 115 OAO  Bal 58 573 12 41"
22586 13 Rev 208230 27 5870 OAO Skeeve 450 514 12 26" 22467 15-34 Rev 230 OAO  Bal 460 523 12 41"

22587 12 Rev 115 75 10/370 OAO Sleeve 4.50 589 1/2 30"

22588 1/2 Rev 208-230 3.2 751370 OAO Sleeve 450 564 112 30"

22589 3/4 Rev 115 112 15/370 OAO Sleeve 450 6.14 12 30"

22590 3/4 Rev 208-230 4.5 10/370 OAO Sleeve 450 6.14 172 30"
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Motor leads are for carrying electrical current,
only. Carrying your motor by the leads may
cause internal damage to the motor.



JARD MOTORS

Multi-Horsepower Motors / JARD Cross Reference

Condenser Fan Motors
Ball Bearing

Multi-Horsepower
JA

JARD multi-horsepower

JARD

NO.

ECONOMASTER

JARD Cross Reference:

SMART
ELECTRIC

WAGNER/
DIVERSITECH

PACKARD

US MOTORS/
EMERSON

condenser fan motors are 22403 EM3403 60825 1873
designed for either shaft up or
shaft down applications. Al 22404 EM3404 SE3338 WGB40204 40825 1874
motors are suitable for air 22405 EM3405 SE3339 WG840205 30825 1875
conc!ltlo.mng or heat pump P EvaTas 1870
applications. These motors need
to be mounted within the airflow 22727 EM3727 SE3727 WGB40727 43727 1859
of the fan for proper cooling. 22728 EM3728 SE3728 WG840728 43728 1860
Features: 22729 EM3729 SE3729 WGB40729 43729 1861
* Rheem mgunting holes 22730 EM3730 SE3730 WG840730 43730 1862
w/screws installed
) 22731 EM3731 SE3731 WGB40731 43731 1868
* Thru bolt or band mounting
- Water slinger on shaft _— 22583 EM3583 SE3583 WG840583 43583 1863
« Air conditioning or c fo— 22584 EM3584 SE3584 WGB40584 43584 1971
heat pump duty ! 22585 EM3585 SE3585 \G840585 43585 1864
Specifications: 22586 EM3586 SE3586 WGB40586 43586 1972
* Class “B” insulation / —— 22587 EM3587 SE3587 WG840587 43587 1865
» Single ph Hz
Single phase, 60 22588 EM3588 SE3588 WGB40588 43588 1973
* Thermal overload protected B
) 22589 EM3589 SE3589 WGB40589 43589 8904
» UL Recognized
22590 EM3590 SE3590 WG840590 43590 8905
o 22463 EM3463 SE3463 WGB40463 45460 5460
22464 EM3464 SE3464 WG840464 45461 5461
Reversible Rotation — Single Speed
22466 EM3466 SE3466 WGB40466 45470 5470
MARS ] DIMENSIONS LEAD
no. HP ROT gppgp VOLTS ENCL. BRG. o . |ENGTHS 22467 EM3467 SE3467 WG840467 45471 5471
22458 1/6-1/3 Rev 1075 208-230 TEAO Bal 650 382 12 36" 22458 EM3458 454588F 5458
22459 1/8-1/3 Rev 825 208-230 TEAO Ball 650 548 12 36" 22459 EM3459 45488BF 5464
22465 1/6-1/3 Rev 1075/2 208-230 TEAO Ball 500 473 112 38" 22465 EM3465 SE3465 WG840465 454588 5462
22468 1/8-1/2 Rev 1075/2 208-230 TEAO Ball 500 548 112 38" 22468 EM3468 SE3468 WGB40468 5465
22469 1/6-1/3 Rev 8252 208-230 TEAO Bal 500 548 112 42" 22469 EM3469 SE3469 WGB40469 5464
m Toll Free (800) 445-4155 « Fax (631) 348-7160 « www.marsdelivers.com C" ._‘7
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EM&S ESP-L Shaded Pole Motors

Features:

« Cast iron unit bearing

» Single speed

» End or side pad mounting
* Horizontal operation

» With flatted smooth shaft

3% inch dia.

Specifications:

» Single phase, 60 Hertz
* Overload protection

« Continuous, air over

For Tecumseh — Replaces No. 810M050A62
MARS EMSNO. WATTS ROT  DIMENSIONS  SHAFT
NO. EsP  outpur VOLTS AMPS RPM - “'p 5 ¢ TYPE

00507 OL50EMJR21 50 230 085 1500 CCW 200 425 516 withflat

For Kelvinator — Replaces Nos. 24-0366, ESP-L15EMJR11

Unit Bearing Motors

EM&S High Efficiency ESP-L Shaded
Pole and PSC Motors

The ESP line of motors is a unique
and patented design that makes
possible a higher output in a
smaller frame.

31/8 inch dia.

Features:

» Castiron unit bearing

+ Single speed

» End or side pad mounting

» Horizontal operation

» Threaded or smooth shaft

* Heat isolated oil pump
and reservoir

Specifications:

» Single phase, 60 Hertz

+ 22" |eads

» Overload protection

» Continuous, air over

1500 RPM - 1/4” Threaded Shaft

oS EMSRO- gvarer vours awes e ROT  DWEISONS - ShATT g WS Eneho TS vours awes ST PMEUOS
00152 OL15EMJR1t 15 115 060 1500 CCW 7.00 350 516 with fiat 00201  L16EM1 16 15 080  CW 50 350 14
00251  L25EM1 25 15 14 cw 50 350 14
EM&S ESP-L Shaded Pole Motors 00252  L25EMR1 25 M5 11 COW 50 350 14
Features: 00253  L25EM2 2 280 060 CW 50 350 14
+ Cast iron unit bearing 00254  L25EMR2 25 230 060 CCW 50 350 14
* Single speed 00351  L35EMT 35 15 14 cw 50 350 14
* End or side pad mounting 3 inch dia. 00352  L35EMR1 35 M5 14 COW 50 350 14
» Threaded shaft (except 00256)
+ Al angle, shaft down 00353  L35EM2 35 20 070 CW 50 350 14
00354  L35EMR2 35 280 070 CCW 50 350 14
Specifications:
: g'::r'iggisr;eegi:neﬂz 1500 RPM — 3/8” & 5/16” Smooth Flatted Shaft
+ Continuous, air over M;:\OR.S EMEssgo' (‘)IYJ‘}EUST VOLTS AMPS ggz f DIMEN:IONS .
D — 00501  OL50EMH 50 M5 17 CW 150 450 3B
r 00502 OLS0EMR1 50 M5 17  CCW 150 450 38
00505 OLS0EM2B 50 20 08 CW 150 450 516
— 00503  OL50EM?2 50 20 085 CW 150 450 38
00504 OLS0EMR2 50 2350 085 CCW 150 450 38
00508(1) OLS0EM1B1 50 M5 17  CW 289 450 516
00513  OLGOEM2 50 208230 12  CW 289 450 38
MNAOR_S EI\IIESs lP’IO. (‘)Al’j"}gl,fTvoLTs AMPS RPM RLoET . DIMBENSI(():NS ST'.IY?,FET (1) 2 female spade terminals at end of each wire
00255 L20EMA1T 23 115 080 1500 CW 50 35 14 — thread

For Ideal Bottle Dispenser

MARS EMSNO. WATTS ROT DIMENSIONS SHAFT
NO. ESP  OUTPUT LE A B C TYPE

00256 L25ERD1 25 15 11 1500 CCW 1.00 4.0 516 3.5 smooth

VOLTS AMPS RPM
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EM&S Agitator Motors

These motors are designed for the
needs of the beverage dispensing
industry. The motors are totally
enclosed for moisture protection
and operate in a no air-over
ambient installation.

3% inch dia.

Features:

» Cast iron unit bearing

» End or side pad mounting
» Pressurized oil system

» Rear/foot mounting

Specifications:
* 60 Hertz

» Hardened stainless
steel shaft

+ Totally enclosed
non-ventilated

» Automatic thermal protection

MARS RPM/  ROT DIMENSIONS
NO. MFG. NO. HP VOLTS SPEEDS OLE AMPS A B c

00402 ESP-LISEMJR1B1 15W 115 1500/1 CCW 060 7.00 3.7 -

3-7/8 inch diam., cast iron unit bearing motor, 5/16” shaft with 1/4 - 20 threaded end 11 No. 8-36
mounting screws,end or side pad mounting,13 inches external lead length with two 1/4” quick connects

REPLACES: 31-4072, 309369, Reed 37-033-24-165, Rotom R6203

MARS RPM/  ROT DIMENSIONS
NO. MFG. NO. HP VOLTS SPEEDS OLE AMPS A B c

00404 ESP-L25EMJR1B1 25W 115 1500/1 CCW 1.1 700 317 -

3-7/8 inch diam., cast iron unit bearing motor, 5/16” shaft with 1/4 - 20 threaded end 11 No. 8-36
mounting screws,end or side pad mounting,13 inches external lead length with two 1/4” quick connects

REPLACES: Alco 36115; Booth 106-134; Cornelius 31-0154; Multiplex 00753715, 00753716
Rowe 555-4583

Toll Free (800) 445-4155 -

Walk-In Cooler Evaporator

EC Fan Motors

MARS American Iron Motors
are high efficiency designs
that are made in America
incorporating EM&S patented,
permanent magnet ECM
technology that brings
outstanding energy savings.

Features:

« 3.3 Interchangeability

» Shaft down and
horizontal mounting

» Castiron unit
bearing construction

» Front mount studs

* Rotation: shaft end

Specifications:

* Universal, fits most 1/15HP
and smaller
applications, 1550 RPM

» 230 Volt 60/50 Hz; 115 Volt
60 Hz.

» 22.5" Leads with EMF/
Lyall Plug

* 4 10-32 Hex Flange
nuts are supplied with
each motor

» UL and cUL recognized

SEE THIS
MOTOR IN ACTION!
Scan for video

1550 RPM - Single Speed

Made In America

MARS ROT MARS
NO. APPLICATIONS HP VOLTS AMPS SE RPM PACK
00211*  Evaporator/Condenser ~ 1/15 115 1.25 CcwW 1550 1
00212*  Evaporator/Condenser ~ 1/15 115 1.25 CcCcw 1550 1
00221*  Evaporator/Condenser ~ 1/15 230 0.77 cw 1550 1
00222*  Evaporator/Condenser ~ 1/15 230 0.77 CcCw 1550 1
1550/1000 RPM — Two Speed
MARS ROT MARS
NO. APPLICATIONS HP VOLTS AMPS SE RPM PACK
00225*  Evaporator/Condenser  1/15 115 1.25 CW 155011000 1
00226*  Evaporator/Condenser ~ 1/15 230 0.77 CW  1550/1000 1

* Shaft and leads are on the same end

Fax (631) 348-7160 < www.marsdelivers.com
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Evaporator/Condenser

The Unitronix Double Duty is an
electronically commutated motor
that brings outstanding energy
savings to the refrigeration
market in the form of a direct
drop-in replacement for
practically all unit bearing
motors. No additional labor or
sheet metal work is required to
replace an existing shaded pole
unit bearing motor with a
Unitronix Double Duty.

Heat in a refrigerated space has
always been a necessary evil in
the food marketing industry.
Lights, motors and defrost
heating elements are the culprits.
But, heat shortens food storage
life and adds to the load placed
on the refrigeration system. The
new Unitronix Double Duty
dramatically reduces (by as
much as 75%) the waste heat
generated by refrigerated case
evaporator motors.

Features:

» Special wide temperature range
lubrication system

» High capacity oil reservoir spiral
grooved shaft for efficient
distribution of oil to the
bearing surface

* Mounting hardware included
» Water shield included
» Tapped & Drilled Mounting Holes:

The universal 5
rear mounting
hole configuration
and the double
boss with 4 drilled
and tapped
mounting holes
on each boss
mean no addi-
tional labor or
sheet metal work!

Made In America

52 WE-36 UNF

TAPPED HOLES

oM 2813° DIA
|

ECM 51 Frame Commercial
Refrigeration Motors

EM&S manufactures an

ECM unit bearing construction
motor that can serve as a drop-in
replacement for the obsolete GE
55/44 frame ECM 1650 or 1850
rpm motor. This motor is available
in a 9 watt and a 16 watt version.
This promises substantial energy
savings and potentially fast pay-
back on the cost of conversion.

Features:

« Ultra high efficiency

* Improved reliability

» Enhanced airflow performance

» Energy savings of 66 percent
over a wide speed range

* Low operating temperature

+ Lyall plug or EMF plug

» Accessories included with

each motor; (1) speed nut,

(1) resilient fan silencer,

(3) 8-36 mounting screws,

(1) rainshield

Replaces GE ECM 55/44

frame motors

n
r
1

LYALL M—-2-43
OR
EMF P-2-1-100

2B .

Specifications:
» Totally enclosed air over

]
o

— 278 MAX ~—I
1

Unit Bearing Motors

— 35291062 —=

+ Unit bearing
1/4” - 20 Threaded shaft
* 60/50 Hertz

ap° .

387
Bl
D232 HAX
|
|

ECM installation’s average annual -

(30 WB-36 UNF-2B
TAPPED HOLES SP
120* ON 2.813° DIa

44

1/4"=20
THREAD

Lma:.m

125

Universal Evaporator Mount P ) energy savings versus shaded a0 wax. 4 i 0941305
- Standard 3-Hole - pole motors
— 05443 $35
- Custom 4-Hole Hussmann Style £ 05444 §55
Universal Condenser Mount - @ 8¢ KWH and 1.75 multiplier on energy saving
- Double Boss — 1/47-20
g THREAD
x
ifications: 3E
Specifications "y P WoS  warts  RPM ROT voLTS  AWPS LRl
* 1550 RPM standard N [ | i35 oweeos :
« Castiron \ L 05443 9 1650 ow 115 0.32 12"
w350 max, - I 0942581 05444 16 1850 cwW 115 0.40 12

» Unit bearing

* EMF P-2-1Alyall power plug
* 15" Leads

« UL file no. E128044

WS mucatons ST vous WML FT S
00621 %\;pd(:r?gr/ 612 115 025 CW 1550 1
00621BULK ECVO":]‘L%’[?;‘;Y 612 115 025 CW 1550 6
00622 QE()"f%ﬁ"Pr}ﬂg 642 15 025 CW 1550 1
00624 %‘g‘;‘;ﬁ;‘;’ 1416 115 050  CW 1550 1
00625 QEO"f‘y’;ﬁ"F[;ﬁg 1416 M5 050 CW 1550 1

©
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MR marsdelivers.com

Toll Free (800) 445-4155

Fax (631) 348-7160 < www.marsdelivers.com



58 MM Series Replacement ECM Technology
ECM Fan/Motor System ) ]

These 51 frame unit bearing motors
The 58MM Series replacement are primarily used in commercial
ECM Fan/Motor systems are refrigeration applications, both Made In America
primarily used in commercial evaporator and condenser, but
refrigeration air moving can be used in any application
applications demanding high demanding high efficiency and
efficiency and dependability. dependability with output ratings
These motors are moisture between 4 — 12 watts and
resistant, reliable, quiet unit 13 — 23 watts.
bearing design with efficiencies These motors significantly
three times higher than shaded outperform both shaded pole
pole motors and 45% higher and PSC technology. With
than PSC. These replacement efficiencies three times higher
ECM Fan/Motor systems are all than shaded pole motors and
metal in design and have 1 45% higher than PSC, in
discrete speed, variable torque, addition to the reliable and quiet

low temperature lubrication
system which makes them
extremely quiet with low vibration.

unit bearing design, they provide
users great reliability and excellent
energy savings for their applications

Features: Environmental Summary:

* Lyall plug » Storage Temps: -40 to 80° C ambient

» Class B insulation » Operating Temps: -40 to 55° C ambient

* 60 Hertz » Design Life: 10 years, 83,720 hours on time

» Thermal protection
» Single phase

Mechanical Summary

» 3.3” Electronically commutated aluminum or cast iron unit bearing
* 1/4” x 20 threaded shaft

* Aluminum enclosure (totally enclosed)

» Five .150” diameter cored mounting holes on rear

» Horizontal shaft (+/- 15°) or vertical shaft up operating position

+ Standard 18 gauge, 2 conductor leads

» Lead cord may be terminated with 1/2” stripped wire, in-house molded
plugs, eyelets, V4" quick connects, or special terminals

* RoHS compliant

Specifications:

* -40 to 55°C ambient
operating temp.

» Single speed

* Maximum watts 36 a

Applications:
» Bottle coolers

» Display cases

GENO. REPLACES MAX  ROT. ATO0.05" AT0.10" AT0.15"

ssMEss  RPM VOLTS AMPS OSE  CFM  CFM  CFM + Reach-In coolers
05470  AAF1027 1340 15 030 CW 330 270 210 * Vending machines
05471 AAF1026 1470 115 040 CW 370 300 200 Features:
05472 AAF1031 1650 115 040 CW 400 360 255 « Output 4 — 12W and 13 — 23W
05478 - 1800 M5 045 CW Replaces QM Power * ~66% peak efficiency

» Speed regulated within +/-6%

* Regulated speed; +/-6% Full Scale

* 1 Discrete speed

» 51fr Unit bearing motor; cast aluminum frame
+ Side pedestal mounting feet (2 sets standard)

MARS OUTPUT MARS
NO. APPLICATIONS WATTS VOLTS  ROT RPM PACK
00650 Evaporator/Condenser ~ 4-12 15 cw 1550 1
00651 Evaporator/Condenser ~ 4-12 230 cw 1550 1
Evaporator/Condenser
00652 (90" Iyall plug) 4-12 115 cw 1550 1
00654 Evaporator/Condenser ~ 13-23 115 CcW 1550 1
00655 Evaporator/Condenser ~ 13-23 230 CcwW 1550 1
00656 Evaporator/Condenser ~ 13-23 15 cCcw 1550 1
00657 Evaporator/Condenser ~ 13-23 230 CcCw 1550 1
m Toll Free (800) 445-4155 « Fax (631) 348-7160 « www.marsdelivers.com d .j
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Refrigeration Fan Motors

ECplus™ Wide Range Universal PTAC-ECM Motor Replacement
Refrigeration Motor
The MARS double shaft PTAC-ECM
The ECplus™ electronically commutated motors are high efficiency motors
ball bearing motor is used in for direct replacement for shaded
commercial refrigeration pole and PSC motors used in a
applications and can replace wide range of fan coil assemblies 5 inch dia.
standard shaded pole or other and PTAC applications as an
EC type motors ranging in size energy saving retrofit.

from 1 W to 22 W. The ECplus™

is approximately 3 times more Applications:
efficient than standard shaded Fan Coils, Air Conditioners,
pole motors making it an Blowers, Shaded Pole,
excellent choice for upgrade PTAC Units
retrofit projects. The robust .

; . Features:
IP55 rating ensures protection )
against water spray from * Single phase
maintenance wash downs. » Energy efficient

¢ Includes resilient mounting base
* 54 Inch leads

Applications:

« Light commercial
ventilation units

« Bottle coolers
* Vending machines
* Small walk in

Specifications:

* 42 Frame

» 60 Hertz

» Class “B” insulation

[
4
o

@53 ‘
T

coolers
» Display/

refrigeration

display units
» Freezer cabinets
o | hi

ce machines MOUL(DED:PLUG A 1100/900/700 RPM

. USA
Features: Mr?gs HP VOLTS  AMPS g(snE' \ DgJIENSIOr::S .
* Double side mounting pads .
10820 110 120 16 CcCw 9.30 4.52 9.30 12

¢ 5-hole universal rear mount

» Peak efficiency greater than 65%

» Incorporating ‘soft start’ feature ensures quiet ramp up to desired
speed which assists in eliminating vibration noise & increasing life
expectancy of integrated electronics

* One model covers 1 Watt to 22 Watt shaft power
« Support 6", 7", 8" & 10" (maximum 10" 28 degree pitch) fan blades

Specifications: E E

» Thermally protected with electronic overload .
protection

» IP55 Rating

* 1550 RPM E

* Approvals UL & CUL SEE THIS

MOTOR IN ACTION!
Scan for video

1550 RPM - 1/4 — 20 Threaded Shaft - Dual Pad Mounting

MARS MAX ROT DIMENSIONS
NO. WATTS VOLTS AMPS OSE A B c
05620  1-22Watts 120 0.42 cw 1.14 248 125
MARS
NO. DESCRIPTION

08030* 8" Plastic Basket for ECplus™ Motor

* Sold Separately

©
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@ morrillmotors
Ball Bearing

The Morrill ARKTIC 59 motor is
primarily used in the evaporator
of commercial refrigeration walk-
in coolers and freezers, but can
be used in any application
demanding high efficiency and
dependability with output ratings
up to 50 watts. The ARKTIC 59
significantly outperforms both
shaded pole and PSC technology
with efficiencies three times
higher than shaded pole motors
and 40% higher than PSC. In
addition to the reliable design,
the ARKTIC 59 provides users
the ease of drop-in replacement B A
and extraordinary energy savings
for their applications.

3-3 inch dia.

Features:

» Universal “Drop-In”
replacement for walk-in
evaporator applications

Totally enclosed, non-vented
Shaft water slinger

Standard thru-bolt configuration
All angle mount

Power cord with lyall plug

Specifications:

Automatic torque variation, constant speed
Low temp (-20° F) lubrication system

50/60 Hz

1 Discrete speed

CUL (CE & VDE pending) UL file # E306123
Thermally protected

1550 RPM - Front Or Rear Thru-Bolt Mount

MARS MFGMODEL NOMINAL OSE DIMENSIONS
) BRI R T B ¢
05104 BVAI036 145 115 11 CW 261 336 516
05105  BVA1038 115 115 11 CCW 261 336 516

05204  BVA2037 115
05205  BVA2039 115

208-230 0.63 CwW 261 3.36 516
208-230  0.63 CCw 261 3.36 5/16

1550/800 RPM - Two Speed - Front or Rear Thru Bolt Mount

MARS MFGMODEL NOMINAL OSE DIMENSIONS
) PR T B ¢
05127  BVA1065 145 115 11 CCW 261 336 516
05128  BVA066 115 115 11 CW 261 336 516

05227  BVA2070 115
05228  BVA2071 115

208-230 0.63 CCw 261 3.36 5116
208-230 0.63 Ccw 261 3.36 5/16

MARS MARS
NO. DESCRIPTION PACK
08040 Krack Refrigeration Retrofit Bracket Kit 1

Toll Free (800) 445-4155 -

Fax (631) 348-7160 < www.marsdelivers.com

@ morrillmotors
Ball Bearing

The ARKTIC 142 Series of ECM’s
manufactured by Morrill, offers
significant energy savings over
traditional PSC or shaded pole
designs. ARKTIC 142 ECM’s

can be applied in condenser or
evaporator applications

requiring 1/5 or 1/3 HP output at
1050 RPM.

51/2 inch dia.

Applications:

Designed for condenser and
evaporator fans for walk-in
refrigerators, walk-in freezers and
similar applications.

Features:

» Three phase drive, NEMA
48FR BLDC motor; TEAO

* 77% Motor efficiency @ 1050
RPM full load

* Regulated speed; +/-6%
full scale

» -40 Deg C to 55 Deg C Amb.

» 1/2” Diameter, single flat shaft ext. up to 6.0”

« Totally enclosed, non-vented (air-over ECM required)
» Shaft water slinger

» 26" cord set attached to motor

» Horizontal-vertical down orientation desired

* RoHS compliant

+ 60/50 Hz

1050 RPM

MARS MFG MODEL NOMINAL OSE DIMENSIONS
NO.  5SME59 Hp  VOLTS AMPS — por A B ¢
03604 DLHEO4 15 5 46 CN 3% 545 1R
03605 DLHEOS3  1/5 208230 1928 CW 392 545 112
03606 DLHEOS2 13 15 58 COW 392 59 12
03607 DLHEO43 153 208230 2635 CCW 392 595 112

©
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Unit Bearing Motors & OEM Direct Replacement Motors

®

51 Frame Motors For Tyler Refrigeration OEM ;
Domestic Refrigeration C" -—‘7 Direct Replacement @ morrillmotors
Refrigeration Motors

Features:

» Single phase, shaded pole Features:

+ Fan duty, continuous, air over 3 inch dia. * Universal 5 hole rear mount
» Class A insulation * Dual mounting pads

S
>
A
7/
S
@)
-
o
A
»

* 60/50 Hertz
* Impedance protected
» For accessories see pages

M-50 — M-54
M’:\gs WATTS VOLTS RPM AMPS ROTATION CONSTRUCTION TYLER NO,
1550
e o e 00660 5 115 1550 034  CW castiron 51255320
NO. G WIS g VO Gl s AR 00661 9 115 1550 053  CW aluminum 52434980
05109 MBIFFLOOSS 2 CW 115 025 1/4-20threaded most 12
refrigerators

05110(1)* M51AG3144 2 cw 115 025 1/4-20threaded and freezers 1

Hussmann OEM
Direct Replacement
Refrigeration Motors

(1) Push-on terminals, no leads * Limited quantities available, while supplies last

EM&S PSC Type Replacement For GE

Features:

+ Cast iron construction

* Universal 5 hole rear mount
» Dual mounting pads

Features:

* Drop-in replacement

» Single phase PSC

« Fan duty, continuous, air over
* Low temp oil

» Reliable unit bearing

« Internal capacitor

TTIA™EON

MARS
NO.

00666 4 115 1700 0.12 0477653, 4410544

WATTS VOLTS RPM AMPS HUSSMANN NO.

Copeland OEM
Direct Replacement
Refrigeration Motors

Features:

+ Single speed

+ Castiron

+ Single foot pad, horizontal only
Automatic thermal protection

1660 RPM 1/4”— 20 Threaded

o SE warrs RO vouts  Awps TMENS'ONSB
00114 RS4BEBGET4 4  CW 115 020 040 250
00117 RS4BEBOE1Z 9 CW 115 026 040 250 Wo©  WATTS VOLTS  RPM AMPS  ROTATION COPELAND NO.
* 00117 replaces Hussmann SVC 441-302 00511 50 15 1500 17 cw 050-0344-01
0512 50 230 1500 10 cw  D0oee0

©
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MARS MOTORS

11 Frame Unit Bearing

Shaded Pole Motors

MARS unit bearing shaded pole motors

are suitable for use in a wide
variety of fan duty applications.
Proven all-angle unit bearing
design for trouble free operation.
Can be resilient base, strap, or
end mounted.

Features:

» All angle unit sleeve bearings
» Resilient base, strap,
or end mounting
» 5/16 inch shaft diameter
ground lead
* 12inch leads

» For accessories see pages
M-50 — M-54

» See the airMARS section of this

catalog for fan blades &
accessories

Specifications:

» Single phase, 60 Hertz

» Overload protection

» Fan duty, continuous, air over

» Shaft end has four 8-32
tapped holes

* UR/CSA

1550 RPM - 4 Pole

4 inch dia.

CL=E7

\‘
N

NU Series Shaded Pole Motors

MARS is proud to introduce
Elco NU Series shaded pole
motors which are widely used in
the HVAC & Refrigeration
industry. These motors are
suitable for all angle operation
and have multiple mounting
features. The NU series motors
are used in industrial and
commercial refrigeration for
condensing and evaporating
units, ventilating units, freezers,
walk-in and reach-in coolers,
food and beverage coolers and
many other fan duty applications.

Features:

» Single speed

* Output 4 to 34 watts
 Totally enclosed

» Continuous air over

« 1 year Limited warranty

Specifications:

* Impedance or
thermally protected

« All angle, sleeve bearing
» Class B insulation
+ 50/60 Hz

» Standard operating temperature:

-40°F to 104°F (-40°C to 40°C)

» 3 Tapped holes @ 120° &2 @ 180°

» Single side pad mounting
* 4 Shaft end studs

» UL Recognized, CSA and CE Certified

MFG

MARS  stock WATTS

NO.

* HP VOLTS AMPS PROT.

BLADE BLADE
"DIA. IN. PITCH

AIR FLOW
(CFM)
@-1IN.

STATIC

M':‘ g S SCI;(ES'I\‘II(Q)Z HP VOLTS AMPS gg; ENCL TMENSIZNS Bﬁg.E
01431 KFL2005S 1/30 115 174  CW OPEN 125 4.82/470 08042
01441 KFL2003S 1/30 115 174 CCW OPEN 125 4.82/470 08042
01432 KFL2009S 1/20 208-230 0.76 CW OPEN 1.25 4.82/470 08042
01442 KFL1009S 1/30 208-230 0.87 CCW OPEN 1.25 4.82/470 08042
01332(1)  KFL2007S 1/20 208-230 11 CW OPEN 200 4.82/470 08042
01342(1)  KFL2012S 1/20 208-230 11 CCW OPEN 200 4.82/470 08042
01232(2)3) KFL3006S 1/15 230 12 CW OPEN 150  4.875 NONE

(1) 34 inch leads
(2) 30 inch leads
(3) 60/50 Hertz

M-40

Toll Free (800) 445-4155 -

00801 EC4W115| 4 [CCW|1/185 115 | 0.36 | Imp
22 141 72
00805 EC6W115 115 | 0.41 7 31 206 19
6 [CCW (1125 Imp
00806 EC6W230 230 | 0.20 8 28 306 220
22 262 186
00807 EC9W115 115 | 0.58 8
9 |[CCW|1/83 Therm 28 325 240
00808 EC9W230 230 | 0.35 9
28 418 301
28 476 395
00809 EC16W115| 18 15 | 0.89 9 | 31 490 410
CCW | 1/47 Therm| 34 557 466
00810 EC16W230| 16 230 | 0.50 10 22 510 425
28 610 470
00817 EC34W115 115 | 16 19 796 697
34 |CCW|1/20 Therm| 12
00818 EC34W230 230 | 0.80 28 1024 785
00891 Mounting Adaptor kit NU condenser motor

Fax (631) 348-7160 < www.marsdelivers.com
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Refrigeration Fan Motors

ECM High Efficiency Motors 5KCP29 —

o Form G PSC Motors
Elco Hi Efficiency ECM motors are drop
in replacements of the traditional Designed for virtually every fan
front mount shaded pole and blower application.

motors. They use all the same

accessories with no extra work Features: 5 inch dia.
for an easy and hassle-free * Allangle sleeve bearings

installation. These are built » Open construction

with ECM technology to run « Aluminum end shields

mo.re gfflcnently, reQuced coz * 26 inch color-coded leads

emissions, longer life ) - .

expectancy and quieter than + 2-172 inch resilient ring

the normal PSC shaded pole mounting

motors. They offer better » Double shaft models shipped

airflow control than a PSC, up with base mounted (3.5 inch

to 70%, 4 to 5 times more shaft height)

efficient than a regular shaded « Extended thru bolts on shaft

pole motor. Higher efficiency end—extended 3/4 inch on

means cooler motor operation and single shaft and 1-1/2 inch on ~—c— B A—
reduced heat delivered to the double shaft motors

refrigeration cycle, for a combined (on 4.6 inch bolt circle) D D

gnergy savmg adva}ntage a.nd - Energy $aver® design |:| |
improved refrigeration quality. The Mot ing leads h D l
ECM Series offers IP65 moisture g otor rTv?rsmg_ ia s have — K [ ||
protection grade, one of the highest erminas for qU|c? ) D D k

in the industry. These motors are change to opposite rotation - 1D
designed to satisfy the growing » For accessories see pages | D |:|
demands of energy savings. M-50 — M-54

Features: Specifications:

« Life expectancy of 60,000+ hrs. » Single phase, 60 Hertz

» Protection rating - IP65 moisture protection grade » Automatic reset overload protection

 Totally enclosed » Fan duty, continuous, air over

» Allangle » Advanced Class B insulation

» Continuous air over + 5 Mfd @ 370V capacitor required (MARS No. 12005)

» Long life sealed ball bearings

MARS GE NO. ROT DIMENSIONS
Specifications: NO. skcpzg TP VOLTS AMPS °/ ' RPM 8 o
* Working temp: -40°C +55°C 1075 RPM - Single Shaft - Three Speed - 6 Pole
* 50/60 Hz 02840(1) BG5866S 1/30 115 61 REV 1075 8.00 6.00/4.50 — 112
* M4 Studs on 3.72” B.C. for shroud/guard
) - 02824  EG5854S 1/8 115 245 REV 1075 400 506 — 1R
» UL recognized & CE Certified
02825 KG5855S  1/5 115 351 REV 1075 4.00 556 — 112
Cross Reference: 02826 KG5856S  1/5 208-230 167 REV 1075 4.00 556 — 12
34410013, 02827 LG5857S  1/4 115 478 REV 1075 4.00 581 — 12
EDA12153UC0147  Arneg Canada & US 34410009, 24681010
_ ) 02828 LG5858S  1/4 208-230 222 REV 1075 4.00 5.81 — 12
EDA15253UC0176  Hill Phoenix PO78449H
028292 MG5859AS 1/3 115 58 REV 1075 4.00 5.81 — 12

EDA10153UC0182 Hill Phoeni P079441C, P066237A
e 1075 RPM - Double Shaft - Four Speed - 6 Pole

02830 BG5860S 1/15 115 14 CCW 1075 800 467 8.00 172

Mﬁgs MFGNO.  WATTS HP VOLTS RPM ';?ET' AWPS L‘égg?H e 02832 EG5862S 158 115 269 CCW 1075 800 517 800 112
00851 EDA12153UCO147 12 1/63 115 1450 CCW 0.18 361 14" 3Pin90° B C°%3S 14 1S 47 CCW 1075 800 645 800 1R
00852 EDA15253UC0176 15 1/50 115 1600 CCW 022 400 16" 2Pin90° 028347 LGSB64S 14 208230 21 CCW 1075 800 617 800 122
00858 EDA10153UC0182 10 1775 115 1550 CCW 0.19 361 16" 2Pin90° 02836 EGS868S 1/8 208230 1.2 CCW 1075 800 517 800 12
1625 RPM - Double Shaft - Four Speed - 4 Pole
02835 EG5867S 110 115 13 CCW 1625 800 517 800 12
02837 FG58695 1/6 115 21 CCW 1625 800 542 800 12
(1) Model has resilient ring length adapter kit included in carton (2) 15mfd @370V
capacitor required
W Toll Free (800) 445-4155 « Fax (631) 348-7160 < www.marsdelivers.com M—41
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Condenser Fan Motors & Direct Drive Blower Motors

“Cap-Can” Construction
Vertical Shaft Down
Condenser Fan And
Heat Pump Motors

Ball Bearing

5 inch dia.
These new permanent split

capacitor motors from GE are
designed for use in residential
outdoor condenser fan and heat
pump units (primarily up to 3.5
tons), requiring vertical shaft down
with stud or flange mounting.

Features:

» “Cap-Can” construction

* Automatic thermal
overload protection

» #8-32 extended stud or
flange mount

» Water slinger on shaft

» Vertical shaft down
mounting orientation

» CW or CCW rotation in
several ratings <=3

» Designed for 370 volt
capacitor (not furnished)

» Class B insulation

—A
p— B -—

O
-
s

» For accessories see pages M-50 — M-54

Specifications:

» All models are single-speed
* 60 Hz

+ 208-230 Volts

* 1/2” Shaft diameter

» 26" Leads

+ Continuous duty, air-over

ROT 370V CAP Ll A
OSE REQURED , g ¢

MARS GE

NO. NO. HP RPM AMPS

02243 5KCP29DCA323S 1/10 1100 0.74 CW 5MFD 275 335 12

02244 5KCP29JCA324S 1/4 1075 17 CW  7.5MFD 275 38 12

02245 5KCP29JCA325S 1/4 1075 1.7 CCW

7.5 MFD 275 38 12

02246 5KCP29HCA326S 1/5 1060 16 CW 5MFD 275 38 12

02247 5KCP29JCA327S 1/6 1100 13 CCW  5MFD 275 38 12

02248 5KCP29ECA328S 1/8 1075 0.86 CW 5MFD 275 38 12

02249 5KCP29DCA329S 1/8 1075 0.75 CCW  5MFD 275 335 2

M—42 Toll Free (800) 445-4155

Fax (631) 348-7160 < www.marsdelivers.com

SOS™ Multi-Horsepower
Direct Drive
Blower Motors

MARS SOS™ multi-horsepower
direct drive blower motors are
ideal for truck stock. Four
models cover both 115 volt and
208-230 volt applications from
1/6 through 3/4 HP.

All SOS™ motors feature
easy mounting in
Rheem applications.

51/2 inch dia.

Features:

¢ Multi-HP

* Open end shields

» Extended mounting studs
¢ 2-1/2 inch resilient rings B A
» Reversible rotation ’—‘ —”.- .

» All angle sleeve or ball bearings

» Capacitor requirement noted on 0 0
motor label 0 0
» For accessories see pages
M-50 — M-54
Specifications: Cross Reference:
« Single phase, 60 Hz —
+ Overload protection No. A.O.SMITH  EMERSON
» Fan duty, continuous air over 03463 FDL6001 5460
+ Open construction 03464 FD6000 5461
03466 FDL6002 5470
03467 FDB001 5471

1075 RPM Multi-Horsepower Reversible Rotation — 6 Pole

e cch HP vours awPs DIMENZIONS .
03463  KGVBO4AS 112,113, 1/4,1/5,16 115 62 500 473 12
03464  KGVBOSAS 112, 113, 14, 15, 1/6 208230 27 500 473 12
03466° SGU3G3AS 304, 112,13, 14,15 115 84 500 598 112
03467 SGU3GAAS 304, 112,13, 14, 15 208230 42 500 523 12

* Ball Bearing

N marsdelivers.com
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SOS™ Multi-Horsepower

Outdoor Condenser
Fan Motors

Ball Bearing

MARS SOS™ multi-horsepower
condenser fan motors are ideal
for truck stock. Three 1075 RPM
models cover 208-230 volt
applications from 1/6 to 1/2 HP.

New Slim Stack™#03458,
WIZARD, and the new WIZARD
825 fit in many 1/3 HP
installations that will not accept
other manufacturer’s motors.

The 03458 is a single speed
“wide-range” motor that will run

at any fan load from 1/6 to 1/3 HP
at a nominal 1075 RPM. MARS
#03459, the new WIZARD 825, will
run at any fan load from 1/8 to 1/3
HP at a nominal 825 RPM.

All SOS™ motors feature easy
mounting in Rheem applications.

5% inch dia.

Cc

All Angle And Shaft Up
Outdoor Condenser Fan
Motors

GE outdoor condenser fan motors
are available for vertical shaft-up
or vertical shaft-down applications.
Vertical shaft-up models are also
suitable for horizontal mounting.
Add MARS No. 08105 resilient
rings to base mount. All are
electrically reversible and have full
six inch shaft lengths. Models are
available with sleeve or ball
bearings, single or two speed in
high efficiency or standard
efficiency ratings.

Features:

* Reversible rotation

* Thru bolt or band mounting
» Water slinger on shaft

» Serrated end caps on vertical
shaft-up models

+ Full six inch shaft length

5% inch dia.

Condenser Fan Motors

Features: + For accessories see pages
¢ Multi-HP M-50 — M-54
* Thru bolt or band mounting » 6" shaft extension with 2 flats
« Rheem mounting capability —— 90" apart ——
» Water slinger on shaft Specifications:
* Air conditioning or heat pump duty « Class “B’ insulation
« Capacitor requirement noted on + Single phase, 60/50 Hertz
motor Ie_xbel ) » Automatic thermal overload protected
» End Shield drain holes w/plugs - Fan duty, continuous, air over
Specifications: * Heat Shield » 26 inch leads
* Single phase, 60 Hz Cross Reference: ) )
« Overload protection 1075 RPM - Reversible Rotation — Energy $aver® — 6 Pole
- - MARS ~ A0.SMITH  EMERSON
» Fan duty, continuous air over No. e MARS GE NO CAP DIMENSIONS
NO. 5KCP3§ HP VOLTS AMPS RPM @ REQ
+ Totally enclosed, 03458 ORMS5458 5458 : - A B C
Non-ven.tllated ) 03459 ORM54388 5464 Two Speed - Sleeve Bearings - Vertical Shaft Up/Down - 6 Pole
» Class B insulation 03465 FSE6000, FE6000 5462 "
03468 FE6002 5465 03227(3) EGG401T 16  208-230 1.0 1075 5/370 6.0 4.00 12
03469 FE6001 5464 03228(3) HGG402T 14 208-230 16 1075 5/370 6.0 450 12
MuIti-Horsepower, Reversible Rotation 0322903) MGG403T 13 208230 24 1075  7.5/370 6.0 500 172
MARS GE NO. DIMENSIONS 0323003) PGG404T 12 208230 38 1075 10/370 6.0 550 12
NO. 5KCP39 HP VOLTS AMPS -
A B c Shaft-Up - Two Speed - Sleeve Bearings - 6 Pole
1075 RPM - 6 Pole 03027()  DGA768T  1/6 208230 09 1075 5370 60 375 12
m 03458 JGUS30S  1/3,1/4,1/5,1/6  208-230 28  6.75 448 112 03028(1)  GGA769T  1/4 208230 15 1075  5/370 60 425 112
(210D oaaseHs*  LGUT215  13,1/4,1/5,1/6 208230 26 650 523 12 03029()  LGAT70T 153 208230 21 1075 75370 60 500 172
m 03460  RGU709S 1/2,1/3,1/4,1/5,1/6 208-230 30 675 448 112 03030()  NGS420S 12 208230 32 1075 10370 60 550 12
03465* LGU735S 113, 1/4,1/5,1/6 208-230 25 500 473 112 Shaft-Up - Two Speed - Ball Bearings - 6 Pole
03468* RGU733S 112,113, 1/4,1/5 208-230 31 500 548 12 03031(1) LGC003T 13 208230 21 1075  7.5/370 6.0 498 112
825 RPM - 8 Pole 03032(1) NGL785S 12 208-230 32 1075 10/370 6.0 548 112
Wizard 825 JRZLi:k NFBA87S  1/3, 1/4,1/5,1/6, 1/8  208-230 18 6.50 548 12 03048(1) NGL762S 3/4  208-230 39 1075 15/370 6.0 548 112
TETTE7ED 03461 TFBASGS  1/2,1/3,1/4,1/5,1/6 208230 28 650 648 172 (1) Lead-end endshield open construction
03469* SGU732S 1/3,1/4, 1/5, 1/6 208-230 20 650 598 1/2 (2) Low speed approximately 300 RPM less than high speed depending on fan load
(3) 60 Hz operation only
* Heat Shield
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Vertical Outdoor
Condenser Fan Motors
Shaft-Up/Down

Ball Bearing

Vertical Outdoor
Condenser Fan Motors
Shaft-Up/Down

GE up/down outdoor condenser fan
motors are designed for either

GE up/down outdoor condenser 1 1
fan me)tors are designed for 5/2 inch dia. verti.cal .shaft-up or shaft-dowp 5/2 inch dia.
either vertical shaft-up or shaft- applications. Shell and end shields
down applications. Shell and end are enclosed for weather
shields are enclosed for weather prote.ct|on.. A weep hole s
protection. A weep hole is provided in each end sh_leld to
provided in each end shield to allow condensate to drain. A
allow condensate to drain. A plastic plug is provided t.o seal the
plastic plug is provided to seal weep hole in the end shield
the weep hole in the end shield exposed to the weather. All of
exposed to the weather. All of these: mqtors are suitable for air
these motors are suitable for air conditioning or heat pump
conditioning or heat pump appll.catlons. All feature rgvgrmble
applications. All feature reversible _— rotation, 208-230 volts, six inch S
rotation, 208-230 volts, six inch shaft shaft length and extended thru c
length and extended thru bolts bolts extending from both ends. ]
extending from both ends. Specifications:
Features: 4 * 60 Hertz N
» Thru bolt or band mounting ‘ N T » Single phase N
+ All angle mounting » Overload protected
» Water slinger on shaft B » Fan duty, continuous, air over B
+ Serrated end cap on shaft end only * 26 inch leads
» For air conditioning or heat pumps — » Totally enclosed, non-ventilated —
» Full six inch shaft length with two + Class B insulation
full flats at 90° Features:
* Reversible rotation + Up/down design
» For accessories see pages M-50 — M-54 + Thru bolt or band mounting
* Rheem mtg. holes )
» All angle sleeve bearings
(mtg. hardware included) 9 ] 9
* Heat Shield * Water slinger on shaft * Heat Shield
Specifications: .

Serrated end cap on shaft end only

* 60 Hertz « For air conditioning or heat pumps

* Single phase - Full six inch shaft length with two full flats at 90°
* Overload protected « Reversible rotation
» Fan duty, continuous, air over « 48 inch leads

* 48 inch leads .
» Totally enclosed, non-ventilated
» Class B insulation

For accessories see pages M-50 — M-54

Reversible Rotation

Reversible Rotation M,j‘(',*_ = f,fc';?g HP  VOLTS AMPS RPM ﬁé{; A DIMEN: =
MNAOR_ . ?;cﬁgg HP  VOLTS AMPS RPM® ,‘{Qg_ : IMEN:IONSC 825 RPM - Single Speed - 8 Pole

825 RPM - Single Speed - Standard Efficiency - 8 Pole 03404* JFADO7S  1/4 208-230 13 825 7.5/370 6.0 523 12
0320103) EGL248S  1/10 208-230 080 825 5370 60 430 12 03405*  NFADO9S 13 208230 18 825 10870 60 573 12
03202* DFBABIS  1/8 208-230 085 825 5370 60 430 12 1075 RPM - Single Speed - Standard Efficiency - 6 Pole

03203* HFBA79S  1/6 208-230 090 825 5370 60 430 12 03727  DGS375S 1/6 208-230 10 1075 5370 60 471 12
03204 JFBAB3  1/4  208-230 13 825 75870 60 503 172 03727HS* DGY797S 1/6 208-230 1.0 1075 5370 60 471 112
03205* NFBA82S ~ 1/3  208-230 1.8 825 10870 60 580 112 03728  FGM599S 1/4 208230 18 1075 5/370 60 425 112
1075 RPM - Single Speed - Standard Efficiency - 6 Pole 03728HS* GGY769S 1/4 208230 17 1075 5370 60 425 12
LCOHN HOUT22S 16 208230 10 1075 570 65 398 12 03729 LGS407S 153 208230 23 1075 75370 60 570 12
Q3732EFY GCU714S 14 208230 17 1075 570 60 423 1% 03720HS* LGYSO1S 1/3 208230 26 1075 75370 60 570 112
03733@*  LGU715S  1/3 208230 26 1075 75370 60 448 112 IR roscies 2 205030 35 1075 10570 60 650 12
BN ROUTISS 12 208230 30 1075 10870 60 52 172 03730HS* RGY799S 12 208230 30 1075 10870 60 650 12
BN SCUTTTS 94 206230 41 1075 1070 60 598 12 03731 SGT039S 3/4 208230 47 1075 105370 60 575 112
(1) Low speed approximately 300 RPM less than high speed depending on fan load 03731HS* SGY805S 3/4  208-230 41 1075 10/370 6.0 575 12

(2) Both end shields flat, no serrated end cap (3) 26” leads
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Condenser Fan Motors

Shaft-Up Outdoor
Condenser Fan Motors

GE outdoor condenser fan
motors for vertical shaft-up
applications are also suitable for
horizontal mounting. GE vertical
shaft-up outdoor condenser fan
motors are designed for 60°C
ambient temperature. Add
MARS No. 08105 resilient rings
to base mount.

5% inch dia.

GE commercial 460 volt outdoor

condenser fan motors are

designed for 70° C ambient so

lower operating temperatures =

improved life and reliability.

Features:

» Reversible rotation

* Thru bolt or band mounting

» Water slinger on shaft

» Serrated end caps on E
vertical shaft-up models

» Full six inch shaft length

Cc

» For accessories see pages B
M-50 — M-54
Specifications: A B

» Class B insulation
« Single phase, 60/50 Hertz

* Automatic thermal
overload protected

« Fan duty, continuous, air over

* 26 inch leads shaft-up, 46 inch leads
all angle

» Lead end endshield open construction

* Heat Shield

Reversible Rotation

CAP DIMENSIONS
REQ. A B C

1075 RPM - Shaft-Up - Single Speed - Sleeve Bearings -
Standard Efficiency - 6 Pole

MARS GE NO.

(U]
NO. 5KCP39 HP  VOLTS AMPS RPM

460 Volt Outdoor
Condenser Fan Motors

Ball Bearing

GE outdoor condenser fan
motors are available for vertical
shaft-up or vertical shaft-down
applications. Vertical shaft-up
models are also suitable for
horizontal mounting. Add
MARS No. 08105 resilient rings
to base mount.

5% inch dia.

Features:

» Reversible rotation

* Thru bolt or band mounting
» Water slinger on shaft

» Serrated end caps on vertical
shaft-up models only

» Full 6 inch double flat shaft

» For accessories see pages
M-50 — M-54

Specifications: —

» Class “B” insulation

» Single phase, 60/50 HZ

* Automatic thermal
overload protected

» Fan duty, continuous air over
* 26 inch leads

1]

Cross Reference:

MARS GE Stock
NO. A.O. SMITH Emerson No.
03039 786 - 3035
03209 - 1881 3209
03743 - 1882 3740

825 RPM - Reversible Rotation - Standard Efficiency

cap DIMENSIONS
REQ. A B c

MARS GE NO.

NO. 5KCP39 HP  VOLTS AMPS RPM(

03327 DGP08IS  1/6 208230 09 1075 5370 60 456 112 Shaft-Up Or Horizontal Mount

03328(13) EGP697S 1/4  208-230 18 1075 5/370 60 506 1/2 03039 NFBA73S 113 460 110 825 10/370 6.0 638 12
033200  HGP698S 13 208230 24 1075 75370 60 531 12 All Angle

033300  MGK209S  1/2 208230 36 1075 10/370 60 660 12 03200  NFBA76S  1/3 460 110 825 75370 60 571 12
033310®)  PFM210S  3/4 208230 51 1075 10370 6.0 606 112 03743  TFBASSS  1/2 460 180 825 10370 60 671 112

825 RPM - Shaft-Up - Single Speed - Ball Bearings -
Energy $aver® - 8 Pole

03040 MGL789S  1/4 208230 15 825 75370 6.0 448 112

03026 NFBAGGS ~ 1/3  208-230 22 825 10/370 60 598 12

1075 RPM - 460V - Single Speed - All Angle Ball Bearing - 6 Pole

03736(4*  HGU722S  1/4 460 7 1075 751870 60 430 172
03737(0(4*  NGU724S 13 460 12 1075 751370 60 530 112
03738(4*  RGU723S 112 460 1.7 1075  10/370 60 580 12
03739(M(*  SGU725S 34 460 20 1075  15/370 60 650 172

(1) 60 Hertz only (2) Two full flats at 90° (3) Class A Insulation (4) Rheem shell mtg. holes
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5KCP39 PSC
460 Volt Motors

Ball Bearing

Features:

Specifications:

Energy $aver®

For use in air
moving applications

460 volt, 2-speed
All angle

Extended thru bolts
Capacitor included

08105 for cradle mount,
serrated end caps

For accessories see pages
M-50 — M-54

51/2 inch dia.

5KCP39 Permanent
Split Capacitor Motors

Features:
« Energy $aver®

» For use in air moving
applications

» Single speed
» All angle sleeve bearings
* 2-1/4 inch resilient rings

* 4.0 inch long, 1/2 inch
diameter shaft

» For accessories see pages
M-50 — M-54

Specifications:

» Single phase, 60/50 Hertz

» Overload protection

* Open construction

5% inch dia.

——— B——] B A
* Single phase, 60/50 Hz « Fan duty, continuous, air over c
+ Overload protection | . « 26 inch leads |
 Fan duty, continuous, air over — . Class A insulation 0 0
» Enclosed shell, open end shields _Lc 0 0
* 26 inch leads 0
» Class A insulation
1075 RPM - Reversible Rotation - 6 Pole 1075 RPM - 6 Pole
MARS GE NO. CAP. DIMENSIONS BASE MARS  GE NO. ROT CAP. DIMENSIONS BASE
NO.  skcpsg P VOLTS AMPS  pioNiSHED) A B ¢ NO. NO. 5kcpag P VOLTS AMPS oo peq. A B NO.
03280 KGC519ET 1/3 460 1.1 7.5/370 6.0 556 12 08058 03251  DG3304T 1/6 115 2.3 ccw 5/370 40 4.23/439 08053
03290 PGC520ET  3/4 460 2.1 15/370 6.0 631 12 08060 03252 CG3306T 1/6 208-230 09  CCW(M 5370 40 4.23/439 08053
032722) EG3314T 1/4 208-230 15 ccw 51370 40  4.48/464 08054
1625 RPM — Reversible Rotation - 4 Pole 032810 KG3316T 1/3 115 50  CCW 5370 40 4.985.14 08056
MARS GE NO. HP VOLTS AMPS (07,1 DIMENSIONS BASE 03282 JG3318T 1/3 208-230 2.4 Cccw 5/370 40 4.98/5.14 08056
NO. 5KCP39 (FURNISHED) A B c NO.
03292  NGD123T 1/2 208-230 34 CCW 751370 40 573589 —
03470 GGC521ET 1/4 460 08 5/370 6.0 531 12 08057
(1) Mechanically reversible(2) Class B insulation
03490 NGC522ES 1/2 460 1.7 7.5/370 6.0 631 12 08060
1625 RPM - 4 Pole
MARS  GE NO. ROT CAP. DIMENSIONS  BASE
NO. s5kcpsg P VOLTS AMPS oo REQ. B NO.
03452 CG3326ES 1/6 208-230 .9 ccw 5370 40  4.23/439 08053
03472 DG3334ES 1/4 208-230 1.4 CcCcw 5/370 40  4.73/4.89 08055
03482 GG3338ES 1/3 208-230 2.2 CcCw 5/370 40 4.98/5.14 08056

M-46
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Direct Drive Motor Blowers

PSC Furnace
Blower Motors

These GE 5KCP39 PSC motors are
designed for use as direct drive furnace
blower motors. All are three speed,
high efficiency, Energy $aver® models 51/2 T
and are electrically reversible. Motors '
have 2-1/4 inch resilient rings for
base mounting. Four (4) split rings
included if 2-1/2 inch diameter is
required. Bases are sold separately.
Features:
« All angle sleeve bearings
e 3 speeds
* 1/2 inch extended thru bolts
» Ring kit allows 2-1/4 inch &
2-1/2 inch resilient ring mounting
* Reversible rotation
* 4inch long, 1/2 inch diameter

shaft

+ For accessories see pages B A
M-50 — M-54

Specifications: c

Single phase, 60/50 Hertz
Overload protection

Fan duty, continuous, air over a
Open construction 0
26 inch leads

Class B insulation 1

Reversible Rotation — Energy $aver®

MARS  GENO. CAP.
No. skcpsg NP VOLTS AMPS  prg 4 B

1075 RPM®" — Three Speed - 6 Pole

e o o o o o

S I e I |

DIMENSIONS BASE
C NO.

039832 GG9708T 1/4 115 37 75370 4.0 5.39/5.23  1/2 08057

03984  FG9478T 1/4 208-230 1.7 5/370 4.0 5.39/5.23  1/2 08057

039852 LG9683T 1/3 115 49  7.5/370 4.0 5.39/5.23  1/2 08057

03986  JG9479T 1/3 208-230 25 5/370 40 539523 1/2 08057

03987  PG9710T 12 115 73 10/370 40  5896.73 112 NA

03988  NG9709T 1/2 208-230 35  7.5/370 4.0 589673 112 NA

5KCP39 PSC Torsion
Flex Mount Motors

GE torsion-flex mount motors are
designed for direct drive furnace
blower applications. The unique
torsion- flex mounting speeds
installation while the special
steel of the torsion-flex bracket
absorbs vibration for quieter
operation. All models are
electrically reversible, 3-speed
motors of high efficiency Energy
$aver® design.

5% inch dia.

Features:

« Energy $aver®

» All angle sleeve bearings

» 3-Speed 1075/925/775 RPM(1)

+ Torsion-flex mounting, grommets
and sleeves included

» 5.0inch long, 1/2 inch
diameter shaft

ra

* Reversible rotation

Specifications:

» Class Ainsulation

» Single phase, 60/50 Hertz

* Overload protection

» Fan duty, continuous, air over
» Open construction

* 26 inch leads

1075 RPM®" — Three Speed — Reversible Rotation - 6 Pole

03980® PGE413T /4 115 94 15370 40 589573 12 NA MARS  GENO. o oo ayps  CAP DIMENSIONS  BLOWER
039907 PGE414T 34 208230 44 10870 40 589573 112 NA NO.  5KCP39 REQ. A B SIZE
1625 RPM™ — Three Speed - 4 Pole 037832  GGP730S 1/4 115 37 75370 50 423 9in.
03992 FGE211T 1/4 115 27 10370 40 489 12 08055 03784 FGPT31S 14 208230 17 5370 50 i3 ™
03993  FGE212T 1/4 208230 12 5370 40 489 12 08055 . ETGSEERTERT T T, % -
03994  HGE213T 13 115 39 15370 40 539 12 08057 : : : : :
03996  MGE215T 172 115 60 15370 40 564 12 08058 03786  JGP733S 1/3 208230 25 5/370 50 473 9in.
03997 LGE216T 1/2 208-230 2.8 7.5/1370 4.0 5.64 1/2 08058 03787 PGP734S 112 115 73 10/370 5.0 5.48 101in.
03998  PGE415T 34 1156 85  15/370 40 6.14 12 08060 ,
03999  PGE416T 3/4 208230 4.0 75370 40 6.14 12 08060 L NCP7ISS 12 208230 35  7AMI0 50 523 10in.
1075 RPM — Reversible Rotation - Standard Efficiency - 6 B PC736S 4 M5 91 15870 50 2 548 10
MARS  GE NO. CAP. DIMENSIONS BASE 037902  PGP737S 3/4 208230 44 105370 50 548 101n.
No. skcpsg NP VOLTS AMPS  ppg B ¢ NO.
Three Speed“) (1) Approximately 150RPM differential between speeds depending on fan load

03583® FGN651T 1/4 115 42 5370 40 489 12 08055 (2) 60 Hz only

03584% FGN652T 1/4 208230 2.0 5370 40 489 12 08055

03585 JGN653T 1/3 115 62 5370 40 5.14 12 08056

03586 JGNG54T 1/3 208-230 2.9 5370 40 514 12 08056

03587 PGN655T 172 1156 90 51370 40 6.14 12 08060

03588® NGN656T 12 208230 43 5370 40 589 12 NA

035892 PGN657T 3/4 115 103  15/370 40 6.14 12 08060

035909 PGN658T 3/4 208230 4.6  10/370 40 6.14 12 08060

03595 SGL854S 1 115 118 20370 40 6.90 12 08060

03596@ SGL853S 1 208-230 559  15/370 4.0 6.90 12 08060
Two Speed®

03383® FGM421S 1/4 115 42 5370 40 489 12 08055

03384  FGM433S 1/4 208230 2.0 5370 40 489 12 08055

033859 JGM439S 1/3 1156 62 5370 40 5.14 12 08056

03386 JGM440S 1/3 208230 2.9 5370 40 5.14 12 08056

03387 PGM438S 12 115 90 5370 40 6.14 12 08060

03388  NGM437S 172 208-230 43 5370 40 5.89 12 NA

03389  PGNO91T 3/4 115 103  15/370 40 6.14 12 08060

03390  PGN092T 3/4 208-230 44  10/370 40 6.14 12 08060
(1) Approximately 150RPM differential between speeds depending on fan load (2) 60 Hz only
(3) Approximately 300RPM differential between speeds depending on fan load
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Direct Drive Motor Blowers & Double Shaft Fan & Blower Motors

Ball Bearing
Unit Heater Motors

Ball Bearing

GE 5KCP39 ball bearing motors
are designed for unit heater
applications. Each motor
includes base and capacitor, and
also features extended thru
bolts. These electrically
reversible motors are totally
enclosed with a BX connector on
the shell and 60 inch leads.

5% inch dia.

Features:
» Energy $aver®

* Mounting base and
capacitor included

» Totally enclosed with BX
connector and extended

Thru bolts

A
>

5KCP39 Double Shaft
Motors * Three Speed

GE 5KCP39 double shaft Energy
$aver® motors are designed for a
wide variety of air moving
applications. All motors feature
double 1/2 inch diameter shafts
and include length adapter
mounting Kkit.

5% inch dia.

Features:
« All angle sleeve bearings

« Extended thru bolts, 2.25 inch
resilient rings

» Length adapter and mounting
kit included

» For accessories see pages
M-50 — M-54

Specifications:

» Class Ainsulation

» Single phase, 60/50 Hertz

» Overload protected

* Open construction

» Fan duty, continuous, air over

* 14 inch leads

3-Speed” — Energy $aver®
MARS  GE NO. ROT DIMENSIONS

HP VOLTS AMPS LE B c

NO.  5KCP39
1075 RPM - 6 Pole

03632 CG5823T 1/10 208-230 0.8 CCW 3/370 7.0 4.19-544 9.00 1/2 08052
03641 CG5824T 1/8 115 18 CCW 5/370 7.0 4.19-544 9.00 1/2 08052
03651 DG5826T 1/6 115 24 CCW 5/370 7.0 4.44-569 875 1/2 08053

0365202 CG5827T 1/6 208-230 1.0 CCW 5/370 7.0 4.44-569 875 1/2 08053

03671 GG5828T 1/4 115 37 CCW 5/370 8.0 469581 7.52 1/2 08054

036722 FG5829T 1/4 208-230 1.7 CCW 5/370 8.0 4.69-581 7.52 1/2 08054

03681 LG5830T 1/3 115 51 CCW 5/370 7.5 538-6.63 7.27 1/2 08057

Fax (631) 348-7160 < www.marsdelivers.com

- 5.0inch long, 1/2 inch g
diameter shaft

Specifications:

» Single phase, 60/50 Hertz

» Overload protection

» Fan duty, continuous, air over

» Totally enclosed

* 60 inch leads

» Class Ainsulation

1075 RPM - Reversible Rotation - 6 Pole
MARS GE NO. CAP. DIMENSIONS
No.  skcpag HP VOLTS AMPS  pupNISHED) A B ¢
03206 EGC336T 116 115 22 5/370 50 489 112
03208 JGC337T 1/4 115 33 10/370 50 514 12
03210 HGC338T 14 208-230 14 7.5/370 50 514 12
03212 NGC339T 13 15 49 10/370 50 6.14 12
M—48 Toll Free (800) 445-4155 -

0368202 JG5831T 1/3 208-230 25 CCW 5370 7.5 538-6.63 7.27 1/2 08057

03691 PG5081T 12 115 7.3 CCW 10/370 7.0 575 121 12 —
03692 NG5082T 1/2 208-230 3.5 CCW 75/370 7.0  5.75 721 12 —
03698 PGA854T 3/4 208-230 50 CCW 75/370 7.0 575 721 12 —

1625 RPM - 4 Pole

03851 CG9044T 1/6 115 20 CCW 5/370 7.0 4.44-569 877 1/2 08053

03862 CG9047T 1/5 208-230 1.1 CCW 5/370 8.5 4.69-581 7.02 1/2 08054

03871 FG9048T 1/4 115 29 CCW 5/370 7.0 4.88-6.13 8.27 1/2 08055

03872 EGO049T 1/4 208-230 12 CCW 5/370 7.0 4.94-6.19 8.27 1/2 08055

03881 HG9050T 1/3 115 41 CCW 5/370 7.0 544-6.69 827 1/2 08057

03882 HG9051T 1/3 208-230 19 CCW 5/370 6.5 544-6.69 827 1/2 08057

03891 MG5312T 12 115 64 CCW 56/370 7.0 550 752 1/2 08058

03892 MG5313T 1/2 208-230 30 CCW 5/370 7.0 550 7.52 1/2 08058

(1) Approximately 150 RPM differential between speeds depending on fan load
(2) Available without mounting kit-see page M-54
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PSC Motors Replace
5KCP32 & 5KCP38

Features:

« Energy $aver®

» Replace GE 5KCP32-38
« All angle sleeve bearings

» Two-speed, 1075/775
RPM(2) double shaft

« Extended thru bolts, base
included, plus 4 split rings

¢ 14 inch leads

» For accessories see pages
M-50 — M-54

5% inch dia.

Specifications:
« Single phase, 60/50 Hertz
* Open construction

B A —
» Overload protected
« Fan duty, continuous, air over _'dD O
- 3iinch shaft height when 0 Oy
base mounted — X O
o oUs
—i] [
1075/775 RPM®
M;:\CI:S (i;lli(gg HP VOLTS AMPS ROT gé\g . DIgIENSIOgS .

030922 39NGD369T 1/2 208-230 3.8 CCW 5370 800 646 850 172

(1) Approximately 300 RPM differential between speeds depending on fan load

(2) 60 Hertz only

5KCP39 PSC Double
Shaft Motors

Features:

« All angle sleeve bearings

» 3 speed, 1075/925/775 RPM
» Extended thru bolts

» Base mount using mounting kit
08095 and appropriate base

¢ Double 1/2 inch diameter shafts

» For accessories see pages
M-50 — M-54

GE Commercial Motors
By Regal-Beloit

5% inch dia.

Specifications:

» Single phase, 60/50 Hertz

* Overload protected

» Fan duty, continuous, air over

* Open construction

* Requires 5 mfd, 370 volt capacitor

Double Shaft Fan & Blower Motors & Direct Drive Blower Motor

Evergreen IM is the world’s first
high-efficiency ECM replacement
motor that is designed to replace
factory PSC blower motors in
HVAC systems. Built from the
same trusted, field-proven ECM
technology that is found in
millions of OEM systems
nationwide, Evergreen uses up
to 25% fewer watts in operating
mode and up to 74% fewer
Watts than a PSC motor in
constant fan.

Evergreen’s ECM controls
combine thermostat commands
with an advanced permanent-
magnet design to run more / \
efficiently and quietly while Average Annual
offering better airflow control Energy Savings

than a PSC. The Evergreen IM is
a great replacement for any PSC
air-handler motor, adding up to

1 SEER point fo an‘ ex!stmg Constant Fan Operation-
system. The motor’s airflow

benefits are especially important | up to $268 at 10¢ / kWh

to homeowners who run (or /
would like to run) in constant fan

mode for better comfort, improved IAQ products,

or improved zoning airflow.

5% inch dia.

Heat and Cool Operation-
up to $60 at 10¢ / kWh

Applications:

+ Direct drive, 115 or 230VAC motor systems

+ Clock-wise (CW) or counter clock-wise (CCW) rotation
» Residential split and packaged systems

» Air conditioning or heat pump systems

» Natural gas, propane and oil heat furnaces

* Dual fuel systems

» Hot water coil and geothermal air handlers

Features:

* Two motors cover all applications

» Multi-volt 115/230 and reversible rotation

* Integrated with HVAC system controls/operation

» Four speed selections for heating and cooling

» Optimized constant fan speed

+ Two (2) year warranty

» Reduce truck stock, no capacitors to change out or stock
» For accessories see pages M-50 — M-54

600 - 1075 RPM

(MARS No. 12005) MARS
« 14 inch numbered leads MARS NO. MODEL NO. HP VOLTS ROT PACK
06005 5SME39HXL110 115, 114,113,112 115/230 REV 1
06010 5SME39SXL111 112, 3/4, 1 115/230 REV 1
1075/925/775 RPM®
MO Sy e vors s gwr T VSO ok
03656 CGA402T 1/6 208-230 1.0 1075/975/775 CCW 7.50 3.75 8.75 1/2 08053
03686 JGA406T 1/3 208-230 2.5 1075/975/775 CCW 7.75 4.75 7.50 1/2 08057
03696 NGA407T 1/2 208-230 3.5 1075/975/775 CCW 7.50 525 7.25 1/2 08060
(1) Approximately 150 RPM differential between speeds depending on fan load
(2) Requires base and 08095 mounting kit
!UC’I’ Z’g_‘i Toll Free (800) 445-4155 « Fax (631) 348-7160 - www.marsdelivers.com M-49
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GE TECMate Pro™
Service Tool

The Tecmate Pro™ Service

Tool, MARS stock #08500 is the
latest advance in ECM technology
developed by and for Genteq
Motors. The Tecmate allows the
service technician to analyze a
Genteq ECM motor independently
of the HVAC system in which it is
installed. The Tecmate can test all
the basic settings of a Genteq
ECM motor, and can detect and

760-ECM Motor Speed Controller

The 760-ECM motor speed controller

is designed to provide manually
adjustable proportional speed
control for all sizes and voltages
of ECM DC Brushless motors.

Manual speed control is
accomplished by adjusting the
control pot in the clock-wise
direction to increase motor speed.
Adjusting the pot in the counter
clockwise direction will slow down
and eventually stop the motor as

isolate motor failures from HVAC the PWM signal is removed.

system failures. The 760-ECM is line voltage

Genteq is the leader in ECM independent and requires only a

motor technology. ECM motor 24VAC supply. This unit is fully

applications are a fast growing enclosed and can be mounted in standard electrical boxes.

segment of the residential Variable speed control is accomplished via a Pulse Width Modulated
and light commercial HVAC (PWM) output signal. The PWM signal operates at a nominal

market. Genteq's advanced 13.5VDC at 80Hz and is capable of sourcing up to 5mA drive current
designs in ECM motors are at the to drive a single motor.

forefront of high efficiency equipment design.
Specifications:

Compact * Motor speed: Manual adjustable
Easy To Use + Input voltage: 24VAC (+20%/-10%)
See Additional ECM Accessories on page 48 * Output: 0% to 100% PWM @ 80 Hz

° 13.5VDC, 5mA (max.)

* Humidity: 95% non-condensing

08500 TECMate Pro ECM Motor Tester + Operating ambient temperature: 32°F - 120° F
* Dimensions (L x W x H): 4.25” x 2.40” x 1.25”

T« ACLineVoltage _, 7
From Contactor ~ °Newr!

Broad Ocean ECM Motor Tester
(Digimotor Test Tool)

Save time and money with the Broad Ocean ECM Motor Tester
* Isolates any issues to either the
motor or the control board and
the control wiring
NOTE: This tool is for Broad
Ocean OEM Digi-Motors only.
This tool is not compatible with
Azure®.

Kit Contents: MARS NO. DESCRIPTION

ACAUTION

If a ground reference is applied to the 24VAC
power source, the "grounded" lead must be
inected to terminal 24V COM ONLY.

ORANGE
BLACK
RED

|| BLack

(+) Signal

24VAC

(-) GND

MARS
PACK

ECM Motor Manual Speed Controller 1

Broad Ocean ECM Tool 08032
Type A test Connector

(Furnaces, AH & Packaged)

Type B Test Connector

(Packaged Units)

Type C Test Connector (Air

Handlers)

Type D Test Connector (Outdoor

Condenser Fan Motors)

GENTEQ

MARS
PACK

08503 Broad Ocean ECM Motor Tester 1

MARS NO. DESCRIPTION

©
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792-ECM Motor Speed Controller

The 792-ECM (Vma) motor speed controller is designed to
provide both continuously variable and/or manually adjustable
proportional speed control for

all sizes and voltages of

ECM DC Brushless motors.

The 792-ECM (VmA)

controller also includes an

output to “enable” operation

of ECM motors that require

such a signal for operation.

Continuously variable speed

control is accomplished via

2-10VDC or 4-20mA input

signal to the control. This

controller provides a linear

increase of the output as the

input signal increases over

the 2-10VDC or 4-20mA span.

Manual Speed Control is accomplished by adjusting the
control pot in the clock-wise direction to increase motor
speed. Adjusting the pot in the counter clock-wise direction
will slow down and eventually stop the motor as the PWM
signal is removed.

The two control methods may be used together by manually
setting a minimum speed for the motor to always maintain,
regardless of input signal. When the input signal exceeds the
level set manually, full variable speed control is resumed as
long as the input is above the manually set level.

The 792-ECM is line voltage independent and requires only a
24VAC supply. This unit is circuit board on standoffs for
mounting directly to control panel surfaces.

Variable speed control is accomplished via a Pulse Width
Modulated (PWM) output signal. The PWM signal operates at
a nominal 13.5VDC at 80 Hz and is capable of sourcing up to
5mA drive current to drive a single motor.

Specifications:
» Motor speed: Continuously variable/manually adjustable/Off
* Input voltage: 24VAC (+20%/-10%)
* Input signal:
° DC Volts: 2-10VDC
B Input impedance: 10,000 Ohms Min.
° DC milliAmps: 4-20mA DC
B Input impedance: 500 Ohms
* Output: 0% to 100% PWM @ 80Hz
° 13.5VDC, 5mA (max.)
° Max wire length (twisted pair) 100 ft.
» Operating ambient: 32°F to 120°F
* Humidity: 95% non-condensing
* Dimensions: (L x W x H): 2.50” x 3.00” x 1.25

T «— ACLine Voltage _, T2 O T
From Contactor ~ °rNewwa! l

Connect “GO” to motor enable pin
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T
24 VAC
VDC or mA
A\ caution
If a ground reference is applied to the 24VAC
power source, the "grounded" lead must be
connected to terminal 24V COM ONLY.
MARS NO. DESCRIPTION oACK
08033 ECM Motor Variable Speed Controller 1

Manual Motor Speed Controllers

MARS 08036 and MARS 08037
manual motor speed controllers
are designed to provide
proportional speed control for
single phase shaded pole or
permanent split capacitor (open
frame) motors. These modules
may be used for any nominal
voltage between 120 and 277
volts. The design is for direct
connected propeller (blade) or
blower (squirrel cage) fan type
applications, but may be
applicable to other non-air
moving type motor drive
requirements typical of pumps,
etc. Typical performance will

provide speed adjustment approaching stall with a separate minimum
speed limit. Minimum speed setting may be limited depending upon
the ventilating characteristics of the motor. The minimum speed limit
sets minimum RPM preventing motor stall. Minimum Speed varies with

motor loading.

Specifications:

* Minimum Speed: Field Adjustable

« Humidity: Condensation Free

* Operating Ambient Temperature: 0°C-60° C

* UL Recognized

Motor Accessories

08037

08036

MARS

MARS NO. AMPS VOLTS PACK
08036 5 120 through 277 1
08037 10 120 through 277 1

©
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ECM Protectors

Saves Equipment

ECM protectors plug into existing
motor connectors or plugs. They
help to protect these valuable
motors from voltage spikes,
surges, and transients that often
damage them.

Fast Installation

Variable Speed Zebra

Complete diagnostics for systems
where an ECM motor is not
working properly

Uses simple-to-operate
microprocessor controlled tests to:

accurately diagnose exactly
which component has failed in
a variable speed system that

is not working correctly

» assist in system setup by
reporting CFM airflow and
motor RPM as room vents and
other controls are adjusted

 allows easy adjustment of all
available settings and options
on ECM blower motors to
obtain maximum customer comfort

These protectors simply plug in
between the motor connector
and the existing wiring harness.
A ground strap with a ring
terminal is provided for additional
protection.

Protect Your Investment
The most common cause of

ECM motor failure is damage to 08553
the electronics module as a 08592 Mr?g - DESCRIPTION ’::gli
result of poorly conditioned 08550 ECM Diagnostic System 1
incoming power.
gp 2 Pc Adapter Set for New GE X-13 & Evergreen Motors
08562 f 1
(Variable Speed)
MARS MARS 08564 2 Pc Adaptor Set for New GE Condenser Fan Motors 1
Multi-Speed, Variable torque
NO. USED ON PACK ( p que)
08552 GE X-13 ECM 1

08553  OEM ECM Applications 1 Universal Zebra

A tool designed to
troubleshoot every ECM motor
in HVAC/R systems!

ECM Repair Kit + Three 3-position switches test
up to 6 speeds
Repairs many ECM motor + LED’s indicate power and

modules that have been
damaged by voltage problems
and power surges

signals being sent

* Rugged case protects your
tools & leads

« Full instructions included in kit Adapters for Universal Zebra

+ Kit includes OCPD device * Adapters quickly plug into
and helpful circuit board motor and Universal Zebra
releaser tool » Magnetic reference cards

show what each switch does

& what each LED means for

» Using the kit requires a
soldering gun or iron and rosin

core solder that motor
ECM'’s have *Over Current MARS DESCRIPTION MARS
Protection Devices that are NO. PACK
designed to keep excessive 08554 Universal ECM 1
power from damaging other OCPD* Diagnostic System
system components. Frequently, MARS #

only this part needs replacement
to restore an expensive ECM to
an operation condition.

08555 Adapter “A” — for GE 2.0
& 2.3 ECM’s

08556 Adapter “B” — for
Genteq 3.0 ECM’s

08557 Adapter “C” — for X-13 &
X-mtr ECM’s

08558 Adapter “E” — for ECM 142 &
Signal Select ECM’s

Not every ECM module can be repaired.
Because of this, the repair kit is not
guaranteed to fix every motor-but because
of the motor’s high cost vs. the repair kit's
low cost- it’s often worth the effort.

MARS MARS
NO. DESCRIPTION PACK 08559 Adapter “F” — for Evergreen IM
08551 ECM Repair Kit 1 08560 24” Main Harness for

Universal Zebra
(Extension or Replacement)

©
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Motor Accessories

Motor Mounting Bases Vibration Insulators

Designed for use with GE motors.
Bases include clips.

39 frame base/PDQ type base

o—+—0——o—

21/29 frame
Mounting Bases ) DIMENSIONS AX.LOAD INPOUNDS  FIG.
B C D E THD. COMPRESSION SHEAR NO.
MARS SHAFT
NO. FOR USE ON GENO. gy  XDIMENSION 07801 K30 1316 516 158 58 1-12 18 60 -1
08052 39 frame motors R 3-1/2 413 07802 K33 1-3/)8 516 158 58 1.0 18 100 - 1
08053 39 frame motors 920AB3 3112 4.23/4.39 07804 K44 10 516 10 58 - 18 40 02
08054 39 frame motors 920AB4 3112 4.48/4.64 07805 k47 10 14 34 A2 - 20 50 0 2
08055 39 frame motors 920AB5 3112 473/4.89 Bl (133 19k 516 158 5B 10 18 100 -3
08056 39 frame motors 920AB6 312 4.98/5.14
08057 39 frame motors 920AB7 312 5.23/5.39
08058 39 frame motors 920AB8 3112 5.48/5.64 Plastic Rain Shields
08059 39 frame motors 920AB9 312 6.48/6.64
08060 39 frame motors 920AB10 3112 5.98/6.14
Mounting Accessories
MARS PAK
NO. USED ON DESCRIPTION QUAN
08096 39 frame clips for 39 frame motor bases 2 pieces
08103  21/29 and 39 frame motors 2-1/2 in. unbonded resilient ring 2 pieces
08031  21/29 and 39 frame motors  split rings to convert 2-1/4 in. to 2-1/2 in. rings 4 pieces
08105  21/29 and 39 frame motors 2-1/4 in. bonded resilient ring 2 pieces
MARS MARS
NO. DESCRIPTION PACK
93581 6-3/4 in. diameter for motors with 1/2 in. diameter shaft 1 piece
93582 6-3/4 in. diameter for motors with 5/8 in. diameter shaft 1 piece
&a
2
. m
!UCII'ZE ' Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com m @
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Mounting Brackets Premium Belly Bands

Applications:

Residential HVAC,
Direct Drive Blowers
fig. 1 fig. 2 » Welded 3-ring bracket

* Anodized steel rod construction

* Includes 3 sets of rubber
grommets, 3 sheet metal
screws, 3 galvanized steel
sleeves, 1 bolt, 1 nut

fig. 3
MARS
NO. DESCRIPTION
08025 10" Bolt Pattern
08026 11" Bolt Pattern
Applications:
Residential HVAC,
fig. 4 fig. 5 Direct Drive Blowers
» Welded 4-ring bracket
» Anodized steel rod construction
* Includes 4 sets of rubber
grommets, 4 sheet metal
M"/‘\ORS USED ON DESCRIPTION I;Ig SCrews, 4 galvanized steel
: : sleeves, 1 bolt, 1 nut
adj. lug mounting bracket fits triangular bolt
0g020 oMMt pattems of 6-4/81n. t06.9/16 n. bolttobot 1
' ’ (1/4in.x 7/8in. and 3/4 in. x 1-3/8 in. knockouts)
08021 5-1/2 in. fixed motor mtg. for mounting blower motor with large MARS
bracket with grommets wheel opening fits any 5-1/2 in. diameter motor NO. DESCRIPTION
08024 5 in. fixed motor mtg. for mounting blower motor with large 9 08027 13" Bolt Pattern
bracket with grommets wheel opening fits any 5 in. diameter motor
08095 39 frame and mounting adapter kit for base mounting 5-1/2 in. 3
5-1/2 in. diam. motors diameter motors with flat end shields Rheem Adapter Be"y Bands
29 and 39 frame motors, Torsion-Flex mounting adapter kit for n .
WA 5in. motors 9in. and 10 in. blowers 4 Applications:
- - - - Rheem Blower Assemblies
08050 48 frame, 5-5/8 in. and Torsion-Flex mounting adapter kit for 4 o
5-1/2 in. diam. motors 9in. and 10 in. blowers This kit allows the use of
standard 5.5” blower motors
08004 51 frame motors shaft height adjustable 4-1/8 in. to 5-3/8 in. 5 (without Rheem mounting holes)
in Rheem original equipment
blower applications.
» Welded 4-ring bracket
» Anodized steel rod construction
* Includes bracket, blower
housing tabs, hardware &
grommets
MARS
NO. DESCRIPTION
08028 Rheem Adapter

®
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C-FRAME - K-LINE - SHADED POLE

Motor Scope Selection Guide

RPM SPD. AMPS SHAFT DIM.
K102 1/500 120 1100 1 0.57 cw SLV 1811 X1.50
K114 1/500 120 1100 1 0.74 cw SLV 1811 X1.75
K120 1/260 120 3000 2 .50-.29 cw SLV 2178 X 1.55
K145 1/250 115 3000 1 53 cw SLV 1814 X 1.00
K628 1/200 208/230 3000 1 0.25 cw SLV .2500 x 1.60
K101 17150 240 1260 1 0.52 CCcw SLV 2178 X 1.34
K130 1/150 115 3000 1 0.47 cw SLV 1811 X1.00
K614 1/150 120 3000 1 0.59 cw SLV 2178 X 1.65
K670 17150 120 3000 1 0.61 CCw SLV 1875 X 1.30
K672 17150 240 3000 1 0.29 CCw SLV 1875 X 1.30
K673 17150 120 3000 2 51-.27 cw SLV 1875 X 1.30
K111 17120 120 3000 1 0.82 CCwW SLV 2178 X 1.97
K100 17100 120 2750 1 0.73 cw SLV 1811 X1.05
K115 1/100 15 3000 1 0.57 ccw SLV 2178 X 1.85
K611 17100 120 3000 1 0.63 cCcw SLV .2500 X 2.45
K683 1/100 240 3000 1 0.30 cw SLV 1875 X 1.30
K629 1/85 120 2950 1 0.55 cw SLV .2500 x 1.13
K109 175 15 3000 1 0.77 CCwW SLV 2178 X 2.37
K110 175 115 3000 1 0.77 CCwW SLV 2178 X 2.44
K113 170 120 3000 1 0.90 CCw SLV 2178 X1.19
K141 170 120 3000 1 0.65 cw SLV 1.0x.1814x0.75
K142 170 120 3000 1 0.63 cw SLV 1814 X 1.00
K143 170 220-240 3000 1 0.32 cw SLV 1814 X 1.00
K612 1/65 120 3000 1 0.73 cw SLV .2500 X 2.70
K610 1/60 120 3000 2 .75- .63 CCw SLV 2178 X1.33
K112 1/50 120 3000 2 .86 - .44 cw SLV 2178 X 1.44
K161 1/50 120 3000 1 0.90 CCwW SLV 2178 X1.21
K144 1/40 120 3000 1 1.00 CCwW SLV 2178 x 1.50
K147 1130 220-240 3000 1 0.69 CW SLV .2499 X 1.00
K146 1120 120 3000 1 21 CwW SLV .2499 X 1.00

MODEL WATT RATING

VOLTS

SPD.

UNIT BEARING MOTORS
AMPS ENCLOSURE

THREADED
SHAFT

D550 2 115 1550 1 0.24 Totally Encl. CWLE SLV 1/4-20
D551 2 115 1550 1 0.24 Totally Encl. CCWLE SLV 1/4-20
D552 2 230 1550 1 0.12 Totally Encl. CWLE SLV 1/4 - 20
D553 2 230 1550 1 0.12 Totally Encl. CCWLE SLV 1/4 - 20
D554 4 115 1550 1 0.34 Totally Encl. CWLE SLV 1/4 - 20
D555 4 115 1550 1 0.34 Totally Encl. CCWLE SLV 1/4 - 20
D556 4 230 1550 1 0.16 Totally Encl. CWLE SLv 1/4 - 20
D557 4 230 1550 1 0.16 Totally Encl. CCWLE SLV 1/4 - 20
D558 6 115 1550 1 042 Totally Encl. CWLE SLV 1/4 - 20
D559 6 115 1550 1 042 Totally Encl. CCWLE SLV 1/4 - 20
D560 6 230 1550 1 0.21 Totally Encl. CWLE SLv 1/4 - 20
D561 6 230 1550 1 0.21 Totally Encl. CCWLE SLV 1/4 - 20
D562 9 115 1550 1 0.55 Totally Encl. CWLE SLV 1/4 - 20
D563 9 115 1550 1 0.55 Totally Encl. CCWLE SLV 1/4-20
D564 9 230 1550 1 0.33 Totally Encl. CWLE SLv 1/4 - 20
D565 9 230 1550 1 0.33 Totally Encl. CCWLE SLV 1/4 - 20
D566 16 115 1550 1 1.1 Totally Encl. CWLE SLV 1/4 - 20
D567 16 115 1550 1 1.1 Totally Encl. CCWLE SLV 1/4 - 20
D568 16 230 1550 1 0.6 Totally Encl. CWLE SLV 1/4 - 20
D569 16 230 1550 1 0.6 Totally Encl. CCWLE SLV 1/4 - 20
D570 25 115 1550 1 12 Totally Encl. CWLE SLV 1/4 - 20
D571 25 115 1550 1 12 Totally Encl. CCWLE SLV 1/4 - 20
D572 25 230 1550 1 0.66 Totally Encl. CWLE SLV 1/4 - 20
D573 25 230 1550 1 0.66 Totally Encl. CCWLE SLv 1/4 - 20
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Motor Scope Selection Guide

UNIT BEARING MOTORS
MODEL  WATT RATING VOLTS SPD. AMPS ENCLOSURE ROT. THREADED
SHAFT
D574 35 115 1550 1 15 Totally Enl CWLE sLv 1/4 - 20
D575 35 115 1550 1 15 Totally End. CCWLE sLv 1/4-20
D576 35 230 1550 1 0.7 Totally Encl. CWLE sLv 1/4-20
D577 35 230 1550 1 07 Totally Encl. CCWLE sLv 1/4-20
D578 50 115 1550 1 18 Open Vent, CWLE sLv 38 x 1-1/2
D579 50 115 1550 1 18 Open Vent, CCWLE sLv 38 x 1-1/2
D580 50 230 1550 1 0.9 Open Vent. CWLE sLv 38 1-1/2
D581 50 230 1550 1 0.9 Open Vent. CCWLE sLV 318 x 1-112

PSC - 3.3 DIAMETER

AMPS

ENCLOSURE

SHAFT DIM.

D1144 3.3 1/25 - 1/35 - 1/65 115 1200 3 1.1-9-6 Open Vent. SLV 3/8X53/8
D1102 3.3 1/20 115/230 1550 1 .75-4 Open Vent. CW SLV 5/16 X 2-5/8
D1129 3.3 1120 115/230 1550 1 0.7/.35 Totally Encl. Ccw BALL 5/16 x 15/8
D1243 3.3 1/20 115 1550 1 0.8 Open Vent. CCwW SLV 516 X 2 3/4
D1245 3.3 120 208-230 1550 1 0.3 Open Vent. CCW SLV 516 X 2 3/4
D218 3.91 1/20 115 3000 1 0.8 Totally Encl. REV BALL 516 X2 1/4
D1122 3.3 1/16 208-230 1650/1300 1 04 Open Vent. CW SLV 5/16 X 15/8
D1182 3.3 1116 208-230 3450 1 0.57 Open Vent. CCcw SLv 5/16 X3 1/3
D1184 3.3 1116 460 3450 1 0.3 Open Vent. CCcw BALL 5/16 X3 1/3
D1186 3.3 1/16 460 3450 1 0.3 Open Vent. CCW BALL 516 X31/3
D1176 3.3 115 -1/25 115 1550 2 .9-8 Totally Encl. DS SLV 47/8 X318 X478
D323 3.3 1/15-1/20 - 1/35 115 1550 3 1-8-6 Totally Encl. DS SLv 23/4 X516 X2 3/4
D1123 3.3 1/15 208-230 1550 1 0.5 Open Vent. CCwW SLv 5/16 X2 5/8
D1178 3.3 1/15 208-230 3450 1 0.45 Open Vent. CW BALL 1/4 X 2 3/4
D1125 3.3 112 208-230 1550 1 0.5 Open Vent. CCwW SLV 5/16 X25/8
D1140 3.3 110-1/12-1115 115 1500 3 2.2-2-1.7 Open Vent. DS SLv 5-5/8 X 3/8 X 5 5/8
D326 3.3 1/10 - 1/20 - 1/25 115 1550 3 2.2-18-15 Open Vent. DS BALL 51/2X5/16 X3
D404 3.3 1110 208-230 3000 1 0.8 Open Vent. REV BALL 5/16 X 3 1/4
D405 3.3 1110 115 3000 1 14 Open Vent. REV BALL 515X31/4
D410 3.3 1110 115 3000 1 1.5 Open Vent. REV BALL 1/4 X 3 3/4
D503 3.3 110 230 1500 1 0.95 Open Vent. REV SLvV 516 X 3 3/4
D412 3.3 1/9 230 3000 1 0.7 Open Vent. REV BALL 1/4 X 3 3/4
D219 3.91 1/8 115 3000 1 1.8 Totally Encl. REV BALL 516 X2 1/4
D461 3.3 1/8 480 3200 1 0.32 Totally Encl. CCW SLV 516 X31/3
D504 391 18 115/230 1500 1 1.6-8 Open Vent. REV SLv 5/16 X3 1/2
SP - 3.3” DIAMETER
MODEL DIA. HP VOLTS RPM SPD. AMPS ENCLOSURE ROT. BRNG. SHAFT DIM.
D200 3.25 1/85 115 3000 1 0.6 Open Vent. Ccw SLv 23/8 X 1/4 X 3/4
D201 3.25 1/85 115 3000 1 0.6 Open Vent. CCwW SLV 1/4 X 13/8
D429 3.3 9 Watts 115 1550 1 0.6 Totally Encl. CCW SLV HUB
D431 3.3 9 Watts 230 1550 1 0.3 Totally Encl. CCW SLV HUB
D437 3.3 16 Watts 115 1550 1 1.1 Totally Encl. CCw SLv HUB
D1130 3.3 1/200 115 1550 1 0.5 Open Vent. - SLV None
D107 3.3 1/160 208-240 600 1 0.5 Open Vent. CCW SLV 5/16 X 1
D408 3.3 1/150 115 3000 1 0.5 Open Vent. CwW SLV 1/4 X112
D1159 3.3 17130 115 1500 1 0.45 Totally Encl. CCw SLv 516 X 11/8
D129 3.3 1/125 - 1/200 115 1500 2 4-3 Open Vent. DS SLV 31/4X1/4X31/4
D1160 3.3 1/110 115 1480 1 0.58 Totally Encl. Ccw SLV 516 X 1-1/2
D1109 3.3 1/100 115 1500 1 0.65 Totally Encl. CCW SLV 1/4X11/4
D1155 3.3 1/100 115 1085 1 0.5 Totally Encl. CCW SLV 174 X1
D1162 3.3 1/100 115 1500 1 0.6 Open Vent. REV SLV 5116 X 1
D229 3.3 1/100 115 3000 1 0.55 Open Vent. CCW SLV 1/4 X312
D230 3.3 1/100 115 3000 1 0.55 Open Vent. CcwW SLV 1/4 X312
D540 3.3 1/100 115 1500 1 0.6 Totally Encl. CW SLV 1/4X21/4
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Motor Scope Selection Guide

SP - 3.3” DIAMETER

AMPS ENCLOSURE . . SHAFT DIM.
D541 33 1/100 115 1500 1 06 Totally Encl. cow sLV 14X 2114
D119 33 190 240 1500 1 0.34 Open Vent. cow SLV X112
D202 33 185 15 3000 1 06 Open Vent. ow SLV 14 X214
D12 33 180 115 1500 1 06 Totally Encl cw SLV 14 X2 114
D123 33 180 115 1500 1 06 Totally Encl. cow sLV 14 X214
D228 33 180 115 3000 1 08 Open Vent. cw SLV 14 X2
D4l 33 180 115 1500 1 06 Totally Endl. cow SLV X1
D120 33 170 115 1500 1 07 Open Vent. cw SLV 14 X214
D121 33 1170 115 1500 1 07 Open Vent. cow sLV 14 X214
DI67 33 1170 115 1500 1 07 Open Vent. cw sLV 14 X3
D169 33 1170 115 1500 1 07 Open Vent. cow SLV 14 X3
D117 33 165 115 1590 1 06 Open Vent. cw SLV 516 X214
D182 33 160 115 1500 1 06 Totally Encl. ow sLV 516 X2 1/4
D402 33 160 115 3000 1 075 Totally Endl. oW sLV 14 X134
D403 33 160 115 3000 1 0.75 Totally Endl. cow SLV 14X 214
D110 33 155 115 1300 1 7 Open Vent. ow BALL 14X 1718
D138 391 1/50- 1/80 - 1/140 115 1500 3 9-6-5 Open Vent. cw sLV 516 X212
D139 33 1/50- 1/80-1/125 115 1500 3 0.88 Open Vent. oW sLV 2112 X516 X1 118
D1134 33 1/50-1/65- 1/80 115 1500 3 11-8-6 Open Vent. oW sV 14X 134
D100 33 150 115 1550900 2 1217 Open Vent. ow SLV 516 X238
D104 33 150 115 1550 1 9 Open Vent. DS SLV 29X516X2.9
D124 33 150 115 1500 1 0.75 Totally Endl. oW sLV 14X 214
D125 33 150 115 1500 1 0.75 Totally Endl. cow sLV 14X 214
D418 33 150 115 1550 1 11 Open Vent. cw BALL 14 X3
D601 33 150 115 1500 1 09 Totally Encl cow sLV 14 X214
D602 33 150 115 1500 1 09 Totally Encl. ow sLV 14 X214
D603 33 150 115 1500 1 09 Open Vent. cw sLV 14 %2308
D608 33 150 230 3000 1 06 Open Vent. oW SV 14X 15116
D609 33 150 115 1500 1 09 Open Vent. cow SLV 14 X214
D624 33 150 230 1500 1 04 Totally Encl cw SLV 14X 2 1/4
D205 33 140170 115 3000 1 15 Totally Endl. DS sLV 3X14X3
D128 33 1/40-1/50- 1/80 115 1500 3 13-9-6 Open Vent. DS sV 4X516 X4
D106 33 140 115 1500 1 09 Open Vent. cow sLV 14 X134
D51 33 140 115 1500 1 12 Totally Encl, cow SLV 516 X314
D67 33 140 208230 3000 1 0.55 Open Vent. cow sLV 516 X1
SRR 140 460 3200 1 037 Open Vent. cow BALL X212
D192 33 140 115 3000 1 07 Open Vent. cow SLV 516 X1 112
D126 33 1140 115 1500 1 11 Open Vent. cw SLV 516 X214
D127 33 140 115 1500 1 1 Open Vent. cow sLV 516 X2 14
D130 33 140 115 1500 1 1 Open Vent. cw sLV 516X 4 118
DI3 33 140 115 1500 1 1 Open Vent. cow SLV 516X 2 14
D190 33 140 230 1500 1 06 Open Vent. cw sLV 14 X214
D203 33 140 115 3000 1 1 Open Vent. cow sLV 14 X214
D330 33 140 230 1500 1 05 Open Vent. oW sLV 516X 2 1/4
D5 33 140 115 1550 1 11 Open Vent. cow BALL 14X3
D105 33 137 115 1500 1 0.94 Open Vent. cow SLV 14 X1 112
D534 33 1135 - 11100 115 1500 2 14-5 Totally Encl, cw sLV 174 X1
D477 33 135 208230 1550 1 0.75 Open Vent. cow SLV 5/16 X 1508
SRR 133 115 3200 1 15 Open Vent. cow SLV 516X 2173
D137 33 130 - 165 115 1500 2 1.7 Totally Encl DS SLV 3X516 X3
D181 33 130 1140 115 1500 2 131 Open Vent. cow SLV 516 X214
D532 33 130- 1112 115 1500 2 148 Open Vent. ow sLV 516 X1 112
D118 33 1130 240 1500 1 06 Open Vent. ow BALL 516 X3 112
D73 33 130 115 1500 1 12 Open Vent. ow BALL 516X 2112
DUT9 33 1130 115 3000 1 15 Open Vent. ow sLV 516 X2
D190 33 1130 115 3000 1 16 Open Vent. ow sLV 5/16 X134
D198 33 130 115 3200 1 15 Open Vent. cow sLV 516X 2 1/4
D136 33 130 115 1500 1 13 Open Vent. DS SLV 2X516X2
D206 33 130 115 3000 1 12 Open Vent. cw SLV 14 X214
D207 33 1130 230 3000 1 06 Open Vent. DS sLV 214X 14 X2 114
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Motor Scope Selection Guide

SP - 3.3” DIAMETER

MODEL DIA. HP VOLTS RPM SPD. AMPS ENCLOSURE ROT. SHAFT DIM.
D208 33 1/30 115 3000 1 1.1 Open Vent. Ccw SLV 1/4 X3
D209 33 1/30 115 3000 1 1.1 Open Vent. DS SLV 31/4X1/4X31/4
D454 3.3 1/30 115 3000 1 15 Open Vent. CcwW SLV 1/4 X112
D455 33 1/30 115/230 3000 1 13-7 Open Vent. CCwW BALL 1/4X37/8
D463 33 1/30 208-230 3000 1 0.65 Open Vent. cw BALL 5116 X2 1/2
D514 33 1/30 115 1500 1 13 Open Vent. CcwW SLV 5116 X2 1/4
D515 33 1/30 115 1500 1 13 Open Vent. CCwW SLV 516 X2 1/4
D332 3.3 1/25 - 1/65 115 1500 2 15-8 Open Vent. CW SLV 5116 X 2
D1164 33 1125 115/230 1550 1 1.3-65 Totally Encl. cw SLV 5116 X2 1/2
D1194 33 1/25 115 3200 1 1.7 Open Vent. CcwW BALL 5116 X 11/3
D134 3.91 1/25 15 1500 1 1.6 Totally Encl. CW SLV 5116 X2 1/4
D135 3.91 1125 115 1500 1 1.6 Totally Encl. CCwW SLV 516 X2 1/4
D138 3.91 1125 115 1500 1 1.6 Totally Encl. Ccw SLv 5/16 X25/8
D184 33 1125 115 1500 1 1.2 Open Vent. CcwW SLV 5116 X17/8
D192 3.91 1/25 230 1500 1 0.9 Totally Encl. CcwW SLV 5116 X2 1/4
D210 3.3 1125 115 3000 1 13 Open Vent. CW SLV 1/4 X2 1/4
D216 3.3 1125 230 3000 1 0.65 Open Vent. CW SLV 1/4 X2 1/4
D222 3.81 1/25 115 1500 1 1.6 Totally Encl. DS SLV 21/4 X516 X2 1/4
D364 33 1/25 115 1500 1 18 Open Vent. DS SLV 17/8 X516 X17/8
D365 3.3 1125 15 1500 1 18 Open Vent. DS SLV 17/8X5/16 X17/8
D636 3.3 1125 230 1500 1 0.69 Open Vent. DS SLV 21/4 X516 X2 1/4
D1193 33 1122 115 3000 1 1.2 Open Vent. CCwW SLv 5116 X2 1/3
D520 33 1/20 - 1/50 - 1/100 115 1500 3 2-1-7 Totally Encl. CcwW SLv 1/4 X214
D1101 3.3 1120 115 1500 1 1.9 Open Vent. CCwW SLV 5116 X2 1/4
D1103 3.3 1120 208-230 1500 1 1.15 Open Vent. CCwW SLV 516 X2 1/4
D1121 33 1120 208-230 1550 1 1 Open Vent. Ccw SLv 5116 X2 1/2
D1120 33 1120 115 1550 1 2.1 Open Vent. Ccw SLV 5116 X2 1/2
D1124 3.3 1/20 115 1550 1 2.1 Open Vent. CcwW SLV 5116 X 3
D1152 3.3 1120 115 1500 1 1.7 Open Vent. CW SLV 516 X2 3/8
D1154 3.3 1/20 230 1550 1 1 Open Vent. CW SLV 5/16 X2 3/8
D1158 33 1/20 115/208-230 1550 1 14-8 Open Vent. CcwW BALL 5/16X 1 5/8
D1165 33 1/20 115 1550 1 2 Open Vent. DS SLV 31/2 X516 X3 1/2
D1180 3.3 1120 115 3300 1 19 Open Vent. CcwW SLV 516 X21/8
D1189 3.3 1/20 115/208-230 1550 1 1.4-.76 Totally Encl. CW BALL 5/16 X 15/8
D132 33 1120 115 1500 1 1.8 Open Vent. cw SLV 5116 X2 1/4
D133 33 1/20 115 1500 1 1.8 Open Vent. CCwW SLV 5116 X2 1/4
D186 3.3 1120 460 1500 1 0.4 Open Vent. CcwW SLV 516 X2 1/3
D188 3.3 1120 230 1500 1 0.9 Open Vent. CW SLV 516 X2 1/4
D189 33 1120 230 1500 1 0.9 Open Vent. CCw SLv 5116 X2 1/4
D214 3.91 1/20 115/230 3000 1 1.7-8 Totally Encl. CcwW SLV 5/16 X6 1/2
D215 3.91 1120 115/230 3000 1 1.7-8 Totally Encl. CCcw BALL 5116 X6 1/2
D220 3.91 1120 115/230 3000 1 1.7-8 Totally Encl. CcwW BALL 516 X 6 1/2
D226 3.91 1120 115 1500 1 1.6 Totally Encl. cw BALL 5116 X2 1/4
D227 3.91 1120 115 1500 1 1.7 Totally Encl. CCw BALL 5116 X2 1/4
D470 3.3 1/20 208-230 1550 1 0.94 Open Vent. CcwW SLV 5/16 X 2 5/8
D471 3.3 1120 208-230 1550 1 1.1 Open Vent. CCwW SLV 516 X21/2
D472 3.3 1120 115 1550 1 1.9 Open Vent. CW SLV 5/16 X 2 5/8
D473 33 1120 115 1550 1 2 Open Vent. CCwW SLV 5/16 X2 5/8
D111 3.3 1/18 - 1/30 115 1330 2 24-16 Open Vent. CCW SLV 31/8 X516 X23/8
D1161 3.3 115-1/25 115 1600 2 2.9-2 Open Vent. CCwW SLV 5116 X 2
D109 3.3 1/15 115 1600 1 2.1 Open Vent. CW SLV 5116 X 3
D1126 33 115 208-230 1550 1 1.1 Open Vent. Ccw SLv 5/16 X3
D1142 3.3 115 115/230 1500 1 1.7-9 Open Vent. Ccw SLV 5116 X2 1/2
D171 3.3 1/15 460 3000 1 0.6 Open Vent. CCwW BALL 114 X212
D1174 3.3 1/15 460 3000 1 0.6 Open Vent. CcW BALL 114 X212
D1188 33 115 208-230/460 3000 1 11- 6 Open Vent. Ccw BALL 5116 X2
D211 33 115 230 3000 1 1.1 Open Vent. DS SLV 212X 1/4X2112
D213 33 115 115 3000 1 2.1 Open Vent. DS SLV 23/4X1/4X23/4
D234 3.91 1/15 115 1500 1 2.2 Totally Encl. CW SLV 516 X2 1/4
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Motor Scope Selection Guide

SP - 3.3” DIAMETER

MODEL  DIA. HP VOLTS SPD. AMPS ENCLOSURE ROT. SHAFT DIM.
D456 33 115 1151230 3000 1 2-1 Totally Encl. cwW BALL 114 X 2 3/4
D457 33 115 1151230 3000 1 2-1 Open Vent, ccw BALL 114 X2 304
D458 33 115 208-230 3000 1 1 Open Vent. cw BALL 1/4 X2 314
D459 33 115 230460 3000 1 12-6 Open Vent. cw BALL 114 X3
D475 33 115 460 1550 1 05 Open Vent. ccw sLv 516 X 2112
D366 33 1114 - 1125 115 1550 2 2515 Open Vent, DS sLv 63/8 X 5/16 X 6 3/8
D367 33 1/12-1/20-1/30 115 1550 3 32117 Open Vent. DS sLv 5 3/4 X 5/16 X 5 3/4
D469 33 112 208-230 1550 1 13 Open Vent. ccw sLv 516 X 21/8
D14 33 111 115 1250 1 5 Open Vent. cwW sLv 114X 3118
D325 33 1110-1/30 115 1550 2 2523 Open Vent. ccw sLv 13/4 X516 X 2 318
D1107 33 110 115 1550 1 3.2 Open Vent, ccw BALL 516 X 1 3/8
D1169 33 1110 208-230 3000 1 15 Open Vent. ccw sLv 516 X 1
D238 391 115 115 1500 1 23 Totally Encl. cw sLv 5/16 X 2 5/8
D334 391 115 230 1500 1 14 Totally Encl. cwW BALL 5/16 X 3
D235 391 112 115 1580 1 22 Totally Encl. ccw sLv 5/16 X 2 1/4

SP - 4.4 DIAMETER

MODEL  DIA. HP VOLTS RPM  SPD. AMPS ENCLOSURE ROT. BRNG. SHAFT DIM.
D333 44 1125 115 1550 1 14 Open Vent. DS SLV 714X 38 X7 114
D1061 4.4 1/20 - 1/30 - 1/60 115 150 3 21.7-1.4 Open Vent. ccw SLV 112X 2304
D335 44 1/20-1/30 - 1/40 - 1/60 115 1550 4 21-14-1.2-1.1 Open Vent. DS SLV 8X1/2X8
D170 44 1120 115 150 1 17 Open Vent. cwW SLV 516 X 2 1/4
D4g4 4.4 1120 115/208-230 1550 1 2.2-1.1 Open Vent. cw sLV 318X 31/8
D485 44 1120 115/208-230 1550 1 2.2-1.1 Open Vent. ccw SLV 318X 31/8
D118 44 11151130 115 150 2 2414 Open Vent. cw SLV 318X 23/8
D7 44 115-1/25-1/30- 1/40 115 1550 4 24-14-11-9 Open Vent. ccw SLV 112X7 112
D1012 4.4 115 - 1/20 - 1/25 115 1550 3 231916 Totally Encl. DS Y 3X3/8X3
D116 44 115 115 1500 1 24 Open Vent. cw SLV 318X 23/8
D70 44 1115 115 1500 1 2.1 Open Vent. cw BALL 38X 2112
D1246 44 1115 115 1550 1 23 Open Vent. ccw Y 318 X 13/4
D312 44 1115 115 150 1 27 Open Vent. cwW SLV 112X5
D329 44 115 115 1550 1 25 Open Vent. DS SLV 712X 3/8 X7 112
D482 44 115 115/208-230 1550 1 3216 Open Vent. cw SLV 38X 31/8
D483 44 1115 115/208-230 1550 1 3216 Open Vent. ccw Y 38X 31/8
D3 44 1112 115/230 1550 1 2513 Totally Encl. ccw SLV 38X 3
D114 44 112 115/230 1550 1 2513 Totally Encl. cw SLV 38X 3
D5 44 112 115/230 1550 1 2513 Totally Encl. cew SLV 112X2
D310 44 112 115 1500 1 4 Open Vent. cw SLV 38X 2
D377 44 1112 115 150 1 3.1 Open Vent. ccw SLV 38X 2
D19 44 11111125 - 1/70 115 150 3 2.9-15-1 Open Vent. ccw BALL 112X 2508
D635 4.4 110-1/20 - 1/35 230 1550 3 1.8-1.3-1 Open Vent. DS SLV 10X 112X 10
D236 44 110 - 1115 - 1/25 115 1550 3 3524-18 Open Vent. DS SLV TARX12XT 112
D336 44 1110-1/15 - 1/25 115 1550 3 3524-18 Open Vent. DS SLV 712X 3/8 X7 1/2
D674 44 1110 - 115 230 150 2 213 Open Vent. cwW Y 38X 2112
D1008 4.4 1110 115 1500 1 44 Open Vent. cw SLV 112X 1304
D1039 4.4 1110 115 1610 1 3.4 Open Vent. ccw SLV 112X 2308
D112 44 1110 115 1500 1 36 Open Vent. cw SLV 318X 25/8
D174 44 1110 115 1500 1 35 Open Vent. cw SLV 38X27/8
D435 44 1110 230 1500 1 17 Open Vent. ccw SLV 318X 25/8
D480 4.4 1110 115/208-230 1550 1 4522 Open Vent. cw SLV 318X 31/8
D481 44 1/10 115/208-230 1550 1 4522 Open Vent. ccw SLV 38X 31/8
D374 44 1/8 - 1120 115 1500 2 425 Open Vent. cwW SLV 38X 2112
D339 44 1/8- 1112 230 1850 2 214 Open Vent. DS SLV 61/2X 112X 6112
D337 44 1/8-110- 1112 - 1115 115 1550 4 41-2723-1.9 Open Vent. DS SLV TARX2XT 112
D338 44 106 - 110 - 112 - 1115 115 1550 4 54-32-25-2.1 Open Vent. DS SLV 714X 12X 7 114
D1006 44 114 115 1600 1 7.2 Open Vent. cwW SLV 112X 2 34
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Motor Scope Selection Guide

MODEL

DIA.

HP

VOLTS

PSC -5.0” DIAMETER

RPM

AMPS

ENCLOSURE

ROT.

BRNG.

SHAFT DIM.

D1045 5 1/30 115-127 1100 3 0.53 Open Vent. cw SLV 12 X9
D1053 5 1/30 265 1075 3 0.38 Open Vent. cwW SLV 12 X718
D382 5 1/25 - 1/40 - 1/50 115 1550 3 .6-4-3 Open Vent. DS SLv 67/8X112X67/8
D1051 5 1125 - 1/40 115 1060 - 500 2 .6-4 Open Vent. DS SLV 111/8X1/2X111/8
D1056 5 1/20 - 1/30 - 1/40 208-230 1100 3 4-3-2 Open Vent. cw SLV 12 X3
D1058 5 1/20 - 1/30 - 1/40 265 1100 3 5-3-2 Open Vent. cw SLv 12X2112
D1062 5 1/20 - 1/30 - 1/40 265 1100 3 4-3-2 Open Vent. CW SLV 12X3112
D1047 5 1120 208-230 1075 3 1.6 Open Vent. CW SLV 12X71/8
D1048 5 1120 277 1075 3 0.5 Open Vent. cw SLV 12 X7 1/4
D1049 5 1120 265 1075 3 0.4 Open Vent. cw SLv 12 X718
D488 5 1120 115/208-230 1550 1 1.2-6 Open Vent. REV SLV 3/8X31/3
D1041 5 1/15 265 1075 3 0.6 Open Vent. CW SLV 12X71/8
D1089 5 115 115 850 3 13 Open Vent. REV SLV 12 X3
D1090 5 115 115 1100 3 0.8 Open Vent. cw SLv 1012 X 12X 11112
D489 5 1/15 115/208-230 1550 1 1.2-6 Open Vent. REV SLV 3/8X31/3
D1086 5 1/12-1/25 277 1625 2 .6-.2 Open Vent. CCW SLV 61/2X12X61/2
D1055 5 112 115-127 1375 3 1.4 Open Vent. DS SLV 91/8X12X91/2
D294 5 1/10 - 1/20 - 1/25 - 1/35 - 1/50 115 1050 5 1.3-1-7-6-5 Open Vent. DS SLv 103/4 X 3/8 X 10 3/4
D290 5 1/10 - 1/15 - 1/25 - 1/40 115 1050 4 2.2-14-1-7 Open Vent. REV SLV 12X81/2
D291 5 1/10 - 1115 - 1/25 - 1/40 115 1050 4 2.2-14-1-7 Open Vent. DS SLV 103/4 X 1/2X103/4
D292 5 1/10-115-1/25-1/35 208-230 1050 4 1-7-4-3 Open Vent. DS SLV 103/4 X 1/2X 10 3/4
D277 5 1/10- 1112 - 1/20 277 1050 3 .7-5-4 Open Vent. DS SLv 81/2X112X8112
D1005 5 1710 460 1075 2 0.5 Open Vent. DS SLV 95/8 X1/2X95/8
G2243 5 1/10 208-230 1100 1 0.74 Totally Encl. CWLE BALL
D474 5 110 115/208-230 1550 1 1.9-1 Open Vent. REV SLv 318 X313
D486 5 1710 115/208-230 1550 1 2.5-1.3 Open Vent. REV SLV 3/8X31/8
D487 5 1710 115/208-230 1550 1 2.7-14 Open Vent. REV BALL 3/8X31/8
D497 5 110 115/208-230 1050 1 2-1 Open Vent. REV BALL 3/8X31/8
D261 5 1/8-1/15 115 1075 2 2.3-11 Totally Encl. REV SLv 12X3
D347 5 1/8-1/10 - 1/15 - 1/20 115 1550 4 2.3-1.6-1.2-7 Open Vent. DS SLV 101/2X1/2X 10172
G2248 5 1/8 208-230 1075 1 0.86 Totally Encl. CWLE BALL
G2249 5 1/8 208-230 1075 1 0.75 Totally Encl. CCWLE BALL
D1050 5 1/8 230 1550 1 1.1 Open Vent. cw SLv 12 X3
D1050 5 1/8 230 1550 1 1.1 Open Vent. CW SLV 12X3
D264 5 1/8 230 1550 1 1.1 Open Vent. REV SLV 12 X5
D247 5 1/6 - 1/8- 1112 230 1550 3 1-7-5 Open Vent. DS SLV 8X1/2X8
D1081 5 1/6-1/8-1/10 115 1625 3 24-1.9-15 Totally Encl. REV SLV 312X 1/2X35/8
D354 5 1/6 - 1/10 - 1/20 115 1050 3 2.8-1.8-1 Open Vent. DS SLV 812X 12X8 112
D1059 5 1/6 115-127 1450 3 2.3 Open Vent. DS SLV 83/4X12X9
D1065 5 1/6 277 1600 1 0.9 Totally Encl. CCcw SLv 12X2112
G2247 5 1/6 208-230 1100 1 1.3 Totally Encl. CCWLE BALL
D1071 5 1/6 208-230 1100 1 0.99 Totally Encl. REV SLV 12X21/8
D260 5 1/6 115 1075 1 2.9 Totally Encl. Ccw SLV 12X3
D1022 5 1/5-1/6-1/8 208-230 1100 3 1.6-1.1-1 Open Vent. Ccw SLv 23/8X112X23/4
D1033 5 1/5-1/6-1/8 208-230 1400 3 1.6-1.5-1.3 Open Vent. DS SLV 23/4X12X3112
D258 5 1/5-1/10 208-230 1550 2 2.8-1.3 Open Vent. DS SLV 8X12X8
(2246 5 1/5 208-230 1080 1 1.6 Totally Encl. CWLE BALL
D1032 5 1/5 208-230 1550 1 1.6 Open Vent. DS SLv 61/4X112X61/4
D1040 5 1/5 208/240 925 3 1.6 Open Vent. CW SLV 12X8
D1042 5 1/5 208-230 1075 1 1.2 Open Vent. DS SLV 61/2X12X61/2
D262 5 1/5 230 925 1 23 Open Vent. REV SLV 12X4
D152 5 1/4-1/5-1/6-1/8 211 1050 4 1.6-1.1-9-7 Open Vent. REV SLV 12 X6
D150 5 1/4-1/5-1/6 115 1050 3 4.1-3.2-2.5 Open Vent. REV SLV 12X6
D151 5 1/4-1/5-1/6 230 1050 3 1.7-1.21 Open Vent. REV SLV 12 X6
D1016 5 1/4 230 1100 1 2 Open Vent. cw SLv 12 X418
D1043 5 1/4 265 1075 3 1.6 Open Vent. CW SLV 12 X6 1/4
D1044 5 1/4 115 970 3 6 Open Vent. CW SLV 12X8
G2244 5 1/4 208-230 1075 1 1.7 Totally Encl. CWLE BALL
G2245 5 1/4 208-230 1075 1 1.7 Totally Encl. CCWLE BALL
D1091 5 1/4 208-230 1075 1 2.2 Open Vent. CCW SLV 12 X2 3/4
D245 5 1/3-1/5 230 1050 2 29-1.7 Open Vent. DS SLV 8X1/2X8
D1025 5 113 208-230 1625 1 2.3 Open Vent. DS SLV 718X 112X71/4
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Motor Scope Selection Guide

SP -5.0” DIAMETER

RPM SPD. ENCLOSURE a b SHAFT DIM.

D49 5 1/50 - 180 - 11160 115 1050 3 1.1-6-4 Open Vent. DS SV 75BX3BXT758
D340 5 140 115 1050 1 11 Totally Encl. cw sLV 3IBX 2508
D143 5 1/30 - 1/40 15 1050 2 151 Open Vent. cow sl 12X 1508
D250 5 1125 - 1/50 - 1/80 115 1050 3 151-6 Open Vent. DS sLV X358 X8
D255 5 1125 - 1/50 - 1/80 115 1050 3 151-6 Open Vent. DS SV TIRX1R2XTR
D655 5 1125 - 1140 1170 230 1050 3 7-5-3 Open Vent. DS sLV 10X 12X 10
D1038 5 1125 15 1050 1 14 Open Vent. ow SV 12X2112
D252 5 1120 - 140 - 1170 115 1050 3 16-8-5 Open Vent. DS SV 712X3BXT7112
D253 5 1120 - 1140 - 1/50 115 1050 3 22-14-8 Open Vent. DS SV TIRX12XTR
D1036 5 1120 115 1045 1 195 Open Vent. cw sLV 3IBX2 118
D242 5 1120 115 1050 1 2 Totally Encl. cw SV 3BX3
Y 1120 115/208-230 1050 1 316 Open Vent. ow sLV 3IBX3 118
D495 5 1120 115/208-230 1050 1 316 Open Vent. cow s 3IBX3 18
D251 5 115 - 1/35 - 1/50 208-230 1050 3 12-5-4 Open Vent. DS SV 914X12XB1R2
D254 5 1/15-1/30- 1/50 115 1050 3 2113-8 Open Vent. DS SLV 8X3BX8
D12 5 1151125 115 1050 2 2616 Open Vent. oW sLV 3/BX23/8
D389 5 1/15- 1120 1130 - 1/50 115 1050 4 241611-8  Open Vent, DS SV 10 14X12X101/4
D257 5 115- 1120 1125 21 1050 3 11-7-6 Totally Endl. DS sLV 9X112X9
D001 5 115 115 1000 1 3.2 Open Vent. oW sV 3B X3 114
D140 5 115 115 1050 1 27 Open Vent. ow SLV 3IBX23/8
D2 5 115 115 1050 1 23 Open Vent. cw sV IBX2112
D492 5 115 115/208-230 1050 1 3417 Open Vent. oW sV IBX3 1B
D493 5 115 115/208-230 1050 1 3417 Open Vent. cow s 3IBX3 118
DI054 5 1121120 - 1125 15 1050 3 312115 Open Vent. ow SLV 122112
D1087 5 1712 115 1050 1 29 Open Vent. ow SLV 12X 2173
D289 5 1/10-1/30- 1/40- 1/45- 1/50 115 1050 5 361612.86  OpenVent DS SV 1034 X12X103/4
D293 5 110 1/30-1/40- 1/45- 1/50 115 1050 5 36161286  OpenVent. DS SV 1034 X3/8X103/4
D256 5 110- 1120 1/30 115 1050 3 34171 Open Vent. DS SLV 8X112X8
D176 5 1101120 15 1050 2 3917 Open Vent. ow sLV 3BX3
D77 5 110- 1120 115 1050 2 3917 Open Vent. cow s 308X 3508
D1069 5 110-1115 115 1040 2 3522 Open Vent. DS sLV 3X3BX3
Dl 5 110-112- 115 115 1050 3 342824 Open Vent. oW SLV IBX3 7B
D1066 5 110 115 1050 1 36 Open Vent. ow BALL 12X 2 3/4
D4 5 110 115 1050 1 36 Open Vent. cw sLV 12X 4112
D8 5 110 115 1050 1 36 Open Vent. oW sV IBX3 112
DIs4 5 110 115 1050 1 5 Open Vent. cw sLV 308X 2304
D40 5 110 115/208-230 1050 1 525 Open Vent. cw SLV 38X 3118
I 1710 115/208-230 1050 1 525 Open Vent. cow s 3IBX3 118
D106 5 1710 115 1050 1 36 Open Vent. oW BALL 12X234
D34 5 18-1115 230 1050 2 2315 Open Vent. cw sLV 12X5
D010 5 18- 112- 115 15 1050 3 14323 Open Vent. DS SV 31BX12X234
D178 5 18- 1/11 115 1050 2 4534 Open Vent. cw SLV 124
D180 5 18- 11 115 1050 2 4534 Open Vent. ow sLV 12X4
D36 5 18- 1/10- 1112 115 1050 3 473732 Open Vent. ow SLV 12X3112
D36 5 18110 230 1050 2 2118 Open Vent. cw sV 12X3112
D1028 5 18 115 1050 1 33 Open Vent. ow BALL 12X 2112
D146 5 18 115 1070 1 51 Open Vent. cw SLV 12X 2 1/4
D1082 5 18 115 1070 1 6 Open Vent. W BALL 12X314
D656 5 18 230 1050 1 21 Open Vent. ow SLV 12X37/8
DI66 5 16-119 15 1050 2 7238 Open Vent. ow SLV 12X3112
D24 5 16-158-1112 230 1050 3 322318 Open Vent. DS SLV 10X 112X 10
DI 5 16-1/8-110- 112 115 1050 4 65484337 OpenVent ow sLV 12X4112
D318 5 16-118 230 1050 2 3122 Open Vent. cw sLV 12X3112
Dot 5 16-112- 115 208230 1050 3 251612 Open Vent. DS SV 31BX12X234
D1080 5 16 115 1050 1 79 Open Vent. cw BALL 12X4
D16 5 16 115 1050 1 66 Open Vent. ow sLV 12X3758
D240 5 16 115 1050 1 62 Open Vent. ow sLV 12X3112
D18 5 15106 - 117 15 1050 3 6.7-534.7 Open Vent. ow SLV 12X4 18
D658 5 15-1/6-177-1/8 208230 1050 4 4343124 Open Vent. cw sLV 12 X5 1/4
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Motor Scope Selection Guide

3 PH - 5.6” DIAMETER

MODEL . VOLTS RPM SPD. AMPS ENCLOSURE ROT. SHAFT DIM.

D2720 56 3/4 200-230 1140 1 3 Open Vent. REV BALL 5/8 X 5 7/8 Keyed

PSC - 5.6” DIAMETER

MODEL  DIA. VOLTS RPM SPD. AMPS ENCLOSURE  ROT. BRNG. SHAFT DIM.

D2844 5.6 110 208/230 825 1 0.8 Open Vent. cw SLv 12X 4114
D5459 5.6 1/8,1/6 208-230 1075 1 1.0 Totally Encl. REV SLv 12 X 63/4
D857 5.6 1/8-1/10- 1115 115 1100 3 1.7 Open Vent. DS SLvV 31/8X112X41/8
D799 5.6 1/8 208-230 825 1 0.9 Totally Encl. REV SLV 12X6
D827 5.6 1/8 115 700 1 25 Open Vent. CCw BALL 12X2
D832 5.6 18 208-230 825 1 1.1 Totally Encl. REV SLv 112 X 4 3/4
D847 5.6 18 208-230 1125 1 0.9 Totally Encl. Ccw SLv 12 X312
D895 5.6 1/8 208-230 1650 1 0.8 Totally Encl. CW SLV 12X1112
D919 56 1/8 208-230 1075 1 0.9 Totally Encl. REV SLV 12X6112
D5488 5.6 1/6-1/8 208-230 825 1 1 Totally Encl. REV BALL 1/2 X6 5/8
D3752 5.6 1/6 - 1/8 - 1110 230 900 3 1.2-8-6 Totally Encl. DS SLv T12X12X7112
D3775 5.6 1/6 - 1/8- 1110 230 1350 3 8-6-5 Totally Encl. DS SLV 73/4X112X73/4
D2842 5.6 16 208/230 825 1 1.2 Open Vent. CwW SLV 12X 4 1/4
D793 5.6 116 208-230 825 1 1 Totally Encl. REV BALL 12 X6
D798 5.6 16 208-230 825 1 13 Totally Encl. REV SLv 12 X6
D894 5.6 16 217 1650 1 0.8 Open Vent. cw SLv 12 X214
D917 5.6 1/6 208-230 1075 1 1 Totally Encl. REV SLV 12X6 112
D5458 5.6 1/5,1/4,113 208-230 1075 1 2.0 Totally Encl. REV SLV 12 X 63/4
D896 5.6 1/5-1/8 208-230 1625 2 11-7 Totally Encl. ~ CCWLE SLv 27/8X112X21/4
D2840 5.6 1/5 208/230 1075 1 1.3 Totally Encl. cw SLv 12X41/8
D743 5.6 1/5 208-230 1075 1 12 Open Vent. REV SLvV 12X6
D794 5.6 1/5 208-230 825 1 1.3 Totally Encl. REV SLV 12 X6
D906 5.6 1/5 208-230 1075 1 1.2 Totally Encl. REV SLv 12X6112
D1702 5.6 1/4-1/8 208-230 1075 2 1.7-8 Totally Encl. REV BALL 12X6
D1703 5.6 1/4-1/6-1/8 115 1075 3 4.1-3-2.3 Totally Encl. DS SLV 8X112X8
D1706 5.6 1/4-1/6-1/8 208-230 1075 3 1.7-1.341 Totally Encl. DS SLV 8X112X8
D725 5.6 1/4-1/6-1/8 208-230 1075 3 2.2-1.5-11 Open Vent. REV SLv 12 X6
D3755 5.6 1/4-1/5-1/6 230 900 3 2-1.4-1 Totally Encl. DS SLv T1/4X12X71/4
D3774 5.6 1/4 -1/5-1/6 230 1350 3 1.5-1.1-8 Totally Encl. DS SLv 712 X12X7112
D721 5.6 1/4-1/5-1/6 115 1075 3 4.8-3.3-2.6 Open Vent. REV SLV 12X6
D742 5.6 14 208-230 1075 1 21 Open Vent. REV SLv 12X6
D7749 5.6 14 208-230 1075 1 1.7 Open Vent. REV BALL 12X6112
D783 5.6 1/4 208-230 1625 1 15 Open Vent. REV SLv 12 X6
D7909 5.6 1/4 208-230 1075 1 1.8 Totally Encl. REV BALL 12X6112
D792 56 1/4 208-230 825 1 1.8 Open Vent. REV BALL 12X6
D797 5.6 1/4 208-230 825 1 18 Open Vent. REV SLv 12 X6
D829 5.6 14 115 825 1 38 Open Vent. REV SLv 12 X2
D880 5.6 1/4 115 1050 1 43 Open Vent. CCw BALL 12X1112
D909 5.6 1/4 208-230 1075 1 1.8 Totally Encl. REV SLV 12X6112
D934 5.6 14 208-230 825 1 1.9 Totally Encl. REV SLv 12X6
D5489 5.6 1/3-1/4 208-230 825 1 1.8 Totally Encl. REV BALL 1/2 X6 5/8
D859 5.6 1/3-1/5-1/8 230 1100 3 1.7-1.5-13 Open Vent. DS SLvV 41/4 X112 X5 1/4
D818 5.6 1/3-1/5-1/6 115 825 3 7.3-5.1-3.9 Open Vent. CW SLV 12X3
D1704 5.6 1/3-1/4-1/6 115 1075 3 4.9-3.1-2.2 Totally Encl. DS SLv 8X1/2X8
D1707 5.6 1/3-1/4-1/6 230 1075 3 2.3-1.5-1.1 Totally Encl. DS SLv 8X112X8
D723 5.6 1/3-1/4-1/6 208-230 1075 3 3.3-2.3-1.8 Open Vent. REV SLV 12 X6
D770 5.6 1/3-1/4-1/6 115 1625 3 5.9-44-3.5 Open Vent. DS SLV 83/4 X1/2X83/4
D854 56 113-1/4-1/6 208-230 1365 3 2.8-1.7-1.2 Open Vent. CCcw SLv 412X 1/2X25/8
D1731 5.6 1/3-1/4-1/5 115 1075 3 5.9-4.6-3.8 Open Vent. REV SLv 12 X6
D3758 5.6 1/3-1/4-1/5 230 900 3 26-1.7-1.3 Open Vent. DS SLv 7X1/2X63/4
D3771 5.6 113 -1/4-1/5 230 1350 3 2.1-1.5-11 Open Vent. DS SLV 714X 12X7 114
D727 5.6 113-1/4-1/5 115 1075 3 5.9-4.6-3.8 Open Vent. REV SLV 12X6
D855 5.6 1/3-1/4-1/5 230 1365 3 2.7-2-1.7 Open Vent. DS SLv 8 X1/2X83/4
D856 5.6 1/3-1/4-1/5 230 1300 3 3.1 Open Vent. cw SLv 51/4X12X3
D923 5.6 113-1/4-115 208-230 1075 3 29-2.2-1.7 Open Vent. REV SLvV 12X6
D1853 5.6 113-1/4-115 230 1090 3 2-19-18 Open Vent. CW SLV 6X12X27/8
D2817 5.6 113 230 825 1 3.2 Open Vent. REV SLv 12X6
D2826 56 113 208-230 825 1.9 Totally Encl. REV BALL 12X5
D748 56 13 208-230 1075 1 29 Open Vent. REV SLV 12X6112
D7748 56 13 208-230 1075 1 2.9 Open Vent. REV BALL 12X61/2
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Motor Scope Selection Guide

PSC - 5.6” DIAMETER

SPD. AMPS ENCLOSURE > b SHAFT DIM.
D7908 56 13 208-230 1075 1 2.6 Totally Encl. REV BALL 12X6112
D791 5.6 113 208-230 825 1 2.6 Open Vent. REV BALL 12X6
D795 5.6 113 115 825 1 6.1 Open Vent. REV BALL 12X6
D796 56 113 208-230 825 1 26 Open Vent. REV SLV 12X6
D908 56 13 208-230 1075 1 24 Totally Encl. REV SLV 12 X612
D921 5.6 13 230/460 825 1 27114 Open Vent. REV BALL 1/2 X6 3/8
D960 5.6 13 460 825 1 1.3 Open Vent. REV BALL 12X6
D701 5.6 12-113-1/4-1/5 115 1075 4 7.7-5.5-4.2-3.3 Open Vent. REV SLv 12X5112
D1705 5.6 12-1/3-1/4 115 1075 3 8.7-6.2-4.9 Totally Encl. DS SLv 8X1/2X8
D1708 5.6 12-1/3-1/4 230 1075 3 4.1-3-2.3 Totally Encl. DS SLV 8X12X8
D1732 5.6 12-1/3-1/4 115 1075 3 7.7-5.5-4.2 Open Vent. REV SLV 12X6
D2700 5.6 12-1/3-1/4 115 1075 3 7.7/5.5/4.2 Open Vent. REV BALL 12X5112
D2701 56 12-1/3-1/4 208/230 1075 3 4.02.712.0 Open Vent. REV BALL 12 X6 1/4
D3760 56 12-1/3-1/4 230 900 3 4.2-2.2-15 Open Vent. DS SLvV 7X12X7
D3772 5.6 12-1/3-1/4 230 1350 3 3-1.9-13 Open Vent. DS SLvV 7X12X7
D703 5.6 12-113-1/4 208-230 1075 3 4-2.7-2 Open Vent. REV SLV 12X6
D860 56 12-1/3-1/4 230 1075 3 3.2 Open Vent. DS SLV 41/4X1/2X43/8
D974 56 12-1/3-1/4 217 825 3 2.3-1.6-1.3 Open Vent. REV SLV 12 X5
D2729 5.6 12 200-230/460 1075 1 4.6/2.3 Open Vent. REV BALL 12 X312
D2800 5.6 12 208/230 1075 1 29 Totally Encl. REV SLv 12X5
D713 5.6 12 208-230 825 1 3.0 Totally Encl. REV SLv 12X6
D7745 5.6 12 208-230 1075 1 3.7 Open Vent. REV BALL 12 X612
D790 5.6 12 208-230 825 1 35 Open Vent. REV BALL 12X6
D7907 5.6 12 208-230 1075 1 3.7 Totally Encl. REV BALL 12X6112
D920 56 12 460 825 1 2.1 Open Vent. REV SLv 12X4112
D938 56 12 208-230 825 1 34 Open Vent. REV SLV 12X6
D961 56 12 460 825 1 1.9 Open Vent. REV BALL 12X6
D998 5.6 12 115/230 825 1 6-3 Totally Encl. Ccw BALL 5/8 X25/8
D2818 5.6 3/4-113 230 1075 2 5-2.2 Open Vent. REV BALL 5/8 X 4 1/2 Keyed
D724 56 3/4-1/2-1/3-1/4 115 1075 4 9.5-7.2-5.6-3.5 Open Vent. REV SLV 12X6
D2702 56 3/4-112-1/3 115 1075 3 10.5/5.6/4.8 Open Vent. REV BALL 12 X6 1/4
D2703 5.6 3/4-112-1/3 208/230 1075 3 5.4/3.8/2.9 Open Vent. REV BALL 12 X6 1/4
D728 5.6 3/4-12-113 115 1075 3 10.5-6.9-4.8 Open Vent. REV SLv 12X6
D729 5.6 3/4-1/2-113 208-230 1075 3 5.4-3.8-2.9 Open Vent. REV SLv 12X6
D970 5.6 3/4-1/2-1/3 217 1075 3 39-2.2-1.6 Open Vent. REV SLV 12X5112
D929 5.6 3/4 208-230 1075 1 5 Open Vent. REV SLV 12 X6 1/4
D2704 5.6 1-112-13 208/230 1075 3 5.3/2.8/1.8 Open Vent. REV BALL 12 X6 1/4
D2705 56 1-112-113 115 1075 3 11.6/6.3/3.9 Open Vent. REV BALL 12 X6 1/4
D2816 56 1-1/2-1/3 115 1075 3 11.8-6.3-3.9 Open Vent. REV BALL 58 X4

PSC - 5.6” DIAMETER

SPD. ENCLOSURE > b SHAFT DIM.
D1710 56 1 460 1075 1 3 Open Vent. REV BALL 12X6112
D2714 56 8 200-230/460 1075 1 4.6/2.3 Open Vent. REV BALL 12 X512
D2715 56 8 200-230/460 1075 1 4.6/2.3 Open Vent. REV BALL 5/8 X 5 1/2 Keyed
D2711 5.6 6 200-230/460 1075 1 412 Open Vent. REV BALL 12X5112
D2712 5.6 6 200-230/460 1075 1 4/2 Open Vent. REV BALL 5/8 X 5 1/2 Keyed
D2713 56 6 575 1075 1 15 Open Vent. REV BALL 12X5112
D2710 5.6 4 200-230/460 1075 1 3216 Open Vent. REV BALL 12 X512

3 PHASE - NEMA 48 AND 56

ENCLOSURE . : SHAFT DIM.
D6608 6.58 1 208-230/460 1140 1 412 OPEN VENTILATED REV  BALL 5/8 X 3-3/4
D6610 6.58 15 208-230/460 1140 1 56/28 OPEN VENTILATED REV  BALL 5/8 X 3-3/4
D6622  NEMASS 13 208-230/460 1725 1 16/8 OPEN DRIP PROOF REV  BALL 58X 2
D662 NEMASG 12 208-230/460 1725 1 2/1 OPEN DRIP PROOF REV  BALL 58X 2
D6626  NEMASG 34 208-230/460 1725 1 28/14 OPEN DRIP PROOF REV  BALL 5BX2
D6628  NEMASG 1 208-230/460 1725 1 34117 OPEN DRIP PROOF REV  BALL 58X 2
D6630  NEMASS 15 208-230/460 1725 1 46123 OPEN DRIP PROOF REV  BALL 58X 2
D6631 NEMAS6 2 208-230/460 1725 1 62/31 OPEN DRIP PROOF REV  BALL 58X 2
D6633  NEMASS 3 208-230/460 1725 1 8/4 OPEN DRIP PROOF REV BALL 718 X 2-3/8
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Motor Scope Selection Guide

CAPACITOR START - NEMA 48 AND 56

ENCLOSURE SHAFT DIM.
D6082 NEMA 56 13 115/208-230 1725 1 6.2/3.1 OPEN DRIP PROOF REV BALL 518 X2
D6084 NEMA 56 12 115/208-230 1725 1 88/4.4 OPEN DRIP PROOF REV BALL 518 X2
D6066 NEMA 56 3/4 115/208-230 3450 1 9.6/4.8 OPEN DRIP PROOF REV BALL 518 X2
D6086 NEMA 56 3/4 115/208-230 1725 1 10.8/5.4 OPEN DRIP PROOF REV BALL 58 X2
D6068 NEMA 56 1 115/208-230 3450 1 12/6 OPEN DRIP PROOF REV BALL 518 X2
D6088 NEMA 56 1 115/208-230 1725 1 12.8/6.4 OPEN DRIP PROOF REV BALL 518 X2
D6070 NEMA 56 1.5 115/208-230 3450 1 17.218.6 OPEN DRIP PROOF REV BALL 518 X2
D6090 NEMA 56 15 115/208-230 1725 1 144172 OPEN DRIP PROOF REV BALL 518 X2
D6073 NEMA 56 2 115/208-230 3450 1 24112 OPEN DRIP PROOF REV BALL 518 X2
D6093 NEMA 56 2 115/208-230 1725 1 20/10 OPEN DRIP PROOF REV BALL 518 X2

SPLIT PHASE
MODEL DIA. VOLTS SPD. FLA ENCLOSURE ROT. SHAFT DIM.
D6002 NEMA 48 1/4 115/230 1725 1 52/2.6 OPEN DRIP PROOF REV BALL 112 X1-112
D6004 NEMA 48 113 115/230 1725 1 6.2/3.1 OPEN DRIP PROOF REV BALL 12X 1-112
D6006 NEMA 48 12 115/230 1725 1 86/43 OPEN DRIP PROOF REV BALL 12X 1-112
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FIG.A K114, K102 FIG.B K120 FIG.C K145, K130 FIG.D K628 FIG.E K614
FIG.F K673, K670, K672 FIG.G K101 FIG.H K111 FIG.| K683 FIG.J K100
FIG.K K611 FIG.L K115 FIG. M K629 FIG.N K109, K110
SHAFT DIM.
K114 1/500 120 1100 1 0.74 cw SLV 1811 X1.75 .50 A 43
K102 1/500 120 1100 1 0.57 cw SLV 1811 X1.50 .50 A 43,120
K120 1/260 120 3000 2 .50-.29 cw SLV 2178 X 1.55 .50 B 43,121
K145 11250 15 3000 1 .53 cw SLV 1814 X1.00 .50 C 43
K628 1/200 208/230 3000 1 0.25 cw SLvV .2500 x 1.60 .75 D 44
K614 1150 120 3000 1 0.59 cw SLV 2178 X 1.65 .50 E 43
K673 11150 120 3000 2 51-.27 cw SLvV 1875 X1.30 .62 F 44,121
K670 11150 120 3000 1 0.61 CCw SLV 1875 X1.30 .62 F 44
K130 11150 15 3000 1 0.47 cw SLvV 1811 X 1.00 .62 C 43,120
K101 1150 240 1260 1 0.52 CCw SLV 2178 X1.34 1.12 G 43
K672 17150 240 3000 1 0.29 CCw SLV 1875 X1.30 .62 F 44
K111 1120 120 3000 1 0.82 CCw SLV 2178 X1.97 .50 H 43
K683 17100 240 3000 1 0.30 cw SLV 1875 X1.30 1.00 | 43
K100 17100 120 2750 1 0.73 cw SLV 1811 X 1.05 .62 J 43,120
K611 17100 120 3000 1 0.63 CCw SLV .2500 X 2.45 .75 K 43
K115 17100 15 3000 1 0.57 CCw SLV 2178 X1.85 .75 L 43
K629 1/85 120 2950 1 0.55 cw SLvV 2500 x 1.13 1.00 M 44
K109 1175 15 3000 1 0.77 CCw SLV 2178 X 2.37 .75 N 43
K110 1175 15 3000 1 0.77 CCw SLV 2178 X 2.44 .75 N 43,122

NOTES: 43: Packed 6 per carton , 44: Packed 1 per carton, 120: Use Fan Blades with round hub 1.D., 121: Two Speed Motor, 122: K110 has maximum flat length

Products on page F-13 are NOT SUITABLE for Thermally protected « UL recognized « CSA or ULc certified

unattended equipment unless indicated by » . NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
See inside back cover for additional information.
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C-Frame - Shaded Pole Motors

FIG.A K-FAN4032, K-FAN4031 FIG. B K-FANG009, K-FAN6046 FIG.C K-FANG010 FIG.D K-FAN6012 FIG.E K-FAN6013
FIG.F K-FAN6011 FIG.G K-NUT, K-NUT6002 FIG.H K113 FIG.| K141 FIG.J K142, K143
FIG.K K612 FIG.L K610 FIG.M K112 FIG.N K161 FIG.O K144 FIG.P K147, K146
SPD. o b SHAFT DIM.
K113 170 120 3000 1 0.90 ccw SLv 2178 X1.19 75 H 43
K141 1170 120 3000 1 0.65 CwW SLvV 1.0x.1814x0.75 1.15 | 43,123
K142 1170 120 3000 1 0.63 CcwW SLvV 1814 X1.00 1.00 J 43
K143 170 220-240 3000 1 0.32 cw SLv 1814 X 1.00 1.00 J 43
K612 1/65 120 3000 1 0.73 cw SLv .2500 X 2.70 1.00 K 43
K610 1/60 120 3000 2 .75- .63 CCw SLvV 2178 X1.33 1.00 L 43,121
K112 1/50 120 3000 2 86 - .44 cw SLv 2178 X 1.44 1.00 M 43,121
K161 1/50 120 3000 1 0.90 ccw SLv 2178 X1.21 1.00 N 43
K144 1/40 120 3000 1 1.00 ccw SLV 2178 x 1.50 1.00 0 43
K147 1130 220-240 3000 1 0.69 cw SLvV .2499 X 1.00 1.50 P 43
K146 1120 120 3000 1 2.1 CcwW SLV .2499 X 1.00 1.50 P 43

NOTES: 43: Packed 6 per carton 121: Two Speed Motor 123: Double Shafted

Fan Blades Used With K-Line Motors

MODEL ROT. DESCRIPTION BORE DIA. FAN DIA. FITS SHAFT DIA. FIG.
K-FAN4032 “D’ SHAPED HUB 02178 4508 A
K-FAN4031 ROUND BORE HUB 0.1811 4508 A
K-FAN6009 ow “D’ SHAPED HUB 02178 65/ B
K-FANG010 ow ROUND BORE HUB 0.1811 4 c
K-FANG012 ow ROUND BORE HUB 0.1811 3112 D
K-FANG013 cow ROUND BORE HUB 0.1811 5112 E
K-FANGOT1 ow ROUND BORE HUB 0.1811 4 F
K-FANG046 cow ROUND BORE HUB 0.1811 5112 B

K-NUT PUSH NUT 01811 G
K-NUT6002 PUSH NUT 02178 G

Products on page F—14 & 15 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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Unit Bearing - Shaded Pole Motors

FIG.A D550, D551, D552, D553, D554, FIG.B D566, D567, D568, D569 FIG.C D570, D571, D572, D573, D574, FIG.D D578, D579, D580, D581
D555, D556, D557, D582, D583, D558, D575, D576, D577
D559, D560, D561, D562, D563, D564, D565

;’:‘)SDCE?_ RvXﬁl;‘lTG VOLTS SPD. AMPS ENCLOSURE ROT. . “A”DIM.  MATERIAL Pllg$ER (I\:Il.n ;N THSR: :grED FIG.

D550 2 115 1550 1 0.24 Totally Encl. CWLE SLvV 2.37 Aluminum Impedence 1/4-20 A 45,124, 143
D551 2 115 1550 1 0.24 Totally Encl. CCWLE SLvV 2.37 Aluminum Impedence 1/4-20 A 45,124,143
D552 2 230 1550 1 0.12 Totally Encl. CWLE SLvV 2.37 Aluminum Impedence 1/4-20 A 45,124,143
D553 2 230 1550 1 0.12 Totally Encl. CCWLE SLvV 2.37 Aluminum Impedence 1/4-20 A 45,124,143
D554 4 115 1550 1 0.34 Totally Encl. CWLE SLvV 242 Aluminum Impedence 1/4-20 A 45,124,143
D555 4 115 1550 1 0.34 Totally Encl. ~ CCWLE SLvV 242 Aluminum Impedence 1/4-20 A 45,124,143
D556 4 230 1550 1 0.16 Totally Encl. CWLE SLvV 242 Aluminum Impedence 1/4-20 A 45,124,143
D557 4 230 1550 1 0.16 Totally Encl. ~ CCWLE SLvV 242 Aluminum Impedence 1/4-20 A 45,124, 143
D582 5 115 1550 1 0.35 Totally Encl. CWLE SLvV 26 Aluminum Impedence 1/4-20 A 45,124,143
D583 5 115 1550 1 0.35 Totally Encl. CCWLE SLvV 26 Aluminum Impedence 1/4-20 A 45,124,143
D558 6 15 1550 1 0.42 Totally Encl. CWLE SLvV 261 Aluminum Impedence 1/4-20 A 45,124,143
D559 6 115 1550 1 0.42 Totally Encl. CCWLE SLvV 261 Aluminum Impedence 1/4-20 A 45,124,143
D560 6 230 1550 1 0.21 Totally Encl. CWLE SLvV 261 Aluminum Impedence 1/4-20 A 45,124,143
D561 6 230 1550 1 0.21 Totally Encl. ~ CCWLE SLvV 261 Aluminum Impedence 1/4-20 A 45,124,143
D562 9 115 1550 1 0.55 Totally Encl. CWLE SLvV 2.65 Aluminum Auto Reset 1/4-20 A 45,124,143
D563 9 115 1550 1 0.55 Totally Encl. ~ CCWLE SLvV 2.65 Aluminum Auto Reset 1/4-20 A 45,124,143
D564 9 230 1550 1 0.33 Totally Encl. CWLE SLvV 2.65 Aluminum Auto Reset 1/4-20 A 45,124,143
D565 9 230 1550 1 0.33 Totally Encl. CCWLE SLvV 2.65 Aluminum Auto Reset 1/4-20 A 45,124,143
D566 16 115 1550 1 1.1 Totally Encl. CWLE SLvV 3.34 Iron Auto Reset 1/4-20 B 45,124, 143
D567 16 115 1550 1 1.1 Totally Encl. CCWLE SLvV 3.34 Iron Auto Reset 1/4-20 B 45,124, 145
D568 16 230 1550 1 0.6 Totally Encl. CWLE SLvV 3.34 Iron Auto Reset 1/4-20 B 45,124, 143
D569 16 230 1550 1 0.6 Totally Encl. CCWLE SLvV 3.34 Iron Auto Reset 1/4-20 B 45,124, 143
D570 25 15 1550 1 12 Totally Encl. CWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124,143
D571 25 115 1550 1 12 Totally Encl. CCWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124,143
D572 25 230 1550 1 0.66 Totally Encl. CWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124,143
D573 25 230 1550 1 0.66 Totally Encl. CCWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124,143
D574 35 115 1550 1 15 Totally Encl. CWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124, 143
D575 35 115 1550 1 15 Totally Encl. CCWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124, 143
D576 35 230 1550 1 0.7 Totally Encl. CWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124, 143
D577 35 230 1550 1 0.7 Totally Encl. CCWLE SLvV 36 Iron Auto Reset 1/4-20 C 45,124,143
D578 50 15 1550 1 1.8 Open Vent. CWLE SLV 4.67 Iron Auto Reset 318 x 1-1/2 D 124,143

D579 50 15 1550 1 1.8 Open Vent. CCWLE SLV 4.67 Iron Auto Reset 318 x 1-1/2 D 124,143

D580 50 230 1550 1 0.9 Open Vent. CWLE SLV 4.67 Iron Auto Reset 318 x 1-1/2 D 124,143

D581 50 230 1550 1 0.9 Open Vent. CCWLE SLV 4.67 Iron Auto Reset 318 x 1-1/2 D 124,143

NOTES: 45: Speed nut and vibration damper included. 124: All mounting holes drilled and tapped. 143: All motors individually boxed. 145: Interchangeable with GE 21 & 29
Frame motors and other Emerson, Universal and Franklin refrigeration motors

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at lead end (unit bearing motors this page only).
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UBS50 UBS55 UB558 UBS64 UBS87 UB592
UBS551 UBS56 UB559 UBS65 UB588 UB59%4
UB552 UBSS7 UB560 UBS584 UB589 UB595
UBS53 UB582 UB562 UB585 UB590 UB596
UB554 UB583 UB563 UB586 UB591 UB597

SHAFT

;%SDCE(I)- SPEEDS VOLTS AMPS RC:L‘;E?N BEARING ENCLOSURE DIA. REgEg:SCE
LENGTH
UB550 2-5/8" 2 1550 1 15 0.22 cw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UB02CWLA 1,35
UB551 2-5/8" 23 1300 1 115 0.15 ccw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UB023CWLA 1,35
UB552 2-5/8" 23 1300 1 230 0.08 cw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" N/A 1,35
UB553 2-5/8" 23 1300 1 230 0.08 Cccw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" N/A 1,35
UB554 2-5/8" 4 1450 1 115 0.29 cw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UBO4CWLA 1,35
UB555 2-5/8" 4 1450 1 115 0.29 ccw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UB04CCLA 1,35
UB556 2-5/8 4 1450 1 230 0.14 cw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UB04CWHA 1,3,5
UBS557 2-5/8 4 1450 1 230 0.14 Ccw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UB04CCHA 1,3,5
UB582 2-5/8" 5 1550 1 15 0.34 cw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UBO5CWLA2F 1,35
UB583 2-5/8" 5 1550 1 15 0.34 Cccw Unit Totally Encl. 1/4” x 20" Thread 2-5/8" UBO5CCLA2F 1,35
UB558 2-5/8" 6 1550 1 115 0.36 cw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UBOBCWLA 1,35
UB559 2-5/8" 6 1550 1 115 0.36 Cccw Unit Totally Encl. 1/4” x 20" Thread 2-7/18" UBOGCCLA2F 1,35
UB560 2-5/8" 6 1550 1 230 0.18 cw Unit Totally Encl. 1/4” x 20" Thread 2-718" N/A 1,35
UB562 2-5/8 9 1550 1 115 0.53 Ccw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UBO9CWLA2F 1,3,5
UB563 2-5/8 9 1550 1 115 0.53 Ccw Unit Totally Encl. 1/4” x 20" Thread 2718 UBO9CCLA 1,3,5
UB564 2-5/8 9 1550 1 230 0.27 CcwW Unit Totally Encl. 1/4” x 20" Thread 2718 UB09CWHA 1,3,5
UB565 2-5/8" 9 1550 1 230 0.27 CCcw Unit Totally Encl. 1/4” x 20" Thread 2718 UBO9CCHA2F 1,3,5
UB584 2-5/8" 2 1550 1 115 0.22 CcwW Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UB02CWL 2,3,4
UB585 2-5/8" 23 1300 1 15 0.15 Ccw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" N/A 2,3,4
UB586 2-5/8" 23 1300 1 230 0.08 cw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" N/A 2,3,4
UB587 2-5/8" 23 1300 1 230 0.08 Cccw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" N/A 2,3,4
UB588 2-5/8" 4 1450 1 15 0.29 cw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UB04CWL 2,3,4
UB589 2-5/8" 4 1450 1 15 0.29 CCcw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UB04CCL 2,3,4
UB590 2-5/8" 4 1450 1 230 0.14 cw Unit Totally Encl. 1/4” x 20" Thread 2-7/18" UB04CWH 2,3,4
UB591 2-5/8" 4 1450 1 230 0.14 ccw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UB04CCH 2,3,4
UB592 2-5/8" 5 1550 1 115 0.34 cw Unit Totally Encl. 1/4” x 20" Thread 2-718" UBO5CWL2F 2,3,4
UB594 2-5/8" 6 1550 1 115 0.36 cw Unit Totally Encl. 1/4” x 20" Thread 2-718" UBOBCWL 2,3,4
UB595 2-5/8 6 1550 1 115 0.36 Ccw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UB0GCCL 2,3,4
UB596 2-5/8" 6 1550 1 230 0.18 cw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" N/A 2,3,4
UB597 2-5/8" 9 1550 1 15 0.53 cw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UB09CWL 2,3,4
UB598 2-5/8" 9 1550 1 115 0.53 Cccw Unit Totally Encl. 1/4” x 20" Thread 2-7/8" UB09CCL 2,3,4
UB599 2-5/8" 9 1550 1 230 0.27 cw Unit Totally Encl. 11/4” x 20" Thread 2-7/8" UBO9CWH 2,3,4
UB600 2-5/8" 9 1550 1 230 0.27 ccw Unit Totally Encl. 1/4” x 20" Thread 2-7/18" UBO09CCH 2,3,4
UB566 2-5/8 16 1550 1 115 0.80 cw Unit Totally Encl. 1/4” x 20" Thread 3-1/32 UB16CWLV1 2,3,4
UBS567 2-5/8 16 1550 1 115 0.80 Cccw Unit Totally Encl. 1/4” x 20" Thread 3-1/32" UB16CCLV1 2,3,4
UB568 2-5/8 16 1550 1 230 0.40 cw Unit Totally Encl. 1/4” x 20" Thread 3-1/32 UB16CWHV1 2,3,4
UB569 2-5/8 16 1550 1 230 0.40 ccw Unit Totally Encl. 1/4” x 20" Thread 3-1/32 UB16CCHV1 2,3,4
NOTES:

Aluminum Body

Cast Iron Body

2 Mounting Feet

3 Rear Mounting holes
5 Rear Mounting holes

gl wN=

Products on page F—16 & 17 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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3-3 inch dia.
FIG.A D200, D201 FIG.B D1130 FIG.C D229, D230 FIG.D D202, D203, D206, D210, D216 FIG.E D228
FIG.F D207 FIG.G D213, D211 FIG.H D402, D403 FIG.1 D205 FIG.J D608, D208
FIG.K D209 FIG.L D214, D215, D220 FIG.M D218, D219 FIG.N D404, D405 FIG.O D503

HP SPD. AMPS  ENCLOSURE g b SHAFT DIM. “A” DIM.

D200 SP 1/85 115 3000 1 0.6 Open Vent. CW SLV 23/8 X 1/4 X 3/4 2 A 85, 165, 166
D201 SP 1/85 115 3000 1 0.6 OpenVent. ~ CCW SLV 1/4 X 13/8 2114 A 85, 165, 166
D1130 SP 1/200 115 1550 1 0.5 Open Vent. - SLV None 31/8 B 112, 85
D229 SP 1/100 115 3000 1 0.55 OpenVent. ~ CCW SLV 1/4 X312 2112 C 85
D230 SP 1/100 115 3000 1 0.55 Open Vent. CW SLV 1/4 X312 2112 C 85
D202 SP 1/85 115 3000 1 0.6 Open Vent. CW SLV 114 X2 1/4 23/8 D 85
D228 SP 1/80 115 3000 1 0.8 Open Vent. CW SLV 1/4 X2 2112 E 85
D203 SP 1/40 115 3000 1 1 OpenVent. ~ CCW SLV 114 X2 1/4 2 3/4 D 85
D206 SP 1/30 115 3000 1 1.2 Open Vent. CW SLV 1/4 X2 1/4 2 3/4 D 85
D207 SP 1/30 230 3000 1 0.6 Open Vent. DS SLV 21/4 X 1/4 X2 1/4 2 3/4 F 85
D210 SP 1125 115 3000 1 1.3 Open Vent. CW SLV 114 X2 1/4 31/4 D 85
D216 SP 1125 230 3000 1 0.65 Open Vent. CW SLV 1/4 X2 1/4 31/4 D 85
D213 SP 1115 115 3000 1 2.1 Open Vent. DS SLV 23/4X1/4 X2 3/4 37/8 G 85
D211 SP 1115 230 3000 1 1.1 Open Vent. DS SLV 212X 1/4 X212 37/8 G 85
D402 SP 1/60 115 3000 1 0.75 Totally Encl. CW SLV 1/4 X1 3/4 23/8 H 85
D403 SP 1/60 115 3000 1 0.75 Totally Encl. ~ CCW SLV 114 X2 1/4 23/8 H 85
D205 SP 1/40 - 1/70 115 3000 1 1-5 Totally Encl. DS SLV 3X1/4X3 2708 | 85
D608 SP 1/50 230 3000 1 0.6 Open Vent. CwW SLV 1/4 X 15/16 3 3/4 J 167
D209 SP 1/30 115 3000 1 1.1 Open Vent. DS SLV 31/4X1/4X31/4 35/8 K 167
D208 SP 1/30 115 3000 1 1.1 Open Vent. CW SLV 1/4 X3 35/8 J 167
D214 SP 1120 115/230 3000 1 1.7-8 Totally Encl. CW SLV 516 X 6 1/2 45/8 L 74,167
D215 SP 1120 115/230 3000 1 1.7-8 Totally Encl. ~ CCW BALL 516 X 6 1/2 45/8 L 167
D220 SP 1120 115/230 3000 1 1.7-8 Totally Encl. CW BALL 516 X 6 1/2 45/8 L 167
D218 PSC 1120 115 3000 1 0.8 Totally Encl. ~ REV BALL 516 X2 1/4 4318 M 29, 167
D219 PSC 1/8 115 3000 1 1.8 Totally Encl. ~ REV BALL 516 X2 1/4 51/8 M 29, 167
D404 PSC 110 208-230 3000 1 0.8 Open Vent. REV BALL 516 X 3 1/4 41/4 N 29, 85
D405 PSC 110 115 3000 1 14 Open Vent. REV BALL 515X 3 1/4 41/4 N 29, 85
D503 PSC 110 230 1500 1 0.95 Open Vent. REV SLV 5/16 X 3 3/4 45/8 0 85

NOTES: 29: 4M 370V capacitor included 74: Popular Ice Machine pump motor 85: Air Over 112: Vibration motor 165: Skeleton Motor 166: 3.25” Diameter
167: Self-Cooled 168: 10M 440V Capacitor

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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General Purpose Motors

3-3 inch dia.
FIG.A D1127 FIG.B D107 FIG.C D129, D128, D136 FIG.D D1119 FIG.E D120, D121, D609, D603, D126,
D127, D190, D532, D181
FIG.F D1134 FIG.G D106, D105 FIG.H D514,D515 FIG.| D332 FIG.J D364
FIG.K D365 FIG.L D184 FIG.M D636 FIG.N D132, D133,D188

SPD. ENCLOSURE a b SHAFT DIM. “A”DIM.  FIG.

D1127  PSC 112 115/230 1550 1 1.1/06 Open Vent. REV SLV 5116 X 3 3112 A 75
D107 SP 1/160 208-240 600 1 0.5 Open Vent. Ccw SLv 5116 X 1 25/8 B 85
D129 SP 17125 - 1/200 115 1500 2 4-3 Open Vent. DS SLv 31/4X1/4X31/4 21/8 C 76, 85
D1119 SP 1/90 240 1500 1 0.34 Open Vent. Cccw SLv 114X 1112 21/4 D 85
D120 SP 1170 115 1500 1 0.7 Open Vent. cw SLv 114 X214 21/8 E 85
D121 SP 1170 115 1500 1 0.7 Open Vent. Ccw SLv 114 X214 21/8 E 85
D1134 SP 1/50 - 1/65 - 1/80 115 1500 3 1.1-8-6 Open Vent. cw SLV 114 X1 3/4 21/4 F 85
D609 SP 1/50 115 1500 1 0.9 Open Vent. Ccw SLv 114 X214 2 3/16 E 85
D603 SP 1/50 115 1500 1 0.9 Open Vent. cw SLv 1/4x23/8 2 3/16 E 85
D126 SP 1/40 115 1500 1 1.1 Open Vent. cw SLv 5116 X2 1/4 2112 E 85
D127 SP 1/40 115 1500 1 1 Open Vent. Ccw SLv 5116 X2 1/4 2112 E 85
D128 SP 1/40 - 1/50 - 1/80 115 1500 3 1.3-9-6 Open Vent. DS SLv 4X5/16 X 4 2112 C 85
D190 SP 1/40 230 1500 1 0.6 Open Vent. cw SLv 114 X214 2112 E 85
D106 SP 1/40 115 1500 1 0.9 Open Vent. Ccw SLv 114 X1 3/4 21/8 G 85
D105 SP 1137 115 1500 1 0.94 Open Vent. Cccw SLv 14X 1112 21/8 G 85
D136 SP 1/30 115 1500 1 13 Open Vent. DS SLv 2X5/16 X2 31/4 C 85
D514 SP 1/30 115 1500 1 1.3 Open Vent. cw SLv 5116 X2 1/4 23/4 H 85
D515 SP 1/30 115 1500 1 13 Open Vent. Ccw SLv 5116 X2 1/4 25/8 H 85
D532 SP 1/30 - 1/112 115 1500 2 14-8 Open Vent. cw SLv 5116 X 11/2 23/4 E 85
D181 SP 1/30 - 1/40 115 1500 2 1.3-1 Open Vent. Cccw SLv 5116 X2 1/4 25/8 E 85
D332 SP 1/25 - 1/65 115 1500 2 15-8 Open Vent. cw SLv 5116 X 2 31/4 | 85
D364 SP 1125 115 1500 1 18 Open Vent. DS SLv 17/8 X516 X17/8 2708 J 85
D365 SP 1125 115 1500 1 18 Open Vent. DS SLv 17/8 X516 X17/8 2708 K 77,85
D184 SP 1125 115 1500 1 1.2 Open Vent. cw SLv 516 X 17/8 3 L 78,85
D636 SP 1125 230 1500 1 0.69 Open Vent. DS SLv 21/4 X516 X2 1/4 31/4 M 85
D132 SP 1120 115 1500 1 18 Open Vent. cw SLv 5116 X2 1/4 23/4 N 85
D133 SP 1120 115 1500 1 18 Open Vent. Ccw SLv 5116 X2 1/4 23/4 N 85
D188 SP 1120 230 1500 1 0.9 Open Vent. cw SLv 5116 X2 1/4 2708 N 85

NOTES: 75: Shell Turbo 68, low temp. oil (-40°F) 76: Impedence Protected 77: Has hubs for end rings 78: Closed construction 85: Air Over

Products on page F—18 & 19 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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3-3 inch dia.
FIG.A D189, D186 FIG.B D109 FIG.C D1161 FIG.D D540, D541 FIG.E D1109
FIG.F D1162 FIG.G D122, D123, D182, D124, D125, FIG.H D1139 FIG.1 D534 FIG.J D137
D601, D602, D624
FIG.K D1118 FIG.L D1164
VOLTS RPM b ENCLOSURE o b SHAFT DIM. “A” DIM. FIG.
D189 SP 1120 230 1500 1 0.9 Open Vent. CCcw SLV 516 X2 1/4 2718 A 85
D186 SP 1/20 460 1500 1 04 Open Vent. cw SLV 516 X21/3 2718 A 85
D109 SP 115 115 1600 1 21 Open Vent. CW SLv 516 X3 3 B 85,131
D1161 SP 1115-1/25 115 1600 2 2.9-2 Open Vent. CcCcw SLv 516 X2 41/4 C 85, 131
D540 SP 1/100 115 1500 1 06 Totally Encl. CW SLv 1/4X21/4 2118 D 85
D541 SP 1/100 115 1500 1 0.6 Totally Encl. CcCcw SLv 1/4X21/4 218 D 85
D1109 SP 1/100 115 1500 1 0.65 Totally Encl. CCw SLv 174X 114 2 1116 E 85
D1162 SP 1/100 115 1500 1 0.6 Open Vent. REV SLv 5/16 X1 312 F 85
D122 SP 1/80 115 1500 1 06 Totally Encl. CW SLv 14 X214 21/8 G 85
D123 SP 1/80 115 1500 1 06 Totally Encl. Cccw SLvV 14 X214 21/8 G 85
D182 SP 1/60 115 1500 1 06 Totally Encl. CW SLvV 5/16 X2 1/4 23/4 G 85
D124 SP 1/50 115 1500 1 0.75 Totally Encl. CW SLvV 14 X214 2112 G 85
D125 SP 1/50 115 1500 1 0.75 Totally Encl. Cccw SLvV 14 X214 2112 G 85
D601 SP 1/50 115 1500 1 09 Totally Encl. Ccw SLvV 14 X214 2 316 G 85
D602 SP 1/50 115 1500 1 09 Totally Encl. cw SLvV 14 X214 2 3/16 G 85
D624 SP 1/50 230 1500 1 0.4 Totally Encl. CW SLv 14 X214 2112 G 85
D1139 SP 1/50 - 1/80 - 1/125 115 1500 3 0.88 Open Vent. CwW SLv 21/2X5M16 X11/8 213/16 H 85
D534 SP 1/35 - 1/100 115 1500 2 14-5 Totally Encl. CcwW SLv 1/4 X1 2112 | 85
D137 SP 1/30 - 1/65 115 1500 2 1-7 Totally Encl. DS SLv 3X516X3 27/8 J 85
D1118 SP 1/30 240 1500 1 0.6 Open Vent. cw BALL 5/16 X3 1/2 213/16 K 85
D1164 SP 1125 115230 1550 1 1.3-.65 Totally Encl. cw SLv 5/16 X2 1/2 31/8 L 85

NOTES: 85: Air Over 131: Motors include shaft bushing

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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General Purpose Motors

3 L] 3 inch dia.
D369 D370 D0540 D0314 D562
D0307 D030 D031 D0534 D535
D3325CCW D3325CW D0041 D419

SHAFT

I\FII?)SDCE(I). ngR HP RPM SPEEDS  VOLTS AMPS ROTATION BEARING ENCLOSURE DIA. “A” RE?EI(Q)ES:CE
LENGTH
D369 33 1/60 900 3 15 18 CCWSE Sleeve Open 516" x 2-1/2" 3-3/8 Century 369
D370 33 1175 1550 1 15 0.6 CCWSE Sleeve Open 114" x 2112 2-1/8 Century 370
D0540 33 1175 1550 1 15 0.62 CWSE Sleeve Open 114" x 2112 2-1/8 Century 540
D0314 3.3 1/40 1550 1 15 0.9 CWSE Sleeve Open 2-3/8" x 5/16” x 2-3/8"  2-1/2" Century 314
D0562 33 1125 1400/1630 1 15 1.8/1.5 CWSE Sleeve Open 516" x 1-1/2" 2-3/4 4§; :tljzzsgf 67
D0307 33 1125 1550 1 15 1.15 CWSE Sleeve Open 516" x 2-1/2" 3112 Century 307
D0030 33 1125 1550 1 15 1.7 CCWSE Sleeve Open 516" x 2-1/2" 2-3/4 Century 307
D031 33 1125 1550 1 15 1.7 CCWSE Sleeve Open 516" x 2-1/2" 2-3/4” Century 14
D0534 3.3 1125 1550 3 15 15 CWSE Ball Open 516" x 2-1/2" 314 Century 534
D535 33 1125 1550 3 15 15 CCWSE Ball Open 516" x 2-1/2" 314 Century 535
D3325CCW 33" 11//315011//35% 1550 1 15 1.7 CCWSE Ball Open 516" x 2-1/2" 2-3/4 Century 3325CCW
D3325CW 33 11//31%11//35% 1550 1 15 1.7 CWSE Ball Open 516" x 2-1/2" 2-3/4 Century 3325CW
D0041 3.3 1120 1550 1 15 1.6 CCWSE Sleeve  Totally Encl. 516" x 2-1/2" 4-1/8 Century 41
D419 33 1120 1550 1 115/230 1.53/0.76 CCWSE Ball Totally Encl. 516" x 2-1/4” 4-1/4 Century 419

Products on page F—20 & 21 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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Refrigeration Fan Motors

3-3 inch dia.
FIG.A D429, D437 FIG.B D431 FIG.C D477, D471, D470, D472, D473 FIG.D D417 FIG.E D1129
FIG.F D475 FIG.G D469

RPM SPD. AMPS ENCLOSURE a . SHAFT DIM. “A” DIM.
D429 SP 9 Watts 115 1550 1 0.6 Totally Encl. ~ CCW  SLV HUB 21/8 A 169, 170, 171,172
D431 SP 9 Watts 230 1550 1 0.3 Totally Encl. ~ CCW  SLV HUB 21/8 B 169, 170, 171,172
D437 SP 16 Watts 115 1550 1 1.1 Totally Encl. ~ CCW  SLV HUB 2708 A 169, 170, 171,172
D477 SP 1/35 208-230 1550 1 0.75 Open Vent. ccw 8L 5/16 X 1 5/8 41/4 C 173,174
D471 SP 1120 208-230 1550 1 1.1 Open Vent. ccw - sLv 516 X2 1/2 41/4 C 173,174
D417 SP 1120 208-230 1550 1 1.1 Open Vent. CCW  BALL  5/16X2172 414 D 173,174
D470 SP 1120 208-230 1550 1 0.94 Open Vent. cw SLv 5/16 X2 5/8 41/4 C 173,174
D472 SP 1120 115 1550 1 1.9 Open Vent. cw SLv 5116 X2 5/8 41/4 [ 173,174
D473 SP 1120 115 1550 1 2 Open Vent. ccw 8LV 5/16 X2 5/8 41/4 C 173,174
D1129 PSC 1120 115/230 1550 1 0.7/.35  Totally Encl. cw BALL  5/16x15/8 31/8 E 113,23
D475 SP 115 460 1550 1 0.5 Open Vent. ccw  8Lv 5116 X2 1/2 412 F 79,130, 173, 174
D469 SP 112 208-230 1550 1 13 Open Vent. ccw  8Lv 5116 X2 1/8 4113 G 173,174

NOTES: 79: See Tecumseh OEM section for cross references 113: PSC version of D1189 (OEM Replacement for Krack Refrigeration. 130: Do not have extended hubs
or rubber rings for base mount 169: Mounting bracket designed to match the original motor (four 8-36 drilled and tapped holes) 170: Mounting hardware included

171: Has 22" leads with 1/16” thick insulation 172: Three studs opposite shaft end are 8-32 on a standard 2.84” bolt circle, 120° apart 173: 3.9” diameter

174: Includes 1/2” studs for mounting

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Evaporator Coil and Refrigeration Fan Motors

3-3 inch dia.
FIG.A D1152, D1154,D1101, D1103 FIG.B D1102 FIG.C D1120, D1121 FIG.D D1124,D1126 FIG.E D1125
FIG.F D1142 FIG.G D1144 FIG.H D1164 FIG.| D1243,D1245

SPD.  AMPS ENCLOSURE a b SHAFT DIM. “A”DIM. FIG.

BOHN

D1124 SP 1120 115 1550 1 241 Open Vent. cw SLv 5116 X3 3 D 75

D1126 SP 115 208-230 1550 1 1.1 Open Vent. CcwW SLV 516 X3 3112 D 75

D1125 PSC 112 208-230 1550 1 0.5 Open Vent. ccw SLv 5/16 X2 5/8 33/4 E 29
KEEPRITE

D1120 SP 1120 15 1550 1 21 Open Vent. cw SLv 5116 X2 1/2 3112

D1121 SP 1120 208-230 1550 1 1 Open Vent. cw SLv 5116 X2 1/2 3112

D1243  PSC 1120 15 1550 1 08 Open Vent. CCw SLV 5/16 X 2 3/4 41/8 | 29

D1245  PSC 1120 208-230 1550 1 0.3 Open Vent. Cccw SLv 5/16 X2 3/4 4 I 29
KRAMER/TRENTON

D1152 SP 1120 115 1500 1 1.7 Open Vent. cw SLv 5/16 X2 3/8 2708

D1154 SP 1120 230 1550 1 1 Open Vent. CcwW SLV 516 X2 3/8 31/8
LARKIN COIL

D1101 SP 1120 115 1500 1 1.9 Open Vent. Cccw SLv 5116 X2 1/4 23/4 A 75

D1103 SP 1120 208-230 1500 1 1.15 Open Vent. CCw SLV 516 X2 1/4 3 A 75,201
MCQUAY

125 -
D1144  PSC 1/35 - 15 1200 3 1.1-9-6 Open Vent. Ccw SLV 3/8X53/8 43/4 G 1
1/65

D1142 SP 115 115/230 1500 1 1.7-9 Open Vent. cw SLv 5116 X2 1/2 3112 F 175
SINGER

D1164 SP 1125 115/230 1550 1 1.3-65 Totally Encl. cw SLv 5116 X2 1/2 3118 H
WITT

D1102  PSC 1120 115/230 1550 1 75-4 Open Vent. Ccw SLV 516 X 2-5/8 3112 B

NOTES: 1: 4M 370V capacitor 29: 4M 370V capacitor included 75: Shell Turbo 68, low temp. oil (-40°F) 175: Bolt circle = 3.15”

Products on page F—22 & 23 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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3-3 inch dia.

FIG.A D134, D135, D227 FIG.B D1138 FIG.C D192, D226, D334, D234, D235 FIG.D D138, D238 FIG.E D167, D169, D130, D131, D330

FIG.F D1173 FIG.G D504

SPD. AMPS  ENCLOSURE a . SHAFT DIM. “A” DIM.
D134 SP 1/25 115 1500 1 1.6 Totally Encl. cw SLv 5116 X2 1/4 41/4 A
D1138 SP 1/50 - 1/80 - 1/140 115 1500 3 9-6-5 Open Vent. cw SLv 5116 X2 1/2 4 B
D135 SP 1125 115 1500 1 1.6 Totally Encl. ~ CCW SLv 5116 X2 1/4 41/4 A
D192 SP 1125 230 1500 1 0.9 Totally Encl. cw SLv 5116 X2 1/4 4114 C
D226 SP 1120 115 1500 1 1.6 Totally Encl. cw BALL 5116 X2 1/4 41/4 C
D227 SP 1120 115 1500 1 1.7 Totally Encl. ~ CCW BALL 5116 X2 1/4 4114 A
D334 SP 115 230 1500 1 14 Totally Encl. cw BALL 5116 X3 43/4 C
D234 SP 115 115 1500 1 22 Totally Encl. cw SLv 5116 X2 1/4 43/4 C
D235 SP 112 115 1580 1 22 Totally Encl. ~ CCW SLv 5116 X2 1/4 43/4 c
D138 SP 1/25 115 1500 1 1.6 Totally Encl. cw SLv 5/16 X2 5/8 412 D
D238 SP 115 115 1500 1 2.3 Totally Encl. cw SLv 5/16 X2 5/8 412 D 80
D167 SP 1170 115 1500 1 0.7 Open Vent. cw SLv 114 X3 2718 E
D169 SP 1170 115 1500 1 0.7 Open Vent. Cccw SLv 114 X3 3 E
D130 SP 1/40 115 1500 1 1 Open Vent. cw SLv 5116 X4 1/8 313 E
D131 SP 1/40 115 1500 1 1 Open Vent. Cccw SLv 5116 X2 1/4 313 E
D330 SP 1/40 230 1500 1 0.5 Open Vent. cw SLv 5116 X2 1/4 37/8 E
» D73 SP 1/30 115 1500 1 1.2 Open Vent. cw BALL 5116 X2 1/2 378 F
D504 PSC 1/8 115/230 1500 1 1.6-8 Open Vent. REV SLv 5/16 X 31/2 5112 G 81,173

NOTES: 80: With conduit box 81: PSC motor requiring a 10 MFD 370V cap 173: 3.9” diameter

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Window A/C Motors

3-3 inch dia.

FIG.A D111 FIG.B D366, D367 FIG.C D325 FIG.D D1176 FIG.E D323

FIG.F D326

RPM  SPD. ENCLOSURE 5 b SHAFT DIM. “A” DIM.
D111 SP 1/18-1/30 115 1330 2 24-16 Open Vent. Cccw SLv 31/8 X516 X23/8 3112 A 82
D366 SP 114 -1/25 115 1550 2 2515 Open Vent. DS SLv 63/8 X 5/16 X 6 3/8 31/4 B
D367 SP 112 -1/20 - 1/30 115 1550 3 3-2.1-1.7 Open Vent. DS SLv 53/4 X516 X 5 3/4 35/8 B
D325 SP 1/10-1/30 115 1550 2 25-2.3 Open Vent. ccw SLv 13/4X5/16 X23/8 312 c 82
D1176  PSC 115-1/25 115 1550 2 .9-8 Totally Encl. DS SLv 47/8X3/18X47/8 4 D 1
D323  PSC 1/15-1/20 - 1/35 115 1550 3 1-8-.6 Totally Encl. DS SLv 23/4 X516 X 2 3/4 33/4 E 83,9
D326  PSC 1/10-1/20 - 1/25 115 1550 3 22-18-15 Open Vent. DS BALL 51/2 X516 X3 41/8 F 84

NOTES: 1: 4M 370V capacitor 9: 3M 370V capacitor 82: Rotation determined by viewing lug end 83: Totally enclosed, Sears-Whirlpool 5000-8000 BTU units.
84: 4M 370V capacitor (similar to GE WJ94X306)

Products on page F—24 & 25 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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3-3 inch dia.
FIG.A D418, D415 FIG.B D1191 FIG.C D1192 FIG.D D1196 FIG.E D1198
FIG.F D1194 FIG.G D1193 FIG.H D1188 FIG.1 D408 FIG.J D167
FIG.K D455 FIG.L D222 FIG.M D520 FIG.N D1186, D1184 FIG.O D410, D412

SPD. AMPS  ENCLOSURE o b SHAFT DIM. “A”DIM.  FIG.
D418 SP 1/50 115 1550 1 1.1 Open Vent. cw BALL 1/4X3 512 A 33,41
D415 SP 1/40 15 1550 1 1.1 Open Vent. CCcw BALL 1/4X3 512 A 33,41
D1191 SP 1/40 460 3200 1 0.37 Open Vent. CCcw BALL 14 X212 53/4 B 33,41,131
D1192 SP 1/40 15 3000 1 0.7 Open Vent. CCcw SLvV 516 X11/2 513 C 41
D1196 SP 1133 15 3200 1 15 Open Vent. CCcw SLvV 516 X21/3 31/4 D 33
D1198 SP 1130 15 3200 1 15 Open Vent. CCcw SLvV 516 X2 1/4 31/8 E 33
D1194 SP 1125 15 3200 1 1.7 Open Vent. cw BALL 516 X11/3 512 F 41
D1193 SP 1122 115 3000 1 12 Open Vent. CCcw SLvV 516 X21/3 2718 G 33
D1188 SP 115 208-230/460 3000 1 11-6 Open Vent. Ccw BALL 516 X2 65/8 H 33,41
D408 SP 1150 115 3000 1 0.5 Open Vent. cw SLvV 14X 1112 | 86, 131, 41
D1167 SP 1/40 208-230 3000 1 0.55 Open Vent. CcCcw SLvV 5/16 X1 J 41
D455 SP 1130 115/230 3000 1 1.3-7 Open Vent. Cccw BALL 1/4X37/8 K 131, 41
D222 SP 1125 15 1500 1 1.6 Totally Encl. DS SLvV 21/4 X516 X2 1/4 2718 L 85
D520 SP 1/20 - 1/50 - 1/100 15 1500 3 2-1-6 Totally Encl. cw SLvV 1/4 X2 1/4 31/8 M 85,49, 176
D1186  PSC 116 460 3450 1 03 Open Vent. Cccw BALL 516 X31/3 43/4 N 29
D1184  PSC 116 460 3450 1 0.3 Open Vent. CCcw BALL 516 X31/3 43/4 N 10,29
D410 PSC 110 15 3000 1 15 Open Vent. REV BALL 1/4 X 3 3/4 718 0 17,131, 33, 41
D412 PSC 19 230 3000 1 0.7 Open Vent. REV BALL 1/4 X 3 3/4 65/8 0 29,131,33,41

NOTES: 10: Has hall effect sensor 17: 7.5M 370V Cap installed 29: 4M 370V capacitor included 33: Stainless steel shaft 41: Includes centrifugal switch 49: Mechani-
cally Reversible 85: Air Over 86: Drilled & Tapped Holes (No. 8-32NC) in face of case at shaft end for mounting in various Coleman mobile home furnace applications, also has
mounting studs. 131: Motors include shaft bushing 176: Endshield on D520 is easily removed, allowing rotor and shaft to be rotated, thereby reversing motor rotation.

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Flue Exhaust and Draft Booster Blower Motors

3-3 inch dia.
D454 D456, D458, D457, D1174, D1171 D1169 D1179, D1180 D1190
RPM  SPD. AMPS ENCLOSURE B b SHAFT DIM.

D454 SP 1/30 115 3000 1 15 Open Vent. Ccw SLv 14 X112 A 177,131, 41
D456 SP 115 115/230 3000 1 2-1 Totally Encl. Cw BALL 1/4 X2 3/4 B 33,131, 41
D458 SP 1115 208-230 3000 1 1 Open Vent. CwW BALL 1/4 X2 3/4 B 33,131, 41
D457 SP 115 115/230 3000 1 2-1 Open Vent. ccw BALL 1/4 X2 3/4 B 33,131, 41
D1174 SP 115 460 3000 1 0.6 Open Vent. CwW BALL 114 X212 B 41
D171 SP 115 460 3000 1 0.6 Open Vent. CCwW BALL 114 X212 B 131, 41
D1169 SP 110 208-230 3000 1 1.5 Open Vent. CCwW SLvV 5/16 X 1 C 41
D1179 SP 1/30 15 3000 1 1.5 Open Vent. cw SLvV 5/16 X 2 D 33
D1190 SP 1/30 115 3000 1 16 Open Vent. CcwW SLvV 5/16 X 1 3/4 E 33
D1180 SP 1120 115 3300 1 19 Open Vent. Ccw SLv 5/16 X2 1/8 D 33

NOTES: 33: Stainless steel shaft, 41: Includes centrifugal switch, 131: Motors include shaft bushing, 177: Used in Economite, “E-20", LS1/Miller and Mid
Continent gas units.

Products on page F—26 & 27 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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4-4 inch dia.
FIG.A D1061 FIG.B D170, D116, D118, D377, FIG.C D1170 FIG.D D119 FIG.E D174
D310, D674, D374
FIG.F D1039 FIG.G D312, D112, D435

RPM b ENCLOSURE o . SHAFTDIM.  “A” DIM.
>» D1061 SP 1/20 - 1/30 - 1/60 115 1500 3 2-1.7-14  OpenVent. ~CCW SLv 112 X2 3/4 41/8 A 65
>» D170 SP 1120 115 1500 1 17 Open Vent. cw SLv 5116 X2 1/4 23/4 B 66
>» D116 SP 115 115 1500 1 24 Open Vent. cw SLv 318 X238 3 B
>» D18 SP 1/15-1/30 115 1500 2 24-14 Open Vent. cw SLv 318 X238 3 B
» D170 SP 1115 115 1500 1 2.1 Open Vent. cw BALL 318 X212 43/4 C 67
» D317 SP 112 115 1500 1 3.1 Open Vent.  CCW SLv 318X 2 23/4 B 68
>» D310 SP 112 115 1500 1 4 Open Vent. cw SIY 318X 2 23/4 B 69
» D119 SP 1/11-1/25-1/70 115 1500 3 29151  OpenVent. ~CCW  BALL 112X 25/8 33/4 D 70
» D174 SP 110 115 1500 1 35 Open Vent. cw SLv 318 X278 33/8 E
» D674 SP 1/10-1115 230 1500 2 213 Open Vent. cw SLv 318 X212 35/8 B
>» D1039 SP 110 115 1610 1 3.1 Open Vent. ~ CCW SLv 12X 23/8 4112 F
>» D374 SP 1/8-1/20 115 1500 2 425 Open Vent. cw SLv 318 X212 35/8 B
D312 SP 1115 115 1500 1 27 Open Vent. cw SLv 12X5 41/4 G 178,179
D112 SP 110 115 1500 1 36 Open Vent. cw SLv 3/8 X25/8 412 G 179
D435 SP 110 230 1500 1 17 Open Vent. ~ CCW SLv 3/8 X25/8 4112 G 179

NOTES: 65: For use with Greenheck Fan 66: Shaft stepped down from 3/8” dia. Shaft 67: OEM direct replacement for Jenn Air 80CR 68: Used in Jenn Air units. P/N
7108-2101 69: Used in Leslie Locke ventilators original P/N 7108-5056 70: Used in Acme Eng. Roof Vents 178: External oil retainer to accommodate resiliant rings and
cradle base, drilled and tapped holes in case for mounting in Coleman applications. (2 holes each end on case OD). 179: Self cooled for mechanical duty

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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4-4 inch dia.

FIG.A D333, D335 FIG.B D117 FIG.C D329 FIG.D D236, D336, D635, FIG.E D1006
D337, D339, D338

FIG.F D113,D114,D115

SPD. AMPS ENCLOSURE ROT. BRNG. SHAFT DIM. “A” DIM. FIG.
D333 SP 1125 115 1550 1 14 Open Vent. DS SLV T1/4X38XT 14 2718 A
D335 SP 1/20 - 1/30 - 1/40 - 1/60 15 1550 4 21141211 Open Vent. DS SLV 8X112X8 31/4 A
D117 SP 115 - 1/25 - 1/30 - 1/40 15 1550 4 24-14-11-9 Open Vent. ccw  sLv 12XT7112 3 B
D329 SP 115 15 1550 1 25 Open Vent. DS SLV T12X38XT 112 33/8 C
D236 SP 110-1/15-1/25 15 1550 3 3.5-2.4-1.8 Open Vent. DS SLV TARXA2XT 112 33/8 D
D336 SP 110-1/15-1/25 15 1550 3 3.5-24-1.8 Open Vent. DS SLV T12X38XT 112 3112 D
D635 SP 1110-1/20 - 1/35 230 1550 3 1.8-1.3-1 Open Vent. DS SLV 10X 12X 10 33/8 D
D337 SP 1/8-1/10-1/12- 115 115 1550 4 4.1-2.7-2.3-19 Open Vent. DS SLV TARXA2XT 112 35/8 D
D339 SP 118-112 230 1550 2 2-14 Open Vent. DS SLvV 612X 1/12X6 112 41/8 D
D338 SP 16 -1/10 - 112 - 1115 15 1550 4 54-3.2-2.5-2.1 Open Vent. DS SLvV T4AXA2XT 14 4118 D
D1006 SP 1/4 15 1600 1 72 Open Vent. cw SLvV 12 X2 3/4 41/8 E
>» D3 SP 1712 115/230 1550 1 2513 Totally Encl. ~ CCW  SLV 3/8X3 41/8 F
> D4 SP 112 115/230 1550 1 2513 Totally Encl. cw SLvV 3/8X3 41/8 F
» D15 SP 112 115/230 1550 1 25-1.3 Totally Encl. ~ CCW  SLV 12X2 41/8 F

Refrigeration Fan Motors
4-4 inch dia.

FIG.A D484, D482, D480,
D485, D483, D481

ENCLOSURE 2 BRNG. SHAFT DIM. “A” DIM. CROSS REF.  FIG.

D484 SP 1120 115/208-230 1550 1 2211 Open Vent. cw SLv 318 X31/8 4 GE 2341,2342
D482 SP 115 115/208-230 1550 1 3.2-1.6 Open Vent. CcwW SLV 318 X31/8 4 GE 2241,2242
D480 SP 110 115/208-230 1550 1 4522 Open Vent. CwW SLvV 318X31/8 458  GE2141,2142
D485 SP 1120 115/208-230 1550 1 2211 Open Vent. ~ CCW SLV 318 X31/8 4 GE 2331, 2332
1
1

49,126, 148, 154, 180
49, 126, 148, 154, 180
49, 126, 148, 154, 180
49, 126, 148, 154, 180
49, 126, 148, 154, 180
49, 126, 148, 154, 180

D483 SP 115 115/208-230 1550 3.2-16 Open Vent. ~ CCW SLvV 318 X31/8 4 GE 2231,2232
D481 SP 110 115/208-230 1550 4522 OpenVent. ~ CCW SLvV 3)8X31/8 458 GE2131,2132

> > > |> > >

NOTES: 49: Mechanically Reversible 126: 3/8” shaft diameter with adapter to convert to 1/2” diameter 148: Weld nuts on 3.5” B.C. for stud mount
154: Extended hubs with rubber rings for base mount 180: Can be operated on 50Hz with air-over applications

Products on page F—28 & 29 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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Condenser Fan & Heat Pump - Gap Gan Construction

5-0 inch dia.
FIG.A G2243, G2248, G2249, G2247, FIG. B D494, D492, D490, D495, D493, FIG.C D486 FIG.D D487, D497 FIG.E D488, D489, D474
(2246, G2244, G2245 D491

SPD. AMPS ENCLOSURE ROT. b “C” DIM.
G2243 PSC 110 208-230 1100 1 0.74 Totally Encl. CWLE BALL 6.1 A 11,142
G2248 PSC 1/8 208-230 1075 1 0.86 Totally Encl. CWLE BALL 6.1 A 11,142
G2249 PSC 1/8 208-230 1075 1 0.75 Totally Encl. CCWLE BALL 6.1 A 111,142
G2247 PSC 1/6 208-230 1100 1 13 Totally Encl. CCWLE BALL 6.7 A 111,142
G2246 PSC 115 208-230 1080 1 1.6 Totally Encl. CWLE BALL 6.51 A 111,142
G2244 PSC 1/4 208-230 1075 1 17 Totally Encl. CWLE BALL 6.7 A 111,142
G2245 PSC 1/4 208-230 1075 1 1.7 Totally Encl. CCWLE BALL 6.7 A 111, 142
NOTES: 111: Application: Designed for use in residential outdoor condenser fan and heat pump units (primarily up to 3.5 ton)
142: Vertical shaft down application.
FASCO “A”
MODEL TYPE HP VOLTS RPM SPD. AMPS ENCLOSURE ROT. BRNG. SHAFT DIM. DIM. CROSS REF. FIG. NOTES

D494 SP 120 115/208-230 1050 1 3-1.6 OpenVent.  CW SLV  3/8X31/8 4 GE 2321, 2322 B 49, 126, 167, 148, 154

D492 SP 115 115/208-230 1050 1 34-1.7  OpenVent. ~ CW SLV.  3/8X31/8 458 GE 2223 B 49, 126, 167, 148, 154

D490 SP 110 115/208-230 1050 1 52.5 OpenVent. ~ CW SLV  3/8X31/8 458  GE2121,2122 B 49, 126, 167, 148, 154

D495 SP 120 115/208-230 1050 1 3-1.6 OpenVent. CCW  SLV  3/8X31/8 4 GE 2311, 2312 B 49, 126, 167, 148, 154

D493 SP 1715 115208230 1050 1 3417 OpenVen. CCW SLV  38X318 458  GE2213 B 49,126,167, 148, 154
D49 SP 110 115208230 1050 1 525 OpenVen. COW SLV  38X318 458  GE2M3 B 49,126,167, 148, 154
D486 PSC 1710 115208230 1550 1 2513 OpenVen. REV SV  38X318 418 c 50,167

D487 PSC 110 115208230 1550 1 27-14 OpenVen. REV BALL 3BX318 478 D 50, 167

D497 PSC 110 115208230 1050 1 24  OpenVen. REV BALL 3BX318 478 D 50, 167

D488 PSC 120 115208230 1550 1  12-6 OpenVent. REV SV  38X313 4 96 Ggﬁ‘fgﬁ“ E 50,127, 85
D489 PSC 1715 115208230 1550 1  12-6 OpenVent REV SLV  38X313 41316 G§22321":12*2233242 E 50,127, 85
D474 PSC 110 115208230 1550 1 194  OpenVent REV  SLV  38X313 41316 GE 1231:12’ e 50, 127, 85

NOTES: 49: Mechanically Reversible 50: 3M 370V Capacitor Included 85: Air Over 126: 3/8” shaft diameter with adapter to convert to 1/2” diameter
127: Front endshield drillled and tapped with four 10-32 threads on 3.5” bolt circle 148: Weld nuts on 3.5” B.C. for stud mount 154: Extended hubs with rubber rings
for base mount 167: Self-Cooled

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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5-0inch dia.
FIG. A D249, D255, D250, D655, FIG.B D251, D293, D289, D1005 FIG.C D257 FIG.D D290 FIG.E D291, D294, D292
D252, D253, D254, D389, D256, D224,
D247, D1025
FIG.F D277, D354, D258 FIG.G D245, D221, D382 FIG.H D1050 FIG.| D347

RPM SPD. AMPS ENCLOSURE ROT. BRNG. SHAFT DIM.
D249 SP 1/50 - 1/80 - 1/160 115 1050 3 1.1-6-4 OpenVent. DS  SLV 758X3/8XT75/8 258 A 147
D255 SP 1/25-1/50 - 1/80 115 1050 3 1.5-1-6 OpenVent. DS  SLV T12XA2XT712 314 A 147
D250 SP 1/25-1/50 - 1/80 115 1050 3 1.5-1-6 OpenVent. DS  SLV 8X3/8X8 314 A 147
D655 SP 1/25 - 1/40 - 1/70 230 1050 3 7-5-3 OpenVent. DS  SLV 10X 112X 10 314 A 147
D252 SP 1/20 - 1/40 - 1/70 115 1050 3 1.6-8-5 OpenVent. DS  SLV T12X318XT712 258 A 147
D253 SP 1/20 - 1/40 - 1/50 115 1050 3 22-14-8 OpenVent. DS SLV T12X12XT712 2518 A
D254 SP 1/15-1/30 - 1/50 115 1050 3 21-13-8 OpenVent. DS  SLV 8X3/8X8 314 A 147
D251 SP 1/15-1/35-1/50 208-230 1050 3 1.2-5-4 OpenVent. DS  SLV 91/4X12X812 258 B
D257 SP 1/15-1/20 - 1/25 217 1050 3 1.1-7-6 Totally Encl. DS SLV 9X12X9 314 C 147
D389 SP 1/15-1/20 - 1/30 - 1/50 115 1050 4 24-16-1.1-8 OpenVent. DS SLV  101/4X1/2X101/4 318 A 147
D256 SP 1/10-1/20 - 1/30 115 1050 3 3.4-1.741 OpenVent. DS  SLV 8X12X8 378 A 147
D293 SP 1/10 - 1/30 - 1/40 - 1/45 - 1/50 115 1050 5  3.6-1.6-1.2-8-6 OpenVent. DS SLV  103/4X3/8X1034 314 B
D289 SP 1/10 - 1/30 - 1/40 - 1/45 - 1/50 115 1050 5  3.6-1.6-1.2-8-6 OpenVent. DS SLV  103/4X12X1034 314 B
D224 SP 16 -1/8 - 1112 230 1050 3 32-23-18 OpenVent. DS SLV 10X 112X 10 A 147
D290 PSC 1/10 - 1/15 - 1/25 - 1/40 115 1050 4 22-1441-7 OpenVent. REV  SLV 12X8112 31/4 D 29,128,147
D291 PSC 1/10 - 1/15 - 1/25 - 1/40 115 1050 4 22-1441-7 OpenVent. DS SLV  103/4X1/2X103/4 31/4 E
D294 PSC 1/10-1/20 - 1/25 - 1/35 - 1/50 115 1050 5 1.3-1-7-6-5 OpenVent. DS SLV  103/4X3/8X103/4 314 E
D292 PSC 1/10-1/15-1/25-1/35 208-230 1050 4 1-7-4-3 OpenVent. DS SLV  103/4X1/2X103/4 31/4 E
D277 PSC 1/10-1/12-1/20 217 1050 3 7-5-4 OpenVent. DS  SLV 81/2X112X81/2 378 F 29,147
D1005  PSC 110 460 1075 2 0.5 OpenVent. DS SLV 95/8X12X958 313 B
D354 PSC 1/6 - 1/10 - 1/20 115 1050 3 2.8-1.8-1 OpenVent. DS SLV 81/2X12X812 3718 F 53,147
D245 PSC 113-1/5 230 1050 2 2917 OpenVent. DS SLV 8X12X8 412 G 53,147
D221 PSC 1/6-1/8-1110-1/12 115 1550 4 3.2-1.7-1.341 OpenVent. DS  SLV 8X12X8 358 G
D382 PSC 1/25 - 1/40 - 1/50 115 1550 3 6-4-3 OpenVent. DS SLV 67/8X1/2X67/8 3 G 54,147
D1050  PSC 18 230 1550 1 1.1 OpenVent. CW SLV 12X3 31/4 H 147,199
D347 PSC 1/8-1/10-1/15-1/20 115 1550 4 2.3-16-1.2-7 OpenVent. DS SLV  101/2X1/2X101/2 3 | 29
D247 PSC 16 -1/8 - 1112 230 1550 3 1-7-5 OpenVent. DS  SLV 8X12X8 378 A 29,147
D258 PSC 1/5-1/10 208-230 1550 2 2813 OpenVent. DS  SLV 8X12X8 338 F 54,147
D1025  PSC 13 208-230 1625 1 23 OpenVent. DS SLV TUBX12XT71/4 4118 A 54

NOTES: 29: 4M 370V capacitor included 53: 4M 370 capacitor included 54: 5M 370V capacitor included 128: Electrically Reversible
147: COMES WITH 2 1/2” O.D. RUBBER MOUNTING RINGS 199: Original motor is SP, D1050 is PSC to provide greater motor efficiency and permit
closing shaft end of motor to prevent moisture from entering motor

Products on page F-30 & 31 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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5-0 inch dia.

FIG.A D154, D1046, D178, D156, FIG.B D177 FIG.C D176 FIG.D D160, D656 FIG.E D314
D166, D164, D158, D658

FIG.F D180, D318, D262 FIG.G D316 FIG.H D356 FIG.1 D150, D151, D152 FIG.J D264

ENCLOSURE . BRNG. SHAFTDIM.  “A”DIM. FIG.

D154 SP 110 115 1050 1 5 Open Vent. CcwW SLV 318 X23/4 45/8 A 182
D177 SP 1/10-1/20 115 1050 2 39-1.7 OpenVent. ~ CCW SLV 3/8 X 35/8 25/8 B

D176 SP 1/10-1/20 115 1050 2 39-1.7 Open Vent. Ccw SLV 318X3 25/8 C

D160 SP 110-112-1/15 115 1050 3 34-28-2.4 Open Vent. Ccw SLV 318 X37/8 37/8 D

D656 SP 18 230 1050 1 2.1 Open Vent. Ccw SLV 12X37/8 37/8 D

D1046 SP 18 115 1070 1 5.1 Open Vent. Ccw SLV 12X21/4 3 A

D178 SP 1/8-1/1 115 1050 2 45-34 Open Vent. Ccw SLV 12X4 31/4 A 183
D314 SP 1/8-1/15 230 1050 2 2315 Open Vent. cw SLV 12X5 43/8 E 183,163
D180 SP 1/8-1/1 15 1050 2 45-34 Open Vent. cw SLV 12X4 31/4 F

D316 SP 1/8-1/10 230 1050 2 2.1-1.8 Open Vent. Ccw SLV 12X3112 37/8 G

D356 SP 1/8-1/10-1/12 15 1050 3 4.7-3.7-32 Open Vent. Ccw SLV 12X3112 31/8 H

D156 SP 1/6 115 1050 1 6.6 Open Vent. Ccw SLV 12X37/8 37/8 A

D166 SP 116 -1/9 115 1050 2 7.2-3.8 Open Vent. CwW SLV 12X3112 37/8 A

D164 SP 1/6-1/8-1/110-1/2 15 1050 4 6.5-4.8-4.3-3.7 Open Vent. Ccw SLV 12X4112 37/8 A

D318 SP 116 -1/8 230 1050 2 3.1-2.2 Open Vent. Ccw SLV 12X3112 4 F

D158 SP 15-1/6-1/7 15 1050 3 6.7-5.3-4.7 Open Vent. cw SLV 12X41/8 37/8 A

D658 SP 1/5-1/6-1/7-1/8 208-230 1050 4 4-34-3.1-2.4 Open Vent. cw SLV 12X51/4 3718 A

D150 PSC 1/4-1/5-1/6 15 1050 3 4.1-3.2-2.5 Open Vent. REV SLV 12X6 41/8 |

D151 PSC 1/4-1/5-1/6 230 1050 3 1.7-1.21 Open Vent. REV SLV 12X6 41/8 |

D152 PSC 1/4-1/5-1/6-1/8 217 1050 4 1.6-1.1-9-7 Open Vent. REV SLV 12X6 41/8 |

D264 PSC 18 230 1550 1 11 Open Vent. REV SLV 12X5 313 J 57
D262 PSC 15 230 925 1 23 Open Vent. REV SLV 12X4 37/8 F 57

NOTES: 57: Luxaire/Whisperaire 163: Internal cooling fan 182: Has internal fan & 3.5” BC mounting holes for GE 21/29 Frame replacement. 183: Drilled and tapped holes
in case for Coleman mounting

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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5- 0 inch dia.
FIG.A D340, D242 FIG.B D143 FIG.C D1038 FIG.D D1036, D342 FIG.E D140, D144
FIG.F D142 FIG.G D1054 FIG.H D148 FIG.1 D1066 FIG.J D1028
FIG. K D240 FIG.L $156 FIG.M D261, D260
AMPS ENCLOSURE . BRNG. SHAFTDIM.  “A”DIM.
D340 SP 1/40 115 1050 1 11 Totally Encl. CW SLv 3/8X25/8 25/8 A
D143 SP 1/30 - 1/40 115 1050 2 1.5-1 Open Vent. CcCcw SLv 1/2X15/8 21/4 B
D1038 SP 1125 115 1050 1 14 Open Vent. CcwW SLvV 12 X212 4 C 185
D1036 SP 1720 115 1045 1 1.95 Open Vent. CcwW SLvV 318X21/8 23/8 D
D342 SP 115 115 1050 1 2.3 Open Vent. CcwW SLvV 3/8X21/2 2 9116 D
D140 SP 115 115 1050 1 2.7 Open Vent. cw SLvV 318 X238 25/8 E
D142 SP 1115-1/25 115 1050 2 26-16 Open Vent. cw SLvV 318 X238 2114 F 185
D1054 SP 112-1/20 - 1/25 115 1050 3 3.1-2.1-15 Open Vent. cw SLvV 12X2112 25/8 G
D148 SP 1110 115 1050 1 36 Open Vent. cw SLV 318X 3112 25/8 H 185
D144 SP 110 115 1050 1 3.6 Open Vent. CW SLvV 12 X412 25/8 E 185
D1066 SP 1110 115 1050 1 3.6 Open Vent. CcwW BALL 112X 23/4 3718 | 185
D1028 SP 1/8 115 1050 1 33 Open Vent. Ccw BALL 12X2112 3112 J 185
D240 SP 1/6 115 1050 1 6.2 Open Vent. cw SLvV 12X312 4 K
$156 SP 16 115 1050 1 6.6 Open Vent. cw SLvV 112X37/8 3112 L
D242 SP 1720 115 1050 1 2 Totally Encl. cw SLvV 38X3 31/8 A 64, 186
D261 PSC 1/8 - 1115 115 1075 2 23141 Totally Encl. REV SLvV 12X3 35/8 M 29, 186
D260 PSC 16 115 1075 1 29 Totally Encl. cw SLvV 12X3 3718 M 29, 129, 186

NOTES: 29: 4M 370V capacitor included 64: Sterling Radiator Co. 129: Repl. For ITT REZNOR 185: Rooftop Ventilator 186: Unit Heater

Products on page F—-32 & 33 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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5-6 inch dia.
FIG.A S719, D743, D742 FIG.C D7749 FIG.D D929 FIG.G D748 FIG.H D7748
FIG.1 D7745

SPD. ENCLOSURE . BRNG.  SHAFTDIM. “A”DIM.  FIG.

SHAFT DOWN OR HORIZONTAL

§719  PSC 1/5-1/8 208-230 1075 2 13-8 Open Vent. REV SLv 12 X612 33/4 A 36, 128, 189, 97
D743  PSC 1/5 208-230 1075 1 12 Open Vent. REV SLv 112 X6 3112 A 36, 128, 189, 97
D742  PSC 1/4 208-230 1075 1 2.1 Open Vent. REV SLv 112 X6 4 A 36, 128, 189, 97
SHAFT UP OR HORIZONTAL
D7749  PSC 1/4 208-230 1075 1 1.7 Open Vent. REV  BALL 12X6112 33/4 C 128, 187, 188, 189, 97
D7748 PSC 13 208-230 1075 1 29 Open Vent. REV  BALL 12X6112 41/4 H 128, 187, 188, 189, 97
D748  PSC 13 208-230 1075 1 29 Open Vent. REV SLV 12X6112 41/4 G 128, 187, 188, 189, 97
D7745 PSC 12 208-230 1075 1 3.7 Open Vent. REV  BALL 12X6112 43/4 | 12,128, 187, 188, 189
D929 PSC 3/4 208-230 1075 1 5 Open Vent. REV SLV 12X61/4 51/4 D 12,128, 187, 188, 189

NOTES: 12: 10M 370V Capacitor 36: Has 4 drilled and tapped holes in shell 97: All angle mount bearings 128: Electrically Reversible  187: Includes shaft water slinger
188: 60° ambient temperature rating 189: Closed end shield shaft end

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Condenser Fan Motors

5-6inch dia.
FIG.A D799, D798, D794 FIG.B D793 FIG.C D5488, D934, D792, D5489, D791, FIG.D D797, D796 FIG.E D938
D795, D790
FIG.F D713 FIG.H D919, D917, D906, D09, D908 FIG.J D7909, D7908 FIG.K D7907

SPD. AMPS  ENCLOSURE . BRNG. SHAFTDIM. “A”DIM. FIG.

825 RPM MOTORS

D799 PSC 18 208-230 825 1 0.9 Totally Encl. ~ REV ~ SLV 12X6 4 A 36, 128, 188, 190
D793 PSC 1/6 208-230 825 1 1 Totally Encl. ~ REV ~ BALL 12X6 4 B 190, 128, 188
D5488  PSC 1/6-1/8 208-230 825 1 1 Totally Encl. ~ REV ~ BALL 1/2 X6 5/8 4 C 36, 128, 188, 190
D798 PSC 1/6 208-230 825 1 13 Totally Encl. ~ REV ~ SLV 12X6 413 A 36, 128, 188, 190
D794 PSC 1/5 208-230 825 1 13 Totally Encl. ~ REV ~ SLV 12X6 4113 A 36, 128, 188, 190
D934 PSC 1/4 208-230 825 1 1.9 Totally Encl. ~ REV ~ SLV 12X6 4113 C 36, 128, 188, 190
D792 PSC 1/4 208-230 825 1 1.8 OpenVent.  REV ~ BALL 12X6 41/4 C 36, 92, 128, 188, 190
D797 PSC 1/4 208-230 825 1 1.8 OpenVent. ~ REV ~ SLV 12X6 41/4 D 36, 133, 128, 188, 190
D796 PSC 13 208-230 825 1 26 OpenVent. ~ REV ~ SLV 12X6 5 D 36, 133, 128, 188, 190
D5489  PSC 113-1/4 208-230 825 1 18 Totally Encl. ~ REV ~ BALL 1/2 X6 5/8 4.3/4 C 36, 139, 128, 188
D791 PSC 13 208-230 825 1 26 OpenVent. ~ REV ~ BALL 12X6 5 C 36, 92, 128, 188, 190
D795 PSC 13 115 825 1 6.1 OpenVent. ~ REV ~ BALL 12X6 53/4 C 92,139, 128, 188
D938 PSC 12 208-230 825 1 34 OpenVent. ~ REV ~ SLV 12X6 5112 E 128, 188, 98
D790 PSC 112 208-230 825 1 35 OpenVent. ~ REV ~ BALL 12X6 5 C 128,188, 98
D713 PSC 112 208-230 825 1 3.0 Totally Encl. ~ REV ~ SLV 12X6 513 F 128,190
TOTALLY ENCLOSED MOTORS
D919 PSC 18 208-230 1075 1 0.9 Totally Encl. ~ REV ~ SLV 12X6112 33/4 H 36, 97, 128, 188
D917 PSC 1/6 208-230 1075 1 1 Totally Encl. ~ REV ~ SLV 12X6112 33/4 H 36,97, 128, 188
D906 PSC 1/5 208-230 1075 1 12 Totally Encl. ~ REV ~ SLV 12X6112 4 H 36,97, 128, 188
D7909  PSC 1/4 208-230 1075 1 18 Totally Encl. ~ REV ~ BALL 12X6112 4 J 36,97, 128, 188
D909 PSC 1/4 208-230 1075 1 18 Totally Encl. ~ REV ~ SLV 12X6112 4 H 36,97, 128, 188
D7908  PSC 113 208-230 1075 1 26 Totally Encl. ~ REV ~ BALL 12X6112 4112 J 13, 36, 128, 190, 188
D908 PSC 13 208-230 1075 1 24 Totally Encl. ~ REV ~ SLV 12X6112 4112 H 13, 36, 128, 190, 188
D7907 PSC 112 208-230 1075 1 3.7 Totally Encl. ~ REV ~ BALL 12X6112 5 K 12,128, 188, 97

NOTES: 12: 10M 370V Capacitor 13: 7.5M 370V Capacitor 36: Has 4 drilled and tapped holes in shell 91: 7.5MFD 370VAC capacitor 92: Shaft up or horizontal applica-
tions 93: Motor has increased stack for higher ambient temperatures 97: All angle mount bearings 128: Electrically Reversible 133: Shaft down or horizontal applications
188: 60° ambient temperature rating 190: All angle mount bearings. Use rain shield when necessary.

Products on page F-34 & 35 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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Multi-Purpose Motors

5-6 inch dia.
FIG.C D2826

FASCO SPEED

MODEL TYPE HP VOLTS COOLING HEATING CONN. CAP RPM AMPS ENCLOSURE . BRNG. SHAFT DIM.

CONDENSED FAN MOTORS
PSC 113 HIGH 75MFD 825 19 TotallyEncl. REV ~ BALL 12X5 51/4 C 36
PSC 1/4 HIGH 75MFD 825 15 Totally Encl. REV ~ BALL 12X5 51/4 ¢ 36

D2826 ——— 1 208-230
PSC 155 Low 10 MFD 825 12 TotallyEncl. REV  BALL 12X5 51/4 C 36
PSC 1/6 Low 10 MFD 825 1.0 Totally Encl. REV ~ BALL 12X5 51/4 C 36

NOTES: 36: Has 4 drilled and tapped holes in shell

5-6 inch dia.

FIG.A D5458, D5459 FIG.B S2846 FIG.C S2848

RPM ENCLOSURE . BRING. SHAFT DIM.

208/230 VAC MOTORS

D5458 PSC  1/5,1/4,1/3 208-230 1075 20 Totally Encl. ~ REV SLv 12 X 63/4 414 A 13, 128, 36

D5459  PSC 1/8,1/6 208-230 1075 1.0 Totally Encl. ~ REV SLv 12 X 63/4 334 A 128, 36
230/460 VAC MOTORS WITH INTERNAL COOLING FAN

$2846  PSC 12 230/460 1075 3.9/2 Open Vent. REV  BALL 112 X53/8 612 B 14,188, 97, 95, 128

$2848  PSC 3/4 230/460 1075 47124 Open Vent. REV  BALL 12X6 734 C 15, 128, 188, 97, 95

NOTES: 13: 7.5M 370V Capacitor 14: 7.5M 440V Capacitor 15: 20M 370V Capacitor 36: Has 4 drilled and tapped holes in shell 95: Comes with unmounted conduit box.
97: All angle mount bearings 128: Electrically Reversible 188: 60° ambient temperature rating

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Condenser Fan Motors

5-6inch dia.
FIG.A D2710, D2713, D2714 FIG.B D2711 FIG.C D2712, D2715, D2720 FIG.D D2729 FIG.G D960, D961
FIG.H D921 FIG.1 D920

’:‘(\)SDCE?_ TYPE HP RPM b ENCLOSURE a b SHAFT DIM. “A” DIM. FIG.
200-575 VAC FAN SHELTERED MOTORS
D2710  PSC 4 200-230/460 1075 1 32116 Open Vent. REV ~ BALL 12X5112 51/4 A 128, 188, 11
D2711  PSC 6 200-230/460 1075 1 4/2 Open Vent. REV ~ BALL 12X5112 6 3/4 B 128,188, 13
D2712  PSC 6 200-230/460 1075 1 4/2 Open Vent. REV ~ BALL 5/8 X 5 1/2 Keyed 6 3/4 c 128, 188, 13
D2713  PSC 6 575 1075 1 15 Open Vent. REV  BALL 12X5112 7 A 128, 188, 14
D2714 PSC 8 200-230/460 1075 1 46/2.3 Open Vent. REV ~ BALL 12X5112 8 A 128, 188, 95
D2715 PSC 8 200-230/460 1075 1 46/2.3 Open Vent. REV  BALL 5/8 X5 1/2 Keyed 8 C 128, 188, 95
D2729 PSC 12 200-230/460 1075 1 46/2.3 Open Vent. REV ~ BALL 12 X312 61/4 D 128, 188, 13
3 PHASE MOTORS
D2720 3PH 3/4 200-230 1140 1 3 Open Vent. REV  BALL 5/8 X 57/8 Keyed 8 C
460 VAC MOTORS
D960  PSC 13 460 825 1 1.3 Open Vent. REV ~ BALL 12X6 5 G
D921 PSC 13 230/460 825 1 2714 Open Vent. REV  BALL 12X 63/8 51/4 H 95
D961 PSC 12 460 825 1 1.9 Open Vent. REV ~ BALL 12X6 53/4 G 13
D920  PSC 12 460 825 1 2.1 Open Vent. REV SLV 12X4112 5112 | 24,136

NOTES: 11: 5M 440V Capacitor 13: 7.5M 370V Capacitor 14: 7.5M 440V Capacitor 24: 15M 370V Capacitor 95: Comes with unmounted conduit box.
128: Electrically Reversible 136: Does not come with conduit box. 188: 60° ambient temperature rating

Products on page F-36 & 37 are NOT SUITABLE for

unattended equipment unless indicated by ». FMO

See inside back cover for additional information.
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5-6 inch dia.
FIG. A D721, D727, D701, D728, FIG.C D724 FIG.D D1731 FIG.E D2701, D2703, D725, FIG.F D2704
D2700, D2702, D2705 D923, D703, D729

BRNG. SHAFTDIM. “A”DIM. FIG.

OPEN VENTILATION
D928 PSC 1/6-1/8 - 1/10 115 1075 3 2.7-21-1.7 OpenVent. REV ~ SLV 12 X5 1/4 33/4 A 99, 137,128
D721  PSC 1/4-1/5-1/6 115 1075 3 4.8-3.3-26 OpenVent. REV ~ SLV 12X6 4 A 99, 137,128
D727 PSC 113-1/4-1/5 115 1075 3 5.9-4.6-3.8 OpenVent. REV ~ SLV 12X6 41/4 A 99, 137,128
D701 PSC 112-1/3-1/4-1/5 115 1075 4 7.7-5.5-42-3.3 OpenVent. REV ~ SLV 12X5112 51/4 A 99, 137,12, 128
D724 PSC 3/4-1/2-1/3-1/4 115 1075 4 9.5-7.2-5.6-3.5 OpenVent. REV ~ SLV 12X6 53/4 C 99, 137, 24,155, 128
D1731 PSC 113-1/4-1/5 115 1075 3 5.9-46-3.8 OpenVent. REV ~ SLV 12X6 41/4 D
D2700 PSC 112-1/3-1/4 115 1075 3 7.7/5.5/4.2 OpenVent. REV ~ BALL  12X51/2 513 A 100
D2701 PSC 112-1/3-1/4 208/230 1075 3 4.0/2.712.0 OpenVent. REV ~ BALL  112X61/4 51/8 E 101
D2702 PSC 3/4-1/2-113 115 1075 3 10.5/5.6/4.8 OpenVent. REV ~ BALL  12X61/4 5112 A 100
D2703 PSC 3/4-1/2-113 208/230 1075 3 5.4/3.8/2.9 OpenVent. REV ~ BALL  112X61/4 5112 E 100
D2704 PSC 1-12-13 208/230 1075 3 5.3/2.8/1.8 OpenVent. REV ~ BALL  112X61/4 5112 F 102
D2705 PSC 1-12-13 115 1075 3 11.6/6.3/3.9 OpenVent. REV ~ BALL  112X61/4 6 A 102, 138
D725 PSC 1/4-1/6-1/8 208-230 1075 3 2.2-1.5-11 OpenVent. REV ~ SLV 12X6 4 E 98, 128
D923 PSC 113-1/4-1/5 208-230 1075 3 2.9-2.2-1.7 OpenVent. REV ~ SLV 12X6 41/4 E 98, 128
D703 PSC 12-1/3-1/4 208-230 1075 3 4-2.7-2 OpenVent. REV ~ SLV 12X6 5 E 98,13, 128
D729 PSC 3/4-1/2-1/3 208-230 1075 3 54-3.8-2.9 OpenVent. REV ~ SLV 12X6 5112 E 98,12, 128

NOTES: 12: 10M 370V Capacitor 13: 7.5M 370V Capacitor 24: 15M 370V Capacitor 98: All angle mount bearings. Use rainshield when necessary. 99: All angle mount
bearings. 100: 10 MFD 370V 101: 7.5 MFD 370V 102: 20 MFD 370V 128: Electrically Reversible 137: Ideal for blowers and fans used in furnaces and air-conditioners.
138: Not CSA certified 155: Includes 8 drilled and tapped holes in shell.

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Direct Drive Blower & Unit Heater Motors

5-6 inch dia.

FIG.A D970 FIG.C D974 FIG.D D1703,D1704, D1705, D1706,
D1707, D1708

SPD. AMPS ENCLOSURE . g SHAFT DIM. “A”DIM. FIG.
D974 PSC 112-113-1/4 217 825 3 2.3-16-13 Open Vent. REV SLv 12X5 513 C 103, 24,97
D970 PSC 3/4-1/2-1/3 217 1075 3 3.9-2.2-16 Open Vent. REV SLv 12X5112 51/4 A 103, 15, 97
D1703  PSC 1/4-1/6-1/8 115 1075 3 41-3-23 Totally Encl. DS SLv 8X112X8 41/4 D
D1704  PSC 113-1/4-1/6 115 1075 3 4.9-31-22 Totally Encl. DS SLv 8X112X8 43/4 D
D1705  PSC 112-1/3-1/4 115 1075 3 8.7-6.2-4.9 Totally Encl. DS SLv 8X112X8 53/4 D
D1706  PSC 1/4-1/6-1/8 208-230 1075 3 1.7-1.3-1 Totally Encl. DS SLv 8X112X8 41/4 D
D1707  PSC 1/3-1/4-1/6 230 1075 3 2.3-1.5-1.1 Totally Encl. DS SLv 8X1/2X8 43/4 D
D1708  PSC 112-113-1/4 230 1075 3 41-3-23 Totally Encl. DS SLV 8X1/2X8 53/4 D

NOTES: 15: 20M 370V Capacitor 24: 15M 370V Capacitor 97: All angle mount bearings 103: Ideal for blowers and fans used in furnaces and air-conditioners
104: The capacitor and base are included

Window A/C, Condenser Fan & Direct Drive Blower Motors

5- 6 inch dia.
FIG.B D783,D787,D781, D788, D784 FIG.C D786 FIG.D D770
AMPS ENCLOSURE 2 b SHAFT DIM. “A” DIM.

D783 PSC 1/4 208-230 1625 1 1.5 Open Vent. REV SLv 12X6 4 B 191
D787 PSC 13 208-230 1625 1 23 Open Vent. REV SLv 12X7 4174 B 191
D781 PSC 113-1/4-1/6 208-230 1625 3 2-1.6-1.2 Open Vent. REV SLv 12X74 412 B 191
D788 PSC 12 208-230 1625 1 39 Open Vent. REV SLv 12X6 5 B 191
D784 PSC 112-113-1/4 208-230 1625 3 3.8-2.8-2.1 Open Vent. REV SLv 12X6 5 B 191
D786 PSC 3/4-1/12-1/3 230 1625 3 5.3-3.8-2.9 Open Vent. REV SLv 12X6 51/4 C 13,191
D770 PSC 113 -1/4-1/6 115 1625 3 5.9-44-35 Open Vent. DS SLv 83/4X112X83/4 412 D 192,162

NOTES: 13: 7.5M 370V Capacitor 162: Ideal for lug mounting using lug Kit 55L or 55S 191: Should not be used for replacements where original motor
is rated below 1500 RPM 192: Ideal versatility using Kit 200 “X” brackets to accommodate various cradle base lengths

Products on page F—-38 & 39 are NOT SUITABLE for

unattended equipment unless indicated by »-. FMO

See inside back cover for additional information.
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5-6 inch dia.

FIG.A D3775, D3774, D3752, D3755 FIG.B D3771, D3772, D3758, D3760

ENCLOSURE  ROT. BRNG. SHAFT DIM. “A” DIM.
D3775 PSC 1/6-1/8- 1110 230 1350 3 8-6-5 Totally Encl. DS SLv 7T3/4X112X73/4 3.5/89 A 139
D3774 PSC 1/4-1/5-1/6 230 1350 3 15-1.1-8 Totally Encl. DS SLV T12X112X7112 4.0/102 A 106, 139
D3771 PSC 1/3-1/4-1/5 230 1350 3 21-1.5-11 Open Vent. DS SLv T14X12X71/4 4.5/114 B 139
D3772 PSC 12 -1/3-1/4 230 1350 3 3-1.9-1.3 Open Vent. DS SLv TXAR2XT 4.8/122 B 12,139
D3752 PSC 1/6 -1/8 - 1110 230 900 3 1.2-8-6 Totally Encl. DS SLv T12X112X7112 4.0102 A 139
D3755 PSC 1/4-1/5-1/6 230 900 3 2-1.441 Totally Encl. DS SLv T1AX12XT71/4 4.5/114 A 106, 139
D3758 PSC 113-1/4-115 230 900 3 26-1.7-13 Open Vent. DS SLv 7X1/2X63/4 5.3/135 B 139
D3760 PSC 12-1/3-1/4 230 900 3 42-22-15 Open Vent. DS SLv TX12X7 5.5/140 B 12,139

NOTES: 12: 10M 370V Capacitor 106: Includes dust seal 139: All angle mount bearings. Use rainshield when necessary

5-6 inch dia.

FIG.C D998

VOLTS RPM SPD.  AMPS ENCLOSURE  ROT. BRNG. SHAFTDIM.  “A” DIM. FIG.

D998 PSC 112 115230 825 1 6-3 Totally Encl. cw BALL 5/8 X25/8 7112 C 109, 141,153,193

NOTES: 109: No pedestal yoke mount 141: Keyed shaft 153: Agricultural applications 193: Poultry and Hog House fan motor

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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NEMA 48 and 56 Frame Motors

FIG.A D6002, D6004, D6006 FIG.B D6082, D6084, D6066, D6086 FIG. C D6068, D608, D6070, D600, FIG.D D6622, D6624, D6626 FIG.E D6628, D6630, D6631, D6633
D6073, D093

FIG.F D6608, D6610

SPD. ENCLOSURE . BRING. SHAFTDIM. RINGTORING FIG.

FRAME MOTORS

D6002 SPLIT PHASE 1/4 115/230 1725 1 OPENDRIPPROOF  REV BALL 12 X1-112 7435 A 46,125, 144
D6004 SPLIT PHASE 13 115/230 1725 1 OPENDRIPPROOF ~ REV BALL 12 X1-112 7.935 A 46,125, 144
D6006 SPLIT PHASE 12 115/230 1725 1 OPENDRIPPROOF ~ REV BALL 12 X1-112 8.435 A 46,125, 144
D6082  CAPACITOR START 13 115/208-230 1725 1 OPENDRIPPROOF ~ REV BALL 518 X2 7.945 B 144,125
NEMA 56 FRAME CAPACITOR START MOTORS
D6084  CAPACITOR START 12 115/208-230 1725 1 OPEN DRIPPROOF ~ REV BALL 5/8 X2 8.445 B 144,125
D6066  CAPACITOR START  3/4 115/208-230 3450 1 OPEN DRIPPROOF ~ REV BALL 5/8 X2 9.445 B 144,125
D6086  CAPACITOR START  3/4 115/208-230 1725 1 OPEN DRIPPROOF ~ REV BALL 518 X2 9.445 B 144,125
D6068  CAPACITOR START 1 115/208-230 3450 1 OPEN DRIPPROOF ~ REV BALL 518 X2 9.445 [ 144,125
D6088  CAPACITOR START 1 115/208-230 1725 1 OPEN DRIPPROOF  REV BALL 518 X2 9.445 [ 144,125
D6070  CAPACITOR START 15 115/208-230 3450 1 OPEN DRIPPROOF  REV BALL 5/8 X2 9.445 C 144,125
D6090  CAPACITOR START 15 115/208-230 1725 1 OPEN DRIPPROOF ~ REV BALL 5/8 X2 10.445 C 47,125, 144
D6073  CAPACITOR START 2 115/208-230 3450 1 OPEN DRIPPROOF ~ REV BALL 518 X2 10.445 C 144,125
D6093  CAPACITOR START 2 115/208-230 1725 1 OPEN DRIPPROOF  REV BALL 5/8 X2 10.945 C 47,125, 144
NEMA 56 FRAME DRIP PROOF
D6622 3 PHASE 13 208-230/460 1725 1 OPENDRIPPROOF ~ REV BALL 518 X2 8.445 D 144,125
D6624 3 PHASE 12 208-230/460 1725 1 OPENDRIPPROOF ~ REV BALL 518 X2 8.945 D 144,125
D6626 3 PHASE 3/4 208-230/460 1725 1 OPENDRIPPROOF  REV BALL 518 X2 9.945 D 144,125
D6628 3 PHASE 1 208-230/460 1725 1 OPENDRIPPROOF ~ REV BALL 518 X2 9.445 E 144,125
D6630 3 PHASE 15 208-230/460 1725 1 OPENDRIP PROOF  REV BALL 518 X2 9.945 E 144,125
D6631 3 PHASE 2 208-230/460 1725 1 OPENDRIPPROOF  REV BALL 518 X2 9.945 E 47,125, 144
D6633 3 PHASE 3 208-230/460 1725 1 OPENDRIPPROOF  REV BALL 7/8 X 2-3/8 11.445 E 48,125, 144
NEMA 56Y FRAME CONDENSER FAN MOTORS
D6608 3 PHASE 1 208-230/460 1140 1 OPEN VENTILATED REV BALL 5/8 X 3-3/4 F 194
D6610 3 PHASE 1.5 208-230/460 1140 1 OPEN VENTILATED REV BALL 5/8 X 3-3/4 F 194

Products on page F—40 & 41 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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FIG.A A087 FIG.B A120 FIG.C A129 FIG.D A158 FIG.E A160
FIG.F A085 FIG.G A155 FIG.H A161 FIG.| A088 FIG.J A128
FIG.K A156 FIG.L A100 FIG.M A159 FIG.N B23617 FIG.O B23618
FIG.P A110 FIG.Q A1
:IIAOSI;:E(:. TYPE VOLTS SPD. AMPS CROSS REF. FIG. NOTES
A087 PSC 115/230 1 2811 Air Plus 7062-4687, Scherba Industries 7062-3496 A
A120 SP 120 2 11 Aladdin Steel 7002-2983 B
A129 SP 115 1 1.95 Amana 7021-9064, 7021-9259 C
A158 PSC 115 1 0.7 Amana 7062-3151 D
A160 SP 115 1 1.6 Amana 7002-2407 E
A085 SP 230 1 0.7 AO Smith 464, Johnson Furnace F
A155 SP 115 1 14 Armstrong 7021-10046 G
A161 SP 230 1 0.6 Brinkley/ Fedders 8353920103 H
A088 SP 115 1 13 Coleman 7021-6759, Dornback 7021-5478, York 7021-8629, 7021-7105 |
A128 SP 120 1 0.9 Consolidated Ind. 7021-6376, 7021-9404 J
A156 SP 115 1 11 Evcon 7021-8935 K
A100 SP 115 1 121 Excel Comfort 7058-0280 L
A159 SP 230 1 05 Fedders 11-7096, AK4K84BX M
B23617 SP 115/230 1 9.4 Franklin 80270 N
B23618 SP 115/208-230 1 .95/.49 Franklin 80270 o]
A110 SP 115 1 0.76 Frymaster 7002-3512 P
A1 SP 208-240 1 0.8 Frymaster 7021-11714 Q

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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FIG.A A065 FIG.B A140,A285 FIG.C A157 FIG.D A162 FIG.E A180
FIG.F A181,A289 FIG.G A182 FIG.H A184 FIG.| A185, A286, A287, A288 FIG.J A187
FIG.K A188 FIG.L A189, A280, A283 FIG.M A281,A284 FIG.N A282 FIG.0 A290
;ﬁ)sgg_ TYPE VOLTS SPD. AMPS CROSS REF. FIG. NOTES
A065 SP 115 1 122 Goodman 0131M00002P, 110276-00 A
A140 SP 115 1 14 Goodman 7021-9087, 7021-9000 B
A157 SP 115 1 13 Goodman 7002-2307 C
A162 SP 208-230 1 05 Goodman 7021-8656 D
A180 SP 115 1 1.8 Goodman 7021-9625, 20190601 E
A181 SP 115 1 15 Goodman 7058-0136, 20044403 F
A182 SP 115 1 12 Goodman 7002-3036, B4059000 G
A184 SP 115 1 1.55 Goodman 7058-0229, B40590-01 H
A185 SP 115 1 1.15 Goodman 7021-9316, 105854-04 |
A187 SP 208-230 1 08 Goodman 7021-10006, 20028901 J
A188 SP 15 1 1.6 Goodman 7021-10958, B4833000 K
A189 SP 15 1 15 Goodman 7021-7302, D9868620 L
A280 SP 115 1 15 Goodman 7021-7794, D986868 L
A281 SP 15 1 0.9 Goodman 7021-8252, D6996405 M
A282 SP 220 1 0.45 Goodman 7021-8448, B1859050S N
A283 SP 15 1 15 Goodman 7021-8730, D9868617 L
A284 SP 208/240 1 .59/.5 Goodman 7021-9227, D9886202 M
A285 SP 115 2 14 Goodman 7021-9236, B2833002 B
A286 SP 208/230 1 0.6 Goodman 7021-9398, 11096904 |
A287 SP 115 1 1.15 Goodman 7021-9655, 10585405 |
A288 SP 115 2 1.4/.65 Goodman 7021-9727, 11177202 |
A289 SP 208/230 1 0.75 Goodman 7058-0081, 20351402 F
A290 PSC 115 2 0.7 Goodman 7062-5015, 20245903 0

Products on page F—42 & 43 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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FIG.A A133 FIG.B A064 FIG.C A051 FIG.D A067 FIG.E A134, A177, A302, A304
FIG.F A145 FIG.G A141,A174,A301 FIG.H A148 FIG.1 A151 FIG.J A169
FIG.K A170 FIG.L A171 FIG.M A172 FIG.N A173 FIG.O A175
FIG.P A176 FIG.Q A178 FIG.R A179 FIG.S A306 FIG.T A307
Vo0 TYPE  VOLTS  SPD. AWPS RO CROSS REF. FIG. NOTES
A133 SP 115 1 1.2 Heat n’ Glow 7002-1241 A
A064 SP 115 1 0.7 Heil Quaker 610172, 7021-5043, 7021-7102 B
A051 SP 115 1 1.6 ICP 1013833, J238-1393 C
A067 SP 115 1 26 ICP 1014338, 119225-00 D
A134 SP 115 1 15 CW ICP 7021-9335, 7021-8735, 7021-9499, 7021-8736, 7021-7700 E
A145 PSC 115 1 0.7 CCcw ICP 7062-4061 F
A141 SP 115 1 1 CW ICP 7021-8741, 7021-8742 G
A148 SP 208-230 1 0.5 CCw ICP 7021-7617, 7021-9237 H
A151 SP 230 1 0.3 CW ICP HQ1050144 |
A169 SP 230 1 0.75 CW ICP 7021-10048, 7021-10580 J
A170 SP 115 1 23 ICP 7021-10299, 7021-10702 K
A171 PSC 115 1 0.7 ICP 7062-4783, 1011412, 7062-4705, 7062-4274, 7062-4201, 7062-4549 L
A172 SP 115 1 1.6 ICP 7002-2792, 1010975P, 7002-2633 M
A173 PSC 115 1 0.8 ICP 1011350, Alltemp (Rotom)7062-4578, 7062-4832 N
A174 SP 115 1 0.8 ICP 7021-9188, 1010239 G
A175 SP 115 1 1 ICP 7002-1891, 1708-600P 0
A176 SP 115 1 22 ICP 7002-2946, 1011899, 7002-3071, 1011899P P
A177 SP 115 2 1.4 ICP 7021-10363, 1011632, 7021-10597, 1011632P E
A178 SP 115 1 1.8 ICP 7021-10928, 10113388FA Q
A179 SP 115 1 0.9 ICP 7021-8693, 1006168P R
A301 SP 115 1 0.8 ICP 7021-9498, 1010239P G
A302 SP 115 1 1.5 ICP 7021-9499, 1010324P, 7021-7700, 1708-607 E
A304 SP 115 1 1.5 ICP 7021-9701, 1011021 E
A306 PSC 208-230 2 0.3 ICP 7062-4532, 1097245 S
A307 PSC 115 1 0.7 ICP 7062-5165 T
Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
C’l ._‘7 Toll Free (800) 445-4155 « Fax (631) 348-7160 + www.marsdelivers.com m
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FIG.A A068 FIG.B A135,A205 FIG.C A138 FIG.D A163,A213,A216 FIG.E A164
FIG.F A200 FIG.G A201 FIG.H A202 FIG.1 A203 FIG.J A204
FIG. K A206 FIG.L A207 FIG. M A208 FIG.N A209 FIG.O A210
FIG.P A211 FIG.Q A217
;’;SDCE?_ TYPE VOLTS SPD. AMPS CROSS REF. FIG. NOTES

A068 SP 120 1 1.15 Lennox 88K8401, J238-8171 A

A135 SP 120 1 0.7 Lennox 7021-8812, 7021-8819 B

A138 SP 120 1 0.7 Lennox 7021-8657, 7021-8825 C

A163 SP 115 1 1.8 Lennox 7021-9450 D

A164 SP 120 1 0.8 Lennox 7021-9593 E

A200 SP 115 1 1.95 Lennox 7002-2975 F

A201 SP 208-230 1 0.65 Lennox 7021-10055, 7021-10743 G

A202 SP 115 1 18 Lennox 7021-10602, 7021-11106, 7021-11174 H

A203 SP 115 1 1.8 Lennox 7021-10841 |

A204 SP 115 1 1.8 Lennox 7021-11406 J

A205 SP 120 1 0.7 Lennox 7021-8372, 7021-9001 B

A206 SP 115 1 15 Lennox 7021-8473, 7021-8983 K

A207 SP 115 1 1.75 Lennox 7058-0217 L

A208 SP 115 1 1.75 Lennox 7058-0322 M

A209 PSC 115 2 0.8 Lennox 7062-5441 N

A210 SP 115 2 1.7 Lennox 7021-11063 0

A211 SP 115 1 2.35 Lennox 7021-11634 P

A213 SP 15 2 21 Lennox 7021-10376, 18L0401 D

A216 SP 115 2 21 Lennox 7021-10915,60L1401 D

A217 SP 230 1 0.83 Lennox 7021-11231, 25M5501 Q

Products on page F—44 & 45 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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FIG.A A218 FIG.B A219,A320 FIG.C A322 FIG.D A324 FIG.E A325
FIG.F A329 FIG.G A330,A331 FIG.H A081 FIG.1 A131 FIG.J A132
FIG.K A121 FIG.L A122 FIG.M A123 FIG.N A124 FIG.0 A126
FIG.P A079 FIG.Q A090
FASCO
MODEL TYPE VOLTS SPD. AMPS CROSS REF. FIG. NOTES
A218 SP 220-240 1 .60/.52 Lennox 7021-10676, 39L4201, 7021-8959, 60J4201 A
A219 SP 120 1 0.7 Lennox 7021-9262, 88J3901 B
Lennox 7021-9646, 101154-01
A320 SP 115 1 8 7021-9466 B
A322 SP 120 2 11 Lennox 7021-9884, 8318201 C
A324 PSC 230 1 44 Lennox 7062-1909, 28G6601, 7062-1794 D
A325 PSC 208-230 1 0.6 Lennox 7062-2845, 7062-4751, 98G8701 E
A329 PSC 208-230 1 0.5 Lennox 7062-4819, 19L1501 F
A330 PSC 208-230 1 0.55 Lennox 7062-5546, 7062-4517, 7062-4608, 7062-4083, 69M3301 G
A331 PSC 460 1 .38/.33 Lennox 7062-5554, 69M3201, 7062-4051, 7062-4518, 97J8101 G
Magic Chef[HWC Series 48HWC24A, 48HWC181, 35HWC181, 60HW, 60HWCC24A, 60HWC181, 48HW,
A081 SP 230 1 0.5 60HWC30A, 66HWC18A, 36HWC241, 66HW, 60HWC241, 66HWC181, 66HWC241, 60HWC301, 48HWC241, H
66HWC301, 48HWC18A, 60HWC18A, 36HWC18A, 66HWC24A, 36HW, 36HWC24A
A131 SP 115 1 11 Nordyne 7021-9132, 7021-10171, 7021-10159, 7021-9661 |
A132 SP 115 1 11 Nordyne 7021-7975, 6212850 J
A121 SP 240 1 0.51 Nordyne 7021-10381, 6217930 K
A122 SP 115 1 1.75 Nordyne 7021-11227, 6219490 L
A123 SP 115 1 1.95 Nordyne 7021-11385, 622064 M
A124 SP 115 1 1.75 Nordyne 7021-11379, 6219290 N
A126 SP 115 1 18 Nordyne 7002-3158, 6219500 0
Rheem Ruud 74-70-21496-03-01, 74-70-21504-03-04, Goodman B1859000, 7021-6804, JATM106, JAIM137,
I o I Trane B1W24, WG94X167 P
A090 SP 115 1 11 70-21496-01, 7021-5239, JAIM102, 7021-5715 Q
Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
C' Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com m
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FIG.A A136 FIG.B A139 FIG.C AG86 FIG.D At42 FIG.E A0G6
FIG.F A240 FIG.G A241 FIG.H A242 FIG.1 A3 FIG.J A244
FIG.K A5 FIG. L A246 FIG.M A7 FIG.N A251 FIG.O AOT3
FIG.P A143 FIG.Q Atd5 FIG.R A0GY FIG.S AOTS
PASCO TYPE VOLTS  SPD. AWPS CROSS REF. FIG. NOTES
A136  PSC 115 10 Rheem 7062-3861 A
A9 P 115 1 0% Rheem 7021-7577 B
AOBE P 115 1 13 Rheem JAINOBS, 7021-5239, JAINOG2, Universal JATNOG, 20th Century 7021-5853, 7021-7104 c
A42  PSC 115 Y Rheem 7062-1881, 7062-2615, PMIVulcan Hart 7062-2513, 416673-00003 D
AGGE  SP 120 1 1z Rheem 70-24157-03, 117847-00 E
A0 SP 115 11 Rheem 7021-8183 F
A1 SP 208230 1 062 Rheem 7021-9567 G
A2 P 15 1 13 Rheem 7021-7150 H
AM3 P 115 1 13 Rheem 70217790 |
A4 SP 208230 1 085 Rheem 7021-6967 J
A5 SP 208230 1 .95/85 Rheem 70217490 K
A6 PSC 115 2 085 Rheem 7062-39258, 7062-5272 L
A47  PSC 115 2 09 Rheem 7062-5519S M
A1 SP 208230 1 14 Skymark 70219136 N
A3 SP 115230 1 735 Tappan, Janitrol, SIC, Arkla, Franklin 8251560133, 820932, 8351520243 0
A43 P 115 1 0% Trane 7021-8428, 7021-8013, 7021-8924, 7021-9639, 7021-0055 P
Al46 P 115 2 1-35 Trane 7021-7986, 70022531, 7021-8925 Q
AOGS  SP 208240 1 05 Trane 38040252, 82252, 7021-6682 R
A5 SP 230 1 04 Trane 38050005, 7021-6681 Frankin 82005 s

Products on page F—46 & 47 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
1

NN marsdelivers.com



FIG.A A130 FIG.B A150 FIG.C A191 FIG.D A192 FIG.E A193

FIG.F A194 FIG.G A195 FIG.H A196 FIG.1 A197 FIG.J A198,A199, A260, A261, A262,
A263, A264, A265, A266, A267, A268

FIG.K A269 FIG.L A270 FIG.M A271
ODEL TYPE  VOLTS SPD.  AMPS CROSS REF. FIG. NOTES

Mw P s 17 o i2094P04 Noryno oG 150, T0GRAG A
A150 SP 208-230 1 05 Trane 7021-7833, 7021-8928 B
A191 SP 208-230 1 0.8 Trane 7021-6683 C
A192 SP 115 1 1 Trane 7021-8569 D
A193 SP 208-240 1 59/.5 Trane 7021-8591 E
A194 SP 115 2 1.5 Trane 7021-9561 F
A195 SP 115 1 1.75 Trane 7021-11543S, 7021-11543 G
A196 SP 115 1 1.35 Trane 7021-115448, 7021-11544, 7021-9065 H
A197 3 PHASE 33110 VAR 1 Trane 7092-02388, 7092-0238 |
A198 SP 115 1 1.75 Trane 7058-0259 J
A199 SP 115 1 1.75 Trane 7058-0260 J
A260 SP 115 1 1 Trane 7058-0261 J
A261 SP 115 1 1 Trane 7058-0262 J
A262 SP 115 1 1 Trane 7058-0263 J
A263 SP 115 1 1 Trane 7058-0264 J
A264 SP 115 2 0.75 Trane 7002-3443 J
A265 SP 115 2 0.75 Trane 7002-3444 J
A266 SP 115 2 1 Trane 7002-3445 J
A267 SP 115 2 14 Trane 7002-3446 J
A268 SP 115 2 1.4 Trane 7002-3447 J
A269 SP 208-230 1 .58.6 Trane 7021-11054 K
A270 PSC 208-230 2 42150 Trane 7062-5033 L
A271 PSC 208-230 2 0.62 Trane 7062-3969 M

Thermally protected « UL recognized « CSA or ULc certified

NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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FIG.A A272,A273, A274 FIG.B A276 FIG.C A278, A279, A360, A362 FIG.D A361 FIG.E A367

FIG.F A368 FIG.G A369, A370 FIG.H A373 FIG.1 A118 FIG.J A080

FIG.K A063 FIG.L A083 FIG.M A137 FIG.N A144 FIG.O A154

’;%SDCE?_ TYPE VOLTS SPD. AMPS CROSS REF. FIG. NOTES

A212 PSC 208-230 2 0.65 Trane 7062-3971 A
A213 PSC 208-230 2 0.62 Trane 7062-3972 A
A274 PSC 208-230 1 28 Trane 7062-3973 A
A276 SP 15 1 1 Trane 7021-9011 B
A278 SP 15 2 14 Trane 7002-2530 C
A279 SP 15 2 0.75 Trane 7002-2531 C
A360 SP 15 2 1 Trane 7002-2532 C
A361 SP 15 1 1.6 Trane 7002-2558 D
A362 SP 15 1 1.6 Trane 7002-3273 C
A367 SP 15 2 95 Trane 7021-8051 E
A368 PSC 15 2 0.8 Trane 7062-3782 F
A369 PSC 208-230 2 .34 Trane 7062-3915 G
A370 PSC 208-230 2 0.18 Trane 7062-3918 G
A3T3 SP 208-230 1 0.6 Trane 7021-9396 H
A118 SP 15 1 18 Williamson 7021-6999, 7021-7042 |
A080 SP 15 1 1.1 Williamson 7021-5510, 02-568, Franklin F3670-1, Rotron RFB6 J
A063 SP 230 1 0.6 York 026-22239-700, 7021-4314 K
A083 SP 230 1 0.8 York 026-16323-0000, 02620224-000, 7021-1373 L
A37 PSC 15 1 0.7 York 7062-2442, 7062-3484, 024-25057-000 M
A144 SP 208-230 1 0.5 York 7021-6770 N
A154 SP 15 1 12 York 7021-9428 0

Products on page F-48 & 49 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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FIG.A A165 FIG.B A168 FIG.C A220 FIG.D A221 FIG.E A222
FIG.F A223 FIG.G A224 FIG.H A225 FIG.| A226 FIG.J A227
FIG.K A228 FIG.L A229 FIG.M A230 FIG.N A231 FIG.0 A234
PO TYPE  VOLTS  SPD.  AWPS CROSS REF. FIG. NOTES
A165 PSC 115 1 0.7 York 7062-3958 A
A168 PSC 115 1 0.7 York, Excel, Ducane 7062-5019 B
A220 SP 115 1 1.6 York 7021-5838, 026-27510-700, 7021-7217, 7021-9054 C
A221 SP 208-230 1 0.55 York 7021-8318, 026-30614-700, 7021-6691 D
A222 SP 115 1 1.05 York 7021-8317, 026-32067-700, 7021-7481 E
A223 SP 208-230 1 0.64 York 7021-10096, 026-33999-001, 7021-9656 F
A224 SP 115 2 0.8 York 7062-5048, 024-27654-000, 7062-4743 G
A225 SP 115 1 2.25 York 7021-11577, 17503, 7021-11577S, 7021-11830, 024-34558-000 H
A226 SP 115 1 1.7 York 7058-0266, 7058-0266S |
A227 PSC 115 1 0.7 York 7062-4708S, 024-27641-000, 17450, 7062-4708 J
A228 SP 115 1 2 York 7002-3285, 024-31957-000, 7002-2941 K
A229 SP 15 1 1.75 York 7058-0267S, 17499, 7058-0267 L
A230 PSC 115 2 0.8 York 7062-5094S, 17476, 7062-5094 M
A231 SP 15 2 13 York 7021-10213, 17452 N
A234 PSC 208-230 1 0.5 York 7062-5155, 102529 0
Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
C’l ._‘7 Toll Free (800) 445-4155 « Fax (631) 348-7160 + www.marsdelivers.com m
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Draft Inducer Blowers

D9430 A9T7 Wit A978 A979 A983
A985 A990 A992 A991 A994 D673
A99%

D0960 A980 A981 A984
FASCO MOTOR ROTATION
MODEL  DIA. RPM SPEEDS VOLTS AMPS (OSE) BEARING ENCLOSURE CROSS REFERENCE OEM NOTES
" Century 9430, UE JB1NO75,
D9430 33 3000 1 208-230  0.65-0.75 Ccw Ball Blower Armstrong 42250-001 Armstrong 1
A977  C Frame 3000 1 120 3.1 Cccw Ball Blower 119388-00, 265-45583-00 Bradford White 2
7021-12654, 265-45584-00, :
W11 CFrame 3000 1 120 3.1 CCwW Ball Blower 239-45584-00 Bradford White 2
A978 33 3000/2300 2 115 1.3/1.15 ccw Ball Blower 119449-00 Carrier 1
) Century 9619, UE JAIN107, Consolidated
. 3° 3000 ! 115 16 coW  Sleeve  Blower Consolidated 490950, 4246100 Industres !
" Century 9620, UE JAIN114, Consolidated
3 5200 ! 115 16 COW  Sleeve  Blower Consoldated 422030, 4246101 Industries !
" Century 959, UE JA1P082, Consolidated
D959 33 3300 1 15 1.05 Cccw Sleeve Blower Consolidated 401570 Industries 1
" Century 960, UE JA1P090, Consolidated
D0960 33 3000 1 15 15 Cccw Sleeve Blower Consolidated 401450 Industries 1
A979  C Frame 3000 1 120 0 CW Ball Blower 119351-00 Goodman 1
A983  C Frame 3000 1 115 15 cw Ball Blower 119290-00, 1014433, 1014529 Intercity 1
A985 C Frame 3000 1 115 24 cw Ball Blower 7058-1124, 330701-701FA Intercity 1
A990 C Frame 3000 1 115 1.54 cw Ball Blower 7058-0464, 101202-01 Lennox 1
A992 33 3400 1 115 2.35 cw Ball Blower 7021-11634, 81M1601 Lennox 1
A991 33 3450 1 115 0.75 Cccw Ball Blower 7062-3861, 70-24033-01-12 Rheem 1
A994 33 3000 1 120 2.1 Cccw Ball Blower 7021-10979, AP13605-3 Rheem 2
A996 33 3000 1 120 2.1 cw Ball Blower 7021-11445 Rheem 1
» Century 673,
D673 33 3000 1 115 0.95 CCwW Sleeve Blower Rheem 51-21504-01 Rheem 1
A980 C Frame 2250 1 120 0.65 CCcw Sleeve Blower J238-7230 Whirlpool 3
A981  C Frame 3000 1 120 0.59 CCw Sleeve Blower J238-8244, 8303972 Whirlpool 3
A984  C Frame 3000 1 15 2.63 Cccw Ball Blower 7058-1023, 341449 York 1
Notes:

1. Draft Inducer - Furnance
2. Draft Inducer - Water Heater
3. Transflo Blowers

Products on page F-50 & 51 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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ECM Fans & Blowers and Misc. Motors & Accessories

50764-D500 D2803 D013 D383 D9459
K674 EX1008 EX2010  EX2110 KIT155 KIT415
EX2008 EX1108 KIT416

EX1010 EX2108

SHAFT
ISI‘(\JSD%?. RPM SPEEDS TEI)ON BEARING ENCLOSURE DIA.
LENGTH
EX1008 5-5/8"  3/4 650-1600 5 115 28 CcwW Ball Totally Encl. 112" X 312" 10-1/2” (HEB) High Efficiency Blower
EX2008 5-5/8"  3/4 650-1600 5 208-230 6.0 Ccw Ball Totally Encl. 172" X 3-1/3” 10-1/2” (HEB) High Efficiency Blower
EX1010 5-5/8"  3/4 800-2000 5 115 8.4 CcwW Ball Totally Encl. 112" X 3-1/4” 13-1/8 (HEB) High Efficiency Blower
EX2010 5-5/8"  3/4 800-2000 5 208-230 6.0 cw Ball Totally Encl. 172" X 3-1/5” 13-1/8 (HEB) High Efficiency Blower
EX1108 558" 3/4 1575-2185 5 115 8.4 cw Ball Totally Encl. 112" X 3-1/6" 10-1/2" (HEB) High Efficiency Blower
EX2108 558" 3/4 1575-2185 5 208-230 6.0 cw Ball Totally Encl. 112" X 317" 10-1/2" (HEB) High Efficiency Blower
EX2110 5-5/8" 1 2000-2620 5 208-230 76 cw Ball Totally Encl. 112" X 3118 13-1/8" (HEB) High Efficiency Blower
50764-D500 33 130 1500 1 115 0.7 cw Ball Open 5/16" X 1-3/8"  2-15/16"

D013 33 1/50 2500/3000 1 115 1.05/0.92 cw Sleeve Blower 5/16" X 1" 2412 Century 13

D383 33 1/50 3000 1 115 0.92 cw Sleeve Blower 5/16" X 1" 2412 Century 383

D9459 33 1/5 1200/1450 2 115 3.2/3.0/1.71.6 cw Sleeve Blower 3/8"X 2" 4-5/8" Century 9459

D2803 558 18 700 1 15 25 cow Ball Open x5 Like D827

except loose leads
K674 C-Frame 1/22 3000 1 115 1.9 CcW Ball Open 1.93 X.3116 X .75 Stack 1.5”
Kit 155 - 87256257D
st Grommet & Eyelet 12
KIT415 Kit 415 - 87256254D 8-32 Serrated
Nut 32 pieces
KIT416 Kit 416 -87256255Q 10-32 Serrated
Nut 32 pieces

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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15 to 65 rrceair Output
50745-D500 A167
50747-D600
50747-D500
B30
50747-D230
50748-D500
50748-D500
50747-D401
50748-D700
A063

STcAﬂg‘:’TRgngﬁ:zﬁzﬁ:ﬁijﬁwg :R) ';CI'XITI?E VOLTS FREQ. SNP%EOI)':S RPM%RFREE AM PSA?RFREE BRNG.
03 04 05 06 07 08 I d CFM

50745-D500 65 - - - - - - - - - 15 115 60 1 3100 0.2 SLv
A167 30 27 25 5 - - - - - - 30 115 60 1 2900 04 SLv
B30 40 37 32 22 6 - - - - - 45 115 60 1 3200 0.59 SLv
50747-D500 47 42 371 33 21 7 - - - - 60 115 60 1 3200 0.52 SLv
50747-D600 47 42 371 33 21 7 - - - - 60 115 60 1 3200 0.52 SLv
50747-D230 47 42 371 33 21 7 - - - - 60 208-230 50/60 1 3200 0.26 SLv
50747-D401 47 42 371 33 21 7 - - - - 60 115 50/60 1 3200 0.49 SLv
50748-D500 64 60 56 52 47 42 31 - - - 65 115 60 1 2900 0.81 SLv
50748-D700 64 60 56 52 47 42 31 - - - 65 115 60 1 2900 0.74 SLv
A063 69 65 62 57 52 42 37 30 - - 65 230 60 1 3100 0.6 BALL

Products on page F-52 & 53 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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69 to 75 rree air Output
B23617
A069
B23618
AOT1 A073
B75 A075
A082

CFM AT STATIC PRESSURE SHOWN
STATIC PRESSURE (INCHES OF WATER) NO.OF RPM@FREE AMPS@ FREE

FREQ.

02 03 04 05 06 07 08 dddy AL
A069 72 67 63 60 53 52 50 43 40 - 69 208230 60 1 3000 045 sLv
B23617 72 67 64 62 57 5 50 46 41 33 70 15230 60 1 3000 9145 sV
B23618 72 67 64 62 57 5 50 46 41 33 70 115208230 60 1 3000 95145 BALL
A0T1 70 67 63 58 5 5 51 35 - - 71 115 60 1 2850 07 sLv
A073 72 69 67 63 61 57 53 48 43 3 713 15-230 50060 1 3200 71,35 BALL
B75 68 63 57 47 34 14 - - - - 75 115 60 1 3200 059 sLv
A0T5 73 69 65 62 58 55 50 45 40 3 75 230 60 1 3200 04 BALL
082 6 62 53 52 47 42 28 - - - 75 115 60 1 2800 095 s

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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80 to 125 rree air Output

A081 A0s3

50757-D500 A166

A125

50746-D500
CFM AT STATIC PRESSURE SHOWN NAWE-
STATIC PRESSURE (INCHES OF WATER) PLATE  VOLTS FREQ. sNP?E.E(I);s RPM%;REE AMPSA?RFREE
03 04 05 06 07 08 i d CFM

A081 70 67 64 62 57 53 48 42 - - 80 230 60 1 3100 0.45 BALL
A083 4l 68 66 63 59 54 47 43 3 - 83 230 60 1 3000 0.8 BALL
50757-D500 80 63 45 - - - - - - - 105 15 60 1 1560 0.55 SLV
A166 10 100 95 8 82 60 40 10 - - 115 15 50/60 1 3200 14 SLV
50746-D500 94 87 77 67 48 18 - - - - 120 15 60 1 3100 0.72 SLV
A125 10 92 7 - - - - - - - 125 15 60 1 3200 1.1 SLV

Products on page F-54 & 55 are NOT SUITABLE for

unattended equipment unless indicated by . Fmo

See inside back cover for additional information.
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80 to 125 rree air Output

50752-D500, A159
50752-D230
50755-D500, A161
50755-D230
B47120 A212
B160
B45227,
B45227-2
CFM AT STATIC PRESSURE SHOWN NAME- AMPS@
STATIC PRESSURE (INCHES OF WATER) PLATE VOLTS FREQ. SNP%E%FS RPME\@IRFREE FREE  BRNG.
0.3 0.4 05 0.6 . 8 09 10 CFM AR
50752-D500 108 105 97 93 90 83 7 65 3R - 13 15 60 1 3100 11 s
50752-D230 108 105 97 93 90 83 7 65 R - 13 222% 5060 1 3100 067 SV
B160 135 130 115 100 75 20 - - - - 150 115 60 1 3000 156 SLV
A159 140 138 118 105 - - - - - - 159 230 60 1 1600 045  BALL
507550500 140 128 118 105 - - - - - - 180 15 60 1 1600 1 sLv
507550230 140 128 118 105 - - - e 1] 22(;% 5060 1 1600 051 Sl
A161 140 138 118 105 - - - - - - 181 230 60 1 1600 055  BALL
B4T120 18011441112 1701140109 16511341106 1651130100 1501122190 140111776 130/87/58 11072 90 - 180 115 60 3 1360111000830 195  SLV
A212 190 173 142 110 70 2 - - - - 212 15 60 1 2500 125 S
B45227 230 212 191 175 130 27 - - - - 25 15 60 1 1650 186 SLV
B45227-2 230 212 191 175 130 27 - - - - 25 230 5060 1 1650 093 Sl

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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320 to 1000 Free Air Output

50756-D500,

50756-D230 A455
B45267, 50769-D500,
B45230 50769-D230
B68042 A1000

CFM AT STATIC PRESSURE SHOWN
STATIC PRESSURE (INCHES OF WATER) NO.OF RPM@ AMPS@ BRNG

ne e 05 06 0 VOLTS  FREQ. SPEEDS FREEAIR FREEAIR

50756-D500 245 225 200 160 - - - - - - 320 15 60 1 1500 13 SLv
50756-D230 245 225 200 160 - - - - - - 320 230 50/60 1 1500 0.65 SLv
A455 440/318 417/307 390/290 375/275 350/250 319/228 275/170 231/108 150/75  68/40 455 15 60 2 1500/1100 15 SLv
B45267 393/356 359/331 318/297 254/240 187/167  64/58 - - - - 460 15 60 2 1600/1400 29 SLv
B45230 393/356 359/331 318/297 254/240 187/167  64/58 - - - - 460 208-230  50/60 2 1600/1400 12 SLv
50769-D500  391/331 370/315 349/280 318/273 292/241 250/203 204/138  91/70  47/40 - 480 15 60 2 1200/1400 3.55 SLv
50769-D230  391/331 370/316 349/281 318/274 292/242 250/204 204/139  91/71  47/41 - 480 208-230  50/60 2 1200/1400 19 SLv
B68042 694 674 652 585 567 483 127 51 - - 815 15 60 1 1100 56 SLv
A1000 950/- 920/- 880/-  850/799 800/750 730/700 660/640 580/500 300/260 120/120 1000 115/230 60 2 1100/1100  4-2.9/2-14  SLV

Products on page F-56 & 57 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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64 to 1200 +. Air Output

A064 A079
A080 A090
A8 B24220

A1200

STATC PRESSUR (NCHES OF WTER WIE s e MNOOF RMGTREE g

v : o " ' . 2 24 26 CHM " SPEEDS AR FREE AIR
A064 - 66 65 64 58 48 25 - - - - - - 64 115 60 1 2400 0.65 SLv
A079 85 81 7 73 65 51 22 - - - - - - 8 115 60 1 2200 1.1 SLv
A080 78 75 72 68 63 60 47 - - - - - - 8 115 60 1 2100 1.1 SLv
A090 86 84 78 73 66 57 24 - - - - - - 9 115 60 1 2300 1.1 SLv
A118 112 110 106 102 97 90 83 73 60 39 22 18 10 118 115 60 1 2600 18 SLv
B24220 - 140 130 120 110 45 22 - - - - - - 13 15 50/60 1 2600 13 SLV

A1200 1260/1065 1240/1060 1200/1050 1150/1000 1075/950 1000/900 925/800 800/675 200/200 1200 115/230 60 2 1500/1400 8-6.8/4-34 SLV

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
il . oo

N marsdelivers.com



Transflo® Direct Drive Blowers

80 to 215 crmrree air Output

B22505
B22507
B22508
B22510
B22515
B22513
CFM AT STATIC PRESSURE SHOWN NAME-
STATIC PRESSURE (INCHES OF WATER) PLATE voLTsS FReq. NO-OF  RPM@ AMPS@FREE oo\ .
04 05 06 07 . . . o SPEEDS FREE AR AR
B22505 57 2 - - - - - - - - 80 115 50/60 1 3200 0.55 SLv
B22507 90 40 - - - - - - - - 115 115 50/60 1 3100 0.85 SLv
B22508 100 60 5 - - - - - - - 105 115 60 1 1500 07 SLv
B22510 125 83 - - - - - - - - 150 115 50/60 1 3100 1 SLv
B22515 145 125 50 - - - - - - - 150 115 60 1 2200 0.81 SLv
B22513 196 70 - - - - - - - - 215 115 60 1 2780 1.3 SLv

Products on page F-58 & 59 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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FIG.A W1

FIG.F W6

FIG.B W2

FIG.G W7

OEM DIRECT Water Heater Draft Inducer

FIG.C W4 FIG.D W3 FIG.E W5

FIG.H W8 FIG.I W9 FIG.J W10

I\FII‘(\)SI)(:E?_ TYPE DIA. HP SPD. ROT. b CROSS REF.
AMERICAN WATER HEATER
w1 SP 3.3 1/25 15 3210 1 1.9 cw SLV 7021-10060, 3000288 A
AO SMITH
w2 SP 3.3 1114 15 3275 1 23 cw BALL 7021-10770, 183505-000 B
w4 SP 3.3 120 115 3300 1 18 Cccw SLv 7021-10910, 183381-000 C
BRADFORD WHITE
w3 SP 3.3 1n7 115 3000 1 18 Cccw SLV 117524-00, 239-39785-00 D
W5 SP 3.3 1714 15 3275 1 25 cw BALL 7021-10712, 239-42133-00B E
W6 SP 3.3 115 15 3000 1 22 ccw SLV 7021-9764, 239-4061 4-00C F
GSwW
w7 SP 3.3 1/25 15 3200 1 13 cw SLvV 7021-8347, 63217 G
w8 SP 3.3 1/25 115 3200 1 13 cw SLv 7021-9756, 63172 H
STATE IND.
w9 SP 3.3 1/60 115 3000 1 0.95 cw SLV 7021-10548, 0012400500 |
W10 SP 3.3 1120 15 3400 1 1.8 CCcw SLvV 7021-11086, 0012400540 J

ol

N marsdelivers.com
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Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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OEM Direct Replacement Motors

FIG.A D1028 FIG.B A087 FIG.C A120 FIG.D D1062 FIG.E D1056
FIG.F D1058 FIG.G A129 FIG.H A158 FIG.1 A160 FIG.J A180
FIG. K A185,A286, A287 FIG.L A280,A283 FIG. M A289 FIG.N D1065 FIG.O0 D827

FASCO

CO TYPE DIA. RPM  SPD. ROT. BRNG. SHAFTDIM. CROSS REF.
AIR AMERICA CORP.
» D028 SP 5 118 "5 1080 1 33 CW  BALL  12X212 312 A0510B2008 A
AIR PLUS
AT PSC 33 16 151230 2400 1 2811 CCW  SLV 7062-4687 B 195
ALADDIN STEEL
A2 sP - 1140 20 300 2 11 o el 230-1460, 7002-2983 c
AMANA
Amana C-6397902
DI062 PSC 5  1/20-130-140 265 100 3 432 CW SV 12X312 334 Emerson K48HXCNB-1458 D 1
5KCP29FK52585
DI0S6 PSC 5  120-130-140 208230 1100 3  4-3-2 CW SV 12X3 358 A O e 172 E 1,18
D105 PSC 5  120-130-140 265 1100 3 532 CW SV 12X212 358 KCPagFkeses. F
A2 SP 33 1120 "5 350 1 195  CW  SL A e G
A58 PSC 33 1125 15 1550 1 07  CW  sW 7062-3151 H
A60  SP 33 130 15 3000 1 16  CW  SW Amana, 7002-2407 I
A80  SP 33 1130 15 340 1 18  COW  BALL 7021-9625, 20190601 J
A85  SP 33 130 15 3000 1 145 CW  SW 7021-9316, 105854-04 K
A0 SP 33 1125 15 3000 1 15  CW  SW 7021-7794, D9BEB68 L
A3 SP 33 1125 15 3000 1 15  COW  SW 7021-8730, DIBEB617 L
A6 SP 33 135 208230 3125 1 06  CW S 7021-9398, 11096904 K
A%7T  SP 33 1125 15 3000 1 145 CW  SW 7021-9655, 10585405 K
A9 SP - 1132 208230 3125 1 075  CW  BALL 7058-0081, 20351402 M
AMERICAN AIR FILTER
» DI0GS PSC 5 16 7 60 1 09 COW S dex2mz 3wy COMBBIUISIL WRGSRT
» D82 PSC 56 118 5 700 1 25 COW BALL  12X2 512 7-150444-02 o 3

NOTES: 1: 4M 370V capacitor 3: 6M 370V capacitor 18: Rotation is determined by viewing lug end. 195: 50/60 Hz

Products on page F-60 & 61 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
1

NN marsdelivers.com



OEM Direct Replacement Motors

FIG.A D110 FIG.B D114 FIG.C D795 FIG.D A155 FIG.E D1124, D1126
FIG.F D125 FIG. G 9721 FIG.H K610 FIG.| K612 FIG.J K611
FIG.K D1087 FIG.L K110 FIG. M D633 FIG.N D632 FIG.O D179, D1180

SPD. . . SHAFTDIM. CROSS REF.
APRILAIR
D0 SP 33  1/55 115 1300 1 7 CW BALL  14X17/8 358 7163-8633, 10002351 A
D14 SP 33 111 115 1250 1 5 CW SV 14X318 211 7163-7448, 33110076 B
ARKLA
D795 PSC 56 13 115 825 1 6.1 REV  BALL 112X6 5 3/4 Gas Heat Pump, K55HXSFN8042 c
ARMSTRONG
A5  SP 33 130 115 3000 1 14  CCW BALL 7021-10046 D
BOHN
D124 SP 33 1120 115 1550 1 2.4 CW sV 516X 3 3 5KSM59JSK143S & SKSM59JS50365 E 75
D126 SP 33 115 208230 1550 1 11 W sy 516X3 3112 5KSM50LS2262AS E 75
D125 PSC 33 112 208230 1550 1 05 COW SV  516X258 334 7190-0442 F 2
9721 33 11’/12% 150230 1550 1 291//0013/ REV BALL  5M16X312  31%2 Century 9721 G
BROAN
» K610 SP - 1060 115 3000 2  88-68 CCW SV 217X13 Motor 30080011, Model Y2-52000 H
» K612 SP - 1065 115 3000 1 08 cW sy 25X 2.7 Model 162 (Before 1980) |
» K6t SP - 17100 115 3000 1 067 CCW SV 25X245 Model 162 (After 1980) J
D187 SP 5 112 115 1050 1 2.9 CW SV 12X213 258 99-08-0178, 7151-3160 K
Ko s - 175 115 3000 1 09  COW SV 217X237 99-08-0165, 670A L
D633 33 150 120 1400 1 076  CCW SV  5M6X13/8  21R2 Century J%m?gégi;‘éa%%oaozm’ M
D632 33 1145 120 1625 1 10 CW SV 14x138 234 Century 63299080345, JA2C229 N
BRYANT/CARRIER
D79 SP 33 10 "5 300 1 15 CW SV 516X2 3R R A'i‘[ﬁlilzggsﬁgsﬁm 0
Carrier HC27UE120,
D180 SP 33 1120 115 3300 1 19 CW SV 5M6X218 358 BDP 3984, BDP P251-2307 0

U.E. JAIPO53N, UE Stock 580

NOTES: 29: 4M 370V capacitor included 75: Shell Turbo 68, low temp. oil (-40°F)

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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OEM Direct Replacement Motors

FIG.A D847 FIG.B D1138 FIG.C D1139 FIG.D D1066 FIG.E D119
FIG.F D455 FIG.G D456, D457, D458, D1174 FIG.H D178 FIG.1 D463 FIG.J D182
FIG.K D459 FIG. L 52846 FIG. M $2848
FASCO
oDl TYPE DA . ROT. BRNG.  SHAFTDIM. CROSS REF.
BRYANT/PAYNE
K1543, HC35VE-230
D847  PSC 56 118 208230 1125 1 09  CCW SV 12X312 334 KASSCOD 9655 A
BUCK STOVE
1/50 - 1/80 - R22CCW270ZD
D138 SP 33 1140 115 150 3 965 CW SV 5M16X21/2 4 626045 B
1/50 - 1/80 - 212X5M6X 2
D139 SP 33 25 115 1500 3 088 CW  SLV 118 6 R22CW206MD c
BUTLER VENTILATOR
D166 SP 5 110 115 1050 1 36 CW  BALL  12X234 378 846PY4V, 2414 D
CAMCO
Universal JBIP04410V
D119 SP 33 1/90 240 1500 1 034 CCW SV 14X11/2 214  Electrohome 2868-405-173,  E
Rotom R302
CARRIER
D455  SP 33 1130 15230 3000 1 137 COW BALL  14X378 578 F 7,19
D456 SP 33 115 15230 3000 1 2-1 CW  BALL  14X234 612 G 7,1%
D457 SP 33 115 15230 3000 1 21 COW  BALL  14X234 612 G 7,19%
D458 SP 33 115 208-230 3000 1 1 CW  BALL  14X234 612 G 7,1%
Carrier HC34AU725A
D74  SP 33 115 460 3000 1 06 CW  BALL  14X212 634 Universal JB1PO44NV G 8
HC24AUT725
Carrier HC680001,
D178  PSC 33 115 208230 3450 1 045  CW  BALL  1/4X23/4 634 e 162.3829 H
D463  SP 33 1130 208-230 3000 1 065 CW  BALL  516X212 37/8 HC24HE230 |
7162-3367
HC30GB230B
D182 PSC 33 116 208230 3450 1 057 CCW SV  5M6X313 412 KIIHXOP.915 J
HC30GB230
HC24AUT25A, JB1P044
D459 SP 33 115 230460 3000 1 12-6 CW  BALL 14X3 7 AB15078, JB1R039 K
AB15029
S2846 PSC 56 112 2301460 1075 1 392  REV  BALL  12X538 612 Canopy Type
Outdoor Condenser Fan Motor
$2848 PSC 56 314 230460 1075 1 4724 REV  BALL 112X6 7304 Canopy Type

Outdoor Condenser Fan Motor

NOTES: 7: Includes shaft bushing 8: Does not have shaft bushing 196: Draft Booster/ Flue Exhaust/ Switch Motors
Products on page F-62 & 63 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
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OEM Direct Replacement Motors

FIG.A D1176 FIG. B D351 FIG.C D0563 FIG.D D0418 FIG.E D091
FIG. F D0042 FIG.G D043 FIG.H D671B FIG.1 D672B FIG.J D0447
FIG.K D032 FIG.L D033 FIG.M D616 FIG.N D011

FASCO

TYPE DIA. HP SPD.

SHAFT DIM. “A” DIM. CROSS REF. FIG. NOTES

MODEL
CARRIER/WHIRLPOOL

115-

D1176 PSC 33 1125 115 1550 2 9-8 DS SLV  47/8X3/8X47/8 4 130096, 202466 A 1
CENTURY
D351 33 1120 115/230 1550 1 1.52/0.76  CWSE Ball 5116 x4 1/2 4-1/4 Century 351 B
D0563 33 115 115 1600 2 22 CCWSE  Sleeve 516 x21/2 4-112 Century 563, 460, JA2R159 C
D0418 33 115 115/230 3000 1 2.01.0 CCWSE Ball 5/16 x5 4-112 Century 418 D
D091 33 115 115/230 3000 1 2.01.0 CWSE Ball 516 x5 4-112 Century 91 E
D0042 33 115 115 1550 1 2.18 CWSE  Sleeve 516 x21/2 3-1/8 Century 42 F
D043 33 115 115 1550 1 2.18 CCWSE  Sleeve 516x21/2 3-1/8 Century 43 G
D671B 33 115 116/208-230 1550 1 19/.84-94 CCWSE Ball 516x2112 4-112 Century 672B, 1231 H
D672B 33 115 116/208-230 1550 1 19/.84-94 CWSE Ball 516 x21/2 4-112 Century 672B, 1441 |
D0447 33 112 115 1550 3 1.32 CWSE  Sleeve 6x5/16 x6 4 Century 447 J
D032 33 1170 115 3000 1 0.58 CCWSE  Sleeve 14 x2112 2-112 Century 32 K
D033 33 1170 115 3000 1 0.59 CWSE  Sleeve 14 x2112 2-112 Century 33 L
D616 33 1170 115 3000 1 0.67 CCWSE  Sleeve 14 x1 2-1/4 Century 616 M
D011 33 1730 115 3000 1 13 CWSE  Sleeve  1-12x1/4x1112 3 Century 11

NOTES: 1: 4M 370V capacitor

Toll Free (800) 445-4155 -

ol
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Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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OEM Direct Replacement Motors

FIG.A D1069 FIG. B 9721 FIG.C D118 FIG.D D1022 FIG.E A088
FIG.F D178 FIG.G D408 FIG.H A128 FIG.I D783 FIG.J D359
FIG.J D1080 FIG.K D1081 FIG.L D1001

FASCO  rype pia. RPM . . . SHAFTDIM. “A”DIM. CROSS REF. FIG. NOTES
MODEL
CHAMPION COOL
DI0B9  SP 5 110-1/15 15 1040 2 3522 DS SV 3X3BX3 258 71512925, 7151-0100, MP2500 A
CHANDLER
o721 33 42420 15230 1550 ﬂa’/oog REV BALL  5M6X312 3172 Century 9721 B
CHROMALOX

2668-811-005B, 2868-505-016,
DS SP 33 1130 260 1500 1 06 CW BALL  5M6X312 21316 0058, 26565 c
CHRYSLER AIRTE

238X 12X

D022 PSC 5  1/5-1/6-18 208230 1100 3 16441 CW SV e 378 3704387, 2674493, 2674495 D 16
CLIMATE CONTROL
9721 33 1M2120 1151230 1550 1 ‘191’/00‘:3;)’ REV BALL  5M6X312 312 Century 9721 B
COLEMAN
ABE  SP 33 1025 5 3200 1 13w s 70215478 E
DI78 SP 5 18- 111 15 1050 2 4534 CW SV 12X4 314 Blower Motor F
D408 SP 33 11150 5 3000 1 05 W SV 14xi12  51R 7995-316, 7121-5906 G
CONSOLIDATED INDUSTRIES
A28 SP 33 1150 120 3000 1 09w s 7021-6376, 7021-0404 H
COPELAND
D783 PSC 56 14 208230 1625 1 15 REV  sW 12X6 4 3047, 050-0236-00 I
DAY / NIGHT / PAYNE
D359 33 1120 15 1550 2 22 CW SV 4X5M6X4 318 Century 63209080345, JA2C229
DUOTHERM
D180 SP 5 16 5 1050 1 79 CW BALL  12x4 4112 3-14826; 100,000 BTU Fumaces K

3-9650; 12,000 - 13,000 BTU's
D181 PSC 5  16-18-110 115 1625 3 2"2'15'9' REV SV 31’23);;’2’( 478 5KCP29MGA0115 L 12

: 8743810260, 3-18440

D001 SP 5 1715 5 1000 1 32 OW SV 38X314 218 3-9930 M

NOTES: 12: 10M 370V Capacitor 16: Rotation is determined by viewing lug end

Products on page F—64 & 65 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
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OEM Direct Replacement Motors

FIG.A D1151 FIG.B D1033 FIG.D K629 FIG.E A156 FIG.F A100
FIG.G K102 FIG.H K100 FIG.1 K101 FIG.J D1159, D1160 FIG.K D1162
FIG.L D1161

;%SD(;?_ TYPE DIA. HP VOLTS RPM SPD. AMPS . . SHAFTDIM. “A” DIM. CROSS REF.
ECONOMITE/MID-CONTINENT GAS BURNER
D1151 SP 33 1/40 15 1500 1 1.2 Ccw SLV 516 X3 1/4 23/4 AA2P026N A
EMERSON
1/5-1/6 208- 1.6-1.5- 234X 12X .
D1033  PSC 5 18 230 1400 3 13 DS SLV 312 33/4 Quiet Cool B
EVCON
K629 SP - 1/85 15 2950 1 0.67 CcwW SLV 14 X11/8 7102-2187 D
A156 SP 33 1135 115 3000 1 1.1 CcwW SLV Evcon, 7021-8935 E
EXCEL COMFORT
A100 SP - 1/45 15 2900 1 1.21 CcwW SLV 7058-0280, 20093603/B F
FASCO
» K102 SP - 1/200 15 3000 1 0.64 CwW SLV 181X 1.5 Model 2435 G
> K100 SP - 1/100 115 3000 1 0.71 CW SLV 81X 1.1 0648-0027 Ventilator H
>» K101 SP - 17150 230 3000 1 0.58 Cccw SLV 217 X1.34 Model 2540; 7102-0001 Motor |
7163-1845, VENT 656,
>» D159 SP 33 1130 15 1500 1 0.45 ccw  SLv 516 X11/8 218 VENT 293A, VENT PV7896 J
>» D160 SP 33 1/100 115 1480 1 0.58 CcwW SLV 516 X 11/2 21/8 7163-2593, 663, 668, 763, 768, 661, 761 J
7163-9809
» D162 SP 33 1/100 15 1500 1 0.6 REV SLV 516 X1 312 7163-1541, Model 659 Vent K
» D161 SP 33 11//1;5' 115 1600 2 29-2 cCcw  SsLv 5116 X 2 41/4 Several Blower Applications L
Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
C' Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com m
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OEM Direct Replacement Motors

FIG.A D441 FIG.B D186 FIG.C D1012 FIG.D D1010, D1011 FIG.E D1016

FIG.F A159 FIG.G A161 FIG.H D0396 FIG.I A110 FIG.J A111

RPM SPD. AMPS ROT.  BRNG.  SHAFT DIM. CROSS REF. FIG. NOTES

FEDDERS

Fedders, Oasis,

D#41 S 33 180 15 1500 1 06  CCW SV 14X1 218 Whirlpool Port Dehumidifers A
D186 SP 33 120 460 1500 1 04  CW SV 516X213 278 Roof Top AIC B
115-1/20 2319- RMR, RY1302, 5206-00025-001
D102 SP 44 0 M5 1550 3 “U.T DS SV 3X3BX3 338 24CWE0, 7190-0163 c
ptot0 sp 5 /1212 T o5 80 3 44323 Ds s O )3(/1’2 X 38 Window AC Motor; $196-20-2 D
16-1/12-  208- 2516- 313X 12X Window AC Motors; $196-42-1,
Dot sp 5 UL 0T a0 050 3 ST DS sW a3 92961613 D
D106 PSC 5 14230 1100 1 2 CW SV 12X418 378 Condenser Fan; $196-18-2 E
A159 SP 33 140 230 155 1 05  CCW BALL AKAKB4BX; 11-7096 F
AB1 SP 33 140 230 1600 1 06  CCW BALL Brinkley 8353920103; Fedders G
D0396 33 120 2203% 1450 1 0910 CCW Sleve 5M16X212 314  Century 396, S196-47-2, 5196473  H
FRYMASTER
A0 SP - 70 115 312 1 076 CW  BALL 7021-0898 I 195
A SP 33 M0 20 300 1 08 CWLE BALL 702111294, 8073637 J

NOTES: 195: 50/60 Hz

Products on page F—66 & 67 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.

©
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FIG.B D896

FIG.| D854

FIG.D D894

FIG.J D855

FIG.K D856

FIG.E D1050, D264

OEM Direct Replacement Motors

FIG.F D1086

FIG.H D1853

ROT. SHAFT DIM. CROSS REF.
GENERAL ELECTRIC
278X 12X
D8%  PSC 56 15-18  208-230 1625 14-7  CCWLE  SLV DiaC 334 KCPIDGDTTOE, WUAXDS18 1
D8%4 PSC 56 16 277 1650 08 CW SV 12X214 334 5KCP39CGPT275
A/C Condenser;

DI0S0 PSC 5 18 230 1650 11 W SV 12X3 314 po Sondenser 202
D264 PSC 5 18 230 1650 14 REV SV 12X5 314 A/C Cond. Fan Motor
D1086 PSC 5 11//1225' 277 1625 &2 cow sy 8 1’?1(/;’2 X 34 5KCP29CK3586AS

GIBSON-BELDING & KELVINATOR
13- 114 6X 12X 519243, G505976,

D183 PsC 56 o] 230 1090 21948 W SW DuaX 4 p A 21
pssa  psc 56 o 1t 208200 1365 2T cow sy HMEXIPX 4 Frankin 157668, X152275, 82181 9,21
D855  PSC 56 ; /,15’4 230 1365 27247 DS s ® ’; ;ﬁ X 4 RAK7024 9

13- 114 514X 112 519244, G505971,
D86 PsC 56 ] 230 1300 31 oW s o 5 G 21

NOTES: 1: 4M 370V capacitor 9: 3M 370V capacitor 21: Rotation is determined from viewing lug end 202: Original motor is SP, D1050 is PSC to provide greater motor ef-

ficiency and permit closing shaft end of motor to prevent moisture from entering motor.

ol
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Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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OEM Direct Replacement Motors

FIG.A A065 FIG.B A140 FIG.C A157 FIG.D A162 FIG.E A079
FIG.F A181 FIG.G A182 FIG.H A184 FIG.1 A187 FIG.J A188
FIG.K A189 FIG.L A281,A284 FIG.M A282 FIG.N A288 FIG.0 A290

SPD. . b CROSS REF.
GOODMAN
A065 SP - 1/50 115 3000 1 1.22 Ccw BALL 0131M00002P, 119276-00 A
A140 SP 33 1/50 115 3400 1 14 CcwW SLV 7021-9087, 7021-9000 B
A157 SP - 1/35 115 3000 1 13 Cccw SLvV 7002-2307 C
A162 SP 33 1/50 208-230 3000 1 0.5 CCw SLv 7021-8656 D
A079 SP 33 1/50 115 3000 1 11 Ccw SLvV 7021-6804 E
A181 SP 33 1/30 115 3192 1 15 CcwW BALL 7058-0136, 20044403 F
A182 SP 33 1/35 115 3125 1 12 Ccw SLv 7002-3036, B4059000 G
A184 SP 33 1/35 115 3125 1 1.55 Ccw BALL 7058-0229, B40590-01 H
A187 SP 33 1120 208-230 3250 1 0.8 cw SLv 7021-10006, 20028901 |
A188 SP 33 118 115 3250 1 1.6 cw SLv 7021-10958, B4833000 J
A189 SP 33 1124 115 3000 1 15 CcwW SLV 7021-7302, D9868620 K
A281 SP 33 1/40 115 3000 1 0.9 cw SLV 7021-8252, D6996405 L
A282 SP 33 1/60 220 2600 1 0.45 Ccw SLv 7021-8448, B1859050S M
A284 SP 33 1/30 208/240 3000 1 59/.5 cw SLV 7021-9227, D9886202 L
A285 SP 33 1/40 115 3250 2 14 CcwW SLV 7021-9236, B2833002 B
A288 SP 33 1/30 115 3100 2 1.4/.65 CcwW BALL 7021-9727, 11177202 N
A290 PSC 33 1120 115 3200/2400 2 0.7 Ccw BALL 7062-5015, 20245903 0

Products on page F—68 & 69 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A D1061 FIG.B A133 FIG.C D1122 FIG.D D1123 FIG.E D1132, D1133
FIG.F D1127 FIG.G 9721 FIG.H A064 FIG.1 D1071 FIG.J A148
FIG.K A151 FIG. L D829 FIG. M D880, D827

FASCO

MODEL TYPE DIA. HP RPM b . . SHAFT DIM. CROSS REF.
GREENHECK FAN
1/20-1/30-
>» D1061 SP 44 1160 115 1500 3 21714 CcCw SLv 112X 23/4 7108-2425 A
HEAT N GLOW
A133 SP - 1/50 115 3000 1 1.2 Cccw SLv 7002-1241 B
HEATCRAFT
D1122 PSC 33 1116 208-230 1650/1300 1 0.4 Cw SLv 5/16 X 15/8 35/8 7190-2255, 25308601 c 22
D1123 PSC 33 1115 208-230 1550 1 0.5 ccw SLv 5/16 X2 5/8 37/8 7190-2285, 25309101 D 1
D1132 33 1/20 208-230 1550 2 1.07/0.96 Ccw SLv 5116 X31/16 3116 25300201 E
D1133 33 1/20 115 1550 1 1.7 Ccw SLv 5/16 X2 5/8 31116 25300101 E
D127 3.3 112 115/230 1550 1 1.1/0.6 REV SLv 5/16 X3 1/16 312 Heatcraft Models F
9721 3.3 1/12-1/20 115/230 1550 1 23//00139/ REV BALL 5/16 X 3 1/2 312 Century 9721 G
HEIL-QUAKER
A064 SP 33 1/55 115 3150 1 0.7 Ccw SLv 610172, 7021-5043 H
HQ 1052662EM;
D1071 PSC 5 1/6 208-230 1100 1 0.99 REV SLv 12X21/8 48HXCLW-1562 |
A148 SP 33 1/50 208-230 3000 1 0.5 ccw SLv HEIL QUAKER, 7021-9237 J
A151 SP 33 1/90 230 2800 1 0.3 Ccw SLv INTER CITY, HQ1050144 K
HERMAN NELSON
D829 PSC 56 1/4 115 825 1 38 REV SLv 12X2 55/8
D880 PSC 56 1/4 115 1050 1 43 CCW  BALL 12X1112 512
>» D827 PSC 56 1/8 115 700 1 25 CCW  BALL 12X2 512 7-150444-02 M
NOTES: 1: 4M 370V capacitor 22: 2M 370V Capacitor
Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
C' Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com m
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OEM Direct Replacement Motors

FIG.C D1054 FIG.F K114 FIG.G D1040, D104 FIG.H D1041, D1047, D1049, D1053 FIG.1 D1043

FIG.J D1045 FIG.K D1048 FIG.L D1055, D1059 FIG.M D115 FIG.N D1039

;‘g%%?_ TYPE DIA. HP  VOLTS SPD. : L SHAFT DIM. CROSS REF.
HONEYWELL AIR CLEANER
ne- 3121

» D054 SP 5 11//22(; 115 1050 3 15 cwW s 112X2112 25/8 190386A; 5KSP29DK19065 c
HUSSMAN
K114  SP - 1/500 115 3000 1 064 CCW  SLV 181X 175 301-5734 F 25
IEC
D1040 PSC 5 15 208240 925 3 16 cw s 112X 8 413 5KCP29KK8385S, $89209 G 197
D1041 PSC 5 115 265 1075 3 06 cw s 12X7 118 37/8 5KCP29DK8389S, S89206 H
D1043 PSC 5 114 265 1075 3 16 cw  sw 112X 6 1/4 4508 5KCP29DK8386S, 289211 I
D1044 PSC 5 114 115 970 3 6 cw s 112X 8 413 5KCP29DK8387S, 589210 G
D1045 PSC 5 130 115127 1100 3 053 cw s 112X 9 31/8 5KCP29BK8382S, $89202 J 29
D1047 PSC 5 120 208230 1075 3 16 cw s 112X7 118 37/8 5KCP29FK8028S, $88935 H
D1048 PSC 5 1120 217 1075 3 05 cw s 12X 7 114 37/8 5KCP29FK8132S, 589205 K
D1049 PSC 5 1120 265 1075 3 0.4 cw s 112X71/8 37/8 5KCP29FK8388S, 589204 H
D1053 PSC 5 130 265 1075 3 0.38 cw s 12X71/8 3113 5KCP29BK8094S, $89203 H
D1055 PSC 5 112 115127 1375 3 14 DS SLv 91/8X12X912  31/8 5KCP29BK8383S, 589207 L 3
D1059 PSC 5 16 15127 1450 3 23 DS SLv 83/4X12X9 3113 5KCP29DK8384S, S89208 L 31
ILG

» DN5  SP 44 112 1150230 1550 1 2543 CCW  SLV 12X 2 41/8 78-27-721T; Fasco 7108-2237 M

» D1039 SP 44 110 115 1610 1 3.1 ccWw S 112X 2 3/8 4112 78-27-611N; Fasco 7108-2171 N

NOTES: 3: 6M 370V capacitor 25: Equipped with KFAN6046 fan blade 29: 4M 370V capacitor included 31: 5M 370V Capacitor 197: For 208V use 7.5M 370V Capacitor
and 240V use 6M 370V Capacitor

Products on page F-70 & 71 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A D167 FIG.B A051 FIG.C A067 FIG.D A134 FIG.E A145
FIG.F A141,A74 FIG.G A148 FIG.H A151 FIG.1 A169 FIG.J A170
FIG.K A171 FIG.L A172 FIG.M A173 FIG.N A175

MODEL TYPE DIA. SPD. o b CROSS REF.

INTERCITY PRODUCTS

D1167 SP 3.3 1/40 208-230 3000 1 0.55 ccw SLv 1708-518, 7121-5854 A
A051 SP - 1/60 115 3000 1 16 cw BALL 1013833, J238-1393 B
A067 SP 3.3 120 115 3000 1 26 cw BALL 1014338, 119225-00 C
A134 SP 3.3 1125 115 3060 1 15 cw SLV 77%22!'%:23959 77%2211?377%56 D
A145 PSC 3.3 1125 115 3450 1 0.7 ccw BALL 7062-4061 E 26
A1 SP 33 1/60 115 2800 1 1 cw BALL 7021-8741, 7021-8742 F
A148 SP 33 1/50 208-230 3000 1 0.5 Cccw SLV 7021-7617, 7021-9237 G
A151 SP 33 1/90 230 2800 1 03 cw SLV HEIL QUAKER, HQ1050144 H
A169 SP 33 1125 230 2800 1 0.75 cw SLV 7021-10048, 7021-10580 |
A170 SP 33 1125 115 3400 1 23 ccw BALL 7021-10702, 7021-10299 J
A1T1 PSC 3.3 1125 115 3450 1 0.7 ccw BALL 7062-4783, 1011412 K
A172 SP - 1/35 115 3000 1 1.6 cw BALL 7002-2792, 1010975P L
A173 PSC 3.3 118 115 3450 1 08 Cccw BALL 7062-4578, 1011350 M
A174 SP 33 17100 115 2350 1 08 cw SLV 7021-9188, 1010239 F
A175 SP - 1/40 115 3300 1 1 ccw SLV 7002-1891, 1708-600P N

NOTES: 26: 4M 250V Capacitor included

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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OEM Direct Replacement Motors

FIG.A A176 FIG.B A177,A302, A304 FIG.C A178 FIG.D A179 FIG.E A301

FIG.F A306 FIG.G A307 FIG. H D404, D405

FASCO
MODEL TYPE DIA. HP VOLTS SPD. a b SHAFT DIM. CROSS REF.
INTERCITY PRODUCTS
7002-2946, 1011899, 7002-3071,
A176 SP - 1/25 115 3100 1 22 cw BALL 1011899P A
7021-10363, 1011632, 7021-
A177 SP 33 1/36 115 3000 2 14 cw BALL 10597, 1011632P B
A178 SP 33 1130 15 3400 1 18 cw BALL 7021-10928, 1013388FA C
A179 SP 33  1/60 15 3300 1 0.9 cw SLv 7021-8693, 1006168P D
A301 SP 33 1/100 115 2350 1 0.8 cw SLv 7021-9498, 1010239P E
A302 SP 33 125 115 3060 1 15 Ccw SLvV 7021-9499, 1010324P, 7021-7700, B
1708-607
A304 SP 33 125 115 3060 1 15 CwW SLvV 7021-9701, 1011021 B
A306 PSC 33  1/30 208-230 3350/2900 2 0.3 CCw SLV 7062-4532, 1097245 F 195
7062-5165, 1149097, 7062-3794,
A307 PSC 33  1/24 115 3450 1 0.7 CcwW SLV 1008416P G
ITT REZ
CW175-40069, 7162-0293
D404 PSC 33 110 208-230 3000 1 0.8 REV BALL 5116 X 3 1/4 41/4 CCW505-43424, 7162-0348 H 29, 85
CCW175-40070, 7162-0294
CCW77162-0311
D405 PSC 33 110 115 3000 1 14 REV BALL 516 X3 1/4 41/4 CCW175-43846 H 29

CW7162-0224, CW36860

NOTES: 29: 4M 370V capacitor included 85: Air Over 195: 50/60 Hz

Products on page F-72 & 73 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A AOT2 FIG.B AOT3 FIG.C AOT9 FIG.D DHT3 FIG.E D170
FIG.F D377 FIG.G A0t FIG.H A085 FIG.| D1243, D1245 FIG.J D120, D121
FIG.K D124 FIG.L DI156 FIG.M D189 FIG.N D1156 FIG.O D157
SPD. AMPS  ROT. BRNG. SHAFTDIM. “A”DIM. CROSS REF. FIG. NOTES

JAKEL

A2 SP - 145 15 3000 A 145  CW  BALL 1238-1344 A
JANITROL

A7 SP 33 140 115.230 3000 1 735  CCW BALL 82932, 8251560133

A7 SP 33 150 115 3000 A 11 cow sl 7021-6804
JENN AIR

D73 SP 33 1130 115 150 1 12 CW  BALL 5M6X212 378 70CR D

D70 SP 44 115 115 1500 1 21 CW  BALL 38X212 434 80CR E

D77 SP 44 M2 15 1500 1 31 COW SV 38X2 234 7108-2101 F
JOHNSON FURNACE

MBI SP 33 140 230 3000 A 05  CCW BALL 3102 HWC Series Unit

M85 SP 33 130 230 3000 A 07  CCW BALL AO Smith 464, Johnson Fumace ~ H
KEEPRITE

D143 PSC 33 120 115 1550 1 08  CCW SV 516X234 418 501899, 7164-1243, 7164-1854,R370 | 29

D1245 PSC 33 120 208-230 1550 1 03  CCW SV 516X234 4 501909, 7164-1313, 71641853, R371 | 29

D20 SP 33 120 15 1550 1 21 CW SV 5H6X212  31R 7163-8722, 1043336 J

D21 SP 33 120 208-230 1550 1 1 CW SV 5M6X212 312 7163-8861, 1043766 J

D146  SP 44 115 15 1550 1 23 COW SV 38X134 3172 81356, 7108-2206 K
KRACK REFRIGERATION

D158 SP 33 120  115/208-230 1550 1 148 CW BALL 516X158 3516  Commercial Refrigeration Units L

11528, 11529, JB2PO46N, JAZP216N
D189 SP 33 120  115/208-230 1550 1 14-76 CW BALL 5M6X158 318  JA2P217N, JB2PO4TN, 8354110940, M
8254111030
D1156 33 115 115/208-230 :Zzgﬂ ::g 1 21%//11%/ COW SV BMEX112  31R2 Ceé‘;‘(’)rg“i?ﬂ :2$(?36132J 523(?;6‘4 N
D157 33 145 115208230 135011640 1 ggé?;:é CCW SV 5H6X212 312 Ceé‘;‘ggﬂ?iEg‘;gfg“JEEZZFOg;f 0

NOTES: 29: 4M 370V capacitor included

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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OEM Direct Replacement Motors

FIG.A D1152, D1154, D1101, D1103 FIG.B D0396 FIG.C 9721 FIG.D D1046 FIG.E A068
FIG.F A138 FIG.G A135,A205 FIG.H A163 FIG.| A164 FIG.J A200
FIG.K A201 FIG.L A202 FIG.M A203 FIG.N A204 FIG.O A206

VOLTS ~ RPM  SPD. . SHAFT DIM. CROSS REF.

KRAMER/TRENTON

D52 SP 33 120 115 150 1 17 CW SV 5M6X238 278 5KSMSIES2001

D154 SP 33 120 230 1550 1 1 CW SV 5M6X238 318 JAZR14ON A

D0396 33 120 208230 1450 1 0910 CCW SV 5HM6X212  31M4 st %c:;t;rggg 73 B
LARKIN COIL

DHMO1  SP 33 120 115 1500 1 19 COW SV 5M6X214 234 Eﬁgﬁfﬁfﬁ?ﬁﬁ% A T5

D103 SP 33 120 208230 1500 1 115 CCW SV 5M6X214 3 Fasco No. 7163-3371, 252-1195 A 75,201

o721 33 11’/12% 15030 1550 1 a91//001:g REV  BALL  5A6X312 3172 Century 9721 c
LEAR SIEGLER

» Di46 SP 5 .8 M5 1070 1 51  CW SV 12X214 3 305313-000-165,7151-0073, 71512626 D

LENNOX

AOG8  SP - 160 120 3000 1 115  CCW BALL 88KB401, J238-8171 E

A3  SP 33 170 120 3000 1 07  CCW S LENNOX, 7021-8657, 7021-8825 F

A35  SP 33 160 120 3000 1 07  CCW  SL LENNOX, 7021-8812, 7021-8819 G

A63  SP 33 120 115 3400 1 18  CCW BALL LENNOX, 7021-9450 H

A64  SP 33 150 120 3400 1 08  CCW S LENNOX, 7021-9593 |

A20 SP - 130 115 3000 1 19  CCW S 7002-2975, 31L5501 J

A201 S 33 130 208230 3000 1 065  CCW BALL 7021-10055, 41144-002 K

A22 SP 33 130 115 3400 1 18  CCW BAL 7021-10602, 45037-001 L

A203  SP 33 120 115 3400 1 18  CCW BAL 7021-10841, 4915301 M

A204 SP 33 120 115 3400 1 18  CCW BALL 7021-11406, 83L4101 N

A25  SP 33 120 120 3000 1 07  CCW S 7021-8372, T6-2118 G

A26 SP 33 125 115 3000 1 15  CW  SW 7021-8473, 65204100/2048901 0

NOTES: 75: Shell Turbo 68, low temp. oil (-40°F) 201: Not a direct replacement for 253-1194, but is an acceptable substitute

Products on page F-74 & 75 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A A207 FIG.B A208 FIG.C A209 FIG.D A210 FIG.E A211
FIG.F A213,A216 FIG.G A217 FIG.H A218 FIG.1 A219,A320 FIG.J A322
FIG.K A324 FIG.L A325 FIG.M A329 FIG.N A330,A331 FIG.O D1198

SPD. . BRNG. SHAFTDIM, CROSS REF. FIG. NOTES
LENNOX
A07 S - 8 115 00 1 175 COW  BALL 70580217, 60M790° A
A8 SP - 18 115 00 1 175 COW  BALL 7058.0322, 60M8101 B
A09 PSC 33 120 115 3002800 2 08  COW  BALL 7062-5441, 38M5001 c
A0 SP 33 180 115 00 2 17 COW  BAL 702111063, 18M6701 D
MMt SP 33 115 115 300 1 235  COW  BALL 702111634, 81M1601 E
A13 S 33 15 115 20 2 21 COW  BAL 702110376, 18L0401 F
A216  SP 33 15 115 20 2 21 COW  BAL 702110915, 60L1401 F
A1 SP 33 116 230 00 1 08  COW  BALL 702111231, 25M5501 G
A28 SP 33 128 220240 3000 1 6052 COW  BALL 7021-10676, 39L4201, 7021-8959, 6044201 H
A19  SP 33 165 120 00 1 07 COW 8w 7021-9262, 88,3901 |
A0 SP 33 160 115 00 1 8  COW 8w 70219646, 101154-01,7021-9465 |
A2 S 33 1m0 120 00 2 11 COW 8w 70219884, 8316201 )
A4 PSC 33 M2 230 20 1 4 oW BAL 7062-1909, 2866601, 7062-1794 K
A5 PSC 33 M0 20828 3200 1 06  CW  BAL 7062:2845, 70624751, 98G8701 L
A%9  PSC 33 M2 208280 300 1 05  CW  BAL 7062-4819, 19L1501 M
A0 PSC 33 112 208230 300 1 085  OW  BAL O oy o, o
A1 PSC 33 110 460 200 1 383 CW  BALL O e sty ot N
DM SP 33 180 115 20 1 15 COW SV 5M6X214 318 71216774 o

NOTES: 33: Stainless steel shaft

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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OEM Direct Replacement Motors

FIG.C D818 FIG.D D2817 FIG.G D2818, D2816 FIG.H D1008 FIG.1 D1100

FIG.J D1104 FIG.K D117 FIG.L D1091 FIG.M A081

BRNG. SHAFTOM. A CROSS REF.
LENNOX

D818 PSC 56  13-15-16 115 825 3 735139  CW SV  12X3 634 P-8-83255KCP3OPGD6®S C 27

D817 PSC 56 13 20 85 1 32 REV SV 12X6 53 SCTORCTS, D

D2818 PSC 56 34-113 20 1075 2 522 REV  BALL 5’?(2(;;’ 2734 a7 SKCPAISGI0I0S G oo

D816 PSC 56  1-12-13 115 1075 3 1186339 REV BALL  5BX4 734 PB8326 5KCP9SGI053S G 15
LOMANCO

D108 SP 44 110 15 1500 1 44 oW oSV 12Xx13 3 OLM6151, 322151 H
LOREN COOK

D100 SP 33 1150 15 15500000 2 1217 CW SV 5M6X238 278 71731580, GC/IGN 1421144 |

D104 SP 33 1150 "5 1550 1 9 s s FSXME g 7163.6714, 510 J

DINN7  SP 33 165 15 1500 1 06 CW SV 5M6X214 2758 71637818 615049, GC140 K 195
MAGIC CHEF

D1091 PSC 5 114 208230 1075 1 22 cow siv o tx2ae 4 SS0%BDN S2PESS, L

AOBI  SP 33 1140 20 3000 1 05 cCW  BALL P00 SR8

NOTES: 15: 20M 370V Capacitor 24: 15M 370V Capacitor 27: 12.5M 370V Capacitor ~33: Stainless steel shaft 116: Replacement for Airease 195: 50/60 Hz
200: Not a direct replacement for SKCP49SG1010S, but is an acceptable substitute.

Products on page F-76 & 77 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.

©
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OEM Direct Replacement Motors

FIG.A K161 FIG.B D115 FIG.C D1143 FIG.D D1137 FIG.E D1029
FIG. F D1031 FIG.G DIT7 FIG.H D144 FIG.1 D1142 FIG.J D1140, D1141
FIG. K D915 FIG. L D534 FIG.M D1082 FIG.N $156

FASCO

MODEL TYPE DIA. b . b SHAFT DIM. “A” DIM. CROSS REF. FIG. NOTES
MATHIESEN
K6t sP - 1150 115 3000 1 105 COW Sl 217X1.21 Many Freezer Case )
Applications
MANITOWOC
100038/ Century 9633 and 9634,
D1157 33 115 115/208-230  1350/1640 1 0.66/6 36 ccw SLv 5/16 X11/2 312 E206447, E206448, B
B JE2F029, JE2F030
D1143 33 120 115 1550 1 0.9 CCW BALL 5116 X 2 3/4 31116 2008243, 71902830 C
D1137 33 1120 208-230 1550 1 0.34 CCW  BALL 5/16 X 2 3/4 311/16 2008253, 71902831 D
D1029 51/8 118 208-230 1350/1620 1 0.8 CcCcw 112 X2-1/4 39/16 2009653, 71850274 E
D1031 51/8 1/5 208-230 1050 1 1.8 CCw 112X3 45/64 2009663, 71870263 F
MCMILLAN
D177 SP 5 1/10 - 1/20 115 1050 2 3.9-17 ccw SLv 3/8 X35/8 25/8 6152-366/6 G
MCQUAY
D1144 PSC 33 1/25-1/35 - 1/65 115 1200 3 1.1-9-6 cw SLV 3/8 X53/8 43/4 BA2H015 H 1
D1142 SP 33 115 115/230 1500 1 1.7-9 cw SLv 5116 X2 1/2 312 879-382-562-ZB-00 | 175
D1140 PSC 33 110-112-1/15 115 1500 3 2.2-21.7 DS SLv 5-5/8 X 318 X 5 5/8 43/4 879-382564B-00 J 13
D1141 PSC 33 1/15-1/25-1/35 115 1000 3 1.3-1.1-0.9 DS SLv 5-5/8 X 3/8 X 5-5/8 43/4 879-382563B-00 J 1
F2417-121479, 2
» D915 PSC 5.6 3/4-112 460 1075 2 2.5/1.6 REV BALL 5/18 X412 51/3 Marathon EW- K 11'5
B48A110558AE
MIAMI/CAREY
D534 SP 33 1/35 - 1/100 115 1500 1 14-5 cw SLv 14 X1 2112 12324L L
MILLER
MILLER 103080002,
» D1082 SP 5 1/8 115 1070 1 6 cw BALL 112X 31/4 4 FASCO 7152-0020 M
U.E.; DA3F130N
MMG Series 80 & 100
$156 SP 5 1/6 115 1050 1 6.6 cw SLV 112X37/8 312 MOC Series 80 & 100 N
CFM Series 80 & 100
g‘fTF:M ;73\')/' gggiﬁgfaﬂtgf I\}c::’t a7¢.:|?r’:|c:tizgg\)/la(éaei::rilttor Thermally protected « UL recognized « CSA or ULc certified
for 253-1194, but is an acceptable substitute 175: Bolt NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
circle = 3.15”
C, Toll Free (800) 445-4155 « Fax (631) 348-7160 + www.marsdelivers.com
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OEM Direct Replacement Motors

FIG.A A131 FIG.B A132 FIG.C A121 FIG.D A122 FIG.E A123
FIG.F A124 FIG.G A126 FIG.H D9623 FIG.1 D540, D541 FIG.J D09
FIG.K D107 FIG.L D0636

FIG. M D637 FIG. N D342, D1036 FIG.O D0343

FIG. Q D0346

RPM SPD. AMPS o SHAFT DIM.  “A” DIM. CROSS REF. FIG. NOTES

NORDYNE

7021-9132, 7021-10171, 7021-10159

M3 SP 33 150 115 3000 1 11 CW S o A
M32  SP 33 150 115 3000 1 11  CW  SW 7021-7975, 6212850 B
M20 S 33 145 240 3000 1 05 CW  SW 7021-10381, 6217930 c
M2 SP 33 M7 115 3000 1 175 CW S 7021-1227, 6219490 D
M2 S 33 M8 115 3300 1 195 CW  BALL 7021-11385, 622064 E
M6 SP 33 M5 115 3000 1 175 CW  SW 7021-1379, 6219290 F
M26  SP - 145 115 %000 1 18  CW  BALL 7002-3158, 6219500 G
D9623 33 140 115 1500 1 10 CW SV  516X212 512  Century9623,JAN21 6210806 H

NUTONE

>» D540 SP 33 1/100 115 1500 1 0.6 cw SLV 114 X21/4 21/8 Bathroom and Kitchen Vents |

» D1 SsP 33 M0 15 150 1 06  COW SV  14X214 218 26750 Bathroomand Kitchen Venis |

» D9 SP 33 M0 15 150 1 085 COW SV 1AX114 2116 23405, 23388 )

» DHO? SP 33 M0 M5 155 1 32  COW BALL  516X13B 400 UE oS0, Kot K
D0636 33 188 115 130 1 085 COW S UAX114 2 Century 636, 30434
D637 33 75 115 155 1 05 CW SV 14X118 218 Century 637, 53581 M

PENN VENTILATOR

» D2 sP 5 115 M5 100 1 23 COW SV 38X212 258 7151-3081, 7151-3565 N

» D% SP 5 120 M5 145 1 195  OW SV 38X218 238 71512139 ROOF TOPVENTZ8 N
D0343 33 140 15 10501550 2 0613 COW SV 3 x512 234"  Centuy OPV343 563430, JA2MAT4 O
D0746 33 112 115 15501300 2 110738 COW SV  38'x338 4  Century OPV746,637460, JE2HOST P
D034 33 14 M5 1550 2 29  COW SV 3x538 4GB  Ceniury OPV34S, 563460, JE2KOTT  Q

NOTES: 34: Mounts on (3) P/N 0061-1518 Coleman Mounts

Products on page F-78 & 79 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A A142 FIG.B AO66 FIG.C A240 FIG.D A241 FIG.E A242
FIG.F A243 FIG.G A244 FIG.H A245 FIG.1 A246 FIG.J A247
FIG.K D724 FIG.L D2800 FIG.M D2840 FIG.N D2842, D2844 FIG.0 D832

HP SPD. . BRNG.  SHAFTDIM. ‘ CROSS REF. FIG. NOTES

PMI FOOD EQUIPMENT/ VALCUN HART

AM42  PSC 33 1120 115 3450 1 07 cW sl 7062-2513, 416673-00003 A 1
RHEEM/RUUD

AOGE  SP - 1130 120 3000 1 1.27 CW  BALL 70-24157-03, 117847-00 B

A240 SP 33 1/50 115 3000 1 1.1 ccw sy 7021-8183, 70-21496-83 c

A241 SP 33 1125 208-230 3200 1 062 CW sl 7021-9567, 70-23641-81 D

A242 SP 33 1/50 115 3400 1 1.36 CW sl 7021-7150, 70-22436-01 E

A243  SP 33 1/50 115 3400 1 1.36 CW sl 7021-7790, 70-22436-02 F

A244  SP 33 1120 208-230 3300 1 0.85 CCW  BALL 7021-6967, 70-42241-01 G

A245 SP 33 115 208-230 3000 1 95/.85 CW  BALL 7021-7490, 70-42278-02 H

A246 PSC 33 1120 15 340012400 2 0.85 CW  BALL 7062-3925, 70-24206-01 [

A247  PSC 33 1/40 15 325012800 2 95 CW  sLv 7062-5519 J

D724 PSC 56 31’;‘3'_11’/24' 115 1075 4 %% g% REV  SLV 12X 6 53/4 VARIOUS K
D2800 PSC 56 112 208/230 1075 1 29 REV  SLV 12X5 5 KSZT’;“;'J;";;Ms L 36
D2840 PSC 56 1/5 208/230 1075 1 13 cw s 12X418 3304 51-21853-82 M
D2842 PSC 56 116 208/230 825 1 1.2 cW Sl 12X 4 1/4 4 51-20760-11 N

D832 PSC 56 1/8 208-230 825 1 1.1 REV ~ SLV 1/2 X 4 3/4 4 21276-02, 2127601, 0

512076-01
D2844 PSC 56 110 208/230 825 1 08 CW Sl 12X4104 3304 51-20761-11 N

NOTES: 1: 4M 370V capacitor 36: Has 4 drilled and tapped holes in shell

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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OEM Direct Replacement Motors

FIG.A D459 FIG.B K628 FIG.C AOT9 FIG.D A086 FIG.E A090
FIG.F A136 FIG.G A139 FIG.H A142 FIG.| D653 FIG.J D461 FIG.K D1092
FIG.L A087 FIG.M D137 FIG.N D111 FIG.O D323 FIG. P D325

FASCO

FASCO TveE DA : . . SHAFTDIM. CROSS REF.
RHEEM/RUUD

D459 SP 33 145 230460 3000 1 12-6 CW BALL 14X3 7 HC24AUT254, JB1P044, AB1SO78, A

JB1R039, AB1S029, S88-556
K628 SP - 17200 208-230 3000 1 0.25 cw SLv 114X 1112 5 51-21964-01, 7102-0628 B
74-70-21504-03-04, 74-70-21496-03-01,

AO79  SP 33 150 15 3000 1 11 COW SV e Ak c
A6 SP 33 U5 M5 320 1 13 CW S 7021-5990 D
A0S SP 33 1150 M5 300 1 11 OW SW RHEEM 70-21496-01, 7021-5239 E
JAIM102
M3 PSC 33 120 115 345 1 075 CW SWV RHEEM, 70623861 BE
M3 SP 33 155 15 3000 1 095 CW SW RHEEM, 70217577 G
M#2  PSC 33 120 115 35 1 07 CW SW RHEEM, 7062-1881 H o 39
D53 33 120 230460 30003430 1 11044 CW BALL  14X218 612 Century 653 JBTR040, JBIR02 |
REZNOR
D61 PSC 33 18 480 3200 1 032 COW SV 5M6X318 414 7162-0396 J
RV PRODUCTS
D1092 50 18 5 16751080 2 34 DS SV 312X12X8 312  1468-306, 78SSMVA-ATIU 71840156 K
SCHERBA IND.
A7 PSC 33 16 115200 2400 1 2811 COW SV 7062-4687, 7062-3496 L 195
SEARS/WHIRLPOOL
D17 SP 33 130-165 15 150 1 17 DS SV 3X5M6X3 278 Rangehood M
JA25004, JA2S110, JA2ST21N, A456301
DHM  SP 33 118-180 115 1330 2 2446 COW SV 31BX516X238 312  A495601,A495603, 5500 BTU Window N
AIC: G000519549; G519549
p23 psc 33 0 415 4580 3 186 DS SV 234XSM6X234 334 Small Window AIC 0o 9
» D325 SP 33 1M0-130 115 1550 2 2523 COW SV 134X516X238 312 Small Window AIC P 18

NOTES: 9: 3M 370V capacitor 18: Rotation is determined by viewing lug end. 38: 4MFD, 370VAC capacitor rating (not included) 39: 4MFD, 370VAC capacitor
rating (included) 195: 50/60 Hz

Products on page F-80 & 81 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A D857, D859 FIG.B D860 FIG.C D1169 FIG.D D1164 FIG.E D1167
FIG.F A251 FIG.G A073 FIG.H D475 FIG. | D9487 FIG.J D1033
FIG.K D1165 FIG.L D1155 FIG.M D002 FIG.N D1006 FIG.O D13
FASCO
MODEL TYPE DIA. L ROT. SHAFT DIM. CROSS REF. FIG. NOTES
SEARS/WHIRLPOOL (cont.)
318X 12X Window A/C Using Delco
D857 PSC 56 1/8-1/10-1/15 115 1100 3 1.7 DS SLvV 418 3112 Inside-Outside Motor 485932, A
KCP39PG9769S
D859 PSC 56 1/3-1/5-1/8 230 1100 3 171513 DS SLV 4 1/[; )1(/1/2 X 41/4 A 205
D860 PSC 5.6 12-1/3-1/4 230 1075 3 32 DS SLv 4 1/1 );/;/2 X 53/4 B 13,205
SINGER
FASCO 7121-4066
D1169 SP 33 110 208-230 3000 1 1.5 ccw SLv 5/16 X 1 53/4 Comfor Maker 1708-507 C
>» D164 SP 33 1/25 115/230 1550 1 1.3-65 cw SLv 516 X212 318 JA2P091N, JA2P0901N D
» D167 SP 33 1/40 208-230 3000 1 0.55 Cccw SLV 5/16 X 1 47/8 1708-518, 7121-5854 E
SKYMARK
A251 SP 33 1/35 208-230 3000 1 1.1 Cccw SLvV 7021-9136, MTR-136PK F
TAPPAN
A073 SP 33 1/40 115-230 3000 1 71.35 CCW  BALL 82932, 8251560133 G
TECUMSEH
Tecumseh 810G037A47,
D475 SP 33 115 460 1550 1 0.5 Cccw SLV 516 X212 412 SKCPFG97CS H
Century 9487, TFM262,
D9487 33 112 230 1500/1300 1 12113 cw SLvV 516 X21/8  43/4 810E026A81, F33HXDJ-3668 |
TEMPMASTER/OTASCO
2-3/4 X112 X M11730, 322P373, M12100,
D1033  PSC 5 1/5-1/6-1/8 208-230 1400 3 161513 DS SLV 310 329P454 J
THERMADOR (TRADEWINDS)
31/2X5/16 .
» D1165 SP 33 1/20 115 1550 1 2 DS SLv X312 Tradewinds/Blower Motors K
>» D155 SP 33 1/100 115 1085 1 0.5 Ccw SLvV 1/4 X1 17-09-679, VQT-90, JA2MO87R L
D002 33 115 115 1550 1 2.54 SLvV 2X5/16 X2 3 Century 02, 19-09-239 M
THERMAL TRANSFER
D1006 SP 44 1/4 115 1600 1 72 cw SLvV 112 X2 3/4 7108-6544, 66098 N
TJERNLUND
D130 SP 33 1/40 115 1500 1 1 cw SLvV 5116 X4 1/8 7163-6058 0

NOTES: 13: 7.5M 370V Capacitor 205: Window A/C Using ) "
Delco Inside-Outside Motor 485932, KCP39PG9769S Thermally protected * UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.

J Toll Free (800) 445-4155 < Fax (631) 348-7160 + www.marsdelivers.com
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OEM Direct Replacement Motors

FIG.A A0G9 FIG.B AOT5 FIG.C A143 FIG.D A146 FIG.E A130
FIG.F A150 FIG.G A191 FIG.H A192 FIG.1 A193 FIG.J A194
FIG.K A195 FIG.L A196 FIG.M A197
FASCO
wopeL  TYPE DA HP VOLTS RPM SPD. AMPS  ROT.  BRNG. CROSS REF. FIG. NOTES
TRANE
A0B9 SP 33 170 208-240 3000 1 05 cow SLv 38040252, 82252 A
A075 SP 33 140 230 3000 1 04 cow BALL 38050005 B
A143 sP 33 150 115 3000 1 0.95 cw SLv 7021-8428, 7021-8013, 7021-8924 c
A146 SP 33 17100 115 3000 2 1-35 cw SLv 7021-7986, 7021-8925, 7002-2531 D
7062-3956, 7062-3616, 7062-5247, 7062-5575,
A130 PSC 33 120 115 3450 1 0.7 cw SLv D330757P04. D342034P04 E
A150 SP 33 135  208-230 3000 1 05 cow SLv 7021-7833, 7021-8928 F
A191 SP 33 115 208-230 3000 1 08 cow SLv 7021-6683, X38040251-01-7 G
A192 SP 33 1/40 115 3000 1 1 cow BALL 7021-8569, X38040253057 H
A193 SP 33 135 208-240 3480 1 595  CCW BALL 7021-8591, X38040050-01-0 |
A194 SP 33 1/80 115 3000/1950 2 115 cw SLv 7021-9561, X38020420017 J
A195 SP 33 116 115 3400 1 175 cw BALL 7021-11543, X38040313070 K
7021-11544, D342094P02, 7021-9010,
A196 SP 33 125 115 3200 1 1.35 cw sLv D330757P02 L
A197  3PHASE 33 170 33110 15004700  VAR. 1 cw BALL 7092-0238, D342097P01 M

Products on page F-82 & 83 are NOT SUITABLE for
unattended equipment unless indicated by .
See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A A198, A199, A260, A261, A262, FIG.B A260 FIG.C A270 FIG.D A271,A272, A273, A274 FIG.E A276
263, A264, A265, A266, A267, A268

FIG.F A278,A279

FASCO

MODEL TYPE DIA. SPD. . . CROSS REF.
TRANE (cont.)
A198 SP - 1145 115 3000 1 175 cw BALL 7058-0259, D342077P01 A
A199 SP - 1145 115 3000 1 175 cw BALL 7058-0260, D342077P02 A
A260 SP - 1145 115 3250 1 1 cw BALL 7058-0261, D342077P03 A
A261 SP - 1145 115 3250 1 1 cw BALL 7058-0262, D342077P04 A
A262 SP - 1145 115 3250 1 1 cw BALL 7058-0263, D34077P05 A
A263 SP - 1145 115 3250 1 1 cw BALL 7058-0264, D34077P06 A
A264 SP - 1120 115 3000 2 0.75 cw BALL 7002-3443, D342078P01 A
A265 SP - 1125 115 3000 2 0.75 cw BALL 7002-3444, D342078P02 A
A266 SP - 1125 115 3000 2 1 cw BALL 7002-3445, D342078P04 A
A267 SP - 1125 115 3000 2 14 cw BALL 7002-3446, D342078P05 A
A268 SP - 1145 115 3000 2 14 cw BALL 7002-3447, D342078P06 A
A269 SP 33 1135 208-230 2500/3000 1 58/.6 Cccw BALL 7021-11054, X38040363010 B 195
A270 PSC 33 115 208-230 335012800 2 42150 Cccw BALL 7062-5033, X38040369010 C 195
A271 PSC 33 118 208-230 3500 2 0.62 cw BALL 7062-3969, X38040308-01 D 195
A272 PSC 33 112 208-230 3500 2 0.65 cw BALL 7062-3971, X38040309-01 D 195
A273 PSC 33 118 208-230 3500 2 0.62 cw BALL 7062-3972, X38040310-01 D 195
A274 PSC 33 1124 208-230 3500 1 28 cw BALL 7062-3973, X38040311-01 D 195
A276 SP 33 1/55 115 3000 1 1 cw SLv 7021-9011, D330757P01 E
A278 SP - 1/50 115 3000 2 14 cw BALL 7002-2530, D341095P02 F
A279 SP - 1125 115 3000 2 0.75 cw BALL 7002-2531, D341095P04, 7002-3275, D341663P04 F

NOTES: 195: 50/60 Hz

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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OEM Direct Replacement Motors

FIG.A A360, A362 FIG.B A361 FIG.C A367 FIG.D A368 FIG.E A369,A370
FIG.F A373 FIG.G D1050 FIG.H D895 FIG.1 D1005 FIG.J D1089
FIG.K D1090 FIG.L D1051 FIG.M D1058

FASCO
MODEL

TRANE (cont.)

TYPE DIA. SPD. AMPS ROT. b SHAFT DIM. CROSS REF. FIG. NOTES

7002-2532, D341095P01, 7002-3274,

A360 SP - 1125 15 2700 2 1 cw BALL D341663P01 A

A361 SP - 1142 15 3000 1 18 cw BALL 7002-2558, D330787P01 B

A362 SP - 1142 15 3000 1 16 cw BALL 7002-3273, D341663P05 A
A367 SP 33 1160 15 3000 2 95 cw SLv 7021-8051, 21D340096P02 C
A368 PsC 33 1120 15 3200 2 08 cw SLv 7062-3782, D340623P01 D
A369 PsC 33 1145 208-230 2800 2 34 ccw BALL 7062-3915, C663946P01 E

A370 PsC 33 1100 208-230 2920 2 0.18 ccw BALL 7062-3918, C664099P01 E

A3T3 SP 33 1135 280-230 3000 1 06 ccw BALL 7021-9396, C665662P01 F
D1050 PSC 5 118 230 1550 1 11 cw SLv 12X3 WWO4X236SP, WW94X936PSC G 199
D895 PSC 56 118 208-230 1650 1 08 cw SLvV 112X1112 5KCP39BGR4268, MOT 6363 H 1
D1005 PSC 5 110 460 1075 2 05 DS SLv 95/8X1/2X95/8 5KCP29DK3857BT, MOT 4590 |
D1089 PSC 5 115 15 850 3 1.3 REV SLv 12X3 M%%ZggDﬁggssﬁ E:glg)c()c;:g(;gf);o Jo
D1090 PSC 5 115 15 1100 3 08 cw SLv 1012 X112 X 11172 MOT1877, K48HXBLA-956 K
D1051 PSC 5 1125 - 1/40 15 1060 - 500 2 6-4 DS SLv MABX12X111/8 FAN COIL L 3
D1058 PSC 5 1/2_01} 41(;30 265 1100 3 5-3-2 cw SLv 12X2112 5 KCP29FK8858 Mo

NOTES: 1: 4M 370V capacitor 3: 6M 370V capacitor 199: Original motor is SP, D1050 is PSC to provide greater motor efficiency and permit closing shaft end of motor to
prevent moisture from enteringmotor

Products on page F—84 & 85 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A A086 FIG.B D190 FIG.C D134 FIG.D D262 FIG.E D1032

FIG.F D1111,D1111 FIG.G D1102

ROT.  BRNG. SHAFT DIM. CROSS REF. FIG. NOTES

20TH CENTURY

A086 SP 33 1125 115 3200 1 13 cw SLv 7021-5853 A
WEIL MCLAIN

D1190 SP 33 1130 115 3000 1 16 cw SLv 5/16 X 1.3/4 4718 7121-5750, JAINOT4 B
WEST BEND/MCGRAW EDISON

D1134 SP 33 1/5_01;81(;65 15 1500 3 1.1-8-6 cw SLv 114X 13/4 2114 Portable Humidifier Motors C
WESTINGHOUSE

D262 PSC 5 115 230 925 1 23 REV SLv 12 X4 3718 Whisperaire 319P300A D

D1032 PSC 5 115 208-230 1550 1 1.6 DS SLv 6 1/2 >1( /1/2 X 3718 Model No. 319P367A E

JA25094, JA28110, JA2S121N, Ad56301
D111 SP 33 118-1130 15 1330 2 2416 ccw SLvV 3 1/82)(32;16 X 3112 ASSE01, A49560§.i.330801 35, 5500 F

WINDOW A/C; G000519549; G519549

WHITE CONSOLIDATED INDUSTRIES

JA28094, JA25110, JA2S121N, A456301

D111 SP 33 118-1/30 115 1330 2 2416 ccw SLv 3 1/82);2;16 X 3112 ASBG01, A49560§+330801 315, 5500 F
WINDOW A/IC
WITT
D1102 PSC 33 1120 1151230 1550 1 75-4 cw SLv 5/16 X 2-5/8 312 7190-2158, 8216073, 7190-2159, 8216074 G

Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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OEM Direct Replacement Motors

FIG.A A0SO FIG.B Al18 FIG.C D111 FIG.D D171 FIG.E D1042
FIG.F A063 FIG. G A083 FIG.H At44 FIG.I A137 FIG.J Af54
FIG.K A165 FIG. L Af68

RPM  SPD. . X SHAFT DIM. CROSS REF.
WILLIAMSON
A080 SP 33 1/45 115 3000 1 11 cw SLv 7021-5510, 02-568 A
A8 5P 33 "5 15 3000 1 18 ow s 100,000 BTU Furnace 7021-6999, 7021-7042, Leads B
must be modified
YORK
D1191 SP 33 1/40 460 3200 1 0.37 ccw BALL 114 X 2-112 7121-7255 C 33,4113
D17 SP 33 1115 460 3000 1 0.6 ccw BALL 114 X 2-112 024-24115-004 F33HXJBB3621 D 4
D1042 PSC 5 115 208-230 1075 1 12 DS SLv 6 1% )1(/;/2 X Cond. Fan, D1041 FATHXBGM-927 E
A063 SP 33 1/56 230 3000 1 0.6 ccw BALL 26-22239 F
A083 SP 33 1/60 230 3000 1 08 ccw BALL 026-16323-0000, 026-20224-000, 7021-1373 G
A144 SP 33 1/40 208-230 3000 1 05 cw SLv 7021-6770 H 4
A137 PSC 33 1125 15 3450 1 0.7 cw SLv 7062-2442, 7062-3342, 7062-3484 |
A154 SP 33 1130 15 3000 1 12 cw SLv 7021-9428 J
A165 PSC 3.3 1125 115 3450 1 0.7 cw BALL 7062-3958 K
A168 PSC 3.3 1120 115 3450 1 0.7 cw BALL 7062-5019 L

NOTES: 33: Stainless steel shaft 41: Includes centrifugal switch 131: Motors include shaft bushing

Products on page F—86 & 87 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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OEM Direct Replacement Motors

FIG.A A220 FIG.B A221 FIG.C A222 FIG.D A223 FIG.E A224
FG.E A2S FIG.G A226 FIG.H A227 FIG.| A228 FIG.J A229
FIG.K A230 FIG.L A231 FIG.M A234

PASCO Tvee DA SPD. . : CROSS REF.
YORK (cont.)
A220 SP 33 1120 15 3000 1 16 cw BALL 7021-5838, 026-27510-700, 7021-7217, 7021-9054 A
A221 SP 33 1/40 208-230 3000 1 0.55 Cccw SLv 7021-8318, 026-30614-700, 7021-6991 B
A222 SP 33 1135 15 3000 1 1.05 ccw BALL 7021-8317, 026-32067-700, 7021-7481 C
A223 SP 33 1130 208-230 3200 1 0.64 cw SLv 7021-10096, 026-33999-001, 7021-9656 D
A224 SP 33 118 15 3450 2 08 cw SLv 7062-5048, 024-27654-000, 7062-4743 E
A225 SP 33 115 15 3200 1 225 cw BALL 7021-11577, 17503, 7021-11830, 024-34558-000 F
A226 Sp - 1135 15 3000 1 17 cw BALL 7058-0266, 7058-0266S G
A221 PSC 33 1125 15 3450 1 0.7 cw SLv 7062-47088, 024-27641-000, 17450, 7062-4708 H
A228 SP - 1125 15 3000 1 2 cw BALL 7002-3285, 024-31957-000, 7002-2941 |
A229 SP - 1125 15 3000 1 1.75 cw BALL 7058-0267S, 17499, 7058-0267 J
A230 PSC 33 1120 15 3450 2 08 cw SLv 7062-50948, 17476, 7062-5094 K
A231 SP 33 1175 15 3000 2 13 cw SLv 7021-10213, 17452 L
A234 PSC 33 112 208-230 3200 1 05 cw BALL 7062-5155, 102529 M
Thermally protected « UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
C" ._'7 Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com
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Fan Blade Accessories Fas Mount Bracket Kits

Hex Hub Features FM50

* Sizes to fit most applications Motor diameter 5.0”

« Simple screw design Bolt circle 9” and 10.18”

* Zinc plated steel FM50

* Pre-tapped holes with
mounting and set screws started

FM55
Motor diameter 5.5”
Bolt circle 9” and 10.18”

These kits are designed for
direct drive blower motors
using the flexible bracket

mounting arrangement. Ak
Grommets and eyelets
are included.
INTERCHANGEABLE HEX HUBS
PART NO. BORE NO. SET SCREWS
H5 5/16 1
H6 3/8 1
H8 12 2
H10 5/8 2 FMS55 replaces this type bracket
Packaged 12 per carton.
. Band Mounting Kits
Bushing Features 9
» Two bolt design
* Two 1/4-20 x 3/4” cap
screws provided
» Malleable iron construction
 For 1/27-13/8” bore ranges
NO55L, NO55S, KIT34, KIT50 KIT150 KIT49
NO50L, NO33L KIT315, KIT317
SPLIT TAPERED BUSHINGS “H” SERIES PART NO. MOTOR DIA. LUG SIZE BO;‘:\ﬁIggLE
PART NO. BORE
STB1 112 NO55L 5.5 Large 81/8-121/8
STB2 58 NO558 55 Small 67/8-81/8
STB3 3/4 KIT34 3.3 Large 41116-97/8
STB4 718 KIT50 5.0" Large 67/16-1111/16
STB5 1 KIT49 3 small lugs for Kit 555
STBG 118 KIT150 4 grommets to fit lugs on Kits 34, 49, 50, 55L, 558
STB7 1316
STBS 138 NO50L 44" &5.0 Large 61/2-118/16
Packaged one per kit. NO33L 3.3 Large 41/2-10
KIT315 5.0" Large 9.8
KIT317 5.6" Large 9.8

Products on page F-88 & 89 are NOT SUITABLE for

unattended equipment unless indicated by . FMO

See inside back cover for additional information.
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Conduit Boxes Blower Accessories

KIT142 INLET SCREENS
Black box for 3.3” diameter motors.

Packaged one per kit.
g p 4004

A=3.125
B=4.50
C=4.188

4000
A=4.72
B=6.125
C=575

KiT144

Gray, tie-rod mountable box
for 4.4”, 5.0” and 5.6”
diameter motors.

INLET4004

For Air Rotors of less than 3 7/8” diameter, Inlet 4004 can be used
on the following blowers:

50746-D500, 50747-D230, 50747-D401, 50747-D500, 50747-D600,
50748-D500, 50748-D700, 50752-D230, 50752-D500, A069, A071,
Packaged one per kit. A073, A075, A081, A083, B23617 or B23618

Packaged one per kit.

INLET4000

For Air Rotors of less than 4” to 5 1/2” diameter, Inlet 4000 can be
used on the following blowers:

50755-D230, 50755-D500, 50756-D230, 50756-D500, 50757-D500,
A159 or A161

Conduit Kits Packaged one per kit.
KIT100

For 5/16” and 3/8” Greenfield

(flexible conduit). Flanges

Packaged two per kit. KIT280

Meeting hole diameter .281”
Packaged one per kit.

KIT282

Meeting hole diameter .136”
Packaged one per kit.

KIT102

3/8” conduit connector
Allen Stevens type, complete with
mounting screws.

KIT284
Packaged one per kit.

Packaged three per kit.

Thermally protected * UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Two base clamps ship with
each base.

Specify shaft height 3.00” or
3.50” and motor model.

NOTE: The current base numbering system uses the first CRADLE BASE 31/2” 3"
two numbers to indicate shaft height (30 is 3.0” and 35 is “B” DIMENSION BASE NO. BASE NO.
3.5”) and the last three numbers represent distance between
cradle arms (386 is 3.86" etc.). Example: 35-417 has a 3.5 354 3534 30-34
shaft height and 4.17” cradle base. To achieve the shaft 3.86 35-386 30-386
height listed, the 2 1/2” diameter rings must be used. 4.08 35-408 30-408
For motors not listed: Add 417 47 —
.8 to a “A” dimension of 4 4.35 35435 30-435
7/16” diameter motors for 4.61 35-461 30-461
base “B” dimension. Add 479 35-479 30-479
9 to “A” dimension of 5 492 35.492 30492
diameter motors for base
“B” dimension. Add .5 to 847 35517 30517
“A” dimension of 5 5/8” 542 35-542 30-542
diameter motors for base 5.58 35-558 30-558
‘B dimension. 595 35505 30-595
7.05 35-705 30-705

RESILIENT MOTOR BASES

FASCO RECOMM. FASCO RECOMM. FASCO RECOMM. FASCO RECOMM. FASCO RECOMM. FASCO RECOMM.

MODEL BASE MODEL BASE MODEL BASE MODEL BASE MODEL BASE MODEL BASE
D112 517" D337 435 D701 595 D812 492 D937 461 D1748 461
D117 386 D338 492 D703 558 D816 461 D939 461 D1749 461
D148 354 D339 492 D711 595 D818 705* D940 5965* D1853 492
D150 492* D347 386 D721 461 D821 542 D951 595 D1910 595
D151 492* D356 M7 D723 517 D823 595 D966 517 D191 558
D152 492* D435 517 D725 461 D825 705 D967 558 D2700 595
D154 558 D474 542 D726 558" D838 595 D968 595 D2701 558
D156 479* D480 542 D721 479 D860 595 D970 595 D2702 595
D158 479* D481 542 D728 595 D870 542 D971 542 D2703 595
D160 479* D482 492 D729 595 D896 435 D972 492 D2704 595*
D164 479 D483 492 D730 595 D897 435 D973 461 D2705 706*
D166 479* D484 492 D733 492 D902 595 D974 595 D2814 595
D174 M7 D485 492 D735 595 D910 595 D975 461 D2816 NONE
D176 354* D486 517 D737 517 D911 558 D1016 479 D2817 595*
D178 M7 D487 517 D739 492 D912 479 D1025 492 D2818 NONE
D236 435 D488 517 D745 517 D913 479 D1033 479 D2832 595
D253 354 D489 542 D748 492 D914 595 D1042 492 D2833 595
D260 479 D490 558 D780 517 D915 595 D1046 386 D7745 517
D261 461 D491 558 D782 492 D916 595 D1051 408 D7748 492
D264 408* D492 558 D783 461 D918 479 D1061 492 D7749 435
D312 492 D493 558 D784 558 D920 595 D1065 408 $2846 705
D314 517" D494 492 D785 542 D923 492 D1086 435 $2848 NONE
D316 461* D495 492 D786 595 D927 435 D1089 435 §156 435
D329 435 D497 542 D787 492 D928 435 D1246 435
D333 386* D635 435 D788 558 D929 558" D1709 595
D335 408 D656 479 D789 592 D930 558" D1710 706*
D336 435 D658 479 D807 435 D935 558 D1745 558

* May need to reverse one or more mounting rings

Products on page F-90 & 91 are NOT SUITABLE for
unattended equipment unless indicated by .
See inside back cover for additional information.
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For 3.3” Diameter For Shaft End Of 48
Motors Frame Motors
KIT216 SHLD6303

Special end plate for 3.3” diameter Ventilated with double oiling
motors for base mounting. hub 1/2” Sleeve Bearing.

Use with KIT180 mounting cups.
Packaged one per kit.

SHLD6311

Ventilated with flat face 5/8”
Sleeve Bearing.

KIT225

Triangular bracket with grommets
for 3.3” diameter motors.
Pakcaged one per kit.

i} SHLD6302
Mounting Cup Non-Ventilated with double
KIT265 oiling hub 1/2” Sleeve Bearing.
Used to mount 3.3” motors to
some blower housings.
Packaged one per kit.
SHLD6304
Non-Ventilated with flat face
For Shaft End Of 1/2” Sleeve Bearing.
48 Frame Motors
SHLD6301
Ventilated with flat face 1/2”
Sleeve Bearing.
KiT410

End Shield caps for 48 frame.
10 per kit (5 open, 5 closed).

SHLD6312

Non-Ventilated with flat face 5/8”
Sleeve Bearing.

Thermally protected * UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Mounting Kits

KIT200

Holes for 4.4” and 5.6” diameter
motors.

One kit will adapt both ends of
motor for base mounting.

KIT199
Motor length adapter kit.

Provides means to base mount
Fasco 5” diameter motors.

Two kits needed to adapt both
ends of motor for base mounting.

KIT380
Rheem mounting adapter plate.
Packaged one per kit.

KiT214

Special end plate for 3.3”
diameter motor.
Packaged one per kit.

KIT218

Aluminum stand-off bracket for
motor-blower mounting.

Matches 3.3” mounting pattern.

KIT214 required to mount
to motor.

Packaged one per kit.

Products on page F-92 & 93 are NOT SUITABLE for
unattended equipment unless indicated by .
See inside back cover for additional information.

m Toll Free (800) 445-4155 »

Adapter Plates

KIT207

Provides rectangular mounting
stud pattern on 5.0” or 5.6”
diameter Fasco motors

to match Fedders stud motors.

Similar to Emerson and RMR r
ectangular mounting
stud patterns.

Packaged one per kit.

KIT205

Franklin Redmond 4 1/8”
diameter mounting
adapter plate.

Packaged one per kit.

Adapter Kits

H33

Special mounting kit for 3.3”
diameter to replace motors in
Nu-tone units.

Includes four nuts and two
hex hub brackets.

Use KIT187 mounting rings.

KiT414
Adjustable casebolt mounting kit.
Four bolt adapters per kit.

Fax (631) 348-7160 - www.marsdelivers.com
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Rheem Mounting

For 5.6”, 5.0” and

Cables 4.4” Diameter Motors
PARTNO. LENGTH  MOTORH.P. KIT184
KIT325 3-1/4 16 Henrite 2.50 .
KIT350 3.1/ 114 Packaged two per kit.
KIT378 3-1/8 113

Special mounting cables for Rheem. Four per pkg.

KIT183

Henrite 2.25 O.D.

Coleman “Lord” Mount Packaged two per kit.

KIT208

Studs: 3/8” x 8-32 x 3/8”
Bushing: 1/2” x 1/2”
Four per kit.

MNT1518

Stud: 1/4 x 8-32
Hole: 1/4 x 8-32 KIT186

Bulshing:l1/2.>l< 112 All Rubber 2.50 O.D.
SRR EL Packaged two per kit.

Mounting Grommets

GROM®6008
For 3/4” slot.
Shipped individually.

Includes a Steel Sleeve .
For 3.3” Diameter

Motors

KIT180

Henrite 1.80 O.D.
Packaged two per kit.

GROM®6000

For 1/2” slot.
Shipped individually.
KIT187

Rubber mounting rings;

use with H33 in Nutone and
Broan applications.
Packaged two per kit.

Henrite are rubber mounting rings with steel band, used with cradle bases and knife
edge motor supports.
All Rubber rings are used with direct drive blower motors and “Clamp” type supports.

Thermally protected * UL recognized « CSA or ULc certified
NOTE: Rotation is determined by looking at shaft end. Shaft length is measured from motor face.
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Capacitor Mounting Kit

KIT6001
Rubber boot and bracket.

RUBBERBOOT
Rubber boot sold separately.

Staked Tie Rods Qty. 4

KIT220

8” long 8-32 NC for Fasco 5.6”
diameter motors.

Includes one staked nut and one
regular nut.

KIT221

8” long 10-32 NC for Fasco 4.4”
diameter motors.

KIT832
8-32 Nuts, 32 pieces

KIT1032
10-32 Nuts, 32 pieces

Neoprene Gasket

GASKETO0167

Includes one gasket and four
grommets.

3.3” diameter motors
2.84” Bolt Circle diameter

Products on page F-94 are NOT SUITABLE for
unattended equipment unless indicated by =.

See inside back cover for additional information.

m Toll Free (800) 445-4155 »

Shaft Bushings Qty. 4

KIT240

1/4” 1D x 5/16” OD
KIT242

3/8”ID x 1/2” OD
KIT244

5/16” ID x 3/8” OD
KIT246

1/2” 1D x 5/8” OD

KIT465

Anderol 465 synthetic |
ubricating oil (3 0z.).
Packaged one per carton.

Water Slinger

SLINGR6002
1/2” 1D x 2" OD
Shipped individually.

Rain Shields

KIT170

For 1/2” shaft diameter motors.
RAIN6000

For 5/8” shaft diameter motors.
RAIN6017

RAIN6018

Cooling Fan Kit For
Draft Booster Motors

FK100

C.W. rotation

1 3/4” diameter

1/4” Hub ID

FK101

C.C.W. rotation

1 3/4” diameter

1/4” Hub ID

Shipped one fan per kit.

Fax (631) 348-7160 + www.marsdelivers.com

Rotation is
facing side
opposite
hub
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Notes Glossary

Below is a quick reference listing of numbers you will find in the notes column of FASCO’s model
charts throughout the catalog, and their respective meanings.

1 4M 370V capacitor

2 7.5M 370V capacitor not included

3 6M 370V capacitor

4 Water Heater Draft Inducer

5 Special low-temperature oil

6 Includes 4M 370V capacitor

7 Includes shaft bushing

8 Does not have shaft bushing

9 3M 370V capacitor

10 Has hall effect sensor

11 5M 440V Capacitor

12 10M 370V Capacitor

13 7.5M 370V Capacitor

14 7.5M 440V Capacitor

15 20M 370V Capacitor

16 Rotation is determined by viewing lug end

17 7.5M 370V Cap installed

18 Rotation is determined by viewing lug end.

19 Original motor is SP, D1050 is PSC to provide greater motor
efficiency and permit closing shaft end of motor to prevent
moisture from entering motor.

20 Not a direct replacement, but suitable for referenced models.

21 Rotation is determined from viewing lug end

22 2M 370V Capacitor

23 4 MFD 370V Capacitor

24 15M 370V Capacitor

25 Equipped with KFANG046 fan blade

26 4M 250V Capacitor included

27 12.5M 370V Capacitor

28 4MFD 370V Capacitor included

29 4M 370V capacitor included

30 Special low temperature oil

31 5M 370V Capacitor

32 Not a direct replacement for 5KCP49SG1010S, but is an
acceptable substitute.

33 Stainless steel shaft

34 Mounts on (3) P/N 0061-1518 Coleman Mounts

35 Has 8 drilled and tapped holes in shell

36 Has 4 drilled and tapped holes in shell

37 Includes 8 drilled and tapped holes in shell

38 4MFD, 370VAC capacitor rating (not included)

39 4MFD, 370VAC capacitor rating (included)

40 Original motor is SP, D1050 is PSC to provide greater motor
efficiency and permit closing shaft end of motor to prevent
moisture from entering motor.

41 Includes centrifugal switch

42 25M 370V Capacitor

43 Packed 6 per carton

44 Packed 1 per carton

45 Speed nut and vibration damper included.

46 Belted Fan & Blower Motor

47 56H Mounting

48 145T Frame

49 Mechanically Reversible

50 3M 370V Capacitor Included

51 3-1/2" SHAFT HEIGHT

52 6M 370V capacitor included

53 4M 370 capacitor included

54 5M 370V capacitor included

55 Has internal fan & 3.5" BC mounting holes for GE 21/29 Frame
replacement.

56 Drilled and tapped holes in case for Coleman mounting

57 Luxaire/Whisperaire

58 With plug for Penn Ventilator

59 Repl. For Siegler & Williams Wall Heaters

60 Penn Ventilator

61 Repl. For Butler & Leslie-Locke Roof Ventilator--BX Connector

62 Hub only on shaft end

63 Repl. For Leslie-Locke Roof Ventilator

64 Sterling Radiator Co.

65 For use with Greenheck Fan

66 Shaft stepped down from 3/8” dia. Shaft

67 OEM direct replacement for Jenn Air 80CR

68 Used in Jenn Air units. P/N 7108-2101

69 Used in Leslie Locke ventilators original P/N 7108-5056

70 Used in Acme Eng. Roof Vents

71 ILG ventilator 7108-2171. Has internal fan.

72 External oil retainer to accommodate resiliant rings and cradle base,
drilled and tapped holes in case for mounting in Coleman applications. (2
holes each end on case OD).

73 Mechanically Reversible

74 Popular Ice Machine pump motor

75 Shell Turbo 68, low temp. oil (-40°F)

76 Impedence Protected

77 Has hubs for end rings

78 Closed construction

79 See Tecumseh OEM section for cross references

80 With conduit box
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81 PSC motor requiring a 10 MFD 370V cap
82 Rotation determined by viewing lug end
83 Totally enclosed, Sears-Whirlpool 5000-8000 BTU units.
84 4M 370V capacitor (similar to GE WJ94X306)
85 Air Over
86 Drilled & Tapped Holes (No. 8-32NC) in face of case at shaft end for
mounting in various Coleman mobile home furnace applications, also has
mounting studs.
87 Used in Economite, “E-20", LS1/Miller and Mid Continent gas units.
88 3 small lugs for Kit 55S
89 4 grommets to fit lugs on Kits 34, 49, 50, 55L, 558
90 15 MFD 370V
91 7.5MFD 370VAC capacitor
92 Shaft up or horizontal applications
93 Motor has increased stack for higher ambient temperatures
94 7.5 m 440V Capacitor
95 Comes with unmounted conduit box.
96 Has maximum ventilation for high ambient temperatures
97 All angle mount bearings
98 All angle mount bearings. Use rainshield when necessary.
99 All angle mount bearings.
100 10 MFD 370V
101 7.5 MFD 370V
102 20 MFD 370V
103 Ideal for blowers and fans used in furnaces and air-conditioners
104 The capacitor and base are included
105 Ideal versatility using Kit 200 “X” brackets to accommodate various cradle
base lengths
106 Includes dust seal
107 Includes pull-chain switch
108 12.5MFD 370V capacitor included
109 No pedestal yoke mount
110 Blower system designed to enhance heat output from home fireplaces.
Kit includes variable speed control and temperature sensor switch.
111 Application: Designed for use in residential outdoor condenser fan and
heat pump units (primarily up to 3.5 ton)
112 Vibration motor
113 PSC version of D1189 (OEM Replacement for Krack Refrigeration.
114 Separate connection for each voltage
115 Not a direct replacement for 253-1194, but is an acceptable substitute
116 Replacement for Airease
117 Not a direct replacement for 253-1194, but is an acceptable substitute
118 10M 370V capacitor not included
119 Has special OEM wiring configuration. Not for general purpose 3 speed
applications
120 Use Fan Blades with round hub I.D.
121 Two Speed Motor
122 K110 has maximum flat length
123 Double Shafted
124 All mounting holes drilled and tapped.
125 Continuous Duty
126 3/8" shaft diameter with adapter to convert to 1/2” diameter
127 Front endshield drillled and tapped with four 10-32 threads on 3.5 bolt
circle
128 Electrically Reversible
129 Repl. For ITT REZNOR
130 Do not have extended hubs or rubber rings for base mount
131 Motors include shaft bushing
132 Open vented on opposite shaft end
133 Shaft down or horizontal applications
134 Does not have removable conduit boxes
135 Special wiring configuration. Cannot be used with SPDT switching.
136 Does not come with conduit box.
137 Ideal for blowers and fans used in furnaces and air-conditioners.
138 Not CSA certified
139 All angle mount bearings. Use rainshield when necessary
140 Has 10’ cordset
141 Keyed shaft
142 Vertical shaft down application.
143 All motors individually boxed.
144 Resilient Base
145 Interchangeable with GE 21 & 29 Frame motors and other Emerson,
Universal and Franklin refrigeration motors
146 Interchangeable with GE 21/29 Frame and Universal Motors
147 Comes with 2 1/2" O.D. Rubber Mounting Rings
148 Weld nuts on 3.5" B.C. for stud mount
149 Wiring slightly different from OEM PSC; check nameplate connection
diagram. Capacitor and Bracket included. Replaces 2 and 3 speed SP
and PSC motor. Motor in Gibson/Belding window units.
150 Endshield on D520 is easily removed, allowing rotor and shaft
to be rotated, thereby reversing motor rotation.
151 Has keyed shaft
152 Ideal for unit heaters
153 Agricultural applications
154 Extended hubs with rubber rings for base mount
155 Includes 8 drilled and tapped holes in shell.
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156 Interchangeable with GE 21 & 29 Frame motors & other Emerson,
Universal & Franklin Refrigeration motors
157 All angle mount sleeve bearings
158 All Rubber rings are used with direct drive blower motors
and “Clamp” type supports.
159 D180 for International Oil Burner Co.- Furnaces MAC5A, 1045, 1052,
1060, 1145, 1155, 1165, 1175, 1265, 1380, 7040, 7060.
160 Henrite are rubber mounting rings with steel band, used with cradle
bases and knife edge motor supports.
161 Hubless endshields for flush mounting
162 Ideal for lug mounting using lug Kit 55L or 558
163 Internal cooling fan
164 Rotation is facing side opposite hub
165 Skeleton Motor
166 3.25” Diameter
167 Self-Cooled
168 10M 440V Capacitor
169 Mounting bracket designed to match the original motor (four 8-36 drilled
and tapped holes)
170 Mounting hardware included
171 Has 22" leads with 1/16” thick insulation
172 Three studs opposite shaft end are 8-32 on a standard
2.84" bolt circle, 120° apart
173 3.9" diameter
174 Includes 1/2" studs for mounting
175 Bolt circle = 3.15"
176 Endshield on D520 is easily removed,
allowing rotor and shaft to be rotated,
thereby reversing motor rotation.
177 Used in Economite, “E-20", LS1/Miller and Mid
Continent gas units.
178 External oil retainer to accommodate resiliant rings and
cradle base, drilled and tapped holes in case for mounting
in Coleman applications. (2 holes each end on case OD).
179 Self cooled for mechanical duty
180 Can be operated on 50Hz with air-over applications
181 3 1/2" shaft height
182 Has internal fan & 3.5" BC mounting holes for
GE 21/29 Frame replacement.
183 Drilled and tapped holes in case for
Coleman mounting
184 D180 for International Oil Burner Co.- Furnaces MAC5A, 1045, 1052,
1060, 1145, 1155, 1165, 1175, 1265, 1380, 7040, 7060.
185 Rooftop Ventilator
186 Unit Heater
187 Includes shaft water slinger
188 60° ambient temperature rating
189 Closed end shield shaft end
190 All angle mount bearings. Use rain shield when necessary.
191 Should not be used for replacements where original motor is rated below
1500 RPM
192 Ideal versatility using Kit 200 “X” brackets to accommodate various cradle
base lengths
193 Poultry and Hog House fan motor
194 Condenser Fan Motor
195 50/60 Hz
196 Draft Booster/ Flue Exhaust/ Switch Motors
197 For 208V use 7.5M 370V Capacitor and 240V use 6M 370V Capacitor
198 Has special OEM wiring configuration. Not for general purpose
3 speed applications
199 Original motor is SP, D1050 is PSC to provide greater motor
efficiency and permit closing shaft end of motor to prevent
moisture from entering motor
200 Not a direct replacement for 5SKCP49SG1010S, but is an acceptable
substitute.
201 Not a direct replacement for 253-1194, but is an acceptable substitute
202 Original motor is SP, D1050 is PSC to provide greater motor
efficiency and permit closing shaft end of motor to prevent
moisture from entering motor.
203 Leads require modification
204 100,000 BTU Furnaces
205 Window A/C Using Delco Inside-Outside Motor 485932, KCP39PG9769S




Notes

NOTE:

Underwriters Laboratories has developed additional safety requirements for motors used
in equipment where abnormal unit operation could likely be undetected by the user, thus
increasing the risk of personal injury or property damage.

For example, a motor with a locked shaft could operate undetected for an extended period of
time in an attic ventilator fan, thus increasing the risk of fire.

Fasco General Replacement and OEM Direct Replacement products for use in attic ventila-
tors, bathroom ventilators, whole house fans, wall furnaces and other units in the category
have been modified to meet these new standards.

Special attention must be given to ensure that ONLY the modified products are supplied to
customers with units of this type.

Motors that are NOT SUITABLE for use in unattended equipment are clearly marked as such
with a warning lable indicating the increased risk of fire.

The new safety requirements for air moving equipment used in unattended locations within a
structure are documented in UL Standard 507, Electric Fans.

©

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
1

NN marsdelivers.com



®

GLUET

M Delivering Confidence




Table of Contents

Description Page No.

General INFOrMAtioN ... ettt ettt e b snbeereean ME-3 — ME-5
Application INFOrmMation ..o e ME-6 — ME-11
Variable Speed INfOrmation...................oooiiiiiii e ME-12 — ME-15
General Purpose Single Phase (NEMA Service Factor)
Dripproof
4 RIGIA BASE ........ccoooeeeereeeeeesssaa s eeessses e ME-16 — ME-17
o Extended Thru-Bolt, Split Phase, Steel endshield ...............cccoiiiiiiiiiie e ME-17
: Rigid Base (1.0 ServiCe FACION) .......oouiiiiiiiiei ettt s ME-18
l- Resilient Base (Single and Two-Speed) ... ...ME-19
Resilient Base (1.0 SErviCe FACIOT) ......cc.uiiiiiiiiiiieee et ME-20
é (O = Lo oo (L= PSPPSR ME-21
< Totally Enclosed
(o] (o =2 TS TSP P PR PPPPTPPI ME-22
E (O o Lot N oY) (F=Y TSSO PURRRS ME-23
C-Face Footed (Removable Base) - FOUr iN ONE.........ciiiiiiiiii ittt ME-23
General Purpose Three Phase (NEMA Service Factor)
Dripproof
RIGIA BASE, ....eveenvieeiiieitie ettt ettt ettt et e e bt e et e e st e e s e e e s e e ae e eaee e s e e ente e heeenteeeneeente e st e e neeenneeneas ME-24 - ME-25
Rigid Base, NEMA Premium® XRI® EffiCIENCY ......cc.uiiiiiiiiiiieiie e ME-25
Rigid Base, NEMA Premium® GIODEtrotter®............c.coiuiiiiiiiiiiiieiie et ME-26
Totally Enclosed
RIGIA BASE, ...ttt ettt h b a e h ettt ettt r e nane s ME-26
C-FACE FOOMESS ...ttt bttt h et ettt e b e h bt et e e e bt e be e e ab e e eae e e abe e neeebeeaneeennes ME-27
C-Face Footed (Rigid and Removable Base)-FOur in ONe............ccoouiiiiiiiiiiciieee e ME-27
Rigid Base, NEMA Premium® XRI® EffiCIENCY ......coviieeiiiiieieiieie sttt sne e sne e eneenes ME-28
Rigid Base, NEMA Premium® Globetrotter®-NEMA EffiCIENCY ......coviiiiiiieiiiieeceeese e ME-29
HVAC Motors (Air Moving)
Condenser Fan/Heat Pump, PSC, Open Air Over, Thru-Bolt, Shaft Up or Horizontal.. ...ME-30
Condenser Fan/Heat Pump, PSC, Open Air Over, Thru-Bolt, Shaft Down............ccccceeeviiiiiiieccee e ME-31
Condenser Fan/Heat Pump, PSC, Open Air Over, Thru-Bolt, AllF-ANGIE .........cccoiiiiiieie e ME-32
Condenser Fan/Heat Pump, PSC, Open Air Over, Rigid Base, Shaft Up or Horizontal ............cccccceiiiinne. ME-32
Condenser Fan/Heat Pump, Three Phase, Open Air Over, Belly Band/Resilient Ring, Shaft Up or Horizontal ... ME-33
Commercial Condenser Fan/Heat Pump, PSC, Open Air Over, Belly Band, Shaft Up...........ccccceoviiiiiinene.

Commercial Condenser Fan/Heat Pump, PSC, Resilient Base, Shaft Up or Horizontal
Commercial Condenser Fan/Heat Pump, Three Phase Open Air Over, Rigid Base, Shaft Up or Horizontal..ME-34
Commercial Condenser Fan/Heat Pump, Three Phase, Dripproof, Rigid Base, Shaft Up or Horizontal......... ME-35
Exhaust Ventilator, Single Phase, Dripproof, C-Footless, Single Speed ...........cccooeiiiiiiiiiiiiieiie e

Fan & Blower - Direct Drive, PSC, Open Air Over, Resilient RiNG ........ccooiiiiiiieeeeeecee e

Fan & Blower - Direct Drive, PSC, Open Air Over, Resilient Ring, Thru-Bolt mount
Fan & Blower - Direct Drive, PSC, Open Air Over, Extended Thru-Bolt, 460 Volt .... ..
Fan & Blower - Direct Drive, PSC, Open Air Over, Torsion Flex mount.............cccoovveiiiieeiiiiicecceee e
Fan & Blower - Split Phase, Dripproof, Resilient Base - Single and Two Speed..........ccccccecveeeneeen.

Fan & Blower - Capacitor Start, Dripproof, Resilient Base - Single and Two Speed
Fan & Blower - Split Phase and Capacitor Start, Totally Enclosed, Resilient Base - Single and Two Speed..ME-41
Fan & Blower - Three Phase, Dripproof, Resilient Base - Single and Two Speed

Fan & Blower - Three Phase, TEAO, ResSilient BaSe...........cccccuuviiiiiiiiiiiiiiiiee e
Furnace BIOWETr = PDQ MOUNL......cuiiiiiiitii ettt ettt h ettt e s hb e e bt et e et e e enbeeebe e et e e eneeenbeeaneean
Oil Burner, PSC, 48M flang@ MOUNL.........oii ittt e et e e e e et eeenteeesnneeeeanneeeannaeeeeneeas
Oil Burner, Split Phase and Capacitor Start, 48M and 48N flange mount .............ccccoooiiiiiiiiiiei e,
Oil Burner, Split Phase and Capacitor Start, 56C FOOESS ........ccccuiiiiiiiiiiiie e
Refrigeration Fan Motors, Three Phase Open Air Over, Shaft Up & Horizontal Rigid Base Mount................. ME-45
Unit Heater Fan, PSC, TEAO, Resilient Base ...
ACCESSOTY KIS ...ttt e et e st e e st e be et e e nae
NEMA Quick Reference Dimensional Chart....................coooiiiiiiiiiii e
FOOTNOES ...ttt ettt ettt oo b e oo a bt e e e s bt e e e ae e e e ehbe e e e s b e e e sasbee e eabbeesanneeeanneaeanes
ma Pathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
1

NN marsdelivers.com



Marathon Motors Nameplate Information — How To Read The Nameplate

The nameplate is the key to selecting the proper replacement motor.

CSA Verification Mark - Complies with CSA’s

Motor Specifications (Example)

ma I.‘a.thor‘w ® Energy Efficiency Verification Service and
X R I CSA their Standard C390 - C390 is the Canadian
MARINE Motors gl efficiency equivalent of EPAct.
DUTY WAUSAU,WIS?ONSIN 54401 U.S.A. 3 HIGH EFFLCIENCV
2 —_ 1 —
IEEE45 MODEL AN 256 THFNA9026ABL MTG. F1 FRAME 256T EEV102077
PARTNO 5 SER. 6 Underwriters Laboratories, Inc. UL Recognized
USCG | 1ype 1rs 7 DES. B8 PH3 9 ' FA10 DUTY CONT 11 Wi tc 40°C 12 yd Component Mark 9 g
ENCL TEFC 13 RISE 65°C 14 IP5615 IC 4116 CODEG 17 %\& UL file # >
MTHYR MFG. 12/2003 18 WTL8g 412 19 WIKG 187 20 “ [ lle
ALTITUDE 1000M/3300 FT 6309 32 i w2 < :
HZ 60 21 VOLTS 460 22 ENmrjz 50 VOLTS 400 % CE (Conformité Européene) Marking ;
O /[ This mark signifies the motor complies 4
|EEE841 HP 20 23 KW 15 24 HP 15 KW 11 with the European Low Voltage Directive.
FLAVPS 241 25 SF 1.25 26 FLAWPS 215 SF 1.15 -
PF(COS) P 84.0 27  RPM 1775 28 PF(COS) P 820 RPM 1475 CSA Mark - Certified by the Canadian o
NIEMI/ | NOMEFF 830 29 NOMEFF 93.0 (§|§® —T Standards Association
SHFTEND 4occaxppan 30 OPP B0 specaxepanX 31 h 4
21839 —J— :
APIRP14F FOR USE ON PWM VFD 10:1 VT, 20:1 CT, 1.0 SF. CSAfile #
gﬁ/A g/ggL'g'Eg;gSFFhQSHSBLI%B?Esl ;EEACT:U%E CCO03A —+— CC# - Compliance Certification Number as per
CODE T3 @ 1.0SF OR T2B @ 1.15SF ON SINE-WAVE assigned by the Department of Energy.
\ POWER, OR T2D @ 1.0SF ON PWM TYPE VFD POWER. / Motors meetlng EPACct efficiencies or hlgher
N v will have this number.

Agency Symbols

1. MODEL - The ID number 18. MTH/YR MFG. - Month and year motor was manufactured
2. DATE CODE - The month and year manufactured 19. WT/LBS - Motor weight in pounds
3. MTG. - Mounting 20. WT/KG - Motor weight in kilograms
4. FRAME - The size & mounting 21. HZ - Input frequency of the power supply, usually 50 or 60 HZ
5. PART NO. - Customer part number 22. VOLTS - Voltage rating of the motor at the operating frequency
6. SER. - Serial number 23. HP - Rated horsepower the motor will produce
7. TYPE - Electrical type 24. KW - Rated output in watts
8. DES. - Code by NEMA or [EC 25. F.L. AMPS - The rated load current expressed in amps at nameplated
9. PH - Electrical phase usually 1 or 3 horsepower with nameplate voltage and frequency
10. INS CL - .Insulat?on Class 26. S.F.-Percentage of the rated horsepower the motor can safely operate at:
11. DUTY - Time rating under load Example: 1.15 SF (115% of rated HP)
12. MAX AMB - The allowable surrounding air temperature 27. PF | COS - Power Factor / Cosine is the ratio of actual power to the
13. ENCL - Enclosure (i.e. TEFC) apparent power
14. RISE - The temperature rise over ambient expressed in degrees 28. RPM - Full load speed at rated frequency
Celsius when the motor operates at nameplated HP or KW 29. NOM EFF - Average Efficiency
15. IP - Inherent Protection of the enclosure to solids and liquids as 30. SHAFT END BEARING - Manufacturer drive end bearing number
defined by IEC 34-5 31. OPP. END BEARING - Manufacturer opposite drive end bearing number
16.1C - Inherent Cooling 32. SHAFT END BRG - Drive end bearing size
17. CODE - NEMAlocked-rotor KVA 33. OPP - Opposite drive end bearing size

' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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General Information

How To Read A Model Number:

Each Marathon Motors motor carries a model number that can be used to

define some of the motor’s physical and electrical characteristics.
Example (For Fractional): 1PC48C17D2000AP
This is a breakdown of the model on the nameplate:

1 P Cc 48 C 17 D 2000 A P
1 2 3 4 5 6 7 0 M 12

This is a breakdown of the model in the catalog:

48 C 17 D 2000
4 5 6 7 10

Example (For Integral): 2QA215TBDRA7076ALL

This is a breakdown of the model on the nameplate:

2 Q A 215T B D R

A 7076 AL L

1 2 3 4 5 7 8 9 10 M 12

This is a breakdown of the model in the catalog:

215T B D R A 7076
4 5 7 8 9 10

1. Date Code - Year of Manufacture
(Not shown in catalog listings.)

2. Thermal Protection (Not shown in catalog listings.)

UL Recognized UL Recognized

Motor Protector Motor
Combination Construction

Automatic Reset

Automatic Reset Automatic Reset

Q Yes Yes

S No No

U No Yes

w # Yes

Manual Reset Manual Reset Manual Reset

P Yes Yes

z No Yes

X No No
None None None

\% No Yes

Electrical Type

Single Phase:
A = Permanent split capacitor
B = Capacitor start, capacitor run
C = Capacitor start, induction run
N = Split phase start, capacitor run
S = Split phase

Three Phase:
T = Three phase
H = Inverter Duty/IEEE841 Inverter Duty
V = Medium Voltage

DC Power:
E = Permanent Magnet DC

RPM or Speed at 60 Hz (Fractional Only)
34=2-Pole, 3600 rpm
17=4-Pole, 1800 rpm
11=6-Pole, 1200 rpm
8 = 8-Pole, 900 rpm

Enclosure

D = Dripproof
= Explosion proof, non-ventilated
Totally enclosed, fan cooled
Explosion proof, fan cooled

m
no1

I
R
o
=
L

F
G
O
P
S = Semi-enclosed

T = Totally enclosed, non-ventilated

V = Washdown, non-ventilated

W = Washdown, fan cooled

Frame Construction

Integral Fractional

L = Aluminum (Full Frame) B = Rolled Steel - Sourced
Y = Aluminum (Full Frame) D = Stainless Steel - Sourced
Z = Aluminum (High Mount Down Frame) U = Frameless - Sourced

H = Aluminum - Sourced

R = Rolled Steel (Full Frame)

W = Rolled Steel (Full Frame)

X = Rolled Steel (High Mount Down Frame)

B = Rolled Steel - Sourced

S = Cast Iron (Full Frame)

N = Cast Iron (Full Frame)

P = Cast Iron (High Mount Down Frame)

C = Cast Iron - Sourced

D = Stainless Steel

Style Letter (A, B, C, etc. indicate redesign)

# Motor protector combination is U.L. recognized only if motor is
used in direct drive fan duty application, and is under locked rotor

condition, or is running under no-load condition. 10. Sequence Number

11. Minor Modification Letter(s)

3. Date Code - Month of Manufacturer (Not shown in catalog listings.) Fractional - 1 letter; Integral - 2 letters

4. NEMA Frame Size - (Integral motors - T and U designate standard 12. Manufacturing Code - A code for the factory where
shaft, TS and US designate short shaft) the motor was manufactured.

©
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How To Read A Model Number: Continued E. Stack Length
A - 5/8” F - 114 L - 1-7/8" S- 3.0
Example (“harmonized” motor design): B - 3/4” G- 1-3/8 M- 2.0 T- 3-1/4”
C-7/8 H- 1-1/2" N - 2-1/4” u- 3-1/27
A B Cc D E F G H | D- 1.0 J - 1-5/8” P - 21/2 W- 4.0”
5 KH 3 6 K G 142 - X E- 1-1/8" K - 1-3/4” R - 2-3/4” Q- Spec.
A. Rotating Device F. Endshield Construction g
G & N - Aluminum >
B. Type of Winding K - Steel
KH - Split Phase C - Cap/Can ;
KC - Capacitor Start, Induction Run 4
K - Polyphase G. Sequence Number :
KCP - Permanent Split Capacitor o
KCR - Capacitor Start, Capacitor Run H. Current Revision (blank if original) z
C. Lamination Size .  Type of Overload
3 - 48 frame, 4 - 56 frame X - UL Auto running & locked rotor
Y - UL Manual running & locked rotor
D. Length of Frame S - UL Auto locked rotor
48 frame 56 frame T - Non-UL Auto running & locked rotor
2 517 573 U - Non-UL Manual running & locked rotor
3 5.42 6.63 V - Thermostat
4 None None W - UL Motor Parts
5 5.80 7.11
6 6.23 None
7 6.63 7.63
8 7.23 8.44
9 Spec. Spec.

\ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. ma rathM%E h
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Application Information

Agency Listings
UL and CSA

Marathon Motors’s Fire Pump and Explosion Proof motors are UL
Listed. Other motor types are UL Recognized, including models with
inherent overheating protection as noted (i.e. thermally protected
models). Marathon motors are also CSA Certified for both explosion
proof and non-explosion proof enclosures.

CE (Conformity Europeanne)

CE marking on the nameplates of Marathon Motors motors is
available upon request for most motors rated 600V or less. We do

full compliance with NEMA MG1-2006, Part 31, Section 4.4.2, as
pertaining to voltage spikes. 460 volt motors must withstand voltage
spikes of up to 1426 volts; 575 volt motors must withstand spikes

up to 1788 volts. See “Insulation Systems” for additional detail on
this subject.

Commitment to RoHS and WEEE European Directives
European Directive 2002/95/EC “Restriction of Use of Certain

z Hazardous Substances” (RoHS) and Directive 2002/96/EC “Directives
o AC Motors on Waste Electrical and Electronic Equipment” (WEEE) were enacted
Non-Explosion Praot UL Flle No. __GSA Fll o, | 13 2n" e st ofcten s ststorces cotanes o
= =) NEMA 45-449 Frame E49747 LR2025 P bpe - . ‘ ° ead,
P mercury, cadmium, hexavalent chromium, polybrominated biphenyls
All 5K type models numbers E46035 MC236833 and p0|ybr0m|nated d|pheyn| ethers.
é NEMA 500 and 5000 Frame — LR2025*
IEC 63-90 Frame E49747 LR2025# The scope of products covered, affecting motors, is:
< IEC 100-280 Frame E49747 LR2025 « Large household appliances
= | Thermally Protected motors E6312 LR2025 + Small household appliances
Thermally Protected 5K motors E14133 MC236833 « IT and telecommunications equipment
Insulation Systems E37900 LR2025 « Consumer equipment
* Does not include coverage for use with VFD « Electrical and electronic tools (except large scale stationary
# Domestic product only and industrial tools)
Explosion Proof UL File No. CSA File No. * Toys, leisure and sports equipment
NEMA 56-326 Frame E12044 LR47504 « Automatic dispensers
NEMA 364-449 Frame E12044 LR21839
Fire Pump Motors UL Eile No. CSA File No. The Directives do not currently apply to medical devices, monitoring
and control instruments, spare parts for the repair or reuse of electrical
NEMA 143-510 EX5190 LR2025 and electronic equipment placed on the market before July 1, 2006,
Class I, Division 2/Zone 2 UL File No. CSA File No. and most military and state security equipment.
NEMA 48-449, 5000 Frame — LR21839
European ATEX Zone 2 Intertek Certificate No. Regal Beloit Corporation worked closely with suppliers to assure that
product falling within the scope of these Directives meets the specified
NEMA 143449, IEC 112-280 ITSOBATEX45370 levels of these substances. The Directives took affect July 1st, 2006
however many products were converted in May and June. The
PMDC Motors products converted are motors in NEMA frame size 145 and below,
both AC and DC mot ith the followi tions:
Non-Explosion Proof UL File No. CSA File No. ofh AL and DL motors with the following exceptions
NEMA 56-145 E49747 E49747

» Sleeve bearing motors

 Brake motors in 56-145 frame will have to be ordered
specifically as RoHS compliant.

» Some motors with specialty electro-mechanical components.

not apply the CE Marking to explosion proof motors. The European Bearings
“Low Voltage” Directive applies to electric motors. Contac$ a factory
representative for details. Non-explosion proof microMAX Frame Size Standard Type Comments
BlackMax® and BlueMax® (TENV and TEFC) standard (catalog) 48 Shield Ball
models have the CE Mark on the nameplate. 56 - 184T Sealed Ball
182 - 4447 Double Shield Ball
ATEX Directive (ATmospheres EXplosibles) 284 - 449TS Single Shield Ball
Mandatory by law, the European Union (EU) Directive 94/9/EC 445T - 6805 Double Shield Ball Direct - coupled loads
requires that electric motors for use in explosive atmospheres carry
the CE mark, notified body identifier, Ex symbol, equipment group and 445T - 6805 Roller (DE)/Ball Belted loads

category, plus the date code. See
“European Installations” for additional details, located on the next page.

* Belting data must be provided on all belted applications

Standard horizontal motors can be mounted in a vertical shaft down
orientation (except brakemotors). Contact a factory representative for
shaft up mounting arrangements.

NEMA (National Electrical Manufacturers Association)

Marathon Motors motors are manufactured in accordance with all
applicable areas of NEMA standards in MG1-2006. When applied in
accordance with the “Guidelines for Application of Three Phase Motors
on Variable Frequency Drives”, Marathon Motors motors are in

Motors for use in vertical shaft up or shaft down configurations must be
reviewed by Engineering before ordering.

Continued on next page.
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Marathon Motors motors employ the use of Mobil POLYREX® EM
grease, a specially formulated bearing grease designed for electric
motors. POLYREX® EM provides superior lubricity, durability and
resists corrosion, rust and washout. POLYREX® EM is a registered
trademark of Mobil Corporation.

Maximum safe mechanical speed capability is a function of

bearing size, type and grease selection, as well as rotor balance
specifications. Consult the “Maximum Safe Mechanical Speed Limits”
chart in the “Overspeed Capability” section.

Note that these values do not imply maximum constant
horsepower RPM.

Efficiency

The efficiency of a motor is the ratio of its useful power output to its
total power input and is usually expressed in a percentage. Marathon
Motors offers standard, high efficient EPAct, and NEMA Premium®
efficient (XRI) ratings. Standard efficiency motors may only be used
on applications that are exempt from legislated efficiencies. The high
efficient motor line is in compliance with the Energy Policy Act of 1992
(EPAct) and/or Canadian efficiencies as set by NRCan. The Energy
Independence and Security Act of 2007 (EISAQ7) will become law

on December 19, 2010, requiring current EPAct-compliant motors to
meet NEMA Premium® efficiencies, and most EPAct-exempt motors to
meet EPAct levels. XRI Premium efficient motors in this catalog meet
NEMA Premium® unless otherwise noted.

The XRI® line is a premium efficiency line, which exceeds mandated
efficiencies of EPAct and /or NRCan. Unless otherwise noted, XRI®
premium efficient motors in this catalog meet NEMA Premium® the
newly promoted efficiency levels by NEMA and the Consortium for
Energy Efficiency (CEE).

Electrical Type/Starting Method

Motors in this catalog are capacitor start, split phase, permanent split
capacitor, or three phase. Capacitor Start motors have high starting
torque, high breakdown torque, and relatively low starting current.
Split phase motors have medium starting torque and medium starting
current. Permanent split capacitor motors have low starting torque
and low starting current. Three phase motors have high starting, extra
breakdown torque, and typically very low starting current. Single
phase motors cannot be applied on variable frequency drives with
three phase output.

Enclosure And Method Of Cooling

Marathon Motors motors are available in various enclosures;
Dripproof (DP), Dripproof Force Ventilated (DPFV), Totally Enclosed
Fan Cooled (TEFC), Totally Enclosed Non-Ventilated (TENV), Totally
Enclosed (TEAO) and Totally Enclosed Blower Cooled (TEBC).
Application conditions will determine the type of motor enclosure
required.

Dripproof motors have open enclosures and are suitable for indoor
use and in relatively clean atmospheres. Dripproof motors have
ventilating openings constructed so that drops of liquid or solid
particles falling on the machine at an angle of not greater than 15
degrees from the vertical cannot enter the machine.

Totally enclosed motors are suitable for use in humid environments

or dusty, contaminated atmospheres. Totally enclosed non-ventilated
motors are NOT cooled by external means. Totally enclosed fan
cooled motors are cooled by external means that are part of the motor

' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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Application Information

but not in the internal workings of the motor. Totally enclosed air
over motors are sufficiently cooled by external means, provided by
the customer.

Hazardous Duty™

Hazardous Duty™ motors are totally enclosed (fan cooled or
non-ventilated) motors designed for applications in hazardous
atmospheres containing explosive gases and/or combustible dusts.

North American installations

North American standards for electric motors generally fall into one
of two divisions. Division 1 Explosion Proof motors are UL Listed

in accordance with NFPA Class | (Flammable Gases) or Class I
(Combustible Dusts) and Groups (gases or dusts), depending upon
the atmosphere. Division 2 motors are CSA Certified and are marked
similarly to Division 1 equipment. Inverter Duty motors through 449T
frames are CSA Certified for use in Division 2 locations.

European installations

Motors for hazardous locations in Europe must meet a different

set of standards and require different markings than those of North
America. CENELEC sets the standards for equipment in hazardous
locations for Europe. Motors for use in explosive atmospheres in
Europe are often referred to as flameproof (Zone 1) or non-sparking
(Zone 2) motors. These motors must comply with the ATEX Directive.
The ATEX Directive covers all electrical equipment used in explosive
atmospheres. To ensure compliance with the Directive, equipment
must meet the essential ATEX requirements and carry the CE mark
on the nameplate. Other information required on the nameplate
includes the Ex symbol, group & category, Ex protection method, gas
group, and temperature code, example (@II 3 G ExnAlIC T3).

The tables on the next page describe Marathon Motors’s capabilities
by Area Classification and by Temperature Code.

IEC Degrees Of Protection vs. Marathon Motor’s
Standard Construction

The enclosure terminology for an IEC motor is a combination of the IP
(Ingress Protection) and IC (Inherent Cooling) codes. Each number in
the IP code stands for a different degree of protection.

IP12 - Dripproof

IP22 - Dripproof with screens, or die cast aluminum bracket

IP43 - Totally Enclosed

IP54 - Totally Enclosed Severe Duty

IP55 - Totally Enclosed Severe Duty with V-Ring Shaft seals, and/
or “Smart Ring” rotating shaft seal and Neoprene gaskets

IP56 - Totally Enclosed Severe Duty with rotating Shaft seals (eg.

Inpro/Seal® VBX bearing isolator) and
Neoprene gaskets

marathon-
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Application Information

Marathon Motors Hazardous Duty Motor Area Classification Chart

Class | Area Classification Class Il Area Classification
(Flammable Gases, Vapors or Mists) (Combustible Dusts)
. Europe - ATEX . Europe - ATEX
North America (Category G - Gases) North America (Category D - Dusts)
Division 1 Division 2
4 1 Z 2 ivisi 4 21 4 22
4 Explosion TEFC & one one 2 DRGEL Division 2 one one 22
o Proof TENV Flameproof Non-Sparking Explosion Proof Flameproof Non-Sparking
Group A Group A Group IIC, Category G - - - -
: Contact
P Group B Group B Marathon Motors Group IIC, Category G - - - -
Group C Group C for ATEX Zone 1 Group IIB, Category G - - - -
capabilities
Group D Group D Group IIA, Category G - - - -
< = = - - Group E - Catagory D Catagory D
E - - - - Group F Group FO® Catagory D Catagory D
- - - - Group G Group G@ Catagory D Catagory D

- Group is not applicable to that Division or Zone, or is not defined.
@ Group is not available from Marathon Motors.

Contact factory representative for availability.

Marathon Motors Hazardous Duty Motor Temperature Code Chart

Division 1 Explosion Proof/Zone 1 Flameproof Division 2/Zone 2 Non-Sparking
Temperature Codes
Class | Area Classification Class Il Area Classification* Class | Area Classification
(Flammable Gases, Vapors or Mists) (Combustible Dusts) (Flammable Gases, Vapors or Mists)
Temp. | UL/CSA | ATEX Division 1/Zone 1 Division 1/Zone 21 Division 2/Zone 2

280°C | T2A | T2(280)

XRI® Severe Duty & IEEE-841 @ 1.15 S.F.,

10
260°C T28 T2(260) Class |, Groups A,B,C,D (Sine wave power)

Available through Marathon’s Mod Central
on Totally Enclosed EPAct, XRI®, XRI® Severe
Duty or |IEEE-841 @ 1.0 S.F. on PWM VFD,
Class |, Groups A, B, C, D

215°C | T2D | T2(215)

Available through Marathon’s Mod Central
on Totally Enclosed EPAct, XRI®, XRI® Severe

200°C T3 T3
Duty or |IEEE-841 @ 1.0 S.F., Sine wave power
Class |, Groups A, B, C, D
Explosion Proof - Class |, Group D Explosion Proof - Class I,
165°C T3B T3(165) (Group C as noted), Sine wave or Groups F & G, Sine wave
PWM power or PWM power
Available through Marathon’s Mod Available through Marathon’s Mod
Central on Explosion Proof - Class |, Central on Explosion Proof - Class I,
160°C T3C T3(160
(160) GroupC&D @ 1.0SF. - GroupF &G @ 1.0 S.F. -
Contact Factory Contact Factory
1350.C T4 T4 ATEX compliant motors ATEX compliant motors

Divison | & Il ambient range is -25°C to +40°C
ATEX ambient range is -20°C to +40°C
Consult Marathon Motors for higher ambients
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Insulation Systems

Class B — General Purpose motors that employ Class B insulation
systems have a total temperature rating of 130°C and maximum
allowable temperature rise of 80°C at 1.0 S.F.

Class F — Motors with a Class F system have a total temperature
rating of 155°C, with a maximum temperature rise of 105°C at 1.0
S.F. Many Marathon Motors designs utilize a Class F system but
limit temperature rise to no higher than “B” rise, providing thermal
“headroom” for longer insulation life.

Class H - Class H insulated motors have a total temperature rating
of 180°C and maximum allowable temperature rise of 125°C. All
Marathon Motors motors that employ a Class H system are designed
to operate between “B” and “F” rise, giving the user a generous
thermal cushion.

“CR200” _ Corona Resistant, 200° rated magnet wire is utilized

in numerous general purpose and inverter duty motor designs to
extend insulation life under the rigors of steep fronted voltage spikes,
common with today’s IGBT inverters. Refer to page 17 for product
lines that employ the use of CR200 magnet wire.

Motors with the CR200 jnsulation system can be operated at up

to 475 feet from the drive on 460 volt systems, at 3 KHz carrier
frequency. For other voltages and/or carrier frequency combinations,
contact a factory representative.

MAX GUARD® — All Black Max®, Blue Max®, Blue Chip®, XRI® Severe
Duty and XRI®-841 (IEEE841) motors feature the MAX GUARD®
insulation system, either in conjunction with Class F or Class H
materials. Combining corona-resistant magnet wire (CR200) with

our patented “low stress” winding configuration and uncompromising
quality standards, MAX GUARD® delivers long, dependable motor
life under the adverse thermal and dielectric stresses imposed by
IGBT-based variable frequency drives. MAX GUARD® surpasses the
requirements of NEMA MG1-2006, Part 31, Section 4.4.2.

460 Volt (or lower) motors equipped with MAX GUARD® can be
operated at any distance from the drive and at any carrier frequency.
575 Volt motors can be operated at up to 650 feet cable length at

3 KHz.

Mounting

Most Marathon Motors motors are designed for horizontal mounting
(shaft parallel with ground), unless designed otherwise, such as
Vertical P Base motors. As a general rule, a horizontal motor can
also be mounted in a vertical shaft down orientation. Horizontal
motors should never be mounted in a vertical shaft up orientation
without consulting your application engineer, as this practice can
cause damage to the motor, which is not covered under warranty.
Brakemotors should not be mounted vertically (up or down), unless
the brake has been specifically designed for such.

' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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Application Information

Nema Service Factor Ratings

The table below lists the NEMA service factors for single phase,
dripproof motors. Totally enclosed and explosion proof motors have
1.0 service factor except where noted.

Single Phase

NEMA SERVICE FACTOR @ RPM LISTED
HP 3600 1800 1200 900
112 1.4 1.4 1.4 1.4
1/8 1.4 1.4 1.4 1.4
1/6 1.35 1.35 1.35 1.35
1/4 1.35 1.35 1.35 1.35
1/3 1.35 1.35 1.35 1.35
12 1.25 1.25 1.25 1.15
3/4 1.25 1.25 1.15 1.15
1 1.25 1.15 1.15 1.15

1.5&Up 1.15 1.15 1.15 1.15

Overload Protection

There are four choices in protection: manual (inherent type),
automatic (inherent type), thermostats, and none. A manual overload
must be physically reset to restart the motor. An automatic thermal
overload will stop the motor when it is overloaded or overheated and
restart it after the motor has cooled down. None means the motor
has no protection. Thermostats are embedded in the winding and
connected to the motor starter control circuit. Marathon Motors’s
standards are normally closed thermostats, one per phase.

A motor with an automatic reset protector must
not be used where automatic restarting (after
motor cool-down) would endanger personnel
or equipment. Such applications should use a
manual reset protector.

Phase/Power Supply

Is the power supply three phase or single phase? Most home and
farm applications require single phase motors, while most factories,
large commercial and industrial users require three phase motors.
Single phase motors can be used on three phase systems. Three
phase motors, however, cannot be operated from single phase
systems. Motor damage will result.

Rotation

Most motors in this catalog are reversible by electrical reconnection
or by physical orientation. Marathon Motors’s standard rotation from
the factory for single phase motors is counterclockwise, when viewing
the opposite shaft end of the motor.

Speed/Rpm

3600, 1800, and 1200 are the most common 60 HZ synchronous
speeds with full load speed equivalents of 3450, 1725, and 1150.
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Application Information

Terminology

Ambient Temperature — Temperature of the medium, such as air,
water or earth, into which the heat of the equipment is dissipated.

Across The Line Start — A method of motor starting that applies
full line voltage to the motor. The motor is connected directly to the
power source.

Base Speed — Nameplate rating where the motor will develop rated
HP at rated load and voltage. With AC systems, it is commonly the
point where 60 Hz is applied to the induction motor.

Breakaway Torque — The torque required to start a machine
from standstill.

Breakdown Torque (BDT) — The maximum torque that an AC motor
will develop with rated voltage applied at rated frequency
while rotating.

Cogging — A condition in which a motor does not rotate smoothly but
“steps” or “jerks” from one position to another during shaft revolution.
Cogging is most pronounced at low motor speeds and can cause
objectionable vibrations in the driven machine.

Continuous Duty — The continuous rating is the maximum constant
load that can be carried continuously without exceeding established
temperature rise limitations under prescribed conditions of load and
within the limitations of established standards.

Definite Purpose Motor — Any motor design, listed and offered

in standard ratings with standard operating  characteristics and
mechanical construction, for use under service conditions other than
usual or for use on a particular type of application (NEMA).

Duty Cycle — The relationship between the operating and resting
times or repeatable operation at different loads and/or speeds.

Efficiency — Ratio of power output to power input indicated as a
percentage. In motors, it is the effectiveness with which a motor
converts electrical power into mechanical power.

Frequency — Number of cycles per second of alternating current
60HZ used primarily in the United States, 50HZ normally
used overseas.

Full Load Torque (FLT) — The torque necessary to produce rated
horsepower at full load speed.

General Purpose Motor — This motor has a continuous duty rating
and NEMA A or B design, listed and offered in standard ratings with
standard operating characteristics and mechanical construction for

use under usual service conditions without restriction to a particular
application or type of application (NEMA).

marathon-
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Inertia — A measure of a body'’s resistance to changes in velocity,
whether the body is at rest or moving at a constant velocity. The
velocity can be either linear or rotational. The moment of inertia
(WK2) is the product of the weight (W) of an object and the square
of the radius of gyration (K2). The radius of gyration is a measure of
how the mass of the object is distributed about the axis of rotation.
WK?2 is usually expressed in units of Ib-ft2.

Inrush Current — The initial surge of current into the windings. Inrush
current can be up to ten times higher than the continuously needed
current because there is low initial resistance.

Intermittent Duty — A motor that never reaches equilibrium
temperature, but is permitted to cool down (to ambient temperature)
between operations. For example, a crane, hoist or machine tool
motor is often rated for 15, 30 or 60 minute duty.

Load Sharing — An application condition in which two or more
similar-sized AC Induction motors are mechanically connected to
each other and powered from the same inverter. Optimum load
sharing is achieved with higher slip (NEMA Design B or C) motors.

Locked Rotor Current (LRA) — Steady state current taken from the
line with the rotor at standstill, at rated voltage and frequency. This is
the current when starting the motor and load across the line.

Locked Rotor Torque (LRT) — The minimum torque that a motor will
develop at rest for all angular positions of the rotor, with rated voltage
applied at rated frequency.

No Load (Conditions) — The state of a machine rotating at normal
speed under rated conditions, but when no output is required from it.

Part Winding Start (PWS) — A method of reduced voltage starting
that applies power to only one set of windings, then to the other set
as the motor comes up to speed.

Power Factor — Power factor is the ratio of real power (kW) to
total kVA, or the ratio of actual power (W) to apparent power (volt-
amperes).

Reactance — The opposition to the flow of current made by an
induction coil or a capacitor. Performance data expresses stator
reactance as X1 and rotor reactance as X2.

Resistance — The opposition to voltage or current in an electrical
circuit. Performance data expresses stator resistance as R1 and rotor
resistance as R2.

Rotor — The rotating member of a machine with a shaft.

Service Factor (SF) — When used on a motor nameplate, a number
which indicates how much above the nameplate rating a motor can
be loaded intermittently without causing serious degradation (i.e. a
motor with 1.15 SF can produce 15% greater torque than one with
1.0 SF, within temperature constraints).
Continued on next page.
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Application Information

Terminology Formulas & Conversion Factors

Squirrel Cage Induction Motor — When used on a motor nameplate, = Horsepower (HP) = Torque (Ib-ft) x RPM / 5252
a number which indicates how much above the nameplate rating
a motor can be loaded without causing serious degradation (i.e. a
motor with 1.15 SF can produce 15% greater torque than one with Torque (Ib-ft) = HP x 5252 / RPM
1.0 SF, within temperature constraints).

Horsepower (HP) = Torque (Ib-in) x RPM / 63025

Torque (Ib-in) = HP x 63025 / RPM

Shock Load — The load seen by a clutch, brake or motor in a
system that transmits high peak loads. This type of load is present in
crushers, separators, grinders, conveyors, winches and cranes. Synchronous RPM = 120 x Frequency / # Poles

Efficiency = Power Out / Power In

Ohms = Volts / Amperes (R = E/l)
Slip — The difference between the speed of the rotating magnetic

field (synchronous speed) and mechanical rotational speed (rotor Amperes = Volts / Ohms (I = E/R)
speed) of AC induction motors. Usually expressed as a percentage

of synchronous speed. Volts = Amperes x Ohms (E = IR)

S
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Static Torque (T) = F x R (Ib-ft),
Special Purpose Motor — A motor with special operating F = Force (Ib),
characteristics, special mechanical construction, or both, designed R = pully or drum radius (ft)
for a particular application and not falling within the definition of a
general purpose or definite purpose motor (NEMA).

Pound-feet (torque) = .7376 x Newton-meters

Newton-meters (torque) = 1.3558 x Ib-ft
Speed Range — The minimum and maximum speeds at which

a motor must operate under constant or variable torque load Power (HP) = Torque (Ib-ft) x 2 x RPM / 33000

conditions. A 50:1 speed range for a motor with top speed of 1800 Temperature (Celsius) = 5/9 x (F° — 32)
RPM means the motor must operate as low as 36 RPM and still
operate within specifications. Temperature (Fahrenheit) = (9/5 x C°) + 32

1 Kilowatt (KW) = 1.341 Horsepower
Starting Torque — The torque exerted by the motor during the

starting period. 1 Horsepower = 746 watts (.746 KW)

Brake Torque = (5252 x P/ N) x SF, P = HP, N = RPM, SF = 1.4
Stator — The stationary portion of the magnetic circuit and the

associated windings and leads of a rotating machine. Use 2.0 to 2.5 SF for cranes and hoists
(consult crane manufacturer or und-user).

Synchronous Speed — The speed of an AC induction motor’s
rotating magnetic field. It is determined by the frequency applied to
the stator and the number of magnetic poles present in each phase
of the stator windings. Mathematically, it is expressed as Sync
Speed (RPM) = 120 x Applied Frequency (Hz)/Number of Poles
per phase.

Torque — A turning force applied to a shaft, tending to cause rotation.
Torque is normally measured in “pound-feet” and is equal to the force
applied times the radius through which it acts.

Torque-to-Inertia Ratio — The rated motor torque divided by its rotor
inertia. Helps determine a motor’s ability to accelerate loads and/or
respond to commands from a drive to change speed or direction.

Voltage Drop — The reduction in voltage level from the source to the
load caused by conductor resistance.

Wye Start Delta Run (YD) — A method of reduced voltage starting
that first connects a motor in a wye to reduce voltage, then
reconnects the motor in a delta to provide full line voltage.
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Variable Speed Operation

Variable Speed Operation

Guidelines for Application of General Purpose, Three Phase, Single Speed Motors on Variable Frequency Drives Meets NEMA MG1-2006 Part 30

and Part 31 Section 4.4.2 Unless stated otherwise, motor nameplates do NOT include listed speed range.

Enclosure Efficiency Variable Torque Constant Torque
All Frames 56 143-215 254-286 324-365 404-449
NEMA Motors
All Poles All Poles 2-Pole |4 & 6 Pole 2-Pole 4 & 6 Pole 2-Pole | 4 & 6 Pole 2-Pole |4 & 6 Pole
Standard (EPAct exempt) 10:1 2:1 2:1 2:1 Contact Engineering
z ODP EPAct compliant 10:1 N/A 2:1 2:1 21 21 Contact Engineering
NEMA Premium 10:1 N/A 10:1 10:1 10:1 10:1 10:1 [ 10:1 [ 2:1 21
o Standard (EPAct exempt) 10:1 21 2:1 21 Contact Engineering
: TEFC EPAct compliant 10:1 N/A 2:1 10:1 21 10:1 21 21 21 211
P NEMA Premium 10:1 N/A 2:1 20:1 2:1 20:1 2:1 20:1 (1) 2:1 20:1 (1)
TENV EPAct compliant 10:1 N/A N/A 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1
NEMA Premium 10:1 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1
é Standard (EPAct exempt) 10:1 10:1 (2) 10:1 (2) 10:1 (2) N/A N/A N/A N/A N/A N/A
< Wang‘F’gW” EPAct compliant 10:1 101 (2) 101 (2) 101 (2) N/A N/A NA N/A N/A N/A
NEMA Premium 10:1 10:1 (2) 10:1(2) 10:1 (2) N/A N/A N/A N/A N/A N/A
E Washdown Standard (EPAct exempt) 10:1 1000:1 1000:1 1000:1 N/A N/A N/A N/A N/A N/A
TENV EPAct compliant 10:1 1000:1 1000:1 1000:1 N/A N/A N/A N/A N/A N/A
NEMA Premium 10:1 1000:1 1000:1 1000:1 N/A N/A N/A N/A N/A N/A
Explosion Al efficiency levels Explosion Proof motors njgst bg properlylr_\a_meplated with inverter dgty information prior to use on VFD.
Prooff See Marathon catalog pages for specific rating capabilities. Motors with automatic overload protectors cannot be used on VFDs.
IEC Motors All Frames 63-90 100-225 250-315
All Enclosures | All efficiency levels 10:1 201 Up to 20:1 Up tp2:1
Notes: (1) 324-449T, 4 & 6 Pole XRI motors are rated for 20:1 C.T. with fan modification; otherwise rated for 2:1 C.T. continuous duty, or 20:1 C.T. 60 minute duty at lowest RPM.

(2) Washdown TEFC motors are rated for 10:1 C.T. 60 minute duty or 2:1 C.T. continuous duty at lowest RPM. Model numbers beginning with 5K are not suitable for use

with Variable Frequency Drives.

Application Notes

Bearing currents

Marathon Motors recommends that any motors used with Variable Frequency Drives be equipped with suitable means to

protect the motor bearings from shaft currents caused by common mode voltages inherent with operation on a
non-sinusoidal power supply. Marathon Motors offers several options for motors in non-classified (non-hazardous) locations,
including ground brushes, insulated bearings and non-contact shaft grounding rings. For more information on ground
brushes and bearing currents, see the VARIABLE SPEED OPERATION section. For installation cost and available options,

see the MOD CENTRAL section.

Restricted use

DO NOT APPLY THE FOLLOWING MOTORS ON VARIABLE FREQUENCY DRIVES:

Single Phase motors, Motors with inherent overload protection, Multi-Speed motors, Motors with 1.0 Service Factor on sine

wave power.

Fire Pump motors should not be used with variable frequency power supplies, due to the critical nature of these applications.

Hazardous Locations
Zone 2 areas.

Consult with Marathon Motors when applying motors and drives into Hazardous Locations, either Division/Zone 1 or Division/

UL and CSA policies prohibit the installation of bearing protection devices, such as shaft grounding brushes, rings or

insulated bearings on motors in Hazardous

Locations.

Maximum Cable Lengths from the Motor to Drive

Product Description 3 kHz CARRIER FREQUENCY (PHASE TO PHASE)
230 Volt | 460 Volt | 575 Volt
56-326 NEMA, 100-225 [EC Frames 600 ft. 125 ft. 40 ft.
364-5013 NEMA, 250-315 IEC Frames 1000 ft. 225 ft. 60 ft.
Motors with CR® Corona Resistant Magnet Wire 1500 ft. 475t 140 ft.
Motors with MAX GUARD® insulation system Unllimited Unllimited 650 ft.
Fom-wound low voltage motors Unllimited Unllimited 650 ft.

Standard Motor Insulation Systems

*  Higher carrier frequencies require shorter cable length to obtain normal (50Khrs) insulation life.

CR200 Corona-Resistant Magnet Wire

Max Guard®

microMAX® inverter duty

“4 -in - 1" Three Phase, C-Face with Removable Base
Standard Three Phase stock Brakemotors

Blue Chip® Severe Duty Explosion Proof,

Black Max® Vector Duty - All Product

Blue Max® Vector Duty - All Products

PowerWash™ XT, SXT, and SXT-Plus Washdown Duty - Three Phase
Blue Chip® XRI Severe Duty

EPAct Efficiency Blue Chip® XRI-841 (IEEE841 compliant)
Max + Automotive Duty “T” Frame
Blue Chip® Explosion Proof, XRI® Premium Efficiency
Globetrotter® IEC Metric motors
marathon-
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Variable Speed Information

Marathon Motors Vector-Duty and Inverter-Duty motors, unless
otherwise stated, are rated for continuous operation in a 40°C
ambient and for altitudes up to 3300 feet (1000 meters) above

sea level. Special application considerations, such as high or

low ambient, intermittent ratings, high altitude, duty cycle rated,
extended constant horsepower range, special base speed, voltage or
frequency, or any other special requirements, should be reviewed by
a factory representative.

It is the responsibility of the startup personnel during commissioning
of the VFD/motor system to properly tune the drive to the motor for
the specific application. The correct voltage boost and volts/hertz
settings are application dependent and unique to each motor design.
Procedures for these adjustments should be in your VFD user
manual. Many Vector Duty and Inverter Duty motors in this catalog
are equipped with thermostats; warranty coverage may be denied if
they are not properly utilized.

Power factor correction capacitors should never
be installed between the drive and the motor.

Inverter Duty Or Inverter Rated

“Inverter Duty” (often called “Inverter Rated”) motors are suitable for
use with Variable Frequency Drives, as long as operation is within the
application guidelines published in this catalog. In general, Marathon
Motors’s three phase, general purpose, NEMA Design B motors are
considered “Inverter Duty”, and meet or exceed the requirements of
NEMA MG1, Part 30. As required under Federal law, these motors
comply with EPAct efficiencies when operating from utility power.

Many of Marathon’s motor product lines have been enhanced to
facilitate reliable operation on today’s variable speed drives, including
wider constant torque speed range (up to 20:1) and improved
insulation systems that withstand voltage spikes common with
variable frequency operation.

Inverter Duty (Rated) motors are most often used in 10:1 speed
range, variable torque or constant torque applications. A vector
control is usually required for operation beyond 10:1 CT.

Refer to “Guidelines for Application of General Purpose, Single
Speed Three Phase Motors on Variable Frequency Drives” in this
section of this catalog for the allowable speed range and cable length
restrictions (from VFD to motor). Additional detail regarding a specific
product’s capabilities is available on its catalog page, or by consulting
your application engineer.

' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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Variable Speed Operation

Vector Duty - “Vector Duty” describes a class of motors that
are used in conjunction with Open- (without encoder) or Closed-Loop
(with encoder) Vector controls, that provide enhanced performance
under low speed operating conditions, or in cases where torque
(rather than speed) must be controlled. “Vector Duty” motors can be
applied to Volts/Hertz (scalar) drives, as well.

Marathon Motors’s “MAX” family, consisting of Blue Max®, Black
Max® and microMAX™ motors, have been specifically designed for
optimal operation on vector or volts/hertz controls. These motors
feature a wide constant torque (up to 2000:1) and/or constant
horsepower (up to 4:1) speed range and are performance-matched
to all current technology IGBT drives. Vector Duty motors meet or
exceed the requirements of NEMA MG1, Part 31, and are equipped
with an enhanced insulation system (MAX GUARD® or CR200) to
provide many years of trouble-free service. Consult the catalog
page for each product’s capabilities and features. As these motors
are specifically designed for operation through an inverter, they are
exempt from EPAct legislation. Model numbers contain the letter “H”
in the “Electrical Type” field.

Variable Torque Loads — Applications include fans,
blowers and centrifugal pumps. Torque varies as the square of

the speed, and horsepower as the cube of the speed. Operation
below base speed significantly lightens the load on the motor.

While most variable torque applications do not require the motor to
operate below half speed, the motor is fully capable of operation to
zero speed. Operation above base speed significantly adds to the
load on the motor; therefore, a factory representative must review
applications requiring variable torque above base speed. Refer to the
application chart found on page 14 for use of general purpose three
phase motors on variable frequency drives. Marathon’s microMAX™,
Black Max® or Blue Max® motors are not necessarily required for
operation of variable torque loads. A bypass circuit is often employed
in Variable Torque applications. If this device is intended to be used,
selection of a NEMA Design B motor is recommended, to withstand
the inrush current during across-the-line starting.

Constant Torque Loads - Applications include
conveyors, elevators, hoists, extruders, positive displacement
pumps, mixers and converting equipment. Torque remains constant
throughout the range of operation, and extra care should be taken in
the proper application of motors, especially at very low speeds. Most
constant torque applications don’t require operation below 10:1

(i.e. 6 Hz operation on a 60 Hz motor), but an increasing number of
applications historically reserved for servo and/or stepper systems
are being served with motors capable of operation beyond 20:1, up
to 2000:1 (zero speed, constant torque). Refer to the application
chart found on page 17 for use of general purpose three phase
motors on variable frequency drives.

Continued on next page.
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Variable Speed Operation

Constant Torque Loads (Cont'd.)

Applications requiring greater than 20:1 C.T. are ideal for
microMAX™ Black Max® or Blue Max® motors. These motors provide
full rated torque within their listed speed range, without exceeding a
Class F temperature rating while under inverter power (many operate
at Class B). Ratings in this catalog have been developed, based on
extensive testing on IGBT inverters, set at a minimum 3 KHz

(or equivalent) carrier frequency.

Vector Duty and Inverter Duty motors from Marathon Motors are
designed for operation at 150% of rated load for one minute, up to
the base speed of the motor (overload capability declines to 100%

as the motor reaches maximum constant HP speed). These motors
accommodate constant horsepower operation to 1-1/2 to 2 times
base speed, subject to the motor's maximum safe mechanical speed
limit. Refer to the Maximum Safe Mechanical Speed Chart, as well as
the performance section for each motor’s capability.

Motors rated for zero RPM continuous duty (1000:1 or 2000:1)
must be powered by vector drives to produce rated torque without
overheating. Optimum zero speed and low-speed full torque
performance may require a closed loop vector drive

(with encoder feedback).

Constant Horsepower Loads - Applications include
coil winders, band saws, grinders, and turret lathes. Operation
requires the motor to deliver the same horsepower rating, regardless
of shaft speed. Torque increases at low speed and decreases at
higher speed. Most general purpose motors can deliver constant
horsepower up to 1 1/2 times base speed (consult a factory
representative to verify performance). However, many constant HP
applications require operation to twice base speed, and some, such
as coil winders, up to 4 times base speed. microMAX™, Black Max®
and Blue Max® motors are designed for 1 1/2 to 2 times base speed,
and the Wide CHP motors, found in Marathon’s SB371 Catalog,
deliver up to 4 times constant horsepower performance.

Bearing Currents - As stated in NEMA MG1-31.4.4.3, to
protect a motor from inverter-sourced shaft voltages, either both
bearings must be insulated or the motor shaft must be effectively
grounded. Marathon Motors offers several effective means to
protect the bearings from inverter sourced EDM (electrical discharge
machining). A Shaft Grounding device is standard in Blue Max®
motors, in frame sizes 444T and larger. Insulating the motor
bearings will not prevent damage to bearings of a connected load,
and insulated couplings should be employed to protect the load.
Adding a ground brush to a motor with insulated bearings will divert
motor shaft currents and help protect the bearings of the connected
load. At this time, UL policy prohibits the use of ground brushes or
insulated bearings in Hazardous Locations (Div 1 & 2, Zones 1, 2,
21 & 22).

The Marathon Solution to Bearing Currents
Any motor with a “-P” behind the catalog number
and a “P” footnote features a current mitigation device.

P72
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Motor Grounding - Frames and accessories of all motors
must be grounded in accordance with the National Electric Code
(NEC) Article 430. Refer to NEC Article 250 for general information
on grounding. Proper grounding of inverter-driven motors is essential
to protect personnel and livestock from inverter-sourced common
mode voltages, which may reach hazardous levels on the frame of
ungrounded or poorly grounded motors.

Low Input Voltage - If, due to lower utility supply voltage,
the input voltage from the VFD to the motor is lower than the motor’s
rated voltage, de-rating of the motor’s base frequency, horsepower,
full load RPM, and constant HP RPM is required. The revised values
can be calculated by multiplying by the ratio of the voltage change.
For example, to operate a 460 volt motor from an inverter fed by 50
or 60 HZ, 400 volt utility power, the multiplier is 400/460 or 0.87.

The VFD can be reprogrammed to match the new base point values,
allowing the motor to provide rated torque at rated current from

the new base speed down to its original minimum Constant torque
speed. The motor’s CHP range will begin at the new base frequency
and will be shortened by the same ratio as described above.

Overspeed Capability — Maximum safe mechanical
speed capability is a function of bearing size and type, lubrication,
rotor balancing technique and specifications, air gap, enclosure,
frame construction and connection to the driven load. In addition,
consideration must be given to ambient noise levels, as operation
above base speed will increase motor noise and vibration, and
reduce bearing life. Under no circumstances should bearing hub
temperature exceed 100°C. Belted loads should not exceed 60
Hz operating RPM by more than 25% (NEMA “TS” shafts are not
suitable for belted loads). Due to external cooling fans, TEFC (and
Explosion Proof Fan Cooled) motors are limited to 4000 RPM
maximum speed.

Marathon Motors, through extensive testing in our state-of-the-art
laboratory and in actual field experience, has developed a number

of high speed motors whose maximum safe mechanical speed
exceeds the values in the table below. The following table depicts
maximum safe speed limits for continuous operation, direct-coupled,
non-explosion proof motors, and does not imply constant horsepower
capability. Please consult a factory representative for requirements
beyond those listed, or for intermittent duty limits.

Maximum Safe Mechanical Speed Limits
(ODP, TENV, DPFV OR TEBC ENCLOSURES)
60 Hz base frequency

Frame Size 2-Pole 4, 6 or 8-Pole
56-184 7200 5400
213-256 5400 4200
284-286 5400 3600
324-326 4000 3600
364-365 4000 2800
404-449 3600 2800
5000 Fr N/A CALL
6800 Fr N/A CALL

< Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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Variable Speed Operation

Description of the available electrical power
supply and wiring.

Other Application Consideration

For proper selection, the following should be considered:
» Special performance requirements, if any.
» Horsepower or torque requirements at various speeds.

Whether the drive will be configured with a by-pass circuit. In

* Desired speed range of the load and motor. case of its deployment, the motor will operate like its fixed speed
counterpart and may require a NEMA B design which limits
in-rush current, or selection of a larger motor starter or other
protective circuitry.

» Acceleration and deceleration rate requirements of the process
being controlled.

« Starting requirements including the frequency of starting and a
description of the load (reflected inertia at the motor, load torque

during starting). * Mounting and other mechanical considerations

* Load sharing

» Whether the application is a continuous process or duty cycle of
starts, stops and speed changes.

A general description of the type of application including the
environment in which the VFD system components must
operate (determines motor enclosure and/or explosion proof
classification).

S
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Typical Temperature Rise Of Various Enclosures

Temp. Rise
H
. TENV
B .~ Tesc DPRV
TEFC
A
ODP
Hz
36 15 30 45 60 90 120
@Rated Torque I @Rated Power
\ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. ma rathM%E h
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General Purpose, Single Phase

(NEMA Service Factor), Dripproof

Features:

» Heavy gauge steel frame and base

« Ball bearings (except as noted)

« Economical split phase or capacitor start designs, as noted
« Service Factor, as noted

» UL Recognized and CSA Certified

<
(@)
==l Rigid Base
F ﬂm-m OVER CAT. MODEL LIST | MULT. FL. “c” FOOT
VOLTS o WEIGHT
é LOAD NO. NO. £ | PRICE | SYMB. AMPS DIM. NOTES
< 116 1800 15 48 AUTO 4349 5KH39QN9537X NS4 F1 39 12 8.94 320
1/4 1800 115 48 NONE 4354 5KH39QN9538 N 8146 F1 5.1 13 894 320
E 1800 115 48 NONE H239 5KH33FN6 N $197 F1 56 13 8.87 d3,20
1800 115 48 AUTO 4362 5KH39QN9686X N $151 F1 5.1 13 894 320
1800 115/208-230 48 NONE C147 5KC35JN10 N 187 F1 5202726 16 9.25 220
1800 115/208-230 48 AUTO C148 5KC35IN10X N $283 F1 522726 16 9.25 220
1800 1151230 48 AUTO C145 B5KC35JNBX N $227 F1 5226 16 9.57 d.2,20
1500 1101220 48 NONE C431 5KC36LN18 N 8215 F1 56128 17 9.66 2,20,50
13 3600 115/208-230 48 NONE G091 048C34D2025 $161 F1 442222 17 10.09 220
1800 115/208-230 48 NONE C153 5KC36LN30 N 5268 F1 6.0/3.2-3.0 18 9.66 220,68
1800 115/208-230 48 AUTO C154 5KC36LN30X N %280 F1 6.0/32-30 18 9.66 22068
1800 115/208-230 56 NONE C158 5KC36LN7 N $1 F1 6.0/3.2-3.0 18 10.32 2,20,68
1800 100-120/200-240 56 NONE E253 5KCR46JN0085 N $3r F1 40-3.82.0-1.9 23 10.77 ES,1,20,68
1800 115/208-230 56 AUTO C159 5KC3BLN7X N 8235 F1 6.0/3.2-3.0 18 10.32 2,20,68
1200 1151230 56 NONE C1252 5KCA9PNBO70 N 8338 F1 86/4.3 89 1148 22068
12 3600 115230 48 NONE 61098 5KC36JN266 N 8180 F1 76138 15 9.66 219
3600 15 56 MANUAL 9031 5KCA9MN2043Y N o$25 F1 115 20 11.14 217
3000 1101220 48 NONE C459 5KC37MN96 N 8300 F1 78039 20 10.06 2,19,50
1800 1151230 48 NONE C164 5KC37NN15 N 8332 F1 9.2/46 20 1040 219
1800 110-120/200-240 56 NONE E262 5KCR46MN0092 N 8384 F1 5.85.62.9-2.8 27 10.77 ES,1,19,68
1800 115/208-230 56 NONE c167 5KC49GN0010 N $253 F1 88/4.2-44 21 10.38 219
1800 115230 56 AUTO C168 5KC49GN0010X N sarT F1 88/44 21 10.38 219
1200 1151230 56 NONE C1263 5KCABUNG073 N3 F1 94/47 34 12.76 219
34 3600 115/208-230 56 NONE G915 056C34D2100 N 8233 F1 96/44-4.8 21 1097 219
1800 100-120/200-240 56 NONE EG271 5KCR49PN0097 N w482 F1 9.0-8.8/4.54.4 31 11.37 ES,1,19,68
1800 115/208-230 56 NONE C175 5KC46LN0153 N 8317 F1 13.2/6.26.6 25 10.78 219
1800 1151230 56 AUTO C176 5KCABLNO153X N $366 F1 13.2/6.6 24 10.78 219
1200 115230 56 NONE C178 5KCR49WNB075 N 8554 F1 126/6.3 4 139 ES,1,18
1 3600 115/208-230 56 NONE C179 5KC38RN60 N %264 F1 124/64-6.2 24 11.04 219
3600 115/208-230 56 AUTO C180 5KC38RN6EOX N 8338 F1 124/6.4-6.2 2% 11.04 219
1800 100-120/200-240 56H NONE E280 5KCR48UN0104 N F1 11.8-114/59-5.7 39 12.66 ES1,18
1800 115/208-230 56 NONE C181 5KC49PN0161 N 843 F1 136/6.7-6.8 31 11.38 218
1800 115/208-230 56 AUTO C182 5KCA9PN0161X N 8365 F1 13.6/6.6-6.8 31 11.38 218
1800 115/208-230 1437 NONE C188 5KC49PN0162 N 843 S1 136/6.7-6.8 31 1.77 211,18
1200 1151230 56H NONE C183 5KCR49QN6076 N %49 F1 126/6.3 54 14.93 ES1,18
1200 1151230 182T NONE 1141 182TCDR17079 $574 St 15.075 87 15.72 13,18
Continued on next page.
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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General Purpose, Single Phase

(NEMA Service Factor), Dripproof

Features:

» Heavy gauge steel frame and base

* Ball bearings (except as noted)

» Economical split phase or capacitor start designs, as noted
* Service Factor, as noted

» UL Recognized and CSA Certified E
Rigid Base ;
nm-m OVER CAT. MODEL S| LST [ MULT. F.L. “c” FOOT 4
R 3 WEIGHT :
LOAD NO. \[o} £ | PRICE | SYMB. AMPS DIM. NOTES
1112 3600 115/208-230 56 NONE G937 056B34D2026 Vo $353 F1 14.8/8.0-7.4 25 11.72 1,18 o
3600 115/208-230 14317 NONE 1101 143TCDR5303 $366 S1 18.8/9.7-94 30 10.99 21418 z
1800 1151230 56 NONE C1299 5KCR48WNO756Y $443 F1 13.4/6.7 35 1245 ES,1,110
1800 115/208-230 56H NONE C185 5KCR49SN0068 Vo $408 F1 18.2/9.1-9.1 35 11.90 ES,1,18
1800 115/208-230 56H AUTO C186 5SKCR49SN0068X N 424 F1 18.2/9.1 35 11.90 ES,1,18
1800 115/208-230 145T NONE C191 5KCR49SN0065 Vo $415 S1 18.2/9.1-9.1 35 12.30 ES,1,18
1200 1151230 184T NONE 1142 184TCDR7076 $714 S1 230115 72 15.72 213,18
2 3600 1151230 56 NONE C187 5KCA48TN2169 772 F1 2121106 38 12.66 2,18
3600 115/208-230 145T NONE 1102 145TBDR5302 Vo $436 S1 19.2110.59.6 35 1149 1,18
1800 115/208-230 56HZ NONE C193 5KCR49WN0270 Vo $433 F1 22.0/109-11.0 44 14.33 ES,1,11,18
1800 115/208-230 56HZ AUTO CG381 SKCR49WNO0270T Vo 9556 F1 220109-11.0 44 14.33 ES,1,11,18
1800 115/208-230 182T NONE 1112A 182TCDW7026 Vo $4s4 S1 230123115 62 13.19 21318
1200 115/208-230 213T NONE 1143 213TCDW7076 Vo g8 S1 30.0155-15.0 138 16.55 218
3 3600 115/230 145T NONE C1%4 5KCR48TN8062 Vo 8610 S1 2941147 38 1313 ES,1,18
3600 115/208-230 182T NONE 1103A 182TCDW7001 N $544 S1 32.017.1-16.1 62 13.69 213,18
1800 115/208-230 184T NONE 1113A 184TCDW7026 Vo 8566 S1 3351174168 78 14.21 213,18
1200 230 215T NONE 1144 215TBDW7079 $1,222 S1 16.0 134 18.05 118
5 3600 208-230 184T NONE 1104A 184TBDW17008 N §731 S1 24.0-220 79 14.69 213,18
1800 208-230 184T NONE 1114A 184TBDW7026 N $686 S1 230210 82 1471 1,13,18
1800 208-230 213T NONE 117 213TCDW7026 $934 S1 30.5-28.0 108 16.55 2,18
Extended Thru-Bolts, Split Phase - Steel Endshields
OVER CAT. MODEL LIST | MULT. FL “c” FOOT
VOLTS o WEIGHT
LOAD NO. NO. 5 | PRICE | SYMB. AMPS DIM. NOTES
1/4 1800 115 487 NONE HI01 5KH32DNAG12 Vo $126 F1 5.1 1 983 9,18,28
1800 115 482 AUTO H902 5KH32DNAG12X Vo $13 F1 51 1 9.83 9,18,28
13 1800 115 487 NONE H903 5KH32FNAG11 Vo 8130 F1 55 14 9.83 9,18,28
1800 115 482 AUTO Ho04 5KH32FNAG11X V8135 F1 55 12 9.83 9,18,28
12 1800 115 562 NONE H905 SKH36JNA769 Vo $153 F1 8.1 16 10.89 10,18,28
1800 115 562 AUTO H906 SKH36JNA769X Vo $158 F1 8.1 16 10.89 10,18,28
34 1800 115 562 NONE Ho07 5KH37NNA768 v oos187 F1 11.2 18 11.29 10,17
1800 115 562 AUTO H908 BKH37NNAT768X Vo$192 F1 112 33 1129 10,17
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. marathﬁﬂ
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Special Purpose, Single Phase
(1.0 Service Factor), Dripproof

Features:

» Heavy gauge steel frame and base

» Ball bearings (except as noted)

» Economical split phase or capacitor start designs, as noted
* 1.0 Service Factor

g » UL Recognized and CSA Certified
E Rigid Base
Zhe[m] e e[ T T EEN L el D
VOLTS o WEIGHT
< LOAD 5 | PRICE | SYMB AMPS NOTES
E 1800 NONE S003 048517D2089 $112
1500 110220 48 AUTO H689 5KH35JNB03X \/ $230 F1 5226 15 9.23 350
113 1800 15 48 AUTO S026 048517D2113 V8130 F1 6.6 14 9.34 3
1800 15 48 NONE S006 048517D2090 N 8125 F1 6.6 14 9.34 3
1800 15 48 NONE H229 5KH35HN9 $204 F1 6.8 15 9.25 3
1800 115/230 48 NONE S010 048C17D2023 N 8189 F1 70135 15 9.34 2
1800 115/230 48 AUTO S011 048C17D2024 NG F1 70135 16 9.34
12 1800 15 56 NONE S022 056817D2046 N $159 F1 92 17 10.22 3
1800 115/230 56 NONE S012 056C17D2098 N $208 F1 9.2/46 18 1022 2
1800 115/230 56 MANUAL S033 056C17D2064 N os42 F1 9.2/46 18 10.22 2
1800 115/230 56 AUTO S013 056C17D2051 Noosa7 F1 9.2/4.6 18 10.22 2
3/4 1800 115/230 56 AUTO S015 056C17D2055 N $259 F1 104/5.2 24 1197 2
1800 115/230 56 NONE S014 056C17D2054 N $249 F1 104/5.2 24 1197 2
1 1800 115/230 56 AUTO S038 056C17D5343 V8343 F1 13.6/6.8 27 10.94 2
1800 115/230 56 NONE S037 056C17D5319 Vo833 F1 13.6/6.8 28 1094 2
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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Fan and Blower Duty, Single Phase
(NEMA Service Factor), Dripproof

Features:

» Heavy gauge steel frame and base « Capacitor start/capacitor run design for higher
- Ball bearings (except as noted) efficiency, as noted

« Thermal protection, as noted * 48Y and 48YZ have 48/56 Fr mounting holes

« Capacitor start design for high starting torque  * Service Factor, as noted
» UL Recognized and CSA Certified

Resilient Base

OVER MODEL S| LST [ MULT. FL. “c” FOOT
VOLTS o WEIGHT
LOAD 5 PRICE | SYMB. AMPS NOTES

S
>
g
-
-
(@)
<

1800 115/230 NONE G114 5KC35IN7 $173 5226
1800 1151230 48 AUTO G1115 5KC35IN7X \/ $183 F1 52126 16 9.57 20
13 3600 1151230 48 AUTO C208 SKC35FN51X 7514 F1 6.8/34 15 957 20
1800 115/208-230 48 NONE C209 5KC36LN26 Vo $269 F1 6.0/3.2-3.0 18 10.00 20,68
1800 115/208-230 48 AUTO €210 5KC36LN26X Vo so84 F1 6.0/3.2-3.0 18 10.00 20,68
1800 115/208-230 56 NONE C215 5KC36LN1 V%292 F1 6.0/3.2:3.0 18 10.32 20,68
1800 115/208-230 56 AUTO C216 5KC36LN1X Vo g4t F1 6.0/3.2-3.0 18 10.32 20,68
1200 115/230 56 NONE C1258 5KC49PN6051 Vo $39% F1 86/4.3 28 11.38 20
1200 115/230 56 AUTO C548 5KC49PNB051X Vo sd07 F1 86/4.3 28 11.38 20
12 1800 115/208-230 56 NONE B1316 5KC49GN0001 Vo $259 F1 8.8/4.244 21 10.38 19
1800 115/208-230 56 AUTO B317 056C17D2072 Vo 8299 F1 8.0/4.1-4.0 20 1047 CF,19,31
1800 115/230 56 AUTO CG223 5KC49GN0001X $314 F1 88/44 21 10.38 19
1800 115/230 56 AUTO G151 056C17D2025 Vo $263 F1 86/4.3 2% 11.72 19
1200 115/230 56 NONE C1264 5KCAB8UNG052 Vo 8564 F1 94/4.7 40 12.76 19
1200 115/230 56 AUTO C552 5KC48UN6052X N $578 F1 94/47 36 12.76 19
34 1800 115/208-230 56 NONE G156 056B17D2012 N $34 F1 11.0/5.5-56.5 26 1147 119
1800 115/208-230 56 AUTO B319 056C17D2074 Vo 8383 F1 10.05.25.0 23 1.72 CF,19,31
1800 115/208-230 56 NONE CG230 5KCA46LN0158 N 838 F1 13.2/6.2-6.6 25 10.78 19
1800 115/208-230 56 NONE B318 056C17D2073 N 8337 F1 10.0/5.2-5.0 24 11.72 CF,19,31
1800 115/208-230 56 AUTO C138 5KC46JN0002X V8352 F1 114/5.6-5.7 23 10.78 19
1 1800 115/208-230 56 AUTO C1158 5KC49PN0164X Vo $369 F1 1477274 29 11.38 18
1800 115/208-230 56 NONE C235 5KC49PN0155 Vs34 F1 136/6.7-6.8 31 11.38 518
112 1800 115/208-230 56H NONE B336 056C17D5347 Voo$413 F1 18.0/9.3-9. 39 12.85 2,5,18,32
1800 115/208-230 56H AUTO CG239 5KCR49SN0012X Vo $491 F1 18.2/9.1 35 1191 ES,15,18
1800 115/208-230 56H AUTO C1160 5KCR49SNO150X V8429 F1 16.4/84-8.2 35 11.90 ES1,18
2 1800 115/208-230 56H AUTO B352 056B17D5331 N F1 21.0111.3105 50 1385 15,18
1800 115/208-230 145T NONE 1147 145TBDR5345 Vo 8440 S1 21111.3-105 49 14.22 1,18
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. marathﬁﬂ
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Fan and Blower Duty, Single Phase
(1.0 Service Factor), Dripproof

Features:

» Heavy gauge steel frame and base

» Ball bearings (except as noted)

* 1.0 Service Factor

» Economical split phase or capacitor start designs, as noted
* 48Y and 48YZ have 48/56 Fr mounting holes

» UL Recognized and CSA Certified

Resilient Base

OVER CAT. MODEL S| LIST | MULT. F.L. “c” FOOT
VOLTS o WEIGHT
LOAD NO. [\ [0X £ | PRICE | SYMB. AMPS DIM. NOTES
1/4 1800 15 48 NONE $102 $119 F1 57 13 9.06 37

048517D2042 V

z
o
=
=
!
=

1800 115/230 48 AUTO S119 048C17D2046 Vo $173 F1 6.2/3.1 13 9.06 27
1800 115/230 48 NONE S118 048C17D2045 v s164 F1 6.2/3.1 14 9.06 27
1800 15 487 AUTO S126 048517D2104 Vo $125 F1 53 14 972 3,53
113 1800 115 48 NONE 4369 5KH39QN5508 v $139 F1 6.2 14 894 3
1800 15 48 NONE S106 048517D2093 Vo $141 F1 65 14 9.31 331,CF
1800 115/230 48 AUTO C129 5KC35JN23X Vo $183 F1 6.4/3.2 16 957 2
1800 115/230 48 AUTO S111 048C17D2029 Vo $183 F1 70135 16 9.31 2
1800 115/230 48 NONE S110 048C17D2028 o8I F1 70135 16 9.31 2
1800 115 48 AUTO 4310 5KH39QN5508X N3k F1 6.2 14 8.94 3
1800 115 48Y AUTO S127 048517D2105 v §137 F1 6.6 14 9.72 353
1800 115 48 NONE H674 5KH35JNA231 Vo212 F1 6.6 15 9.57 3
1800 115 562 NONE 4377 5KH39QN5524 v $180 F1 6.2 15 9.19 37
1800 15 562 AUTO 4381 5KH39QN5528X Vo o$184 F1 6.2 15 9.19 37
1800 115 562 AUTO 4776 5KH39QN5539T Vo 8184 F1 6.2 16 9.19 d,3,7,57
1800 230 48 NONE 437 B5KH39QN5529 Vo $180 F1 33 14 894 3
1800 230 48 AUTO 4311 5KH39QN5529X Vo $184 F1 33 14 893 3
1500 110/220 562 AUTO HG692 5KH36LN489X Vo 254 F1 70135 17 9.94 350
1500 220 562 NONE H673 5KH33KN5594 N 42 F1 35 17 9.19 37,50
112 1800 115 487 AUTO HG710 5KH33JNAST1T N 3166 F1 79 15 9.93 39
1800 115 482 AUTO S128 048517D2106 Vo $166 F1 92 17 1022 353
1800 115 56 NONE $120 056517D2023 VoS4 F1 92 18 10.22 3,31
1800 115 562 AUTO 4778 5KH39QN9639T Vo254 F1 83 20 957 37
1800 115/230 562 AUTO S113 056C17D2099 Vo $221 F1 9.1/45 19 10.22 2
1800 115/230 56 NONE S112 056C17D2097 Vo813 F1 9.1/45 19 10.22 2
1800 115/230 48 AUTO C133 5KC36MN27X Vo $308 F1 8.2/4.1 19 10.00 2
1800 230 56 AUTO 4602 5KH39QN9518X N g1 F1 42 19 10.32 3
1800 230 56 NONE 4387 5KH39QN9684 N $267 F1 42 19 10.32 3
1500 110/220 56 AUTO H693 B5KH46JN0329X Vo 8283 F1 9.2/4.6 23 10.55 3
3/4 1800 115/230 56 NONE S114 056C17D2060 Vo $253 F1 104/5.2 25 11.97 2
1800 115 56 NONE 422 5KH39QN9687 N $314 F1 1.2 21 10.72 3
1800 115/230 56 AUTO C1483 5KC46LN0254X v 8263 F1 13.2/6.6 25 10.78 2
1800 115/230 56 AUTO S115 056C17D2061 v 8263 F1 104/5.2 25 1197 2
1 1800 115/230 56 AUTO s117 056C17D5340 Vo $348 F1 13.6/6.8 28 1135 2
1800 115/230 56 NONE S116 056C17D5339 N $339 F1 13.6/6.8 29 1135 2
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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General Purpose, Single Phase
(NEMA Service Factor), Dripproof

Features:

« Ball bearings mechanically locked on shaft end (excludes 5K models)
» Heavy gauge steel frame and base
« Capacitor start design for high starting torque
« Capacitor start/capacitor run design for higher efficiency, as noted
» Service Factor, as noted
» UL Recognized and CSA Certified

C-Face Footless

OVER MODEL S| LIST | MULT. F.L. “c” FOOT
VOLTS o WEIGHT
LOAD 'u_: PRICE | SYMB. AMPS NOTES

S
>
g
-
-
(@)
<

1800 115/208-230 NONE G212 056C17D2084 5002325 10.69
1800 115/208-230 56C AUTO C354 5KC35JN70X \/ $265 F1 522.7-26 15 961 20
13 3600 115/208-230 56C NONE G216 056C34D2117 N $173 F1 442222 17 10.19 20
1800 100-120/200-240 56C NONE E251 5KCR46JN0084 N $390 F1 40-3.8/20-19 23 10.77 ES,1,20,68
1800 115/208-230 56C AUTO C356 5KC36LN83X N $307 F1 6.0/3.2-3.0 16 10.35 20,68
1800 115/208-230 56C NONE G230 056C17D2085 N $237 F1 6.4/3.0-3.2 17 1069 20
12 3600 115/208-230 56C NONE G232 056C34D2108 N $191 F1 84/3.84.2 17 10.69 19
1800 100-120/200-240 56C NONE E260 5KCR46MNO0091 v $445 F1 5.85.6/2.9-2.8 25 10.77 ES,1,19,68
1800 115/208-230 56C NONE G234 056C17D2044 N $279 F1 8.6/4.1-4.3 21 11.19 19
1800 115/230 56C AUTO C359 5KC49GN0009X v $348 F1 88/44 21 10.38 19
1200 115/208-230 56C NONE G278 056C11D5304 N $446 F1 10.6/5.1-5.3 32 11.94 19
1200 115/230 56C NONE C1422 5KC48UNB072 N $483 F1 9.4/4.7 40 1261 19
3/4 3600 115/208-230 56C NONE G238 056C34D2101 N $245 F1 96/44-4.8 20 10.94 19
1800 100-120/200-240 56C NONE E269 5KCR49PN0096 v $482 F1 9.0-8.8/454.4 31 11.38 ES,1,19,68
1800 115/230 56C AUTO CG362 5KC46LN0159X N $419 F1 13.2/6.6 24 10.78 19
1800 115/208-230 56C NONE G250 056B17D2011 v $342 F1 11.0/555.5 25 11.72 1,19
1 3600 115/208-230 56C NONE G254 056B34D2031 v $281 F1 10.6/5.5-5.3 23 11.68 1,19
1800 100-120/200-240 56C NONE E278 5KCR48UN0103 v $555 F1 11.8-11.4/5.9-5.7 37 12.65 ES,1,18,68
1800 115/230 56C AUTO CG363 5KC49PN0163X N $468 F1 13.6/6.8 24 11.38 18
1800 115/208-230 56C NONE G256 056C17D5310 N $367 F1 13.4/6.8-6.7 29 1144 18
1112 3600 115/208-230 56C NONE G258 056B34D2023 $365 F1 14.217.7-71 26 11.68 1,18
1800 115/208-230 56C NONE G270 056C17D5311 N $427 F1 18.0/9.39.0 39 1244 18
2 3600 115/208-230 56C NONE G272 056B34D5319 N $447 F1 19.2110596 32 1144 1,18
1800 115/208-230 56C NONE G274 056B17D5303 v $521 F1 21.011.3-105 47 1344 1,18
3 3600 115/208-230 182TC NONE C173 182TCDR8007 $598 S1 32.0117.5-16.0 76 13.96 18
1800 115230 184TC NONE C174 184TCDR9627 $584 S1 33.0165 52 15.96 18
marathon-

\ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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General Purpose, Single Phase
Totally Enclosed

Features:

« Ball bearings

* Heavy gauge steel constructions

« Economical split phase or capacitor start designs, as noted
« Service Factor, as noted

» UL Recognized and CSA Certified

z
o
=
=
!
=

Rigid Base
RN ENEEE
VOLTS o WEIGHT
LOAD &5 | PRICE | SYMB AMPS NOTES
1800 NONE HG120 5KH32FN3123 N 9.92 317
1800 115/230 48 AUTO C243 5KC32GNIX N $294 F1 54127 17 10.00 217
1800 115/230 48 NONE C242 5KC32GN9 \  $281 F1 54127 17 10.00 217
1800 115/230 56 AUTO CG251 5KC32GN19X N 8306 F1 54127 17 10.38 217
1800 115/230 56 NONE G1312 5KC32GN19 N %219 F1 54127 16 10.38 217
1200 115/230 56 NONE G1316 5KC49MN6061 N 8332 F1 6.2/3.1 27 1143 217
113 1800 115/230 56 AUTO G1331 5KC35MN43X \  $2%5 F1 6.0/3.0 20 1093 218
1800 115/230 56 NONE G1330 5KC35MN43 NI 723 F1 6.0/3.0 17 1093 2,18
1200 115/230 56 NONE C1333 5KCA9PN6062 N $374 F1 86/4.3 31 1243 2,18
12 1800 115/230 56 AUTO C262 5KC42GN0014X N $293 F1 86/4.3 21 11.00 2,18
1800 115/208-230 56 NONE C261 5KC42GN0014 N %216 F1 86/4.1-4.3 21 11.00 2,18
1200 115/230 56 NONE C264 5KC49UNB065 N2 F1 94/47 40 12.96 218
3/4 3600 115/208-230 56 NONE G352 056C34F5308 \  $260 F1 10.6/5.3-5.3 26 12.32 214,18
1800 115/230 56 AUTO C269 5KC46PN0015X N 9359 F1 11.05.5 31 11.83 217
1800 115/208-230 56 NONE C268 5KC46PN0015 N 340 F1 11.054-55 31 11.83 2,18
1200 115/230 56 NONE c271 5KCR48WN6B066 \  $566 F1 10.6/5.3 4 13.82 ES,1,17
1 1800 115/230 56 NONE C275 5KC49TN0034 V3383 F1 13.2/6.6 38 12.96 217
1800 115/230 56 AUTO C276 5KC49TN0034X Vo832 F1 13.2/6.6 36 12.96 217
112 1800 115/208-230 56H NONE G1376 5KCR48WN0273 N %436 F1 1457173 44 13.82 ES,1518
1800 115/208-230 56H AUTO G1377 5KCR48WN0273X Vo $451 F1 1457173 4 13.82 ES,1518
2 1800 115/230 145T NONE 1700 145TBFR5334 N $567 S1 18.8/9.4 50 14.87 1,14,18
1800 115/208-230 1827 NONE 1212 182TBFR5326 N 8613 S1 20.0110.8-10.0 52 15.65 F1,18
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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General Purpose, Single Phase
Totally Enclosed

Features:

» Ball bearings mechanically locked on shaft end (excludes 5K models)
* Heavy gauge steel constructions

+ Suitable for horizontal or vertical mounting

» Economical split phase or capacitor start designs, as noted

 Will accept brake kits, see Accessory section (except as noted)

» Service Factor, as noted

» UL Recognized and CSA Certified

C-Face Footless

OVER MODEL
VOLTS
LOAD

LIST | MULT. F.L. “c” FOOT
WEIGHT
PRICE | SYMB. AMPS NOTES

S
>
g
-
-
(@)
<

1800 115/230 NONE G151 5KC32GN25 $231 54127 10.30 21724

113 1800 115/230 56C NONE G1513 5KC35MN73 \/ $266 F1 6.0/3.0 19 1093 218,24
12 1800 115/230 56C AUTO C446 5KC42GN0018X N 8375 F1 86/4.3 21 11.01 21824
1800 115/230 56C NONE G1515 5KC42GN0018 V8307 F1 8.6/4.3 21 11.01 218,24

3/4 1800 115/230 56C NONE G1517 5KC46PN0032 V8369 F1 11.05.5 31 11.84 21724
1 1800 115/230 56C NONE G1519 5KC49TN0035 Vo 8393 F1 13.2/6.6 36 1297 21724

General Purpose, Single Phase
Totally Enclosed, Four in One

Features:

* Double sealed ball bearings, mechanically + Capacitor start/capacitor run design for higher
locked on shaft end efficiency, as noted

» Heavy gauge steel constructions + 1.15 Service Factor (except as noted)

* Bolt-on, removable rigid base » Will accept brake kits, see Accessory section

« Suitable for horizontal or vertical mounting  Will accept drip cover kits, see

- Capacitor start design for high starting torque Accessories section

» UL Recognized and CSA Certified

C-Face Footed (Removable Base)

OVER MODEL x| ust
VOLTS g
LOAD -5 PRICE | SYM

FL T FOOT
WEIGHT
AMPS NOTES

1200 115/208-230 NONE G577 056C11F5302 $356 6.8/3.1-34 11.82
113 1800 115/208-230 YES 56C NONE G570 056C17F5320 \/ $277 F2 6.6/3.1-3.3 23 11.82 68
1200 115/208-230 YES 56C NONE G576 056C11F5303 Vo 9307 F2 7.8/36-3.9 27 12.32
112 3600 115/208-230 YES 56C NONE D311 056C34F5301 Vo $235 F2 84/4.04.2 22 11.82
1800 115/208-230 YES 56C NONE G571 056C17F5321 Vo $317 F2 8.8/4244 24 11.82 68
1200 115/208-230 YES 56C NONE G578 056B11F5303 Vo $4s4 F2 96/4.7-4.8 35 1332 1,68
3/4 3600 115/208-230 YES 56C NONE D312 056C34F5302 Vs F2 10.6/5.3-5.3 27 12.32
1800 115/208-230 YES 56C NONE G572 056C17F5322 Vo$382 F2 11.054-55 30 12.32 68
1200 115/208-230 YES 56C NONE G579 056B11F5302 Vo $605 F2 114/585.7 39 13.82 1
1 3600 115/208-230 YES 56C NONE D313 056C34F5303 Vo 8321 F2 11.2/5.7-5.6 30 12.32
1800 115/208-230 YES 56HC NONE G573 056C17F5323 Vo $406 F2 134/6.86.7 31 12.82 5,68
1112 3600 115/208-230 YES 56C NONE D314 056B34F5326 Vo404 F2 1421771 32 12.82 1
1800 115/208-230 YES 56HC NONE G574 056B17F5305 N $466 F2 15.2/8.2-7.6 40 13.82 1,5,68
2 3600 115/208-230 YES 56HC NONE D315 056B34F5327 Vo $486 F2 16.6/9.1-8.3 37 13.82 15
1800 115/208-230 YES 56HC NONE G575 056B17F5306 N 9584 F2 20.0/10.8-10.0 51 1482 1517
3 3600 208-230 YES 56HC NONE D316 056B34F5328 Vo $650 F2 131118 50 14.82 15
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. marathﬁﬂ
C’l ._‘7 Toll Free (800) 445-4155 « Fax (631) 348-7160 + www.marsdelivers.com m
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General Purpose Three Phase

General Purpose, Three Phase
Dripproof, Rigid Base

Features:

« EISA compliant efficiencies, as noted WoToR FEATURES

MARATHON'S PATENTED

* Ball bearings (except where noted)
* NEMA Service Factors
» Will accept C-Face Kits, see Accessories Section (except as noted)

+ UL Recognized and CSA Certified @

Suitable for use on VFD per guidelines on page ME-12.
OVER MODEL LIST | MULT. F.L “c” FOOT | C-FACE
VOLTS WEIGHT
LOAD PRICE | SYMB. AMPS NOTES KITS

As Noted

z
o
=
§
!
=

1800 208-230/460 NONE G044A 048T17D2000 $195 62.0 1.2-1.3/.65 9.34 25,68 N/A
13 1800 208-230/460 48 NONE K527 5K35JN198 \/ $227 F1 66.5 1.5-1.6/0.8 15 9.25 N/A
1800 208-230/460 56 NONE GO47A 056T17D2095 N o$227 F1 67.0 1.5-1.6/0.8 15 9.97 25,68 N/A
12 1800 208-230/460 56 NONE G063A 056T17D2094 N $262 F1 70.0 2122111 17 1047 2568,CF  N/A
1800 208-230/460 56 NONE K116 5K42HN4106 N 9254 F1 747 2.3-2.2111 19 10.05 19 A534
1800 208-230/460 56 AUTO G905 056T17D5336 N $316 F1 68.0 2.3-2411.2 21 1044  VC,68 A435
1200 208-230/460 56 NONE G067 056T11D5302 Vo $342 F1 68.0  24-2711.35 23 10.44 68 A435
3/4 1800 208-230/460 56 NONE G084A 056T17D2093 N $305 F1 75.5 2.7-2.8/14 20 1097 2568,CF  N/A
1800 208-230/460 56 NONE K119 5K46KN4071 v $295 F1 74.3 3.3-3.011.5 24 10.78 19 A534
1800 208-230/460 56 AUTO G908 056T17D5339 N $346 F1 75.5 2.9-3.01.5 22 10.44 68 A435
1 3600 208-230/460 56 NONE K000 056T34D5302 N $263 F1 740  3.7-3.711.85 23 10.44 A435
1800 208-230/460 56 NONE K004A 056T17D2092 N 8310 F1 76.5 34-3411.7 23 1147  2568CF  NA
1800 208-230/460 56 NONE K122 5K46MN4072 N $300 F1 79.2 3.6-3.8/1.9 27 10.78 19 A534
1800 208-230/460 56 AUTO G921 056T17D5342 Vo $353 F1 77.0 3.5-3.6/1.8 24 10.94  VC,68 A436
1800 208-230/460 56HZ AUTO K063 056T17D3301 N 8375 F1 77.0 3.5-3.6/1.8 27 1099  Z5,68 A436
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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General Purpose Three Phase

General Purpose, Three Phase
Dripproof, NEMA Premium® XRI® Efficiency

Applications:

General purpose use on compressors, pumps, conveyors, blowers, and other machinery in

environments that are relatively clean and dry. Substantial energy savings can be realized when using these
high efficiency motors. Guaranteed efficiencies offer an eXtra Return on your Investment when using these
premium efficiency motors on high cycle or long run time applications.

Features:

& Meets or exceeds NEMA Premium® efficiencies NEMA Premium® models are in compliance with EISA2007
» Motors are suitable for 10:1 VT on all frame sizes and
10:1 CT up to 365T frame (Except where noted)
* 1.15 Service Factor
* Normally closed thermostats, as noted
« Class F Insulation
» Nameplated 60/50 hertz

» UL Recognized, CSA Certified and CE Marked
‘ e

 Three year warranty
PﬂoTE::'nuN

Rigid Base Suitable for use on VFD per guidelines on page ME-12.
nm CAT. MODEL LIST MULT. FL. “c” FOOT C-FACE
VOLTS o WEIGHT
NO. NO. £ | PRICE | SYMB. AMPS DIM. NOTES KITS
1800 208-230/460 143T U758 143TTDR6027 N 3463 E2 855 32116 30 1212 TS A600
1200 208-230/460 145T U265 145TTDR6076 N $539 E2 825 384422 4 1262 TS A600
112 1800 208-230/460 145T U759 145TTDR6028 N 483 E2 86.5 4856024 35 1262 TS A600
1200 208-230/460 182T U1266 182TTDW6076 N 8634 E2 86.5 6.2/31 68 13.19 13,TS 666
2 1800 208-230/460 145T U760 145TTDR6029 N g7 E2 86.5 58129 37 13.62 TS A600
1200 208-230/460 184T u1267 184TTDW6076 N 9646 E2 875 72136 90 15.19 13TS 666
3 1800 208-230/460 1827 E1930 182TTDW6030 N 9561 E2 895 84-8.0/4.0 76 14.19 13,TS AG66
1200 208-230/460 23T U268 213TTDC6076 N 3886 E2 885 10.2-10.0/5.0 156 16.38 A602
5 1800 208-230/460 184T E1931 184TTDW6031 N 8631 E2 895 136-12.8/64 89 14.19 13,TS A666
1800 208-230/460 184T E1931-P 184TTDW16061 N 9665 E2 895 136-12.8/64 89 14.56 13P AG66
712 1800 208-230/460 213T U763 213TTDC6026 \ $817 E2 910 206-19.8/9.9 160 16.38 A602
1800 208-230/460 213T U430A-P 213TTDW16075 V $862 E2 91.0 21.0-19.2/9.6 135 19.67 13,P A606
10 1800 208-230/460 215T U431AP 215TTDW16073 N$1017 E2 91.7 29.0-26.2/13.1 175 2215 13,P A606
1800 208-230/460 215T U765 215TTDC6026 N $964 E2 917 285256/128 220 17.87 A602
15 1800 208-230/460 254T ure7 254TTDC6026 N $133%5 E2 930 405-37.0185 310 2094 AYD A622
1800 230/460 2547 E722A-P 254TTDX16043 N $1408 E2 93.0 38.0/18.9 230 22.50 P N/A
20 1800 230/460 256T E723B-P 256TTDX16033 N $1744 E2 936 49,0245 259 2250 P NA
1800 208-230/460 256T U769 256TTDC6026 N $1653 E2 930 55.0-51.0125.5 360 2260 YD A622
Catalog numbers (Cat No.) highlighted in bold blue have efficiency levels that meet EISA requirements Blue shaded areas are Cast Iron Frames
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. ma rathﬁﬂ
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General Purpose Three Phase

General Purpose, Three Phase
Globetrotter® NEMA Premium?® Efficiency

Features:

& Meets or exceeds NEMA Premium® efficiencies NEMA Premium® models are in compliance with EISA2007
» 182T-215T models steel frame, 254T-449T models cast iron frame

* Inverter Duty 10:1 Variable Torque and 2:1 Constant Torque, 1.0 SF

* 1.15 Service Factor

* Class F Insulation
« Standard assembly F1, reversible to F2 assembly @
» UL Recognized, CSA Certified, CE Mark

* Three year warranty

z
o
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Rigid Base Suitable for use on VFD per guidelines on page ME-12.
BN RN EEEE N
VOLTS o WEIGHT
& | PRICE | SYMB AMPS NOTES
1800 208-230/460 1821 GT0010 182TTDB6026 89.5 84-78/3.9 76 13.72
5 3600 208-230/460 1821 GT0012 182TTDB6001 \/ $581 E1 86.5 13.2-11.8/5.9 126 13.72 A160
1800 208-230/460 184T GT0013 184TTDB6026 N 8620 E1 89.5 13.6-124/6.2 86 14.72 A160
712 3600 208-230/460 1847 GT0015 184TTDB6001 N ST E1 88.5 19.0-17.0/85 143 14.72 A A160
1800 230/460 213T GT0016 213TTDB6026 N 8802 E1 91.0 20.7-19.09.5 160 17.52 A161
10 3600 208-230/460 213T GT0018 213TTDB6001 v 8916 E1 89.5 255-23011.5 150 1752 A161
1800 230/460 215T GT0019 215TTDB6026 N go47 E1 9.7 26.9-25.012.5 220 17.52 A161
15 3600 208-230/460 215T GT0021 215TTDB6001 V1342 E1 90.2 38.0-34.0117.0 184 17.52 A161
1800 208-230/460 2641 GT0022 254TTDCA6026 N $1311 E1 93.0 40.0-38.0119.0 310 2264 A163
20 3600 208-230/460 254T GT0024 254TTDCAG001 N $1546 E1 91.0 51.0-46.0/23.0 300 2264 YD A162
1800 208-230/460 256T GT0025 256TTDCAG026 N 81623 E1 93.0 53.0-49.024.5 360 2422 YD A163

General Purpose, Three Phase
Totally Enclosed
Applications:

General purpose use on pumps, fans, blowers, compressors, conveyors, and other industrial machinery installed in
damp, dusty, or dirty environments. Additionally, cast iron frame motors may be suitable for the process industries.

Features:

» Frame constructions are heavy gauge steel or » Will accept C-Face Kits as noted, also see
Aluminum, as noted Accessories section

+ Ball bearings (except as noted) » UL Recognized and CSA Certified

» 1.15 Service Factor (except as noted)

» 60/50 hertz at next lower horsepower, as noted

Rigid Base Suitable for use on VFD per guidelines on page ME-12.
CAT. MODEL x LIST | MULT. | NOM. F.L. “c” FOOT C FACE
VOLTS FRAME 8 4 SPEEP WEIGHT
NO. NO. &= | RANGE* | PRICE | SYMB. | EFF. AMPS DIM. NOTES KITS
1800 208-230/460 K151 5K32GN30 y - $221 F1 629 1.3-1.400.7 14 9.92 20 N/A
1200 230/460 56 K321 5K35MN75 v — $317 F1 66.0 14/0.7 17 10.93 20,68 AG215
13 3600 208-230/460 48 K153 5K33FN30 y - $221 F1 61.0 15-1.8/0.9 16 10.20 17 N/A
1800 208-230/460 56 K154 5KA49FN4136 v — $239 F1 69.2 15-16/.8 20 10.73 20,68 A536
1200 230/460 56 K155 5K36PN30 y - $336 F1 67.3 1.8/0.9 20 1140 20,68 AG215
12 1800 208-230/460 56 K158 5K35MNB117 \/ —_ $267 F1 76.1 2122141 17 10.93 19 AG215
1200 208-230/460 56 K159 5K49MNB079 V - $369 F1 720 2626113 27 1143 5,19 A536
34 1800 208-230/460 56 K161 5K36PNB111 y - $295 F1 789 282814 20 11.36 19 AG215
1200 208-230/460 56 K162 5K46PN6082 y — $382 F1 76.1 29-28114 31 11.83 68 AG215
Catalog numbers (Cat No.) highlighted in bold blue have efficiency levels that meet EISA requirements Blue shaded areas are Cast Iron Frames
* Requires nameplate modification
marathon-
Mc(iors V Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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General Purpose Three Phase

General Purpose, Three Phase

Totally Enclosed

Applications:

General purpose use on gear reducers, pumps, machine tools, and other direct-coupled equipment

installed in damp, dusty, or dirty environments. Additionally, cast iron frame motors may be suitable
for the process industries.

Features:
« Ball bearings, mechanically locked on shaft end (excludes 5K models)
» Rated 60/50 hertz, 190/380 or 380 volt, at next lower horsepower (as noted)

» 1.15 Service Factor (except as noted)
* Rolled steel 56-145T frame motors accept brake kits, see Accessories section (except as noted)
» UL Recognized and CSA Certified

C-Face Footless

CAT. MODEL CT SPEED
14 1800 —

Suitable for use on VFD per guidelines on page ME-12.

LIST | MULT. F.L “c” FOOT
WEIGHT
PRICE | SYMB. AMPS DIM. NOTES
F1 674

S
>
g
-
-
(@)
<

208-230/460 56C K252 5K49DN4130 v $237 1.1-1.200.6 16 9.52 N,20,24,68
113 1800 208-230/460 56C K253 5K33JNAY43 V — $253 F1 68.8 1.5-16/0.8 16 10.60 24,6811
12 1800 208-230/460 56C K254 5K35MNB114 V — $295 F1 76.1 2122111 17 1093 19,24
34 1800 208-230/460 56C K255 5K36PNB116 \/ —_— $325 F1 789 2828114 20 11.36 19,24,68

General Purpose, Three Phase
Totally Enclosed (Four in One)

Features:
« Ball bearings, mechanically locked on shaft end (excludes 5K models)

* 1.15 Service Factor (except as noted)
» Class F insulation (except as noted)

» Rated 60/50 hertz, 190/380 or 380 volt, at next lower horsepower (as noted) 56-145T frame motors,
accept brake kits, see accessory kits

» UL Recognized and CSA Certified

Additional features for “Four-In-One” motors only:
* CR200 Corona resistant magnet wire @
« Bolt-on, removable rigid base

« Suitable for horizontal and vertical mounting
 Will accept drip cover kits, see Accessories section

C-Face Footed (Rigid and Removable Base) Suitable for use on VFD per guidelines on page ME-12.

NO. NO. £ | RANGE PRICE | SYMB. | EFF. AMPS DIM. NOTES
13 1800 208-230/460 56C K1322 5K42FN4035 V — $270 F1 69.2 1.5-1.600.8 20 1.01 20,24,68

1800 208-230/460 56C YES G580 05671775305 \ 1000:1 $278 F2 68.0 1.4-1600.8 20 993 N§,13,24,68
12 3600  208-230/460 56C YES D391 056T34F5301 \ 10:1 $242 F2 66.0 2122114 2 11.81 6,13,68
1800 208-230/460 56C YES G581 056T17F5321 \ 10:1 $308 F2 68.0 232412 24 11.81 6,13,68
1200 208-230/460 56C YES G588 056T11F5309 \ 10:1 $393 F2 68.0 2427135 23 11.81 6,1368
34 3600 208-230/460 56C YES D392 056T34F5302 \ 41 $282 F2 68.0 303216 23 11.81 6,13,68
1800 208-230/460 56C YES G582 056T17F5322 \ 10:1 $337 F2 755 263015 40 11.81 6,13,68
1200 208-230/460 56C YES G589 056T11F5308 \ 41 $405 F2 740 3132116 27 12,31 6,13,68

Catalog numbers (Cat No.) highlighted in bold blue have efficiency levels that meet EISA requirements Blue shaded areas are Cast Iron Frames

* Requires nameplate modification

' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. marathngﬂ .
C, ._‘7 Toll Free (800) 445-4155 + Fax (631) 348-7160 < www.marsdelivers.com ME—27
]

N marsdelivers.com



z
o
=
=
!
=

General Purpose Three Phase

NEMA Premium® XRI® Efficiency
Three Phase, Totally Enclosed

Applications:

General purpose use on compressors, pumps, conveyors, blowers, and other machinery in dirty and dusty
environments. Substantial energy savings can be realized when using these high efficiency motors.
Guaranteed efficiencies offer an eXtra Return on your Investment when using these premium efficiency
motors on high cycle or long run time applications.

Features: Rigid Base

& Meets or exceeds NEMA Premium® efficiencies NEMA Premium® models are in compliance with EISA2007

 1.15 Service Factor on sinewave, 1.0 Service Factor on IGBT power

* F1 conduit box on Rigid Base, F3 on C-Face Footed (Rigid Base) motors

* Bearing Current Protection (BCP), as noted

« Shaft slinger

* Class F insulation

* 1.15 Service Factor

* Ball bearings (except as noted)

» C-Face Footed models are rated 60/50 Hz, same HP u

» Motors accept C-face kits, as noted @ fﬂ[ﬁ
« UL Recognized, CSA Certified and CE Mark E ;
 Three year warranty

Rigid Base Suitable for use on VFD per guidelines on page ME-12.
VoLTs CAT. MODEL § E FL. WEIGHT FOOT | CFACE

NO. NO. &= | RANGE* | PRICE | SYMB. AMPS NOTES KITS
1 1800 2301460 43T E2101 143TTFR15642 N 10:1 $465 E9 85 32116 32 13.75 A42
1200 230/460 45T E2102 145TTFR16078 V 10:1 $555 E9 825 38119 42 13.75 A642
112 1800 2301460 145T  E2104 145TTFR16033 y 10:1 $478 E9 85 48124 34 13.75 A42
1200 230/460 182T  E2105  182TTFW16076 V 10:1 $710 E9 875 56/2.8 89 14.97 13 A666
2 1800 2301460 145T  E2107 145TTFR16035 y 10:1 $525 E9 85 5829 50 14.75 A42
1200 230/460 184T  E2108  1B4TTFW16076 N 10:1 $839 E9 887 64/32 89 14.97 13 A666
31800 2301460 182T  E2110  182TTFW16026 Y 10:1 $693 E9 895 7839 80 1397 13 AB66
1800 230/460 182T  E2210P  182TTFN16047 Y 10:1 $909 E9 895 8.0/4.0 104 15,87 P A644
1200 2301460 2137 E2111 213TTFW16076 N 10:1 $1026  E9 895 8.8/44 15 18.73 AB09
5 1800 2301460 184T  E2113  1B4TTFW16026 X 10:1 $810 E9 895 12.8/6.4 % 14,97 13 A666
712 1800 2301460 2137 E2116  213TTFW16026 y 10:1 $1000 E9 917 216108 144 18.70 AB67
1800 2301460 2137  E203P  213TTFN16326 Y 10:1 $1234 B9 917 20.10.0 185 19,63 P A206

Catalog numbers (Cat No.) highlighted in bold blue have efficiency levels that meet EISA requirements
* Requires nameplate modification

Blue shaded areas are Cast Iron Frames

marathon-

Motors V Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
1

NN marsdelivers.com



General Purpose Three Phase

General Purpose, Three Phase
Globetrotter® NEMA Premium® Efficiency

Totally Enclosed
Features:

& Meets or exceeds NEMA Premium® efficiencies NEMA Premium® models are in compliance with EISA2007
« Cast iron frame and brackets

* Inverter Duty 10:1 Variable Torque and 10:1 Constant Torque, 1.0 SF (except as noted)

 1.15 Service Factor

« Class F Insulation

» Standard assembly F1, reversible to F2 assembly

» UL Recognized, CSA Certified, CE Mark

 Three year warranty

£

Rigid Base Suitable for use on VFD per guidelines on page ME-12.
VOLTS S

NO. NO. £ | PRICE | SYMB. AMPS WGT. LBS NOTES KITS
112 1200 230/460 182T GT1005 182TTFC6076 N 8697 E1 875 48124 89 14.80 75 AB44
2 1200 208-230/460 184T GT1008 184TTFCB076 N $840 E1 885 6.0/3.0 125 15.81 75 A644
3 3600 208-230/460 182T GT1009 182TTFC6001 N 8814 E1 86.5 7.6/38 % 14.80 AT5 A644
1800 208-230/460 182T GT1010 182TTFC6026 N $761 E1 895 7.8139 102 14.80 75 A644
1200 208-230/460 213T GT1011 213TTFC6076 N $1,143 E1 89.5 8.6/4.3 173 1823 75 A206
5 3600 208-230/460 184T GT1012 184TTFC6001 N %905 E1 885 12.0/6.0 109 15.81 A 75 A644
1800 208-230/460 184T GT1013 184TTFC6026 N 985 E1 902 124062 17 15.81 AT5 A644
1200 208-230/460 215T GT1014 215TTFC6076 N $1418 E1 902 14/7.0 203 1973 75 A206
712 3600 208-230/460 213T GT1015 213TTFC6001 N $1,186 E1 895 17.8/89 185 1823 AT5 A206
1800 230/460 213T GT1016 213TTFC6026 N 81126 E1 917 18.6/9.3 194 1823 75 A206
1200 208-230/460 254T GT1017 254TTFCAB076 N $1876 E1 91.0 204102 223 2370 75 A173
10 3600 208-230/460 215T GT1018 215TTFC6001 N $1385 E1 902 228114 217 1973 75 A206
1800 230/460 215T GT1019 215TTFC6026 N $135 E1 917 244122 225 1973 75 A206
1200 208-230/460 256T GT1020 256TTFCAGO76 N $2.201 E1 91.0 2681134 368 2543 75 A173
15 3600 208-230/460 254T GT1021 254TTFCAG001 N $1.854 E1 91.0 34/17.0 350 2370 75 A172
1800 208-230/460 2547 GT1022 254TTFCAB026 N $M E1 924 37185 375 2370 75 A173
1200 208-230/460 2847 GT1023 284TTFCAB076 N $2981 E1 917 395/19.8 475 27.83 A175
20 3600 208-230/460 256T GT1024 256TTFCAGO01 N $2253 E1 910 4601230 375 27.80 75 AM72
1800 208-230/460 256T GT1025 256TTFCAGO26 v $2189 E1 930 48.0124.0 425 27.80 75 AI73
1200 208-230/460 286T GT1026 286TTFCABO76 N $3414 E1 917 52.0126.0 550 3134 AI75

Catalog numbers (Cat No.) highlighted in bold blue have efficiency levels that meet EISA requirements Blue shaded areas are Cast Iron Frames

marathon-

\ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. Motors
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HVAG/Rir Moving

Condenser Fan/Heat Pump, PSC, Open Air Over
Thru-Bolt, Shaft Up or Horizonal

Applications:

Direct drive condenser fans mounted vertically, shaft up. Models with open brackets should be
mounted where they are shielded from rain. These motors need to be mounted within the airflow
of the fan for proper cooling.

X208
Features:
z « Frame and shaft end bracket enclosed, except X011, X012, and
o X208 have open frames and X426 has open frame and brackets
: « Single and multi-speed models as noted
l_ « Ball bearings
» Weather resistant reversing plug
E » 30” long leads X426
<  Shaft with flat, unless otherwise noted
E * 60°C ambient (as noted)
« Shaft slinger X0t
« 1-5/8” Extended thru-bolts on shaft end, except where noted
» Automatic reset thermal protector
» Lug mount kits and other accessories available, see Accessories section Xont
» UL Recognized and CSA Certified
« Capacitor not included, see Accessories section
MODEL = LIST MULT. FL FRAME SHAFT FOOT
NORIS NO. PRICE | SYMB. AMPS MEGHE LENGTH DIM. NOTES
1/4 16251 208-230 48Y X012 48A1702006 3 $147 F1 1818 12 412 112x6 30,34,44
1625/1 460 48Y X420 48A170169 N $197 F1 1.0 12 4 112x6 34
10752 208-230 48Y X081 48A1102031 N $164 F1 1919 12 41/4 112x6
1075/1 208-230 48Y X213 48A1101524 N $140 F1 1412 12 41/4 12 X6 21
10751 208-230 48Y X087 48A1102029 N $133 F1 2020 12 41/4 112x6
1075/1 460 48Y X423 48A1102055 N $152 F1 1.0 13 41/4 112x6 36
825/1 208-230 48Y X097 48A80182 N $197 F1 1818 13 412 112x6
13 16253 208-230 48Y X011 48A1702005 d $158 F1 2323 14 434 1126 30,34,44
107512 208-230 48Y X083 48A1102034 R $174 F1 30-3.0 18 4.3/4 112x6
1075/1 208-230 48Y X214 048A1101525 N $139 F1 2326 139 4112 112x6 45
1075/1 208-230 48Y X088 048A1102032 R $143 F1 3.030 143 4.3/4 12x6
1075/1 460 48Y X424 048A1102054 N $172 F1 14 172 43/4 12x6 36
82511 208-230 48Y X086 048A802001 R $221 F1 2424 221 51/4 112x6
12 1625/1 460 48Y X422 048A170172 N $249 F1 17 249 5 112x6 36
1625/1 575 48Y X454 048A170250 R $249 F1 1.35 249 5 112x6 36
1075/1 208-230 48Y X096 048A110840 N $191 F1 4242 191 5112 112x6
1075/1 208-230 48Y X089 048A1102035 $161 F1 4242 17 51/4 12x6 45
1075/1 208-230 48Y X221 048A1101526 N $169 F1 2726 169 5 112x6 45
1075/1 460 48Y X400 048A1102017 v $194 F1 18 194 5 112x6 35
1075/1 575 48Y X453 048A1101771 N $194 F1 115 194 5 12x6 35
82511 208-230 48Y X098 048A80181 N $266 F1 3333 266 5112 12x6
82511 208-230 56Z X208 056A805 N $407 F1 34-34 407 85/8 5/8 x 6 wikey/flat 30
34 107512 208-230 48Y X085 048A110678 R $221 F1 5151 22 5112 12x6
1075/1 208-230 48Y X298 048A1102059 N $185 F1 4042 185 51/4 112x6
1075/1 208-230 48Y X090 048A1102007 R $209 F1 4646 209 5112 12x6
1075/1 460 48Y X099 048A1102016 N $223 F1 25 223 5112 12x6 34
1075/1 460 48YZ X426 048A1101375 R $270 F1 22 270 5112 5/8 x 4.5 wikey 69
1075/1 575 48Y X455 048A1101770 N $223 F1 17 223 5112 12x6 35
1 1075/1 200-230/460 562 P190 5KCP49ZN9G17T R $477 F1 6.7-6.8/34 477 90 58 x4
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.

m Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com W
1

NN marsdelivers.com



Condenser Fan/Heat Pump, PSC, Open Air Over
Thru-Bolt Mount, Shaft Down

Applications:

Direct drive condenser fans mounted vertically, shaft down. These motors need to be mounted
within the airflow of the fan for proper cooling.

Features:

» Frame and opposite shaft end bracket are enclosed for vertical shaft down mounting
« Weather resistant reversing plug

» 30" Long leads

« Shaft slinger

« 1-1/4” Extended thru-bolts on shaft end, except where noted

» Automatic reset thermal protector

« Ball Bearings

» UL Recognized and CSA Certified

» Capacitor not included, see Accessories section

» Lug mount kits and other accessories available, see Accessories section

» UL Recognized and CSA Certified

» Capacitor not included, see Accessories section

HVAG/Rir Moving

LIST MULT. FL. FRAME SHAFT
NORIS PRICE | SYMB. AMPS WEIGHT! | EnGTH DIM.
18 825 208-230 48Y X218 048A80206 \ $181 F1 0909 1 41/4 112 X4 3/4 3744
1/6 1075 208-230 48Y X440 048A1102065 N $119 F1 1.0-0.9 10 4 112X6
15 1075 208-230 48Y X216 048A1101097 N $133 F1 1816 10 334 12X6 37,4460
1/4 1075 208-230 48Y X441 048A1102062 N $146 F1 1.35-1.35 12 41/4 112X6
13 1075 208-230 48Y X442 048A1102064 N $156 F1 2.0-1.95 14 43/4 12X6
1075 208-230 48Y X297 048A11T509 N $141 F1 18-1.8 12 41/4 112X 334 N,29,41,60
12 1075 208-230 48Y X443 048A1102063 N $173 F1 3939 18 51/4 12X6
34 1075 208-230 48Y X444 048A1101596 N $230 F1 4347 18 5112 112X6
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. ma rathpgﬂ
C’l ._‘7 Toll Free (800) 445-4155 « Fax (631) 348-7160 + www.marsdelivers.com m
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HVAG/Rir Moving

Condenser Fan/Heat Pump, PSC, Open Air Over
48 Frame, Thru-Bolt, All-Angle

Applications:

Direct drive condenser fans for all angle mounting.These motors need to be mounted within the
airflow of the fan for proper cooling.

Features:

» Frame and end brackets enclosed » Automatic reset thermal protector

* Single and multi-speed models, as noted » Weep holes with removable plugs on end brackets.
« Ball bearings (except as noted) Remove bottom plug after installation.

« Weather resistant reversing plug + Lug mount kits and other accessories available

(see Accessories section)
* 60°C ambient, as noted
» UL Recognized and CSA Certified

» 30" long leads
Shaft slinger
» 1-1/2” Thru-bolts on shaft end, 1” thru-bolts on lead end

(except as noted) + Capacitor not included, see Accessories section
: MODEL = [157) MULT. FL FRAME SHAFT
S b NO. S| PRCE | svme. | Awps WEGHT 1 LenGH DIM.
1/6 10752 208-230 48Y X429 048A11T2020 v $160 F1 1313 1" 4 112 x6 36
1075/1 208-230 48Y X411 048A11T2008 N $152 F1 1313 10 33/4 1/2x6
1075/1 208-230 48Y X421 048A11T2017 $152 F1 1.3-1.3 10 3 3/4 12x6
82511 208-230 48Y X465 048A8T11002 N $160 F1 1.1-11 12 41/4 1/2x6 45
1/4 1625/1 208-230 48Y X467 048A47T87 N $143 F1 2.0-20 12 4112 12x6 21,36
1625/2 208-230 48Y X463 048A17T356 N $164 F1 14-14 13 412 112x6 45,94
1075/2 208-230 48Y X430 048A11T463 N $174 F1 1.8-1.8 16 4112 12x6 36
10751 208-230 48Y X412 048A11T569 N $169 F1 14-14 16 41/4 12x6 45
10751 460 48Y X456 048A11T578 N $174 F1 0.75 15 4172 12x6 45
84011 208-230 48Y X450 048A8T71 N $164 F1 19-19 17 51/4 12x6 45
113 1625/1 208-230 48Y X466 048A17T86 N $157 F1 2.0-2.0 15 5 12x6 21,36
1075/2 208-230 48Y X415 048A11T2012 N $186 F1 26-2.6 16 5 12x6 36
1075/1 208-230 48Y X413 048A11T529 N $183 F1 19-19 14 43/4 112x6 45
1075/1 460 48Y X457 048A11T579 N §185 F1 0.9 17 5 112x6 36,45
8251 208-230 48Y X451 048A8T72 N $173 F1 2.3-23 19 53/4 12x6 34,45
112 1625/1 208-230 48Y X468 048A17T96 N $177 F1 29-2.6 16 51/4 112x6 21
1625/2 208-230 48Y X464 048A17T359 N $199 F1 3.1-29 17 51/4 112x6 45
1075/2 208-230 48Y X416 048A11T2013 N $204 F1 4.2-42 19 5112 112x6 36
10751 208-230 48Y X414 048A11T571 N $201 F1 2.7-2.7 17 5 12x6 36,45
1075/1 460 48Y X458 048A11T580 N $204 F1 14 20 5112 12x6 36,45
82511 208-230 48Y X452 048A8T73 N $213 F1 3.1 21 61/4 12x6 45
3/4 1075/1 208-230 48Y X469 048A11T276 N $177 F1 4.2-3.65 21 6 12x6 21,63
10751 460 48Y X459 048A11T581 N $230 F1 2.1 23 6 112x6 32,45
1 10751 460 48Y X462 048A11T619 N $272 F1 34 27 714 12x6 32,45

Condenser Fan/Heat Pump, PSC, Open Air Over
Rigid Base, Shaft Up or Horizontal

Applications:

Condenser fans, installed outdoors. These motors need to be mounted within the airflow of the
fan for proper cooling.

Features:

» Frame and shaft end bracket enclosed « Ball Bearings

» Heavy gauge steel constructions » UL Recognized and CSA Certified

* 56Y frame has non-NEMA BA dimension of 1.97” » Capacitor included on X432, see

- Automatic reset thermal protector Accessories section to order capacitor for X433

* Flat and keyway on shaft

5 MODEL LIST MULT. F.L. FRAME SHAFT FOOT
VOLTS WEIGHT

1075 208-230/460 56YZ X432 056A11029 N F1 46-4.402.2 11.88 5/8 x4 112
1 1075 208-230/460 56YZ X433 056511030 V $398 F1 5.8-5.4/2.7 27 12.38 518 x4 112
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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HVAG/Rir Moving

Condenser Fan/Heat Pump, Single Phase, PSC
56 Frame, Resilient Ring, Thru-Bolt

Applications:

Direct drive condenser fans mounted vertically, shaft up or horizontal. These motors need to be
mounted within the airflow of the fan for proper cooling.
Features:

 Enclosed shaft end bracket with vented frame

« Ball bearings

» 30” long leads (except P243)

« Shaft slinger

« 60°C ambient, as noted

» Automatic reset thermal protector

* Flat & keyway on shaft

» UL Recognized and CSA Certified

» Capacitor not included, see Accessories section

Open Air Over, Shaft Up

CAT. MODEL x LIST MULT. FRAME SHAFT FOOT
VOLTS 8 WEIGHT
1075 208-230/460 56Y X207 056A1105311 N $377 F1 3.9-36/1.8 81/4 5/8 x 6 37,45
1 1075 208-230/460 56Y X206 056A1105310 Vo $398 F1 54-5.2/2.6 34 10 1/16 5/8 x 6 37
1112 1075 208-230/460 56Y X271 056A1105305 Vo §454 F1 7776138 43 9 3/4 5/8 x 6 34,45
Dripproof
CAT. MODEL X FL. FRAME SHAFT FOOT
VOLTS 8 WEIGHT
NO. NO. AMPS LENGTH DIM. NOTES
112 825/1 115/208-230 56Y P245  5KCP49PN9812S §$513 F1 6.2/3.8-3.1 31 13.66 5/8 X 6
3/4 1075/1 208-230/460 56Y P243  5KCP49RN9611S v $486 F1 49-38/1.9 33 13.66 5/8 X 6
825/1 208-230 56Y P246  5KCP49UN9811S v  $556 F1 5.8-5.6 32 1447 5/8 X 6
1 1075/3 15 56Y P184  5KCP49UN9612S v $532 F1 10.8 40 14.87 5/8 x 6
1075/3 200-230 56Y P185  5KCP49UN9614S v  $532 F1 48-5.0 34 14.87 5/8 X 6
10751 208-230/460 56Y P244  5KCP49UN9613S v $511 F1 6.3-5.0/2.5 40 1447 5/8 X 6
825/1 208-230/460 56Y P180  5KCP49WN9813S v  $586 F1 6.3-6.4/3.2 39 11.24 5/8 x 6

Commercial Condenser Fan/Heat Pump, PSC
Open Air Over, Belly Band, Shaft Up

Applications:
Heavy duty design for commercial direct drive condenser fans mounted vertically, shaft up.
These motors need to be mounted within the airflow of the fan for proper cooling.
Features:

* Open frame and end brackets

» Shaft with flat, unless otherwise noted

» Unique Rain Shield fits over shaft to protect motor in
vertical shaft up position

* Shaft slinger

» Automatic reset thermal protector

* 60°C ambient (as noted)

« Ball bearings

» UL Recognized and CSA Certified

» Capacitor not included, see Accessories section

MODEL 5 LIST MULT. F.L. FRAME SHAFT FOOT
BRI
1075 200-230/460 X445 048A1101732 $204 3.0-2.8/1.4 512 12x4
0.6 1075 200-230/460 48Y X446 048A1101643 \ $225 F1 3.0-3.6/1.8 20 67/8 12 x4
08 1075 200-230/460 48Y P193 5KCP39SNB480S $252 F1 4.0/2.0 21 14 1/5 1/2 x2 3/4
1075 200-230/460 48Y P194 5KCP39SNB481S $301 F1 4.0/2.0 21 91/3 5/8 x4 7/8
1075 200-230/460 48Y X447 048A1101642 \ $301 F1 5.0-4.4/2.2 27 83/4 12 x 4 45
1 1075 200-230/460 48Y P195 5KCP39SNB482S $325 F1 5.6/2.8 21 10 5/8 5/8 x 5 1/4 wikey/flat
1075 200-230/460 56Y X448 056A1105314 \ $325 F1 6.0-5.2/2.6 33 83/4 5/8 x 4 wikey/flat 45
1075 575 56Y P196 5KCP39TNB763T $325 F1 2.6 22 10 1/4 112 x5 1/4
15 1075 200-230/460 56Y P197 5KCP39UNB767T $373 F1 8.1-7.8/3.9 23 10 1/4 5/8 spcl. d
1075 200-230/460 56Y X449 056A1105315 $373 F1 7.0-7.0/13.5 39 91/4 5/8 x 4 45
1075 575 56Y P198 5KCP39UNB764T $373 F1 35 23 10 1/4 12 x51/4
marathon-

\ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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HVAG/Rir Moving

Commercial Condenser Fan/Heat Pump, PSC
Resilient Base, Shaft Up or Horizontal

Applications:

Condenser fans, installed outdoors. These motors need to be mounted within the airflow of
the fan for proper cooling.

Features:

» Frame and shaft end bracket enclosed

» Automatic reset thermal protector

» Ball bearings

» UL Recognized and CSA Certified

» Capacitor included

MODEL $| usT | muLT FL. FOOT
VOLTS FRAME 2 WEIGHT FRAME SHAFT
NO. £ | PRICE | SYMB. | AMPS LENGTH DIM. NOTES
1075 208-230460  48YZ X431 048AT101461 v §$263 FI 303015 19 11.94 112 x 4112

Commercial Condenser Fan/Heat Pump, Three Phase
Open Air Over, Rigid Base, Shaft Up or Horizontal

Applications:

Commercial condenser fans may be installed outdoors. These motors need to be mounted
within the airflow of the fan for proper cooling. Used on Trane, Carrier, Climtrol and York units,
5 tons and larger.

Features: i
» 70°C ambient (except as noted)

* Enclosed shaft end bracket, vented frame
* Continuous duty, air over

As Noted

» Automatic reset thermal protector

« Shaft slinger

» Threaded lead exit

* Nameplated 60/50 hertz 190/380 volts, at next lower HP
* Double sealed ball bearings

* Flat and keyway on shaft

» Patented VCD™ - Voltage Change Device (as noted)

« Ball Bearings

» UL Recognized and CSA Certified

CAT. MODEL 5| st MULT. FL. FOOT
VOLTS | FRAME 3 weigHT | FRAME | SHAFT
NO. NO. £ | PRICE | SYMB. | AMPS LENGTH DIM. NOTES

1/3 1140 208-230/460 562 X532 056711011001 N $355 1.8-1.8/0.9 13.37 112 x5 45,50
12 1140 208-230/460 562 X533 056711011002 N $382 F1 2.1-2.011.0 20 13.37 518 x5 45,50
850 208-230/460 56HZ X529 0567805531 N $547 F1 2.9-3.011.5 31 14.68 518 x5 VC,5
3/4 1140 208-230/460 56HZ X512 056711015511 $425 F1 2.7-3.011.5 27 14.18 518 x5 VC,5
1 1140 208-230/460 56HZ K1485 5K49RN6118S $435 F1 4.2-4.012.0 33 16.02 58 X 6 46
1140 208-230/460 56HZ X513 05671105305 N $461 F1 4.1-4.212.1 29 14.68 58 x5 VC,5
850 208-230/460 56HZ X528 0567805306 N $614 F1 5.1- 49 17.06 518 x5 VC,5
5.3/2.65
1112 1140 208-230/460 56HZ K1486 5K48TN6119S $473 F1 5.1-5.0/2.5 38 16.77 5/8 X 6 46
1140 208-230/460 56HZ X523 05671105306 N $501 F1 5.45- 36 15.68 518 x5 VC,5
5.4/2.7
850 208-230/460 56HZ X531 05678015504 \/ $668 F1 7.0-7.0/3.5 47 16.68 5/8 x5 VC5
2 1140 208-230/460 56HZ X525 05671105310 N $543 F1 7.2-6.8/3.4 47 16.68 518 x5 VC,5
ma Pathﬁ,ﬁg < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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HVAG/Rir Moving

Condenser Fan/Heat Pump, Three Phase
Open Air Over, Belly Band/Resilient Ring

Applications:

Commercial condenser fans may be installed outdoors. These motors need to be mounted within the
airflow of the fan for proper cooling. Used on Trane, Carrier, Climatrol and York units, 5 tons and larger.
Features:

» 70°C ambient (except as noted)

* Enclosed shaft end bracket, vented frame

» Automatic reset thermal protector

* Nameplate 60/50 hertz 190/380 volts, at next lower HP (except as noted)

* Double sealed ball bearings

+ 5/8” Dia. x 5” long shaft with flat and keyway

* Ball bearings

» Threaded lead exit

» Patented VCD™ - Voltage Change Device

* 4 Locating screws 90 degrees apart, 3.33” from outer edge of shaft slinger

» Hubs on both ends will accept resilient base kits, see Accessories section
(except X524 and X526 - horizontal only)

» UL Recognized and CSA Certified
« External shaft slinger on all, internal slinger on 5K models

MODEL &S| ust MULT. FRAME FOOT
VOLTS S) WEIGHT

MOTOR FEATURES
MARATHON'S PATENTED

VOLTAGE
CHANGE DEVICE
S—

As Noted

S
>
g
-
-
(@)
<

208-230/460 0567805303 2.3-2.5/1.25
12 1140 200-230/460 56Y X500 05671105300 $392 F1 24-271.35 21 9.00 VC
1140 575 56Y K1500 5K49MN6432S \/ $467 F1 1.0 27 9.49 33,46
3/4 1140 208-230/460 56Y K378 5K46LN6033S $410 F1 3.0-3.411.7 25 8.89 46
1140 200-230/460 56Y X501 05671105301 N $434 F1 3.1-3.211.6 24 9.50 VC
1140 575 56Y K1505 5K46LN6428S V $490 F1 15 25 8.89 33,46
850 208-230/460 56Y X506 0567805301 $574 F1 3.6-3.6/1.8 39 11.00 VC
1 1140 208-230/460 56Y K379 5K49RN6034S $429 F1 4.2-4.012.0 33 10.02 46
1140 200-230/460 56Y X502 05671105302 N $455 F1 4.0-4.212.1 28 10.00 Ve
1140 575 56Y X522 05671105308 N $427 F1 1.7 28 10.00 70
1140 575 56Y K1510 5K49RN6429S $427 F1 1.6 33 16.02 33,46
850 208-230/460 56Y K1482 5K48WN3013S $563 F1 5.1-5.2/2.6 44 10.77 46
850 200-230/460 56Y X507 0567805302 V $597 F1 5.3-5.3/2.6 46 12.00 VC
850 575 56Y K151 5K48WN3181S V $563 F1 2.0 44 10.77 d,33,46
850 575 56Y X527 0567805304 N $597 F1 21 46 12.00 70
1112 1140 200-230/460 56Y X503 05671105303 V $497 F1 5.5-54/2.7 35 11.00 VC
1140 575 56Y X524 05671105307 N $497 F1 22 35 11.00 73
1140 575 56Y K1515 5K48TN6430S $467 F1 22 38 10.77 33,46
850 208-230/460 56Y X530 0567805307 V $643 F1 7.5-6.8/3.4 47 11.25 Ve
2 1140 208-230/460 56Y X509 05671105304 V $539 F1 7.2-6.8/3.4 49 12.00 VC
1140 575 56Y K1520 5K49ZN6433S N $497 F1 25 49 1.97 d,33,46
1140 575 56Y X526 05671105309 N $539 F1 27 45 11.63 73

Shaft Up with Fan Canopy / Rainshield

MODEL S| st MULT. o FOOT
VOLTS S WEIGHT

200-230/460 5K36PN345S 2.2-2.6/11.3
3/4 1140 200-230/460 48Y K1404 5K38SN267S $489 F1 3.3-3.811.9 24 8.95 46
1140 575 48Y K1405 5K39SNB765T \/ $519 F1 1.5 21 8.50 46
1 1140 200-230/460 48Y K1402 5K39SNB505S N $539 F1 4.4-4.012.0 21 8.50 46
1112 1140 200-230/460 48Y K1407 5K39SNB587S N $590 F1 6.0-5.8/2.9 21 10.63 46
marathon-
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. Motors
C' Toll Free (800) 445-4155 + Fax (631) 348-7160 + www.marsdelivers.com m
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HVAG/Rir Moving

Fan and Blower - Direct Drive, PSC
Open Air Over, Resilient Ring, Thru-Bolt Mount

Features:

» Open frames and brackets (except X011 and X012 have enclosed shaft end bracket)
» Single and multi-speed models as noted

» Grommeted lead exit

» Weather resistant reversing plug

z * 2-1/4” resilient ring mounting except where noted Xoot
o (base not included, see Accessories section)
: « 2 1/2” adapter rings supplied, shipped loose in box
F » Extended thru-bolts on shaft end
§ » 30” long leads
» Automatic reset thermal protector
< « Ball bearings
X211 X242
E » UL Recognized and CSA Certified
 Capacitor not included, see Accessories section
X219 X033
VoLTS CAT. MODEL LIST MULT. SHAFT FOOT
NO. NO. £ | PRICE | SYMB. AMPS LENGTH DIM. NOTES
115 1075/3 115 48Y X219 048A1102047 V $132 F1 35 1 4 12x4 39
1/4 1625/3 115 48Y X013 048A170152 v $145 F1 29 12 5 12x4 32
1625/3 208-230 48Y X014 048A170154 R $147 F1 1.8-1.35 1 41/4 12x4 32
1625/1 208-230 48Y X012 048A1702006 \/ $147 F1 1.8-1.8 12 412 12x6 34,44
1075/3 115 48Y X000 048A1101798 v $139 F1 34 12 41/4 12 x4 32
1075/3 208-230 48Y X001 048A1101799 R $143 F1 15-1.5 12 4112 12x4 32
1075/3 217 48Y X018 048A1101350 v $149 F1 16 1 41/4 12x4 32
1075/1 208-230 48Y X006 048A1102001 N $137 F1 2.0-2.0 1 41/4 12 x4 32
1075/ 208-230 48Y X417 048A1102051 v $146 F1 2.0-2.2 13 41/4 12x6 51,116
13 1625/3 115 48Y X015 048A170151 R $154 F1 4.0 13 43/4 12x4 32
1625/3 208-230 48Y X011 048A1702005 N $158 F1 2.3-2.3 14 43/4 12x6 34,44
1075/4 115 48Y X236 048A110699 N $173 F1 6.4 16 43/4 12x6 39
1075/4 208-230 48Y X237 048A110694 $176 F1 48-4.8 16 51/4 12x6 39
1075/3 115 48Y X002 048A1101769 v $149 F1 46 14 43/4 12 x4 32
1075/3 208-230 48Y X003 048A110B2042 Y $152 F1 3.3-33 14 43/4 12x4 32
1075/3 217 48Y X019 048A1101351 N $159 F1 27 15 43/4 12 x4 32
1075/2 460 48Y X037 048A1101876 \/ $299 F1 1.0 14 43/4 12X 6 51
1075/1 208-230 48Y X418 048A1102052 \/ $155 F1 3.1-31 14 412 12x6 51,116
825/1 230 48Y X209 048A80183 N $190 F1 28 17 53/4 12x51/2 34,43
112 1625/3 115 48Y X016 048A170153 v $172 F1 50 16 51/4 12x4 32
1625/3 208-230 48Y X017 048A170155 v $174 F1 4141 16 51/4 12x4 32
1075/4 115 48Y X033 048A1101674 v $145 F1 6.1 15 5 12x5 31,73
1075/3 115 48Y X004 048A1101755 R $168 F1 6.2 17 512 12x4 32
1075/3 208-230 48Y X005 048A1101756 v $170 F1 2.65-2.6 17 512 12x4 32
1075/3 277 48Y X020 048A1101352 v $177 F1 36 17 512 12 x4 32
1075/1 208-230 48Y X419 048A1102053 $173 F1 4.2 17 51/4 12x6 51,116
3/4 1625/3 230 48Y X022 048A170174 \/ $191 F1 37 18 5102 12x51/2 39,43
1075/4 208-230 48Y X241 048A110697 R $223 F1 54-54 17 512 12x6 39
1075/3 115 48Y X009 048A110787 N $196 F1 10.2 20 53/4 12x4 32
1075/3 208-230 48Y X010 048A1102046 v $199 F1 5.6 19 5112 12x4 32
1075/3 217 48Y X021 048A1101353 v $204 F1 5.0 20 53/4 12x4 32
1 1625/2 208-230 48Y X211 048A170125 R $248 F1 6.2 20 61/4 12x2112 39,4243
1075/3 230 48Y X023 048A1101583 v $227 F1 53 24 612 12x5 34
1075/3 208-230 48YZ X242 048A110756 \/ $377 F1 6.2 26 714 5/8 x 4 39,51
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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HVAG/Rir Moving

Fan and Blower - Direct Drive, PSC
Open Air Over, Resilient Ring

Applications:

Single speed PSC motors designed to replace PSC and Shaded pole motors, used in direct drive
furnace, air conditioners, and others blowers.

Features:
» Open frame and brackets » Thermal overload protection
» Heavy gauge steel frame and base * 1/4” terminals on the capacitor leads g
* Shaft with flat * 2 1/4” resilient rings, includes 2 1/2” expanders >
» 70°C ambient » Capacitor not included, see Accessories section w
» 37" Leads >
CAT. MODEL x| usT MULT. FL. FRAME SHAFT FOOT -I
VOLTS 8 WEIGHT
1/6 1625 15 48Y X477 48A170128 v $138 F1 26 9 4 12x4 o
1625 230 48Y X475 48A170123 N $138 F1 1.3 9 4 12x4 z
1075 115 48Y X473 48A1101046 N $133 F1 29 9 4 12x4
1075 230 48Y X471 48A1101044 N $133 F1 13 10 4 12x4
1/4 1625 230 48Y X476 48A170124 R $147 F1 18 10 41/4 12x4
1075 115 48Y X472 48A1101045 \/ $139 F1 4.0 1" 41/4 12x4
1075 230 48Y X474 48A1101047 N $139 F1 2.0 1" 41/4 12x4
Fan and Blower - Direct Drive, PSC
Open Air Over, Torsion Flex Mount
Applications:
Residential and commercial furnaces, air conditioners, exhaust fans, and other air handling
equipment installed in clean and dry environments.
Features:
» Open frames and brackets » 30” long leads
* Three lug mount fits 9” or 10” bolt circle. Mounting holes on lugs < Automatic reset thermal protector
are .435” dia., with gromets and sleeves for .26” dia. option. - Ball Bearings
* Multi-speed capacity + UL Recognized and CSA Certified
* Weather resistant reversing plug « Capacitor not included, see Accessories section
CAT. MODEL = LIST MULT. FL. FOOT
VOLTS S WEIGHT FRANE SHART
NO. NO. & | PRICE | SYMB. | AMPS LENGTH DIM. NOTES
1/4 1075/4 115 48Y X034 48A1101773 J $160 F1 33 14 412 12x6
113 1075/4 15 48Y X035 48A1101774 N $172 F1 45 15 412 12x6
12 1075/4 115 48Y X036 48A1101772 N $190 F1 6.0 19 5 12x6
Fan and Blower - Direct Drive, PSC
Open Air Over, Extended Thru-Bolt, 460 Volt
Applications:
Residential and commercial furnaces, air conditioners, exhaust fans, and other air handling
equipment installed in clean and dry environments.
Features:
» Enclosed frame and open end brackets « 7/8” extended thru-bolts on shaft end
» Multi-speed capability « Ball Bearings
» Grommeted lead exit » UL Recognized and CSA Certified
» Weather resistant reversing plug « Capacitor not included, see Accessories section
» Automatic reset thermal protector
CAT. MODEL x LIST MULT. F.L FOOT
VOLTS S weiGHT | FRAME | SHAFT
NO. NO. £ | PRICE | SYMB. ANPS LENGTH DIM. NOTES
113 1075/2 460 48Y X037 48A1101876 v $299 F1 1.0 14 43/4 12X6 51
112 1075/2 460 48Y X038 48A1101874 N $305 F1 1.6 17 51/4 12X6 51
3/4 1075/2 460 48Y X039 48A1101875 N $311 F1 21 19 5112 12X6 51
marathon-
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. I\gors
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HVAG/Rir Moving

Fan and Blower, Split Phase, Dripproof
Resilient Base (Single & Two Speed)

Features:

« Ball bearings (except as noted) * Heavy gauge steel frame and base

« Service factor, as noted * 48Y and 48YZ frame have 48/56 frame
« Thermal protection, as noted mounting holes

« Variable torque on two speed motors * UL Recognized and CSA certified

« Extended thru-bolts, as noted

OVER MODEL % | LIST | MULT. “cn FOOT
VOLTS 2 WEIGHT
LOAD »‘3 PRICE AMPS DIM. NOTES

112 1140 HG152 5KH32GN140X
18 1140 115 AUTO HG154 5KH36KN113X $273 10 38 8 112
850 115 56 AUTO HG155 5KH46MN3021X \/ $439 F1 4.6 32 10.88 12
16 1725/1140 115 482 NONE H169 5KH36KN114 N §170 F1 34/1.9 17 10.38 8,20,54
1725/1140 115 482 AUTO H170 5KH36KN114X N §177 F1 34/1.9 17 10.38 8,20,54
1725/1140 115 48 NONE 4322 5KH39QN9548 N $204 F1 34/1.9 15 10.00 20
1725/1140 115 48 AUTO 4389 5KH39QN9548X N s217 F1 34/1.9 18 10.00 20
1725 115 48Y AUTO D107 48517D2017 N 151 F1 36 12 8.99 CF.20
1725 115 48 NONE 4304 5KH39QN5543 N $146 F1 39 12 8.93 20
1725 115 482 AUTO H913 5KH32DNA700X $155 F1 4.4 12 9.74 9,20,28
1725 115 482 NONE HG156 5KH32DN3085 N $143 F1 39 12 9.32 8,20
1725 115 482 NONE H912 5KH32DNA700 $105 F1 44 12 9.74 9,20,28
1725 115 48YZ NONE B300 48517D2052 N $145 F1 36 13 9.32 CF,20,31,52
1725 115 482 AUTO H157 5KH32DN3085X N $151 F1 39 12 9.32 8,20
1725 115 48YZ AUTO B322 48S17D2053 N $153 F1 36 13 9.32 CF,20,31,52
1725 115 56Z AUTO 4350 5KH39QN5538X N $154 F1 39 13 9.19 8,20,26
1140 115 48 NONE H112 5KH37PN39 N $242 F1 4 20 10.40 20
1140 115 482 AUTO H159 5KH37PN41X N $300 F1 4 21 10.78 8,20
1140 115 48 NONE HG695 5KH37PNA233 N g4 F1 4 24 10.40 20
1140 115 482 NONE H158 5KH37PN41 N $293 F1 4 21 10.78 8,20
1140 115 48 AUTO HG113 5KH37PN39X N $250 F1 4 20 10.40 20
850 115 56 NONE H620 5KH49PN3043 N $487 F1 6.1 31 11.48 20
14 1725/1140 115 48Y AUTO D180 48817D7204 $185 F1 4.1/2.5 18 10.06 20
1725/1140 115 482 AUTO H172 5KH37PN33X N $203 F1 4.212.7 21 10.69 8,20,54
1725/1140 115 482 NONE H171 5KH37PN33 N $196 F1 4.212.7 21 10.69 8,20,54
1725/1140 115 48 AUTO 4399 5KH39QN9551X N $250 F1 4.212.7 22 10.40 20,54
1725/1140 115 56Z AUTO HG704 5KH35MNA568T N $255 F1 52128 17 10.18 17,20,48
1725/1140 230 48 AUTO 4412 5KH39QN9550X N 9281 F1 2113 22 10.40 20,39
1725 115 48 AUTO 4305 5KH39QN5511X N $130 F1 5.1 13 8.93 20
1725 115 48 NONE 4355 5KH39QN5225 N $154 F1 5.1 13 8.93 20,47
1725 115 48Y AUTO 4701 5KH39QN5512T N $128 F1 5.1 12 9.12 CF,20,53
1725 115 48YZ AUTO B206 48817D2107 N $134 F1 5 14 9.62 8,20,26
1725 115 482 NONE H160 5KH32FN3083 N $153 F1 5.1 14 9.32 CF,20,31,52
1725 115 48YZ NONE B302 48S17D2054 N $156 F1 5 14 9.57 9,20.28
1725 115 482 AUTO H915 5KH33FNA722X N $1e7 F1 5.6 14 9.99 7,20,26
1725 115/230 48Y AUTO 4702 5KH33HN5725X N $162 F1 5.212.6 15 9.62 20,48
1725 115 48Y AUTO HG701 5KH32DN5618X N $139 F1 5.1 13 8.94 9,20
1725 115/208-230 482 AUTO 4680 5KH32FN3120T N $219 F1 5.0/2.5 13 9.94 8,20
1725 115 482 AUTO HG161 5KH32FN3083X v $160 F1 5.1 14 9.32 CF,20,31,52
1725 115 48YZ AUTO B303 48517D2055 N $163 F1 5 14 9.57 20,32,53
1725 115 56Z AUTO B201 56517D2047 N $134 F1 5 14 9.47 8,20,26
1725 115 56Z AUTO 4363 5KH39QN5526X N $176 F1 5.1 14 9.19 20
1725 230 48 AUTO 4306 5KH39QN5537X N $139 F1 25 13 9.09 20
1725 230 48 NONE 4360 5KH39QN5548 N $170 F1 25 13 8.93 20,31,52
1725 217 48YZ NONE B606 48817D2116 N $174 F1 2.1 13 9.47 20,31
1140/850 115 56 NONE H300 5KH49SN3048 N $514 F1 5.8/3.6 30 12.01 20
1140 115 56 AUTO H163 5KH46MNB053X N $356 F1 5.6 23 10.88 20
1140 115 56 NONE H162 5KH46MN6053 N $348 F1 56 27 10.88 19
850 115 56 NONE H296 5KH49SN3046 N $598 F1 6.9 30 12.01 20
113 3450 115 48 NONE H114 5KH35FN124 Vo $198 F1 5.6 15 9.57 20
3450 115 48 AUTO HG115 SKH35FN124X N s F1 5.6 15 9.57 9,20
3450 115/230 482 AUTO 4798 5KH35FN153T N $230 F1 6.8/3.4 13 10.25 9,20
Continued on next page.
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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HVAG/Rir Moving

Fan and Blower, Split Phase, Dripproof
Resilient Base (Single & Two Speed)

OVER MODEL x LIST MULT. FL FOOT
VOLTS ] WEIGHT
LOAD 5 PRICE | SYMB. | AMPS NOTES

1725/1140 431 5KH39QN9429T
1725/1140 115 NONE 4396 5KH39QN9683 $246 6 3/3 1 10 40 17 54
1725/1140 115 48Y AUTO D181 048517D7205 \/ $230 F1 5.3/2.9 20 10.06 20
1725/1140 115 56 NONE H173 5KH46MN3025 N $247 F1 5.73.2 24 10.88 20,31 g
1725/1140 115 56 AUTO H174 5KH46MN3025X \ $254 F1 5.7/3.2 32 10.88 20,31 >
1725/1140 115 562 AUTO HG706 5KH37PNA569T N $292 F1 6.0/3.8 20 11.01 17,48
1725/850 115 562 AUTO HG705 5KH46NN3039T N sd44 F1 4.7/2.6 25 10.90 17,48 w
1725 115 48Y AUTO D143 048517D2086 \ $152 F1 6.1 15 9.34 20 >
1725 115 48Y AUTO B703 048N17D14 \ $204 F1 3.2 17 9.84 20,74 4
1725 115 48Y AUTO HG711 5KH32HN5620T V8149 F1 6.6 14 8.94 4,20,26,48 :
1725 115 48Y AUTO HG700 5KHC37NNA167T N $261 F1 3.7 24 10.39 ES,20,26,47
1725 115 48YZ AUTO B207 048517D2108 N $152 F1 55 15 9.62 CF,20,53 o
1725 115 482 NONE H164 5KH32JN3128 N $177 F1 6.2 15 9.32 8,20 z
1725 115 48YZ NONE B304 048517D2056 N $180 F1 55 15 9.32 CF,20,31,52
1725 115 487 AUTO H917 5KH35JNAT723X $190 F1 6.9 15 10.37 9,20,28
1725 115 482 AUTO H165 5KH32JN3128X N $183 F1 6.2 16 9.32 8,20
1725 115 48YZ AUTO B305 048817D2057 \ $186 F1 55 15 9.32 CF,20,31,52
1725 115 562 AUTO B202 56517D2048 \ $156 F1 6.1 15 9.72 20,32,53
1725 230 487 AUTO H167 5KH35JN26X N $160 F1 33 16 9.95 8,20
1725 230 48 AUTO 4309 5KH39QN9514X N $232 F1 3.1 15 9.18 20
1725 115 48 NONE 4370 5KH39QN9682 N $213 F1 6.2 15 9.18 20
1725 115/208-230 562 AUTO 4682 5KH35JN3132T \ $246 F1 6.2/3.1 16 10.26 9,20,26,72
1725 230 487 NONE H166 5KH35JN26 N $235 F1 33 16 9.95 8,20
1725 230 56Z AUTO 4757 5KH39QN9636T \ $243 F1 3.1 16 9.19 7,20,26
1725 217 48YZ NONE B607 048S17D2117 N $196 F1 25 15 9.72 20,31,52
1725 115 562 AUTO 4383 5KH39QN9513X N $228 F1 6.2 15 9.19 8,26
1140 115/230 56 NONE H168 5KH49PN6055 v $404 F1 7.013.5 27 11.48 20
1140 115/230 56 AUTO HG621 5KH49PN6055X V8419 F1 7.0/3.5 26 11.48 20
112 1725/1140 115 56 NONE H175 5KH49PN3026 N $312 F1 8.0/4.2 31 11.48 19,31
1725/1140 115 56 AUTO H176 5KH49PN3026X \ $319 F1 8.0/4.2 31 11.48 19,31
1725/1140 115 56 NONE H130 5KH39QN9632 N $350 F1 8.4/4.8 22 10.32 17
1725/1140 115 56 AUTO H131 5KH39QN9631T V8362 F1 8.4/4.8 22 10.32 17,31
1725/1140 115 56Z AUTO HG715 5KH38SNAT731T N $412 F1 7.8/4.8 25 11.44 17,48
1725/1140 230 56 NONE H275 5KH49PN3045 \ $436 F1 3.81.9 28 11.48 19,31
1725/1140 230 56 AUTO H133 5KH39QN9642T \ $378 F1 4.112.4 22 10.32 17,31
1725 115 48Y AUTO D162 048517D2087 N $207 F1 72 19 10.09 19
1725 115 48Y AUTO HG703 5KH35MNAS19T N $200 F1 7.9 15 10.32 19,48
1725 115 48YZ AUTO B208 048517D2109 N $207 F1 75 20 1043 CF,19,53
1725 115 48YZ NONE B306 048517D2058 \ $218 F1 75 18 10.32 CF,19,31,52
1725 115 48 AUTO HG69%4 5KH39QN9767X N $231 F1 71 19 9.9 19
1725 115 48YZ AUTO B307 048517D2059 N §$237 F1 75 18 10.32 CF,19,31,52
1725 115 56Z AUTO H919 5KH36MNA735X $234 F1 8.7 18 10.80 10,19,28
1725 115 56 AUTO 4392 5KH39QN9405X \ $230 F1 7.9 21 10.32 19
1725 115 56 NONE 4390 5KH39QNA039 N $258 F1 79 17 10.32 19
1725 115 56 AUTO D149 056517D2050 N se12 F1 72 19 10.47 19
1725 115 56 AUTO H248 5KH36MN3106X N $262 F1 9.3 18 10.32 19
1725 115 56 NONE H286 5KH36MN3106 \ $258 F1 9.3 18 10.32 19
1725 115 562 AUTO B200 056517D2049 N$212 F1 7.2 19 1047 19,32,53
1725 115 562 AUTO 4758 5KH39QN9698T N $269 F1 79 22 9.99 7,19,26
1725 115/230 56 AUTO B100 056517D2064 N §223 F1 7.2/36 20 10.47 19
1725 115/230 562 AUTO 4684 5KH36MN3127T \ $304 F1 8.9/4.5 18 10.69 9,26
1725 230 56 AUTO 4393 5KH39QN9544X V $281 F1 4.5 21 10.32 19
230 562 AUTO 4759 5KH39QN9697T §217 F1 4.0 17 9.9 19
1725 230 48Y AUTO D163 048517D2088 N $217 F1 3.6 19 10.09 19
1140 115/230 56 AUTO H298 5KH48UNG054X N $536 F1 9.0/4.5 32 12.76 19
3/4 1725 115 56 AUTO 4338 5KH39QN9541T N $215 F1 11.4 21 10.72 18
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. marathﬁﬂ
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HVAC/Rir Moving

Fan and Blower - Capacitor Start, Dripproof
Resilient Base (Single & Two-Speed)

Features:

« Ball bearings » Thermal protection, as noted

» Heavy gauge steel frame and base * 48Y and 48YZ Frame have 48/56 Frame
« Service Factor, as noted mounting holes

« Capacitor start / capacitor run as noted * UL Recognized and CSA Certified

4
o)
: MODEL x | LIST MULT. FOOT
F VOLTS ] WEIGHT
BRI HFNERE RS REE
E 1725 115/230 G114 5KC35IN7J 5.212.6 9.57
1725 115/208-230 48YZ AUTO B313 48C17D2042 \/ $203 5.22.8-2.6 9.95 CFZO 31 52
< 1725 115/208-230 48YZ NONE B312 48C17D2041 N $194 F1 6.2/2.8-3.1 15 9.72 20,31,52
E 1725 115/230 48 AUTO G1115 5KC35IN7X N $183 F1 5.2/2.6 16 9.57 20
1/3 1725 115/208-230 48YZ NONE B314 48C17D2043 N $229 F1 5.8/3.1-2.9 18 10.22 20,31,52
1725 115/208-230 48YZ AUTO B315 48C17D2044 N $237 F1 5.8/3.1-2.9 17 10.22 20,31,52
1725 115/208-230 56 AUTO C216 5KC36LN1X N F1 6.0/3.2-3.0 18 10.32 20,50
1725 115/230 48YZ AUTO D119 48C17D2055 N %218 F1 5.8/2.9 12 10.22 20,31,52
1725 115/230 56 AUTO G135 56C17D2088 N1 F1 6.4/3.2 18 10.22 20
12 3450 115/208-230 48 AUTO C1152 5KC39QN3220X N $175 F1 8.2/3.9-4.1 19 11 19
1725/1140 115 56 AUTO C419 5KC49PN3027X N $499 F1 8.2/3.9 28 11.38 19
1725 115/208-230 56 NONE B1316 5KC49GN0001 N $259 F1 8.8/4.2-4.4 21 10.38 19
1725 115/208-230 56 AUTO C1153 5KC49GN0022X N $293 F1 8.6/4.1-4.3 21 10.38 19
1725 115/208-230 56 AUTO B317 56C17D2072 v $299 F1 8.0/4.1-4.0 20 10.32 CF,19,31
1725 115/208-230 56Y AUTO B353 56B17D67 Vo $320 F1 6.2/3-3.1 24 12.92 1,19,55
1725 115/230 56 AUTO D111 56C17D2079 N $263 F1 7.23.6 20 10.72 19
1725 115/230 56 AUTO G151 56C17D2025 N $263 F1 8.6/4.3 24 11.72 19
1725 il 56 NONE B608 56C17D2113 N $29 F1 3.6 23 11.72 19
3/4 3450 115/208-230 56 AUTO C1155 5KC38NN410X N $229 F1 10.0/4.9-5.0 17 11.32 19
3450 115/208-230 48 AUTO C1154 5KC38NN413X N $32 F1 9.8/5.0-4.9 17 11 19
1725/1140 115 56 AUTO B332 56B17D5701 $473 F1 8.9/6.1 40 12.85 1,19,31
1725/1140 115 56 NONE C420 5KCR49PN3011 N $463 F1 9.0/6.4 31 11.48 ES,1,19
1725/1140 208-230 56 NONE C486 5KCR49PN3012X N 8§72 F1  43-44/31-32 38 11.48 ES,1,19
1725/1140 115 56 AUTO C474 5KCR49PN3011X N 545 F1 9.0/6.4 31 11.48 ES,1,19
1725 115/208-230 56 AUTO C1156 5KC46LN0149X Vo $353 F1 13.3/6.5-6.6 27 10.78 19
1725 115/208-230 56 AUTO B319 56C17D2074 v $363 F1 10.0/5.2-5.0 23 10.72 CF,19,31
1725 115/208-230 56 NONE CG230 5KC46LN0158 Vo $32 F1 13.2/6.2-6.6 25 10.78 19
1725 115/208-230 56 NONE B318 56C17D2073 N $337 F1 10.0/5.2-5.0 24 10.72 CF,19,31
1725 115/208-230 56 NONE G156 56B17D2012 Vo $324 F1 11.0/5.5-5.5 26 11.47 1,19
1725 115/208-230 562 AUTO 4686 5KC46LN0269X N $385 F1 13.3/6.5-6.6 25 11.15 10,19
1725 115/230 56 AUTO D1113 5KC46LN0158X N $325 F1 13.2/6.6 25 10.78 19
1725 277 56 NONE B609 56B17D2013 N $360 F1 4.3 27 11.47 1,19,31
1 3450 115/208-230 56 AUTO C1157 5KC39RN383X N $284 F1 13.4/6.7-6.6 25 11.85 19
3450 115/208-230 56 AUTO D118 56C34D2106 N $266 F1 12.0/6.2-6.0 25 12.22 18
1725/1140 115 56 AUTO B335 56B17D5703 N $589 F1 11.5/7.0 39 12.85 1,18,31
1725/1140 115 56 NONE C475 5KCR49SN3009 N $578 F1 10.8/7.4 35 12.01 ES,1,18
1725/1140 115 56 AUTO C1478 5KCR49SN3009X N 8604 F1 10.8/7.4 30 12.01 ES,1,18
1725/1140 208-230 56 NONE C476 5KCR49SN3010 v %601 F1  53-54/36-3.7 35 12.01 ES,1,18
1725/1140 208-230/190-380 56H AUTO C1479 5KCR48TN3084X N 9613 F1  53-54/36-37 36 12.54 ES,1,17
1725 115/208-230 56 AUTO C1158 5KC49PN0164X N $369 F1 14.77.2-14 29 11.38 18
1725 115/208-230 56Z AUTO 4688 5KC49NN0061T N 8374 F1 14.4/7.2-74 28 11.75 10,18
1725 115/208-230 56H NONE C235 5KC49PN0155 N $344 F1 13.6/6.7-6.8 31 11.38 18
1725 277 56 NONE B337 56C17D5348 N $386 F1 56 29 11.85 19,32
1112 3450 115/208-230 56H AUTO D115 56B34D2027 N $370 F1 13.4/7.4-6.7 28 1.72 1,18
1725 115/208-230 145T NONE 1146 145TCDR5331 N $419 S1 18.0/9.3-9.0 42 13.22 18,32
1725 115/208-230 56H NONE B336 56C17D5347 N 9413 F1 18.0/9.3-9.0 39 12.85 5,18,32
1725 115/208-230 56H AUTO C1160 5KCR49SN0150X N $429 F1 16.4/8.4-8.2 35 11.91 ES,1,18
1725 i 56H NONE B338 56C17D5349 N F1 75 41 12.85 5,18,32
2 3450 115/208-230 56H AUTO C1161 5KCR49RN2148T N §451 F1 19.6/10.4-9.8 33 11.91 ES,1,110
1725 115/208-230 56H AUTO B352 56B17D5331 N gs47 F1 21/11.3-10.5 50 13.85 1,5,32
1725 115/208-230 145T NONE 1147 145TBDR5345 N $440 S1 21/11.3-10.5 49 14.22 1,18
ma rathﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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HVAG/Rir Moving

Fan and Blower, Split Phase and Capacitor Start
Totally Enclosed, Resilient Base (Single & Two-Speed)

Features:

» Thermal protection, as noted

* 1.0 Service Factor (except as noted)
* Heavy gauge steel frame and base
« Split phase (except as noted)

« Ball bearings

» UL Recognized and CSA Certified

OVER MODEL < | LIST | MuLT. FOOT
VOLTS 3 WEIGHT
LOAD »u—, PRICE | SYMB. AMPS DIM NOTES

S
>
5
-
-
(@)
<

1725 115 NONE HG178 5KH32EN79 9.92
1725 115 AUTO H291 5KH32ENT72X \/ $255 9.92 CF31
1140 115 48 NONE H233 5KH36PN109 N335 F1 4.0 23 10.98
114 1725 115 48 AUTO H234 5KH39QN9105X N7 F1 5.1 17 9.92
1725 115 48 NONE B1502 5KH39QN9105 v §170 F1 5.1 17 9.92
1725 115/230 48 NONE C247 5KC32GN13 N $300 F1 5412.7 17 9.92 2
1725/1140 115 48 NONE HG189 5KH36PN108 N $335 F1 4.212.7 23 10.98
1140 115/230 56 NONE HG182 5KH49MNG060 N $386 F1 5.6/2.8 25 11.54
113 1725 115 56 NONE B1504 5KH35MN56 v s210 F1 5.9 20 10.93
1725 115 56 AUTO H236 5KH35MN56X N g7 F1 59 20 10.93
1725/1140 115 56 NONE H190 5KH49MN3035 N s416 F1 5.7/3.2 27 11.54
1140 115 56 NONE HG186 5KH46PN6059 N s444 F1 7.0 31 11.94
12 1725 115 56 AUTO B506 56S17F5303 $298 F1 8.4 27 12.30
1725 115 56 NONE B1507 5KH42GN0336 Vo $252 F1 8.0 21 1N 19
1725 115/230 56 AUTO C289 5KC42GN0309X N $405 F1 8.6/4.3 21 1.1 2,18
1725/1140 115 56 NONE HG191 5KH46PN3033 N $463 F1 8.0/4.2 29 11.94
1725/1140 230 56 NONE H293 5KH46PN3034 N $475 F1 3.8/1.9 31 11.94
1140 115 56 NONE HG188 5KH49UNG064 v $565 F1 9.0 40 13.07
3/4 1725 115/230 56 AUTO C806 5KC49PN0281X N4 F1 11.0/6.5 32 12.54 2,17
1 1725 115/230 56 AUTO C292 5KC49TN0285X N $520 F1 13.2/6.6 38 13.07 2

Fan & Blower - Three Phase
TEAO, Resilient Base

Applications:

Designed for applications like commercial fans and blowers, direct and belt drive air handlers
and exhaust fans.

Features:

« Ball bearings

* 1.0 Service Factor

« .62” extended thru-bolts

» UL Recognized and CSA Certified

CAT. LIST MULT. F.L. o FOOT
VOLTS WEIGHT

NO. ! PRICE SYMB. AMPS DIM. NOTES
14 1800 230/460 48 K281 5K32GN48 y $282 F1 1.4/0.7 14 8.94
1200 230/460 56 K282 5K35MN294 N $405 F1 1.4/0.7 18 9.89
13 1800 230/460 48 K283 5K33KN52 N $316 F1 1.5/0.8 16 9.19
12 1800 208-230/460 56 K284 5K42HN4128 N $355 F1 2.3-2.211.1 22 10.05
1200 208-230/460 56 K285 5K49MN6080 N $475 F1 2.6-2.6/1.3 24 10.48
1200 208-230/460 56 K541 5K49MN6081 N $514 F1 2.6-2.6/1.3 27 11.54
3/4 1800 208-230/460 56 K286 5K49KN4142 N $383 F1 3.3-3.01.5 21 10.48
1 1800 208-230/460 56 K525 5K49MN4114 N $402 F1 3.6-3.8/1.9 25 10.48

marathon-
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HVAC/Rir Moving

Fan & Blower - Three Phase, Dripproof
Resilient Base (Single and Two-Speed)

Features:

» Single and two-speed models, as noted

* Variable torque on two speed ratings

* Ball bearings

» Heavy gauge steel frame and base

» Thermal protection, as noted

» Service Factor, as noted

» Nameplated 60/50 Hz at next lower horsepower (except as noted)
» Patented VCD™, Voltage Change Device where footnoted “VC”

» UL Recognized and CSA Certified

OVER MODEL < [ LST | MULT g FOOT
VOLTS S WEIGHT
LOAD & | PRICE | SYMB. AMPS DIM. NOTES

MOTOR FEATURES
MARATHON'S PATENTED

LTAGE
CHANGE DEVICE
S——

As Noted

z
o
=
=
!
=

1/4 1800 230/460 K275 5K33GN45
113 1800/1200 NONE G161 056T17D5701 $352 0 6/0 4 12 35
1800 208-230/460 56 AUTO G106 056T17D2104 N $280 F1 1.5-1.6/.8 16 9.97 20
1800 208-230/460 56 NONE G162 056717D2121 N %232 F1 1.5-1.6/.8 16 9.97 20
1800 575 56 NONE G964 056717D2117 $232 F1 0.64 16 9.97 20,70
12 1800/1200 200-230 56 NONE K544 5K42JN3051 N $382 F1  24-28/1.51.7 23 10.05 19
1800/1200 460 56 NONE K546 5K42JN3050 N $382 F1 1.1/0.6 22 10.05 19
1800 208-230/460 56 AUTO K1408 5K42HN4089X N $310 F1 2.3-2.2111 20 10.05 19
1800 208-230/460 56 NONE K381 5K42HN4089 N $262 F1 2.3-2.211.1 20 10.05 19
1800 208-230/460 56 AUTO G140 056T17D5345 N $324 F1 2.3-241.2 22 10.85 VC,19
1800 575 56 NONE G961 056717D2118 N 9261 F1 0.9 18 10.47 19,70
3/4 3600 208-230/460 56 AUTO K1409 5K37MN252X N $284 F1 2.6-2.6/1.3 16 10.72 19
1800/1200 200-230 56 NONE K279 5K49PN3053 N 9454 F1  2.8-3.0/1.6-1.8 31 11.48 19
1800/1200 460 56 NONE K280 5K49PN3052 N $454 F1 1.3/0.7 28 11.48 19
1800 208-230/460 56 AUTO K1410 5K46KN4085X N $339 F1 3.3-3.011.5 21 10.88 19
1800 208-230/460 56 AUTO G141 056T17D5346 N $354 F1 2.9-3.011.5 23 10.85 VC,19
1800 208-230/460 56 NONE K277 5K46KN4085 N $293 F1 3.3-3.011.5 25 10.88 19
1800 575 56 NONE G962 056T717D2119 N $292 F1 1.1 21 10.97 19,70
1 3600 208-230/460 56 AUTO K1411 5K38PN258X N $316 F1 3.3-3.211.6 18 11.32 19
1800/1200 200-230 56 NONE K518 5K49SN3054 N $470 F1  3.7-3.9/2.0-2.2 35 12.01 18
1800/1200 460 56 NONE K519 5K49SN3055 N $470 F1 1.8/1.1 35 12.01 18
1800 208-230/460 56 AUTO K1412 5K46MN4087X $360 F1 3.6-3.8/1.9 27 10.88 18
1800 208-230/460 56 AUTO G142 056T17D5347 N $360 F1 3.5-3.6/1.8 25 11.35 VC,18
1800 208-230/460 56H AUTO G100 056T717D2101 N $346 F1 34-341.7 24 11.47 5,18
1800 208-230/460 56 NONE K278 5K46MN4087 N $301 F1 3.6-3.8/1.9 27 10.88 18
1800 575 56H NONE G963 056T17D2120 N $300 F1 14 23 11.47 518,70
112 3600 208-230/460 56H AUTO K1413 5K49KN2150X N g7 F1 5.0-4.8/2.4 26 12.01 18
1800/1200 200-230 56H NONE K520 5K48UN3056 N g484 F1  5.0-5.3/2.8-3.1 40 12.76 18
1800/1200 460 56H NONE K549 5K48UN3057 N g484 F1 2.3/1.4 40 12.76 18
1800 208-230/460 56 NONE G122 056T17D5329 N $333 F1 48-48/2.4 28 11.35 18
1800 208-230/460 56H AUTO K1415 5K49PN4088X N 8378 F1 5.5-5.6/2.8 31 12.01 18
1800 208-230/460 56 AUTO G143 056T17D5348 N $393 F1 4.8-4.812.4 28 11.35 VC,18
1800 208-230/460 145T AUTO K2030 SKE49TN8384T $409 E6 4.5-4.412.2 40 1319 18,70
1800 575 56H AUTO G965 056T17D5357 $377 F1 19 29 11.35 18,70
2 3600 208-230/460 56H AUTO K1416 5K49NN2147X N $435 F1 6.0-6.0/3.0 30 12.01 18
1800 208-230/460 56H AUTO G144 056T17D5349 N $435 F1 6.2-6.2/3.1 35 12.35 VC,5,18
1800 208-230/460 56H NONE G127 056T17D5332 N $364 F1 6.2-6.2/3.1 34 12.35 5,18
1800 208-230/460 56H AUTO K1418 5K49UN4086X N 412 F1 6.2-6.0/3.0 39 13.96 5,18
1800 575 56H AUTO G967 056T17D5385 $411 F1 2.5 36 12.35 5,18,70
3 3600 208-230/460 56HZ AUTO B193 056T34D5357 N g488 F1 8.9-8.4/4.2 34 12.22 7518
3600 208-230/460 145T AUTO K2037 5KE49UN8376T $476 E6 8.4-7.6/3.8 34 13.19 18,70
1800 208-230/460 56HZ AUTO G145 056T17D5350 N $458 F1 9.2-8.6/4.3 48 14.22 Z\NC5,18
1800 208-230/460 56HZ AUTO K1497 5K49WN4335X v $508 F1 10.2/4.8 44 15.31 11,18
5 3600 208-230/460 56HZ AUTO X251 056T34D5364 N 9654 F1 13.5-12.4/6.2 50 13.49 2,5,12,17,70
3600 230/460 145T AUTO K2038 5KE49QN8375T $541 E6 12.416.2 54 14.19 17,70
ma rathﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.

ME-42 Toll Free (800) 445-4155 « Fax (631) 348-7160 < www.marsdelivers.com M
]

NN marsdelivers.com



HVAG/Rir Moving

Exhaust Ventilator, Single Phase
Dripproof, C-Face Footless, Single Speed

Features:

« Split phase (except as noted)

» Thermal protection, as noted

« Service Factor, as noted

» Motors with 56CZ frames have 2-1/4 x 5/8 shaft dimensions
« Ball Bearings

OVER MODEL x
VOLTS g
LOAD 'a PRICE

ugy FOOT
WEIGHT
AMPS DIM. NOTES

S
>
g
-
-
(@)
<

112 1140 NONE H204 5KH32GN142 $247 9.62 112
115 SGCZ NONE H205 SKH37PN37 $358 11.08 112

850 115 56CZ AUTO H278 5KH37PN37X \/ $367 F1 3.2 19 11.08 12

18 1140 115 56CZ AUTO H287 5KH36KN112X v $285 F1 3.8 15 10.68 112
1140 115 56CZ NONE H206 5KH36KN112 N s F1 3.8 15 10.68 12

850 115 56CZ NONE H207 5KH46MN3041 N $439 F1 4.6 22 11.15 112

16 1725 115 56CZ NONE H208 5KH32DN111 N $145 F1 4.2 il 9.62 20
1140/850 115 56CZ NONE H222 5KH49PN3047 V431 F1 4.212.9 43 11.70 20

1140 115 56CZ AUTO H210 5KH37PN36X v $316 F1 4.0 19 11.08 20

1140 115 56CZ NONE H209 5KH37PN36 N $221 F1 4.0 19 11.08 20

14 1725 115 56CZ NONE H212 5KH33FN77 v $154 F1 5.6 13 9.87 20
1725 115 56CZ AUTO H213 5KH33FN77X v $231 F1 5.6 13 9.87 20

1725/1140 115 56CZ NONE H223 5KH37PN40 N $29 F1 4.212.7 20 11.08 20

1140/850 115 56CZ NONE H224 5KH49SN3049 N $525 F1 5.8/3.6 29 11.91 20

1140 115 56CZ NONE H214 5KH46MNG071 N $262 F1 5.6 22 11.15 20

1140 115 56CZ AUTO H215 5KH46MNGO71X N $361 F1 5.6 22 11.15 20

850 115 56CZ AUTO H288 5KH49SN3023X V8617 F1 6.9 31 13.59 20

13 1725 115 56CZ NONE H217 5KH35JN121 N §174 F1 6.6 14 10.25 20
1725 115 56CZ AUTO H218 5KH35JN121X v $261 F1 6.6 14 10.25 20

1725/1140 115 56CZ NONE H225 5KH46MN3040 v $368 F1 5.713.2 22 11.15 20

1140 115 56CZ NONE H219 5KH49PN6069 V432 F1 7.0 31 11.70 20

850 115 56CZ AUTO H280 5KH49UN3024X N ge47 F1 9.2 40 13.59 20

12 1725 115 56CZ NONE H290 5KH36MN137 N $230 F1 72 16 11.31 19
1725/1140 115 56CZ AUTO H282 5KH49PN3042X N S444 F1 8.0/4.2 31 11.70 19

1725/1140 115 56CZ NONE H226 5KH49PN3042 V432 F1 8.0/4.2 26 11.70 19

1140 115 56CZ NONE H221 5KH48UNGO74 N $490 F1 9.0 34 12.66 19

1140 115/208-230 56C NONE G278 56C11D5304 N $448 F1 10.6/5.1-5.3 32 11.94 2,19

Furnace Blower, Split Phase
Open, PDQ Mounting

Applications:

Designed for replacement of virtually any NEMA 48 and 56 frame belt drive furnace blower
motors. PDQ models have 1 1/2” extended splined hub on opposite shaft end for quick and
easy positioning of resilient ring to properly fit the pre-existing motor base.

Features:
« Ball bearings * 4733, 4734 and 4735 have both 48 and 56
- Reversible rotation connected for CCW frame mounting holes and includes
rotation from factory mounting base
« NEMA service factors * UL Recognized and CSA Certified
OVER MODEL S| ust | MuLt | FL g MINIMAX FOOT
VOLTS o WEIGHT
AUTO 4733 5KH39DNA533T 6.62" & 7.91”
1725 AUTO 4730 5KH39QN9725T $‘I46 9 78 6.62" & 7.91"
13 1725 115 48Y AUTO 4734 5KH32HNA532T \/ $171 F1 6.6 15 10.03 6.87" & 8.16"
1725 115 48Y AUTO 4731 5KH39QN9696X N 157 F1 5.8 15 10.28 7.12" & 8.41" 30
1725 230 48Y AUTO 4738 5KH39QN9703T v $256 F1 3.1 15 10.28 7.12" & 8.41" 30
112 1725 115 48Y AUTO 4732 5KH39QN9702T N $207 F1 7.9 17 10.66 750" & 8.79” 30
1725 115 48Y AUTO 4735 5KH33JNA534T N $224 F1 7.9 15 10.28 6.62" & 7.91”
1725 230 48Y AUTO 4739 5KH39QN9704T N $323 F1 4.0 17 10.66 7.50" & 8.79" 30
marathon-
' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. I\gors
C, Toll Free (800) 445-4155 + Fax (631) 348-7160 < www.marsdelivers.com ME-43
Lf5]

N marsdelivers.com



z
o
=
=
!
=

HVAG/Rir Moving

Oil Burner, Split Phase and Capacitor Start
NEMA 48M and 48N Flange Mount

Applications:

Direct replacement motors for residential and commercial oil burners and hot water
pressure/steam cleaners.

Features:

« Ball Bearings (except as noted)

» Semi- or totally enclosed steel frame

» 20” Long leads from a 1/2” NPT opening (totally enclosed footnoted with N)

« Split phase and capacitor start designs

» Two-bolt, NEMA N- or M-Flange direc

» Catalog numbers 4781, 4788, 0010 mounting and O011 have dripproof enclosures
* 1.0 Service Factor

OVER MODEL LIST | MULT. g FOOT
S WEIGHT
-u—, PRICE AMPS DIM. NOTES

3450 115 MANUAL 0005 4853452004 $128 7 09 3,61
1725 115 48N MANUAL 0600 485177286 \/ $112 CFN,3
117 3450 115 48M MANUAL 0100 485348361 V138 F‘I 2.8 11 7.7 CF3
1/6 3450 115 48M MANUAL 0102 4853482005 v $146 F1 3.0 1 7.25 3
1725 115 48N MANUAL 0601 488177290 v $120 F1 2.7 12 7.59 CFN,3
1/5 3450 115/230 48N MANUAL 0012 48C34S24 N $1m0 F1 3.01.5 14 8.35 2,61
1/4 3450 115 48N MANUAL 0004 4853452003 N 170 F1 4.2 13 8.13 CF3
3450 115/230 48N MANUAL 0013 48C3452001 $177 F1 44122 19 8.6 2
1725 115 48N MANUAL 0002 48817825 v $145 F1 4.2 12 7.59 3
13 3450 115/230 48N MANUAL 4788 5KC37EN3900U Vo $186 F1 6.0/3.0 14 10.13 d
3450 115/208-230 48N MANUAL 0010 48C34D2024 Vo $186 F1 5.6/2.7-2.8 14 10.34 2
3450 115 48N MANUAL 4774 5KH33GN5014U V173 F1 4.9 15 8.38 34
1725 115 48N MANUAL 0003 48817824 v $168 F1 5.0 17 8.34 3
12 3450 115/230 48N MANUAL 4781 5KC37HN3898U $229 F1 8.2/4.1 15 10.13
3450 115/208-230 48N MANUAL 0011 48C34D2028 Vo $229 F1 7.4/35-3.7 17 10.84 2

Oil Burner, PSC
NEMA 48M Flange Mount

Applications:
Replacement motors for mini pumps in residential or light commercial furnaces.

Features:

« High efficiency design

* 14” cord for easy connection

« Ultra quiet performance

» UL Recognized and CSA Certified

OVER MODEL < | LST | MULT g FOOT
VOLTS S WEIGHT
LOAD £ | PRICE | SYMB. AMPS DIM. NOTES

0701 48A34SU1001
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HVAG/Rir Moving

Oil Burner, Split Phase and Capacitor Start
Dripproof, NEMA 56C, C-Face Footless

Features:

« Ball Bearings

» Manual or automatic reset thermal

« Split Phase and capacitor start designs protector
* NEMA 56C direct mounting

* NEMA Jet Pump Service Factors

* Moderate starting torque

» UL Recognized and CSA Certified

OVER MODEL < | LIST | MuLT. FOOT
VOLTS 3 WEIGHT
LOAD »u—, PRICE | SYMB. AMPS DIM NOTES

S
>
g
-
-
(@)
<

1/4 3600 115 56534D2000 $139 10.19 3,15,115
13 3600 115 AUTO 0201 56S34D93 \/ $132 10.44 23,15
3600 115/230 560 AUTO J1025 5KC37FN71X N §154 F1 6.4/3.2 14 10.71 2,115
3600 115/208-230 56C MAN 0211 56C34D2109 N 161 F1 5.6/2.7-2.8 14 10.44 2,115
3600 115/208-230 56C AUTO 0210 56C34D2114 v §154 F1 5.6/2.7-2.8 14 10.44 2,115
12 3600 115/208-230 56C MAN 0213 56C34D2099 N $176 F1 7.413.5-3.7 16 10.69 2,114
3600 115/208-230 56C AUTO 0212 56C34D2098 N $169 F1 7.413.5-3.7 17 10.69 2,114
3600 115/230 56C AUTO C330 5KC36JN268X N $205 F1 7.6/3.8 17 10.31 2,114
3/4 3600 115/208-230 56C MAN 0215 56C34D2112 v $199 F1 9.8/4.8-4.9 18 10.94 2,113
3600 115/208-230 56C AUTO 0214 56C34D2104 N $199 F1 9.8/4.8-4.9 20 10.94 2,113
3600 115/230 56C AUTO C332 5KC39NN50X N $199 F1 11.2/5.6 22 11.84 2,113
1 3600 115/230 56C AUTO C334 5KC39RN44X N $223 F1 13.2/6.6 22 12.59 2,112
3600 115/208-230 56C MAN 0217 56C34D2105 v $230 F1 12.0/6.2-6.0 24 11.94 2,112
1112 3600 115/208-230 56C MAN 0231 56B34D2028 Vo $312 F1 13.4/7.4-6.7 25 11.97 1,111
3600 115/208-230 56C AUTO C336 5KC49NN2140X N $304 F1 18.4-9.8/9.2 27 11.38 1,11
2 3600 115/208-230 56C AUTO C338 5KC49TN2141X N 37 F1 2121151106 38 13.22 1,110
3600 115/208-230 56C MAN 0232 56B34D5337 $386 F1 19.2/10.3-96 33 11.44 1,110
3 3600 115/230 56C AUTO C340 5KCR48TN2142T v $599 F1 294147 38 12.66 1,18

Refrigeration Fan Motors, Three Phase
Open Air Over, Shaft Up & Horizontal Rigid Base Mount

Applications:
Replacement motor for refrigeration equipment.

Features:

* 70°C ambient » Double sealed ball bearings

* Enclosed shaft end bracket, vented frame * Flat and keyway on shaft

 Continuous duty  Patented VCD, Voltage Change Device

» Automatic reset thermal protector « Ball Bearings

« Shaft slinger » UL Recognized and CSA Certified soToR FEATURES \

» Threaded lead exit
» Nameplated 60/50 hertz 190/380 volts,

CHANGE DEVICE
S—

As Noted
at next lower HP X507 (Footless)
CAT. MODEL x LIST MULT. F.L.
VoLTS g WEIGHT | FRAME
NO. NO. & | PRICE | SYMB. AMPS LENGTH
208-230/460 56HZ X529 0567805531 \ $547 F1 2.9-3.011.5 9.62 5/8 x5 VC,5
1 850 208-230/460 56HZ X528 0567805306 y $614 F1 5.1-5.3/2.65 49 10.62 5/8 x5 VC,5
850 208-230/460 56Y X507 0567805302 y $597 F1 5.3-5.3/2.6 46 12.00 5/8 x5 VC
850 575 56Y K1511 5K48WN3181S N $563 F1 2.0 44 10.77 5/8 X 6
1112 1140 208-230/460 56HZ X523 05671105306 N $501 F1 5.45-5.4/2.7 36 11.00 5/8x5 VC,5
850 208-230/460 56HZ X531 05678015504 N $668 F1 7.0-7.013.5 47 11.50 5/8x5 VC,5
2 1140 208-230/460 56HZ X525 05671105310 v $543 F1 7.2-6.8/3.4 47 12.00 5/8x5 VC,54
marathon-
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HVAG/Rir Moving

Unit Heater Fan, PSC, TEAO
Resilient Base

Applications:

Replacement motors for unit heaters. Air over motors need to be mounted within the airstream for
proper cooling.

Features:

« Totally enclosed

» Direct drive, air over

« Ball Bearings

* Horizontal or vertical mount

» Weather resistant reversing plug

» BX connector mounted in frame

» 17 Extended thru-bolts

* 48Y Frame has non-standard BA dimension
» Automatic reset thermal protection

» UL Recognized and CSA Certified
 Capacitor included

CAT. MODEL
VOLTS
NO. NO.
1/6 115 48Y

z
o
=
=
!
=

LST | MULT. FL. WeiGHr | FRAME . FOOT
PRICE | SYMB. AMPS LENGTH DIM. NOTES
F1 20 13 4304

PPN PR PR P STOCK

1625 X305 48A17T2001 $164 112 x 2 3/4

1625 115 48Y X301 48A17TT72 $146 F1 2.0 13 51/4 112 x 2 3/4

1075 115 48Y X302 48A11T199 $170 F1 3.0 13 43/4 112 x2 3/4

1/4 1075 115 48Y X303 48A117198 $178 F1 4.1 14 43/4 112 x 2 3/4

1/3 1075 115 48Y X304 48A117201 $197 F1 6.5 21 21 112 x 2 3/4
ma rathﬁ,ﬁﬂ < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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Split Mounting Rings

Used for adapting a 2-1/4”
Resilient Mounting Ring to 2-1/2”.
Kit includes: 4 split rings.

LIST
A WEIGHT
NO. PRICE

A104 KIT 104

Resilient Ring Kit

Used to mount Resilient Rings
onto Hubbed PSC Brackets.

Kit includes: 2 rubber resilient rings
and 4 split rings.

LIST
Eal WEIGHT NOTES
NO. PRICE

A110 KIT 110 $11 2-1/4” (48 frame)
Al14 KIT 114 $16 1 2-1/2" (56 frame)

Rubber Mounting
Hardware

Used for mounting the resilient
base to a resilient ring.

Kit includes: 4 clamps, 2 screws,
and 2 nuts.

CAT. KIT LIST
WEIGHT NOTES
NO. NO. PRICE

A112 KIT 112 $10 1 56 Frame
A113 KIT 113 $10 1 48 Frame
AG195 161L110AA1 $10 1 2 1/2" dia; 30 or 40
A518 161L110AA4 $10 1 21/2" dia; 40

\ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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48 Frame Lug Mounts Kits

A249
Single Strap,
Dual Slot
2L 14" & 34" W
$35

A251
Double Strap,
Dual Slot
4L 104 834" W
$35

A253
Double Strap,
Single Slot
2'Lx3/8"W
$35

Toll Free (800) 445-4155 + Fax (631) 348-7160 < www.marsdelivers.com

A250
Double Strap,
Dual Slot
2'L, 104" & 314" W
$35

A252
Single Strap,
Single Slot
2'Lx3/8"W
$35

A254
Double Wire,
Single Slot
2"Lx3/8"W
$35

All Kits Listed on This Page are Stock
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Length Adapter Kit Fedders Adapter Plate
Used to convert Hubless motors to Used to match Fedders rectangular mounting stud pattern on
Resilient Ring mount. One adapter 5-5/8” motors.

bracket can be mounted directly to

original motor bracket and the other

is mounted on the motor’s thru-bolts -
and can be adjusted to desired No. PRICE

length. Kit includes: 2 adapters, A278 KIT 278 $13

2 resilient rings, 4 split rings, a

nd the necessary nuts, screws,
and washers.

Capacitor with Mounting Kit

ST Kit includes 370 volt capacitor, mounting strap, mounting screws and
DESCRIPTION WEIGHT terminal protection boot.
PRICE
MA111 KIT 111 Two Adapters - LIST
WEIGHT
) ) NO. PRICE
Fedders Mounting Kit

z
o
=
A E
!
=

KIT 243 5.0 mfd $16
Used in Fedders air conditioners. A244 KIT 244 7.5 mfd $19 2
A245 KIT 245 10.0 mfd $21 2

Shaft Adapter Sleeve

CAT. LIST Used to increase the diameter of
NO. s | AR a shaft to a larger size. Available
sizes include converting from a
1/2” dia. shaft with flat to a 5/8”
dia. with key and from a 5/8” dia.

- - - with key to a 3/4” dia. with key. Kit
Capacltor Mountmg Kit includes adapter sleeve and key.

A277 KIT 277 $25

Used for mounting a capacitor on
the frame of a Permanent Split
Capacitor motors. Kit includes:

mounting strap, mounting screws,

and terminal protection boot. Q
(4 screws are included - 2#10

screws and 2#8 screws). Fits

. CAT. TO CHANGE LIST
10mfd. and smaller capacitors only.
A105 KIT 105 1/2" to 5/8
CAT. LIST
WEIGHT

Al KT Shaft Lock Device
Rheem/Ruud Used as a pry point for prying the
Mounting Kit blade off. Instructions included.

Used to replace a Rheem/Ruud
condenser fan motor where the
original was held in place by four

cables. Kit includes: prepunched ST
plated steel plate, 4-8x32 nuts -
with washer fastened, 4-10x32 No. PRICE
nuts with washers fastened and A257 KIT 257 $47

4-1/4” sheet metal screws.
Instructions included.

CAT, LIST
N WEIGHT
0. PRICE All Kits Listed on This Page are Stock

A259 Kit 259 $25

marathon-
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Blower Wheel Remover Motor Rainshield/Fan Canopy

Used to pull off corroded, rusted, Sizes to fit 1/2” or 5/8” diameter shafts. 6.88” diameter. Shield has
sFubborn blower wheels from 5/8 8 air vanes to provide air circulation for motor. For vertical shaft up
diameter shafts and smaller. Comes applications Rain shield mounts over shaft

with complete instructions.

LIST
A WEIGHT
NO. PRICE

A256 KIT 256 $148

056 Type Model Numbers

Tapered Fork

S
>
g
-
-
(@)
<

Used for prying off pulleys, fan -~ KIT
|blades, etc., from any shaft 5/8” NO. . WEIGHT
diameter or smaller. Long 16” =

handle gives good leverage. A248 KIT 248 $8 2 518"
Instructions included.
5K Type
KIT LIST
CAT, ST Model Numbers
NO. NO. PRICE
A258 KIT 258 362 4 Includes clamp and black

plastic cover.

Brass Punch

Used for placing between your
hammer and a motor’s shaft or

bearing. 3/4” diameter x 6” length. CAT. LIST | EiGHT
NO. PRICE
% A549  52A101229AAGT $57 5.5" Dia. Motors, 1/2” shaft dia.
CAT. LIST . .
WEIGHT

A261 KIT 261 $21 Mounts with two screws into the end bracket. Kit includes:
drip cover, mounting screws, washers, and instructions. Contact
Marathon Motors to determine compatibility with motor. For vertical
shaft down applications.

Note: Kit 234, the mounting holes have a 4.80 bolt circle.

CAT. KIT LIST
FRAME ENCLOSURE WEIGHT
NO. NO. PRICE
A234  48-184T(629") KIT 234 ODP OR TEFC $24 2
AG234 48-56 161L528AAG1 5K MDLS ODP $24 2
A201  182T-184T KIT 201 ODP $27 3
AB62  182T-184T KIT 175614 ODP (TTDW) $62 15
A197  182T-184T KIT 197 TEFC (4-IN-1) $27 3
A202  213T-215T KIT 202 ODP (TTDR) $31 5
A198  213T-215T KIT 198 ODP (TTDW) $31 5
A199  213T-215T KIT 199 TEFC (4-IN-1) $31 5
A311  254T-256T KIT 311 ODP (TTDX) Rigid Base ~ $31 8

All Kits Listed on This Page are Stock

\ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice. marathngﬂ h
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NEMA Quick Reference Dimensional Chart

Typical C-Face Motor Typical Rigid Base Motor m—
BA Dim.

F (56-184) = AH[=— N B.
e e : 143-5TC 2-34
4 182-4TC 3112
e 213-5TC 4-1/4
254-6TC 4:3/4

(B8) —

Contact your Marathon sales rep. Refer to your Marathon catalog for “C” Dim.
for “AB”, “O”, & “P” Dim.

EE N N S B R N R PR S S ET ET
48 3.00 .34 SLOT .5000 1.50 112 1.69 3.750 3.000 250 A3 5.62

z
o
=
=
!
=

212 2.75 1/4-20
56 3.50 244 3.00 34 SLOT 6250 1.88 112 2.06 5.875 4.500 2.75 A3 6.50 3/8-16
56H 3.50 244 5.00 .34 SLOT 6250 1.88 112 2.06 5.875 4.500 2.75 A3 6.50 3/8-16
143T 3.50 2.75 4.00 34 8750 2.25 3/4 212 5.875 4.500 2.25 A3 6.50 3/8-16
145T 3.50 2.75 5.00 34 8750 2.25 3/4 212 5.875 4.500 2.25 A3 6.50 3/8-16
182 450 3.75 4.50 A1 8750 2.25 3/4 212 5.875 4.500 2.75 A3 6.50 3/8-16
184 450 3.75 5.50 A1 8750 2.25 3/4 212 5.875 4.500 2.75 A3 6.50 3/8-16
1827 450 3.75 4.50 4 1.125 2.75 3/4 262 7.250 8.500 2.75 25 9.00 1/2-13
184T 4.50 3.75 5.50 4 1.125 2.75 3/4 2.62 7.250 8.500 2.75 25 9.00 1/2-13
213 5.25 4.25 5.50 41 1.125 3.00 1 2.75 7.250 8.500 3.50 25 9.00 1/2-13
215 525 425 7.00 4 1.125 3.00 1 2.75 7.250 8.500 3.50 25 9.00 1/2-13
213T 525 425 5.50 M 1.375 3.38 1 3.12 7.250 8.500 3.50 25 9.00 1/2-13
215T 5.25 425 7.00 A4 1.375 3.38 1 3.12 7.250 8.500 3.50 25 9.00 1/2-13
254U 6.25 5.00 8.25 53 1.375 3.75 1-1/4 3.50 7.250 8.500 425 25 10.00 1/2-13
256U 6.25 5.00 10.00 53 1.375 3.75 1-1/4 3.50 7.250 8.500 425 25 10.00 1/2-13
2547 6.25 5.00 8.25 53 1.625 4.00 1-1/4 3.75 7.250 8.500 425 25 10.00 1/2-13
256T 6.25 5.00 10.00 53 1.625 4.00 1-1/4 3.75 7.250 8.500 425 25 10.00 1/2-13
284U 7.00 5.50 9.50 53 1.625 4.88 1112 4.62 9.000 10.500 475 25 11.25 1/2-13
286U 7.00 5.50 11.00 53 1.625 4.88 1112 4.62 9.000 10.500 475 25 11.25 1/2-13
2847 7.00 5.50 9.50 53 1.875 462 112 4.38 9.000 10.500 475 25 11.25 1/2-13
286T 7.00 5.50 11.00 53 1.875 462 1112 4.38 9.000 10.500 475 25 11.25 1/2-13
284TS 7.00 5.50 9.50 53 1.625 3.25 1112 3.00 9.000 10.500 475 25 11.25 1/2-13
286TS 7.00 5.50 11.00 53 1.625 3.25 1-112 3.00 9.000 10.500 4.75 25 11.25 1/2-13
324U 8.00 6.25 10.50 66 1.875 5.62 2 5.38 11.000 12.500 5.25 25 14.00 5/8-11
326U 8.00 6.25 12.00 66 1.875 5.62 2 5.38 11.000 12.500 5.25 25 14.00 5/8-11
3247 8.00 6.25 10.50 66 2125 5.25 2 5.00 11.000 12.500 5.25 25 14.00 5/8-11
3267 8.00 6.25 12.00 66 2125 5.25 2 5.00 11.000 12.500 5.25 25 14.00 5/8-11
324TS 8.00 6.25 10.50 66 1.875 3.75 2 3.50 11.000 12.500 5.25 25 14.00 5/8-11
326TS 8.00 6.25 12.00 66 1.875 3.75 2 3.50 11.000 12.500 5.25 25 14.00 5/8-11
364U 9.00 7.00 11.25 66 2125 6.38 2-1/2 6.12 11.000 12.500 5.88 25 14.00 5/8-11
365U 9.00 7.00 12.25 66 2125 6.38 2-112 6.12 11.000 12.500 5.88 25 14.00 5/8-11
364T 9.00 7.00 11.25 66 2.375 5.88 2112 5.62 11.000 12.500 5.88 25 14.00 5/8-11
365T 9.00 7.00 12.25 66 2.375 5.88 2112 5.62 11.000 12.500 5.88 25 14.00 5/8-11
364TS 9.00 7.00 11.25 66 1.875 3.75 2-112 3.50 11.000 12.500 5.88 25 14.00 5/8-11
365TS 9.00 7.00 12.25 66 1.875 3.75 2-112 3.50 11.000 12.500 5.88 25 14.00 5/8-11
404U 10.00 8.00 12.25 81 2.375 7412 3 6.88 11.000 12.500 6.62 25 15.50 5/8-11
405U 10.00 8.00 13.75 81 2.375 712 3 6.88 11.000 12.500 6.62 25 15.50 5/8-11
404T 10.00 8.00 12.25 81 2875 7.25 3 7.00 11.000 12.500 6.62 25 15.50 5/8-11
405T 10.00 8.00 13.75 81 2.875 7.25 3 7.00 11.000 12.500 6.62 25 15.50 5/8-11
404TS 10.00 8.00 12.25 81 2125 425 3 4.00 11.000 12.500 6.62 25 15.50 5/8-11
405TS 10.00 8.00 13.75 81 2.125 4.25 3 4.00 11.000 12.500 6.62 25 15.50 5/8-11
444U 11.00 9.00 14.50 81 2.875 8.62 3 8.38 14.000 16.000 7.50 25 18.00 5/8-11
445U 11.00 9.00 16.50 81 2.875 8.62 3 8.38 14.000 16.000 7.50 25 18.00 5/8-11
4447 11.00 9.00 14.50 81 3.375 8.50 3 8.25 14.000 16.000 7.50 25 18.00 5/8-11
445T 11.00 9.00 16.50 81 3.375 8.50 3 8.25 14.000 16.000 7.50 25 18.00 5/8-11
444TS 11.00 9.00 14.50 81 2375 475 3 4.50 14.000 16.000 7.50 25 18.00 5/8-11
445TS 11.00 9.00 16.50 81 2.375 4.75 3 4.50 14.000 16.000 7.50 25 18.00 5/8-11
47T 11.00 9.00 20.00 81 3.375 8.50 3 8.25 14.000 16.000 7.50 25 18.00 5/8-11
4497 11.00 9.00 25.00 81 3.375 8.50 3 8.25 14.000 16.000 7.50 25 18.00 5/8-11
447TS 11.00 9.00 20.00 81 2.375 475 4 NPT 450 14.000 16.000 7.50 25 18.00 5/8-11
449TS 11.00 9.00 25.00 81 2.375 4.75 4 NPT 450 14.000 16.000 7.50 25 18.00 5/8-11
ma Pathﬁg < Stock mode! for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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Footnotes

Footnotes
1 Capacitor Start/Capacitor Run design for reduced amperage 77 Frame size is driled with three sets of footholes, 5010, 5011, and 5012 as standard. Foothole drilling for 5009 available
2 Capacitor Start Induction Run design upon request, as a build-up
3 Split Phase design 78 Frame size is drilled with two sets of footholes, 5012 and 5013 standard
4 Sleeve bearing 79 Ball brgs on both ends sitable for direct connection. For belted
5 56H, 143T, and 145T Combination Base with 12 mounting holes applications, refer to Customer Service
6 Bolt-on removable base for footless mounting option 80 Rolled steelfan guard on 143T-145T
7 Shaft extension 1-1/2" long by 1/2" diameter 81 24"long #18 SO 2-conductor cord out shell at 11 o'clock
8 Shaft extension 1-7/8" long by 1/2" diameter @ 3\75;;0; RodE
9 Shaft extension 2-1/4 long by 1/2" diameter elde 'g'_ ase - — - -
0 Shaft extension 2-1/4"long by 5/8" diameter 83 rSnrlifrl] gr):;egz:?gne 1-7/8" long by 5/8” diameter with 6-3/8
1 Shaft extension 2-1/4” long by 7/8" diamets
2 vw:i negi del':;'sc’e" O Oy e dameter 8 NEMA145T C-Face mounting with removable 1827 rigid base
13 F1 Mounting only, cannot reassemble to F2 & Nottach adzptable
% " - 86 2:1 constant torque speed range; RTM for greater
14 Will accept C-Face kit, see Accessory Section {orque capabilty
15 Fixed CW Rotation, viewing opposite shaft (or lead end) of motor 57 10:1 Constant Torque available as buld-up, RTVI for price and avaiabiiy
16 Fixed CCW Rotation, viewing opposite shaft (or lead end) of motor 8 1827 base and shat height, 145TC mounfing face and shat
17 1.0 Service Factor dimensions '
18 116 Senvice Factor 89 Threaded NPT opening in conduit box
19 125 Service Factor 90 Not UL Recognized
20 135 Senvice Factor 91 Suitable for use on VFD at 208 volt
21 Double shaft extension 1-1/2" long by 1/2" diameter with flat ) 7/8 Thru-bols, shattend
each end - ——
93 Permanent split capacitor-switchless
2 Double shaft extension 1-7/8" long by 5/8" diameter each end % 3 Thru-boltr"s sh:ft end
23 Shaft extension 3/8" diameter % Wilnot aooepty dip cover kit
;g motor W':: zgl aooep: Zirake }:L 96 3 lead reversible design works with single pole, double throw reversing switch
Oor WAL accepl L race Al 97 Addition of D-Flange kit will resuitin non-NEMA ‘BA” dimension (1/2” longer than NEMA) and non-NEMA shaft extension
26 5/8" shaft adapter included (112" shorter than NEMA).
21 Drip Cover indluded 98 Not UL Listed for Fire Pump applications
28 Steel Endshields 99 Sutable for 2.1 CT operation
29 Weep holes with removable plugs on end brackets. Remove 1006 shat extension with 2 fiats 90° apart
bottom plug after installation 10 1.20 Service Factor
30 Resilient ring mount, base not included m 1'30 Senvice Factor
31 58 Thru-bolts, shaft end 2 1' 40 Servios Factor
32 3/4” Thru bolts, shaft end 3 1'50 Service Faclor
33 Shaft extension 6” long by 5/8” diameter with full flat and key 4 1l60 Service Faclor
% ?S)T::igohs shaftend 115 1.75 Service Factor
35 TS Thm-t;olts shaftend 116 1-3/4” thru-bolt extension on shaft-end
M R Thru-bolts' shatend 21 Suitable for 2:1 CT operation; consult ‘R164 Rework’ table for fan change pricing to upgrade to 10:1 CT
37 1-1/2 Thrubolts, shaftend Q :Em Besfg"’;
38 2 Thru-bolts, shaftend STy D::g: <
39 No Thru-bolts, shaft end = - - -
40 Space heaters and 100 ohm platinum stator RTDs included 2 VDVIH be Cmee bmldt-up ||tecn; when 9:;5”' stock is gone
41 112 Thru-bolts, oppostte shaftend : cfs'gr'F'TwT‘:_m es eeclionic swt
42 34 Thrubols, opposite shaftend . CIESS . I"S“ f:_""
43 2112 Resiient Rings included | R:jjce d”:: ‘E@TZ T
44 1" Thru-bolts, opposite shaft end -
T e N__Tolaly Enclosed, Non-Ventlated
% 65° C ambient P BCP (Bearing Current Protection)
47 Connected for CCW rotation (U.S. standard) facing opposite shaft end. Reversible by reconnection of leads (S) g:"c‘kFc o:nnegl r:e:rnzfl:oam
48 Connected for CW rotation (Canadian standard) facing opposite shatt end. Reversible by reconnection of leads v S g;blraf e1 0: (S)TUGOO inute duty, othenvise 21 CT
49 Shaftextension 1-13/16" long by 112’ diameter vith 6-3/8" . x:| UITrao;ligH Emcien;';i;gﬂ“’“ cnise &
ting fl; ~
Mounfing tange . Z  56HZwith /8 shaft dia., 3-172' shaft height, and slotied 56
50 Designed for 50 Hz operation frame base
51__ Does niot include resilient ings, s66e Aooessory Section AH___ Conforms to GM 7EH and salisfies Ford EN-1 and GM 7EQ
52 1/2" x 1-7/8" Shaft with 1-5/8" Flat AL “Aluminum Frame Construction
53 112" Shaft with 58" adapter and Key AQ__ Conforms to GM 7EQ and salisies Dainler Chrysler NPEN-100, and Ford EN1
54 30 minute duty cycle, not rated for continuous duty Bl Class B Insulation
55 Shaft extension 3-13/16" long by 5/8” diameter with 3.5” keyway BP__ Separale power supply required or blower molor
56 1-5/8” Thru-bolts, shaft end CD_ Sulablefor Growp C
:; gpen gtonstructllgr; Py CF__ Consult Factory for Accessory Kit and/or Modification Selection
= TépAi)c‘ o Sl:p[;l? W mofor CT__ Suitable for 20:1 CT on Vector Drive, continuous duty or 2000:1
oor?s fucton ES Energy Saver Design
60 Foot locating Set Screws on frame, 90 apart N Diive has cooling an
g; 41‘.(; tea:s NE Exempt from NEMA Premium efficiency requirement
?a S - NP Does not meet NEMA PremiumR efficiency
B3 142 Thru-balts, opposite shaftend NS Single Shielded Ball Bearings
65 Mounting accessories and resilient ring for pulley end are not included. Use accessory kit 161L131AB1 for resilient ring PW __Part Winding Start Capabilty
mounting -
7 Capacitor not induded, see Accessory Seclion Fsls goller E':ear:ng on shaft end for belted load only
68 Rated 60/50 hertz, 190/380 or 380 volt at nextlower horsepower . Sgﬁﬁ: l:\;e;oee er—
69 50° C Ambient
moen TS Normally Closed Thermostats installed
70 Not Nameplated 50 hz VB Vioration notmet
il Includes length adapter bracket
7 Usal:JIe on 2?)0 Vol tspat 1.0 servioe factor VC _ Voltage Change Device feature for quick voltage changes
73 No hubs - YD 12 Leads for WYE-DELTA, Part Winding on low voltage, or
~ - - n across-the-line starting
74 Split phase/capacitor run electrical design
75 Addition of C-Face Kits may result in non-NEMA “BA”",
dimension. For the resulting "BA” dimension consult chart found
in modification section
76 Addition of C-Face Kits in non-NEMA “AH” dimension. “AH” is 2.12, Rework “AH" is 2.38

' Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.
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American Air Filter 0O-4 Goodman 0-12-13 Nutone 0-23-24
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Arkla 0-4 Heatcraft 0-14 Prestcold 0-24
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Broan 0-5 Honeywell Air Cleaner 0-15 Sears/Whirlpool 0-27
Bryant/Carrier 0-5-6 Hussman 0-15 Singer 0-27
Bryant/Payne 0-6 IEC 0-15 Skymark 0-28
Buck Stove 0-6 ILG 0-15 Snyder/Arco 0-28
Butler Ventilator 0-6 Inter City 0-16-17 State Ind. 0-28
Camco 0-6 Interthem-Addison 0-17 Taco 0-28
Carrier 0-6-8 ITT Reznor 0-17 Tappan 0-28
Carrier/Bryant 0-8 Jakel 0-17 Tecumseh 0-28
Carrier/Whirlpool 0-8 Janitrol 0-17 Thermador (Tradewinds) 0-28
Champion Cooler 0-8 Jenn Air 0-18 Thermal Transfer 0-28
Chromalox 0-8 Johnson Furnace 0-18 Tjernlund 0-29
Coleman 0-8 Keeprite 0-18 Trane 0-29-31
Consolidated Industries 0-8 Kelvinator 0-18 Tyler 0-31-32
Copeland 0-9 Krack Refrigeration 0-18 Various OEM's 0-32
Cornelius 0-9 Kramer/Trenton 0-18-19 Warren 0-32
Duotherm 0-9-10 Larkin Coil 0-19 Weil McLain 0-32
Economite/Mid-Continent Lear Siegler 0-19 West Bend/McGraw Edison 0-32
Gas Burner 0O-10

Lennox 0-19-21 Westinghouse 0-32
Evans/Armstrong/LS| Home 0-10 )

Liebert 0-21 Westinghouse/Small Motor Division ~ 0-32
Evcon 0O-10

Lomanco 0-22 Williamson 0-32
Excel Comfort 0-10

Loren Cook 0-22 Witt 0-32
Fasco 0O-10

Magic Chef 0-22 York 0-32-34
Fedders O-11

Mathiesen 0-22
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One-On-One™ Direct Replacement Motors

DIMENSIONS Amana
. NARS WES. o yoirs RPMI por pyps DWENSIONS
«— D B A—> E h
A158 - 125 115 15502 CW 070 - - -
3.3 inch, PSC, sleeve bearing
C
l Replaces: Amana, 7062-3151
_______ 0 0 Amana
MARS MFG. RPM/ DIMENSIONS
D D NO. NO. HP VOLTS ) ROT AMPS A B c
n A160 - 130 15 30001 CW 16 250 350 -
+ Shaft diameter is 1/2 inch on all motors unless otherwise noted. 3.3inch, Shaded pole sleeve bearing
* “B” dimension is the center to center of resilient ring dimension or the overall Replaces: Amana 7002-2407
length of the shell and end shields if the motor does not have resilient rings.
20th Century Amana
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
A086 - 125 15 32001 CW 13 - - - A180 - 130 115 340011 CCW 18 250 350 -
3.3 inch, Shaded pole motor 3.3inch, Shaded pole, ball bearing

Replaces: JATN0GS, 7021-5239, JATNO62, JATNOG9,

7021-5853, 7021-7104, 70217104, 70215853, Rheem 703020 Replaces: 7021-9625, 20190601

Air America Corp Amana
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1028 - 1/8 115 10501 CW 33 250 350 - A185 - 130 115 3000/1 CSVEV 115 250 350 -
5inch, Shaded pole motor, sleeve bearing 3.3 inch, Shaded pole, sleeve bearing
Replaces: A0510B2008 Replaces: 7021-9316, 105854-04
Air Plus Amana
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A087 - 1/6 1151230 2400/1 CCW 2811 - - - A280 - 125 115 3000/ %YEV 15 250 350 -
3.3 inch, PSC, sleeve bearing, 50/60Hz 3.3 inch, Shaded pole, sleeve bearing
Replaces: 7062-4687, 7062-3496 Replaces: 7021-7794, D986868
Aladdin Steel Amana
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A120 - 1/40 120 30002 CwW 11 - - - A286 - 1/35 208/230 3125/1 CW 060 - 350 -
Shaded pole, ball bearing 3.3 inch, Shaded pole, sleeve bearing
Replaces: 230-1460, 7002-2983 Replaces: 7021-9398, 11096904
Amana Amana
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A129 - 120 115 32501 CW 195 - - - A287 - 125 15 30001 CW 115 - - -
3.3 inch, Shaded pole 3.3inch, Shaded pole, sleeve bearing
Replaces: Amana, 7021-9064, 7021-9259 Replaces: 7021-9655, 10585405
!UCI"Z,Z ’ Toll Free (800) 445-4155 « Fax (631) 348-7160 « www.marsdelivers.com m
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One-0n-One™ Direct Replacement Motors

Amana A O Smith/Century
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B C
A289 - 1/32 208/230 31251 CW 075 - - - D5489 - 1/3-1/4208-230 825/1 REV 1.8 6.63 475
Shaded pole, ball bearing 5.6 inch, PSC, ball bearing, 4 drilled & tapped holes in shell,
totally enclosed
Replaces: 7058-0081, 20351402 Replaces: ORM5488B
American Air Filter A O Smith/Century
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
03134 5KCP39KGB909S 1/8 115  700/1 ggvé 20 150 650 - w2 - 114 115 327511 CW 23 - -
PSC, ball bearing, 6@370V capacitor required (MARS # 12006) 3.3 inch, Shaded pole, ball bearing, water heater draft inducer
Replaces: 5KCP36KG246S, 5KCP36KG317S, 5SKCP36KG583S, .
5KCP38PG200S Replaces. 7021-10770, 183505-000
American Air Filter A O Smith/Century
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1065 - 1/6 277 1600/1 CCW 090 250 3.33 - w4 - 120 115 33001 CCW 18 - -
5inch, PSC, sleeve bearing, 4@370V capacitor required (MARS # 12004) 3.3 inch, Shaded pole, sleeve bearing, water heater draft inducer
Replaces: ZCAABBWY15141, IWCQ5827, 5KCP29DK3697T Replaces: 7021-10910, 183381-000
American Air Filter Aprilaire
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D827 - 18 115 7001 CCW 25 200 550 - D1110 - 1/55 115 13001 CW 070 1.88 363 0.25
5.6 inch, PSC, ball bearing, 6@370V capacitor required (MARS # 12006) 3.3 inch, Shaded pole, ball bearing, 1/4 inch dia. shaft
Replaces: 7-150444-02 Replaces: 7163-8633, 10002351
American Water Heater Aprilaire
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
w1 - 125 15 32101 CCW 19 - - - D114 - 111 115 12501 CW 0.50 3.13 250
Shaded pole, sleeve bearing, water heater draft inducer 3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia shaft
Replaces: 7021-10060, 3000288 Replaces: 7163-7448, 33110076
A O Smith/Century Arkla
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
088 - %0 460 M REV 10 650 530 050 D795 - 13 M5 8251 REV 61 600 575 -
5.5 inch, Outdoor Condenser Fan, ball bearing, TEAO, . .
7.5 MFD @370 cap required 3.3 inch, PSC, ball bearing
Replaces: ORM4688BF 1l Replaces: Gas Heat Pump K55HXSFN8042
A O Smith/Century Armstrong
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D5488 -  1/6-1/8 208-230 8251 REV 1.0 6.63 4.00 - A155 - 130 115 30001 CCW 14 - -

5.6 inch PSC, ball bearing, 4 drilled & tapped holes in shell,

totally enclosed 3.3 inch, Shaded pole, ball bearing

Replaces: ORM5488B Replaces: 7021-10046

m Toll Free (800) 445-4155 « Fax (631) 348-7160 +« www.marsdelivers.com !UCI" Zfz J
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One-On-One™ Direct Replacement Motors

Bohn Broan

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
09930 - 1/20 115 155011 %"E" 20 300 300 - K610 - 1/60 115 300022 CCW -

3.3 inch diameter, open 5/16 inch shaft, shaded pole with lyall plug

Shaded pole, sleeve bearing, 5/23 inch dia. Shaft

Replaces: AO Smith AO1124 Bohn 5KSM59JSK143 5008SS

Fasco D1124, Magentek 572 Vol Replaces: Motor 30080011 Model Y2-52000
Bohn Broan
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS B ¢
09931 - 115 230 1550/ %\I,EV 057 3.00 350 - K612 - 1/65 115 30001 CW 080 270 -

3.3 inch diameter, open 5/16 inch shaft, shaded pole with lyall plug

Shaded pole, sleeve bearing, 1/4 inch dia shaft

Replaces: AO Smith AO1126 Bohn 5KSM59S262AS 5034MS

5008TS Fasco D1126 Magnetek 573 [IE17 Replaces: Model 162 (Before 1980)
Bohn Broan
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1124 - 120 115 15501 CW 2.1 3.00 3.00 0.31 K611 - 17100 115 300011 CCW 067 245 -
|30.v3v i{:;rt:sgﬁd(?foggl)e, sleeve bearing, 5/16 inch dia. shaft, shell turbo 68, Shaded pole, sleeve bearing, 1/4 inch dia shaft
Replaces: 5KSM59JSK143S & 5KSM59JS5036S Replaces: Model 162 (After 1980)
Bohn Broan
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1126 -  1/15 208-230 1550/1 CCW 1.1 3.00 3.50 0.31 D1087 - 112 115 10501 CW 29 233 263 050

3.3 inch Shaded pole, sleeve bearing, shell turbo 68, low temp. oil (-40°F),

5/16 inch dia. Shaft

5 inch Shaded pole, sleeve bearing

Replaces: 5KSM59LS2262AS

Replaces: 99-08-0178, 7151-3160

Bohn Broan

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B ¢ NO. NO. HP VOLTS ) ROT AMPS B c
D1125 - 1/12 208-230 1550/1 CW 0.50 2.63 3.75 0.31 K110 - /75 115 300011 CCW 090 237 - 031
g?slgcg/f Gsﬁcﬁl?j?; esl?g?tring, 4@370V capacitar included, bolt circle Shaded pole, sleeve bearing, 5/23 inch dia. shaft

Replaces: 7190-0442 Replaces: 99-08-0165, 670A

Bradford White Bryant/Carrier

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP  VOLTS SPD ROT AMPS A B c
W5 - 114 115 32751 CW 25 - - - D803 - 1/3-1/4 230 10752 REV 350 450 -
3.3 inch Shaded pole, ball bearing, water heater draft inducer 5.6 inch PSC, sleeve bearing

Replaces: 7021-10712, 239-42133-00B Replaces: K55HXLKK-5918 HC41VB701

Bradford White Bryant/Carrier

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B Cc
wé - 115 115 30001 CCW 22 - - D1179 - 130 115 30001 CW 15 200 350 .31

3.3 inch Shaded pole, sleeve bearing, water heater draft inducer

3.3 inch Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: 239-4061 4-00C

Replaces: BDP P251-2916 FRANKLIN 8251510360

Toll Free (800) 445-4155

Fax (631) 348-7160 < www.marsdelivers.com




One-On-One™ Direct Replacement Motors

Bryant/Carrier

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D180 - 120 115 33001 CW 19 213 363 031

3.3 inch Shaded pole, sleeve bearing, 5/16 inch dia. Shaft

Replaces: Carrier HC27UE 120, BDP 398A, BDP P251-2307,
U.E. JAIP053N, UE Stock 580

Bryant/Payne

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D847 - 1/8 208-230 11251 CCW 090 350 375 050

5.6 inch, PSC, sleeve bearing

Replaces: K1543HC35VE-230 KA55CGD-9658

Buck Stove
MARS MFG.

RPM/ DIMENSIONS
) ROT AMPS A B C

1/50 - 1/80 0.90-
D138 - "4 115 15008 CW 060050

HP  VOLTS

NO. NO.

250 4.00 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: R22CCW270ZD 7163-6045

Buck Stove

MARS MFG. RPM/ DIMENSIONS
RS MFS- wp vours ROW gor amps  DMENSIONS
pi3s - "0 080 415 15003 ow 088 250 281 031

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: R22CW206MD

Butler Ventilator

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS ) ROT AMPS A B c
D1066 - 1/10 115 10501 CW 3.6 275 3.88 0.50
5inch, Shaded pole, sleeve bearing

Replaces: 846PY4V, 2414
Camco

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B c
D1119 - 1/90 240 15001 CCW 0.34 150 225 -

3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: Universal JBIP04410V, Electrohome 2868-405-173,
Rotom R302

Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
CCw
10234 - 1/10 208-230 1100/ 0.77 1.80 3.80 0.0

OSE

51/2 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD
@ 370V (MARS No. 12005, 12905), CW OSE

Replaces: Carrier HC33GE233 Ll

Toll Free (800) 445-4155 « Fax (631) 348-7160

Carrier

MARS  MFG. RPM/ DIMENSIONS
o W3 wpvours W goramps QMENSIONS
03474 SKCPISHGIBIS 1/4 460/400 100 CW 080 25 448 050

5.5 inch diameter, enclosed, ball bearings, 5 MFD @ 370V

Replaces: HC39GE464, 5KCP39HGS239S,

Genteq # 35051

Carrier

MARS  MFG. RPM/ DIMENSIONS

oy by HPVOLTS ‘cor ROTAMPS =i
208-

03476 SKCP3IPGWB12S 1“5y 16201 CW 49 25 6480625

5.5 inch diameter, open construction, ball bearings, 15 MFD @ 370V

Replaces: HC52ER230, 5KCP39PGUB61CS,

Genteq # 35053

Carrier

MARS MFG. RPM/ DIMENSIONS

o Ty HPVOLTS ‘cor ROTAMPS = ne
208- CoW

03166 SKCP3OMGPO4IS 112 %o 107513 JF 29 7.00 560 -

5.5 inch diam. partially enclosed, lug mount, one 2 1/2 inch resilient ring,
7.5 MFD @ 440V capacitor required (MARS 12031)

Replaces: 5SKCP37PG190S, 5SKCP37PG361S Carrier
HC4451.230, HCA445L.230 Fasco D804, Universal 655

Carrier

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
P190 5KCP49ZN9617T 1 200- 1075/1 REV 67- 4.00 11.21 0.625

230/460 6.8/34

5.5 inch diam. open air over, ball bearings, capacitor not included G21-913

Replaces: 5KCP49UG1007S, 5KCP49UG1027S,
5KCP49UG1028S, 5KCP49ZG171S, 5KCP492G189S,
5KCP49ZG190S, 5KCP492G24S and 5KCP49ZN9622S

Carrier

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
200- ccw

03288 5KCP39SGU073S 1/2 2301460 1075/1 OSE 4623 292 7.31

5.5 inch diam. Open, lug mount, 7.5 MFD @ 370V capacitor required
(MARS 12007)

Replaces: 5SKCP39SGL288S

Carrier

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
208- cwW

03905 5KCPIOEGYB23S 1/4 5o 100/ or 14 150 445 -

5.5inch diam., condenser fan motor, 5 MFD @ 370V capacitor required
(MARS 12005), sleeve bearing, band mounting

Replaces: HC39GE237A, 5KCP39EGS070S

Carrier

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
208-

X210 048A1101068 1/4 230 107572 REV 22 425 412

48Y frame, three lug mount, open air over, ball bearings,
5@370V capacitor required (MARS No. 12005)

Replaces: Emerson 3303, FASCO D843, .
Magnetek 514,A05 OCB1026 (9)marathon

www.marsdelivers.com
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Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

X222 048A1101109 1/3 230 10752 REV 26 3.00 475 -

48Y frame, three lug mount, open air over, ball bearings,
7.5@370V capacitor required (MARS No. 12007)

One-On-One™ Direct Replacement Motors

Carrier

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D174 - 115 460 30001 CW 060 250 675 025

Replaces: Carrier HC41VE700, HC41VE701, @ marathon:

3.3 inch, Shaded pole, ball bearing, does not have shaft bushine, 1/4 inch
dia. shaft

Emerson 3225, Magnetek 536, AOS OCB1036 slactric
Carrier

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

208-
X405 048A1101744 112 53,45 1075/1 REV3.6/1.8 400 688 -

Replaces: Carrier HC34AU725A, Universal

JB1P044NVHC24AUT725

Carrier

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c

208 -
230 345011 CW 045 275 6.75 -

D178 - 115

48Y frame, open air over, three lug mount, ball bearings, double shaft ex-
tension 1 1/2" long by 1/2" dia. with flat each end, 7.5@440V capacitor re-
quired (MARS No. 12031)

3.3 inch, PSC, ball bearing, 1/4 inch dia. shaft

Replaces: Carrier HC680001, Fasco 7162-3829

Replaces: AOS OCA1056 ® marathon
Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C

200- 6.6-

X235 056T11D5209 1 230/460 114011 REV6.0/3.0 2.88 10.50 -

56Y frame, three phase, open air over, belly band mount, footless, ball
bearings, 70°C ambient, 5/8" shaft dia.

Carrier
MARS MFG. RPM/ DIMENSIONS

No. No. P VOLTS ‘gpp

1/6.- 1/8 208 - 13-12
D864 Po g 10408 cw 1004725 375 050

ROT AMPS A

B C

Replaces: Carrier HD52VE214, Marathon 56T11D33 ~ (¢) marathon®

electric

Carrier

MARS MFG. RPMI DIMENSIONS

s WS wp vours RPW gor amps  DMERSIONS

D455 - 130 2/ 30001 cow % 388 588 025
230 070 388 588 0.

5.6 inch, PSC, sleeve bearing, rotation determined by viewing lug end,
3@370V capacitor required (MARS # 12003)

Replaces: 124279, 128560, 124276, 7126-0103,
7126-0043

3.3 inch, Shaded pole, ball bearing, includes shaft bushing, 1/4 inch dia.
shaft

Carrier

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS ) ROT AMPS A B C

15 28 30001 CW 10 275 650 025

D458 -

Replaces: Draft Booster/Flue Exhaust Switch Motors

3.3 inch, Shaded pole, ball bearing, includes shaft bushing,
1/4 inch dia. shaft

Replaces: Draft Booster/Flue Exhaust Switch Motors

Carrier

MARS MFG. RPM/ DIMENSIONS
0. Noo WP vors RE Ror amps  DIMENSIONS
D463 - 130 DB 30004 CW 065 250 388 031

3.3 inch, Shaded pole, ball bearing, 5/16 inch dia. shaft

Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
D4S6 - 115 Dol 30001 W 20-10 275 650 0.25
3.3 inch, Shaded pole, ball bearing, includes shaft bushing,
1/4 inch dia. shaft
Replaces: Draft Booster/Flue Exhaust Switch Motors

Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D457 - 115 121350/ 3000/1 CCW 2.0-1.0 275 6.50 0.25

Replaces: HC24HE230

3.3 inch, Shaded pole, ball bearing, includes shaft bushing,
1/4 inch dia. shaft

Carrier

MARS MFG. RPMI DIMENSIONS
o> NS wp vors REW Ror amps  DIMENSIONS
DHB2 - 116 28" 34504 CCW 057 333 450 -

Replaces: Draft Booster/Flue Exhaust Switch Motors

3.3 inch, PSC, sleeve bearing, hall effect sensor, 5/16 inch dia. shaft

Replaces: 7162-3367, HC30GB230B, K33HXCCP-915,

HC30GB230
Carrier Carrier
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
No. No. HP vots SO RoOT Amps  MELSIONG Noo No. HPvots RO RoT Amps IMERSIONG
pas8 - 115 2B 30001 cw 10 275 650 025 D459 - 115 200 30001 cw 2 300 7.00 025
230 0275 850 0. 460 060 00 7000
?)‘31 :ﬂgﬂ dSi:-asdﬁadﬂpole, ball bearing, includes shaft bushing, 3.3 inch, Shaded pole, ball bearing, 1/4 inch dia. shaft
, . Replaces: HC24AU725A, JB1P044, ABTS0TS,

Replaces: Draft Booster/Flue Exhaust Switch Motors JBIR039, AB13029, $88-556
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One-0n-One™ Direct Replacement Motors

Carrier

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D844 - 14 230 162511 CW 15 3.00 3.50 0.50
5.6 inch, PSC, sleeve bearing, 4@370V capacitor required

(MARS # 12004)

Replaces: HC37ME268, 5KCP39BG7524S

Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
1/4- 208 - 22-
D843 - 15 230 10751 REV 0.20 425 4.00 0.50
5.6 inch, PSC, sleeve bearing, 5@440V capacitor required (MARS # 12029)
eplaces: , , , 7,
F48SJ6MA28, HC37MZ220, HC39VEG08, HC39ML7086,
HC39ME720
Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
D802 - 1/2 460 10501 REV 0.90 3.33 550 0.50

5.6 inch, PSC, ball bearing, 10@370V capacitor required (MARS # 12008)

Replaces: Carrier HC44VL463A, AO Smith FEH1056S,

GE 5KCP39PGHB00CS
Carrier
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B c
3/4-1/2- 11.2-9.7
D83 - i 15 10754 REV G 650 525 050

5.6 inch, PSC, ball bearing, 20@370V capacitor required (MARS # 12014)

Replaces: HC45SE 116, SC435X101,
6

HC43SE11

Carrier/Bryant

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS ) ROT AMPS A B c
13- 26-

D803 - ., 230 10752 REV 5 350 450 050

5.6 inch, PSC, sleeve bearing

Replaces: K55HXLKK-5918, HC41VB701

Carrier/Bryant

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D1179 - 1/30 115 30001 (;YEV 1.5 200 350 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: BDP P251-2916, FRANKLIN 8251510360

Carrier/Bryant

MARS MFG. RPM/ DIMENSIONS
RS WS- wp vours RPW gor awps  DMENSIONS
DH80 - 120 15 33001 SV 19 212 362 031

SE
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. Shaft

Replaces: Carrier HC27UE120, BDP 398A, BDP P251-2307,
U.E. JAIPO53N, UE Stock 580

Carrier/Whirlpool
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
115- 0.90-
D1176 T 115 15502 DS 0.80 488 4.00 0.37

3.3 inch, PSC, sleeve bearing, 3/8 inch dia. Shaft, 4@370V capacitor
required (MARS # 12004)

Replaces: 130096, 202466

Champion Cooler

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
110 - 35-

D1069 - 115 115 10402 DS Y 3.00 2.63 0.37

5 inch, Shaded pole, sleeve bearing, 3/8 inch dia. shaft, 4@370V capacitor
required (MARS # 12004)

Replaces: 7151-2925, 7151-0109, MP2500

Chromalox

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1118 - 1/30 240 150011 CW 0.60 3.50 2.81
Shaded pole, ball bearing, 5/16 inch dia. shaft

Replaces: 2868-811-005B, 2868-505-016,

2686-511-027A

Coleman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
A088 - 125 115 32001 CW 13 - - -
3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-5478
Coleman

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
1/8 - 45-

D178 S 115 10502 CW 34 400 3.25 0.50
5 inch, Shaded pole, sleeve bearing

Replaces: Blower Motor
Coleman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D408 - 1150 115 30001 CW 050 150 550 0.25
Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: 7995-316, 7121-5906
Consolidated Industries

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A128 - 150 120 30001 CW 090 - -

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-6376, 7021-9404

m Toll Free (800) 445-4155 + Fax (631) 348-7160
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Copeland
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
cwW
10227 - 13 230 1625 OSE 22 1.75 587 0.50

1/3HP, Condenser Fan, 208-230V, 1625 RPM, TEAO, capacitor included 4
MFD @ 370V, sleeve bearing

Replaces: 050-0108-00, 5KCP32KG2598, 5KCP32KG175,

5KCP32KG221, 6127, KSSHXECE2645 cl=
Copeland

MARS MFG. RPM/ DIMENSIONS
No. No. HP vots o' ROT amps MELSON
10228 - 1/6 208-230 1550 gg"’E 11 307 369 050

1/6HP, Condenser Fan, 208-230V, 1550 RPM, OAO, capacitor included 3
MFD @ 370V, sleeve bearing
Replaces: 050-0251-00, 998-0251-00, 6128,

K55HSING-2974, 40251 Gl
Copeland
MARS MFG. RPM/ DIMENSIONS

HP VOLTS ROT AMPS A

NO. NO. SPD B C

CW
OSE

10229 - 1/4 208-230 1625 1.5 3.07 432 0.50

1/4HP, Condenser Fan, 208-230V, 1625 RPM, OAO, capacitor included 5
MFD @ 370V, sleeve bearing

Replaces: 050-0250-00, 950-0250-00, 03242, 5KCP39EGT755S, TElE
6129, K55HXJZJ-3126, 40250, OCP0250 cli=

Copeland

MARS MFG. RPMI DIMENSIONS
s WS wp vours RPW gor amps  DMERSIONS
10264 - 14 20 1550 SV 21 300 420 050

OSE

1/4HP, Condenser Fan, 230V, 1550 RPM, ODP,
capacitor included 5 MFD @ 370V, sleeve bearing

Replaces: 050-0238-00, 5KCP-39GG357S, 6124, K55BZY-1439

Copeland

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C

10265 - 1/6 208-230 1550 REV 1.1 3.00 3.73 0.50

1/6HP, Condenser Fan, 208-230V, 1550 RPM, OAO,
capacitor included 3 MFD @ 370V, sleeve bearing

Replaces: 050-0265-00, K55PGP5104, 40265 5]

MFG. RPM/ DIMENSIONS
NO. HP VOLTS ) ROT AMPS A B C

00353 ESP-L35EM2 35W 230 1500/1 OSE 0.70 050 3.50 -

3 7/8 inch diam., cast iron unit bearing motor, end or side pad mounting,
horizontal operation, 1/4” threaded shaft

Replaces: Copeland 050-0227-02 ESP-L35EMV2,
ESP-L35E22 Gem EM-33502

One-On-One™ Direct Replacement Motors

Copeland

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
03005 5KCP39PGC092S 1/3 230  825/1 gg\{z 24 350 610 -
51/2 inch diam., shell enclosed, band mount, ball bearing,

12.5 MFD @ 370V capacitor required (MARS No. 12009)

Replaces: HC41AE117A, 5KCP39GGS336S

Copeland

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
03047 5KCP39GGD320S 1/4 230 1625/1 C():SY\IIE 15 250 510 -

5.5 inch diam., shell enclosed band mount, 5 MFD @ 370V capacitor
required (MARS No. 12005)

Replaces: 5KCP39GG3537S, Copeland 050-0107-01

and 050-0238-00
Copeland
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
03124 5KCP39KGBIOGAS 1/3 230 1625/1 gg"’E 32 150 750 -

5.5 inch diam., enclosed, 3 inch resilient base and capacitor included

Replaces: 5KCP32KG175S and 5KCP32KG259S

Copeland

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D783 - 1/4 220:50' 1625/1 REV 15 6.00 4.00 0.50

5.6 inch diam., PSC, sleeve bearing

Replaces: 3047, 050-0238-00

Cornelius

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
ESP- cow

00402 L15EMJR1B1 15W 115 1500/1 OSE 06 7.00 317 -

3 7/8 inch diam., cast iron unit bearing motor, 5/16” shaft with 1/4 - 20
threaded end 11 No. 8-36 mounting screws, end or side pad mounting,13
inches external lead length with two 1/4” quick connects

Replaces: Marathon X222, 48A1101109

Cornelius

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS ) ROT AMPS A B C
ESP- cw

00508 () siPiiigy SOW 115 150011 gop 17 289 450 -

3 7/8 inch diam., cast iron unit bearing motor, end or side pad mounting
evaporator fan motor .312 shaft dia., 2 female spade terminals at end of
each wire

Replaces: Rotom 6206

Copeland Duotherm
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B C
00503 ESP-OL50EM2 50W 230  1500/1 OSE 085 150 450 - D1080 - 16 115 105011 CW 7.9 4.00 450 0.50
3 7/8 inch diam., cast iron unit bearing motor, end or side pad mounting, . .
horizontal operation, 3/8” dia, flatted shaft 5inch, Shaded pole, ball bearing
050,054, oo 00513 o 2080 tnits Replaces: 3-14826 100,000 BTU Furaces
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One-0n-One™ Direct Replacement Motors

Duotherm

MARS MFG. RPM/ DIMENSIONS
N o Hp vors R Ror amps  DIMENSIONS
ptost - "0 s we2sn Rev 24719 as0 48 050

5inch, PSC, sleeve bearing, 10@370V capacitor required
(MARS # 12008)

Replaces: 3-9650 12,000 - 13,000 BTU's 5KCP29MG40115
8743810260, 3-18440

Economite/Mid-Continent Gas Burner

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS ) ROT AMPS A B C
D1151 - 140 115 15001 CCW 12 325 275 0.31

3.3inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: AA2P026N

Evans/Armstrong/LSI/Home

RPM/ DIMENSIONS
) ROT AMPS A B C

MARS  MFG.

NO. NO. HP VOLTS

X211 048A170125 1 208-230 16252 REV 6.2 250 625 -

48Y frame, open air over, resilient ring thru-bolt mount, ball bearings,
10@370V capacitor required (MARS No.12008)

Replaces: FASCO D825, GE 5KCP35G644S

Evans/Armstrong/LSI/Home

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D825 - 134 230 16252 REV G 300 675 -
5.6 inch, PSC, sleeve bearing, 10@370V capacitor required
(MARS # 12008)
Replaces: 5KCP355G6445
Evcon
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
A156 - 18 115 30001 CW 11 - - -
3.3 inch, Shaded pole, sleeve bearing
Replaces: Evcon, 7021-8935
Excel Comfort
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A100 - 145 115 30001 CW 121 - - -
Shaded pole, sleeve bearing
Replaces: 7058-0280, 20093603/B
Fasco
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
K102 - 1/200 115 30001 CW 064 150 - -
Shaded pole, .181 inch dia. shaft
Replaces: Model 2435
m Toll Free (800) 445-4155 + Fax (631) 348-7160
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Fasco
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
K100 - 1100 115 30001 CW 071 111 -
Shaded pole, sleeve bearing, .181 inch dia. shaft
Replaces: 0648-0027 Ventilator
Fasco
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
K101 - 11150 230 300011 CCW 058 134 -
Shaded pole, sleeve bearing, .217 inch dia. shaft
Replaces: Model 2540 7102-0001 Motor
Fasco
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1159 - 1/130 115 1500/1 CCW 045 1.13 213 0.31
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft
Replaces: 7163-1845, VENT 656, VENT 293A, VENT PV7896
Fasco
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D1160 - 1/110 115 14801 CW 058 1.50 2.13 0.31
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. Shaft
Replaces: 7163-2593, 663, 668, 763, 768, 661
Fasco
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1162 - 1/100 115 1500/1 REV 0.60 1.00 3.50 0.31
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft
Replaces: 7163-8909 7163-1541, Model 659 Vent
Fasco
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D61 - T 15 160011 COW 2920 200 425 031
3.31inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft
Replaces: Several Blower Applications
Fasco
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
1/4 - 32-
D824 T 115 110072 REV 24 350 575 0.50

5.6 inch, PSC, ball bearing, 4@370V capacitor required (MARS # 12004)

Replaces: 7126-0485, 7126-0922
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Fedders

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D441 - 1/80 115 150011 CCW 0.60 1.00 2.13 0.25
3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: Fedders, Oasis, Whirlpool Port Dehumidifiers

Fedders

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D186 - 120 460 150011 CW 040 233 288 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: Roof Top A/C

Fedders
MARS MFG. RPM/

HP  VOLTS ROT AMPS ADIMENBSION?:

NO. NO. SPD

115-1/20 23-19
- 1125 -1.6

4.4 inch, Shaded pole, sleeve bearing, 3/8 inch dia. shaft

Replaces: RMR, RY1302, 5206-00025-001
Y24CW50, 7190-0163

D1012 115 155013 DS 3.00 3.38 0.37

Fedders

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C

18- 1112 4.4-

D1010 - 115 115 10503 DS 3023 3.33 3.38 0.50
5 inch, Shaded pole, sleeve bearing

Replaces: Window AC Motor S$196-20-2

Fedders

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C

1/6-1/12 208 - 25-16

D1011 - S5 230 1050/3 DS 19 3.33 3.25 0.50
5 inch, Shaded pole, sleeve bearing

Replaces: Window AC Motors S196-42-1,

$296-161-3

Fedders

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1016 - 14 230 11001 CW 20 413 38 -
5inch, PSC, sleeve bearing

Replaces: Condenser Fan S$196-18-2

Fedders

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A161 - 1/40 230 16001 CCW 060 - -

3.3 inch, Shaded pole, sleeve bearing

Replaces: Brinkley 8353920103 Fedders
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One-On-One™ Direct Replacement Motors

First Company

MARS  MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
02350 5KCP29FK64435 1/4 208-230 162512 %%"EV 20 725 462 050

5 inch diam., shaft ends open, resilient ring mount, sleeve bearing,
capacitor included

Replaces: First Company M10, M9

Friedrich

MARS MFG. RPM/ DIMENSIONS
No. No. HP VOLTS ‘oo ROT AMPs [ TRELPERR
D868 VAR5 550 10755 cow 2112 275 475 050

16117 1.0-090

5.6 inch, PSC, sleeve bearing, rotation determined by viewing lug end
Replaces: 5KCP39MGI0965, 5KCP39KGE9925, 5KCP39LGD8045,

5KCP39LGGT7205, 5SKCP3ILGKO10T, SKCP3IMG7145S
5KCP39MG9679S, SKCP3ILGMO1T

Frymaster

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A110 - 170 115 32001 CW 076 - - -
Shaded pole, ball bearing, 50/60Hz

Replaces: 7021-0898

Gaffers & Sattler

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c

12- 208 -

D862 13 230 10752 DS 3.2-3.0 263 - 0.50
5.6 inch, PSC, sleeve bearing, 7.5@370V capacitor required

(MARS # 12007)

Replaces: Roof Top A/C Direct Pak 1.5 & 2.0 EA
General Electric

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
D1050 - 1/8 230 15501 CW 1.1 3.00 3.25 0.50

5inch, PSC, sleeve bearing, original motor is SP, D1050 is PSC to provide
greater motor efficiency and permit closing of shaft end
to prevent moisture from entering

Replaces: WW94X236SP, WW94X936PSC

General Electric

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D264 - 1/8 230 15501 REV 1.1 500 325 0.50
5inch, PSC, sleeve bearing

Replaces: A/C Cond. Fan Motor

General Electric

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

11M2- 0.60-
D1086 1125 277 16252 CCW 0.20 6.50 3.25 0.50

5inch, PSC, sleeve bearing

Replaces: 5KCP29CK3586AS




One-0n-One™ Direct Replacement Motors

Goodman
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
cow
10230 - 14208230 11001 (GE 126 300 410 050

5.5 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD @
370V (MARS No. 12005, 12905), CCW OSE

Replaces: Goodman 0131M00019P 17l
Goodman

MARS MFG. RPMI DIMENSIONS
ARS MFS. wp vours RPW gor awps  DIMENSIONS
10232 - 16208230 ston SV 14 300 410 050

OSE

5.5 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD @
370V (MARS No. 12005, 12905), CCW OSE

Replaces: Goodman 0131M00060 1l
Goodman
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
CcCcw
10233 - 1/8 208-230 1050/1 OSE 070 250 4.10 0.50

5.5 inch diam., totally enclosed, ball bearing, capacitor required 5 MFD @
370V (MARS No. 12005, 12905), CCW OSE

Replaces: Goodman 0131M00294 [l

Goodman

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B c
cw

10594 - 12 115 1130/4 OSE 81 400 510 0.50

5.5 inch diam., totally enclosed, ball bearing, capacitor required 20 MFD @
370V (MARS No. 12014, 12914), CW OSE

Replaces: Goodman 0131F00022 lalEs]

Goodman

MARS  MFG. RPM/
NO. no.  HPVOLTS opp

208- Cccw

02250 5KCP29ECA321S 1/6 230 107511 OSE 1.0 250 335 -

DIMENSIONS
ROT AMPS A B C

5 inch diam., totally enclosed, 41” leads, 5 MFD @ 370 capacitor required
(MARS No. 12005)

Replaces: GOODMAN, 5KCP29ECA033S

Goodman

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS ) ROT AMPS A B C
208-

Ccw
03242 5KCP39BGY926S 1/6 230 10751 Oose 10 275373 -

5.5 inch diam., condenser, 5 MFD @370V capacitor required
(MARS No.12005)

Replaces: 5KCP39BGP870S

Goodman

MARS  MFG. RPM/ DIMENSIONS
o IP0- wpvouts R ot awps DIMENSIONS
03912 5KCP39GaYe3s 13 115 10754 SV 53 400 430 -

OSE

5.5 inch diam., furnace, 12.5 MFD @ 370 cap required (MARS No. 12009),
sleeve bearing, torsion flex mounting

Replaces: B1340025, 5KCP39GGY022AS

Toll Free (800) 445-4155 « Fax (631) 348-7160

Goodman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
03913 5KCP3ONGY8358 12 115  1130/4 %%"EV 88 400 530 -

5.5 inch diam., furnace, 20 MFD @ 370V cap required (MARS No. 12014),
sleeve bearing, torsion flex mounting

Replaces: B1340024, 5KCP39NGV995AS

www.marsdelivers.com

Goodman

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A140 - 1/50 115 34001 CW 14 - -
Shaded pole, sleeve bearing

Replaces: 7021-9087, 7021-9000

Goodman

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A157 - 1/3 115 30001 CCW 13 - -
Shaded pole, sleeve bearing

Replaces: 7002-2307

Goodman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
M2 - 150 o7 30004 COW 050 - - -
3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-8656

Goodman

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A079 - 150 115 30001 CCW 1.1 - -
Shaded pole, sleeve bearing

Replaces: 74-70-21504-03-04, 74-70-21496-03-01,

JAIM106, JAIM137, 7021-5615

Goodman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
A181 - 130 115 31921 CwW 15 - - -
Shaded pole, ball bearing

Replaces: 7058-0136, 20044403

Goodman

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A182 - 13 15 31251 CCW 13 - -

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7002-3036, B4059000
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Goodman

MARS MFG. HP VOLTS RPM/

NO. NO. SPD el A

A184 - 185 115 31251 CCW 155 -

B

DIMENSIONS

c

3.3 inch, Shaded pole, ball bearing

One-On-One™ Direct Replacement Motors

Replaces: 7058-0229, B40590-01

Goodman

MARS MFG. HP VOLTS RPM/

NO. NO. spp  ROT AMPS

A187 - 1/20 208-230 3250/1 CW 080 -

B

DIMENSIONS

c

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-10006, 20028901

Goodman

MARS MFG.

RPM/
NO.  NO. ROT AMPS

HP VOLTS SPD A

A188 - 118 15 32501 CwW 16 -

DIMENSIONS

c

3.3 inch, Shaded pole, sleeve bearing

Goodman
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
1.4/

A288 - 130 15 31002 CW 065 - - -
3.3 inch, Shaded pole, ball bearing

Replaces: 7021-9727, 11177202
Goodman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
3200/

A290 - 120 115 240012 CCwW 070 - - -
3.3 inch, PSC, ball bearing

Replaces: 7062-5015, 20245903

Greenheck Fan

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C

X261 048A80151 1/8 115 8251 REV 21 250 550 -

Replaces: 7021-10958, B4833000

48Y frame, open air over, thru-bolt mount, ball bearings, automatic reset
thermal protector, internal cooling fan, capacitor included

Goodman

MARS MFG. HP VOLTS RPM/

NO. NO. ol ULl

A189 - 124 15 30001 CW 15 -

DIMENSIONS

c

Replaces: Greenheck 300008 (® marathon’

electric

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-7302, D9868620

Goodman

MARS MFG. HP VOLTS RPM/

NO. NO. spp ROT AMPS

A281 - 1/40 115 30001 CW 090 -

B

DIMENSIONS

C

3.3 inch, Shaded pole, sleeve bearing

Greenheck Fan

MARS MFG. RPM/

DIMENSIONS
NO. NO. LA TR SPD

ROT AMPS A B C

X260 048A110251 1/6 115 114011 REV 22 250 5.25

48Y frame, open air over, thru-bolt mount, ball bearings, automatic reset
thermal protector, internal cooling fan, capacitor included

Replaces: Greenheck 300010 @ marathon’

electric

Greenheck Fan

Replaces: 7021-8252, D6996405

Goodman

MARS MFG. RPM/
NO.  NO. ROT AMPS

SPD A

A284 - 1/30 208240 300011 CW %55%/ ]

HP VOLTS

B

DIMENSIONS

c

3.3 inch, Shaded pole, sleeve bearing

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C
1/20 - 1/30 2.0-

D1061 - 1060 115 1500/3 CCW 1714 275 - 050
3.3 inch, Shaded pole, sleeve bearing

Replaces: 7108-2425

GSwW

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
W7 - 125 115 32001 CW 13 - - -

Replaces: 7021-9227, D9886202

3.3 inch, Shaded pole, sleeve bearing, water heater draft inducer

Goodman

MARS MFG.
NO. NO.

RPM/

HP VOLTS )

ROT AMPS

A285 - 140 115 32502 CW 14

DIMENSIONS
A B

c

Replaces: 7021-8347, 63217

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-9236, B2833002

Toll Free (800) 445-4155

Gsw
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS ) ROT AMPS A B C
ws - 125 15 32001 CW 13 - - -

3.3 inch, Shaded pole, sleeve bearing, water heater draft inducer

Replaces: 7021-9756, 63172

Fax (631) 348-7160 -« www.marsdelivers.com 0-13



One-0n-One™ Direct Replacement Motors

Heat N Glow

MARS MFG. RPM/ DIMENSIONS

NO.  NO. HP VOLTS SPD ROT AMPS A B C

A133 - 1/50 115 30001 CCW 12 - - -

Shaded pole, sleeve bearing

Replaces: 7002-1241

Heatcraft

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
1650/

D122 - 1/16 208-230 130011 CW 040 163 363 0.31

3.3 inch, PSC, sleeve bearing, 5/16 inch dia. shaft, 2@370V capacitor

required (MARS # 12002)

Replaces: 7190-2255, 25308601

Heatcraft

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
D1123 - 1/15208-230 1550/1 CCW 0.50 2.63 3.88 0.31

3.3inch, PSC, sleeve bearing, 5/16 inch dia. shaft, 50/60 Hz, 4@370V
capacitor required (MARS # 12004)

Replaces: 7190-2285, 25309101

Heil-Quaker

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A064 - 1/55 115 31501 CW 070 - - 031
3.3 inch, Shaded pole, sleeve bearing
Replaces: 610172, 7021-5043
Heil-Quaker
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
DIOTI - 6 ZoT M00M REV 099 213 - 050
5inch, PSC, sleeve bearing
Replaces: HQ 1052662EM 48HXCLW-1562
Heil-Quaker
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A148 - - 208-230 300011 CCW 050 - - -
5 inch, Shaded pole, sleeve bearing
Replaces: 7021-7617, 7021-9237
Heil-Quaker
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
A151 - 1/9 230 28001 CW 030 - - -
3.3 inch, Shaded pole, sleeve bearing
Replaces: HEIL QUAKER, HQ1050144
m Toll Free (800) 445-4155 + Fax (631) 348-7160

Herman Nelson

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D827 - 18 15 7001 CCW 25 200 550 0.50

5.6 inch, PSC, ball bearing, 6@370V capacitor required (MVARS # 12006)

Replaces: 7-150444-02

Herman Nelson

MARS MFG. RPM/ DIMENSIONS
hoxs NS wp vours RPW gor amps  DMENSIONS
D829 - 14 115 8251 REV 38 200 563 050
5.6 inch, PSC, sleeve bearing

Hill Refrigeration

MARS MFG. RPMI DIMENSIONS
RS MPS- wp vours RPW' gor amps  DIMENSIONS
D8I - 13 Sn 16251 COW 29 400 450 050

5.6 inch, PSC, sleeve bearing

Replaces: 5KCP39KG1369S

Hill Refrigeration

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS ) ROT AMPS A B C
208- CwW

03001 5KCP39KG1369S 1/3 230 1625/1 OSE 29 350 5.70 0.50

5.5 inch diam., shell only enclosed, 3 inch resilient base and
capacitor included

Replaces: Fasco D801 Hill No. PP3955B Universal 160

Hill Refrigeration

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS ) ROT AMPS A B C
208- CCw

03067 5KCP39PGCI10S 1 230 1075/1 OSE 29 710 330 -

5.5 inch diam., open 3 inch resilient base included, ball bearing, 15 MFD @
370V capacitor required (MARS No. 12010), shaft length 6 1/2 inch

Replaces: Hill No. PP19162G, 5KCP39PGC030S,
A.O. SMITH OHR 1106

Hill Refrigeration

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
05095 5KSMB1FFL0036 5W 115  1550/1 gg\é 045 050 250 -

3.5inch diam., totally enclosed, 3 tapped holes, shaded pole,1/4 inch
threaded shaft

Replaces: SKSP5TAL4BGH, SKSV5TAG3005, Hill No. PPT577 /2=
Also Replaces: 5KSP51AL380H used by WARREN cli=

Hill Refrigeration

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
05096 5KSM81FFL0036 5W 115 1550/1 (%NE 045 0.50 2.50

3.5 inch diam., totally enclosed, 3 tapped holes, shaded pole,
1/4 inch threaded shaft with 90° Lyall plug

Replaces: 5KSP51AL486H, 5KSM51AG3005, Hill No. PP7577 :
Also Replaces: 5KSP51AL380H used by WARREN i)

www.marsdelivers.com
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Hill Refrigeration

MARS
NO.

MFG.
NO.

RPM/
SPD

DIMENSIONS
ROT AMPS A B C

HP VOLTS

208-

X230 048A170136 1/3 230

16251 CW 1.8 350 475 -

48Y frame, open air over, resilient base, ball bearings, capacitor included

Replaces: Magnetek 160, Steveco S3001, .
FASCO D801, GE 5KCP39KG1369S (marathon
Honeywell Air Cleaner
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B c
112-1/20 3.1-21
D1054 - 45 115 1050/3 CW 15 250 2.63 0.50
5 inch, Shaded pole, sleeve bearing
Replaces: 190386A 5KSP29DK1906S
Hussman
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c

208 -
230

D807 - 16 1625/1 CCW 1.2 488 375

5.6 inch, PSC, ball bearing, 4@370V capacitor required (MARS # 12004)

Replaces: 5KCP39EGC244T, 5KSP39FG4771S

Hussman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
K114 - 1/50 115 30001 CCW 064 175 - -

Shaded pole, sleeve bearing, equipped with KFANB046 fan blade, .181
inch dia. shaft

Replaces: 301-5734

Hussman

MARS MFG. RPM/ DIMENSIONS
N M HPVOLTS ‘cor ROTAMPS = p2ne
00091 RS4BEBOE13 9W 115 1660/1 gg"E 026 039 256 -

3.43 inch diam., enclosed, end or side pad mounting, capacitor mounted
inside shell, water resistant

Replaces: RS4BEBYE 16, RS4BEBIE12

One-On-One™ Direct Replacement Motors

Hussman

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
05119 5KSM8IFFL1032 9W 115 1550 gng 055 050 331 -

3.5inch diam., enclosed, 3 tapped holes, shaded pole, threaded shaft,
Lyall plug,1/4” threaded shaft

Replaces: Hussman 47000, 58698, 5KSM51ECG5133 /5]

IEC

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C
D1044 - 1/?/'1146' 15 9703 CW 6.0 8.00 4.33 0.50
5 inch, PSC, sleeve bearing

Replaces: 5KCP29DK8387S, 589210

IEC

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C
D1048 - 1120 277 1075/3 CW 050 7.25 3.88 0.50
5inch, PSC, sleeve bearing

Replaces: 5KCP29FK8132S, S$89205

IEC

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C
D1049 - 1120 265 1075/3 CW 040 7.13 3.88 0.50
5 inch, PSC, sleeve bearing

Replaces: 5KCP29FK8388S, S89204

IEC

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C
D1059 V/6-1/12- 115-127 1450/3 DS 23 875 3.33 0.50

1/50

5inch, PSC, sleeve bearing

Replaces: 5KCP29DK8384S, $89208

Hussman ILG
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
03008 SKCPI9GGCOS2T 15 230 1075 SAL 17 250 390 - DS - w12 bl 15501 COW 23 200 413 050
5.5 inch diam., open, thru bolt mount, capacitor included, ball bearing 4.4 inch, Shaded pole, sleeve bearing
Replaces: 5KCP39GG765S, 5SKCP39GN765 Replaces: 78-27-721T Fasco 7108-2237
Hussman ILG
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B Cc
03012 SKCPISGGSE06S 115 o 10751 Sof 17 250 480 - D139 - 110 115 16104 COW 3.1 238 450 050
5.5 inch diam., shell enclosed, thru bolt mount, capacitor included 4.4 inch, Shaded pole, sleeve bearing
Replaces: 5KCP39GGA967T Replaces: 78-27-611N Fasco 7108-2171

Toll Free (800) 445-4155 « Fax (631) 348-7160 « www.marsdelivers.com m




One-0n-One™ Direct Replacement Motors

Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1167 - 1/40 220380' 300011 CCW 055 1.00 4.88 0.31 A169 - 1/25 230 28001 CW 075 - -
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft 3.3 inch, Shaded pole, sleeve bearing
Replaces: 1708-518, 7121-5854 Replaces: 7021-10048, 7021-10580
Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A067 - 120 115 30001 CW 26 - - - A170 - 125 115 34001 CCW 23 - -
3.3 inch, shaded pole, ball bearing 3.3 inch, Shaded pole, ball bearing
Replaces: 1014338, 119225-00 Replaces: 7021-10702, 7021-10299
Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A134 - 125 115 30601 CW 15 - - - A1T1 - 125 115 34501 CCW 070 - -
3.3 inch, Shaded pole, ball bearing 3.3 inch, PSC, ball bearing
Replaces: 7021-9335, 7021-8735, .
7021-9499, 7021-8736 Replaces: 7062-4783, 1011412
Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A145 - 125 115 345011 CCW 070 - - - A172 - 135 115 30001 CW 16 - - -
3.3 inch, PSC, 4@250V capacitor included, ball bearing Shaded pole, ball bearing
Replaces: 7062-4061 Replaces: 7002-2792, 1010975P
Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A4 - 125 15 28001 CW 1.0 - - - A173 - 118 115  3450/1 CCW 080 - -
3.3 inch, Shaded pole, ball bearing 3.3 inch, PSC, ball bearing
Replaces: 7021-8741, 7021-8742, 7021-9498 Replaces: 7062-4578, 1011350
Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A148 - 1/50 208-230 3000/1 CCW 050 - - - A174 - 1100 115 235011 CW 080 - - -
3.3 inch, Shaded pole, sleeve bearing 3.3 inch, Shaded pole, sleeve bearing
Replaces: 7021-7617, 7021-9237 Replaces: 7021-9188, 1010239
Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A151 - 1/90 230 28001 CW 030 - - - A175 - 1/40 115 33001 CCW 10 - -
3.3 inch, Shaded pole, sleeve bearing Shaded pole, sleeve bearing
Replaces: HEIL QUAKER, HQ1050144 Replaces: 7002-1891, 1708-600P

®
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One-On-One™ Direct Replacement Motors

Inter City Inter City
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B C
MT6 - 125 115 31004 CW 22 - - - A306 1130 208230 202 cow 030 - -
Shaded pole, ball bearing 3.3 inch, PSC, sleeve bearing
Replaces: 7002-2946, 1011899, 7002-3071, 1011899P Replaces: 7062-4532, 1097245
Inter City Interthem-Addison
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS ) ROT AMPS A B c
AT - 136 115 30002 CW 14 - - D872 S5 20 10ms2 DS 45 200 550 050
3.3inch, Shaded pole, ball bearing ?zsoggz)h PSC, sleeve bearing, 12.5@370V capacitor required (MARS #
Replaces: 7021-10363, 1011632, 7021-10597, 1011632P Replaces: 5KCP39MGN341T
Inter City ITT Reznor
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
A178 - 130 115 340011 CW 18 - - D404 110 220380- 30001 REV 0.80 325 425 0.31
) . 3.3 inch, PSC, ball bearing, 5/16 inch dia. shaft,
3.3 inch, Shaded pole, ball bearing 10@440V capacitor included
. Replaces: CW175-40069, 7162-0293, CCW505-43424
1 7021-10928, 1013388FA i ’ ’
Replaces : 7162-0348, CCW175-40070, 7162-0204
Inter City ITT Reznor
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
A179 - 1/60 115 33001 CW 090 - - - D405 - 110 115 300011 REV 14 325 425 0.31
) . 3.3 inch, PSC, ball bearing, 5/15 inch dia. shaft,
3.3 inch, Shaded pole, sleeve bearing 10@440V capacitor included
K j Replaces: CCW77162-0311, CCW175-43846
Replaces: 7021-8693, 1006168P CW7162-0224, CW36860
Inter City Jakel
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B ¢ NO. NO. HP VOLTS ) ROT AMPS A B c
A301 - 1100 115 23501 CW 080 - - A143 1/50 115 300011 CW 0.95
3.3 inch, Shaded pole, sleeve bearing 3.3 dia., shaded pole, sleeve bearing
Replaces: 7021-9498, 1010239P Replaces: J238-138-1344, 7021-8428, 7021-8013, 7021-8924
Inter City Janitrol
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
A2 - 125 115 30604 CW 15 - - - A73 - o 12 000 cow 070 -
) 230 0.35
3.3 inch, Shaded pole, sleeve bearing 3.3 inch, Shaded pole, ball bearing
Replaces: 7021-9499, 1010324P, 7021-7700, 1708-607 Replaces: 82932, 8251560133
Inter City Janitrol
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B Cc
A304 - 125 115 30601 CW 15 - - A079 - 1/50 115 300011 CCwW 1.1 - - 050

3.3 inch, Shaded pole, sleeve bearing

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-9701, 1011021

Replaces: 74-70-21504-03-04, 74-70-21496-03-01,
JAIM1086, JAIM137, 7021-5615, 7021-6804
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One-0n-One™ Direct Replacement Motors

Jenn Air

MARS MFG. RPM/ DIMENSIONS
No. No. HP vOLTS ‘' ROT AmMps ,TRELRENE
D1173 1130 115 15001 CW 12 250 3.88 0.31

3.3 inch, Shaded pole, ball bearing, 5/16 inch dia. shaft

Replaces: 70CR

Jenn Air

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D1170 - 115 115 15001 CW 21 250 4.75 0.38
4.4 inch, Shaded pole, ball bearing, 3/8 inch dia. shaft

Replaces: 80CR

Jenn Air

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
D377 - 112 115 15001 CCW 3.1 200 275 0.38
4.4 inch, Shaded pole, sleeve bearing, 3/8 inch dia. shaft

Replaces: 7108-2101

Johnson Furnace

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A081 - 1/40 230 30001 CCW 050 - 350 -

3.3 inch, Shaded pole, ball bearing

Replaces: HWC Series Unit, 350358001, 322P859, DE3L038

Johnson Furnace

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
A085 - 1/30 230 30001 CCW 0.70 - - -
3.3 inch, Shaded pole

Replaces: AO Smith 464, Johnson Furnace

Keeprite

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D1243 - 120 115 155011 CCW 0.80 275 4.13 0.31

3.3 inch, PSC, sleeve bearing, 5/16 inch dia. shaft,
4@370V capacitor included

Replaces: 501899, 7164-1243, 7164-1854, R370

Keeprite

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
D1120 - 120 115 15501 CW 21 250 3.50 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: 7163-8722, 1043336

Toll Free (800) 445-4155 « Fax (631) 348-7160

Keeprite

MARS MFG. RPM/ DIMENSIONS
o o HP vors RO RoT amps  DIMERSIONS
D2t - 120 BB 4ss0M CW 10 250 350 031

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: 7163-8861, 1043766

Keeprite

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D1246 - 115 115 155011 CCW 23 1.75 3.50 0.38
4.4 inch, Shaded pole, sleeve bearing, 3/8 inch dia. shaft

Replaces: 81356, 7108-2206

Kelvinator

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
00152 ESP-OLISEMIRI1 15W 115 1500/1 Ot 060 7.00 3.47

3 7/8 inch diam., enclosed, 3 tapped holes or side pad mount, shaded pole,
5/16 inch diam. flatted shaft

Replaces: Kelvinator No. 24-0366 ESP-L15EMJR11

Krack Refrigeration

MARS MFG. RPM/ DIMENSIONS

NO.  NO. HP VOLTS ) ROT AMPS A B C
1157208 14-

D1189 - 1/20 2230 155011 CW 0.76 163 313 0.31

3.3 inch, Shaded pole, ball bearing, 5/16 inch dia. shaft

Replaces: 11528, 11529, JB2P046N, JA2P216N, JA2P217N,
JB2P047N, 8354110940, 8254111030

Kramer/Trenton

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
D1152 - 120 115 150011 CW 1.7 238 288 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: 5KSM59ES2001

Kramer/Trenton

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D1154 - 1/20 230 15501 Cw 10 237 313 -

3.31inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: JA2R140N

Kramer/Trenton

MARS MFG. RPM/ DIMENSIONS
o o WP vors RO RoT amps  DMERSIOND
D262 - 12 A% 1075M REV 40 300 650 050

5.6 inch, PSC, ball bearing, 7.5@370V capacitor required (MARS # 12007)

Replaces: 5KCP37PN244BS, MTG3041
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One-On-One™ Direct Replacement Motors

Kramer/Trenton Lear Siegier
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B C
03041 SKCPITPN244S 112 S 10751 QN 40 250 830 - DI04 - 18 115 10701 CW 51 225 3.00 050
ﬁ]g liJr(ljcet:’diam., shaft end and shell enclosed, resilient base and capacitor 5 inch, Shaded pole, sleeve bearing

Replaces: 5KCP37PG244S and 5KCP39PGC054T Replaces: 305313-000-165, 7151-0073, 7151-2826
Kramer/Trenton Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS ) ROT AMPS A B c

115/208 cw

03128 5KCP39KGC100T 1/4 230 1075/ OSE3.4/1.72.00 6.10 - A138 - 1/70 120 30001 CCW 070 - - -
5.5 inch diam., enq shields enclosed, 3 inch resilient base and capacitor 3.3 inch, Shaded pole, sleeve bearing

included, ball bearing

Replaces: A0510B2008 Replaces: LENNOX, 7021-8657, 7021-8825
Kramer/Trenton Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
09932 2531194 1120 115 15501 OQr 19 225 275 031 A135 - 160 120 30001 CCW 070 - - -
3.3 inch diam., open, 5/16 inch shaft, shaded pole with Lyall plug 3.3 inch, Shaded pole, sleeve bearing

I\R/I:glna:t:i:SAﬁ? Smith 1101 Fasco D1101 Larkin 253-1194 il Replaces: LENNOX, 7021-8812, 7021-8819
Kramer/Trenton Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
09933 253-1195 1720 208230 155011 Gar 13 225 500 031 A63 - 120 115 34001 CCW 18 - -

3.3 inch diam., open, 5/16 inch shaft, shaded pole with Lyall plug 3.3 inch, Shaded pole, ball bearing

ﬁeazlnagt:i:s/;.?. Smith 1103 Fasco D1103 Larkin 253-1195 ] Replaces: LENNOX, 7021-9450
Larkin Coil Lennox

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B ¢ NO. NO. HP VOLTS ) ROT AMPS A B c
D1101 - 120 115 15001 CCW 1.9 225 275 0.31 A164 - 1/50 120 34001 CCW 080 - - -
3.3 inch diam., Shaded pole, sleeve bearing, 5/16 inch dia. shaft, Shel- : ;

Turbo 68, low temp oil (40°F) 3.3 inch, Shaded pole, sleeve bearing

Replaces: Larkin No. 253-1194, Fasco No. 7163-2113 Replaces: LENNOX, 7021-9593
Larkin Coil Lennox

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
D03 - 120 %7 15001 COW 115 225 300 031 A20 - 130 115 30001 CCW 195 - - -
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft, Shell Turbo 68, )

low temp oil (-40°F), not a direct replacement for 253-1194, but is an ac- Shaded pole, sleeve bearing

ceptable substitute

Replaces: Fasco No. 7163-3371, 252-1195 Replaces: 7002-2975, 31L5501
Larkin Coil Lennox

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B Cc
D8EI - 12 Ln 10751 REV 40 300 675 050 A21 - 130208230 30001 CCW 065 - - -
5.6 inch, PSC, sleeve bearing, 7.5@370V capacitor required . .

(MARS #12007) 3.3 inch, Shaded pole, ball bearing

Replaces: SCS0500HI-CPM120-3, 5KCP39PGH728T Replaces: 7021-10055, 41144-002
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One-0n-One™ Direct Replacement Motors

Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A202 130 115 34001 COW 18 - - - A9 - 10 15 S0 cow os0 - -
3.3 inch, Shaded pole, ball bearing 3.3 inch, PSC, ball bearing
Replaces: 7021-10602, 45037-001 Replaces: 7062-5441, 38M5001
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A203 - 120 115 34001 CCW 18 - - - A210 - 130 115 30002 cCCw 1.7 - -
3.3 inch, Shaded pole, ball bearing 3.3 inch, Shaded pole, ball bearing
Replaces: 7021-10841, 49L5301 Replaces: 7021-11063, 18M6701
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A204 - 120 115 34001 CCW 18 - - - A211 - 115 115 34001 CCW 235 - -
3.3 inch, Shaded pole, ball bearing 3.3 inch, Shaded pole, ball bearing
Replaces: 7021-11406, 8314101 Replaces: 7021-11634, 81M1601
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A205 - 120 120 300011 CCW 070 - - - A213 - 125 115 32002 CCW 2.1 - - -
3.3 inch, Shaded pole, sleeve bearing 3.3 inch, Shaded pole, ball bearing
Replaces: 7021-8372, T6-2118 Replaces: 7021-10376, 18L0401
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A206 - 125 15 30001 CW 15 - - - A216 - 125 115 32002 CCW 2.1 -
3.3 inch, Shaded pole, sleeve bearing 3.3 inch, Shaded pole, ball bearing
Replaces: 7021-8473, 65204100/20J8901 Replaces: 7021-10915, 60L1401
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A207 - 1/28 115 30001 CCW 175 - - - A217 - 1116 230 30001 CCW 083 - - -
Shaded pole, ball bearing 3.3 inch, Shaded pole, ball bearing
Replaces: 7058-0217, 60M7901 Replaces: 7021-11231, 25M5501
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A208 - 128 115 30001 CCW 175 - - - A219 - 1/65 120 30001 CCW 070 - -
3.3 inch, Shaded pole, sleeve bearing

Shaded pole, ball bearing

Replaces: 7058-0322, 60M8101

Toll Free (800) 445-4155 « Fax (631) 348-7160

Replaces: 7021-9262, 88J3901
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One-On-One™ Direct Replacement Motors

Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B C
A0 - 160 115 30001 CCW 080 - - - D816 - 18 Ln 10751 CW 22 375 400 050
3.3 inch, Shaded pole, sleeve bearing 5.6 inch, PSC, sleeve bearing
Replaces: 7021-9646, 101154-01, 7021-9466 Replaces: P-8-8041-A3048, 5KCP39HGO766T
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP  VOLTS ) ROT AMPS A B c
A22 - 170 120 30002 COW 11 - - - D818 V05 s easn ow 73;3T300 675 050
. ) 5.6 inch, PSC, sleeve bearing, 12.5@370V capacitor required
3.3 inch, Shaded pole, sleeve bearing (MARS # 12009)
Replaces: 7021-9884, 8318201 Replaces: P-8-8325, 5KCP39PGD698S
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP  VOLTS SPD ROT AMPS A B c
A324 - 112 230 32001 CW 050 - - - D2816 - 1'1}:/32- 115 1075/3 REV 61?1"_83-9 4.00 7.75 0.625

5.6 inch, PSC, ball bearing, 5/8 inch dia. Shaft, 20@370V

3.3 inch, PSC, ball bearing capacitor required(MARS # 12014)

Replaces: 7062-1909, 28G6601, 7062-1794 Replaces: P-8-8326, 5KCP49SG1053S
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B C
A325 - 1/10 208-230 3200/1 CW 060 - - - 02745 5KSP29KK7537S 1/5 115  1050/3 %%\IIEV 76 250 475 -
3.3 inch, PSC, ball bearing 5 inch diam., open, resilient
Replaces: 7062-2845, 7062-4751, 98G8701 Replaces: GE 5KSP29KK1542S Lennox P-8-9662 ® marathon:
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B C
A0 - 112208230 32001 CW 055 - - - 03275 5KCPAGPGSSHS 34 115 107515 S0 90 250 548 -
3.3 inch, PSC, ball bearing 5-5/8 inch diam. , PSC, 5 speed, capacitor required (MARS #12021)
Replaces: 7062-5546, 7062-4517, 7062-4608, Replaces: GE 5KCP39PGD852S and thon:
7062-4083, 69M3301 Lennox air handlers () marathon
Lennox Lennox
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B C
A - 10 40 s0n ow 0N Xat1 048A1IT2008 116 208230 10751 COUCY 13 600 375

48Y frame, totally enclosed, ball bearings, 3@370V capacitor required

3.31inch, PSC, ball bearing (MARS No. 12003)

S i @maraen
Lennox Liebert

MNASS N:r: HP VOLTS 2‘:"\[’;’ ROT AMPS ADIME":BSION(S: Mﬁgs N:l? HP VOLTS R:;’gl ROT AMPS TME":BSIONS
D1198 - 1/30 115 320011 CCW 15 225 3.13 0.31 X259 056T11015 1/3 232(?/260 1140 - 1.18'/9(,)-.91'50 10.06 -

3.3 inch, Shaded pole, sleeve bearing, stainless steel shaft,
5/16 inch dia. shaft

Replaces: 7121-8774 Replaces: GE 5K36PN294S (®) marathon

electric

48Y frame, three phase, resilient base, ball bearings
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One-0n-One™ Direct Replacement Motors

Lomanco

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D1008 - 110 115 15001 CW 44 175 3.00 0.50

4.4 inch, Shaded pole, sleeve bearing

Replaces: OLM6151, 322P151

Loren Cook

MARS MFG.
NO. NO.

RPM/ DIMENSIONS
) ROT AMPS A

1550/
90072

HP VOLTS

D1100 - 150 115

3.3inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: 7173-1580, GC/GN 142/144

Loren Cook
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
D1104 - 1/50 115 1550/1 DS 0.90 290 3.00 0.31
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft
Replaces: 7163-6714, 5-10
Loren Cook
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D117 - 1/65 115 1590/1 CW 060 225 2.88 0.31
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft
Replaces: 7163-7818, 615049, GC140
Magic Chef
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
DI - 4 ZoT 1075H COW 22 275 450 050

5inch, PSC, sleeve bearing

Replaces: 350358001, 322P859, DE3L038

Magic Chef

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A081 - 1/40 230 30001 CCW 050 - 350 -
3.3 inch, Shaded pole, ball bearing

Replaces: HWC Series Unit, 350358001, 322P859, DE3L038
Mathiesen

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
K161 - 1/50 115 300011 CCW 1.05 121 - 217

Shaded pole, sleeve bearing, .217 inch dia. shaft

Replaces: Many Freezer Case Applications

Toll Free (800) 445-4155 « Fax (631) 348-7160

McMillan
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
110 - 39-
D177 T 0 115 105012 CCW 17 363 263 0.38
5inch, Shaded pole, sleeve bearing, 3/8 inch dia. shaft
Replaces: 6152-366/6
McQuay
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
pias - "5 15 a0 ow M0 638 475 03
3.3inch, PSC, sleeve bearing, 3/8 inch dia. shaft,
4@370V capacitor required (MARS # 12004)
Replaces: BA2H015
McQuay
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
15/ 1.7-
D1142 - 115 230 150011  CW 0.90 250 3.50 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shatft,
bolt circle=3.15"

Replaces: 879-382-562-ZB-00

McQuay
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
110-112 - 2.2-
D1140 - 115 115 1500/3 DS 2047 5.63 4.75 0.625

3.31inch, PSC, sleeve bearing, 5/8 inch dia. shaft, 7.5@370V capacitor
required (MARS # 12007)

Replaces: 879-382564B-00

McQuay
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
115-1/25 - 1.3-1.9-
D1141 15 115 1000/3 DS 0.90 5.63 4.75 0.625

3.3inch, PSC, sleeve bearing, 5/8 inch dia. shaft, 4@370V capacitor re-
quired (MARS # 12004)

Replaces: 879-382563B-00

McQuay

MARS MFG. RPM/ DIMENSIONS
ARS MFS. wp vours RPW gor awps  DMENSIONS
Dots - 47 460 10752 REV 237 450 533 0625

12 1.6

5.6 inch, PSC, ball bearing, 5/8 inch dia. shaft, 15@370V capacitor
required (MARS # 12010), not a direct replacement for 253-1194, but is an
acceptable substitute

Replaces: F2417-121479, Marathon EWB48A110558AE

McQuay

MARS MFG. RPM/

DIMENSIONS
NO. NO. LA CRE SPD

ROT AMPS A B C

CW
OSE
3.3 inch diam., open, shaded pole, wiring harness and conductor box

Replaces: AO Smith A0142 Fasco D1142 Magnetek 342
McQuay 879-382562B-00, BA2H015 c

09934 - 1/15 155/230 1550/1 22111 250 3.50 0.31

5
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Miami/Carey
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
1135 - 14-
D534 T 1100 115 150011 CW 0.50 1.00 250 0.25

3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

One-On-One™ Direct Replacement Motors

Replaces: 12324L

Nordyne

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
A124 - 115 115 30001 CW 175 - - -
3.3 inch, Shaded pole, sleeve bearing
Replaces: 7021-11379, 6219290

Nordyne
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
A126 - 1/45 115 30001 CW 18 - - -

Shaded pole, ball bearing

Miller

MARS MFG. RPM/ DIMENSIONS
NO. no. HP VOLTS SPD ROT AMPS ™5 c
D1082 - 158 115 10701 CW 6.0 3.25 4.00 025
5 inch, Shaded pole, sleeve bearing

Replaces: MILLER 103080002, FASCO 7152-0020

U.E. DA3F130N
Nordyne

MARS MFG. RPM/ DIMENSIONS
NO. No. HP VOLTS ‘opn ROT AMPS \"=p
A131 - 150 115 30001 CW 11 - -

Replaces: 7002-3158, 6219500

3.3 inch, Shaded pole, sleeve bearing

Nordyne

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
02251 SKCP2SFCA322S 1/8 208-230 1075/1 gng 11 225 385 -

Replaces: 7021-9132, 7021-10171, 7021-10159, 7021-9661

5 inch diam., totally enclosed, 41” leads, capacitor required 5 MFD @ 370
(MARS No. 12005)

Nordyne

MARS MFG. HP VOLTS RPM/

NO. NO. ol ULl

A132 - 150 15 30001 CwW 11 -

DIMENSIONS

c

Replaces: NORDYNE

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-7975, 6212850

Nordyne

MARS MFG. RPM/
NO. NO. HP VOLTS ) ROT AMPS A

A121 - 1/45 240 30001 CW 051 -

B

DIMENSIONS

C

3.3 inch, Shaded pole, sleeve bearing

Nutone

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
K109 - 1/75 115 30001 CCwW 09 237 - 217

C-frame, shaded pole, sleeve bearing, .217 inch dia. shaft

Replaces: C-68626, C-68627, 9425F, 9415F, Vent. 9424FA,
9415FA Fan

Nutone

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
K111 - 1120 115 30001 CCW 11 194 - 217

Replaces: 7021-10381, 6217930

C-frame, shaded pole, sleeve bearing, .217 inch dia. shaft

Nordyne

MARS MFG.

RPM/
NO.  NO. ROT AMPS

HP VOLTS SPD A

A122 - 117 115 30001 CW 175 -

B

DIMENSIONS

c

Replaces: 65878, Vent fan

3.3 inch, Shaded pole, sleeve bearing

Nutone

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
K13 - 170 115 30001 CCW 12 115 - 217

Replaces: 7021-11227, 6219490

C-frame, shaded pole, sleeve bearing, .217 inch dia. shaft

Nordyne

MARS MFG.
NO. NO.

RPM/

HP VOLTS )

ROT AMPS

A123 - 118 115 33001 CW 1.95

DIMENSIONS
A B

c

Replaces: 63675, 9605-N, 9665-N Vent fan

3.3 inch, Shaded pole, ball bearing

Replaces: 7021-11385, 622064

Toll Free (800) 445-4155

Nutone

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B Cc
D540 - 1100 115 15001 CW 060 225 2.13 0.25

3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: Bathroom and Kitchen Vents

Fax (631) 348-7160 -« www.marsdelivers.com 0-23



One-0n-One™ Direct Replacement Motors

Nutone

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D541 1100 115 15001 CCW 060 225 2.13 025

3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: 26750 Bathroom and Kitchen Vents

Nutone

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C

D1109 - 1100 115 150011 CCW 0.65 1.25 2.06 0.25

3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: 23405, 23388

Nutone

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C

D1107 - 110 115 15501 CCW 3.2 1.38 4.00 0.31

3.3 inch, Shaded pole, ball bearing, 5/16 inch dia. shaft

Replaces: Nutone 67176, 32997

UE-JA2S034N, JB2K016N

Patton

MARS MFG. RPM/ DIMENSIONS

NO.  NO. HP VOLTS SPD ROT AMPS A B C
1/4 - 32-

D824 T 15 11002 REV 24 350 575 0.50

5.6 inch, PSC, ball bearing, 4@370V capacitor required (MARS # 12004)

Replaces: 7126-0485, 7126-0922

Penn Ventilator

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS ) ROT AMPS A B C
D342 - 115 15 10501 CW 23 250 263 0.38

5 inch, Shaded pole, sleeve bearing, mounts on (3) P/N 0061-1518 Cole-
man mounts, 3/8 inch dia. shaft

Replaces: 7151-3081, 7151-3565

Penn Ventilator

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1037 - 120 115 10451 CW 195 213 238 -

5 inch diam. Shaded pole, sleeve bearing, 3/8 inch x 2-1/8 inch shaft

Replaces:: 7151-2139 ROOF TOP VENT Z8

PMI Food Equipment/Valcun Hart

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS ) ROT AMPS A B C
A142 - 120 15 34501 CW 070 - - -

3.3inch, PSC, 4@370V capacitor required (MARS # 12004)

Replaces: 7062-2513, 416673-00003, RHEEM, 7062-1881

Toll Free (800) 445-4155 « Fax (631) 348-7160

Prestcold
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

03026 5KCP39PGCO70T 1/3 208-230 828/1 REV 2.5 6.00 6.00 1/2

5.5 inch diam., shell and shaft end enclosed, strap or thru bolt mount, 10
MFD @ 370V capacitor required (MARS No. 12008)

Replaces: Prestcold No. 401-0048-01

Prestcold

MARS  MFG. RPM/ DIMENSIONS
i No.  HP VOLTS ‘o' ROT AMPS =02
03251 5KCP3UDG3304T 16 115 1075/1 %cSva 23 400 430 112

5.5 inch diam., open 2 1/4 inch resilient rings, 5 MFD @ 370V capacitor re-
quired (MARS No. 12005)

Replaces: Prestcold No. 401-0037-01

Prestcold

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
03252 5KCP39CGTO45S 1/6 208-230 1075/1 %‘;"E" 0.90 4.00 430 172

5.5 inch diam., open 2 1/4 inch resilient rings, 5 MFD @ 370V capacitor re-
quired (MARS No. 12005)

Replaces: Prestcold No. 401-0039-01

Prestcold

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
ccw

03272 5KCP39FGTY46S 1/4 208-230 1075/1 OSE 1.5 4.00 450 172

5.5inch diam., open 2 1/4 inch resilient rings, 5 MFD @ 370V capacitor re-
quired (MARS No. 12005)

Replaces: Prestcold No. 401-0043-01

Prestcold

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
4306 5KH39QN5537X 1/4 230 1725/1 REV 25 1.50 6.40 1/2

5.5 inch diam., open 3 inch resilient base included, 1.35 SF, split phase

Replaces: Prestcold No. 401-0044-01,GE 5XBG019

Prestcold

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
05811 5KSMBTHFL3004T16W 115  1550/1 gg\llf 1.1 050 3.50 1/4

3.5 inch diam., enclosed, 3 tapped holes or side pad mount, shaded pole,
1/4 inch threaded shaft

Replaces: Prestcold No. 401-0032-01 tals
Prestcold

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

05821 5KSMB1HFL3006T 16W 230  1550/1CW OSE 0.55 0.50 3.50

3.5inch diam., enclosed 3 tapped holes or side pad, shaded pole, 1/4 inch
threaded shaft

Replaces: Prestcold No, 401-0033-01 Id
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Reznor

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D461 - 1/8 480 32001 CCW 032 333 425 -
3.3 inch, PSC, sleeve bearing, 5/16 inch dia. shaft

Replaces: 7162-0396

Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C

03149 5KCP39FGT318S 1/3 460 1075/1 REV  0.90 3.75 4.48 0.50

5.5 inch diam., totally enclosed, sleeve bearing, 5 MFD @ 370V
capacitor required (MARS No. 12005), thru bolt or shell mount

Replaces: Rheem 51-23063-11

Rheem/Ruud

MARS  MFG. RPM/
No.  No. P VOLTS opp

DIMENSIONS
ROT AMPS A B C

03153 5KCP39CGN330T 1/5 208-230 1075/1 %%VEV 1.7 3.75 3.73 0.50

5.5 inch diam., totally enclosed thru bolts out lead end, 3 MFD @ 370V
capacitor required (MARS No. 12003)

Replaces: Rheem 51-20672-01, 51-20673-01, 51-20674-01, 51-20675-01, 51-20679-01,
51-20679-11, 51-20680-01, 51-20681-01, 51-20682-01, Packard 82680; Universal 442; GE
5KCP39CGET17S, 5KCP39CGKT787S; AO Smith ORM1016, F48SDBL12; Franklin 873-5660-
271, 873-5660-301, 80672; Emerson K136

Rheem/Ruud

MARS MFG.
[[0X [0X

RPM/

DIMENSIONS
HP VOLTS SPD B

ROT AMPS A c

4 CCW
OSE

5.5 inch diam., totally enclosed thru bolts out lead end, 5 MFD @ 370V ca-
pacitor required (MARS No. 12005)

Replaces: GE 5KCP39FGK786S, SKCP39GGEST9S Rheem 51-20687-01, 51-20688-01,
51-20689-01, 51-20890-01, 51-21185-01, 51-21185-11 Packard 82688 AO Smith ORM 1036,
F483J6L11 Universal 444 Emerson K591

Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

03155 SKCPISCONGIT 1/8 208-230 8251 QXN 12 375 4.3 050

03154 5KCP39FGN329T 1/3 208-230 1075/ 18 3.75 3.98 0.50

5.5 inch diam., totally enclosed, thru bolt out lead, 5 MFD @ 370V capaci-
tor required (MARS No. 12005)

Replaces: Rheem 51-20760-01, 51-20160-02, 51-20160-11, 51-20163-01, 51-21276-01,

51-41404-01 GE 5KCP39GGD121S, SKCP39GGK789S Emerson K9735, K55MFG-6350
Packard 70525 AO Smith ORM1008, F48SG8LZ, Universal 542

Rheem/Ruud
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

Cccw

03220 5KCP39CGP088S 1/5 208-230 1075/1 OSE 1.0 4.00 4.10 0.50

5 inch diam., totally enclosed, shell mounting screws, 3 MFD @ 370V
capacitor required (MARS No. 12003) sleeve bearing

Replaces: 5KCP39CGN409S, 5KCP39CGK082S
Rheem 51-21853-82

Rheem/Ruud
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
230/ 1.2-
D459 - 1115 460 300011 CW 0.60 3.00 7.00 0.25

3.3 inch, Shaded pole, ball bearing, 1/4 inch dia. shaft

Replaces: HC24AU725A, JB1P044, AB1S078,
JB1R039, AB18029, S88-556

One-On-One™ Direct Replacement Motors

Rheem/Ruud

MARS MFG. RPM/
No. No. HP VOLTS ‘oo
A2 - 120 115 34501

Cw 070

ROT AMPS RIMENSIONS

B C

3.3 inch, PSC, sleeve bearing, 4@370V capacitor required

(MARS # 12004)

Replaces: RHEEM, 7062-1881

Rheem/Ruud

MARS MFG.
NO. NO.

RPM/

HP VOLTS )

A066 - 130 120 3000/

ROT AMPS

cw 127

DIMENSIONS

A

B C

Shaded pole, ball bearing

Replaces: 70-24157-03, 117847-00

Rheem/Ruud

MARS MFG. RPM/
Nno. No. HP VOLTS ‘oo

A240 - 150 115 3000/

ccw 1.1

ROT AMPS ADIMENSIONS

B C

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-8183, 70-21496-83

Rheem/Ruud

MARS MFG. RPM/
no. No. HP VOLTS ‘spp

A241 - 1/25208-230 3200/1

ROT AMPS A

CW 0.62

DIMENSIONS

B C

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-9567, 70-23641-81

Rheem/Ruud

MARS MFG.
NO. NO.

RPM/

HP VOLTS )

A242 - 1/50 115 3400/

ROT AMPS

CW 1.36

DIMENSIONS

A

B C

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-7150, 70-22436-01

Rheem/Ruud

MARS MFG. RPMI
No. No. HP VOLTS ‘gpp

A243 - 150 115 3400/

CW 136

ROT AMPS RIMENSIONS

B C

3.3 inch, Shaded pole, sleeve bearing

Replaces: 7021-7790, 70-22436-02

Rheem/Ruud

MARS MFG. RPM/
NO. NO. il SPD

A244 - 1/20208-230 3300/1

ROT AMPS A

CCW 0.85

DIMENSIONS

B C

3.3 inch, Shaded pole, ball bearing

Replaces: 7021-6967, 70-42241-01
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One-0n-One™ Direct Replacement Motors

Rheem/Ruud Rheem/Ruud
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
A245 - 115208-230 300011 CW %%55/ - - - D832 - 118 220:?0' 825/1 REV 1.1 475 4.00 0.50
3.3 inch, Shaded pole, ball bearing 3.3 inch, PSC, sleeve bearing, 4 drilled and tapped holes in shell
Replaces: 7021-7490, 70-42278-02 Replaces: 21276-02, 21276-01, 512076-01
Rheem/Ruud Rheem/Ruud
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B ¢
3400/ 230/ 1.2-
A246 - 120 115 240012 CW 085 - - - D459 - 115 460 30001 CW 0.60 3.00 7.00 0.25
3.3 inch, PSC, ball bearing 3.3 inch, Shaded pole, ball bearing, 1/4 inch dia. shaft

Replaces: HC24AU725A, JB1P044, AB1S078,

Replaces: 7062-3925, 70-24206-01 JBTR039, AB1S029, 588-556

Rheem/Ruud Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C

3250/ 208 -

A247 - 140 115 2800/2 CW 09 - - - K628 - 1/200 230 30001 CW 025 1.50 4.90 0.25
3.3inch, PSC, sleeve bearing Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: 7062-5519 Replaces: 51-21964-01, 7102-0628
Rheem/Ruud Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B Cc
D724 3{;‘3-_11//24- 115 1075/4 REV 95‘56.-73;25- 6.00 575 - A079 - 150 115 30001 CCW 1.1 - - -
' ” inch, PSC, sleeve bearing, 15@370V capacitor required ’ :
(MARS # 12010}, includes 8 drilled and tapped holes in shell 3.3inch, Shaded pole, sleeve bearing
i Replaces: 74-70-21504-03-04, 74-70-21496-03-01,
Replaces: VARIOUS JAIM106, JAINM37, 7021-5615
Rheem/Ruud Rheem/Ruud
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS ) ROT AMPS A B c
1463 - 0% 415 10754 REV 62 550 473 050 AOBS - 125 15 32001 OW 13 - -
5.5inch dia., open endshields, sleeve bearing, capacitor required noted on . .
motor label, direct drive blower motor 3.3 inch, Shaded pole, sleeve bearing
Replaces: 51-23012-41 [l Replaces: 7021-5853
Rheem/Ruud Rheem/Ruud
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
D2840 - 1/5 208/230 10751 CW 1.3 413 3.75 050 A090 - 150 115 30001 CW 141 - - -
5.6 inch, PSC, sleeve bearing, 4 drilled and tapped holes in shell 3.3 inch, Shaded pole, sleeve bearing
Replaces: 51-21853-82 ?,:|7\:131335: RHEEM 70-21496-01, 7021-5239
Rheem/Ruud Rheem/Ruud
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
D2842 - 1/6 208/230 8251 CW 1.2 425 400 0.50 A136 - 120 115 34501 CW 075 - -
5.6 inch, PSC, sleeve bearing, 4 drilled and tapped holes in shell ?N:I; Ai;csh#ljggbz;eeve bearing 4@370V capacilor required
Replaces: 51-20760-11 Replaces: RHEEM, 7062-3861
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Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
A139 - 120 115 30001 CW 095 - - -
3.3 inch, Shaded pole, sleeve bearing

Replaces: RHEEM, 7021-7577

Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A142 - 120 115 34501 CW 070 - -

3.3 inch, PSC, sleeve bearing, 4@370V capacitor included

Replaces: RHEEM, 7062-1881

Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS ) ROT AMPS A B C

5KCP39KG 112,113, 1/4,
03463 VOOAS 115,116 115 10754 REV 6.2 5.00 4.73 0.50
5.5inch dia., open endshields, sleeve bearing, capacitor required noted on
motor label, direct drive blower motor
Replaces: Emerson 5460, Rheem 51-23012-41,

Global E5460
Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP  VOLTS SPD ROT AMPS A B C

5KCP39KG 112,113,
03464 VB0SAS 114, 115, 116 208-230 1075/4 REV 2.7 5.00 4.73 0.50

One-On-One™ Direct Replacement Motors

Sears/Whirlpool

MARS MFG. RPMI DIMENSIONS
hos WS wp vours RPW gor amps QMERSIONS
D137 Y0- 45 s00n bs 0 300 288 031

1/65 0.70

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: Rangehood

Sears/Whirlpool

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP  VOLTS ) ROT AMPS A B c
1115-1120 1.0-0.80-

D323 - 4135 115 1550/3 DS 060 275 3.75 0.31

3.3inch, PSC, sleeve bearing, 5/16 inch dia. Shaft, 3@370V capacitor
required (MARS # 12003)

Replaces: Small Window A/C

Sears/Whirlpool
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
1M0- 25-
D325 a0 115 18502 CCW 57 175 350 031

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft, rotation deter-
mined by viewing lug end

Replaces: Small Window A/C

5.5 inch dia., open endshields, sleeve bearing, capacitor required noted on
motor label, direct drive blower motor

Replaces: Emerson 5461, Rheem 51-23022-41,

Global E5461

Rheem/Ruud

MARS  MFG. RPM/ DIMENSIONS

R HP VOLTS "con' ROT AMPS "= e
SKCP3OKGU3G 113, 14,

03465 " (g (g 20823010752 REV. 26 500 473 050

5.5 inch dia., totally enclosed, ball bearing, capacitor required noted on
motor label, condenser fan motor

Replaces: Emerson 5462, Rheem 51-23053-21,

Global E5462

Rheem/Ruud

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C

X216 048A1101097 1/5 208-230 1075/1 REV 1.6 6.00 3.75 -

48Y frame, open partial air over, 1 1/2" thru-bolts shaft end, 1" thru-bolts
opposite shaft end, ball bearings, foot locating set screws on frame 90°
apart, 5@370V capacitor required (MARS No. 12005)

Replaces: Emerson 5454, Magnetek 619

Singer

MARS  MFG. RPM/ DIMENSIONS
s NS e vours ROW rot amps QMENSIONS
X218 056AT105313 3/4 208-230 1075/1 %%"EV 33% 7.00 862 050

56Z frame, open air over, double shaft extension 1 1/2" long by 1/2" dia.
with flat each end, 5/8" dia. shaft, 17.5@370V capacitor required (MARS
NO. 12012)

Replaces: Steveco Package unit 3100

Singer

MARS MFG. RPM/ DIMENSIONS
No. no. HP vOLTS "ot ROT AMps = BTN
D169 - 1/10 220380' 30001 CCW 15 1.00 575 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: FASCO 7121-4066

Comfor Maker 1708-507

Singer

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D1164 -  1/25 121:;50/ 155011 CW 065 250 3.13 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: JA2P091N, JA2P0901N

Scherba Ind. Singer
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  No. HP VOLTS ‘oot ROT AMPs  TRELERN NO. No HP voLTs ‘<ot ROT AMps TN
A87 - 16 115230 240011 CCW 2811 - - DUET - 140 0 30001 CCW 055 100 488 031
3.3 inch, PSC, sleeve bearing, 50/60Hz 3.31inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft
Replaces: 7062-4687, 7062-3496 Replaces: 1708-518, 7121-5854
Toll Free (800) 445-4155 « Fax (631) 348-7160 - www.marsdelivers.com 0-27



One-0n-One™ Direct Replacement Motors

Tecumseh

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D475 - 112 460 155011 CCW 0.50 250 4.50 5/16
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: Tecumseh 810G037A47,

5KCP11FG1197CS

Tecumseh

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
00353 ESP-L35EM2 35W 230  1500/1 %%YEV 0.70 050 3.50 1/4

3.875 inch diam., cast iron unit bearing motor, end or side pad mounting,
horizontal operation, 1/4” threaded shaft

Skymark
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A251 - 1/35208-230 3000/1 CCW 1.1 - - -
3.3 inch, Shaded pole, sleeve bearing, 50/60Hz
Replaces: 7021-9136, MTR-136PK
Snyder/Arco
MARS  MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
5KCP39D ccw
03219 PO8IS 1/10 208-230 825/1 OSE 0.70 3.00 3.70 -
5.5 inch diam., totally enclosed, extended clamp screws,
5 @ 370V cap required (MARS No. 12005)
Replaces: 5SKCP39DGK093S
State Ind.
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
w9 - 1/60 115 30001 CW 095 - - -

Replaces: Tecumseh TFM352, 810A10-B, 810M035A21,
810M035A28, 81091-R

3.3 inch, Shaded pole, sleeve bearing, water heater draft inducer

Tecumseh

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
ESP- Cow

00507 ovieor SOW 230 180011 Sib 085 - 430 516

Replaces: 7021-10548, 0012400500

3.875inch diam., open 3 tapped holes shaft end or side pad mount,
shaded pole, 5/16 inch shaft dia. 2 shaft length

State Ind.

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
W10 - 120 115 34001 CCW 180 - - -

Replaces: Tecumseh No. 810M050A62, 810E02674

3.3 inch, Shaded pole, sleeve bearing, water heater draft inducer

Replaces: 7021-11086, 0012400540

Tecumseh

MARS  MFG. RPM/ DIMENSIONS

A HP VOLTS ‘oo’ ROT AMPS = i
5KSMI2K cwW

01336 oo 120 230 1550 e 14 200 420 -

4 inch diam., open, end mounting, shaded pole, 5/16 inch shaft

Taco

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
5KH39QN5 ccw

a2 s 112 115 18001 gip 24 100 729 -

Replaces: 5KSP11FG1377, 5KSP11FG1541SEmerson F33HXFRH-2649
Tecumseh 810G037A48 and 810E026A74

48Y frame, open air over, single split phase, resilient ring mount, sleeve
bearing, former MARS # X700

Thermador (Tradewinds)

Replaces: Taco 110-388, Marathon 48517D1027,

48S17D2102

Taco

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B C
5KH39QNS CoW

4404 550X 1/8 115 1800/1 OSE 26 150 893 -

48Y frame, open air over, single split phase, resilient ring mount, sleeve
bearing, former MARS No. X701

Replaces: GE 5KH32EG129GA, Marathon 48S17D1084

Tappan

MARS MFG.
NO. NO.

RPM/

HP VOLTS )

DIMENSIONS
ROT AMPS A B

c
73CF 115- 0.70/0.

A073 - M 230 300011 CCW 35 - - -

3.3 inch, Shaded pole, ball bearing

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1165 - 120 115 155011 DS 20 350 - 5/16
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: Tradewinds/Blower Motors

Thermador (Tradewinds)

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D1155 - 1/100 115 10851 CCW 0.50 1.00 - 1/4
3.3inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: 17-09-679, VQT-90, JA2M087R

Thermal Transfer

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1006 - 174 115 16001 CW 72 275 - 12

Replaces: 82932, 8251560133

3.3 inch, Shaded pole, sleeve bearing

m Toll Free (800) 445-4155 + Fax (631) 348-7160
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One-On-One™ Direct Replacement Motors

Tjernlund Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
D130 - 140 115 15001 CW 10 413 - 031 A191 - 1/15208-230 300011 CCW 080 - - -
3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft 3.3 inch, Shaded pole, sleeve bearing

Replaces: 7163-6058 Replaces: 7021-6683, X380-40251-01-7
Trane Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS ) ROT AMPS A B c
A069 - 1770 208-240 3000 CCW 050 - - - A192 - 140 115 300011 CCW 1.0 - - -
3.3 inch, Shaded pole, sleeve bearing 3.3 inch, Shaded pole, ball bearing

Replaces: 38040252, 82252 Replaces: 7021-8569, X38040253057
Trane Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B c
AOTS - 140 230 30004 CCW 040 - - - M3 - 135208240 3480n cow 0 . .
3.3 inch, Shaded pole, ball bearing 3.3 inch, Shaded pole, ball bearing

Replaces: 38050005 Replaces: 7021-8591, X38040050-01-0
Trane Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
3000/ 1.0/

A143 - 150 115 30001 CW 095 - - - A194 - 180 115 1950/2 Ccw 0.50

3.3 inch, Shaded pole sleeve bearing 3.3 inch, Shaded pole, sleeve bearing

Replaces: TRANE, 7021-8428, 7021-8013, 7021-8924 Replaces: 7021-9561, X38020420017
Trane Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B ¢ NO. NO. HP VOLTS ) ROT AMPS A B c
A6 - MO0 115 30002 CW [0 - - - A95 - 116 M5 34004 OW 175 - - -
3.3 inch, Shaded pole sleeve bearing 3.3 inch, Shaded pole, ball bearing

Replaces: TRANE, 7021-7986, 7021-8925, 7002-2531 Replaces: 7021-11543, X38040313070
Trane Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C NO. NO. HP VOLTS SPD ROT AMPS A B c
A130 - 120 115 34501 CW 070 - - - A196 - 125 115 32001 CW 135 - - -
3.3inch, PSC sleeve bearing 3.3 inch, Shaded pole, sleeve bearing

Replaces: TRANE, 7062-3956, 7062-3616 Replaces: 7021-11544, D342094P02 7021-9010, D330757P02
Trane Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c NO. NO. HP VOLTS SPD ROT AMPS A B Cc
1500-

A150 - 1/35 208-230 300011 CCW 050 - - - A197 - 1/70 33-110 4T00NAR. CW 1.0 - - -
3.3 inch, Shaded pole sleeve bearing 3 phase, ball bearing

Replaces: TRANE, 7021-7833, 7021-8928 Replaces: 7092-0238, D342097P01
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One-0n-One™ Direct Replacement Motors

Trane Trane

MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
oS WS- wp vours RPW Rot amps  DIMENSIONS RS MPS- wp vours RPM' gor aups  DIMENSIONS
A98 - 145 115 30001 CW 175 - - - AZID - 115208230 ol COW 42150 - -

Shaded pole, ball bearing 3.3 inch, PSC, ball bearing, 50/60Hz

Replaces: 7058-0259, D342077P01 Replaces: 7062-5033, X38040369010

Trane Trane
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A260 - 145 115 32501 CW 10 - - - A271 - 1/18208-230 35002 CW 062 - -
Shaded pole, ball bearing 3.3 inch, PSC, ball bearing, 50/60Hz
Replaces: 7058-0261, D342077P03 Replaces: 7062-3969, X38040308-01
Trane Trane
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A261 - 145 115 32501 CW 10 - - - A272 - 1/12208-230 35002 CW 065 - -
Shaded pole, ball bearing 3.3 inch, PSC, ball bearing, 50/60Hz
Replaces: 7058-0262, D342077P04 Replaces: 7062-3971, X38040309-01
Trane Trane
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A262 - 145 115 32501 CW 10 - - - A273 - 1/8 208-230 35002 CW 062 - - -
Shaded pole, ball bearing 3.3inch, PSC, ball bearing, 50/60Hz
Replaces: 7058-0263, D34077P05 Replaces: 7062-3972, X38040310-01
Trane Trane
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A263 - 145 115 32501 CW 1.0 - - - A274 - 1/24208-230 350011 CW 028 - -
Shaded pole, ball bearing 3.3 inch, PSC, ball bearing, 50/60Hz
Replaces: 7058-0264, D34077P06 Replaces: 7062-3973, X38040311-01
Trane Trane
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A266 - 1125 115 30002 CW 10 - - - A276 - 1/55 115 30001 CW 10 - - -
Shaded pole, ball bearing 3.3 inch, Shaded pole, sleeve bearing
Replaces: 7002-3445, D342078P04 Replaces: 7021-9011, D330757P01
Trane Trane
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A268 - 145 115 30002 CW 14 - - - A278 - 1/50 115 30002 CW 14 - -

Shaded pole, ball bearing 3.3 inch, Shaded pole, ball bearing

Replaces: 7002-3447, D342078P06 Replaces: 7002-2530, D341095P02

®
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Trane

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A219 - 1125 115 30002 CW 075 - - -

Shaded pole, ball bearing

Replaces: 7002-2531, D341095P04, 7002-3275, D341663P04

Trane

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A361 - 142 115 30001 CW 16 - -

Shaded pole, ball bearing

Replaces: 7002-2558, D330787P01

Trane

MARS MFG.
NO. NO.

RPM/ ROT AMPS DIMENSIONS

HP VOLTS SPD A B C

- D1090

One-On-One™ Direct Replacement Motors

Trane

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D895 - 18 N7 6501 CW 080 150 - 050
5inch, PSC, sleeve bearing, 4@370V capacitor required

(MARS # 12004)

Replaces: 5KCP39BGR426S, MOT 6363

Trane

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
D1089 - 1115 115 850/3 REV 13 3.00 - 050
5inch, PSC, sleeve bearing, 4@370V capacitor required

(MARS # 12004)

Replaces: 5KCP39DGM458AS, K48HXCFC-1327

MOT3589, MOT 3591, FASCO 7176-3020

Trane

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c

115 115 11003 CW 080 1050 - 0.50

5 inch, PSC, sleeve bearing

Replaces: MOT1877, K48HXBLA-956

Trane

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS ) ROT AMPS A B c
5KCP29BK CCwW

02743 82195 1/8 208-230 1650/1 OSE 0.83 3.00 3.75

5 inch diam., totally enclosed, 4 MFD @ 370V capacitor required
(MARS No. 12004)

Replaces: GE 5KCP29BK6319S Trane X70670847-01-0, MOT 3438
FASCO D1050 MARS 10668 AO SMITH OTR4513

Tyler

MARS MFG. RPM/ DIMENSIONS
No. no. HP vOLTS "ot ROT AMps = BTN
D870 - 14 230 16251 CW 19 300 475 -

PSC, ball bearing, 4@370V capacitor included (MARS # 12004)

Replaces: 5KCP39EGC053T, UNIT NO. 760

Tyler

MARS  MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
00091 RS4BEBOET3 OW 115  1660/1 gg"E 026 039 256 -

3.43 inch diam., enclosed, end or side pad mounting, capacitor mounted
inside shell, water resistant

A362 - 1/42 115 30001 CW 16 -

Shaded pole, ball bearing

Replaces: 7002-3273, D341663P05

Trane

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A368 - 120 115 32002 CW 080 - - -
3.3 inch, PSC, sleeve bearing

Replaces: 7062-3782, D340623P01
Trane

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A369 - 1/45208-230 28002 CCW 034 - -

3.3 inch, PSC, ball bearing

Replaces: 7062-3915, C663946P01
Trane

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A370 - 1/100 208-230 2920/2 CCW 0.18 - - -
3.31inch, PSC, ball bearing

Replaces: 7062-3918, C664099P01
Trane

MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
D1050 - 1/8 230 15501 CW 1.1 3.00 325 0.50

Replaces: RS4BEBYE 16, RS4BEBIE12

PSC, sleeve bearing, original motor is SP, D1050 is PSC to provide greater
motor efficiency and permit closing of shaft end to prevent moisture from
entering motor

Replaces: WW94X236SP, WW94X936PSC

Tyler

MARS  MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B c
SKCP3OEG cew

03042 CO83T 1/4 230 162511 OSE 1.7 140 540 12

5.5 inch diam., shell only enclosed, resilient base and capacitor included,
ball bearing

Replaces: 5KCP39EG755S & 5KCP39EN81S

Toll Free (800) 445-4155 « Fax (631) 348-7160 « www.marsdelivers.com m



One-0n-One™ Direct Replacement Motors

Tyler

MARS MFG. RPM/ DIMENSIONS

No. no. HP VOLTS ‘cont ROT AMPs - R
048A1 cew

X210 ool.o 14 208230 16251 (< 19 250 475 -

48Y frame, open air over, resilient ring thru-bolt mount, ball bearings,
capacitor included

Replaces: Tyler 760, FASCO D870, AOS OTY1024

Various OEM's
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
KCP29CK cw

5|
02362 “ycqpng 110 115 1075/4 OSE 1.7 10.50 14.50 0.50

5 inch diam., open, resilient base, sleeve bearing, 4 MFD @ 370V
capacitor required

Replaces: 5SKCP29CK4534T

Warren

MARS  MFG. RPM/ DIMENSIONS
T o HP VOLTS 'goi ROTAMPS - P2
03007 5KCP39KGCOS6T 1/3 208-230 1075/1 gg"E 31 3.00 550 0.50

5.5 inch diam., open resilient base and capacitor included, ball bearing

Replaces: 5KCP39KG884S

Weil McLain

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D1190 - 130 115 30001 CW 16 175 4.88 0.31

3.3 inch, Shaded pole, sleeve bearing, 5/16 inch dia. shaft

Replaces: 7121-5750, JAINO74

West Bend/McGraw Edison

MARS MFG. RPM/
No. no. P VOLTS gpp

DIMENSIONS
ROT AMPS A B C

1/50 - 1/65 - 1.1-0.80-
D1134 - 1/80 15 150013 CW “oe™ 176 225 -

3.3 inch, Shaded pole, sleeve bearing, 1/4 inch dia. shaft

Replaces: Portable Humidifier Motors

Westinghouse

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
D262 - 15 230 9251 REV 23 400 3.88 0.50
5 inch, PSC, sleeve bearing

Replaces: Whisperaire 319P300A

Westinghouse

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
DIR2 - U5 o7 15504 DS 16 625 388 050

5inch, PSC, sleeve bearing, 4@370V capacitor included

Replaces: Model No. 319P367A

m Toll Free (800) 445-4155 + Fax (631) 348-7160

Westinghouse

MARS MFG. RPM/ DIMENSIONS

NO. NO. HP VOLTS SPD ROT AMPS A B c
115/208 DBL 11.4/5.6

c138 - a4 (DSP 18503 g ey - - 0625

56 Frame, Shaded pole, open, sleeve bearing, 5/16 inch dia. shaft

Replaces: 8264H2290 6000 BTU Window Units (») marathon

electric

Westinghouse/Small Motor Division

MARS MFG. RPM/ DIMENSIONS
RS WMFS. W vours RPW por awps  DIMENSIONS
10810 - 15 115 105083 %%VEV 65 475 517 050

5 inch, Shaded pole direct drive sleeve bearing motor

Replaces: Westinghouse 319P852, 322P115 Packard 70852,

AO Smith BL6414 el
Williamson
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A080 - 1/45 115 30001 CW 1.1 - -
3.3 inch, Shaded pole, sleeve bearing
Replaces: 7021-5510, 02-568
Williamson
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
A118 - 115 115 30001 CW 18 - - -
3.3 inch, Shaded pole, sleeve bearing
Replaces: 100,000 BTU Furnace 7021-6999, 7021-7042
Leads must be modified
Witt
MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C
15/ 0.75-
D1102 -  1/20 230 155011  CW 0.40 263 350 0.31
3.3 inch, PSC, sleeve bearing, 5/16 inch dia. shaft
Replaces: 7190-2158, 8216073, 7190-2159, 8216074
York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B C
D1191 - 1/40 460 320011 CCW 0.37 250 575 0.25

3.3 inch, Shaded Pole, Ball Bearing, Includes shaft bushing, 1/4" diam.
Stainless Steel Shaft, Includes Centrifugal Switch,

Replaces: 7121-7255

York

MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
D171 - 115 460  3000/1 CCW 0.60 250 6.75 0.25

3.3 inch, Shaded Pole, Ball Bearing

Replaces: 024-24115-004, F33HXJBB3621

www.marsdelivers.com
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One-On-One™ Direct Replacement Motors

York York
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
—— 15 287 40751 DS 12 650 413 050 AS4 - 130 M5 30000 CW 12 - - -
5inch, PSC Condenser Fan Motor, Sleeve Bearing 3.3 inch, Shaded Pole, sleeve bearing
Replaces: Cond. Fan, D1041, F47THXBGM-927 Replaces: 7021-9428
York York
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
D873 - 12230 10501 DS 32 975 450 0.50 A165 - 1/25 15 34501 CW 070 - - -
5.6 inch, PSC, Sleeve Bearing 3.3 inch, PSC, ball bearing
Replaces: K44HXJAF-4955 Replaces: 7062-3958
York York
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
1-3/4 33-2.3
D2871 D 460 110013 REV S 350 6.00 0.50 A168 - 120 15 34501 CW 070 - - -
5.6 inch, PSC, Sleeve Bearing 3.3inch, PSC, ball bearing
Replaces: 024-21673, K55HXJFJ-2832, 5KCP39SGHI13BS Replaces: 7062-5019
York York
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A063 - 1/56 230 300011 CCW 060 - - - A221 - 1/40208-230 30001 CCW 055 - -
3.3 inch, Shaded Pole, ball bearing 3.3inch, Shaded Pole, Sleeve Bearing
Replaces: 26-22239 Replaces: 7021-8318, 026-30614-700, 7021-6991
York York
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A083 - 1/60 230 30001 CCW 080 - - - A222 - 1/3 115 30001 CCW 105 - - -
3.3 inch, Shaded Pole, Ball Bearing 3.3 inch, Shaded Pole, Ball Bearing
Replaces: 026-16323-0000, 026-20224-000, 7021-1373 Replaces: 7021-8317, 026-32067-700, 7021-7481
York York
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A144 - 1/40 208-230 300011 CW 050 - - - A223 - 1/30208-230 32001 CW 064 - - -
3.3 inch, Shaded Pole, sleeve bearing 3.3 inch, Shaded Pole, Sleeve Bearing
Replaces: 7021-6770 Replaces: 7021-10096, 026-33999-001, 7021-9656
York York
MARS MFG. RPM/ DIMENSIONS MARS MFG. RPM/ DIMENSIONS
NO.  NO. HP VOLTS SPD ROT AMPS A B C NO.  NO. HP VOLTS SPD ROT AMPS A B C
A137 - - 115 34501 CW 070 - - - A224 - 1118 115 34502 CW 080 - - -
3.3 inch, PSC, sleeve bearing 3.31inch, Shaded Pole, Sleeve Bearing
Replaces: 7062-2442, 7062-3342, 7062-3484, 7062-3342, .
024-25007-700 Replaces: 7062-5048, 024-27654-000, 7062-4743
!UCI"Z,Z ’ Toll Free (800) 445-4155 « Fax (631) 348-7160 - www.marsdelivers.com 0-33

N marsdelivers.com



One-0On-One™ Direct Replacement Motors

York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A225 - 115 115 32001 CW 225 - - -
3.3 inch, Shaded Pole, Sleeve Bearing
Replaces: 7021-11577, 17503, 7021-11830, 024-34558-000
York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A226 - 113 115 30001 CW 17 - - -
Shaded Pole, Ball Bearing
Replaces: 7058-0266, 7058-0266S
York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
A227 - 125 115 34501 CW 070 - - -
3.3inch, PSC, Sleeve Bearing
Replaces: 7062-4708S, 024-27641-000, 17450, 7062-4708
York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A228 - 125 115 30001 CW 20 - - -
Shaded Pole, Ball Bearing
Replaces: 7002-3285, 024-31957-000, 7002-2941
York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B c
A229 - 125 115 30001 CW 175 - - -
Shaded Pole, Ball Bearing
Replaces: 7058-0267S, 17499, 7058-0267
York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS SPD ROT AMPS A B c
A230 - 120 115 34502 CW 080 - - -
3.3 inch, PSC, Sleeve Bearing
Replaces: 7062-5094S, 17476, 7062-5094
York
MARS MFG. RPM/ DIMENSIONS
NO. NO. HP VOLTS ) ROT AMPS A B C
A231 - 1/75 115 30002 CW 13 - - -
3.3 inch, Shaded Pole, Sleeve Bearing
Replaces: 7021-10213, 17452
m Toll Free (800) 445-4155 + Fax (631) 348-7160
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Swept Wing Fan Blades

High SEER central air
conditioning systems require
unique condenser fan blade
designs to provide maximum air
flow with @ minimum of noise.
Motors & Armatures, Inc. is
proud to offer some of the latest
models of high efficiency
condenser fan blades, designed
and manufactured by Revcor,
Inc. for the airMARS line of air
moving components. Revcor,
Inc. is a leader in advanced fan
blade design and a major
supplier to the HVAC/R Industry.

All Revcor assembled fans go
through a rigorous set of quality
checks and are individually
balanced at the factory. This
ensures smooth, quiet
performance and ultra

high efficiency.

Features:
* Low Noise

» Replaces many new OEM high
efficiency, low noise condenser
fan blades

3 Wing Adapter Heavy Duty Condenser Fan
Blades

airMARS 3 wing adapter, heavy
duty condenser fan blades are
designed for rigorous R/HVAC
low pressure applications. They
will accommodate universal
hex/round adapter hubs.
airMARS adapter fan blades are
durable, efficient & quiet. They
are manufactured using high
strength aluminum alloy for the
blades & sturdy steel for the
blade spiders.

Blade depths and pitches
specified for airMARS adapter
fan blades allow for the
replacement of a broad range of
commonly used fan blades.

Typical applications are:

Air Cooled Condensers Heat Pumps

Power Roof Ventilators Fan Coil Units
Residential Air Conditioners Unit Roof Top Air Conditioners
Heaters

Universal Hex Adapter Hubs on page AM-11

STATIC PRESSURE  STATIC PRESSURE
MARS MODEL BLADEPITCH BLADE 10" .30” MARS

NO. NO. DA DEG. DEPTH .. .o oo con oo e PACK

825 104 0.006 825 NA. NA
40027 1027-3CW 10 27 219 1075 241 001 1075 NA. NA 2
1725 572 0.03 1725 336 0.05

825 121 0.008 825 NA. NA

M'?gs DIA BLADES DE?T%EHES BORE ROTATION Polgtﬁou SATERIAL lg:gg 40061 1219-3CW 12 19 156 1075 295 001 1075 NA. NA 2
: 1725 625 004 1725 429 005
40420 18 3 2 05 cw Intake  Galv.Alum. 2 12 825 209 001 825 NA NA
4000 LSTL 12 23 188 1075 385 002 1075 NA NA 2
40421 20 3 34 05 CwW Intake Alum. 2 1725 769 0.05 1725 580 0.07
40422 22 3 2 05  cw Intake ~ Alum. 2 825 289 001 85 NA NA

R 1227-3CW 12 27 219 1075 468 0.02 1075 NA. NA 2

©

!UCI', Z H ) Toll Free (800) 445-4155

NN marsdelivers.com

1725 914 0.07 1725 714  0.09

825 568 002 825 NA NA
14 23 267 1075 892 0.04 1075 NA. NA 2
1725 1573 016 1725 1387 0.17

40033 1423-3CW
40034 14233CCW

825 664 003 825 NA NA
14 27 306 1075 1006 0.05 1075 531 0.08 2
1725 1757 021 1725 1568 0.23

40035 1427-3CW
40036 14273CCW

825 610 002 825 NA. NA
40063 1619-3CW 16 19 256 1075 1017 005 1075 305 006 2
1725 1811 017 1725 1549 0.20

825 748 003 825 NA NA
16 22 294 1075 1164 0.06 1075 481 008 2
1725 2039 023 1725 1815 0.25

40037 1622-3CW
40038 1622-3CCW

825 1064 005 825 110 0.06
16 27 356 1075 1525 0.0 1075 969 0.1 2
1725 2601 039 1725 2401 041

40039 1627-3CW
40040 1627-3CCW

825 1202 006 825 464 0.10
18 23 370 1075 1870 0.10 1075 972 013 2
1725 2487 032 1725 2629 0.33

40041 1823-3CW
40042 1823-3CCW

MAXRPM 107-18” DIA. 1725 RPM

Fax (631) 348-7160  www.marsdelivers.com AM-3
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3 Wing Adapter Heavy Duty 4 Wing Adapter Heavy Duty
Condenser Fan Blades (cont.) Condenser Fan Blades

airMARS 4 wing adapter, heavy
duty condenser fan blades are
designed for rigorous R/HVAC
pressure applications. They will
accomodate universal hex/round
adapter hubs for unlimited
versatility. airMARS adapter fan
blades are durable, efficient, and
quiet. They are manufactured
using high strength aluminum
alloy for the blades and sturdy
steel for the blade spiders.

Blade depths and pitches
specified for airMARS adapter
fan blades allow for the

Universal Hex Adapter Hubs on page AM-11 replacement of a broad range of

STATIC PRESSURE  STATIC PRESSURE
MARS MODEL BLADEPITCH BLADE 10 37 commonly used fan blades.

NO O BIATSDECEDERTH RPM CFM BHP RPM CFM BHP

825 1711 0.08 825 637 0.2

Typical applications are:

40043 1827-3CW Air Cooled Condensers
40044 1827-3CCW Ll 27 431 1075 205 042 1075 1312 047 2 Power Roof Ventilators
1725 4089 056 1725 3784 0.63 Residential Air Conditioners Unit
825 1882 009 825 794 0.14 Heaters
40065 1830SCW 45 30 475 1075 2502 044 1075 1526 049 2 Heat Pumps
40066 1830-3CCW e
1725 4438 065 1725 4136 0.72 Fan Coil Units
Roof Top Air Conditioners

825 1993 0.1 825 914 015
18 33 517 1075 2682 047 1075 1681 022 2
1725 4790 0.80 1725 4403 0.86
825 2306 0412 825 1290 0.16 Universal Hex Adapter Hubs on page AM-11
40047 2024-3CW

40048 2024-3CCW 20 24 386 1075 3052 0.18 1075 2063 022 2 STATIC PRESSURE  STATIC PRESSURE
140 3383 026 1140 2781 0.31 MARS MODEL BLADEPITCH BLADE 107 307

825 2639 014 825 1513 018 CFM_BHP RPM| CFM  BHP

20 28 447 1075 3473 022 1075 2462 026 2 825 100 0008 825 NA NA

40045 1833-3CW
40046 1833-3CCW

n
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[0X [0X DIA. DEG. DEPTH
RP|

40049 2028-3CW

40050 2028-3CCW 40070 1023-4CW
M40 341 032 1140 345 037 ot ooy 10 2228 1075 250 0009 1075 NA NA 2
825 2884 016 825 1707 021 1625 550 003 1625 350 04
40068 2031-3CCW 20 31 491 1075 3790 026 1075 2727 030 2 ... 825 150 0007 825 NA NA
10 4185 038 1140 355 043 w003 oy 10 27 264 1075 300 001 1075 NA NA 2
825 3035 019 825 1851 0.23 1625 600 003 1625 400 004
40051 20333CW 9y 33 547 4075 3093 029 1075 2854 034 2 825 220 001 85 NA NA
40052 2033-3CCW 40074 10334CW
1140 4412 043 1140 3687 047 40075 1033-4CCW 10 33 316 1075 360 002 1075 NA. NA 2
825 3383 018 825 2111 026 1625 720 0.06 1625 480 0.09
40053 22273CW 99 57 431 q075 4478 028 1075 3323 034 2 825 260 001 825 NA NA
40054 2227-3CCW o
140 4969 041 1140 4169 047 oy ooy 12 2228 1075 450 003 1075 140 004 2
825 3580 021 825 2376 0.31 1625 890 0.08 1625 480 0.1
oot el 22 3 4T5 1075 4951 034 1075 307 039 2 825 300 001 85 NA NA
140 5483 049 1140 4675 054 40078 12274CW 12 27 264 1075 570 003 1075 NA. NA 2
825 3982 026 825 2639 035 1625 1010 007 1625 790 0.9
o BEION m 3 517 075 5259 041 1075 3078 048 2 825 410 002 85 NA NA
140 5828 060 1140 4923 065 :ggg? 11223333;‘0%"\\/’\/ 12 33 316 1075 690 003 1075 380 006 2
825 4433 027 825 3028 033 1625 1210 012 1625 960 0.2
:ggg; 22442%63%%\/ 24 26 417 1075 5793 043 1075 4792 046 2 25 45 002 30 NA NA
1140 6382 063 1140 5649 068 :g:gs 11‘%%%\"\,’\, 14 16 191 1075 698 003 1075 NA NA 2
825 5287 040 825 3772 046 1725 1237 009 1725 NA NA

40059 2433-3CW
40060 2433-3CCW

24 33 517 1075 6906 065 1075 5782 068 2
1140 7607 096 1140 6763 1.00
MAXRPM 10”-18” DIA. 1725 RPM  20"-24” DIA. 1140 RPM continued on next page

MAX RPM 10”- 16” DIA. 1725 RPM
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4 Wing Adapter Heavy Duty
Condenser Fan Blades (cont.)

Universal Hex Adapter Hubs on page AM-11

STATIC PRESSURE  STATIC PRESSURE
MARS MODEL BLADEPITCH BLADE 10” 30"

NO. NO. DIA. DEG. DEPTH

CFM BHP RPM CFM BHP
825 518 002 825 NA NA

40128 14204CW 14 20 234 1075 809 003 1075 373 0.05
1625 1339 0.3 1625 1184 0.14

4 Wing Adapter Heavy Duty
Condenser Fan Blades (cont.)

Universal Hex Adapter Hubs on page AM-11

STATIC PRESSURE  STATIC PRESSURE
MARS MODEL BLADEPITCH BLADE 10” 30"

(0% NO.  DIA. DEG. DEPTH

CFM BHP RPM CFM
825 2340 014 825 1250 0.7
20 27 4313 1075 3250 0.26 1075 2550 0.32
1140 3430 028 1140 2820 0.41

40102 2027-4CW
40103 2027-4CCW

825 580 002 825 NA NA
14 23 2672 1075 890 0.04 1075 440 0.06
1625 1470 0.14 1625 1100 0.13

40082 1423-4CW
40083 1423-4CCW

825 2975 002 825 2022 0.25
20 29 463 1075 3706 0.03 1075 2934 0.36
1140 4286 0.13 1140 3760 0.51

40137 2029-4CW
40138 2029-4CCW

825 650 002 825 NA NA
14 27 3063 1075 970 0.04 1075 550 0.06
1625 1600 0.15 1625 1320 0.15

40084 1427-4CW
40085 1427-4CCW

825 3170 017 825 1650 0.26
20 33 5172 1075 3880 0.39 1075 3095 0.44
1140 4120 045 1140 3210 049

40104 2033-4CW
40105 2033-4CCW

825 780 004 825 120 0.5
14 33 3672 1075 1180 0.07 1075 730 0.10
1625 1940 0.18 1625 1730 0.19

40086 1433-4CW
40087 1433-4CCW

825 3070 018 825 1990 0.23
22 23 3703 1075 4120 037 1075 3580 0.46
1140 4400 040 1140 3900 0.50

40106 2223-4CW
40107 2223-4CCW

825 1050 0.05 825 450 0.06
16 23 3063 1075 1520 0.08 1075 890 0.1
1625 2480 0.26 1625 2150 0.27

40088 1623-4CW
40089 1623-4CCW

825 3560 021 825 2260 0.27
22 27 4313 1075 4780 044 1075 4270 0.54
1140 5210 044 1140 4640 0.57

40108 2227-4CW
40109 2227-4CCW

825 1180 007 825 730 0.10
16 27 3563 1075 1670 0.09 1075 1130 0.14
1625 2700 029 1625 2350 0.32

40090 1627-4CW
40091 1627-4CCW

825 4230 0.30 825 2450 0.37
22 33 5172 1075 5210 0.60 1075 4600 0.69
1140 5860 0.74 1140 5220 0.80

40110 2233-4CW
40111 2233-4CCW

825 1420 005 825 930 0.09
16 33 4281 1075 2020 0.2 1075 1250 0.16
1625 3190 044 1625 2490 0.46

40092 1633-4CW
40093 1633-4CCW

825 4431 032 825 3197 042
40139 22354CW 22 35 544 1075 5932 051 1075 4778 0.60
1140 6385 0.75 1140 5624 0.81

825 1318 006 825 646 0.09
40132 1819-4CW 18 19 309 1075 1815 0.8 1075 1080 0.13
1140 2802 0.50 1140 1196 0.53

825 3648 020 825 2857 0.28
41816 2420-4CW 24 20 325 1075 1848 033 1075 4296 0.40
1140 5199 048 1140 4781 057

825 1630 007 825 80 0.1
18 23 3703 1075 2160 0.2 1075 1470 0.7
1140 2310 0.14 1140 1780 0.19

40094 1823-4CW
40095 1823-4CCW

825 3700 022 825 2280 0.30
24 23 3703 1075 5200 045 1075 4340 0.54
1140 5400 053 1140 4600 0.61

40112 2423-4CW
40113 2423-4CCW

825 1810 0.09 825 950 0.12
18 27 4313 1075 2430 0.5 1075 1820 0.19
1140 2690 0.18 1140 2250 0.26

40096 1827-4CW
40097 1827-4CCW

825 4300 034 825 2860 0.36
24 27 4313 1075 5900 0.55 1075 5170 0.64
1140 6220 0.66 1140 5500 0.75

40114 2427-4CW
40115 2427-4CCW

825 1991 011 825 1132 0.14
18 30 475 1075 2700 0.16 1075 1827 0.21
1140 2990 0.78 1140 2023 0.84

40134 1830-4CW
40135 1830-4CCW

825 4800 039 825 3000 0.50
24 33 5172 1075 6600 0.85 1075 5820 0.92
1140 7100 1.02 1140 6310 1.10

40116 2433-4CW
40117 2433-4CCW

825 2150 012 825 1300 0.16
18 33 5172 1075 2880 0.20 1075 1970 0.25
1140 3190 028 1140 2240 0.29

40098 1833-4CW
40099 1833-4CCW

825 5383 039 825 4399 047
26 24 38 1075 7129 0.61 1075 6376 0.70
1140 7629 0.89 1140 7099 1.00

40145 2624-4CW
40146 2624-4CCW

825 2120 013 825 1080 0.15
20 23 3703 1075 3120 0.24 1075 2150 0.26
1140 3110 025 1140 2360 0.30

40100 2023-4CW
40101 2023-4CCW

825 5300 043 825 3590 0.51
26 27 4313 1075 7110 0.92 1075 6550 1.02
140 7520 112 1140 7180 1.20

40118 2627-4CW
40119 2627-4CCW

MAXRPM 10”-16” DIA. 1725 RPM  18”-26" DIA. 1140 RPM

©
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825 6050 052 825 4220 0.58
26 33 5172 1075 8200 1.13 1075 7250 1.18
1140 8810 130 1140 8100 1.42

40120 2633-4CW
40121 2633-4CCW

MAXRPM 10”-16” DIA. 1725 RPM  18”-26” DIA. 1140 RPM
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5 Wing Adapter Heavy Duty KC & KH Blades
Condenser Fan Blades

airMARS 5 wing adapter, heavy airMARS KC series blades are
duty condenser fan blades are designed for use in air
designed for rigorous R/HVAC circulators, cooling towers, air
pressure applications. They will cooled condensing units, and
accomodate universal hex/round small cooling towers.

adapter hubs for unlimited Performance figures are based
versatility. airMARS adapter fan on applicable standards such as
blades are durable, efficient, and ASHRAE 51/AMCA 210.

quiet. They are manufactured Suitability for an application is
using high strength aluminum the responsibility of the

alloy for the blades and sturdy customer.

steel for the blade spiders. See page AM-11 for KC blades
Blade depths and pitches with fixed 5/8” hubs. Taper lock
specified for airMARS adapter bushings for KC and KH blades
fan blades allow for the are also listed on page AM-11.
replacement of a broad range of

commonly used fan blades. Features:

Typical applications are: * 4 wing blades

Air Cooled Condensers * High quality steel

Roof TOp Air Conditioners Heat Pumps . V|ew|ng from air discharge
Residential Air Conditioners Unit Fan Coil Units side - CW rotation

Heaters Power Roof Ventilators STATIC
STATIC PRESSURE

MARS MODEL " BLADE PITCH BLADE 10" PRESSURE

Universal Hex Adapter Hubs on page AM-11

DIA. DEG. DEPTH .30”
STATIC PRESSURE ~ STATIC PRESSURE
MARS MODEL BLADE PITCH BLADE 107 307 AT
NO. NO. DIA. DEG. DEPTH 850 5621 038 4352 0.42

RPM CFM BHP RPM CFM BHP
825 1180 008 825 590 0.09 40202 5-3298 4 26 28 263 1000 6794 060 5812 065 1140

NO.  NO.

BLADES

n
b=
<
L
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:g}:? IOy 16 2 33 075 1510 041 1075 1250 044 2 1140 7867 088 7025 094
1140 1800 0.3 1140 1450 0.16 850 7629 0.52 5906 0.57
825 1440 009 825 680 0.1 40203 52225 4 26 38 325 1000 9220 081 7888 088 1140
40152 16335CW 16 33 398 1075 1920 015 1075 1410 147 2 1140 10676 119 9534 1.27
1140 2200 0.18 1140 1600 0.22 850 9516 0.75 7367 0.81
825 1800 010 825 1100 0.14 40204 53660 4 28 38 325 1000 11195 122 8667 135 1140
40155 18275CCW 18 27 425 1075 2400 0.5 1075 1800 023 2 140 12763 180 9881 192

1140 2750 023 1140 2030 0.26

825 2120 013 825 1290 0.17
40156 1833-5CW 18 33 515 1075 3150 028 1075 2199 034 2

1140 3270 031 1140 2331 037

850 6691 040 5176 043
40205 5-3300 4 30 22 219 1000 8070 0.63 7051 0.69 1140
1140 9337 0.92 8446 1.00

825 2620 014 825 1600 0.18 850 8985 073 7209 0.79
40158 2027-5CW 20 27 428 1075 3520 035 1075 3050 038 2 40206 5-3299 4 30 30 288 1000 10809 1.16 9471 125 1140

1140 3790 040 1140 3300 046 1140 12482 1.70 11354 1.81

825 3155 019 825 1917 023 720 13226 126 11247 1.33
40160 2033-5CW 20 33 515 1075 4230 0.14 1075 3796 0.46 2 R >3%1 4 % 2 363 850 15892 2.04 14340 2.14 850

1140 4503 048 1140 4132 054 500 26413 244 23059 276

825 4130 034 825 2950 0.41
40164 2233-5CW 22 33 515 1075 5530 0.74 1075 5100 087 2

1140 5780 0.90 1140 5540 1.02

825 4400 041 825 3500 047
40166 2427-5CW 24 27 431 1075 6060 0.82 1075 5500 096 2

40216 5-2192 4 48 38 425 600 32170 4.14 29749 455 700
700 37853 6.51 35938 6.94

KC Blades with 5/8” Hub

STATIC
STATIC PRESSURE
1140 6240 099 1140 5980 1.06 e e O R e mns s PRESSURE
825 5500 053 825 4350 0.62 NO. NO. o .res DIA. DEG. DEPTH 30
40168 24335CW 24 33 515 1075 7470 122 1075 6950 126 2 RPM CFM BHP CFM BHP

1140 7800 145 1140 7500 1.52 850 8374 0.67 6482 0.71
40396 5-3484 4 28 34 325 1000 9851 1.07 7627 1.18 1140
1140 11231 1.58 8697 1.69
850 8985 0.73 7209 0.79
2 40397 5-2223 4 30 30 2.88 1000 10809 1.16 9471 1.25 1140
1140 12482 1.70 11354 1.81

720 4358 040 720 3477 .46

40170 2627-5CW 26 27 431 85 5677 052 825 4489 60

720 7519 067 720 5946 .74

R 5075w 0 27 582 825 8718 099 825 6895 1.16

MAXRPM 16”-18” DIA. 1725 RPM  20”-24” DIA. 1140 RPM
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Taper Lock Bushings Fixed Hub Blades

airMARS 2 and 3 wing blades
. are designed for lower static
H ?ush’l,ng for pressure applications. They will
24”- 48” Blades fit OEM’s such as Carrier,
Rheem Rudd, GE, Trane,

MARS NO. BORE KEYWAY
Singer-climate control, York and

40232 5/8" Shaft others.
40231 34" Shaft Available from 14” to 26” blade
diameter with 1/2” assembled
40233 13/16” Shaft
hub.
40234 e Shaft Always note original fan blade
40235 1 Shaft hub location (intake or
- discharge) and match when >
e 118 Shaft selecting fixed hub replacement -
fan blades. W
Fixed Hub Blades 3-Wing Blades with 1/2” Hub 2
MARS MODEL BLADE PITCH HUB MARS —
ROTATION
AiMARS 2 and 3 wing blades NO. NO. DIA. DEG.  LOCATION  PACK 2
are designed for lower static 40328 6-9255 cw 14 32 Discharge 2 Q
pressure applications. They will 40331 T1403-28 cw 16 28 Intake 2 (@)
fit OEM’s such as Carrier,
Rheem Rudd. GE. Trane 40333 69257 cw 16 39 Discharge 2 (@)
Singer-climate control, York and 40334 600893 cow 16 33 Intake 2 =
others. 40338 T1803-26 cw 18 2% Discharge 2 v
Available from 14" to 24" blade 40339 T180327  CCW 18 26 Intake 2 (@)
diameter with 1/2” assembled
hub. 40340 601276 Ccw 18 217 Discharge 2 z
Always note original fan blade 40343 6-9259 cw 18 33 Discharge 2 m
hub location (intake or 40347 6-0316 cw 20 23° Discharge 2 5
discharge) and match when 40348 601278  CCW 20 25 Intake 2
selecting fixed hub replacement m
fan blades. 40349 601279 cw 20 31" Discharge 2
40350 T2203-20 Ccw 22 20° Intake 2
2-Wing Blades with 1/2” Hub 40353 600240 Ccw 22 24 Intake 2
40352 UT Series cw 22 24° Discharge 2
MARS MODEL BLADE PITCH HUB MARS "
NO. NO. ROTATION DIA. DEG. LOCATION PACK 40355 T2203-28 cw 22 28 Intake 2
40300 6-9571-8P cw 3 . Discharge ) 40357 600916 CCwW 22 33 Intake 2
40301 6-9788 CCw Intake 40358 602048 cw 24 22° Intake 2
40323 601280 CCcwW
40302 601274 CCwW 18 19° Intake 2
40359 601383 Ccw 24 30° Intake 2
40305 T1802-24 cw 18 24 Intake 2
40360 602297 Ccw 24 33 Intake 2
40307 6-9250 cw
18 29° Intake 2 40362 601291 Ccw 26 26° Discharge 2
40308 6-9205 Cccw
40407 T2603-26 CcCw 26 26° Intake 2
40408 T1802-32 Cccw 18 33 Intake 2
40363 T2603-27 Ccw 26 21 Intake 2
40309 6-9254 ccw 18 36° Intake 2
40364 601282 Ccw 26 3r Intake 2
-9252 W 25° Intak 2
40313 6925 ce 2 S niake 12”7-18” DIA. MAX. RPM 1725  20”- 28” DIA. MAX. RPM 1140  30” DIA. MAX. RPM 850
40314 6-9251 cw
20 29 Intake 2
40315 6-9206 cew . .
3-Wing Blades with 5/8” Hub
40316 6-9253 ccw 20 34° Intake 2
N MARS MODEL BLADE PITCH HUB MARS
40319 T2202-22 CCw 22 22 Intake 2 NO. NO. ROTATION DIA. DEG. LOCATION PACK
40320 600041 CcCcw 22 21 Intake 2
40365 KA3018 Ccw 30 18 Discharge 2
40321 600455 ccw 22 29 Intake 2
40324 6-9299 oow 2% o Intake 2 12”7-18” DIA. MAX. RPM 1725  20”- 28” DIA. MAX. RPM 1140  30” DIA. MAX. RPM 850
40325 T2402-26 Ccw 24 26° Discharge 2
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Fixed Hub Blades Single Piece Aluminum and Plastic Fan Blades

airMARS fixed hub heavy duty
condenser fan blades have been
designed to serve

as drop-in replacements for
many OEM applications.

airMARS one piece aluminum
fan blades feature a patented
hubbing method. airMARS fan
blades are designed for low
noise and energy efficient

Hub location is on the intake operation.
side unless otherwise noted.
Always note original fan blade Applications:
hub location (intake or Walk-in coolers and freezers
d|scha.rge). and match when lcemakers
selecting fixed hub replacement ) 07995
fan blades. Refrigerators
Condensers

Vending Machines

07414

4-Wing Blades with Hub 4 Wing Single Piece Aluminum Fan Blades

n
b=
<
L
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=
g

MARS MODEL BLADE PITCH BORE & MARS APPROX.
NO. No.  ROTATION  “pon DEG.  LOCATION  PACK WaS wings BLA0F DEC: RoT. BORE HUB  CFM LU ACME FASCO PACKARD
: : 3000RPM -

40369 6-9256 cw 14 33’ 112’ 2

07411 4 600 19 CW 316" | 85 . AB1469
40372 6-9258 cw 16 33’ 1/2" Discharge
T 501375 o 18 e e ) 07414 4 600 19 CW 14" | 85 - AB1470
40376 6-9260 cw 18 33’ 1/2" Discharge 2
40377 T2004 cw 20 20° 1/2" Discharge 2
40378 6-9992 cwW 20 33° 12" 2 5 Wing Single Piece Aluminum Fan Blades Hub
40379 602689 cw 20 36 17 2 on Discharge
40380 6-8745 cw 2 2 1/2’ Discharge 2 APPROX.

9 BIB?;I\)E FI’)|$<(:5|:| ROT. BORE HUB  CFM ACME FASCO PACKARD

40381  T2204-26 cw 22 26’ 12 2 g
40382 600895 cew 2 33 112" 2 07081 5 800 24 CW 14" D 300 - 5FR824-1
40383  T2404-20 cw 24 20° 1/2’ Discharge 2

07993 5 1000 20 CW 516" D 450 -
40384 T2404 cw 2 2 12 2
T 50079 oW 0 p e 5 07997 5 1000 28 CW 516" D 600 -
40389 601748 cw 26 30° 5/8” Discharge 2 07995 5 1000 31 CW 516" D 650 -
40391 601293 cw 28 29° 1/2’ Discharge 2 M - 1000 31 COW SIS D 85 60-3(1’)67-
40392 601296 cw 30 2 5/’ 2
40393 6-8154 oW 30 21" 5/ Discharge 2 07998 5 1000 40 CW 516" D 850 -

12”-18” DIA. MAX. RPM 1725  20”- 28” DIA. MAX. RPM 1140  30” DIA. MAX. RPM 850 07921 5 1200 23 CW 516" D 970 -
07922 5 1200 23 CCW 516" D 970 -

5-Wing Blades with Hub

MARS MODEL BLADE PITCH BORE &
NO. No.  ROTATION  “pj DEG.  LOCATION
40402 600176 cw
16 33 1/2” Discharge 2
40403 600177 Cccw
40404 600178 cw
18 33 1/2” Discharge 2
40405 F1805-33 ccw
40406 601292 CW 26 29° 5/8” Discharge 2

16” - 18” DIA. MAX. RPM 1725  26” DIA. MAX. RPM 1140

Toll Free (800) 445-4155 -

Fax (631) 348-7160
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Single Piece Aluminum Fan Blades

airMARS one piece aluminum fan blades feature a patented hubbing method. airMARS fan blades are
designed for low noise and energy efficient operation.

Applications:
Walk-in coolers and freezers
Icemakers
Refrigerators
Condensers
Vending Machines

=
5 Wing Hub on Intake g
BLADE  DEG. : T TORIN (@)
DIA.  PITCH 1550 RPM L AIRDEX <
07451 5 5,50 27 cw 114" I 85 35504 AG5504 E
07452 5 5,50 27 cew 114" I 85 35514 A65515 ()
07551 5 5.50 27 cw 5/16" I 85 0
07552 5 5,50 27 ccw 516" I 85 (@)
07471 5 7.00 27 cw 114" I 200 60-8348-01 30704 5FR727-1 A60704 g
07472 5 7.00 27 cow 114" I 200 60-8349-01 30714 5FL727-1 AGO714 3"
07571 5 7.00 27 cw 5/16" I 200 60-8350-01 30705 5FR727-2 o
07572 5 7.00 27 ccw 516" I 200 60-8351-01 30715 5FL727-2 E
07481 5 8.00 24 cw 114" I 300 60-8352-01 5FR824-1 1010352 CW 2
07482 5 8.00 24 cow 114" I 300 60-8353-01 5FL824-1 1010632 CCW .
07581 5 8.00 24 cw 5/16" I 300 60-8352-01 5FR824-2 1010642 CW @
07582 5 8.00 24 CCW 516" I 300 60-8353-01 5FL824-2 1010652 CCW
07484 5 8.00 32 cew 114" I 330
07584 5 8.00 32 CCW 516" I 330 5FL832-2
07591 5 9.00 26 cw 5/16" I 345 60-8362-01 5FR926-2
07592 5 9.00 26 ccw 516" I 345 60-8363-01 5FL926-2
07493 5 10.00 20 cw 114" I 450 5FR1020-1
07494 5 10.00 20 cew 114" I 450 5FL1020-1
07593 5 10.00 20 cw 5/16" I 450 60-8368-01 5FR1020-2
07594 5 10.00 20 ccw 516" I 450 60-8369-01 5FL1020-2
07595 5 10.00 31 cw 5/16" I 650 60-8370-01 5FR1031-2 1010362 CW
07596 5 10.00 31 ccw 516" I 650 60-8371-01 5FL1031-2 1010692 CCW
07521 5 12.00 23 cw 516" I 920
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Single Piece Aluminum Fan Blades

airMARS one piece aluminum fan blades for unit bearing motors are designed for low noise and
energy efficient operation.

Applications:
Evaporator Coils
Refrigerators
Vending Machines

()
=
4 485 Wing Unit Bearing Mount
g Mﬁgs WINGS B'Bf:E ;:5(?9 HUB Aﬁg?gébfﬂm : ACME FASCO Jggg‘x PACKARD
2 07004 4 10.00 - REV UB  NONE 414 S-7004
E 95131 5 5.50 31 cwW UB  NONE 100
o 95628 5 6.00 28 cw UB  NONE 134
(%) 95629 5 6.00 28 cew UB  NONE 134
95721 5 7.00 21 cwW UB  NONE 150 60-8372-01 3706 5FR721
g 95722 5 7.00 21 cew UB  NONE 150 3716
— 95723 5 7.00 25 cw UB  NONE 170
> 95731 5 7.00 31 cwW UB  NONE 199 60-8373-01 3706-31 1010412 CW
(<) 95732 5 7.00 31 cew UB  NONE 199 3716-31 1010472 CCW
E 95741 5 7.00 40 cwW UB  NONE 300
-4 95735 5 7.75 23 cwW UB  NONE 250
E 95821 5 8.00 20 cwW UB  NONE 210
95822 5 8.00 20 cew UB  NONE 210
95823 5 8.00 25 cwW UB  NONE 280 60-8376-01 3806 A63816
07709 5 8.00 31 ccw NONE
95831 5 8.00 31 cwW UB  NONE 300 60-8377-01 3806-31 1010432 CW
95832 5 8.00 31 cew UB  NONE 300 3816-31 1010492 CCW
95841 5 8.00 40 cwW UB  NONE 400
95842 5 8.00 40 ccw UB  NONE 400
95865 5 8.00 50 cw UB  NONE 500
95866 5 8.00 50 cew UB  NONE 500
07712 5 10.00 31 cwW NONE
07713 5 10.00 31 cew NONE
95875 5 8.75 25 cwW UB  NONE 300
95923 5 9.00 25 cwW UB  NONE 335
95931 5 9.00 31 cw UB  NONE 370 60-8379-01 3906-31 1010452 CW
95932 5 9.00 31 cew UB  NONE 370 3916-31 1010512 CCW
95941 5 9.00 40 cW UB  NONE 425
95021 5 10.00 20 cW UB  NONE 450
95022 5 10.00 20 ccw UB  NONE 450
95027 5 10.00 28 cwW UB  NONE 425 3106 A63126
95031 5 10.00 31 cW UB  NONE 650 60-8381-01 3106-31 1010442 CW A61108
95032 5 10.00 31 ccw UB  NONE 650 3116-31 1010502 CCW AB3117
95041 5 10.00 40 cwW UB  NONE 880
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Small Wheels airMARS Accessories
Double Inlet Universal Hex Hubs
airMARS plastic precision blower MARS Universal Hex Hubs are
wheels are molded for reliable, designed to provide a firm
efficient performance. mechanical fit with hex or round

bore adapter fan blades. These
hubs are machined steel,
designed with tri-point mount for
secure spider/hub connections.
MARS Universal Hex Hubs
include 2 set screws, for shaft
fastening, offset at 90 degrees.

MARS PER
NO. SORE PACK
40002 1/4" 1
40003 5/16 1
40004 3/8” 1
40005 112 1
Plastic Wheels - Double Inlet
40006 5/8” 1
MARS MODEL WHEEL
NO. NO. DIA. WIDTH BORE MATERIAL
41500 2169-A 5.75 7.8 112 Poly-Pro CC
airMARS Tools
OEM Blower Wheels
Sing|e Inlet Blower Wheels Follow these steps to measure
propeller rotation and pitch:
Special orders are available. Step 1: Position the faceplate of
Check with MARS customer the gauge on the blade
service for minimum quantities of the fan.
on non-stock items. Step 2: Place the foot of the
Please review special order wire body of the Pitch
information request on Guage on the center
page AM-?? section (spider) of the

fan.

Step 3: The pointer gives a
direct reading of the
pitch in degrees, and
the clockwise/counter-
clockwise markings
indicate the rotation.

40851
Mﬁgs DESCRIPTION
40851 Fan Blade Pitch Gauge
oo "Nooo rommon WREEL Ut BoRE  pou W05 Fon B & b Puler
M204  1-6444 cow 712 187 102 4000
4212 108389 cow 8.50 2.00 518 3350
41208 107139 cow 9.12 175 518 3500
M2 1-3266 cow 9.87 2.00 518 3000
“213 101891 cow 9.87 150 518 75
#1241 BC9ST-150S  CCW 9.87 150 518 3000
4221 106107 cw 1075 2.00 518 1750 40852
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Small Wheels

Single Inlet

airMARS Single Inlet wheels are
used in a variety of commercial
and residential applications, for
room air conditioners, power
burners, draft inducers, other
heating and appliance devices.
Rotation is determined viewing
the closed end of the wheel.

Small Wheels

Double Inlet

airMARS Double inlet wheels
are used in many popular air
handlers. The wheels below are
made of galvanized steel unless
indicated otherwise. Rotation is
determined viewing the hub
extension.

MARS MODEL WHEEL WHEEL WHEEL WHEEL A7 S.P. 3" S.P.
ROTATION HUB ROTATION HUB
NO. [0} DIA. WIDTH DIA. WIDTH CFM BHP CFM BHP
40564 1-6696 cow 4 1112 5/16 ow 115 555 05 455 0092
41102 2-0414 475 700 1R
40565 22443 cew 4.25 2718 114 cow 95 555 0415 455 0092
41107 20223  CW 1725 710 0090 620 0.075
525 700 1R
vy e 41108 20891  CCW 1725 710 0090 620 0.075
MARS MODEL poo\r o WHEEL WHEEL .o oo TSP 3"SP.
NO.  NO. DIA.  WIDTH CFM BHP CFM BHP 1000 396 0035 - -
4111 22402 CW 575 516 1P
1725 725 0217 682 0205
40615 20353 CW 575 400 1R ]Sgg ig? g?gg 1 o
' ' 1000 396 0042 - -
- ) 41112 2-0464  CW 575 588 12
47 -5.25" DIA. MAX. RPM 3600 RPM  5.25” DIA. MAX. RPM 2800 RPM 1125 765 0254 681 0217
1000 439 0047 - -
41113 2-2406  CW 575 688 12
1725 854 0278 755 0.241
MARS MODEL WHEEL WHEEL A" S.P. 3"SP.
NO. No. ROTATION “riE- e HUB RPM 4114 20600  CW 1000 439 0047 - -
. . . CFM BHP CFM BHP 5.75 7.625 112
40618 17890 CCW 631 200 12 3450 831 1204 818 1274 Nl 20678 CoW 1725 854 0278 755 0241
41116 2-2408  CW 1000 500 0065 - -
wete 13414 CW 631 250 2 Lo X8 008 9 0022 575 800 12
: : 41117 2:0304  CCW 1725 976 0390 863 0.35
1000 902 0266 825 0.229
40638 11992 COW 850 400 12 o0 ;oo 1003 1387 0977 4118 106729  CW 575 850 /2 1000 710 0078 - -
103307
40641 15266 CW 9425 425 12 1000 1005 0122 896 0.108 a2t oW 575 7875 12 1000 455 0047 105 0.01
40642 1-8189 cw 9875 200 58 1000 632 0209 588 0.191 41123 2-2405 cw 6.22 700 12 1000 626 0.040 406 0.120
ae 20 cow 622 e 2 s 214 0083 212 0047
41125 22407  CW 622 800 12 1000 705 0042 500 1250
41126 10439  CW 1000 625 0077 415 0.046
625 700 1P
41127 10438  CCW 1000 625 0077 415 0.046
41130 106730 CW 63125 7625 12 1000 733 0112 537 0.074
41132 802653  CW 750 900 12 1000 830 0125 603 0.087

Toll Free (800) 445-4155
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Direct Drive Furnace Blower Wheels

44 separate quality checks ensure the production process for
airMARS belt drive blower wheels. Rigorous quality standards, high
quality raw material and experienced manufacturing all work together
to make airMARS blower wheels your best choice.

airMARS Direct Drive Blower Wheels are designed to work as “drop
in” replacements for all major HYAC OEM equipment

=

DESCRIPTION . CENTERDISC . BORE LAU# §
41303 96 DD Blower Wheel CW  Convex 9.50 6.06 050 01333501 1000 1395 40 1240 36 s
41302 9-6 DD Blower Wheel CCW  Convex 9.50 6.06 050 1250 1744 7 1650 74 4
41301 96 DD Blower Wheel CW  Concave 9.50 6.06 050 1000 1395 40 1240 36 ®
41300 9-6 DD Blower Wheel CCW  Concave 9.50 6.06 050 1250 1744 7 1650 74 8
#1307 9-7 DD Blower Wheel CW  Convex 9.50 712 050 013336-02 1000 1600 50 1400 42 2
41306 9-7 DD Blower Wheel CCW  Convex 9.50 712 050 013336-03 1250 1950 101 1850 89 -
41305 9-7 DD Blower Wheel CW  Concave 9.50 712 050 1000 1600 50 1400 42 o
#1311 9-8 DD Blower Wheel CW  Convex 9.50 8.6 050 01333701 1000 1720 50 1460 42 E
41310 9-8 DD Blower Wheel CCW  Convex 9.50 806 050 01333703 1200 2000 86 1850 79 2
41309 9-8 DD Blower Wheel CW  Concave 9.50 8.6 050 1000 1720 50 1460 42 ;
41365 9-9 DD Blower Wheel CW  Convex 9.50 9.50 050 01333201
#1312 9-9 DD Blower Wheel CW  Concave 9.50 950 050 1000 1750 51 1550 43
41361 9-9 DD Blower Wheel CCW  Concave 9.50 9.50 050 013332-03 1200 2150 93 2000 83
41314 104 DD Blower Wheel CW  Convex 1062 450 050 013327-01 1000 130 36 1050 33
41316 10-6 DD Blower Wheel CW  Concave 1062 606 050 JE O g e o
41318 10-6 DD Blower Wheel CW  Convex 1062 606 050 01332601 1200 2010 62 1910 59
#1321 10-6 DD Blower Wheel CW  Convex 1062 606 062 013326-14 1000 1680 36 1550 31
“317 10-6 DD Blower Wheel CCW  Convex 1062 606 050 013326-02 1200 2010 62 1910 59
41320 10-6 DD Blower Wheel Ccw Concave 10.62 6.06 0.62 1000 1680 .36 1550 31
#1319 106 DD Blower Wheel CCW  Concave 1062 606 062
41323 10-7 DD Blower Wheel CW  Convex 1062 742 050 01332501 1000 2150 85 1990 7
41362 10-7 DD Blower Wheel CCW  Convex 062 742 050 027102-04 1200 2600 157 2490 136
41322 10-7 DD Blower Wheel CwW Concave 10.62 712 0.50
#1327 10-8 DD Blower Wheel CW  Convex 1062 806 050 013324-01 1000 2300 83 2100 7
41326 10-8 DD Blower Wheel CCW  Convex 1062 806 050 013324-02 1200 2800 149 2620 134
41325 10-8 DD Blower Wheel CW  Concave 1062 806 050 1000 2300 83 2100 7
41324 10-8 DD Blower Wheel CCW  Concave 1062 806 050 1200 2800 149 2620 134
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Direct Drive Furnace Blower Wheels

44 separate quality checks ensure the production process for
airMARS belt drive blower wheels. Rigorous quality standards, high
quality raw material and experienced manufacturing all work together
to make airMARS blower wheels your best choice.

airMARS Direct Drive Blower Wheels are designed to work as “drop
in” replacements for all major HVAC OEM equipment.

g DESCRIPTION . CENTER DISC DIA.
2 41331 10-9 DD Blower Wheel cw Convex 10.62 9.50 0.50 013323-01 1000 2520 .90 2350 81
E 41330 10-9 DD Blower Wheel Cccw Convex 10.62 9.50 0.50 1150 2900 1.44 2780 1.29
o 41329 10-9 DD Blower Wheel cw Concave 10.62 9.50 0.50 013317-01 1000 2520 .90 2350 81
U 41328 10-9 DD Blower Wheel CCwW Concave 10.62 9.50 0.50 013317-04 1150 2900 144 2780 1.29
0 41335 10-10 DD Blower Wheel cw Convex 10.62 10.68 0.50 013322-03 1000 2700 1.07 2520 .95
E 41334 10-10 DD Blower Wheel CcCw Convex 10.62 10.68 0.50 1150 3100 1.64 2990 1.51
> 41337 10-10 DD Blower Wheel cw Convex 10.62 10.68 0.62 1000 2700 1.07 2520 .95
g 41333 10-10 DD Blower Wheel cw Concave 10.62 10.68 0.50 013316-02 1150 3100 1.64 2990 1.51
m 41336 10-10 DD Blower Wheel CcW Concave 10.62 10.68 0.62 1000 2700 1.07 2520 .95
e 41332 10-10 DD Blower Wheel Cccw Concave 10.62 10.68 0.50 013316-06 1150 3100 1.64 2990 1.51
< 1000 2350 1.01 2250 .93
41341 11-7 DD Blower Wheel cw Convex 11.93 712 0.50 026940-05 150 2790 151 2610 140
41344 11-8 DD Blower Wheel Cccw Convex 11.93 8.06 0.50 026940-08 1000 2680 1.19 2500 1.05
41343 11-8 DD Blower Wheel CW Concave 11.93 8.06 0.50 026941-07 1150 3100 1.78 3000 1.64
1000 2680 1.19 2500 1.05
41342 11-8 DD Blower Wheel CCcwW Concave 11.93 8.06 0.50 150 3100 178 3000 164
41349 11-9 DD Blower Wheel CW Convex 11.93 9.50 0.50 026940-09 1000 2880 1.25 2660 1.08
41348 11-9 DD Blower Wheel Cccw Convex 11.93 9.50 0.50 026940-10 1150 3300 1.92 3280 1.78
41347 11-9 DD lower Wheel CW Concave 11.93 9.50 0.50 1000 2880 1.25 2660 1.08
41346 11-9 DD Blower Wheel CCcw Concave 11.93 9.50 0.50 1150 3300 1.92 3280 1.78
41352 11-10 DD Blower Wheel Cw Convex 11.93 10.68 0.50
1000 3100 1.31 2910 1.21
41351 11-10 DD Blower Wheel CW Concave 11.93 10.68 0.50 026941-11 150 3600 205 3450 192
41350 11-10 DD Blower Wheel CcCcw Concave 11.93 10.68 0.50 026941-12
41370 11-11 DD Blower Wheel CCcw Concave 11.93 11.93 0.50 1000 3300 1.45 3090 1.29
1000 3800 1.96 3620 1.79
41364 12-9 DD Blower Wheel Ccw Convex 12.87 9.50 0.50 013693-25 1150 4400 204 4300 278
1000 4700 2.56 4500 2.38
41355 12-12 DD Blower Wheel (o Concave 12.87 12.62 0.50 015565-07 150 5500 383 5250 370
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Belt Drive Blower Wheel
with Housing Assembly

MARS #41405 is a blet drive
blower assembly with a 10 x 10
belt drive blower wheel included.
The 41405 features universal
mounting.

HOUSING DIMENSIONS BLOWER WHEEL

E A B DIA. WIDTH  BORE

41405 13-1/6" 11-3/8" 17-1/4" 16-1/2" BD 10-1/2" 10-5/8" 3/4

Belt Drive Blower Wheels

airMARS belt drive blower
wheels with forward curved
blades are constructed out of
galvanized steel with offset tab-
locked blades for superior
strength. The unique design
allows higher operating speeds
and lower noise levels on blower
wheels from 9” to 40”. All wheels
are balanced both statically and
dynamically to a factor of Q=6.3.

44 separate quality checks
ensure the production process
for airMARS belt drive blower
wheels. Rigorous quality
standards, high quality raw
material and experienced
manufacturing all work together
to make airMARS blower wheels
your best choice.

MARS WHEEL ~ WHEEL NOMINAL MAX.

No. DESCRPTION = “n,™ wipth  BORE piaxw. AU# pey
15-15 BD

as3 BB 4542 1500 100 1545 00827616 1600

airMARS Belt Drive Blower Accessories

Bearings

All airMars bearings and bearing assemblies are designed and
manufactured to precise tolerance. Dedication to quality assures good
fit and long life.

©
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Photo H
40867
Photo C
40876
Photo K
40884
Photo J
40873
Photo B
40865
Photo E
40882
Photo A
40863
L TYPE BORE oo, PHOTO 270
40863 Cartridge 3/4 1-13/16" A 2
40865 Cartridge w/journal 3/4” 1-13/16” B 2
40867 Oil 5/8” 1-13/16” H 2
40868 Oil 3/4 1-13/16” H 2
40871 Sealed 3/4 1-13/16" | 2
40872 Sealed H.D. 1 2112 | 2
40873 Randall Type 3/4 1-27/32" J 2
40874 Randall Oil 1 1-27132" J 2
40876 Pillow Block 5/8” - C 2
40877 Pillow Block 3/4 - C 2
40878 Pillow Block 1 - C 2
40879 Pillow Block H.D. 1 - [ 2
40880 Pillow Block-Ball Brg. 34 - E 2
40881 Pillow Block-Ball Brg. 1 - E 2
40882 Pillow Block-Ball Brg. 1-3/16” - E 2
40884 Flange Bearing 34 1-13/16” K 2

Fax (631) 348-7160 < www.marsdelivers.com
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airMARS Belt Drive Blower Accessories airMARS Belt Drive Blower Accessories

Shafts, Miscellaneous Ac-
Variable Pitch Pulleys cessories, etc.

MARS All airMars bearings and bearing
NO. DIA BORE  MATERIAL assemblies are designed and
manufactured to precise
tolerance. Dedication to quality
408300 2.5”  5/8"  Castlron assures good fit and long life.

40831 3.25” 1/2"  Castlron
40832  3.25” 5/8"  Castlron
40833 3.25” 3/4”  Castlron Thrust

40834 375" 12 Castlron Collar Kits
40835  3.75” 5/8"  Castlron
40836 3.75” 3/4”  Castlron
40837 3.75” 7/8"  Castlron
40847 3.75” 1-1/8"  Cast Iron
40838 4.15” 1/2"  CastIron
40839  4.15” 5/8” Cast Iron
40840 4.15” 3/4”  Castlron
40841 4.15” 7/8"  Castlron
40842 4.15”  1-1/8" Castlron

Solid Shafts

40829 2.5” 112" Castlron

Miscellaneous Accessories
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MARS PER WT,
408440 475" 7/ Castlon NO. U LOU PACK EACH
40845 5.35” 58"  Castlron 40897 5/8” Thrust Collar Kit A 1 20
(1) with keyway 40898 304" Thrust Collar Kit A 2 30
40899 1" Thrust Collar Kit A 1 .50
40903 3/4” Thrust Spacer Kit - 8 10
M,fgs DIA  BORE MATERIAL M’:\gs DIA  BORE MATERIAL fust Spacer &
40804 6” 58 Castlron 40846  2.0” 112" Castlron
40805 6” 34 Cast Iron 40848 2.5” 112 Cast Iron .
Solid Shafts
40806 6" £ Castlron
MARS BLADE LENGTH FLATTED WT.
40808 7 34 Castlron NO. DIA OR KEYWAY EACH
40809 7 1 Castlron 40906 518" 207 Flatted 210
40811 8” 34 Castlron 40907 34" 207 Flatted 3.00
0812 & 1" Castlron 40908 1 25 Flatted 6.40
83 9" 34" Castlron 40910 r 35 Flatted 9.00
. ° 1" Castion 40911 1-3116" 48" Flatted 17.60
40815 10” 3/4” Cast Iron
40912 1-316" 68’ Flatted 2430
40816 10” 1" Cast Iron
40913 1716’ 52 Flatted 27.30
40820 127 £ Castlron
40909 34 35 Flatted 530
40914 34 200 Keyway 3.00
40915 1 25 Keyway 6.40

Note: excess can be cut off

®
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airMARS Belt Drive Blower Accessories

Bearings and Brackets

All airMars bearings and bearing Photo B
assemblies are designed and 40890
manufactured to precise

tolerance. Dedication to quality

assures good fit and long life.

>
Photo D ”
40886 g
S
Photo F
40916 8
Bearings m
MARS TYPE BORE oD. PHoTo  BAG 4
NO. Qry. 4
40885 Sealed Ball Bearing 34" 1-13/16" D 2 m
40887 Sealed Ball Bearing 1 2-27132" D 2
40888 Sealed Ball Bearing 1-3/16” 2-27/32" D 2
40886 Sealed Ball Bearing 314" 2-27/32" D 2
40889 Sealed Brundage Repl. 3/4” 2-1116" B 2
40891 Oil Brundage Repl. 34 2-116” B 2
3-Wing Bearing Brackets
MARS BAG
NO. TYPE BORE 0.D. PHOTO QTy.
40916 Universal 3-Wing Bracket 314 F 1
40917 Universal 3-Wing Bracket 1 F 1
40918  3-Wing Bracket w/Hardware ~ 3/4”  w/ 3/4” x 20" shaft - 1 Kit
40919  3-Wing Bracket w/Hardware 1 w/ 1" x 20 shaft - 1 Kit
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Gates U-Belts

Hi-Power® Il Belts

Gates Hi-Power Il belts are engineered for classical applications. They have patented concave
sidewalls to distribute wear evenly while providing proper belt support for improved service life. Flex-
bonded cords and flex-weave covers make them the No. 1 choice for heavy-duty conventional V-belt
drives. Hi-Power Il belts also resist the effects of oil, heat, ozone, weather and aging while meeting
RMA standards for static conductivity.

Features & Benefits:
» See page AM-40
* MARS Pack 1

— m'—-{T
&16*

—t

p— 21132 —+|
¥

1¥32"

—+

Truflex® V-Belts

GatesTruflex® belts offer improved performance on light duty, fractional horsepower (FHP) V-belt
drives. Their unique patented construction provides smooth, quiet operation with less vibration.

Features & Benefits:

» Gates Curves provide proper cord support and full contact with the sheave-groove for uniform
loading, uniform wear, and increased belt life.

the absorption of bending stress without cord reduction.

Flex-Weave® Cover is a patented fabric construction for longer cover life, providing extended
protection to the belt core from oil, dirt and heat.

Meets RMA static conductivity requirements.
Meets RMA oil and heat resistant standards.

MARS Pack 1
|4—3/8”—>|
T

732"

3L

Tri-Power® Belts-AX, BX

Constructed with Gates proprietary Vextra® construction, this belt has a superior combination of flex
and load carrying capacity, as well as less stretch resulting in less maintenance. Suitable for all
industrial applications, particularly where small or subminimal sheave diameters are required.

Super HC® Molded Notch Belts-5VX

Constructed with Gates proprietary construction, this belt has a superior combination of flex and load
carrying capacity, as well as transmitting more horsepower than the classical cross sections in the
same amount of drive space. Suitable for all industrial applications, particularly where space, weight
and horsepower capacity are critical.

Features & Benefits:

» Notches molded in to the belt during manufacturing, make this belt well suited for drives with smaller
diameter sheaves.

« Belt edge is machined for even sheave groove contact resulting in less slip
and wear.

 Flex bonded cords are strongly bonded to the body of the belt resulting in equal load distribution and
the absorption of bending stress without cord deterioration.

* Meets RMA oil and heat resistant standards
» Meets RMA static conductivity requirements.

* MARS Pack 1 [ —2vE2—s

f— 172" — ¥
-+

518"

—f

1332

'y
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Flex-Bonded Cords are strongly bonded to the body of the belt resulting in equal load distribution and

L
A
Flex-Weave  pjex.Bonded
Cover \ Cords
/.

/

\

/
Gates
Curves
5
@\%
& v
”’/ ,/'

/

Hi-Power® Il Belts

Flex-Weave Flex-Bonded
Cover Cords
| /
Y
Gates
Curves
Truflex®
V-Belts
Flex-Bonded
Cords

/

f

/

Molded
Notches

Belt Edge

Tri-Power® Belts-AX, BX

www.marsdelivers.com

®

Glf57

NN marsdelivers.com



e Y Y BN Y B B

A Belts A Belts cont. B Belts cont. B Belts cont. 4L Belts cont. 4L Belts cont. 5L Belts cont.
74364 A2 1 74384 A8 75 74441 B49 60 74530 B109 25 74155 4170 25 74214 4750 75 74276 5.540 25
74325 A2 1 74385 A7T9 50 74442 B50 40 74496 B110 25 74156 41180 100 74215 41760 75 74277 51550 50
74326 A22 1 74386 A80 75 74443 B51 40 74497 B112 15 74157 4L190 100 74216 4L770 75 74278 51560 25
74327 A23 1 74387 A81 25 74444 B52 40 74521 B114 30 74158 41200 100 74217 4L780 75 74279 51570 15
74328 A24 185 74388 A82 50 74445 B53 40 74498 B115 30 74159 41210 150 74218 AL790 75 74280 50580 25
74329 A25 185 74389 A83 60 74446 B54 40 74499 B116 30 74160 4L220 100 74219 41800 75 74281 50590 15
74330 A2 150 74390 A84 25 74447 B55 30 74500 B118 30 74162 41230 100 74220 41810 75 74282 5600 35
74331 A27 150 74391 A85 50 74448 B56 20 74501 B120 30 74163 41240 100 74221 41820 75 74283 5L610 35
74332 A28 150 74392 A86 10 74449 B57 40 74529 B122 5 74164 41250 100 74222 41830 5 74284 50620 20
74333  A29 150 74393 A87 10 74450 B58 35 74502 B124 30 74165 41260 100 74223 41840 60 74285 51630 60
74334 A30 150 74394 A88 30 74451 B59 35 74503 B126 35 74166 41270 100 74224 41850 2 74286 5640 60 >
74335 A1 150 74395 89 60 74452 B60 35 74504 B128 30 74167 41280 100 74225 41860 2 74287 5L650 60 -
74336 A32 150 74396 A9 60 74453 B61 35 74509 B130 1 74168 41290 50 74226 41870 75 74288 5L660 25 p o)
74337 A33 150 74397 A91 60 74454 B62 35 74505 B131 20 74169 4L300 50 74227 41880 55 74289 5L670 15
74338 A34 150 74398 A92 60 74455 B63 35 74525 B133 20 74170 4L310 70 74228 41890 55 74290 51680 27 g
74339  A35 130 74399 A3 60 74456 B64 35 74506 B136 20 74171 41320 50 74229 41900 55 74291 51690 60 o
74340 A36 130 74400 A9 60 74457 B65 35 74507 B140 20 74172 41330 50 74230 41910 55 74292 50700 10 <
74341 A37 110 74401 A9 60 74458 B66 35 74522 B142 20 74173 4L340 50 74231 4920 55 74293 5L710 50 E
74342 A38 110 74402 A% 50 74459 B67 25 74508 B144 20 74174 41350 50 74232 4930 55 74294 5720 25
74343 A39 110 74531 A97 5 74460 B68 25 74510 B150 15 74175 4L360 75 74233 41940 1 74295 50730 25 Q
74344  A40 110 74532 A8 4 74461 B69 25 74511 B154 2 74176 4L370 50 74234 41950 1 74296 50740 50 O
74345 A41 90 74403 A100 35 74462 B70 20 74512 B158 10 74177 41380 50 74235 41960 55 74297 5L750 50 o
74346 A42 90 74404 A103 50 74463 B71 25 74513 B162 20 74178 41390 100 74236 41970 55 74298 5L760 50 g
74347 A3 90 74405 A105 25 74464 B72 25 74533 B191 1 74179 4L400 50 74237 41980 1 74299 5L770 50
74348 Ad4 90 74406 A110 5 74465 B73 35 74180 4L410 50 74238 41990 55 74300 5L780 15 1
74349 A45 90 74407 A112 45 74466 B74 35 3L Belts 74181 41420 50 74239 411000 55 74301 5L790 50 o
74350 A46 90 74408 A120 35 74467 B75 35 74103 3L170 100 74182 41430 110 74302 5L800 15 z
74351 A7 90 74409 A128 35 74468 B76 35 74104 3L180 100 74183 41440 50 5L Belts 74303 51810 55 |'|'|
74352 A48 90 74410 A33 2 74469 B77 35 74105 30190 100 74184 41450 110 74246 5.240 150 74304 5820 55 2
74353 A9 90 74411 A136 2 74470 B78 35 74106 31200 100 74185 41460 50 74247 5L250 150 74305 5L830 55 |
74354 A50 90 74412 A144 15 74471 B79 35 74107 3L210 100 74186 4L470 110 74248 51260 150 74306 51840 45 m
74355 A51 90 74416 A158 2 74472 B80 35 74108 3L220 100 74187 41480 50 74249 5L270 50 74307 51850 40
74356 A52 50 74417 A173 2 74473 B81 35 74109 3L230 100 74188 41490 50 74250 5280 35 74308 50860 40
74357 A53 50 74415 A180 2 74474 B82 30 74110 3L240 100 74189 4L500 110 74251 5290 130 74309 50870 40
74358 A54 50 74475 B83 30 74111 31250 100 74190 4L510 75 74252 51300 130 74310 5L880 40
74359  A55 50 B Belts 74476 B84 30 74112 31260 100 74191 41520 75 74253 5.310 50 74311 5L890 40
74360 A56 50 74517 B28 10 74477 B85 35 74113 3L270 100 74192 41530 74 74254 5320 10 74312 5900 40
74361 A57 50 74526 B280 2 74478 B86 30 74114 31280 10 74193 41540 60 74255 5L330 10 74313 50910 40
74362 A58 50 74518 B29 95 74479 B87 25 74115 3L290 100 74194 41550 60 74256 5340 90 74314 50920 40
74363 A59 50 74422 B30 20 74480 B88 20 74116 3L300 10 74195 41560 60 74257 5L350 10 74315 50930 45
74366 A0 50 74423 B31 95 74481 B89 30 74117 3L310 1 74196 4L570 60 74258 5L360 90 74316 5L940 45
74367 A61 50 74424 B32 10 74482 B9 30 74118 31320 100 74197 41580 60 74259 5370 10 74317 5L950 45
74368 A62 50 74425 B33 10 74528 B91 25 74119 3L330 150 74198 41590 60 74260 5L380 20 74318 51960 45
74369 A63 50 74426 B34 25 74483 B92 30 74120 3L340 100 74199 41600 80 74261 5L390 90 74319 51970 45
74370 A4 50 74427 B35 100 74484 B93 30 74121 3L350 100 74200 4L610 40 74262 5400 90 74320 50980 45
743711 A5 75 74428 B36 25 74485 B9 30 74122 3L360 100 74201 41620 80 74263 5L410 75 74321 51990 45
74372 AG6 75 74429 B37 20 74486 B95 30 74123 3L370 1 74202 4L630 50 74264 5L420 75 74322 501000 45
743713 A67 75 74430 B33 90 74487 BY% 30 74124 31380 1 74203 41640 75 74265 5.430 75
74374 A8 50 74431 B39 20 74488 B97 30 74125 3L390 1 74204 41650 50 74266 5L440 75 AX Belts
74375 A9 7 74432 B40 75 74489 B9 5 74126 3L400 1 74205 41660 75 74267 5L450 75 94720 AX20 10
74376  A70 42 74433 B41 75 74490 B99 15 74128 3L420 1 74206 4L670 70 74268 5L460 75 74556 AX21 15
74377 A7T1 75 74434 B42 75 74491 B100 30 74129 3L430 150 74207 41680 74 74269 5L470 75 74557 AX22 5
74378 A2 75 74435 B43 75 74519 B101 30 74130 31440 50 74208 41690 75 74270 51480 75 74558 AX23 5
74379 A73 75 74436 B44 75 74520 B102 30 74132 3L460 1 74209 4L700 75 74271 5L490 75 74553 AX24 5
74380 A74 42 74437 B45 75 74492 B103 30 74210 4L710 75 74272 5L500 75 74560 AX25 20
74381 A75 75 74438 B46 65 74493 B105 30 4L Belts 74211 4720 75 74273 5L510 55 74566 AX26 25
74382 A76 75 74439 B47 60 74494 B106 30 74153 4L150 5 74212 4L730 75 74274 5520 60 74561 AX27 20
74383 A77 75 74440 B48 60 74495 B108 30 74154 41160 124 74213 4L740 75 74275 50530 60 74555 AX28 20
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Gates U-Belts & Accessories

Gates V-Belts cont. Belt Sizer
MARS CASE | MARS CASE § MARS CASE | MARS CASE Measures FHP belts up to 107”
DESC. DESC. DESC. DESC.
NO. Qry. § NO. QTY. § NO. QrY. § NO. Qry. to determine equivalent Truflex®

belt numbers.

MARS NO. GATES NO.

74100 7401-0012

AX Belts cont. BX Belts BX Belts cont. | 5VX Belts cont.
74563 AX29 20 | 74650 BX28 1 74645 BX85 2 | 74689 5VX750 12
74564 AX30 10 | 74662 BX30 1 74721 BX86 74708 5VX780
74565 AX31 10 | 74605 BX32 1 74678 BX88 74704 5VX800
74554 AX32 50 | 74684 BX33 1 74679 BX89 74676 5VX850
74567 AX33 14 | 74666 BX34 10 | 74659  BX90 74677 5VX880
74568 AX34 15 | 74609 BX35 1 74665  BX91 74690  5VX900 13
74569 AX35 15 | 74610 BX36 5 | 74672 BX92 74691 5VX930 5
74570 AX36 15 | 74611 BX37 1 74661 BX93 74706 5VX950 1
74571 AX37 15 | 74612 BX38 4 | 74680 BX% 74692 5VX960 10
74572 AX38 10 | 74613 BX39 40 | 74660  BX95 74693 5VX1000 10
74562 AX39 10 | 74614 BX40 15 | 74606  BX9 74694 5VX1030 10
74573 AX40 10 | 74615 BX41 1 74681  BX97 30 | 74718 5VX1050 1
74574 AX41 10 | 74616 BX42 4 | 74683 BX99 5 | 74695 5VX1060 1
74575 AX42 15 | 74617 BX43 5 | 74647 BX100 1 | 74696 5VX1080 10
74576 AX43 30 | 74618 BX44 10 | 74649 BX103 1 | 74697 5VX1120 10

1

1

1

Tension Tester

74604 AX44 10 | 74710 BX45 10 | 74653 BX105 74698 5VX1150 10 Pencil type tension tester is for
74608 AX45 10 | 74619 BX46 15 | 74654 BX106 74699 5VX1180 1 use with all small

74577 AX46 55 | 74719 BX47 1 | 74685 BX108 74673 5VX1230 1 v-belts and synchronous belts.
74579 AX4T 10 | 74620 BX48 10 | 74670 BX12 30 | 74700 5VX1320 10 l'\t’)':"im”m deflection force 30

74578 AX48 5 74663 BX49 1 74671 BX113
74580 AX49 20 74621 BX50 20 74686  BX116

1
1

74598 AX50 10 | 74607 BX51 50 | 74668 BX120 1 AP Belts
1
1

74701 5VX1400 20

74581 AX51 10 74622 BX52 10 74669 BX124 74725  5V630 74101 7401-0076
74599 AX52 5 74623 BX53 5 74687  BX128 74726 5V710
74551 AX53 5 74624 BX54 20 74705 BX133 10 | 74728 5V750
74582 AX54 15 74625 BX55 1 74748  BX162 1 74729 5V800
74583 AX55 5 74626 BX56 5 74759 BX173 1 74746 AP46

n
b=
<
L
<
o
-
=
o
o
(O)
Z
>
(@)
=
=
g

74658 BX82 5 74703 5VXT10
74644 BX83 5 74675  5VXT730
74652 BX84 5

74600 AX56 10 | 74664 BX57 1 74751 AP51
74601 AX57 10 | 74629 BX58 10 3VX Belts 74755  AP55
74584 AX58 5 74630 BX59 25 | 74515 3VX315 1 | 74756  APS6
74552 AX59 10 | 74631 BX60 25 | 74516 3VX355 1 | 74758  AP58
74585 AX60 4 74627 BX61 15 | 74418 3VX475 1 | 74760  AP59 ;
74586 AX61 5 | 74632 BX62 20 | 74667 3VX630 1 Gates Merchandiser
74587 AX62 5 74628 BX63 20 | 74547 3VX670 1 Misc. Belts
74588 AX63 15 | 74633 BX64 10 | 74523 3VX710 1 | 74991  C85 1 Includes 12 three foot long strips
74589 AX64 10 | 74634 BX65 15 | 74548 3VX750 5 | 74990 C100 5 with 8 hooks each.
74602 AX65 5 74635 BX66 10 74998 C136 1
74603 AX66 5 | 74636 BX67 10 5VX Belts | 7476 Cx% 1
74559 AX67 5 74637 BX68 5 | 74550 3VX800 1
74500 AX68 5 74707 BX69 10 | 74524 3VX850 1 i 7645-0003
74502 AX69 5 74638 BX70 10 | 74527 3VX900 1
74749 AX70 5 74639 BX71 10 | 74712 5VX450 1
74757 AXT1 5 74641 BX72 15 | 74711 5VX500 1
74514 AX72 5 74640 BX73 5 | 74688 5VX530 10
74591 AX75 5 74657 BX74 1 74674 5VX550 1
74593 AX80 5 74646 BX75 10 | 74713 5VX560 1
74750 AX82 1 74648 BX76 5 | 74714 VX570 1
74594 AX85 1 74651 BX77 5 | 74682 5VX590 1
74595 AX87 1 74655 BX78 5 | 74715 5VX600 1
74506 AX90 5 74656 BX79 5 | 74722 5VX630 1
74549 AX92 1 74642 BX80 5 | 74702 5VX670 1
74507 AX96 5 74643 BX81 10 | 74716 5VX680 1
1
1

®
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An effective preventive maintenance program saves

time and money. Inspecting and replacing belts and

faulty drive components before they fail will reduce
costly downtime.

* Belt product knowledge
+ Belt storage and handling
* Trouble shooting

Sources of Drive Problems

= Rolling or prying on belts - su:emi:iema' n(:i;r:ﬁers |I'I'IDI'0|IDI' Belt
« Misalignment + Under-desig rive

* Incorrect tension + Over-designad drive Stol'age or Handllng
~ Improper handling of belts + Excessive nm speed « Temperature

+ Mis-matched belts andior pulay used + Incomect bek type + High Humidity

* Storing for too long
+ Tao near ozane generating squipment
« Exposed to sunlight

Defective Drive
Components

« Check for worn pulleys or sheaves

= Check for cracked or waakenad bracketry
* Check for weak mounting brackets

= Chveck for wom belts

+ Check for ronfunctioning idiers

= Check for damaged guards

+ Idler not taking fension up camecly
+ Guard interference

2
~
S
(@)
=
4
®
0
(@)
S
1
(@)
<
m
<
-
»

+ Dust / + N retensianing
oty Improper Drive S Necasminggurds

- Qiligrease Maintenance « Not checking for weak bracketry
« Heat/cold & drive components

+ Rust - Not chacking alignment

Ask your MARS Sales Representative about how MARS & Gates can help you provide your customers with superior
product and superior product application knowledge.
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MARS FHP V-Belts

The airMARS FHP V-belt has
been designed specifically for
solving the problems of minimum
space, small pulley diameters,
large ratios and fractional
horsepower requirements.
Excellent for air conditioning,
refrigeration and appliance
equipment.

This series of airMARS belts uses
only top quality material in order
to have superior performance. All
belts are manufactured under
strict quality control standards.

) 21/32"
- 1/2

@7/32" /1 6"

3/8"

MARS Dual Rated V-Belts

MARS is pleased to offer our dual
rated v-belts. These belts are a
combination of the classical
multiple belt and the FHP belt,
allowing the wholesaler and
contractor to consolidate
inventory. There is no need to
stock both the FHP and multiple
belts when you use the MARS
dual brand v-belts. These
unimatch belts are the same size
and type and will measure within
the RMA matching limits.

—| 12" |—

A
—1

—| 2182 |~—

T
— 1

Cogged Raw Edge V-Belts

airMARS cogged raw edge
V-belts are designed to keep
drive costs and maintenance
costs at a minimum. These belts
are more compact and offer
greater flexibility. Oil and heat
resistant.

21/32”
1/2”

Toll Free (800) 445-4155

MARS Wedge V-Belts

airMARS Wedge V-belts allow
for compact drives and higher
(lower cost) RPM motors. These
belts are oil and heat resistant
and static conducting.

3/8"

@5/16" &

‘ '-i,’

MARS Accu-Link Adjustable V-belts

airMARS Wedge V-belts allow
for compact drives and higher
(lower cost) RPM motors. These
belts are oil and heat resistant
and static conducting.

» Solves HVAC v-belt drive
problems, quickly and
accurately

« Ideal temporary or permanent
replacement for conventional
rubber belts

» Easy snap & twist assembly

= No special tools needed

« |Ideal for emergency repairs &
replacements

» Keep Accu-Link in every
contractor truck and you will
never be without a belt in any
circumstance.

» 5 ft. sleeve
MARS MARS
NO. DESCRIPTION PACK QTy.
94670 3L Accu-Link 1 25
94671 A/AL Accu-Link 1 25
94672* B/5L Accu-Link 1 25

®
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MARS MARS CASE [ MARS MARS CASE MARS MARS CASE MARS MARS CASE MARS MARS CASE
no. PESC- pack arv. [l no. PESC pack ar. no. PESC pack ar. No. DESC: pack arv. No. DESC- pack arv.
MARS FHP-2L & 3L MARS FHP-5L V-Belts A/4L Dual Rated V-Belts 94399 A-93/4L950 1 10 94473 B-81/5L840 1 10
V-Belts-3/8” Top Width -21/32” Top Width cont. cont. 94400  A-04/4L960 1 10 94474  B-82/5.850 1 10
w0 o0 1 10 0w sm0 1 10 w2 A2 1 10 94401 A954L970 1 10 94475 B835LB0 1 10
94402 A964LI80 1 10 94476 B-845LETO 1 10
9101 3150 1 10 94253 51310 1 10 94328 A44260 1 10
94403  AM00 1 10 94477 B855880 1 10
94102 3160 1 10 94254 51320 1 10 94320 A254L270 1 10
94404  A103 1 10 94478 BBG5GLBI0 1 10
94103 3170 1 10 94255 51330 1 10 94330 A264280 1 10
W7 A4 1 10 94479 BB7BLO0 1 10
o404 3180 1 10 94256 51340 1 10 94331 A274290 1 10
94405  A105 1 10 94480 B8B5LO10 1 10
94105 3190 1 10 94257 51350 1 10 94332 A284300 1 10
9406 A0 1 10 94481 B89Y5LO20 1 10
94106 3200 1 10 94258 51360 1 10 94333 A204L310 1 10
9407 AM2 1 10 94482 B90O5LI30 1 10
9107 3210 1 10 94259 51370 1 10 94334 A304320 1 10
94408 A1 1 10 94528 BO15LO40 1 10
94108 3220 1 10 94260 51380 1 10 94335 A314L330 1 10
94409  AM28 1 10 94483 B925L950 1 10
94109 3L230 110 94261 530110 %4336 AS2AL0 1 1O a4 A1 1 10 94484 B935L0 1 10
910 3240 1 10 94262 5400 1 10 94337 A334L350 1 10
Wi 3250 1 10 w263 5410 1 10 4338 AB4MLI0 1 10 BI5L Dual Rated V-Belt 94485 B-94BLOT0 110
Wiz %0 1 10 w64 540 1 10 04339 ABSALITO 1 10 ualRated V-Dells ponediopel N >
913 3270 1 10 94265 5430 1 10 94340 A364L380 1 10 94526 B2 1 10 —
94527 B215L240 1 10 94488 B-O7/5L1000 1 10 p o)
94 3280 1 10 94266 5440 1 10 94341 AB7TMLI0 1 10 g B 110
915 3290 1 10 94267 5450 1 10 94342 A-384L400 1 10 94418 B-225L250 1 10
o419 B23BL2B0 1 10 a0 B 1 10 fE
916 3300 1 10 94268 5460 1 10 94343 A394L410 1 10 st B0 1 10
M7 3310 1 10 94260 5470 1 10 94344  A40ML420 1 10 94420 B-24/5L270 1 10 (@]
94421 B255L280 1 10 94492 B103 1 10
M8 3320 1 10 94270 51480 1 10 94345 A414L430 1 10 wg Bie 1 0 [
WM 330 1 10 a2 540 1 10 94346 A424L440 1 10 a2z B30ELI0 1 10 oy —
94120 3340 1 10 94272 51500 1 10 94347 A434L450 1 10 94423 B-31/5L340 1 10 s s 1 10 >
94121 3350 1 10 94273 5510 1 10 94348  A44/L460 1 10 94424 B-325L350 1 10 wier B2 1 10
o122 3360 1 10 9274 550 1 10 94349 A45ALATO 1 10 94425 B335LIO 1 10 w8 BAS 1 10 ()
94123 3370 1 10 94275 5530 1 10 94350 A46/4L480 1 10 94426 B-345L370 1 10 -
94427 B-355L380 1 10 0 B16 1 10 Ne)
o124 3380 1 10 94276 51540 1 10 94351 A4TALAD 1 10 s B8 1 10
94125 3300 1 10 94217 5550 1 10 94352 A4BAL500 1 10 94428 B-365L3%0 1 10 w0t B0 1 10 (@)
94126 3400 1 10 94278 51560 1 10 94353 A49ML510 1 10 94429  B-37/5L400 1 10 w2 B 1 10 g
94127 3410 1 10 94279 5570 1 10 94354 AS504L520 1 10 94430 B-35L410 1 10 wss Bis 1 10
94128 3420 1 10 94280 5580 1 10 94355 AS514L530 1 10 94431 B39sL420 1 10 w0 Bis 1 10 y ")
94129 3430 1 10 94281 5500 1 10 94356 A524L540 1 10 94432 B4OSL4A30 1 10 - (@)
94433 B-415L440 1 10 94525 B8 110
9130 3440 1 10 94282 5600 1 10 94357 AB3A4LS50 1 10
94434 B-425L450 1 10 94506  B1%6 1 10 2
9131 3450 1 10 94283 5610 1 10 94358 AS54/4L560 1 10 w0 1 10
o132 3460 1 10 94284 5620 1 10 94350 AB5ALST0 1 10 94435  BA35L4E0 1 10 wms B4 110 m
94133 31470 1 10 94285 5630 1 10 94360  A-56/4L580 1 10 94436 B-44/5L470 1 10 g 4
94437 B4551480 1 10 94510 B0 1 10
94134 3480 1 10 94286 5640 1 10 94361 AS57ALS0 1 10 w2 bue 1 10
94135 31490 1 10 94287 5650 1 10 94362 A58/4L600 1 10 94438  B-46/5L490 1 10
94439 B-475L500 1 10 94513 B162 1 10 (/)]
o413 350 1 10 94288 5660 1 10 94363 AB594L610 1 10 wsts BB 1 10
94137 3510 1 10 94289 5670 1 10 94366 A60/4L620 1 10 94440  B48/5L510 1 10 uste B 1 0
94138 3520 1 10 94200 5680 1 10 94367 AG14L630 1 10 gm; :‘;ggtggg 1 18 -
o139 350 1 10 94201 5690 1 10 94368 AG24L640 1 10 -
94140 3540 1 10 94292 5700 1 10 94369 AB34LE50 1 10 94443 B5IGLGH 1 10 AX Cogged Raw Edge
a4 3550 1 10 94203 5710 1 10 94370 AB4MLEE0 1 10 94444 B525L550 1 10 V-Belts
o142 3560 1 10 94204 5720 110 94371 AGSALETO 1 10 94445 B-535L560 1 10 9599 A0 1 10
94143 3570 1 10 94295 5730 1 10 94372 A66/4L680 1 10 94446  BB4SLSTO 1 10 94564 AX22 1 10
o444 350 1 10 94297 575 1 10 94373 AGTALG 1 10 4447 B-555L560 1 10 o558 A2 1 10
94145 350 1 10 94298 5760 1 10 94374 ABBMLTOO 1 10 94448 BSGLSS0 1 10 94565 A4 1 10
94146 3600 1 10 94299 5770 1 10 94375 AGOMALTIO 1 10 94449 B57SL600 1 10 9600 A5 1 10
o447 3610 1 10 94300 5780 1 10 94376 ATOALT20 1 10 94450 B-5B/SLE10 1 10 94566  AX26 1 10
94148 3620 1 10 94301 5790 1 10 94377 ATIALT0 1 10 94451 B595L620 1 10 o601 A7 1 10
94149 3630 1 10 94302 5800 1 10 94378 AT24L740 1 10 94452 B6OSLE30 1 10 9602 AX9 1 10
94303 5810 1 10 94379 AT3ALTS0 1 10 94453 gzggtggg 1 18 w567 A0 1 10
94304 5L820 1 10 94380  A-74/4L760 1 10 94454 94568 AX31 1 10
-1/2” Top Width w307 580 1 10 M382 ATBALTSO 1 10 94s6  BHAGLETD 1 10 M560 A 1 10
o454 4160 1 20 94308 5860 1 10 94383 ATTALT 1 10 94457  B655LE80 1 10 570 A 1 10
94155 4170 1 20 94300 5870 1 10 94384 A784L800 1 10 94458  B-6OISLES0 1 10 511 A3 1 10
94156 4180 1 20 94310 5180 1 10 94385 A794L810 1 10 94450  B7SL700 1 10 usT2 A% 1 10
957 4190 1 20 94311 580 1 10 94386 AB0MLE20 1 10 94460  B68SLTIO 1 10 9573 AT 1 10
94239 4L1000 1 20 33 5910 1 10 94387 ASB14L830 1 10 94461 B69SLT20 1 10 o574 A8 1 10
94314 590 1 10 94388 AB24L840 1 10 mg g;?g'[;ig 1 18 o562 AX39 1 10
94315 5L930 1 10 94389  A-83/4L850 1 10 g 94561 AX40 1 10
MARS F!:'P'5'- V-Belts 94322 5L1000 1 10 94300 ASB44LEE0 1 10 94464 B-7255L750 1 10 94603 AX41 1 10
-21/32” Top Width 94391 AB54L870 1 10 94465 B735L7E0 1 10 94575  AXd2 1 10
94245 5230 1 10 AJ4L Dual Rated V-Belts 04392 ABGML880 1 10 gﬁgg S;‘s‘gt;;g 1 18 94576  AX43 1 10
94393 AB7AL8%0 1 10 - 9604  AX44 1 10
94246 5240 1 10 94416 A184200 1 10
94247 525 1 10 04323 Ad94L210 1 10 94384 ABBALID 1 10 gﬁgg g;sgggg 1 18 9608 A5 1 10
94248 5260 1 10 94324 A204L220 1 10 94395 AB9MLOI0 1 10 g o577 A6 1 10
94396 AQ0M4L920 1 10 94470  B-785L810 1 10
94249 5L270 1 10 94325 A-21/41230 1 10 oM BI95L820 1 10 94605 AX47 1 10
94251 5290 1 10 04326 AD224L240 1 10 94397  A-91/4L930 1 10 . 94578 AX48 1 10
94308 AQ241940 1 10 94472 B-8OSLE3D 1 10
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MARS V-Belts

MARS MARS CASE MARS MARS CASE
No. DESC pack arv. No. DESC pack arv.
AX Cogged Raw Edge BX Cogged Raw Edge
V-Belts cont. V-Belts cont.
94559 AX49 1 10 94685 BX73 1 10
94606  AX50 1 10 94637  BX75 1 10
94579  AX51 1 10 94638  BX77 1 10
94607  AX52 1 10 94639  BX78 1 10
94580  AX53 1 10 94640 BX7T9 1 10
94581  AX54 1 10 94641 BX8O 1 10
94582  AX55 1 10 94642  BX81 1 10
94583  AXs6 1 10 94643  BX82 1 10
94673  AX5T 1 10 94644  BX83 1 10
94584  AX60 1 10 94645 BX85 1 10
94674  AX61 1 10 94646  BX0 1 10
N 94585  AX62 1 10 94647  BX3 1 10
94675  AX63 1 10 94648  BX9%5 1 10
| od| 04586 AX64 1 10 9649  BX%® 1 10
> 04587 AXG6 1 10 94652  BX100 1 10
TTj| 6 A7 1 10 94657  BX120 1 10
> 94588  AX68 1 10 94658  BX124 1 10
94677  AX69 1 10 94660  BX133 1 10
o 94589  AX7T0 1 10 94663  BX150 1 10
LW s AT 110 94668  BX195 1 10
94678  AX72 1 10
E 94591  AX75 1 10 Wedge V-Belts
o 94592 AX78 1 10 3VX-3/8” x 5/16”
94679  AX7T9 1 10 ) "
(T usn A0 110 5VX-5/8” x 7/32
0 94504  AX85 1 10 94530  3VX250 1 10
94505  AX90 1 10 94533  3VX300 1 10
| o506 AX% 1 10 9453 VX35 1 10
- 94597 AX105 1 10 94537 VX375 1 10
> 94538 3VX400 1 10
(@)]  BXCogged Raw Edge 94539 3vx4zs 1 10
E V-Belts 94540  3VX450 1 10
94541 3VX475 1 10
94609  BX35 1 10 94542 3VX500 1 10
M 94610 BX36 1 10 94544  3VX560 1 10
— 94686 BX37 1 10 04545  3VX600 1 10
< 94611 BX38 1 10 94546  3VX630 1 10
94687  BX39 1 10 94547  3VX670 1 10
94612 BX40 1 10 94548 VX710 1 10
94682  BX#1 1 10 94549  3VX750 1 10
94613  Bx&2 1 10 94550  3VX800 1 10
94683  BX43 1 10 94551  3VX850 1 10
94650 Bxd4 1 10 94552 3VX900 1 10
94614  BX45 1 10 94553  3VX950 1 10
94615 Bx46 1 10 94554 3VX1000 1 10
94651 Bx47 110 94555  3VX1060 1 10
94616  BXx48 1 10 94680  5VX630 1 10
94617  BXS0 1 10 94688  5VX670 1 10
94618 BX51 1 10 94681  5VX710 1 10
94619  BX52 1 10 94689  5VX730 1 10
94620  BX53 1 10 94691  5VX750 1 10
94621 BXs4 1 10 94690  5VX900 1 10
94622 BX55 1 10
m:: gigg 1 18 MARS Accu-Link
o621 B 1 b Adjustable V-Belts
94625  BX59 1 10 94670 3LAccu-Link 1 25
94626  BX60 1 10 94671 A/LAccu-Link 1 25
94627  BX61 1 10 94672* B/SLAccu-Link 1 25
94628  BX62 1 10
94629 BX63 1 10
94630  BX64 1 10
94631 BX65 1 10
94632  BX66 1 10
94633  BX67 1 10
94634  BX68 1 10
94684  BX69 1 10
94635  BX70 1 10
94636  BX7T1 1 10
94659  BX72 1 10
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Air Moving Components

Enclosed you will find the airMARS cross reference guide. It is the result of Motors & Armatures' on going commitment to provide the
most complete information possible to wholesalers, contractors and service technicians so they may select a desired product quickly

and accurately.

In compiling this cross reference, every effort has been made to insure the accuracy of the information, however, Motors & Armatures
cannot accept responsibility for errors which may be caused by changes in part numbers, specifications or by typographical or clerical
errors in preparation. Manufacturers' and suppliers' part numbers within this cross reference and catalog are shown for identification
and reference purposes only.

AAON
P47570

Air Drive MARS

MARS
40053

A000581 07081
A000700 07411
A000290 07414
A000247 07451
A000815 07452
A000898 07471
A000892 07472
A000808 07481
A000245 07482
A000613 07483
A000115 07484
A000250 07491
A000251 07493
A000252 07494
A001358 07521
A000816 07551
A001094 07552
A000253 07571
A000817 07572
A000254 07581
A000255 07582
A001120 07584
A000256 07591
A000645 07592
A000212 07593
A000213 07594
A000260 07595
A000261 07596
A000407 07921
A000408 07922
A000585 07993
A000482 07995
A001116 07996
A000490 07998
A000464 95021
A000381 95022
A000356 95027
A000374 95031
A000382 95032
A000125 95041
A001283 95131
A001045 95621
A001250 95628
A001206 95629
A000262 95641
A001093 95721
A001103 95722
A000365 95723
A000109 95731
A000106 95732
A000939 95735
A000246 95737
A000110 95741
A000107 95742
A000237 95821
A000314 95822
A000199 95823
A000104 95831
A000178 95832
A000111 95841
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Air Drive MARS

A000108 95842
A000277 95865
A000603 95866
A000412 95875
A000811 95923
A000309 95931
A001117 95932
A001483 95941
10026601 40356
10026801 40362
41141001 40094
41354001 40375
41355001 40132
41518001 40100
42686001 40343
44931001 40096
45582001 40340
100060-02 40382
100060-03 40339
100060-04 40042
100060-05 40099
100060-07 40339
100060-08 40097
100060-09 40099
100060-10 40382
100060-13 40107
46238001 40151
46239001 40042
100060-02 40382
100060-03 40339
100060-04 40042
100060-05 40099
100060-07 40339
100060-08 40097
100060-09 40099
100060-10 40382
100060-13 40107
39062B001 40154
5151048 40138
LA01RA042 40358
LAO1AA015 40096
LA01AA019 40375
LA01AA022 40164
LA01AA023 40378
LAO1AA026 40379
LAO1AA177 40338
LAO1AA179 40404
LA01AA198 40049
LAO1AA199 40349
LA01AA201 40049
LA01ABO17 40101
LA01AB018 40135
LAO1AB019 40105
LA01AB022 40105
LA01AB026 40105

LA01AB200 40105
LA01AB203 40378
LA01AB243 40387
LAO1AD021 40139
LAO1AD022 40110
LAO1AD027 40381
LAO1AD028 40389
LAO1ADO030 40389
LAO1AD032 40120
LAO1AH243 40113
LAO1AT183 40095
LAO1AU183 40155
LAO1AX247 40145
LAO1EA025 40053
LAO1EA031B 40069
LAO1EA037 40352
LAO1EA121 40053
LAO1EB025 40363
LAO1EC019 40338
LAOTEWO024 40112
LAOTEW025 40110
LAOTEWO041 40058
LAOTEWO044 40058
LAOTEWO050 40328
LAO1LAO19 40049
LAO1LA024 40057
LAO1LA026 40362
LAO1LBO16 40068
LAOTRA015 40340
LAO1RA025 40350
LAOTRA028B 40352
LAOTRAO38A 40053
LAO1RA320 40049
LAO1RA321 40049
LAO1RA323 40057
LAO1RA324 40057
LAO1RA329 40362
LAO1RA331 40352
LAO1RA332 40069
LAO4LA161 40372
LAO4LA200 40379
LAO5LA016 40331
LAO5LA021 40049
LA580524 40347
LA580530 40387
LAG80506 40051
LA680517 40135
LA680518 40101
LA680522 40054
LA680525 40100
LA680527 40356
LA680528 40139
LA680538 40166
LA680562 40118
LAO1EA038 40352
LAO1RAQ27 40350
20391101 40041
20391102 40343
20391105 40355
20391106 40352
20391107 40047
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[EXCEL AR |
20391108 40100
20391109 40339
20391110 40097
20391111 40099
20391112 40107
100060-03 40339
100060-19 40053
H10 40006
H5 40003
H6 40004
H8 40005
STB1 40230
STB2 40232
STB3 40231
STB4 40234
STB5 40235
STB6 40237
STB7 40238
STB8 40239
STBP5 40240
STBP6 40242
STBP7 40244
STBP8 40241
1-6002 40615
1-6052 40565
1-6058 40623
1-6063 40630
1-6064 40631
1-6071 40638
1-6133 40563
1-6141 40564
2-6012 41118
2-6013 41109
2-6014 41110
2-6018 41132
2-6019 41307
2-6020 41365
2-6022 41335
2-6030 41105
2-6032 41114
2-6033 41115
2-6034 41131
2-6037 41331
2-6081 41105
2-6083 41123
2-6085 41130
2-6089 41303
2-6090 41311
2-6091 41314
2-6092 41318
2-6093 41323
2CL1827 40308
2CL2025 40313
2CL2227 40320
3CL1433-4 40329
3CL1827 40044
3CL1830 40066
3CL1833 40046
3CL2024 40048
3CL2028 40050
3CL2031 40068

- Fax (631) 348-7160 -

FASCO MARS

3CL2230 40024
3CL2233-4 40357
3CL2426 40058
3CL2426 40058
3CL2433 40060
3CR1433-4 40328
3CR1633-4 40333
3CR1827 40043
3CR1830 40065
3CR1833 40045
3CR1833-4 40343
3CR2024 40047
3CR2028 40049
3CR2031 40067
3CR2230 40069
3CR2233-4 40356
3CR2426 40057
3CR2433 40059
3CR2433-4 40360
4CL1223 40082
4CL1423 40083
4CL1433 40087
4CL1623 40089
4CL1633 40093
4CL1827 40097
4CL1830 40135
4CL1833 40099
4CL2026 40103
4CL2029 40138
4CL2033 40105
4CL2223 40107
4CL2227 40109
4CL2235 40164
4CL2418 40144
4CL2423 40113
4CL2427 40115
4CL2433 40117
4CL2627 40119
4CL2633 40121
4CR1423 40082
4CR1433 40086
4CR1433-4 40369
4CR1623 40088
4CR1633 40092
4CR1633-4 40372
4CR1827 40096
4CR1830 40134
4CR1833 40098
4CR1833-4 40376
4CR2026 40102
4CR2029 40137
4CR2033 40104
4CR2033-4 40378
4CR2223 40106
4CR2227 40108
4CR2235 40110
4CR2418 40143
4CR2423 40112
4CR2427 40114
4CR2433 40116
4CR2627 40118
4CR2633 40120
4CR3038 40207

FASCO MARS

4CR4238 40213
4CR6038 40220
4FL1033 40075
4FL1223 40077
4FL1233 40081
4FR1033 40074
4FR1223 40076
4FR1233 40080
FBG10423L 40071
FBG10423R 40070
FBG10427L 40073
FBG10427R 40072
FBG10433L 40075
FBG10433R 40074
FBG12423L 40077
FBG12423R 40076
FBG12433L 40081
FBG12433R 40080
FBT14423L 40083
FBT14423R 40082
FBT14433L 40087
FBT14433R 40086
FBT16423L 40089
FBT16423R 40088
FBT16433L 40093
FBT16433R 40092
FBT18227L 40308
FBT18327L 40044
FBT18327R 40043
FBT18333L 40046
FBT18333R 40045
FBT18427L 40097
FBT18427R 40096
FBT18430L 40135
FBT18430R 40134
FBT18433L 40099
FBT18433R 40098
FBT20225L 40313
FBT20324R 40047
FBT20328R 40049
FBT20331R 40067
FBT20426L 40103
FBT20426R 40102
FBT20429L 40138
FBT20429R 40137
FBT20433L 40105
FBT20433R 40104
FBT22331R 40053
FBT22427R 40108
FBT22435R 40110
FBT24326L 40058
FBT24326R 40057
FBT24427L 40115
FBT24427R 40114
FBT24433R 40116
FBT26427R 40119
10625715 40307
10625721 40065
10625731 40357
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GOODMAN MARS

10625733 40054
10625739 40357
10650802 40363
11182905 40380
150M00001P 40050
B1086756 40066
B1086775 40054
150M00001P 40050
10625719 40352
10625732 40046
10625739 40357
0150M00001P 40050
150M00001P 40050
B1086756 40066
B1086764 40107
B1086765 40109
B1086771 40045
B1086772 40358
B1086773 40054
B1086775 40054
22901101 40168
51068 40077
5108C 40083
51098 40089
51108 40091
5111B 40093
5113A 40097
08221154 40381
LAy WaRS |
008276-16 41533
008360-10 41509
008360-12 41510
008360-16 41511
008361-12 41507
008362-12 41508
008403-16 41520
008507-16 41514
008519-12 41502
008747-16 41525
009867-16 41517
013316-02 41333
013316-06 41332
013317-01 41329
013317-04 41328
013322-03 41335
013323-01 41331
013324-01 41327
013324-02 41326
013325-01 41323
013326-01 41318
013326-02 41317
013326-14 41321
013327-01 41314
013332-01 41365
013332-03 41361
013334-01 41360
013335-01 41303
013336-02 41307
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Air Moving Components

[Lau—wars Jf tav wars JR Lav— mars Jh tav wars JR LA~ mars J LENNOX maRs
013336-03 41306 | 38-2241-01 74180 | 60-2670-01 40047 | 60-5611-01 40160 | 60-8041-01 40106 | 95C5901 40375 | BH57845C0104 40033
013337-01 41311 | 38224201 74181 | 60-2671-01 40048 | 60-5612-01 40161 | 60-804201 40107 | 98G5201 40101 | 5H57847C0104 40082
013337-03 41310 | 38224301 74182 | 60-2693-01 40070 | 60-5613-01 40162 | 60-804301 40112 | 99K2101 40033 | 5H63036C0101 40061
01369315 41354 | 38224401 74183 | 60-2694-01 40071 | 60-5614-01 40163 | 60-8044-01 40113 | 99KASO1 40057 | 5HE3038C0104 40332
013693-25 41364 | 38-2245-01 74184 | 60-2853-01 40104 | 60-5615-01 40164 | 60-814201 40320 | P--11098 40102 | 5H70435B0104 40057
015565-04 41356 | 38-2246-01 74185 | 60-2854-01 40105 | 60-5616-01 40165 | 60-832001 40200 | P-8-8038 40137 | 5HE3039B0104 40375
015565-07 41355 | 38-2247-01 74186 | 60-3315-01 40237 | 60-5617-01 40166 | 60-8330-01 40202 5HE3980C0104 40069
02048770 40638 | 38-2248-01 74187 | 60-331502 40238 | 60-5619-01 40168 | 60-8348-01 07471 5H73833B0101 40061
020553-02 40641 | 38-2249-01 74188 | 60-3315-03 40239 | 60-5622-01 40144 | 60-834901 07472 | 10315 41130 | 5H73834B0104 40031
02476801 40833 | 38-2250-01 74189 | 60-331504 40230 | 60-5624-01 40113 | 60-8350-01 07571 | 1-0439 41123 | 5H73835B0101 40033
024768-09 40831 | 38227201 40865 | 60-3315-05 40232 | 60-5626-01 40115 | 60-835101 07572 | 1-14721 #1116 | 5H7383580104 40033
02476810 40832 | 38-2404-01 40867 | 60-331506 40231 | 60-6521-01 40408 | 60-8352-01 07481 | 1-2640 #1335 | 5H73840B0104 40378
026940-03 41339 | 38-2431-01 40807 | 60-3315-07 40234 | 60-7161-01 40061 | 60-835301 07482 | 1-2657 41109

026940-05 41341 | 38-2442-01 40868 | 60-331508 40235 | 60-7163-01 40029 | 60-8354-01 07483 | 12873 4110
026940-07 41345 | 38244301 40870 | 60-3315-00 40236 | 60-7164-01 40030 | 60-8355-01 07484 | 20223 41105 | 667303 40057
026940-08 41344 | 38244302 40871 | 60-379501 93581 | 60-7165-01 40033 | 60-836201 07591 | 2-0600 #1114 | 667300 40375
026940-09 41349 | 38-2443.08 40872 | 60-3795-02 93582 | 60-7166-01 40034 | 60-836301 07592 | 2-0678 #15 | 667323 40100
02694010 41348 | 38-2446-01 40806 | 60-5553-01 40094 | 60-7167-01 40035 | 60-8366-01 07595 | 64328 40074 | 667355 40049
026941-07 41343 | 38-2449-01 40874 | 60-5554-01 40095 | 60-7168-01 40036 | 60-8367-01 07596 | 64329 40075 | 667356 40349
026941-11 41351 | 38-2450-01 40873 | 60-5555-01 40096 | 60-7169-01 40063 | 60-8368-01 07593 | 64330 40076 | 667359 40358
02694112 41350 | 38-2491-01 40900 | 60-5556-01 40097 | 60-7171-01 40037 | 60-8369-01 07504 | 64331 40077 | 6672780 40067
02710204 41362 | 38-2491-02 40901 | 60-5561-01 40043 | 60-7172-01 40038 | 60-8370-01 07595 | 64334 40080 | 6672790 40049
028957-43 40619 | 38-2491-03 40902 | 60-5562-01 40044 | 60717501 40070 | 60-8371-01 07596 | 64335 40091 | 6672820 40102
028957-44 40620 | 38-2492-01 40910 | 60-5563-01 40065 | 60-7176-01 40071 | 60-8372-01 95721 | 64368 40340 | 6673180 40376
028957-74 40564 | 38-2508-01 40804 | 60-5564-01 40066 | 60-7177-01 40072 | 60-8373-01 95737 | 64370 40065 | 667206D 40103
028957-75 40563 | 38-2521-01 40904 | 60-5565-01 40045 | 60-7178-01 40073 | 60-8375-01 95737 | 64372 40045 | 667212C 40359
028958-02 41104 | 38-2523-01 40905 | 60-5566-01 40046 | 60-7179-01 40124 | 60-8376-01 95823 | 64376 40049 | 6672120 40359
028958-03 41105 | 38-2562-01 40888 | 60-5567-01 40049 | 60-7181-01 40076 | 60-8377-01 95831 | 64378 40067 | 6672628 40065
028958-04 41112 | 38256501 40884 | 60-5568-01 40050 | 60-7182-01 40077 | 60-8379-01 95031 | 64380 40069 | 667312A 40387
028958-05 41113 | 38-2567-01 40880 | 60-5569-01 40067 | 60-7183-01 40078 | 60-8380-01 95021 | 64384 40057

028958-06 41118 | 38-2568-01 40881 | 60-5570-01 40068 | 60-7184-01 40079 | 60-8381-01 95031 | 64385 el RHEEM MARS |
028958-07 41130 | 38-2569-01 40882 | 60-5571-01 40051 | 60-7185-01 40128 | 60-8417-01 40384 | 64388 40082 | 702060801 40321
028958-22 41114 | 38:2570-01 40883 | 60-5572-01 40052 | 60-7187-01 40082 | 60-0972-01 40395 | 64390 40086 | 704226801 40024
028958-23 41115 | 38-2588-01 40885 | 60-5573-01 40053 | 60-7188-01 40083 | 72513808 40240 | 64391 40087 | 701989703 40323
028958-24 41116 | 38-2500-01 40887 | 60-5574-01 40054 | 60-7189-01 40084 | 725138-10 40241 | 64392 40088 | 701989704 40058
028958-25 41117 | 38-2601-01 40805 | 60-5575-01 40055 | 60-7190-01 40085 | 725138-12 40244 | 64393 40089 | 702185905 40308
02917501 40918 | 38-2602-01 40808 | 60-5576-01 40056 | 60-7191-01 40130 6-4304 40092 | 702185906 40319
029176-01 40919 | 38-2602-02 40809 | 60-5577-01 40057 | 60-7193-01 40088 | DL BLLUEM | 64395 40093 | 704203501 40138
050998-01 40851 | 38-2603-01 40811 | 60-5578-01 40058 | 60-7194-01 40089 | 65248500 40328 | 64396 4009 | 7010132307 40052
052141-01 40850 | 38-2603-02 40812 | 60-5579-01 40059 | 60-7195-01 40090 | 65257200 40072 | 64397 40097 | 7010132306 40320
270-069-01 40831 | 38-2604-01 40813 | 60-5580-01 40060 | 60-7196-01 40091 | 65258600 40033 | 64398 40134 | 7010132309 40315
270072-01 40832 | 38-2605-01 40815 | 60-5581-01 40096 | 60-7434-01 40300 | 65258700 40035 | 64400 40098

27008912 40835 | 38-260502 40816 | 60-5582-01 40097 | 60-7599-01 40074 | 10006002 40382 | 64401 40099
27008917 40834 | 38-2606-01 40817 | 60-5583-01 40134 | 60-7600-01 40075 | 10006003 40339 | 64402 40102 | 17601025 40338
38208601 40877 | 38260602 40818 | 60-5584-01 40135 | 60-7601-01 40080 | 10006004 40042 | 64403 40103 | 17601026 40053
38-2087-01 40878 | 38-2616-01 40818 | 60-5585-01 40098 | 60-7602-01 40081 | 10006005 40009 | 64404 40137 | 17604220 40053
38200101 40863 | 382617-01 40820 | 60-5586-01 40099 | 60-7603-01 40086 | 10006007 40339 | 64406 40104

38-2093-01 40879 | 38-2630-01 74169 | 60-5587-01 40102 | 60-7604-01 40087 | 10006008 40097 | 64407 40105
38-2004-01 40875 | 38-2631-01 74170 | 60-5588-01 40103 | 60-7605-01 40092 | 10006009 40099 | 64408 40108 | B-2026-4CCW 40102
38200501 40908 | 38-2632-01 74171 | 60-5580-01 40137 | 60-7606-01 40093 | 100060-10 40382 | 64409 40109 | B-20204CCW 40138
382006-01 40907 | 38-2633-01 74172 | 60-5590-01 40138 | 60-7607-01 40145 | 100060-13 40107 | 64410 40139 | B-22274CW 40114
38-2204-01 40876 | 38-2693-01 40909 | 60-5591-01 40104 | 60-7608-01 40146 | 16C0001 40057 | 6-4412 40114 | B-2236-4CW 40110
38220501 40006 | 38-2694-01 40889 | 60-5592-01 40105 | 60-7609-01 40118 | 2412001 40137 | 64413 40115 | B-2427:3CW 40057
38-2206-01 40898 | 38-2695-01 40890 | 60-5593-01 40108 | 60-7610-01 40119 | 27K7801 40072 | 6-4414 40116 | B-2427-4CCW 40115
38-2207-01 40899 | 38-2696-01 40891 | 60-5504-01 40109 | 60761101 40120 | 32M9401 40382 | 6-4415 40117 | B-24274CW 40117
38-2214-01 40805 | 38-2697-01 40892 | 60-5595-01 40110 | 60-7612-01 40121 | 33G0601 40100 | 6-4416 40118 | B-2434-4CW 40116
38221501 40808 | 60-2622-01 40076 | 60-5596-01 40111 | 60-7613-01 40170 | 3714801 40334 | 6-4418 40120 | B-26284CW 40119
38-2216-01 40809 | 60-2623-01 40077 | 60-5597-01 40114 | 60-7615-01 40172 | 3715001 40099 | 6-4595 07481 | B-2727-3CCW 40058
38221701 40811 | 60-2628-01 40084 | 60-5598-01 40115 | 60-7656-01 40002 | 43G3801 40108 | 6-4597 07581 | N-1024-4CCW 40071
38-2218-01 40812 | 60-2629-01 40085 | 60-5599-01 40116 | 60-7658-02 40003 | 45C5101 40114 | 6-4598 07582 | N-1024-4CW 40070
38221901 40813 | 60-2638-01 40100 | 60-5600-01 40117 | 60-7658-03 40004 | 45F5801 40380 | 6-4601 07583 | N-1027-4CCW 40073
38-2220-01 40814 | 60-2639-01 40101 | 60-5601-01 40150 | 60-7658-04 40005 | 54G3001 40112 | 64605 07591 | N-027-4CW 40072
38222101 40815 | 60-2640-01 40102 | 60-5602-01 40151 | 60-7658-05 40006 | 56L7201 40359 | 6-4606 07592 | N-1033-4CCW 40075
38222201 40816 | 60-2641-01 40103 | 60-5603-01 40152 | 60-7658-06 40007 | 65C6801 40358 | 6-4609 07593 | N-10334CW 40074
38223401 THI73 | 60-2652-01 40027 | 60-5604-01 40153 | 60772501 40308 | 682601 40339 | 64610 07594 | N-1223-4CCW 40077
38223501 7474 | 60-2654-01 40020 | 60-5605-01 40154 | 60-7726-01 40315 | 682701 40097 | 64611 07595 | N-12234CW 40076
38-2236-01 74175 | 60-2655-01 40030 | 60-5606-01 40155 | 60-7727-01 40317 | 682801 40099 | 6-4612 0759 | N-1233-4CCW 40081
38-2237-01 74176 | 60-2658-01 40033 | 60-5607-01 40156 | 60-800-01 40094 | 684301 40107 | 6-4941 40308 | N-12334CW 40080
38223801 THI77 | 60-2659-01 40034 | 60-5608-01 40157 | 60-8003-01 40095 | 72H2901 40068 | 6-4942 40313 | N-14234CCW 40083
38223901 74178 | 60-2662-01 40037 | 60-5609-01 40158 | 60-8004-01 40100 | 7219201 40352 | 6-4944 40320 | N-14234CW 40082
38224001 74179 | 60-2663-01 40038 | 60-5610-01 40159 | 60-8005-01 40101 | 9369001 40389 | 6-5737 40143 | N-14334CCW 40087
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N-14334CW 40086 | 2700772 4008

N-16234CCW 40089 | 2700802 40096

N-16234CW 40088 | 2700812 40097

N-1633-4CCW 40093 | 2700822 40134

N-I6334CW 40092 | 2700832 40135

N-1827-3CCW 40044 | 2700842 40098

N-1827-3CW 40043 | 2700852 40099

N-1827-4CCW 40097 | 2700862 40103

N-18274CW 40096 | 2700882 40137

N-18304CCW 40135 | 2700892 40138

N-18304CW 40134 | 2700912 40138

N-18324CCW 40099 | 2700922 40108

N-18324CW 40098 | 2700942 40110

N-834-3CW 40045 | 2700962 40114

N-20234CW 40102 | 2700972 40115

N-2024-3CW 40047 | 2700982 40116 >
N-20264CW 40137 | 2760212 40075 —
N-20283CW 40049 | 2760262 40080 )
N-2031-3CW 40067 | 2760462 40119

N-20334CCW 40105 | 2760682 40074 =
N-20334CW 40104 | 2760702 40076 o)
N-2231-3CW 40053 | 2760712 40077

10334 40074 | 2760732 40081 <
10338 40075 | 2760742 40082 —
12234 40076 | 2760752 40083 4
12238 40077 | 2760762 40086 [
12334 40080 | 2760772 40087

12338 40081 | 2760782 40088 (@)
14234 40082 | 2760792 40089 o
14238 40083 | 2760802 40092

14334 40086 | 2760812 40093 S
14338 40087 | 2760822 40104 o
16234 40088 | 2760832 40105

16238 40089 @)
16334 40092 2
16338 40093 | X33010305010 40069 m
18273 40043 | X38010307050 40139

18274 40006 | X33010309040 40098 <
18217 40044 | X38010330010 40379 .
18278 40097 (7))
18304 40134

18308 40135 | 02628198000 40096

18324 40098 | 02629004000 40380

18328 40009 | 02634091000 40305

18343 40045 | 02634092000 40045

20234 40046 | 02634003000 40356

20243 40047

20264 40137

20268 40103

20283 40049

20294 40104

20298 40138

20313 40067

20334 40105

22274 40108

22313 40053

22364 40110

24273 40057

24274 40114

24278 40115

24344 40116

26284 40119

2700602 40043

2700612 40044

2700642 40045

2700652 40046

2700662 40047

2700682 40049

2700702 40067

2700722 40053

2700762 40057
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Air Moving Components

airMARS Special Orders

Special order requirements can be a way to provide an extra level of service to your customers.
Motors & Armatures Inc. encourages our wholesale customers to take advantage of the opportunity to
place special orders for airMARS products that are not in this catalog.

Special orders are processed as separate production runs by the factory. A minimum quantity will always
be required. In most cases, the minimum will be 25 pieces. Because special orders are non-stock items,
once ordered they are non-cancellable. Also, special orders are not returnable.

Quotes normally take 3 to 4 working days to process. Following is check list for various airMARS

|u-, components.
4
1]
<
2 Direct Drive Wheels Small Blower Wheels
E __ Diameter __ Diameter
(o] _ Width ___ Width
O __Material (aluminum, steel?) ___ Bore
g ___ Rotation ____Material (Aluminum Steel, etc.)
— ____Type of hub & bore ____Single or Double Inlet?
3 ____Finish (galvanized, paint?) ____ Construction
E ___Assembly (housing?) __ Assembly
o ____ Construction (strip or tablock?) ____Back Plate Configuration
<
Fan Blades
___ Diameter
___ Pitch
__ Number of Wings
____ Material
____ Hub Type (attached, adapter, bushing?)
____ Bore
____ Construction
Important Note:

Because special orders cannot be returned, it is highly recommended that your customer signs
off on the check list specifications before the order is entered with the factory.
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Electrolytic Capacitors for Motor 165 Volts AC

Starting Applications TR MICROFARAD CASE
. MIN - MAX. SIZE

Start capacitor case ::g;z 8782-18(:38 1

dimensions chart. Capacitor 077 106130 7

accessories on page C9. 1031 52129 7

Features: 11032 145-175 1

) 11033 161-193 1

* The largest assortment of 11034 189227 1

replacements in the industry! 11078 216-259 7

» Smallest dimensions for 11035 233-292 4

general replacements. 11036 270-324 4

» Hermetically sealed black 11079 340-408 4

Bakelite case permanently X 11080 378455 4

protects the capacitor from oil, ol Blue Box™ ::gg: ggg’gjg i

dirt, greasje or m0|sture.. 11082 =10.850 7

* New and improved terminal 11083 810-972 7

construction capable of
withstanding increased heat.
This terminal will generate less

220/250 Dual Voltage AC

heat when applied under MARS NO MICROFARAD
severe hot humid environment. . MIN - MAX.
" 50160 Hz i %% 1
* ULULe 1040 3036 ]
11041 36-43 1
11042 4356 1
110/125 Dual Voltage AC (e 57 ]
MICROFARAD CASE 11084 59-71 1
Ll MIN - MAX. SIZE 11137 64-77 7
11002 2125 1 11044 72-88 4
I X 1 i fo a0 :
::gg: 3222 1 11148 124-156 4
11049 145-175 4
L 43-56 ! 11050 161193 5
11007 5-72 ! 11051 189227 6 0
11008 7288 1 1052 216259 6 (@)
11009 88-108 1 11053 233-202 6 g
11010 108-130 1 11054 270-324 6
112 124156 1 71085 780336 7 v
1011 130-156 1 11086 320-384 7 (@)
11013 145-175 1 11087 340-408 7 >
11014 161-193 1 11088 378-455 7
11015 189-227 1 11089 400-480 7 m
11016 200-240 1 11090 430-516 7 4
017 316-259 7 11091 630-750 8 -
11018 233-292 1 (7))
11019 270-324 1 330 Volts AC
11020 300-360 1
11021 324-388 1 MARS NO. Mm?ﬁ& - %?ZSEE
11022 340-408 2 11055 2125 9
11023 378-440 2 11056 25-30 2
11024 400-480 2 11057 30-36 2
11071 430-516 2 11058 36-43 2
11025 460-552 2 11059 4356 4
11026 540-648 4 11060 56-72 7
11027 590-708 4 11160 64-77 4
11047 645-774 4 11061 72-88 4
11028 708-850 4 11062 88-108 4
1072 815-970 4 Ul 108130 7
11029 829-995 3 11064 130-156 7
11073 8501020 2 11165 124156 !
11030 1000-1200 7 11092 135-162 !
11066 145-175 7
11074 1290-1548 7 T 51193 7
MARS suggests applying a bleed resistor (MARS PN 93007) on start 11068 189-227 7
capacitors used in conjunction with starting relays 11069 216-259 7
. ) o . ) ) 11070 270-324 7
Capacitors may be put in different case sizes occasionally, but will not be 11093 300360 7

larger than those stated.
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Turho™ Products

The Turbo® 200 Family Products

Universal Run & Start Capacitor Replacement. Have the right
capacitor for the job every time.

The perfect solution for off hour emergency service calls.

Universal HardStart Replacement. One “2-Wire” Turbo® Easy-Start
“4” Hardstart can replace any one of four compressor hardstart kits on
the market.

12300 11200
Turbo®200X Turbolytic™ 50

12400
12200 Turbo®
12100 Turbo®200 Easy-Start “4”
Turbo®200 Mini
11100
Turbolytic™ JR
12500
Turbo®200 Mini - Oval
65746
86150
TurboMeter™

MARS NO. DESCRIPTION MICROFARAD
. 2.5mfd - 12.5 mfd,
12100 Turbo® 200 Mini 370V or 440V
12500 Turbo® 200 Mini - Ovl 25 mfd - 12.5 mfd, 370V or
440V
2.5 mfd - 67.5 mfd,
12200 Turbo® 200 370V or 440V
5.0 mfd -97.5 mfd,
12300 Turbo® 200 X 370V or 440V
11200 Turbolytic™ 50 23 mfd -302 mfd,
Universal Motor Start Capacitor 125V to 330V
. 23 mfd -208 mfd,
11100 Turbolytic™ JR 195V to 330V
TurboMeter™
86150 See the dual values develop simultaneously on
the screen as you create the ratings needed.
Upto 1ton
108-130 mfd
1to 2 tons
12400 Turbo® Easy-Start “4” Hardstart 189-227 mfd
Universal Hardstart 2510 3 tons
233-280 mfd
3.5to5tons
270 to 324 mfd
MARS Capacitor Tester
Features:
* Easytouse
* 9V battery and test leads included
* Low battery indicator
MARS NO.  RANGE RESOLUTION ACCURACY  TEST FREQUENCY
+(0.5% rdg +
200 pF 0, 1pF 1dgt + 0.5 pF)
2000 pF 1pF
20 nF 10 pF
200 nF 100 pF 820Hz
65748 20 'F £ (0.5% rdg +1 dg)
20 pF 10nF 82 Hz
200 pF 100 nF
2000 uF 1uF +(2.0% rdg. + 1dgt) 82Hz
20 mF 10 pF +(4.0% rdg. + 1dgt)

Toll Free (800) 445-4155 + Fax (631) 348-7160 -

www.marsdelivers.com

®©

G5

N marsdelivers.com



Motor Run Capacitors

Single Section 370 Volt Round

Single Section Run Capacitors

MARS NO. MICROFARAD BASE HESHE
Capacitor accessories on page C9. 12002 2 M 2.000
12003 3 M 2.000
. 12094 4 M 2.000
Features: 72005 5 W 7.000
* MARS offers the widest 12096 6 M 2.000
selection of ratings in the ggg; 715 m g-ggg
industry 12099 125 M 2.000
* Non-PCB capacitors. Physical 12210 15 M 2375
interrupter makes our capacitors 12002 12211 16 M 2.375
safe 12212 175 M 2.375
12214 20 M 2625
* Perfect for general 12215 25 M 3.000
replacements—smallest 12217 30 M 3.000
dimensions available 12218 35 M 3.750
- UL and CSAlistings available o - v L
» 50/60 Hz 12225 50 N 3750
12226 55 N 3750
12092 12227 60 N 4750
12128 65 N 4750
12229 70 N 4750
12199 80 N 4750
12116 100 P 4750
— AL SAFE WODE Single Section 440/370 Volt Oval
PHYSICAL INTERRUPTER MARS NO. MICROFARAD BASE HEI'SHT
12026 2 A 1.500
12019 25 A 1500
12026 12027 3 A 2.000
12028 4 A 2.000
12029 5 A 2.375
12030 6 A 2.375
12031 75 A 2625
12032 10 A 3.750
12033 125 A 3.750
12034 15 C 2.375
12036 175 C 2.375
12102 12037 20 C 2625
12040 25 C 3.000 n
) 12041 30 C 3750 o
Ml ™ 12043 35 C 3750
Cl/Z1 Blue Box 12045 40 C 4750 g
12048 45 C 4750 -
12049 50 C 4750
12050 55 C 4750 O
12051 60 D 3.750 4
Single Section 370 Volt Oval 12052 65 D 3.750
HEIGHT 12130 70 D 3750 m
MARS NO. MICROFARAD BASE N 12135 75 D 3.750 z
— . . ; 50 12140 80 D 4750 r
o0 3 A 500 Single Section 440/370 Volt Round (7))
12004 7 A 1500 MARS NO. MICROFARAD BASE HER
12005 5 A 1.500 :
12006 5 A 1500 g:gg 2 L G
12007 75 A 2375 12104 7 v 2500
12008 10 A 2.625 12105 5 M 2.000
12009 12.5 A 3.000 12106 3 M 2.000
12010 15 A 3.750 12107 75 M 2.000
12012 175 A 3750 12232 10 M 2.375
12014 20 C 2375 12233 12.5 M 2.375
12015 25 C 2625 12234 15 M 2625
12017 30 c 2625 2255 175 M 2750
12018 % c 3.000 ggiz gg m gggg
12021 40 C 3.750 12907 0 N 3375
12023 45 C 3.750 12203 5 N 3750
12025 50 C 3.750 12245 40 N 3.750
12024 55 C 4.250 12248 45 N 4.750
12087 60 C 4750 12251 50 P 3375
12011 65 C 4750 12252 55 P 3.750
12089 70 C 4750 12254 60 P 3.750
12090 80 D 3.750 12357 85 P 3750
12258 70 P 4750
12259 80 P 4750
12068 90 p 4750
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Dual Section Motor Run Capacitors Dual Section 370 Volt Round
MARS NO. MICROFARAD BASE HEII'? HT
Dual section run capacitors are .
used primarily to serve two 12121 1513 N 3.125
microfarad applications. They can, z;gg 12751 u ggg
however, by making various 12204 510 N 3:125
combinations of parallel 12205 17 5/4 N 3125
connections, be used to obtain 12206 1755 N 3125
many other microfarad ratings. 12207 20/4 N 3.125
Capacitor accessories on page 12260 205 N 3125
co. 12016 20/7.5 N 3.125
12208 20/10 N 3.125
Features: 12209 20/15 N 3125
+ MARS offers the widest 12141 12242 2503 N 3125
selections of ratings in the ; 12175 25/4 N 3125
industry 9 WGl Blue Box™ 12261 2505 N 3125
Physical interrupter makes our 12244 303 N 3'125
capacitors safe : 12263 3074 N 3125
. Perlfect for gteneral T=— 7 = 9 12264 3005 N 3125
replacements— 12224 30/7.5 N 3.125
smallest dimensions available [ 2 12228 3010 N 3125
» UL and CSA listings available NORMAL FAIL SAFE MODE 12039 30/15 N 3.875
« 50/60 Hz PHYSICAL INTERRUPTER 12082 35/3 N 3.875
12231 35/4 N 3125
Dual Section 370 Volt Oval kil e 0 el
HEIGHT 12238 35/10 N 3.875
MARS NO. MICROFARAD BASE IN. 12074 03 N 3875
12141 15/3 C 2.625 12267 40/4 N 3.875
12056 15/4 C 2.625 12178 40/5 N 3.875
12057 15/5 C 2.625 12268 4075 N 3.875
12058 15/10 C 3.000 12246 40/10 N 3.875
12059 17.5/4 C 2.375 12073 45/3 N 3875
12060 17.5/5 C 2.375 12247 45/4 N 3875
1205 2073 ¢ 2625 12269 455 P 3875
gggg ggf‘s‘ g gggg 12249 5775 N 3875
. 12250 45/10 N 3.875
12064 20/10 C 2.625
12164 20715 C 2750 e 5073 P 3125
12142 3573 C 3605 12191 50/5 N 3.875
12065 2574 C 2625 e 50/7.5 P 3.125
12066 255 C 2625 12239 50/10 P 3.875
12143 2575 C 2,625 12193 55/5 N 4.75
12131 25/8 C 3.000 12194 55/7.5 N 4.75
12167 25/10 C 3.000 12067 55/10 N 4.75
12133 25/15 C 3.000 12076 60/3 P 3.875
12144 30/3 C 3.000 12195 60/5 P 3.875
12145 30/4 C 3.000 12196 60/75 N 475
12069 30/5 C 3.000 12265 50/10 P 3125
12147 30/10 C 3.375 12053 705 P 3875
12148 35/3 C 3.000 12054 70775 B 3875
12071 35/4 C 3.750 . :
12072 3505 C 3.750 S 70110 P 3875
12149 3575 C 3.000 (2055 75/5 P 3875
12150 3510 c 3.750 200 7575 P 3875
12151 4073 C 3.750 12084 7510 P 3.875
12158 40/4 C 3.750 12197 80/5 P 3.875
12171 40/5 C 3.750 12198 80/7.5 P 3.875
12152 40/7.5 C 3.750 12201 80/10 P 3.875
12134 40/10 C 3.750 12202 80/12.5 P 4.75
12173 45/3 C 3.750 12129 85/5 P 4.75
12174 45/5 C 3.750 12230 8575 P 475
12153 45/1.5 C 3.750 12222 85/10 P 475
12136 45/10 C 4.750
12137 45/15 C 4.750
12138 50/5 C 4.750
12154 55/5 C 4.750
12155 55/7.5 C 4.750
12139 60/5 D 4.750
12156 60/7.5 C 4.750
12157 60/10 C 4.750
12159 65/5 D 4.750
12163 80/5 D 4.750
12123 80/7.5 D 4.750
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Motor Run Capacitors

Capacitor Base Dimensions Dual Section 440/370 Volt Round
MARS NO. MICROFARAD BASE HEI'S”T
12111 10/5 N 3.125
12118 1505 N 3125
12356 75710 N 3125
12350 17505 N 3125
12115 205 N 3125
12354 20175 N 3425
12351 20710 N 3875
12112 20715 N 3875
12353 2503 N 3875
12355 2504 N 3875
12278 205 N 3875
12279 2575 N 3875
12113 25110 N 3625
12165 12114 25715 N 3875
) 12126 3073 N 3875
malkst ™ 12120 3074 N 3875
Cl= Blue Box 12281 305 N 3875
12282 3075 N 3875
12352 30710 N 4750
12077 3573 N 3875
12070 3574 N 3875
—t— 12283 35 N 3875
% _é may. 12119 3506 N 4750
T 12284 K P 3875
0.752.02 | 12091 3710 N 7750
€ =08 12078 4013 P 3.125
12285 3074 P 3125
12286 4005 P 3125
12220 4076 N 4750
braryen R 12287 20175 P 3875
12088 40710 N 4750
12079 5503 P 3875
12219 574 N 3.750
12288 755 P 3875
Dual Section 440/370 Volt Oval 12127 4576 N 4750
12289 75175 N 3875
MARS NO. MICROFARAD BASE “EI'S”T 12172 45710 P 3875
: 12290 505 P 3875
12165 10/5 c 3.125 12291 50175 P 3875
12170 1010 C 3125 12124 50710 P 3.875
S T c 2605 12253 50/12.5 P 3875
12271 15/5 C 2625 12292 5575 P 3875 (g)
: 12293 5575 P 3875
12177 1510 C 3.750 12299 55710 5 3875 (@)
12180 2005 C 2,625 12160 6073 P 4.750 g
12083 20115 D 3.000 12294 6075 P 3875
12184 25/5 D 3.000 12295 60/7.5 P 3.875 5"
12182 25075 C 3750 12296 60710 P 3.875 (@]
12161 607125 P 4750
12183 2510 C 3.750 12358 oF b 1750 =z
12186 25115 D 3.000 12359 65/75 P 2750
12181 30/4 C 3.750 12162 65710 P 4.750 m
12187 30/5 D 3.750 12255 705 P 4.750 2
12038 3075 C 3.750 12166 70175 P 4.750 -]
T— o i = bk
12085 3558 ¢ 4750 12125 75175 P 2750
12179 35/4 C 3.750 12047 75110 P 7.750
12185 3505 C 4750 12257 3075 P 4875
12188 35/7.5 [§ 3.750 12216 80/7.5 P 4.750
12176 35/85 C 3.750 12117 80/10 P 4.750
12272 3510 C 4750 12022 85/5 P 4.750
12020 8575 P 4750
12080 403 ¢ 4.750 12001 85/10 P 4750
12086 4005 C 4750
12189 4075 C 4750
12273 40710 c 4.750 Base Dimension Key - Oval
12190 4505 D 4.750
12274 45/75 C 4750 KEY DEPTH IN. WIDTH IN. DESCRIPTION
12108 50/5 D 4.750 A 1.31 2.16 oval fan size
12013 50/7.5 C 4.750 G 1.91 291 oval
12275 55/5 D 4.750 D 197 3.66 oval
12276 55/10 D 4.750 . -
T 05 5 1750 Base Dimension Key - Round
12110 60/7.5 D 4750 KEY DEPTH IN. MOUNTING STRAP
12101 65/10 D 4750 m 175 93031
12297 8075 D 5.750 N 500 02
12298 8017 5 D 5.750 P 550 53033
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MARS USA Capacitors Dual Section
MA';%USA DESCRIPTION BASE HEIGHT
Features: 14353 25/3 MFD 440/370V Round N 3.875
* Product of USA 14278 25/5 MFD 440/370V Round N 3875
* Tested and approved by every 14126 30/3 MFD 4401370V Round N 3875
major US motor company 14281 30/5 MFD 440/370V Round N 3.875
and compressor company oun :
. 440/370 Dual Voltage Rated 14282 30/7.5 MFD 440/370V Round N 3875
. Meets EIA-456A Test Standard 14077 35/3 MFD 440/370V Round N 3.875
(simulates 60,000 hours of 14283 35/5 MFD 440/370V Round N 3.875
operation) 14284 35/7.5MFD 440/370V Round P 3.875
« Meets Tecumseh H-115 14091 35/10 MFD 440/370V Round N 4.750
« OEM Grade 14078 40/3 MFD 440/370V Round P 3125
« CSA approved and UL 14286 40/5 MFD 440/370V Round P 3125
recognized 14287 40/7.5 MFD 440/370V Round P 3.875
+ 5 year warranty 14088 40/10 MFD 440/370V Round N 4.750
14288 45/5 MFD 440/370V Round P 3.875
14289 45/7.5 MFD 440/370V Round N 3.875
14172 45/10 MFD 440/370V Round P 3875
Single Section 14290 5015 MFD 4401370V Round P 3875
MA':JSO PSA DESCRIPTION BASE HEIGHT 14291 50/7.5 MFD 440/370V Round P 3.875
14292 55/5 MFD 440/370V Round B 3.875
14005 5 MFD 370V Oval A 1,500
14293 55/7.5 MFD 440/370V Round P 3.875
14029 5 MFD 440/370V Oval A 2.375
14299 55/10 MFD 440/370V Round P 3.875
14105 5 MFD 440/370V Round M 2.000
14296 60/10 MFD 440/370V Round P 3.875
14007 TS MFD 370V Ovl A 2375 14294 60/5 MFD 440/370V Round P 3875
14031 7.5 MFD 440/370V Oval A 2625 oun :
o7 VD 4403707 o T 2000 14295 60/7.5 MFD 440/370V Round P 3875
10008 ONFD 370 v A 255 14358 65/5 MFD 440/370V Round P 3875
0 10 VED 407370V Ova A 275 14359 65/7.5 MFD 440/370V Round P 3.875
032 T VFD 240370V Roumd m 3 14162 65/10 MFD 440/370V Round P 4.750
19009 25 NFD 370V Oval A 2000 14169 70/10 MFD 440/370V Round P 4.750
003 15 MFD 4403707 Oval A 2750 14255 70/5 MFD 440/370V Round B 4.750
0010 S NFD 370V Oval A 3750 14166 70/7.5 MFD 440/370V Round P 4.750
i 15 MED 240/370V Oval c 378 14257 80/5 MFD 440/370V Round P 4875
o 15 MFD 2407370V Found m 2605 14216 80/7.5 MFD 440/370V Round P 4.750
e 20 D 2407370V Rowd m 3000 14117 80/10 MFD 440/370V Round P 4.750
14240 25 MFD 440/370V Round M 3.750
14241 30 MFD 440/370V Round N 3.375
14243 35 MFD 440/370V Round N 3.750 Base Dimension Key - Oval
14245 40 MFD 440/370V Round N 3.750
3% DEPTH IN. WIDTH IN. DESCRIPTION
14248 45 MFD 440/370V Round N 4.750 .
14251 50 MFD 440/370V Round P 3375 A 131 216 oval fan size
& 1.91 2,91 oval
14252 55 MFD 440/370V Round B 3.750 5 o7 56 P
14254 60 MFD 440/370V Round B 3.750 Base Dimension Key - Round
14256 65 MFD 440/370V Round P 3.750
14258 70 MFD 440/370V Round P 4750 KEY DEPTH IN. MOUNTING STRAP
14259 80 MFD 440/370V Round P 4.750 M 1.75 93031
N 2.00 93032
P 2.50 93033
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Motor Run Capacitors

MARS Mini-Split Run Capacitors

MARS mini-split motor run capacitors are

epoxy/resin sealed and widely used as MARS NO. DESCRIPTION Dw E';SI%‘s
the start-up and/or run capacitor for your
e 12380 1 MFD X 450V 1-112 X112 X1
motor. They feature very small dissipation
factor and inherent temperature rise, high 12381 1.5 MFD X 450V 1-112 X172 X1
insulation resistance, and stable 12382 2 MFD X 450V 1-172 X112 X1
capacitance. 12383 2.5 MFD X 450V 1-112 X 3/4 X 1-1/4
12384 3 MFD X 450V 1-1/2 X 3/4 X 1-1/4
Technical Specification: 12385 3.5 MFD X 450V 17/8 X 314 X 1-3/8
* Ambient temperature: 70° C
12386 4 MFD X 450V 1-7/8 X 3/4 X 1-3/8
» Rated voltage: 450 VA
- Capacitance tolerance: +5 12388 5MFD X 450V 1-7/8 X 7/18 X 1-3/8
* 50/60 Hz 12390 6 MFD X 450V 1-7/8 X1 X 1-1/2

 Standard: IEC252-2001

Accessories For Relays & Capacitors

93011 1 Hole Boot, 25/Pk
For conversion of
93001 screw-type connections
on relays
93012 2 Hole Boot, 25/Pk
Resistor for Start Capacitors Wrap-Around Brackets for Motor Run Capacitors
2 watt R Oval
e (15,000 ohm) Resistors, 10/Pk o m 93014 1.94 x 2.78 for
base A, 10/Pk
QC-13 for Start Capacitors
10 pc 2 watt Oval
93106 (15,000 ohm) resistors 93015 1.97 x 2.94 for
with .25-in female spade base C, 10/Pk

connectors, 10/Pk

Snap-on Mounting Brackets for Motor Start Capacitors Oval

93116 2.25 x 3.66 for
93026 2.75in base D, 10/Pk
93027 3.381in
93028 4.38in Mounting Brackets for Round Capacitors
Sold in 10 pack
Case Dimensions* 93031 For 1.63 inand 1.75 in diam
93032 For 2.0 in diam
CASE SIZE DIAMETER LENGTH 93033 For 250 in diam
1 1.44 2.75 Sold in 5 pack
2 1.44 3.38 B . .
akelite End Caps for Motor Start Capacitors
4 1.81 3.38
5 181 4.38 93018 BEC-1 144in
6 206 3.38 93019 BEC-2 1.81in
93020 BEC-3 2.06in
7 2.06 438 93021 BEC-4 2.56in
8 2.56 4.38 Sold in 10 pack
*Capacitors may be put in different case sizes ocassionally, but will not be .
larger than those stated. For mounting
OFF MOTOR.
Leads on top side.
93022 TEC-1 1.44in
93023 TEC-2 1.81in
93024 TEC-3 2.06 in
93025 TEC-4 2.56in

Sold in 10 pack

®
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Single Section Dual Section Run Dual Section Run
Run Capacitors Run Capacitors Run Capacitors

370 VOLT 440/370 VOLT

ROUND
MARS

370 VOLT

ROUND
OVAL MARS OVAL  ROUND

MARS NO. NO JARD NO. JARD NO.

OVAL

MARS NO. NO JARD NO. JARD NO.

OVAL  ROUND ROUND

MFD JARD NO. JARD NO.

MFD

2 12002 12092 12902 12992 153 12141 12165 12765
3 12003 12093 12903 12993 15/4 12066 12122 12956 12702 15/6 12270 12770
) 12004 12094 12904 12994 1555 12067 12203 12957 12703 1555 12271 12118 12771 12818
5 12005 12095 12905 12995 15/10 12058 12204 12958 12704 1510 12477 12356 12777 12656
6 12006 12096 12906 12996 175/6 12059 12205 12959 12705 17505 12350 12650
75 12007 12097 12907 12997 17565 12060 12206 12960 12706 205 12180 12115 12880 12780
10 12008 12098 12908 12998 203 12061 12961 20175 12354 12654
125 12009 12099 12909 12999 204 12062 12207 12962 12707 20110 12351 12651
15 12010 12210 12910 12710 205 12063 12260 12963 12760 205 12083 12112 12983 12812
16 1221 1291 2075 12016 12716 2503 12353 12653
75 12012 12212 12912 12712 2010 12064 12208 12864 12708 2504 12355 12655
20 12014 12214 12914 12714 2015 12164 12209 12964 12709 2505 12184 12278 12884 12778
2 12015 12215 12915 12715 2503 12142 12242 12842 1211 2575 12182 12219 12882 12779
30 12017 12217 12917 12717 2504 12065 12175 12965 12875 25M0 12183 12113 12883 12813
35 12018 12218 12918 12718 2505 12066 12261 12966 12761 2515 12186 12114 12886 12814
40 12021 12221 12921 12721 2575 12143 12262 12843 12762 303 12126 12826
5 12023 12223 12923 12123 2508 12131 12832 3004 12181 12120 12881 12820
50 12025 12225 12925 12125 25/10 12167 12213 12867 12713 305 12187 12281 12887 12781
55 12024 12226 12924 12726 2515 12133 12833 3075 12038 12282 12982 12182
60 12087 12227 12987 12727 3003 12144 12244 12844 12720 3010 12035 12352 12835 12652
65 12011 12128 12988 12828 3004 12145 12263 12845 12763 303 12085 12077 12985 12977
70 12089 12229 12989 12729 305 12069 12264 12969 12764 34 12179 12070 12879 12870
80 12090 12199 12990 12899 3075 12146 12224 12846 12724 3505 12185 12283 12885 12783
100 12116 12916 3010 12147 12228 12847 12728 3506 12119
30115 12039 12939 3575 12188 12284 12888 12784
3503 12148 12082 12848 12730 35085 12176 12876
440/370 VOLT 3504 12071 12231 12971 12731 3510 12272 12001 12772 12797
3505 12072 12266 12972 12766 4053 12080 12078 12877 12978
OVAL OVAL  ROUND 3575 12149 12235 12849 12735 40/4 12285 12785
MARS NO. JARD NO. JARD NO. 35/10 12150 12238 12850 12738 4055 12086 12286 12986 12786
: 4003 12151 12074 12851 12739 4016 12220 12920
12026 404 12158 12267 12858 12767 40775 12189 12287 12889 12787
25 12019 12919 405 12171 12178 12871 12878 400 12273 12088 12773 12798
3 12027 12103 12927 12803 40775 12152 12268 12852 12768 1573 12079 12979
4 12028 12104 12928 12804 4010 12134 12246 12834 12746 454 12219 12891
5 12029 12105 12929 12805 453 12173 12073 12747 455 12190 12288 12890 12788
6 12030 12106 12930 12806 45/4 12047 12947 4506 12127 12827
75 12031 12107 12931 12807 4505 12174 12269 12874 12769 4575 12274 12289 12774 12789
10 12032 12232 12932 12732 4575 12153 12249 12853 12749 45110 12172 12872
125 12033 12233 12933 12733 45M0 12136 12250 12836 12750 505 12108 12290 12808 12790
15 12034 12234 12934 12734 4515 12137 12837 5075 12013 12291 12913 12791
175 12036 12236 12936 12736 5013 12075 12753 5010 12124 12892
20 12037 12237 12937 12737 5055 12138 12191 12838 12755 501125 12253 12719
25 12040 12240 12940 12740 50175 12192 12825 5505 12275 12292 12775 12792
30 12041 12241 12941 12741 50/10 12239 12757 55/75 12293 12793
35 12043 12243 12943 12743 5505 12154 12193 12854 12893 55M0 12276 12299 12822 12799
40 12045 12245 12945 12745 5575 12155 12194 12855 12894 6013 12160 12860
45 12048 12248 12948 12748 55/10 12067 12967 605 12109 12294 12809 12794
50 12049 12251 12949 12751 6073 12076 12976 6075 12110 12295 12776 1279
55 12050 12252 12950 12752 605 12139 12195 12839 12895 60710 12296 12796
60 12051 12254 12951 12754 60775 12156 12196 12856 12896 60/12.5 12161 12861
65 12052 12357 12952 12657 60110 12157 12265 12857 12865 65/5 12358 12642
70 12130 12258 12830 12758 655 12159 12042 12859 12742 6575 12359 12659
5 12135 12831 7065 12053 12953 6510 12101 12162 12810 12862
80 12140 12259 12840 12759 7075 12054 12954 7065 12255 12823
90 12068 12868 70110 12055 12955 7075 12166 12866
7505 12044 12744 70710 12169 12869
75175 12046 12946 7505 12168 12968
75110 12084 12984 75175 12125 12901
805 12163 12197 12863 12897 75110 12047 12935
8075 12123 12198 12817 12819 805 12297 12257 12815 12801
80/10 12201 12824 80175 12298 12216 12898 12816
801125 12202 12722 80710 12117 12821
85/5 12129 12829 85/5 12022 12938
8575 12230 12756 8575 12020 12942
85/10 12222 12922 85/10 12001 12944

®©
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MARS 780 Definite Purpose Contactors

MARS 780 - 1 pole with shunt
contactors are designed for
demanding applications. The
enclosed body design provides
quiet operation and improved
durability by reducing the intrusion
of dust and dirt. Silver-cadmium
oxide contacts provide increased
contact life when switching
inductive loads.

61720
Features:

» Enclosed body and coil —
standard cover

* Push to test button

» Quad quick connects

* Box lugs - large window arch design

» Screw terminals and or box lugs available on 30 amp
» Caoils - class F insulation

61320

1 Pole with Shunt 30 - 40 Amps

LOCKED NON
FLA ROTORAMPS |NDUCTIVE

MARS FURNAS
NO. [0}

ColL

VOLTS TERMINATION

20v 2717v AMPS

MARS 780 Definite Purpose Contactors

MARS 780 Definite Purpose Contactors

MARS 780 - 2 pole contactors are
designed for demanding
applications. The enclosed body
design provides quiet operation
and improved durability by
reducing the intrusion of dust and
dirt. Silver-cadmium oxide
contacts provide increased
contact life when switching
inductive loads.

61345
Features:

» Enclosed body and coil —
standard cover

» Push to test button

» Quad quick connects

» Box lugs - large window arch design
» Screw terminals and or box lugs available on 30 amp

+ Coils - class F insulationed outdoor condenser fan motors are designed
for all angle air conditioning or heat pump applications. A weep hole is
provided in each end shield to allow condensate to drain.

61755

2 Pole 30 -40 Amps

LOCKED ROTOR NON

MARS FURNAS CoIL

45EG10AJA, FLA AMPS INDUCTIVE TERMINATION
61320 45CGI0AJA 24 NO. NO. 240v 480V 6oy AMPs  VOLTS
45DG10AJA
45EG20AJ,
45EG10AFA, 61345  45CG20AJ, 24
61321 45CG10AFA, 120 45DG20AJ
45DG10AFA 5EGI0AF
45EG10AGA, 61346  45CG20AF, 120
61322  45CG10AGA, | 30 180 180 40 |208-240| Screw Type 45DG20AF
45DG10AGA 45EG20AG (2,
45EG10ALA, 61347  45CG20AG, | 30 180 150 120 40 |208-240|  Screw Type (@)
61323  45CG10ALA, 217 45DG20AG
45DG10ALA 45EG20AL, g
45EGT0AHA, 61348  45CG20AL, 217 -
61324  45CG10AHA, 480 45DG20AL o
45DG10AHA 45EG20AH,
61349  45CG20AH, 480 4
45DG20AH
61720  45EG10AJAL 24 m
61745  45EG20AJL 24 2
61721  45EG10AFAL 120 -]
61746  45EG20AFL 120 (7))
61722  45EG10AGAL | 30 180 180 40 208-240|  Box Lug
61747 45EG20AGL | 30 180 150 120 40 [208-240 Box Lug
61723  45EG10ALAL 217
61748  45EG20ALL 277
61724  45EG10AHAL 480
61749  45EG20AHL 480
45GG10AJAL,
61730  45FG10AJA, 24 45GG20AJL,
45GG10AJA 61755  45FG20A/, 24
45GG10AFAL, 45GG20AJ
61731 45FG10AFA, 120 45GG20AFL,
45GG10AFA 61756  45FG20AF, 120
45GG10AGAL 45GC20AF
g 45GG20AGL,
RNl 4SFC10AGA, | 40 240 240 50 ]208-240)  BoxLug B1757  45FG20AG, | 40 240 200 160 50  |208240|  BoxLug
45GG10AGA
= 45GG20AG
45GG10ALAL,
61733 45FG10ALA, 217 61758 455%%22%%}' o77
45GG10ALA A5GO20AL
45GG10AHAL, 45GG20AHL,
61734 45FG10AHA, 480 61750  45FG20AH, 480
45GG10AHA 45GG20AH

©

Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com

el

NN marsdelivers.com



MARS 780 Definite Purnose Gontactors

MARS 780 Definite Purpose Contactors

MARS 780 - 2 pole “Large Body” contactors feature a 2 pole configuration
in a 3 pole body for increased durability in demanding applications.

Features:

» Large arch window box lugs

* Recessed push to test button

» Accepts MARS 780 and Furnas auxiliary switches
» Use standard MARS 780 replacement coils

+ Dual QC coil terminals plus screw terminal for easy termination and
jumper arrangements

» Coils - class F insulation 61425 61440

2 Pole - Large Body 30 - 40 Amp

LOCKED ROTOR AMPS HORSEPOWER
MARS NO. FURNAS NO. 2o "'\“N'I)F‘,’;:T'VE COIL VOLTS 1PH 3PH TERMINATION
240V 480V 600V
240V 240V
61425 42BF15AJ, 42AF15A) 2
61426 42BF15AF, 42AF15AF 120
30 180 150 120 40 3HP 75HP Box Lug
61427 42BF15AG, 42AF15AG 208-240
61428 42BF15AL, 42AF15AL 277
61440 42CF15AJ 2
61441 42CF15AF 120
40 240 200 160 50 5HP 10HP Box Lug
61442 42CF15AG 208-240
61443 42CF15AL 277
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MARS 780 Definite Purpose Contactors

MARS 780 - 3 Pole Contactors

MARS 780 - 3 pole contactors are designed for demanding applications. The
enclosed body design provides quiet operation and improved durability by
reducing the intrusion of dust and dirt. Side attachment rails for auxiliary
switches (30-60 amp contactors) allow attachment of MARS 780 or Furnas
auxiliary switches. Silver-cadmium oxide contacts provide increased contact
life when switching inductive loads.

Features:

* Large arch window box lugs

* SEMS screws or box lugs available on 30 amp contactors

* Recessed push to test button (not on 75 and 90 amp contactors) 61445

61480
* Enclosed body design
» Accepts MARS 780 and Furnas auxiliary switches
* Use standard MARS 780 replacement coils
» Dual QC coil terminals plus screw terminal for easy termination and
jumper arrangements
» Coils - class F insulation « 600 volt rating « Foot print compatible
3 Pole 30-90 Amp * For 25 Amp Contactors - Use 30 Amp in Place of 25Amp
LOCKED ROTOR AMPS NON HORSEPOWER
MARS NO. FURNAS NO. FLA P P i INI.")\l:nCPgVE 3PH TERMINATION
240v 480V
61430* 42BF35AJ 24
61431* 42BF35AF 120
61432* 42BF35AG 30 180 150 120 40 208-240 3HP 75HP 10 HP 15 HP Screw Type
61433* 42BF35AL 211
61434* 42BF35AH 480
61750 - 24
61751 - 120
61752 - 30 180 150 120 40 208-240 3HP 7.5HP 10 HP 15 HP Box Lug n
61753 - 21 (@)
61754 - 480 g
61445 42CF35AJ 24 1
61446 42CF35AF 120 o
61447 42CF35AG 40 240 200 160 50 208-240 5HP 10 HP 15 HP 20 HP Box Lug z
61448 42CF35AL 217
61449 42CF35AH 480 m
61460 42DF35AJ 24 z
61461 42DF35AF 120 4
61462 42DF35AG 50 300 250 200 63 208-240 5HP 15 HP 20 HP 25HP Box Lug m
61463 42DF35AL 217
61464 42DF35AH 480
61470 42EF35AJ 24
61471 42EF35AF 120
61472 42EF35AG 60 360 300 240 75 208-240 75HP 20 HP 25 HP 30 HP Box Lug
61473 42EF35AL 211
61474 42EF35AH 480
61480 42FE35AJ106 24
61481 42FE35AF106 120
61482 42FE35AG106 75 450 375 300 94 208-240 15 HP 25HP 40 HP 40 HP Box Lug
61483 42FE35AL106 217
61484 42FE35AH106 480
61490 42GE35AJ106 24
61491 42GE35AF106 120
61492 42GE35AG106 90 540 450 360 120 208-240 15 HP 30 HP 50 HP 50 HP Box Lug
61493 42GE35AL106 217
61494 42GE35AH106 480

©
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MARS 780 Definite Purnose Gontactors

30-40A 1 Pole with Shunt

30-40A 2 Pole

30-40A 2* Pole & 3 Pole

Note - 2* Pole is a 3 pole body with center contacts removed.

MARS NO. MTG SCREWG MAX WIRE SIZE
61320-61324 30 1 3.19 197 246 15 177 161 10 8
61720-61724 61730-61734 30-40 1 3.19 1.97 2.46 15 1.77 1.61 10 4
61345-61349 30 2 3.19 197 246 15 177 161 10 8
61745-61749 61755-61759 30-40 2 3.19 1.97 2.46 15 1.77 1.61 10 4
61430-61434 30 3 3.69 2.38 2.87 3.13 3.25 1.98 10 8
61750-61754 61445-61449 30-40 3 369 2.38 287 3.13 325 198 10 4
61425-61428 61440-61443 30-40 2(at 3P)* 3.69 2.38 2.87 3.13 3.25 1.98 10 4
Cc-14 Toll Free (800) 445-4155 -« Fax (631) 348-7160 + www.marsdelivers.com !Ucl'l Z ,2 b
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MARS 780 Definite Purpose Contactors

50-60A 3 Pole

75-90A 3 Pole

0
(@)
S
1
(@)
<
m
<
-
7/

MARS NO. FLA POLES A B c D D1 E MTG SCREWG  MAX WIRE SIZE

61460-61464

61470-61474 50-60 3 4.04 2.87 3.1 3.13 3.25 224 10 2

61480-61484

61490-61494 75-90 3 5.02 35 4.39 443 4.63 2.87 10 1110
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MARS 780 Definite Purpose Contactors

Renewal Parts and Accessories

» Snap on side mounted auxiliary switches
» Replacement coils

61614 61623
S 61625
61679 61692 61684
Auxiliary Switches MARS 780 Replacement Coils
S pescripTion  CONTACTOR USED ON M;\gs F”ﬁg“s CONTACTOR SIZE VO?.%:{-GE
61610 49ACRO 1NO 61679 - v
61320-61324 61680 . 120V
61611 49ACRC 1NC 6172061724 -
6173061734 61681 . 3 Pole 30-40 Amp 208-240V
6134561349
61612 49ACR6 1NO- 1 NC o174 a1749 o168 ] pumy
6175561759
61613 49ACR7 2NO 30- 60 6143061434 61683 ] 480V
61750-61754
6144561449 61684 . 24V
61614 49ACRS 2NC 8142561425
61440-61443 61685 . 120V
61615 49D36098001 SPDT 61460-61464 —
61470-61474 61687 - 3 Pole 50-60 Amp 208-240V
61616 49036098003 DPDT 51690 - 77
61623 : SPDT 61691 ; 480V
61480-61484 61692 ; 24V
61624 : 1NO 7590 £1490.01494
61693 . 120V
61625 ; 1NC R —
61694 . 3 Pole 75-90 Amp 208-240V
61695 ; 277V
61696 ; 480V
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Furnas NEMA Contactors & Starters

Furnas NEMA Contactors & Starters

9584 Trip Qurve with Tol erance

Application: N

NEMA heavy duty contactors and starters
are designed for across the line starting of
3 phase motors. Typical applications
include cooling towers, refrigeration
equipment, and commercial HVAC. NEMA
contactors provide the switching (on/off) N
function. NEMA starters consist of a NEMA k\\‘,,
contactor with the addition of motor T
protection via a solid state overload relay
which includes phase loss protection.

1

Standard NEMA Contactor Features: 61769 61810 IR
* Rugged industrial design epoxy

encapsulated coil seals out moisture,

promotes heat transfer, and resists

electrical, mechanical, and thermal NEMA Starters
stresses. The 45 degree wedge action MARS  SEIMENS  NEMA AMP HORSEPOWER OVERLOAD  COIL =T
contacts reduce tracking and provide NO. NO. SIZE RATING 200V 230V 460V RANGE  VOLTAGE :
faster arc quenching. The resulting self- 61760  14BUB32BA 0 9 12 34 14112 753A 120240 NEMA1
cleaning and reduced contact bounce 61770  14CUC32BA 0 18 2 2 5 2510A 120240  NEMA1
mean cooler operation and longer life ~
for the |arge silver cadmium oxide 61771 14CUD32BA 0 18 3 3 9-18A 120/240 NEMA 1
contacts 61772  14DUC32BA 1 27 2 2 5 2510A 120240  NEMA1
+ Dual Voltage Coils 61773  14DUD32AA 1 27 3 3 10 9-18A 120/240  Not Included
120/240 VAC is standard
. 61774  14DUD32BA 1 27 3 3 10 9-18A 120/240  NEMA1
24 VAC and 240/480 VAC are available
as accessories 61775  14DUE32AA 1 27 7112 7112 - 13-27A 120/240  Not Included
« Easy coil access. Top mounted coil 61776  14DUE32BA 1 27 7112 7112 - 13-27A 120/240  NEMA1
requires no tools to change 61777  14ESG32BA  1-3/4 27 10 10 15 10-40A 120/240 NEMA 1
61779  14FUF32AA 2 45 - - 15 13-52A 120/240  Not Included
Standard NEMA Starter Features: 61780  14FUF32BA 2 45 10 15 25 2-45A 1201240 NEMA1 (@)
+ NEMA Contactor 61782  14HUG32BA 3 90 25 30 50 4590A  120/240  NEMAT (o)
+ True phase loss protection 61783  14HUG32AA 3 90 25 30 50 45:90A  120/240  Not Included g
Trips within 3 seconds and is self =
rotected from short circuits
p, . NEMA Contactors o
» High accuracy +/- 2% repeat trip
MARS SEIMENS NEMA AMP HORSEPOWER colL
I
aceuracy _ 3 NO. NO. SIZE RATING 00 230V 460V VvoLTAGE ~ ENCL- <
» Self powered requires no hard wiring or m
61810  40CP32AA 0 18 3 3 5 120/240  Not Included
separate power source 2
. Heaterless construction minimizes 61811 40DP32AA 1 27 7112 7112 10 120/240  Not Included -]
energy costs. Does not require the use 61813 40FP32AA 2 45 10 15 25 120240 Notncluded ~ M(J,]
of complicated heater charts. Simply set 61815  40HP32AA 3 90 25 30 50 1201240 Not Included
the dial on the overload relay to the
motor F.L.A. )
. Parts & Accessories for Starters & Contactors
* Overload trip class 20
MARS SEIMENS
NO. NO. DESCRIPTION NEMA SIZE
61652 75D73070J Coil 24VAC 0-25
61650 75D73070A Coil 120/240V 0-25
61653 75D73070C Coil 240/480V 0-25
61654 75D73070D Coil 208V 0-25
61656 75CF14 Replacement Contact Kits* 0
61657 75DF14 Replacement Contact Kits* 1
61658 75FP14 Replacement Contact Kits* 2
61659 49AB10 N.O. Auxiliary Contact 0-3
61660 49AB01 N.C. Auxiliary Contact 0-3
61671 49SBBIX637 NEMA 1 Hand-Off Auto Kit -

* Replacement contacts are sold in kits that will re-build 1 power pole. For example: Use (3) 75CF14 contact kits to re-build a 3 pole device.
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Auxiliary Contacts & Enclosures for
GE Contactors and Starters

Enclosure Dimensions
(See Chart Below)

Figure 1

Figure 2

Auxiliary Contacts 10 Amp at 240 VAC

USED ON FIG.
NO. ACTION MARS NOS. 5l ol e e NO.

MARS SWITCH

CR153A, B, C, D, DA,

Model 453 Definite Purpose Contactors

The compact models feature
universal mount bases, taped
coils, and combination phillips/
slot head screws. All of the GE
compact designs feature "no
burn" coil design. These are self-
protecting coils that meet the
Trane specification. The Series
453 GE compact design
contactors all meet ARI 780.
Some other manufacturer's
economy model compact
contactors do not meet this
rigorous spec. All of this is now
available at attractive pricing!

13101

Features:

» Compact overall size
» Combo phillips/slothead screws/hexhead on 30 amp
» Universal mount base

13110-13118,
s s IS S G, Oneswichaan .
13513-13555, AC. AD Fé Flé CR354AI§ be added Specmcatlons:
13613-13627 R '
AC, AD, FE CR453C Compact, 30A, 40A, 1-Pole Plus
CRIS3EB. FB. GBL Shunted Pole & 2-Pole
13200-13272, v e Ty One switch can
92302 SPDT 1347313495, CRIG4EV.FV GV LV, beaddedto 2 FULLLOAD  RESISTIVE LOCKED ROTOR AMPS
1357313575  CR253GB, LB, CR3S3EE, h sid AMPS AMPS PER POLE SINGLE PHASE, 50/60 HZ POLES
g EF, EG, EH each side 2400277V 480V 600V
30 40 180 150 120 T Szh”"t
* Ratings shown are for 1-phase, 2-pole.
RESISTIVE DIM
FLA RATING POLES VOLTAGE GE MODEL :
PER POLE HEIGHT WIDTH DEPTH
13101 30 40 1-1/2 24 453CC3HAAAM | 2-9/16 2 3-1/4
13104 24 | 453CC2HAAAM
30 40 2 2-3/4 2 2-7116
13105 120 | 453CC2AAAAM
Universal Contactor Enclosure
The MARS 92680 Universal Contactor enclosure will fit contactors g € '_i
from 20 to 40 amp. This enclosure will also fit the new smaller §
frame ACC533 and ACC633 contactors. Each enclosure comes @ ’ i
with all the necessary mounting screws. & J
e g N
MARS NO. MFG. PART NO. DESCRIPTION
92680 AHK425A Universal Contactor Enclosure
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MARS Definite Purpose Contactors

MARS Definte Purpose Contactors

MARS definite purpose contactors are designed for use on refrigeration, air conditioning,

and electric heating systems. They are available in one pole with shunt (one and one half
pole) configurations, from 30 thru 40 amps. MARS brand definite purpose contactors are

also available in 2 pole models (30 and 40 amp) and 3 pole models (30 through 75 amp).
The universal mounting base allows replacement of most contactor brands. Straight-thru

wiring and small size speeds installation.

Features:
» Used in air conditioning, heating and refrigeration

» Box lug terminations speed installation
» Universal mounting base

« Contact cover and enclosed coils

. ) . . 91311-13
reduce dirt and insect intrusion Auxiliary Switches
» Compact design
. . MARS NO DESCRIPTION USED ON
« Silver-Cadmium contacts
61623 SPDT 311(;1;11:;33
Specifications: 61624 TNO All 3 Pole -
* Meets ARI 780/790 requirements 61625 1NC 910

* cULus Approval
» 1,000,000 Cycle mechanical life

HORSEPOWER
LOCKED ROTOR AMPS RES.
MARS NO. Awps  COILVOLTS TERMINATION 1PH 3PH
240 217 480 600 240 240 480
91311 24
91312 30 1 Pole w/Shunt 180 180 40 120 Screw Type - - - -
91313 2081230
91315 24
91316 30 1 Pole w/Shunt 180 180 40 120 Box Lug - - - -
91317 2081230
91321 24 o
91322 30 2 180 - 150 120 40 120 Screw Type - - - -
91323 208/230 o
91325 2 g
91326 30 2 180 - 150 120 40 120 Box Lug - - - - v
91327 208230 (@)
91331 2 2
91332 30 3 180 - 150 120 40 120 Screw Type 3HP 7.5HP 10 HP 15 HP m
91333 2081230 2
91335 2% L |
91336 30 3 180 - 150 120 40 120 Box Lug 3HP 7.5HP 10HP 15HP (7]
91337 208230
91411 40 1Polew/Shunt 240 240 - - 50 24 Box Lug - -
91421 24
91422 40 2 240 - 200 160 50 120 Box Lug
91423 208/230
91431 24
91432 40 3 240 - 200 160 50 120 Box Lug 5HP 10HP 15HP 20 HP
91433 208230
91531 24
91532 50 3 300 - 250 200 63 120 Box Lug 5HP 15HP 20 HP 25 HP
91533 2081230
91631 24
91632 60 3 360 - 300 240 75 120 Box Lug 75HP 20 HP 25 HP 30HP
91633 2081230
91731 24
91732 75 3 450 - 375 300 94 120 Box Lug 15HP 25HP 40HP 40HP
91733 2081230

©
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MARS IEC Contactors Accessories for IEC Contactors

MARS IEC Contactors are Accessory Features:
designed for demanding hlgh « Thermal overloads
reliability applications. Contactors
are available with 3 Pole
switching and integral auxiliary

» Side mount and top mount
auxiliary switches

! 62000 .
contacts with normally open or Modular snap together 62055
normally closed. MARS assembly
contactors are designed for
modular snap together assembly Specifications:
and can be panel mounted or » Thermal overload ratings -
DIN rail mounted. Additional 0.16 Amps through 40 Amps
accessorlgs allow F;ontactors to « Ausxiliary switches available
be c.ust(.)mlzed t.o fit numerous with single pole
applications which require 62012 or double pole action
thermal overloads and additional - .
. .  Auxiliary switch contact
auxiliary switches. :
ratings — 10 Amps
Features:
o 62091
» Three pole switching plus a
NO or NC auxiliary contact
» Design allows for snap on DIN
rail mounting or direct panel
mount with screws 62024 62090
« Efficient 50/60 Hz coils
» Thermal overloads
+ Side mount and top mount Specifications: Thermal Overloads
auxiliary switches » 1,000,000 contact life cycle MARS
- Finger safe terminals meet capability e DESCRIPTION CURRENT RANGE CURRENT RANGE
IP20 requirements * Insulation voltage 690V 62055  Thermal Overlbad  0.1100.16 AOverload Relay 09-32A
+ Comply with UL, CSAand IEC  + Dielectric strength 2500V for 1 62056  Thermal Overload  0.16 o 0.25A Overload Relay 09-32A
standards minute
62057 Thermal Overload 0.25 to 0.4A Overload Relay 09-32A
MARS CONTACT INDUCTIVE CONTACT colL 62058 Thermal Overload 0.4 to 0.63A Overload Relay 09-32A
A2 N ENE] L1 EERRCE 62059 Thermal Overload 0.63 to 1.0A Overload Relay 09-32A
62000 3 Pole with NO Aux 12 Amps 24 VAC 62060 ™ [ Overioad 1.0 1.6A Overioad Rel 09328
62001 3 Pole with NC Aux 12 Amps 24VAC ermal Dverioa U0 1,67 Dverload Relay -
62002 3 Pole with NO Aux 12 Amps 110 VAC 62061 Thermal Overload 1.6 to 2.5A Overload Relay 09-32A
62003 3 Pole with NC Aux 12 Amps 110 VAC 62062 Thermal Overload 2.5 0 4.0A Overload Relay 09-32A
e 8 Pole with NO Aux 12 Amps 220 VAC 62063  Thermal Overload 4o 6A Overload Relay 09-32A
62005 3 Pole with NC Aux 12 Amps 220 VAC
62006 3 Pole with NO Aux 18 Amps 24 VAC 62069 Thermal Overload 5.5A to 8A Overload Relay 09-32A
62007 3 Pole with NC Aux 18 Amps 24 VAC 62070 Thermal Overload 7A to 10A Overload Relay 09-32A
62008 3 Pole with NO Aux 18 Amps 0 VAC 62071 ThermalOveroad  9Ato 13A Overload Relay 12-32A
62009 3 Pole with NC Aux 18 Amps 110 VAC
62010 3 Pole with NO Aux 18 AmpS 220 VAC 62072 Thermal Overload 12Ato 18A Overload Relay 18-32A
62011 3 Pole with NC Aux 18 Amps 220 VAC 62064 Thermal Overload 17-25A Overload Relay 25-32A
62012 3 Pole with NO Aux 25 Amps 24 VAC 62065  Thermal Overload 23-32A Overload Relay 32A
62013 3 Pole w,th NC Aux 25 Amps 24 VA 62066 Thermal Overload 28-36A Overload Relay 32A
62014 3 Pole with NO Aux 25 Amps 110 VAC
62015 3 Pole with NC Aux 25 Amps 110 VAC 62067 Thermal Overload 23-32A Overload Relay 40-80A
62016 3 Pole with NO Aux 25 Amps 220 VAC 62068 Thermal Overload 30-40A Overload Relay 40-80A
62017 3 Pole with NC Aux 25 Amps 220 VAC
62018 3 Pole with NO Aux 32 Amps 24 VAC . i
62019 3 Pole with NC Aux 32 Amps 24VAC Auxiliary Switches
62020 3 Pole with NO Aux 32 Amps 110 VAC MARS FITS CONTRACTOR
DESCRIPTION  CONFIGURATION MOUNTING
62021 3 Pole with NC Aux 32 Amps 110 VAC NO. TYPE
62022 3 Pole with NO Aux 32 Amps 220 VAC 62090 AUX Switch SPNC Top Mount 25-80A
o 3 Pole with NC Aux 32 Amps 220 VAC 62091  AUX Switch SPNO Top Mount 25-80A
62024 3 Pole with INO/1NC Aux 40 Amps 24 VAC 62002 AUX Switch INO NG Ton Mount 05.60A
62025 3 Pole with INO/INC Aux 40 Amps 110 VAC e op Moun -
62026 3 Pole with TNO/INC Aux 40 Amps 220 VAC 62093 AUX Switch 1NO 3NC Top Mount 09-80A
62027 3 Pole with INO/1NC Aux 50 Amps 24 VAC 62094 AUX Switch 1NO INC Side Mount 09-80A
62028 3 Pole with INO/1NC Aux 50 Amps 110 VAC 62095 AUX Switch DPNO Side Mount 09-80A
62029 3 Pole with INO/1NC Aux 50 Amps 220 VAC
C-20 Toll Free (800) 445-4155 -« Fax (631) 348-7160 + www.marsdelivers.com
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Magnetic Line Contactors

30 Amp Two Pole Contactors

The MARS Series 180 contactors are designed primarily to replace contactors used in air conditioning and
electric heating to control blower motors. In addition they are used to switch pumps and computer power
supplies. Replace General Electric Contactors and other manufacturers including WR, Essex/RBM and
Honeywell.

Features:

* Replace all 3ARRS, 9, 27, and 28 General Electric contactors
* Replace WR, Essex/RBM and Honeywell

 Instructions and cross reference chart included

+ Non-positional 18001
+ UL and CSA listings available ] {
Cross Reference N
HONEYWELL MARS COIL
GEMLINE NO. REPLACEMENT schematic
KIT 93103
MC11 R850B1146 18001 Sold Seperately

4 SCREWS & 4 TERMINALS

LOCKED
FULL LOAD coiL PICK-UP
DESCRIPTION AMPS RESISTIVE AMPS ROTOR VOLTAGE POLES HOT
AMPS
30 Amp 2 Pole
Ll Magnetic Line Contactor 80 30 120 2 2
93103 Push-On Terminals

Adapters and Screws.

MARS Relay/Transformer Fan Control Centers

0
@)
S

MARS series 240 Scnematic: p

fan centers provide oz 9l | o1z o

convenient low o g g ] ‘ B 4

voltage control of : |2 iI° i B ‘ 5 m

one and two speed | |} |2 ] coil 2

fan motors and ool 3 B A SAAANS r

auxiliary circuits in 2 T. T~ T

heating, cooling, or g N HE com z g ot 3 g »

heatllng/.coollng %O YO z % 5 wo  vo z % WO Yo g |z

applications. Each 24010

MARS fan center is

a r.eliable., gompact 24010 24012 24013

unit consisting of a

24 volt control transformer and a plug-in switching relay mounted on a 4” square electrical junction box cover.

All line voltage connections are made inside the box with color coded pre-stripped leads. Low voltage

connections are made at a convenient terminal board mounted to the transformer.

Features: 40VA 3/4 HP

» Choice of SPDT, SPNO / SPNC or CONTACT RATINGS

DPDT relay switching options TRANSFORMER 120V AC (AMPS) 240V AC (AMPS)
+ UL 1585 40VA transformer b PRIMARY SECONDARY FULL  LOCKED FULL LOCKED
» Color coded leads VOLTAGE CONNECTIONS VOLTAGE CONNECTIONS LOAD ROTOR LOAD ROTOR

« Low volta.ge terminal boarq 24010 12(2)1‘2008/ | ;)olor co?gd , 24V Tgrminal lt)oarq wlith DPDT 138 828 6.9 44
+ Mounts directly to 4” electrical box eads, pre-strippe Screw termina’s
« 50/60 Hertz 24012 120 Color coded o4y Terminalboardwith - SPNO/ 138 828 6.9 414
leads, pre-stripped 5 screw terminals SPNC
24013 120 Color coded Torminal board with — gpy 138 828 6.9 414
leads, pre-stripped 5 screw terminals
!UC'I’ Z H b Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com c-21
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Transformers

MARS Control Transformers
NEMA Class Il Open Construction

MARS compact open
construction transformers are
less than 2-1/4” in height. This
makes them ideal as
replacements within existing
equipment.

MARS control transformers are
available with various outputs
and voltages for special

applications. 50351

Application:

Provide power source for control
circuit for air conditioning,
heating, or refrigeration systems.

50354
Features:
» UL class 2 recognized
* Low heatrise
* Primary color coded leads
50364

» Secondary color coded leads,
or 1/4” male quick connects

* Foot-mount

Foot-Mount Open Construction

PRIMARY SECONDARY

VOLTAGE CONNECTIONS VOLTAGE CONNECTIONS

Color coded

50351 ; 20 sueo 10 Colorooded oy or co

5032 50201 40 00 0  Coloroded - p,  Color coded
50353 - 40 5060 208240  Coloreoded oy, Color coded
50354 50203 40 50160 120/208240 Coloreoded oy Color coded
50355+ - 4 60 oz  Coloreoded g, Color coded
50350 . 20 5060 120208240 COlreoded 5y Color coded
50357 ; 40 sogo 277 Colorcoded 5y Color coded
503500 - 40 5060 12012081240 COITEUEd pqpqppp 5 Color coded
50308 ; 50 5060 120208/240 Colreoded 5y Color coded

*Not UL listed (1) In line fuse protection

Foot-Mount Open Construction With Primary &
Secondary Quick Connects

PRIMARY

CONNECTIONS
1/4" Male

SECONDARY

VOLTAGE = CONNECTIONS
1/4" Male

MARS VA

NO. RATING

VOLTAGE

50362 40 5060 120 quick connects 24 quick connects
1/4" Male 114" Male

50364 40 50060 1200208240 ioconnects 24 quick connects
1/4” Male 114" Male

50363 50 50060  208/240 quick connects 2 quick connects

C-22 Toll Free (800) 445-4155

Fax (631) 348-7160 -

MARS Control Transformers
NEMA Class Il End Bell Type

MARS end bell transformers
provide enclosures for the
primary and secondary
windings, MARS multi-mount
models offer three mounting
options - Foot, Plate, or Conduit
mount.

MARS control transformers are
available with various outputs
and voltages for special
applications.

50302
50303
50304

Application:

Provide power source for control
circuit for air conditioning,
heating, or refrigeration
systems.

50301

50306

Features:

« UL class 2 recognized

* Low heat rise

* Primary color coded leads

« Secondary color coded leads,
or screw terminals

* Multi-mount or plate-mount

50305

50337

Foot-Mount End Bell Type
PRIMARY SECONDARY
CONNECTIONS ~ VOLTAGE  CONNECTIONS

Color coded leads 24 Color coded leads

MARS VA

NO. RATING VOLTAGE

50301 20 60 120

Multi-Mount End Bell Type

FORMER
MARS2
NO.

PRIMARY SECONDARY

RATING VOLTAGE CONNECTIONS VOLTAGE CONNECTIONS

e WU o0 m g g S
50303 . 4 5060 20840  CoOreoded g e
50304 50215 40 60 120208240 COTCEd g oorew
50306* - 8 60 ar7  Colorcoded 5 Color coded
50314 oo 50 5060 120208240 COITOO0ed gy Colorcoded
50333 - 48 5060 1200208240 COOTCOUd g5 Color coded
50337 . 75 5060 120/208/240 CoOrcoded oy Colorcoded
*Not UL listed (1) Color coded leads on secondary, (2) Screw terminals on secondary
Plate-Mount End Bell Type
PRIMARY SECONDARY
VOLTAGE ~ CONNECTIONS  VOLTAGE  CONNECTIONS
50305 40 50/60 120 Color coded leads 24 Screw terminals

®
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Transformers

MARS Control Transformers MARS Control Transformers
NEMA Class Il NEMA Class Il Heavy Duty End Bell Type
Hub-Mounted Transformers
with Circuit Breakers and
Multiple Inputs of MARS control transformers are
120/208/240/480 VAC available with various outputs
and voltages for special
applications.

Available either in 50VA or 75VA,
these 2 versatile transformers

replace Honeywell® AT150F and Application:

AT175F. All leads pass through 50319 MARS heavy duty end bell

the chase nipple. 50372 transformers offer a wide variety
of higher VA rated models.
These models are the choice 50316

: 5M£$§ 57%%/15 » SOVA, MARS when extra power is the

’ solution.
« 3 Way mounting
« Four inputs including i
120/208/240/480 VAC Features: _

- UL Recognized » UL class 2 recognized

+ 50/60 Hz

¢ Low heatrise

Fully Enclosed Junction 50332

Box Ready 50374 + Color coded leads 50340
« Several models with dual + Foot-mount
voltage input
» Welded laminations for quiet
operation
) ) Foot-Mount End Bell Type
» Conservative heat rise ypP
characteristics o PRIMARY SECONDARY
. UL 506 b NO. VOLTAGE CONNECTIONS VOLTAGE CONNECTIONS
50316 - 60 5060  208/240 C°'|°ga°d°sded u OO0 coded
Hub Mount End Bell Type
yp 503200 50225 75 500 a0a0  Coloreoded oy, Colorcoded o
MARS VA PRIMARY SECONDARY o
NO. RATING VOLTAGE ~ CONNECTIONS VOLTAGE  CONNECTIONS 50324 - 75 50 aogpag  COOTCNded oy, Colorcoded 2
50319 50 50/60 120/208/240/480 Color coded leads 24 Color coded leads
50326 - 75 soeo as0  coorcoded p, o Colorcoded g
50372 75 50/60 120/208/240/480 Color coded leads 24 Color coded leads o
o 120/208/  Color coded Color coded
ST 100 50%80 5401480 leads 2% leads %
*100 VA does not qualify for NEMA Class Il z
Fully Enclosed (1) Inline fuse -l
MARS VA PRIMARY SECONDARY [7)

Hz
NO. RATING VOLTAGE  CONNECTIONS  VOLTAGE  CONNECTIONS

Foot Mounted Open Construction

50332 50 50/60  240/480 Color coded leads 120 Color coded leads

MARS VA PRIMARY SECONDARY

50374 100 50/60 2404480  Colorcodedleads 120 Color coded leads NO. RATING VOLTAGE  CONNECTIONS VOLTAGE  CONNECTIONS
50339@ 75  50/60 480 Color coded leads 120 Color coded leads
(2) UL 506

©
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Transformers

MARS Control Transformers
NEMA Class 1l
Manual Reset Style

MARS control transformers are
available with various outputs
and voltages for special

MARS Power Transformers

Application:

Provide 120V power source for
air conditioning, heating,

or refrigeration systems. MARS
power transformers provide dual

applications. purpose options — 120V or 24V
Application: secondary with 208V/240V/480V
Provide power source for control pr'lmat'_'y con?fectlops. Three VA
circuit for air conditioning, selec lrc])ns 0 'er atrue
heating, or refrigeration systems. 50321 powerhouse:
gggi: Features:
Features: e » Color coded leads 50380

» Compact size

» UL class 2 recognized « Low heat rise

* Low heatrise

» Color coded leads or quick
connect terminals

Power Transformers Foot-Mount Open Construction

PRIMARY SECONDARY
* Foot-mount MARS VA
NO. RATING VOLTAGE ~ CONNECTIONS VOLTAGE  CONNECTIONS
50380 50 60  208/240/480  Color coded leads 120/24 Color coded leads
Foot-Mount End Bell Type with Manual Reset 50381@ 100 60  208/240/480  Color coded leads ~ 120/24 Color coded leads

PRIMARY SECONDARY (1) Not UL listed
(2) UL 506
VOLTAGE CONNECTIONS VOLTAGE CONNECTIONS
120/208/  Color coded Color coded
50827 50227 50 60 ououg)  leads % leads
50321 50231 75 50060 120/208/  Color coded 24 Color coded GE Type |p Core and Coil Transformers
240/480 leads leads
120/208/  Color coded Color coded
U ) 75 50060 240/575 leads 2 leads GE type IP transformers are core
. 1201208/ Color coded Color coded and coil units designed for
R 50232 100 5060 o40489 leads % leads industrial control, panel board,
1201208/  Color coded Color coded HVAC and general purpose
B 0 60 5080 2401480 leads E leads applications. They conform to
120/277/  Color coded Color coded ANSI C89.2, and are UL listed and
50370 - 75 50/60 24 ’
380/575 leads leads CSA certified. These transformers
120/208/  Color coded Color coded are lightweight, small and
50371 - 100 50/60 24 ’
2771575 leads leads designed for minimum mounting
*100VA and higher does not qualify for NEMA Class Il dimensions.
Features: 50502
¢ 60 Hz

« Encapsulated thru 500VA -
+ Control power applications L] e
« UL listed, UL-506 File E2739
* CSA certified,

C22.2 Number 66, File 3272

« 50 Hz available on special
order basis

front view

top view

Encapsulated Style Views

Encapsulated

MNA(I;.S clg;f PRIMARY SECONDARY A 5 DIMEZSIONS 5 -
50502 .075  240/480 120/240 4.22 3.29 2.79 241 2.50
50503 100  240/480 120/240 417 4.04 3.29 2.16 3.12
50504 150  240/480 120/240 4.67 4.04 3.29 2.66 312
50505 .200  240/480 120/240 4.92 4.04 3.29 291 3.12
50506 .250  240/480 120/240 5.17 4.04 3.29 3.16 312
50507 .300  240/480 120/240 5.17 4.04 3.29 3.16 312
50509 500  240/480 120/240 5.82 4.79 3.92 3.31 3.79

®
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JARD Transformers

Hub-Mounted Transformers with Fully Enclosed Junction Box Ready
Circuit Breakers and Multiple Inputs
of 120/208/240/480 VAC

» Several models with dual
voltage output

Available either in 50VA or 75 VA, * Welded laminations for quiet
these 2 versatile transformers operation

replace Honeywell® AT150F and + Conservative heat rise
AT175F. All leads pass through characteristics

the chase nipple. « UL 506

* Model 5041MCB, 50 VA,
Model 7541MCB, 75 VA

» Plate mount or foot mount 44519 44532
+ Four inputs including 44520 44534
120/208/240/480 VAC

* UL Recognized

44527 44540
MARS JARD PRIMARY MARS JARD PRIMARY
NO. NO. VA VAC SECONDARY VAC NO. NO. VA VAC SECONDARY VAC
44519 5041MCB 50 120/208/240/480 2% 44532 5048PC 50 2401480 120
44520 7541MCB 75 120/208/240/480 2 44533 5048STPC 50 208277/575 120 (@]
44534 10048PC 100 2401480 120 g
. 44535 10048STPC 100 208/277/575 120 -
Multi-Mount Transformers o
Closed Construction, 4” x 4” Plate >
» Optional 3-way mounting for maximum flexibility . .
. Safety agency approved Open Construction Foot Mount Wire Leads E
» Welded laminations for quiet operation
q p MARS JARD PR\lIn:éRY AT =
MARS JARD VA PR\',%RY SECONDARY VAC (7]
44536 5024P 50 2081240 120024
as22 4011M 44538 7524P 75 2081240 12024
44523 4021M 40 208/240 2% . T581P 75 450 20
44524 4031M 40 120/208/240 2%
44525 5031M 50 120/208/240 24
44526 5032M 48 120/208/240 2512124
44521 7541M 75 120/208/240/480 2
44528 7541STM 75 120/240/277/575 2

©
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JARD Foot Mount Transformers

44518
44517
44504
44513 JARD # 4031VM -
Includes 2 Brackets
Open Construction, Wire Leads Closed Construction Quick Connect
» Safety agency approved
Mﬁgs o VA A SECONDARY VAC
M'?gs o VA A SECONDARY VAC
: : 44517 40310EM 40 120/208/240 24
44501 2031F 20 120/208/240 24
44502 4011F 40 120 2
44503 4021F 40 208/240 24 - .
Versatile 3-Way Mounting
44504 4031F 40 120/208/240 24
MARS JARD PRIMARY
44505 4032F 40 120/208/240 25112124 ) T VA e SECONDARY VAC
44506 40241F 40 240 24
44518 4031VM 40 120/208/240 24
44507 40271F 40 277 24
44508 5031F 50 120/208/240 24
44509 5032F 50 120/208/240 2.5/12/24
44510 7531F 75 120/208/240 2
Closed Construction With
Circuit Breaker
» All models feature a UL recognized manual reset circuit breaker
» Safety agency approved
MARS JARD PRIMARY
o o VA e SECONDARY VAC
4451 5041C 50 120/208/240/480 2
44512 6041C 60 120/208/240/480 24
44513 7541C 75 120/208/240/480 24
44514 7541STC 75 120/277/380/575 24
445150 10041C 100 120/208/240/480 24
44516 () 10041STC 100 120/208/277/575 24
(1) Not UL, UL506
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MARS Surge Protection Device

MARS 60 Amp Non-Fused Disconnect with Internal Surge

MARS Disconnect with integrated surge protector provides a unitized design for quick and clean installation. The metal weather-
resistant enclosure provides additional robustness and security. MARS Surge Protectors provide the performance necessary to
protect critical components in high efficiency mini-split and unitary HVAC equipment.

Features: Specifications Disconnect: Surge Protector Ratings: Protects:
* Side open disconnect + 60 Amp non-fused + 120/240V Single (Split) + Compressors
+ Integrated internal surge protector « Single phase 240V Phase 50/60Hz + Heat Pumps
« Thermally Protected MOV's « 10,000 Amp rating + Short Circuit Current Rating ~ « Ideal for
+ Metal-weather resistant enclosure ~ « NEMA 3R enclosure 022,000 Amps Ductless Systems
* External - Green & Red LED « Weather proof enclosure MCOV L-N 159\” L-L 330V ° Inverter Boards
Status Indicators « Voltage Protection Rating + ECM Motors
« cULus rating o -N 800V / L-L 1200V + Control Boards
« 3 Year Warranty + UL 1449 4th Edition + Transformers
+ $7,500 Connected Equipment Warranty * Type 1 or 2 St{rge * Relays 83915
Protection Rating + Sensors
MI?(?.S tfelbi-Ael= CONF:gIlTIEATION TSYPPDE w2l 4T3LE:)1"I1'I90N
83915  120/240 L1,L2,LIN-G 1or2  150/300 Type 4X cULus
o DESCRIPTION 83914
83914 Replacement Surge Module

MARS HVAC Surge Protective Device

The MARS SPD is designed to protect
your HVAC equipment from power
spikes, surges and transients. Power
spikes and surges can damage
compressors, control boards, sensors
and ECM motors resulting in costly
repairs and down time. The MARS SPD
utilizes Thermally Protected

MOV technology to provide safe and
reliable surge protection.

120/240 VAC Single Split Phase
SPD for use on a variety
of HVAC Equipment

Protects:

+ Compressors + ECM Motors

*+ Heat Pumps + Control Boards \

« |deal for + Transformers LED Protection

Ductless Systems * Relays Status Indicators

o Inverter Boards ¢+ Sensors Meets all UL 1449 4th

Edition Standards \

Features:
+ Easy Installation to Disconnect
+ Weatherproof 4X Enclosure

+ 18 Pre-stripped Leads 18in.
+ Green & Red LED Status Indicators 12;;:“99
+ Thermally Protected MOVs
+ 120/240V Single (Split) Phase &
50/60Hz
+ Short Circuit Current Rating
022,000 Amps f
+ MCOV L-N 150V / L-L 330V 12 inch x 20 \
. . inch x
+ Voltage Protection Rating Threaded Nipple g:‘o"t”:c‘tcigﬁdé;:;%i
o L-N 800V / L-L 1200V (eElippesien: g0 o
» UV resistant) Weath £
UL 1449 4th Edition : LTS
nclosure

+ Type 1 or 2 Surge Protection Rating

+ 3 Year Warranty MARS Surge Protective devices

utilize Thermally Protective

+ $7,500 Connected MOV surge technology
Equipment Warranty
MARS WIRE SPD UL 1449
NO. e CONFIGURATION TYPE w2 4TH EDITION
83905 120/240 L1,L2,LIN-G 1or2  150/300 Type 4X cULus

MARS HVAC Surge Protective Device

The MARS 83904 SPD is designed
specifically for 120V furnace and air
handler applications. The furnace and
air handler contain components that \

must be protected from surges such

as, ECM motors, Control Boards,

Transformers. The MARS Surge

utilizes thermally protected MOV

technology for safe and reliable

protection of equipment. The 120V

Surge Device is easy to install with \
only 2 wires to connect.

120 VAC Single Split Phase SPD

LED Protection
Status Indicator

Protects:

+ Ideal for 120V Ductless Systems
+ Furnace & Air Handlers

+ Inverter Boards

+ ECM Motors

+ Control Boards

+  Transformers

* Relays

+ Sensors

Meets all UL 1449 4th Edition
Standards

Features:

+ Easy 2 Wire Installation

+ 10" Pre-stripped Leads

+ Green LED Status Indicator
+ Thermally Protected MOVs

+ 120V Single Phase 50/60Hz Ung‘amhe“ \
+ Short Circuit Current Rating proggfon
010,000 Amps Ratings 1/2 inch x 29
« MCOV L-N 150V . / e
+ Voltage Protection Rating 12%':[-1 . and UV
o L-N 700V Leads? resistant)

UL 1449 4th Edition

+ Type 1 or 2 Surge Protection Rating
* 3 Year Warranty

+ $7,500 Connected Equipment

MARS Surge Protective devices
utilize Thermally Protective
MOV surge technology

Warranty

MARS WIRE SPD UL 1449

No. VOLTAGE conriGuRaTion Type  MCOV  ENCLOSURE ,rienimion
83004 120 LILOUN-G  for2 150  Type2 cULus

GLUET
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MARS Condensate Pump - 24’ Lift

MARS new line of medium
condensate pumps are designed
to out-perform the competition
while providing quiet operation
and reliability.

The MARS pump design couples
industry leading performance with
the installation flexibility and
features you need to get the job
done.

The quick release silicone check
valve allows for quick and efficient
servicing without the need to
remove the condensate line. The
integrated safety switch can be
wired for equipment shut down or directly to a high level alarm.

21780

MARS Low Profile 22° Pump

Features:

* Low profile pump

» Compact design

+ Integrated safety switch

* Quick service check valve
* Drip proof housing

» Class leading performance

21784

MARS NO. DESCRIPTION

21784 115V, 60 Hz, 1.03 Amps, Low Profile, 22 Lift, 3/8 Check Valve, Safety Switch
Features:
. 24 foot lift o 21785 230V, 60 Hz, 0.52 Amps, Low Profile, 22" Lft, 3/8 Check Valve, Safety Switch
* 125 gph 0000

* 0.5 gal reservoir

» Patent pending, quick release check valve
 Field serviceable “duck bill” check valve

* Rubber isolation feet

* Drip proof housing design

» Solid float

« Integrated safety switch 250 volt and float switches
» ABS and stainless steel construction

MARS NO. DESCRIPTION

115V, 60 Hz, 0.91 Amps, 71 Watts

TWO BLUELEAD [ S 5EE
WIRES YGWR

THERMOSTAT

21780 6’ Cord, 3/8” Check Valve, Safety Switch Medium Reservoir
21781 115V, 60 Hz, 0.91 Amps, 71 Watts
6’ Cord, 3/8” Check Valve, Safety Switch 20’ Tubing, Medium Reservoir
21782 230V, 60 Hz, 0.6 Amps, 75 Watts
6’ Cord, 3/8” Check Valve, Safety Switch Medium Reservoir
21783 230V, 60 Hz, 0.6 Amps, 75 Watts

6’ Cord, 3/8” Check Valve, Safety Switch 20’ Tubing, Medium Reservoir

Gallons Per Hour Pump Performance Comparison Chart

MARS 125 98 74 70 43 7
Comp. 1 84 75 60 42 10 0
Comp. 2 17 98 70 58 1 0
Comp. 3 105 95 73 36 0 0

Specifications: Performance-Gallons Per Hour @ Height In Feet

MODEL NO. 1 5 10 15 20 24
21780 125 98 74 70 43 7
21781 125 9 74 70 43 7
21782 139 119 70 50 28 7
21783 139 119 70 50 28 7

Check Valve
Replacement
MARS
o DESCRIPTION

21787 Check Valve Replacement Kit 21787

C-28 Toll Free (800) 445-4155

Fax (631) 348-7160 -

MARS 16’ Pump

Features:

+ 16’ lift pump

*  Whisper quiet

* 1/2 gal reservoir

* Rubber isolation feet

* Quick service check valve
+ Class leading performance

21786

MARS NO. DESCRIPTION

21786 115V, 60 Hz, 0.75 Amps, 16’ Lift, 3/8 Check Valve, Safety Switch, Medium Reservoir

MODEL DIMENSIONS
NO. LENGTH WIDTH HEIGHT
21780 10.25 5.125 6.375
21781 10.25 5.125 6.375
21782 10.25 5.125 6.375
21783 10.25 5.125 6.375
21784 10.25 5.04 5.28
21785 10.25 5.04 5.28
21786 10.25 5.125 6.375
Condensate Pump vs. Competition
FEATURE MARS COMP. 1 COMP.2  COMP.3
24 . Lift (]
Motor Corrosion Protection [ J
Drip Proof Motor Housing [ ] [} [ J
Drip Proof Motor & Switches [}
Vibration Absorbing Rubber Feet [ ] [} [}
Side Mount [ [ ] [ ] [ ]
Quick Release Check Valve [ [ ]
Internal Safety Switch [} [
Solid Float [ ] [} o

®
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Condensate Pumps

MERCURY Mini-Split Pump Kit

Mercury pumps are designed for wall mount ductless mini-split AC units and evaporator
coil applications. Pump mounting is flexible and can be installed in the evaporator unit,
duct channel or above the unit in the ceiling.

Kit Includes — Pump, reservoir with safety switch, adapter, cable ties, tubing to connect
pump and reservoir, velcro mounting tape for ease of installation and service.

Features:

» Self priming, fully potted pump

» Silent operation

* 26 Ftlift

» 2.6 Gallon per hour condensate capacity

« Standard safety switch provides connections for unit shut down and alarm.
» For use with equipment up to 25,000 BTU’s

MARS

NO. VOLTAGE HEAD OFT. 13 FT. 20FT. 26 FT.
21790 115V 60Hz GPH 2.64 2.38 1.59 0.92
21791 116/220V 60Hz GPH 2.64 2.38 1.59 0.92
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MARS AllStart™ Hard Start Device MARS Combination Starters
The MARS AllStart™ is a two wire The MCS is a combination start
hard start device designed to relay, start capacitor, and motor
provide maximum starting torque overload. It is designed to
for single phase PSC and CSIR replace those components on a
compressors up through 10HP. 115 volt single phase
The MARS AllStart™ recycles refrigeration compressor
instantly for maximum installed on a capillary tube
convenience on troublesome hard system.
start jobs. The MCS is factory wired and
Independent testing has comes with a connection
determined that the MARS diagram on the product label for
AllStart™ provides more starting maximum convenience.
torque than other competitive 32708 SLrf
models, and this results in quicker Features:
starts. Test results on a range of . ) .
head pressures from 166 to 300 PS! indicate that the MARS AllStart™ * Maximum starting torque!
started the test compressor in an average of 21.7% less time than the * More than 20% faster starts!
leading competitor! More available starting torque means less time to » Easy two wire installation
get problem compressors started. + Recycles instantly
MARS offers the largest assortment of refrigeration and air conditioning « Individually packaged with
compressor starting components. When the proper starting relay and wiring instructions .
capacitor combination is a must, they are available from MARS. When ﬁg
getting a problem compressor started in the field “NOW” is the job, rely MARS ;E
on the new MARS AllStart. ™ SUPPLIER  PARTNO.  pepi acEMENT 3
STARTING TIME COMPARISON
Features: HS 410 32741
_ . GEMLINE 10 32781
* Maximum starting torque! 2 350 -
o H owe 600-410 32741
- More than 20% faster starts! g a0 E5iEron ROBERTSHAW 600810 32781
» Easy two wire installation E 250 SUPCo RCO 410 32741
« Recycles instantly g 2o I il l RCO 810 32781
* Individually packaged with 166 205 225 250 275 300
Wiring inStrUCtiOnS Head Pressure In PSI
MARS MARS NO. MODEL NO. H.P. VOLT MAX.
SUPPLIER  PART NO.
SEREACEEN 32741 MCS 41 1/4TO1/3 115V
KICKSTART TO5 32708
SUPCO s 2708 32781 MCS 81 112t 1/5 115V
WATSCO WSX-1 32708
MARS NO. MODEL NO. H.P. VOLT MAX.
32708 AllStart 11210 10 115-277V
MARS Motor Torque Multiplier
The MARS MTX 100, MTX 200 and MTX 300 motor torque multipliers feature a combination PTC solid
state device, and start capacitor in one compact unit.
The MTX 100 is designed for use on PSC motors and compressors up to SHP, 277V maximum; the MTX
200 is designed for use on PSC motors and compressors up to 10HP, 277V maximum; and the MARS MTX
300 is designed for use on PSC motors & compressors from 1-1/2 up to 10HP, 115-230V. These units are
easily installed by connecting the two leads from the MTX unit to the motor run capacitor terminals.
Features: MARS
« Totally solid state integrated design SUPPLIER  PARTNO. oo ACEMENT 32701 32702
« Fast, easy two wire installation HS 600 32701
GEMLINE HS 650 32702
» Three mounting options; clip, screw, or
Cap.alcm)r bracket ROBERTSHAW ggg:gg; gg;g; MARS NO. MODEL NO. H.P. VOLT MAX.
+ Individually packaged 32701 100 112105 277V
SUPCO SPP5 32701
SPP6 32702 32702 200 1210 10 217V

®
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For Motor Starting Circuits up to One
Horsepower

Features:

» Replace Potter & Brumfield
PR series, Deltrol, Guardian,
Magnacraft, etc.

» Plastic enclosed coll
minimizes damage, resists dirt
and moisture

« 5/16” diameter silver contacts
for long life

» Tough phenolic base
» Reinforced screw terminals
» UL and CSA listings available

DPST-NO

DPDT
with auxiliary

MARS General Purpose & Switching Relays

2-Pole Air Conditioning Relays

The MARS Series 903 switching
relays are intended for many
applications in air conditioning,
refrigeration, and heating. Other
uses include general purpose
switching in appliances, fan
controls, and vending machines.
Our relays are available in 24,
110/120, and 208/240 coil
voltages with various
combinations of power and pilot
duty contacts.

90340
Features:
» Replaces Honeywell and White-Rodgers/RBM - cross reference on
package
» Double quick-connect terminals on coil
*+ 2.13x1.88x2.25in.
» Base is designed for easy replacement of competitive relays
» Molded terminal numbers and circuit diagram on top of relay
» UL and CSA listings available

MARS P&B CONTACTS AMP COIL  COILRES. NOM.
NO. SERIES  ARRANGEMENT VOLTAGE INOHMS  POWER POWER PILOT e
120V 208/240V 120V 208/240V -—‘l g
43008 PRD7AY0 DPST-NO 25 120 290 9.8VA Full Load Amps 12 6 - - 2
— " -_
43014 PRD11AY0 DPDT 25 120 290 9.8VA Resistive Amps v s 3 __.l :
Locked Rotor Amps 60 35 - - 8
c Ref - _ Horsepower 3 a4 70 110 S NER—
r ren nformation
::TSTER:. erence Informatio 2TTVAG
BRUMFIELD MARS NO. DETROL NO. MARS NO.
PR7AY0-120V 43008 20240-83D 43008 MARS NO. COIL VOLTAGE TER1M;N3ALS TER4M;N6ALS
PR11AY0-120V 43014 20241-83D 43014 90340 24
90341 110/120 Power Power
90342 208/240
90343 24
90344 110/120 Power Pilot
Replacement Relay for Fan Control Centers 90345 208/240
90346 24 . .
Pilot Pilot
Provides quick and easy plug-in 90348 208/240
installation to restore like new
operation without replacing the Cross Reference Information
entire fan center. The universal MARS MARS
relay will cover all MARS fan LR REPLACEMENT itk 345 5 REPLACEMENT
centers and many competitive 90-340 90340 R4222B1082 90344
brands. 90-341 90341 R422281090 90345
90-342 90342 R4222D1013 90341
90-343 90343 R4222D1021 90342
90340 90-344 90344 R4222N1010 90348
90-345 90345 R4222V/1002 90344
90-346 90346 R4222V1010 90345
90-348 90348 R8222B1067 90343
MNAg S USED ON DESCRIPTION R4222D1014 90340
R8222N1011 90346
90340 24010, 24012, 24013 DPDT universal plug-in replacement relay
R8222V1003 90343
Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com C-31
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SPST and SPDT Fan Relays Heavy Duty Fan Relays
The MARS Series 903 relays are MARS Heavy Duty Fan Relays
among the most popular relays are used on heating and air
used in air conditioning today. conditioning equipment to
They will replace the provide switching of heavier
WR/Essex/RBM Type 84 (90-290 loads with a compact size relay.
thru 90-295) quick-connect and MARS Heavy Duty Fan Relays
screw terminal versions. replace WR/Essex/RBM type
Features: 184.
* 0.25 inch quick-connect
terminals Features:
. Packaged with instructions and « 0.25inch quick-connect
cross reference terminals
* Replace 90-290 thru 90-295 + Packaged with instructions
and 90-290Q thru 90-295Q and cross reference
* Dimensions: 2.38 x 1.63 x 1.50 in. - Replaces WR/Essex/RBM
* UL and CSA listings available Type 184
» Universal mounting
bracket
COL  MARSNO.  MARS NO. * UL and CSAlistings
VOLTAGE SPST SPDT available
24 90290 90293 T
110/120 90291 90294
2081240 0292 %0295 Coil Data: Contact Rating—
24-240 VAC @ 50/60 Hz; All Models/Amps Coil Data
Contact Ralting— 5 VA Max. Inrush; 3.0 VA Max. Sealed TR fgk:; L::ng e vo?_?:\l-GE INpgﬁ)éH A
- MOdem 120 12 60 18 24 5 VA 3VA
VOLTAGE | 0xp  RoTor RESISTIVE 240 8 8 18 120 5VA 3VA
120 1 60 18 277 7 42 18 208/240 5VA 3VA
240 8 48 18
217 7 42 18 Cross Reference
COIL  MARSNO. MARSNO. MARS NO. WR/RBM MARS WR/RBM MARS
VOLTAGE SPST SPDT  SPNO-SPNC NO. NO. NO. NO.
Cross Reference Information 24 90360 90370 90380 90-360 90-360 90-374 90374
WR/IRBM MARS  WR/RBM MARS 110/120 90362 90372 90382 90-362 90-362 90-380 90380
NO. NO. NO. NO. 208/240 90364 90374 90384 90-364 90-364 90-382 90382
90-290 90290 90-293 90293 217 90377 90-370  90-370  90-384 90384
90-290Q 90290  90-293Q 90293 90-372  90-372

90-291 90291 90-294 90294
90-291Q 90291 90-294Q 90294
90-292 90292 90-295 90295
90-292Q 90292  90-295Q 90295

®
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MARS Enclosed & Gurrent Relays

MARS Enclosed Switching Relays

MARS enclosed switching relays
are heavy duty general purpose
relays suitable for a variety of
applications. They are commonly
used in heating, air conditioning,
vending machines, office
machines, control panels and
other general purpose
applications. They are available
in single pole, two pole and
three pole models for either
bracket or plug-in mounting. All
MARS enclosed switching relays
are protected by a tough
polycarbonate cover to keep out
dust and dirt. Blade type
terminals fit standard plug-in 43053
mounts plus allow use with 3/16
inch quick-connect terminals or
direct soldering.

43050

Features:
» Simple connections

* One, two and three pole
models

* Plug-in or bracket mount 43058
» See-through protective cover

* Three-way blade terminals,
plug-in, quick-connect or
solder

» UL and CSA listings available

Specifications:

Dimensions: 2.0 X 1 1/2 X 1 3/8

Terminals: 3/16 blade 93058
Coil Data: 2.0 VA

Contact Material: Silver alloy,

MARS Current Relays - Universal
Replacement

MARS current relays
manufactured by General
Electric can replace almost any
current relay found on
refrigerators, freezers, water
cooler, pumps and vending
machines.

Features:

» Replace plug-on, bracket-
type, split-phase, and
capacitor-start current relays

» Covers replacement needs of
1/12 H.P. 115V to
1/8 H.P. 115V

* Clearly labeled terminals for
fast wiring

» Each relay packaged with
installation instructions and
wiring diagrams

» UL and CSA listings available

APPLICATION SURVEY BY HORSEPOWER1
(AT 115)2

M2 18 16 15 14 13 12 34

MARS  GENO. MAX MIN
NO. 3ARR12PAC PICK-UP DROP OUT

27001 309A 338 32 00 0O00g6o0d

27002 310A 52 4.4 o = 0O 0O0oo0oboaog

gold flashed

MARS CcolL HZ AMP  HORSEPOWER SWITCH TYPE
NO.  VOLTAGE RATING 120v 240V ACTION MOUNT
43050 24 50/60 13 113 112 SPDT bracket
43053 24

4305 120 50/60 13 113 112 DPDT bracket
43056 24

43057 120 50/60 13 1/3 112 3PDT bracket
43058 240

43060 24 50/60 13 113 112 SPDT plug-in
43063 24

43064 120 50/60 13 113 112 DPDT plug-in
43065 240

43066 24

43067 120 50/60 13 113 112 3PDT plug-in
43068 240

93058 Socket Base. Can be surface or DIN rail mounted.

©
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. Current relays cannot be replaced by horsepower, amperage, or nameplate data alone. Refer to
cross reference information for proper replacement of original
equipment current relays by part numbers.

. These current relays are often used on 230 volt applications, however this horsepower survey
refers only to 115 volt applications.
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GE Relays

Totally Enclosed Switching Relays Switching and Shunt Relays
Features: Features:
* Replaces GE, Honeywell, * MARS 17001—Economical

WR/Essex/RBM, White- replacement for SPST relays

Rodgers, etc. with 24 volt coil
 Designed for standard conduit » Reduce inventory on 3ARR4

box mounting for remote relays.

control of air conditioning and « Used for remote control of

heating systems and remote heating and air conditioning

power switching of motors, systems and remote power

power tools, fans and blowers. switching of motors, power
. Totally enc_losed with he_avy, tools, fans an_d blower§ on To replace relays wiquick-connect

impact resistant phenolic GE, Day & Night, Carrier, terminal use our relays in conjunction

cover Uk York, Bryant, American Ww/93001 QC-6 Kit.
. Non_positiona| Standard, Lennox, etc.
. o i » Purchase of

SEIOF ;céjsei :.ea.d mres lable | "0 O —one R 93001 QC-6 Kit WIRING DIAGRAMS
‘ an istings available BLUE O—\/—OBLUE BLUEO—"\V—OBLUE converts screw-

DB RIS, andESETSARE o on to push-on 60— 02
COIL CHARACTERISTICS: INRUSH - 10 VA. SEALED IN CURRENT - 6 VA. type termlnals 5 O_«/_o 4
for even more

SPST-NO
replacements
MARS  GENO Hple Hellnity ”I@A;(‘t:\f FLA MoLT%%KEBPs LEAD © UL and GSA £ : o 6
NO. " VOLTAGE ARR. = LENGTH listings 2 1
N.O. N.C. N.O. N.C. available
17015 3ARR4 FA32 24 — 16 in. 50 v—04 %3222”
17016 3ARR4 FC7 120 SPST 112 — 18 55  — 6in. SPDT Qc-

117019  3ARR4 FD7 120 SPDT  1-1/2 3/4 18 55 35 6in.

1 S.P.D.T relays may be used on S.P.S.T. applications by eliminating use of yellow lead for normally MOI:I'%%KEIIJI)PS
open applications or eliminating use of black lead for normally closed applications. MARS GE CoL o CONTACT
NO.  CAT.NO. VOLTAGE " o NC.  ARRANGEMENT
CONTACTS CONTACTS
Cross Reference Information 17001 3ARR4 A2 24 18 55 - SPST-NO
MARS HONEYWELL MARS
WHITE-RODGERS NO. el Rl o 93001 ac6
90-120 17015
90-121 17016 R8225B 17015 .
Cross Reference Information
90-122 17017
WHITE-RODGERS NO. MARS NO.
90-124 17019
90-104 17001
Coil Data: 24-240 VAC @ 50/60 Hz; 10 VA Max. inrush;
6 VA Max. Sealed
C-34 Toll Free (800) 445-4155 -« Fax (631) 348-7160 + www.marsdelivers.com !Ucl'l Z ,2 b
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MARS Relays & Potential Relays

For Submersible Pump Applications One-On-One™ Direct Replacement
Potential Relays

The MARS 550 and 551 relays
were specifically developed for
submersible pump and other
motor starting applications in
high moisture environments.
Because the control panels for
these are often located in areas
of high humidity, the components

The relays are exact
replacements for Bristol &
Copeland applications. They
conform to specifications and in
most cases are the one-on-
one™ replacement relay used
by the manufacturer

on them must resist the effects Other relays available on special
of moisture. Chrome plating on order. Contact your local
the core and armature and the wholesaler or MARS Customer
relatively small area of contact Service.
eliminates armature sticking due 19550 16028
to organic contaminants which
was the number one cause of
relay failure. BRISTOL MARS COPELAND MARS COPELAND MARS
650058 16028 040-0001-34 16099 040-0001-64 16098
650855 16051 040-0001-35 16090 040-0001-68 16099
Features: 040-0001-48 16093 040-0001-71 16116
. Used on F.E. Meyers, Franklin BRISTOL MARS 040-0001-50 16085 040-0001-74 16122
Electric. J . yR d Jacket 650971 16083 040-0001-53 16095 040-0001-78 16121
€ctric, Jacuzzi, Red Jacket, 040-0001-54 16089 040-0001-79 16152
Sta-Rite, and Tait COPELAND MARS 040-0001-55 16023
. 2 relays replace over 25 040-0001-00 16086 | 040000159 16090 | COPELAND MARS
OE N)Il Ip 040-0001-01 16093 040-0001-60 16091 040-0001-88 16151
-E.M. relays 040-0001-04 16085 040-0001-61 16086 040-0001-89 16155
» Universal break-off bracket on 040-0001-12 16098 040-0001-62 16035
h relav. Simol f 040-0001-17 16095
ea‘:t re ?y S'(;nzy shap o 040-0001-19 16089
parts not neede 040-0001-20 16023
+ UL and CSA listings available 040-0001-25 16035
040-0001-26 16022

MARS  MARS  CONTINUOUS PICK-UP DROP-OUT Universal Replacement
NO.  MODELNO. COILVOLTAGE . MAX MIN. MAX Quick Reference Relay Selection Chart For General Electric Relays
19550  MARS 550 130 "1 134 15 40 1. Determine the General Electric model number of the Relay to be (o]
replaced the “FORM” and “GROUP”
19551  MARS 551 332 244 270 40 90 One number plus O
1or2Letters 1or2 Letters g
EXAMPLE: 3ARR3* A 3B 3 b
MARS GE. NO. USED BY Basic Type FORM GROUP Non-Positional o
NO. S
Cross Reference Information 2
16104 3ARR3J3G3 Barnes [Burks, Decator] & Myers m
WRIREM MARS  WRIRBM. MARS 5 Locate in the following table the Relay GROUP
. : . . and select the corresponding MARS Replace- z
90-1 19002 90-25 19006 ment Relay from the kit. 4
OEM GE  MARS OEM GE MARS 90-2 19009 ~ 90-26 19008 49002 MARS 63 replaces Relay GROUPS 2J; 2K; 7
MANUF. o CAT.NO.  NO. MANUF o CAT. NO. NO. 90-3 19004 9027 19005 2L; 2M; 5N; 7J; 7K; 7L: 7M; 7N; 8L; 8M; 8N
13178-A  3ARR3D7J4 19550 23130826 3ARRIEAGVS 19551 904 19003 9040 19004 19003 MARS 64 replaces Relay GROUPS 3A;
905 19006 90-41 19008 3B; 3AV; 3AU; 4A; 4B; 6A; 6B; 6AV; 10A;
13179-A  3ARR3D3V4 19551 23-1308-00  3ARR3EA7JS 19550 906 19006 9063 19002 10B: 10AU: 10AV
13180-A  3ARR3D3A4 19551 _23-1308-18 3ARR3EA7BB5 19550 907 19004 90-64 19003 19004 MARS 65 replaces Relay GROUPS 3P;
FE Myers B TB% PRRIEASUS 19561 908 19003 9065 19004 3R, SAP; 5P SR; 58 5T, 225
17891-A  3ARR3EASA4 19551 909 19007 9066 19005 19005 MARS 66 replaces Relay GROUPS 3U;
17890-A 3ARR3EA3VA 19551 23130842 ARRSEATMS 19550 0101008 TOheT o006 :A\i\ :gzeu; ?V? 6"‘; o GROUPS 3G
-1308- R N 7 replaces Relay g
7839 IARRAEATH 19550 23-1308-49  3ARR3EASC5 19551 90-11 19003 90-68 19007 3D: 3AA: 4C. 4D 4BK: 6C. 6D: 6AA. 10C:
7169 3ARRSEATM5 19550 90-12 19007 90-69 19001 10D: 26A: 26B: 26C: 26D
155031101 3ARR3J7J4 19550 Red 9013 19005 QOGS
‘ 71-70 3ARR3EA5SB5 19551 e T 19007 MARS 68 replaces Relay GROUPS 3E; 3F;
155031102  3ARR3J9V4 19551 Jacket — TR 90-14 19003 TECUM. MARS 3AB; 3AC; 4E; 4F; 4G; 6E; 6F; 6G; 10H;
i T90-15 19006 NO.  NO.
Franklin o o SARRGJZP3 19550 90-15 19006 10AB; 10AC; 26E; 26F; 266; 26H; 27E;
Electric U18325  3ARR3JIV3 19551 90-16 19007 82777 19002 21F; 276G
155031-103  3ARR3JOU4 19551 V18665 3ARROIAS 1951 90-17 19002 82778 19004 19008 MARS 69 replaces Relay GROUPS 3S; 3T;
155031105 3ARR3JTM1 19550  Sta-Rite 90-18 19008 82779 19008 10S; 107, 255; 25T, 10AS
U18-810  3ARR3J2P3 19550 90-19 19006 82781 19010 19009 MARS 70 replaces Relay GROUPS 5B;
UIBSTI  SARRARVS 19951 020 T oores 1w 19010 :/I(/:-\;ng ;?AA; |BB; 8? ?D GROUPS 6TV
x replaces Relay ;
A124P2  3ARR3EASA5 19551 90-21 19002 82784 19009 6TW: 10V
Tait 90-22 19003 82785 19006 . o o
A124P1 3ARR3EATK5 19550 9023 19007 82787 19007 3. Install relay in accordance with instructions in
902419008 MARS Replacement Kit
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MARS Potential Relays

MARS Universal Replacement

The MARS refrigeration potential
relay service kit has become an
industry standard since its
introduction over fifty years ago.
Its long-term reliability and easy
replacement have been the key to
its success. The wide calibration
ranges and the universal bracket
make the MARS potential relay
service kit a must on every
service truck.

19002

19001

Features:

» Genuine MARS relays replace
thousands of O.E.M. models

* Non-positional

» Wide range of selectivity

* QC-6 Kit included with each

relay to convert screw-on to
push-on
* Instructions and wiring diagram
included in each relay
* Universal break-off bracket on
each relay. Simply snap-off parts 93001
not needed
» The six most popular relays available in a service kit—19001 MARS
6 PAK—complete cross reference guide included in each kit
* UL and CSA listings available

MARS HVAC Potential Relays

MARS series relays are
manufactured for the HVAC
industry. These relays meet all
requirements for original
equipment relays.

Features:
» 50/60 Hz
e cULus

» Contact rating 35 amp, 400
VAC

] - 19163
» Operating position tab up
* Instructions and wiring
diagram included in each
relay
» Class “B” insulation

ﬁw
L1

2.00

START
CAPACITOR

RUN
CAPACITOR

MOTOR Calibration Specifications
START
WINDING C. R MARS CONTINUOUS PICK-UP DROP-OUT
o MortoR z ' MODEL NO COIL VOLTAGE VOLTAGE VOLTAGE
w i woron 19163 MARS 163 168 140-153 20-45
GENERAL ELECTRIC TEOTT S U 19164 MARS 164 420 242-272 60-121
TYPE 3ARR3 RELAY -1 ;‘;E'Q'L;A'D
Ll L2 19165 MARS 165 332 171-184 40-90
WIRING DIAGRAM
19166 MARS 166 420 204-233 60-121
Calibration Specifications 19167 MARS 167 420 300-328 60-121
19168 MARS 168 502 314-342 60-135
MARS CONTINUOUS PICK-UP DROP-OUT
MODEL NO. COIL VOLTAGE MAX MAX 19169 MARS 169 332 180-193 40-90
L I — — — — 19170 MARS 170 253 285-305 3577
19002 MARS 63 70 129 153 s 19171 MARS 171 420 204-233 60-121
19003 MARS 64 395 260 275 120 Note: If used on 50 Hz, the PU will be about 13% lower
19004 MARS 65 332 168 182 90
19005 MARS 66 395 215 225 120
19006 MARS 67 420 295 315 125
19007 MARS 68 502 325 345 135
19008* MARS 69 336 180 195 105
19009* MARS 70 253 285 305 77
19010* MARS 71 420 212 232 121
93001 Qc-6
C-36 Toll Free (800) 445-4155 -« Fax (631) 348-7160 + www.marsdelivers.com
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Leak Detectors

MARS H-10 Pro Universal Refrigerant Renewal Parts
Leak Detector

MARS stocks genuine renewal

The MARS H-10 Pro combines parts for MARS, GE, and

and enhances all the features of Bacharach H-10 Series Leak

the previous H-10 Series models Detectors.

into one full featured unit. The H- 25315

10 Pro Refrigerant Leak Detector
continues to be the universal
standard for checking halogen-
based refrigerant leaks in
residential and commercial
applications. With automatic auto
zero balance control it's unique
sensor calibration system will
pinpoint small, medium and large
leaks. The instrument uses a
tried-and-true positive ion 25321
emission heated diode with audible and visual leak rate indicators. It is

the most sensitive and accurate leak detector to detect all CFC, HFC,

and HCFC non-flammable refrigerants. The unit is mounted in a

durable carry case which houses the 4.5 foot probe with built in filter, Renewal Parts For H-10 Professional, H-10N, H-10G,
carrying strap, wall adapter and operating instructions. and H-10B
Features: Mﬁg < CAL%OG DESCRIPTION P:O}gM H-10N H-10G H-10B
» Enhanced sensitivity detects all halogen-based, non-flammable CFC, Vai Kt (100 fi
HFC and HCFC refrigerants including: R12, R22, R134a, R404a, 25310 M1101UD a";terﬂgg‘gfpr'gée ﬁps')‘efs' S S S
R410a, R502, R507 and many others
+ Improved sensor responsiveness with ultra-sensitive detection 25315 H10NO4 Plug-in sensor element v v /v /
» Dual power sources include rechargeable battery or external DC 25308 MU01UV Standard Probe assembly /S /
powered (wall adapter included)
+ Selectable sensitivity to pinpoint small, medium or large leaks 25314 M1101UU Probe tip - clear plastic v vV v
» Unique visual sensor calibration system (with included reference leak
bott(lqe) y ( 25309  E7076DX Rubber tip for probe v v /
» Rugged enclosure with shoulder strap included 25322 B9O17MM Metal probe extension, 14 long S /S S n
* Manual or automatic zero modes o
« Headphone port allows for optional headset use in high-noise 25325  M1101AH Battery charger - 120-240 VAC v g
environments ) )
25320  B9017LC  Battery charger (included with 25331) v g
Specifications: 25333  M1101VS Cigarette lighter adapter v / z
Nominal Leak Range: 0.006 oz/yr (stationary) | 0.1 oz/yr m
(mOVing probe per SAE J2791) 25319 M1101HV Power cord
Power Supply: 12 VDC - internal rechargeable sealed lead acid Super tune up kit; sensor, leak vial, z
battery; 100-240 VAC wall adapter/universal battery charger to charge 25323  M1101UC 100 filters v / 4
or run continuously 3 flow balls and 3 rubber probe tips m
Reference Leak: Approx. 0.006 oz/yr (stationary) | 0.1 oz/yr
(moving probe per SAE J2791), 1 year life (typical) R M1101AD Battery for H-10 Pro v
Ambient Operating Temp: 32°F to 104°F (0°C to 40°C) 25321  K9344AH Reference Leak Assembly v v vV
Battery Life: 3 hours (typically) :
Warm Up Time: Approx. 2 min. 25346 3015-0880  Probe Assembly wiLED Indicator v vV v
Response Time: 1 second
Gases Detected: All CFC, HFC and HCFC non-flammable refrigerants
Detection Principle: Positive lon Emission Heated Diode
Probe Length: 4.5 feet
Dimensions: 10.5"L x 8.3"W x 5.4” H
NOTE: sensors are consumed in normal operation. It is good practice to
have a spare sensor available at all times.
MARS CATALOG
NO. NO. DESCRIPTION
Universal Refrigerant Leak Detector,
il H-10 Pro Wall adapter or Battery Powered
{U Cl', Z H b Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com C-37
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MARS Solid State Motor Starting Devices & Solid State Timers

MARS Solid State Motor Starting Relay for Refrigerators and Freezers

MARS 32330 is a solid state PTC motor starting relay that mounts directly to any 3-pin fusite connector.
One model replaces thousands of current relays used on 1/12 HP to 1/3 HP compressors.

Features:

* Replaces Tecumseh Relays SSR2 and
SSR3 for push-on applications.

* Non-positional
+ One model for 1/12 HP to 1/3 HP, 120 volt
» UL and CSA listings available

WIRING DIAGRAM FOR USE WITH
SPLIT PHASE OR PSC MOTOR

MARS #32330
-

RUN

CAPACITOR
M’:\gs HORSEPOWER VOLTAGE @FASNAD
. OVERLOAD 32330
(MOTOR
32330 1M2-13 120 L@ PROTECTOR o4

MARS Solid State Timers Delay On Make

The MARS 32391 is the top-
selling timer in the industry. Its
reliability has been proven in the

MARS Solid State Timers Delay On Make

MARS solid state delay on break
timers are designed to prevent
short cycling of air conditioning,
refrigeration and heat pump

field by knowledgeable compressors. Upon application of 32392
contractors. power the load is energized. When
The MARS 32391 will not be 32391 the thermostat opens, or if there is
fooled by the thermostat a momentary loss of power, the
anticipator. load is de-energized and the delay
Heavy duty MARS timers are period begins. The compressor will e
offered for higher current not start again during the delay
applications. period.
MARS number 32392 is a versatile
Features: thr.ee wire tirngr that features
+ Easy two-wire installation at_:ijustable timing and can be used
with any voltage from 19 thru 240
» Proven reliability, all solid state 32394 VAC, 50 or 60 Hz.
« .25 in. quick connect terminals The MARS 32390 and the new 32505
* Mounts in any position 32505 are the most simple and
» Compact size economic ways to stop short
 High accuracy cycling on 24 VAC controlled
« Totally enclosed and - - systems. Both devices are fixed 5 minute delay on break timers.
encapsulated for proper s202 s2007
heat dissipation - Features: oo
oo » 1 to 3 second random re-start
L goLor SWITCH DO NOT TSTAT « Models for two-wire or three- il =
Specifications: CONTACTOR, TSTAT - MAX CONTROLLER wire connection
* .040 amps min. latch « Dial adjustable o oo
current FIG.1 FiG. 2 « Compact size colition STar cohitton
TIME TYPE * Mounts in any position
M’:\g's ngf:Y DELAY V(I;:.EI"%E HZ V%gng C&'AN « .25in. quick connect terminals

RANGE

ADJUSTMENT

AWPS. « Proven reliability o1 no2
32391 onmake 6 sec..8 min. dial 19, 240VAC 50060 1 12.5 at 1 * MARS delay-on-break t|mer§ are not load sensitive
amp. * MARS 32505 features two wire leads
slide switch .
, . Adjustable
32394 on make 1 sec.1023sec. “I SN 19 144VAC 5060 1 f-:ma; 1 e PE
increments ' MARS TYPE P i INPUT VOLTAGE CONN.
NO. DELAY VOLTAGE DROP
RANGE = ADJUSTMENT
Heavy Duty 25 at
32392 onbreak 6 sec...5min. dial 19...240VAC 50/60 1'amap
32399 onmake 10...1000 sec. dial 230 VAC  50/60 10 105;:“) 1or2
: Fixed Delay
) 2.5 at
32390 on break 5 min. none 24VAC  50/60 1 amp.
32505 on break 5 min. none 20-30 VAC  50/60 13at
amp.
C-38 Toll Free (800) 445-4155 -« Fax (631) 348-7160 + www.marsdelivers.com
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MARS Solid State Timers

The MARS Delay on Make Timer
is designed to delay energization
and prevent short cycling. This
one unit covers all operating
voltages and time delays. The
compact timer mounts in any
position and features easy two 32091
wire installation. UL recognized.
The MARS Delay on Break
Timer, dial adjustable is
designed to prevent short cycling
of air conditioning and heat
pump compressors. The
compact timers mount in any
position and are UL recognized.

32001
MARS TIME DELAY TYPE OF
NO. REPLACES  VOLTAGE DELAY TYPE RANGE ADJUSTMENT
32091 ICM 105 19-240 Onmake 6 sec.— 10 min. Dial
32001 ICM 203 19-240 Onbreak  6sec.— 10 min. Dial adj. 2 terminal

MARS Phase Reversal Protector

Features:

» Disconnects the motor pilot
circuit on loss of one or more
phases or when the voltage
imbalance between any of the
two phases exceeds 7%

» Re-energizes the pilot circuit
only when all 3 phases are
present and the voltage
imbalance is less than 7%

» 208-277VAC, 50-60Hz

Fan Time Delay Module

The MAHBC fan time delay
module is a replacement for the
direct motor control used by
leading OEMs in high efficiency
residential central air
conditioning systems. The
purpose of the control is to keep
the blower motor running for 60
seconds after the thermostat
has been satisfied. The result is
an increase in residual cooling
from the indoor coil without
running the condensing unit, and
thus, higher energy efficiency.
The MAHBC is ideal for retrofit
where improved efficiency is
desirable.

24 VOLT
Features:

* Wide ambient temperature
operating range -40°F to

T-STAT

32574

MARS Solid State Timers & Devices

+—— NO
+— NC

—»COM

« Contact Rating: NO/NC (type 32532
“C”) 5A/240V, 10A/120V

* 1/4” male spade terminals

« Compact design:
2.35"x2.425" x1.1”

Phase Reversal Protector

MARS NO NOMINAL INPUT SPDT RELAY CONTACTS

. VOLTAGE VOLTAGE AMP RATING

32532 240 VAC 175-255 VAC 10 amps res.
32534 480 VAC 380-500 VAC 8 amps res
93057* 8 Pin Octal Base, 35mm Din Rail or Surface Mount

* Base not included

©
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175°F
» 1/4” male quick connect
terminals Cross Reference
« Easy surface mount with four OEM PART NO.
#6 screws BARD
» UL and CSA recognized RHEEM 42-22515-01
SNYDER GENERAL 0001395336
MARS MARS OUTPUT TIME
T MoDEL  VOLTAGE 00 20V DELAY  ACTION
32574 MAHBC 24VAC 1HP 2HP 60 SEC. SPDT
MARS Bypass Timer
MARS 32395 is an adjustable,
multi-voltage bypass timer that
allows the temporary bypass of
a control or device during start-
up. At the end of the delay
period the control is returned to
the circuit.
Eliminate nuisance trips!
32395
"ien- TARTING DEVICE
<J ITJ—J H e L itch
19 TO 288 VOLTS ow pressure SWI c
S o bypass application.
FIG.1
FIGURE 1
2308 LOAD IS BYPASSED ON RETURNS

TYPICAL INSTALLATION TO BY-PASS PRESSURE SWITCH

MARS TYPE TIMEDELAY TYPEOF  INPUT
NO. DELAY RANGE ADJ.  VOLTAGE

32395 by-pass 6sec.8min.  dial

MAX VOLTAGE

AMPS  DROP

19..240VAC 50/60 1

2 at1amp.

TO CIRCUIT AFTER DELAY PERIOD.

CONN.
DIAGRAM

1

Fax (631) 348-7160 -

www.marsdelivers.com

C-39

0
(@)
S
1
(@)
<
m
<
-
7/




MARS Solid State Timers

Compressor Anti-Short Cycle Timer with
Low Voltage Brownout Protection

Delay on break.

OEM replacement timers for
Lennox, Rheem, Ruud, Trane,
Heil Quaker, Keep Rite, Mc
Quay, Snyder General and
others.

Features:

Lockout delay prevents rapid
cycling compensated resistor
type wall thermostats

Single hole mounting (.25 inch
diameter)

Non-positional

Brownout protection prevents
startup when voltage is below
normal conditions

Reduces nuisance service
calls due to short cycling
Delay on Break Lockout delay
starts with opening of
thermostat or loss of power

.25 in. quick-connect terminals

Eliminates relay chatter due to
thermostat bounce

Small size 2.00 x 2.00 x .75 in.
UL and CSA listings available

32381

Operation:

On initial closure of the thermostat,
the compressor relay energizes
immediately. When the thermostat
opens, a lockout condition and a
time delay is initiated. During this
lockout time delay period, the
compressor cannot be energized.

Brownout protection prevents
energizing of the compressor
when the line voltage is below
normal conditions.

THERMOSTAT OR INTERFACE
ONTACT

" é LINE VOLTAGE

TRANSFORMER

COIL OF STARTING DEVICE

With Integral Brownout Protection

OPERATING  TIME DELAY
MARS NO. MODEL NO. VOLTAGE (MIN.) MARS NO.
(NOMINAL) +2%
32381 TA24A3 24 VAC 3 15
32382 TA24A5 24 VAC 5 15

MARS Fan Delay/Post Purge Timers

These MARS solid state timers
provide for convenient control of a
variety of functions.

MARS number 32393 is a fixed 2
minute, 24V off-delay timer that
allows the fan to continue to
operate after the thermostat is
satisfied to purge the ducts of
conditioned air.

MARS number 32378 is versatile,
high amp timers which, depending
on installation (see connection
diagrams 2 and 3), will perform
either on-delay or off-delay
functions. On-delay is especially
useful for controlling unloader
valves. Off-delay can be used for
fan off-delay, pump down systems
or post purge applications. The
off-delay may also serve an anti-
bounce function as a pump flutter
bypass switch.

Features:

» Wide selection of models
» Easy installation

« Compact size

* Mounts in any position

« Totally solid state

« High accuracy

Specifications:

* 100 milliamps minimum
latch current

/| o

SWITCH

LOAD

FIG. 2
POST PURGE

With the switch closed, the load is

energized. when the switch opens, the
load remains energized and the time

32393

32378

THERMOSTAT

COMPRESSOR
RELAY
(ORVALVE) _FAN |
RELAY

= ==

LOAD
SWITCH

FIG.3
INTERVAL - ON
When the switch closes, the time
delay begins. at the end of the
delay period, the load is de-

delay begins. at the end of the delay energized.
period the load is de-energized.
MARS TYPE TIME DELAY TYPEOF  INPUT HZ MAX VOLTAGE CONN.
NO. DELAY RANGE ADJ. VOLTAGE AMPS DROP  DIAGRAM
32393 off delay 2 min. fixed — 24VAC  50/60 1 2at 1
1amp.

32378 Off delay/ - 6 sec.. dial  120VAC 50660 10 2lat g

interval 10 min. 10 amp.

®
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MARS Universal Replacements for
Refrigeration and Air Conditioning

30 MARS motor protectors solve
the serviceman’s most annoying
problem—finding suitable
replacements for motor overload
protectors.

Features:

» Used in refrigeration, room air
conditioners, heating,
appliances, and electric
motors
» Each overload has six-inch
leads and two wire nuts for 35009
simple installation

» UL and CSA listings available

Application Survey By Horsepower*

HORSEPOWER
110115 208/240V

1120112 1/8 16 /5 14 13 12142 118 106 1/5 1/4 113 112 1
35009 HEN [
35010 H EE BN H B
35011 H EE [
35012 H EE [
35014 [ I | [ |
35015 EEN [ |
35016 EEN [ |
35017 H H [ |
35018 HEN [ |
35019 [
35020

3/4” AIC Overloads

TEMPERATURE
MARS NO. CODE
35101 MRA-3763-529
35105 MRP-00-AIU-529

*Motor protectors cannot be replaced by horsepower, amperage, or nameplate data alone.
Refer to cross reference information for proper replacement of original equipment motor protectors
by part number.

©
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MARS 3/4" Motor Protectors & Klixon 3-Phase Motor Protectors

On-Winding Overheat Protection

Klixon SL-11 kits are mounted on }
the windings of general purpose

motors and hermetically sealed KLixoN
compressors. They supplement

conventional current overload

relays in magnetic starters

providing modern total protection

for most older motors in use

today.

Features:

» Allow motors to perform at full-
load capacity but will protect 37090
against dangerous running /
overloads /

» Protect against blocked ventilation, high ambient temperatures,
single phasing
» Each kit contains three matched motor-winding thermostats

» When starter overloads operate, the SL-11 will protect against
re-starting at unsafe winding temperatures.

» These motor winding thermostats do not replace overloads in the
starter

» UL & CSAlisted

Installation:
SL-11 thermostats are tied in place on the end turns of appropriate
winding bundles, one to each phase or buried in the windings during
motor rewind. They are connected in series between the starter coil
and its power supply.

Selection:

« Pick thermostat temperature to operate at the mid-point between the
“maximum normal running” temperature and the “maximum allowed
running temperature.”

» Subtract the gradient temperature (outlined in the chart below) from
the mid-point to obtain the operating temperature of the thermostat.

Epoxy-Sealed Thermostats For General- Purpose Motors

MARS KLIXON KLIXON OPERATING
NO. KIT NO CAT.NO TEMPERATURE
37075 SL-11-75 9700K51-146 75°C
37090 SL-11-90 9700K21-146 90°C
37100 SL-11-100 9700K26-146 100°C
37110 SL-11-110 9700K36-146 110°C
37120 SL-11-120 9700K01-146 120°C
37130 SL-11-130 9700K11-146 130°C
37135 SL-11-135 9700K06-146 135°C
37140 SL-11-140 9700K66-146 140°C
37145 SL-11-145 9700K76-146 145°C
37150 SL-11-150 9700K46-146 150°C
Three thermostats per package
Typical Gradiants Thermostat Location Maximum Contact Rating Amps
Motor Type pnedOn  Buedn — ivon# 20V 15V 230
nd Turns End Turns
Tantomes | 0C o T 8 W
Fan Cooled 25°C 10°C
Totally Enclosed
20°C 5°C

Non-Ventilated
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Commercial Refrigeration Thermostats

Refrigeration Cases and Coils

KLixoN

MARS has selected the most
popular Klixon disc-type
thermostats found in commercial

over switches are used for

The MARS Series 390 change-

summer-winter change-over of

Change-Over Switches for Fan-Coil Systems

KLixoN

refrigeration. These controls 33405 electric thermo-stats in hydronic
cover a wide assortment of heating - cooling fan-coil units.
applications including
supermarket cases and walk-in, Features:
reach-in, and beverage coolers. . Color c-oded leads allow easy
Features: installation
. Us_ed on refrigeration cases, « SL-8 thermostat is enclosed
coils, with many other in sealed case for trouble-free 39004
commercial applications operation Leads thru side
. Loqg lead wires s.upplied to « Snap-acting disc type,
fjastlesdfybyzls:srser:::er:ﬁgctjiich insures accurate temperature
' - ’ ’ repeatabilit
Larkin, Schaefer, etc. P y .
* 1 inch discs fully encapsulated : Caq ,be mounted in any
for trouble-free use 33017 position
+ Mounts directly on coil tube or + UL and CSA listings available
surface for maximum
temperature response Installation:
« UL A listi ilabl o
;’5 anq C_S istings av.al able The SL-8 change-over switch is 39005
resistive amps maximum located on the main run of the Leads thru top
supply line where it can quick! 1/2” conduit adapter
ELECTRICAL RATING SR e e can ey
TﬁZM' Tﬁ'ZM' temperature of the hot or cold
Fullload 120V 13 58 water passing through. If the LOpeRATION- anD
amps T o 75 SL-8 switch is exposed to LINE HOT
20V ) 34 5 surrounding temperatures, RO AT
ro't'grcg‘;j 207 5 P 33025 thermal insulation should be coomG
BioiD ? TS0RA0Y TR 12'5 wrapped around the switch
'°. .uy T50A0Y 5 5 case to maintain desired nerumn | LRE
Rgf:;'ge - - - thermal response.

Specifications:

Pipe size: 5/8 in O.D.
Leads: 12 in. color coded
Switch Action: SPDT

Tube Mounting

OPERATING
SWITCH  1EMPERATURES F'

MARS KLIXON
NO. NO.

0.EM.
PARTNO.  ACTION

OPEN  CLOSE

33405 20420024-106-63  Bally - D 70 20 58 18 Temperature: 88°F (31°C)—
33415 20420D24-399-350 — D 65 20 58 20 terminals 1 & 2 close, 1 & 3
33420 20428F1-4676 Friedrich 606-038-00  F 35 5 38 20 open 73°F (23°C)—terminals
33425 20420L15-913-302 79482400 L 40 2% 58 1 1 & 3 close, 1 & 2 open

33430 20420D1-166-336 - D 50 35 112 18 Mounting: mounting clip
33435 20420028-229-89 Hussman P211-119696 L 20 5 34 40 supplied with each kit

33440 20420F32-381-533 - F 20 30 34 48 Electrical: terminals 1 & 3 25
33455 20420F19-63-294 Schaefer C1087219  F 20 60 58 36 amp at 120/240 VAC

33460 20420119-202-274 c10872-6 L 35 5 558 54 Terminals 1 & 2 10 amp at
33470 20420L15-376-218 252 L 50 0 58 36 120 VAC, 5 amp at 240 VAC
33475 20420L15-722-218 Tyler Ref. 146291 L 40 20 58 3

33480 20420L15-767-257 146739 L 80 5 58 90

Surface Mounting

20425D27-160-356

SUPPLY LINE

HOT OR COLD WATER "W s1-8 CHANGE-OVER
SWITCH
(DWHITE  COMMON
(Q)BLUE  NORMALLY OPEN
@ RED NORMALLY CLOSED
LOW VOLTAGE OPERATION
TO MOTORIZED
VALVE
g g LINE
TO ROOM
THERMOSTAT LOW VOLTAGE
TRANSFORMER
Honeywell MARS White MARS
No. No. Rodgers No, No.
L6076A 39004 752-1 39004
L6076B 39005 752-2 39005
KLIXON
NO. DESCRIPTION

leads thru side of cup

OPERATING
MARS ~ KLXON — opy OEM SWITCH reypepaTURESF*  LEADS IN
NO. NO. PART NO. ACTION
Lot A . MARS KLIXON
33017 20425L153.822-B54 Heatcraft 5708L L 75 s 18w auick NO. KIT NO.
connects
- 39004 SL8-5
33025 20425D56-520-B10 Heatoraft 5709 D 55 35 18 wi quick
connects
1D=SPDT, no. 1 is common (white) - no label, no. 2 either opens or closes temp. rise - red label, 39005 SL8-5A

no. 3 is opposite of no. 2 - blue label F= close on temperature rise, SPST

20425D69-160-287

leads thru top of cup with 1/2
conduit adapter

L= open on temperature rise, SPST 2

Toll Free (800) 445-4155 « Fax (631) 348-7160 -

www.marsdelivers.com
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For Defrost Termination

MARS Series 330 defrost controls
are designed to replace many
defrost thermostats. The leads are
of sufficient length for the
connection to be made at the
same location as was the control
removed. The connection should
be insulated in a manner similar to
that on the original equipment.

The selection of the proper
thermostat can be made by
matching the temperature code of
the thermostat removed to the
code on the MARS Thermostat.

33008

Defrost Thermostats & Klixon Pressure Switches

Fixed Setting Pressure Controls

Low pressure controls.
Specifications:

» Contacts rated at 6 amps, Kl‘l¥°"
24-240 volts

* 18" leads

Features:

» Tamper proof construction
» Direct mounting on tubing
» UL & CSA recognized

43341
The 4 - Series Klixon Pressure
Switches. This newest set of
designs delivers the reliability and

: Use Use Use . .
Featur.es. ] Temp. yars TeMP. yaps Temp. i performance that has made Klixon the most trusted name in the
* Refrigerators, A/C units, & Code "o~ Code “yo Code "o, electromechanical sensor business. The 4 - Series line of pressure
heat pumps, dehumidifiers, 140-3.0 158-4.3 165-4.0 switches covers many new R410A applications along with traditional
icemakers or any place 14220 o0 (16020 L6742 400 pressure setting switches.
where a fixed temperature L45-3.0 L60-2.5 L70-4.0 Klixon Brand, UL and CUL, Compact size, light weight for direct
control is required in a wet or  L45-3.0 160-3.0 33011| L75-5.0 . .
) . 160-35 mounting, Factory Set, Hermetically Sealed Sensor.
dirty environment.
. Th tats h 32" lead L55-1.5 L60-4.0 L80-3.0 5.8 FLA-34.8 LRA@ 120 VAC, 2.9 FLA- 15.0 LRA @ 240 VAC,
ermostats have oz leads. 15520 L60-4.5 L80-40 a0 100,000 Cycle Life at Rated Current.
L55-2.5 33010 L80-4.5
L55-3.0 L80-5.0
tggig Low Pressure Cut-Out - Open on Pressure Drop, Automatic
’ Reset Normally Open
MARS  TEMP.  OPENING CLOSING INDUCTIVE i e i N NOTES
NO. CODE TEMP.F-  TEMPF' VOLTS ELA. LRA. MARS NO. MARS NO. PRESSURE PRESSURE
33008 L45 45 25 120 58 25 43341 33329 5 20 1/4" Female Flare S.A.E. Mounting
33010 L55 55 35 240 29 70 43342 5 30 1/4" Female Flare S.A.E. Mounting
33011 L60 60 40 43343 33330 10 25 1/4" Female Flare S.A.E. Mounting
33012 L70 70 50 43344 33333 15 35 1/4" Female Flare S.A.E. Mounting
33020 L80 80 60 43371 15 40 1/4" Copper Clad SS ;I'ube, 90 degree elbow
w/36" leads
43345 20 45 1/4" Female Flare S.A.E. Mounting
43372 22 50 1/4" Copper Clad SS Tube w/38" leads
MARS Freeze Stat
43373 25 40 Gold Contacts 1/4" Female Flare w/36" leads
The MARS 33101 is designed 43346 33362 25 50 1/4" Female Flare S.A.E. Mounting
to help stop flood back to 43347 33336 25 65 1/4" Female Flare S.A.E. Mounting
compressor crankcases caused 43348 33363 25 80 1/4" Female Flare S.A.E. Mounting
I i .
by low ambient temperatures 43349 35 60 1/4" Female Flare S.A.E. Mounting
43350 33364 40 80 1/4" Female Flare S.A.E. Mounting
Features:
. . 43351 45 60 1/4" Female Flare S.A.E. Mounting
» Simple to install
« Refrigerators, freezers, A/C, 43352 33339 50 90 1/4" Female Flare S.A.E. Mounting
food dispensing equipment 43374 50 95 1/4" Copper Clad SS Tube w/36" leads
» For use with 1" pipe, 43353 33342 75 100 1/4" Female Flare S.A.E. Mounting
1/2 radius 43375 % 120 114" Female Flare, w/18" leads
* 24’ leads 33101 -
43354 150 225 1/4" Female Flare S.A.E. Mounting
43355 170 250 1/4" Female Flare S.A.E. Mounting
MARS OPENING CLOSING 1/4" Female Flare S.A.E. Mounting w/Quick
NO. TEMP. F TEMP F 43361 165 215 Connects
1/4" Female Flare S.A.E. Mounting w/Quick
33101 34 45 43362 200 240 Connects, SPDT
C" .J Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com Cc-43
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Fixed Setting Pressure Controls Condenser Fan Cycling Switches
High Pressure Cut-Outs
MARS offers the most complete Fan cycling switches provide
line of high pressure cut-outs refrigeration and air conditioning
available. KLI;O" from low ambient conditions. Kn¥°"
Specifications: Specifications:
» Contacts rated at 6 amps, » Contacts rated at 6 amps,
24-240 volts 24-240 volts
* 1/4” female flare S.A.E. * 1/4” female flare S.A.E.
mounting mounting
» 18" leads * 18" leads
Features: Features:
» Tamper proof construction » Tamper proof construction
* Direct mounting on tubing * Direct mounting on tubing
» UL & CSA recognized » UL & CSA recognized
The 4 - Series Klixon Pressure Switches. This newest set of designs Fan Cycling - Close on Pressure Rise
delivers the reliability and performance that has made Klixon the most
trusted name in the electromechanical sensor business. The 4 - Series 4 SERIES 3 SERIES OPENING  RESET NOTES
line of pressure switches covers many new R410A applications along Ll LAGELE Il [l
with traditional pressure setting switches. 43301 75 120 1/4" Female Flare S.A.E. Mounting
Klixon Brand, UL and CUL, Compact size, light weight for direct 43302 10 170 1/4" Female Flare S.A.E. Mounting
mounting, Factory Set, Hermetically Sealed Sensor. 5303 530 e pe T Famale Flare SAE ount
" Female Flare S.A.E. Mountin
5.8 FLA-34.8 LRA@ 120 VAC, 2.9 FLA- 15.0 LRA @ 240 VAC, o
100,000 Cycle Life at Rated Current. 43304 150 225 1/4" Female Flare S.A.E. Mounting
. . . 43305 190 275 1/4" Female Flare S.A.E. Mounti
High Pressure Cut-Out - Open on Pressure Rise, Automatic emale are ounting
Reset, Normally Closed 43370 180 240 1/4" Female Flare, S.A.E. Mounting
P T — NoTes 43306 33341 210 275 1/4" Female Flare S.A.E. Mounting
MARS NO. MARS NO. PRESSURE PRESSURE 43307 300 400 1/4" Female Flare S.A.E. Mounting
43337 33353 200 150 1/4" Female Flare S.A.E. Mounting
43321 225 150 1/4" Female Flare S.A.E. Mounting
42322 33354 250 150 114" Female Flare S.AE. Mounting Manual Reset - High Pressure Cut Out
43324 33310 275 195 1/4" Female Flare S AE. Mounting Open on Pressure Rise
43325 33355 300 200 1/4" Female Flare S.A.E. Mounting
43326 33313 325 225 1/4" Female Flare S.A.E. Mounting
43320 33316 350 245 1/4" Female Flare S.A.E. Mounting
43327 33356 350 250 1/4" Female Flare S.A.E. Mounting
43328 33319 375 275 1/4" Female Flare S.A.E. Mounting
43329 33357 400 200 1/4" Female Flare S.A.E. Mounting
43330 33322 400 280 1/4" Female Flare S.A.E. Mounting
1/4" Female Flare S.A.E.
43340 33370 400 300 Mounting w/24” leads
(1 stripped, 1 w/1/4” female flag QC) eere
1/4" Female Flare S.A.E.
43331 33358 400 300 Mounting w/24” leads
(1 stripped, 1 w/1/4” female flag QC)
43311 410 290 1/4" Female Flare S.A.E. Mounting
4 SERIES 3 SERIES OPENING RESET NOTES
43332 33325 425 300 1/4" Female Flare S.A.E. Mounting MARS NO. MARS NO. PRESSURE PRESSURE
e 425 525 /4" Female Flare S.A.E. Mounting 43312 375 Manual 14" Female Flare S.A.E. Mounting
43334 33359 450 250 1/4" Female Flare S.A.E. Mounting
43313 33365 410 Manual 1/4" Female Flare S.A.E. Mounting
43365 590 418 1/4" Female Flare w/snubber -
43335 33361 600 475 1/4" Female Flare S.A.E. Mounting 43314 33350 415 Manual Capillary Tube
[ 43315 33352 440 Manual Capilllary Tube
43306 0 a0 degres abon wnubter
9 43316 475 Manual 1/4" Female Flare S.A.E. Mounting
43376 610 420 1/4" Copper Clad SS Tube w/snubber
43368 590 Manual 1/4" Female Flare w/snubber
43339 33369 630 480 1/4" Female Flare S.A.E. Mounting
43367 650 450 1/4" Copper Clad SS Tube wisnubber 43369 610 Manual 1/4" Female Flare w/snubber

®©
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Heat Pump Defrost Thermostats

MARS heat pump defrost
thermostats are designed for
direct replacement of most
existing controls of this type. The
temperature settings and tubing
sizes have been carefully selected
from the most popular OEM
settings. Each MARS thermostat
comes complete with extra long
54 inch leads, mounting clamp,
and installation instructions for
fast and simple field installation.

Features:

» Four controls cover most
requirements

» Tapered mounting edge for maximum heat transfer

» Extra long 54 inch leads for simple wiring

* Individually boxed with mounting clamp and instructions
* UL & CUL listed

Electrical Ratings:

Heat Pump Thermostats & MARS Solid State Device

e Volts FLA LRA R:f“is;is"e VA
100 120VAC 58 348 10 125
100 240VAC 29 174 10 125
) 120VAC 100 400 — —
30 240VAC 100 400 - B
100 30VDC - - 1 B

MARS OPERATING TEMPERATURES F*

NO. TUBE MOUNTING IN LEADS IN
OPEN CLOSE
33490 80 30 3/8 54
33492 80 30 12 54
33494 65 30 318 54
33496 65 30 12 54

©
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MARS Heat Pump Defrost Timer

MARS Heat Pump Defrost Timer
replaces General Electric and
Paragon timers on heat pumps
with time initiated and time or
temperature terminated defrost
systems.

The MARS Heat Pump Timer
features a defrost interval
adjustment that allows selection
of either 90 minutes or 45
minutes between defrost
periods.

The MARS Heat Pump Defrost
Timer will replace Paragon
timers used by Carrier, Bryant,
and other OEMs with the
addition of a mounting bracket.

34790

Features:

» Adjustable 90 or 45 minute defrost interval
» Replaces GE directly

* Replaces Paragon with bracket

» Telechron S1 motor

+ 50/60 Hertz

+ UL and CSA listings available

Specifications:
Time Delays: Digital interval delay duration: jumper
selectable as 45 or 90 min.

D faults to 45 min. if jumper wire is not

connected.

Defrost Delay Duration: 10 min. or terminated upon the defrost
thermostat opening

Defrost Window Delay

Duration: 50 seconds
Operating Voltage: 240 VAC +10% - 25%
Output: relay/contactor output Type - solid state
Form - SPDT N.O.
Rating - .50 amp steady state
Protection: 25% or greater shutdown

With two #6 screws .25 inch male quick
connect terminal

-40°C to +85°C

Surface Mount:

Operating Temp:

Humidity: 95% relative
MARS DEFROST DEFROST DEFROST
NO. INTERVAL TIMING PERIOD INITIATION
34790 90 or 45 10 50 Sec.

SWITCHING

SPSTN.O.
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TUTCO™ Compressor Heaters for A/C
and Refrigeration

Features:

» Corrosion resistant exterior

» High temperature silicone rubber element and insulated leads
» 30" leads

» Wattage for each model matches compressor requirements

» Completely moisture proof

* Installs quickly and easily

* Nominal power consumption

» UL & CSA Listed

32601

Application Reference Chart for TUTCO™
Compressor Heaters

Manufacturer Model MARS No. INCHES
A H 32605-32608 DESCRIPTION VOLTS WATTS
spera -
Aspera J 32609-32611 il MAX
Bendix/Westinghouse A 32613-32616 32601 CH-100 240 30 3/16 37
Bendix/Westinghouse ~ C,D 32601-32604
Bendix/Westinghouse ~ E 32605-32608 32602 CH-100-1 208 50 | 303/16 37 ovt
Bristol/Sundstrand H10A, H21A, H2EA, H22A 32605-32608 32604 CH-100-3 480 30 3/16 37
Bristol/Sundstrand H10B, H20B, H21B, H22B 32613-32616
Bristol/Sundstrand H10G, H20G, H21G, H22GN2NG-144 32617-32620 32605 CH-101 240 . 277116 34 1/4 oL
) 5
Carrier 6A25, 26, 28, 29, 6A35, 38, 45, 48 32605-32608 101
Carrier 6AS8 32617-32620 32608 CH-101-3 480 277116 34 1/4
Carrier/Carlysle 6R 32625-32626 32609 CH-102 240 253/4 329/16
Carlysle W (70-88) 32601-32604 32610 CH-102-1 208 60 25 3/4 329/16 OvL
Copeland BR 32633-32635 e
Copeland CR 32605-32608 32611 CH-102-2 120 253/4 329/16
Copeland JR 32629-32630
Copeland RR, SR 32613-32616 32613 CH-103 240 . 24 3/4 319/16 oL
5
Copeland VR 32621-32624
Copeland v 32601-32604 32616 CH-103-3 480 24 3/4 319/16
Fedders/Chrysler 3009 32617-32620 32617 CH-104 240 41112 48 5/16
Fedders/Chrysler 2870908 32631 32618 CH-104-1 208 412 48516
Hitachi 1500FH4-H 32617-32620 75 RND
Hitachi 305FH2-HE, 402FH2-HE, 505FH2-HE 32613-32616 32619 CH-104-2 120 41112 48 5/16
Hitachi 753FH3-H, 1001FH4-H 32601-32604
' 32620 CH-104-3 480 41112 48 5/16
Sanyo CR15F, CR20F, CR33F 32631
Tecumseh AB, AW 32613, 32616 32621 CH-105 240 32112 39 5/16
Tecumseh AH 32605-32608
Tecumseh AJ 32609-32611 32622 CH-105-1 208 50 32112 395/16 RND
Tecumseh AK 32629-32630 32624 CH-105-3 480 32112 395/16
Tecumseh B, C, CL, AG, AV 32601-32604
Tecumseh FE,FB 32617-32620 32625 CH-115 240 " 303/16 37 RND
Trane D4340/7669 32609-32611 32626 CH-115-2 120 30 3/16 37
Trane D4340/7670 32621-32624
Trane D4350/689, D4359/690 32605-32608 32629 CH-135 240 i 20 5/16 27118 oL
Westinghouse CD072, CD090 32605-32608 32630 CH-135-2 120 20516 27 1/8
Westinghouse CD072, CD090 32621-32624
32631 CH-197 240 25 13 3/4 209/16 RND
32633 CH-202 240 333/4 36 3/4
32634 CH-202-2 120 70 333/4 36 3/4 RND
32635 CH-202-3 480 333/4 36 3/4

®
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Direct Replacement Crankcase Heaters for
Copeland

Figure 1
32443
K&H Series Crankcase Heaters
MARS COMPRESSOR
T COPELAND NO. WATTS  VOLTS FIGURE o
32443 9980118-06(018-0028-02) 50 240 1 K&H

Universal Replacement Crankcase Heaters
for Copeland

32490

i
w
Uil

T A e, 04 i
NS TE T il g BTG .
Calaitn g M

Direct Replacement Crankcase Heaters for
Copeland
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Figure 4

Crankcase Heaters for Copeland

NOTE: All heaters requiring clips or brackets are packaged with the appropriate clips or brackets
required.

HEATER
MARS COPELAND \yarrs voLTs LENGTH FIGURE COMPRESSOR  ccessories
NO.  NO. " MODEL

32401 518:0001-01 65 480 413 1 3D, 9D, 9R .
32403 518:0001-02 65 240 413 1 3D.9D.9R .

32408 518-0002-01 100 480 4.25 2 4R,6R,6T,4D, 6D -

32409 518-0002-02 100 240 4.25 2 4R,6R,6T,4D,6D -

32410 518-0002-03 100 120 4.25 2 4R,6R,6T,4D,6D -

HEATER
COPNEA'AND WATTS VOLTS LENGTH CAN REPLACE ACCESSORIES
' IN.
4R,6R,6T,9R,9T,9WE,
32490 018-0034-00 65 120 10 MW3A,3R,LAMRNR EA, 2 bolts
ER,LW,MD
4R,6R,6T,9R,9T,9W,E MW
32491  018-0034-01 65 240 10 3A3R,LAMRNR,EA, 2 bolts
ER,LW,MD
E,9R,9W,MW,3A,3R,LA,M,
32492 018-0034-02 65 480 10 NR.EA,ER LW.MD 2 bolts
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32416 518000001 65 20 000 6 ERREMIRIY opans
32431 018002104 200 120 350 4  GRJ,4RV,4RR  2bolts
32432 018002105 200 240 350 3 GRIARJARR  2bolts
32437 018002301 50 240 500 5 KaH 2 bolts
32439 018002300 50 120 500 4 KaH 2 bolts
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Direct Replacement Crankcase Heaters
for Carrier

Figure 2

Figure 1
32456
32466
Crankcase Heaters for Carrier
MARS CARRIER HEATER LEAD COMPRESSOR
NO. No.  WATTS VOLTS |\ engriiN. LENGTHIN. FICURE MODEL
32452 HT36DL172 125 120 2.75 25 2
32456 HT36ES363 75 120 2.75 365 1 AB:AC:AD:38AA
EB:30EA:30HH:
32460 HT36NS377 75 120 2.75 88 301.:48DD:50DD
32462 HT36NS477 75 230 2.75 88 2 6D:06D
32464 HT36FS474 75 240 2.75 52 2 EM:6D:06D
32466 HT36XS575 75 240 2.75 36 1
32468 HT36FL463 125 240 2.75 49 2
EM:06DM:
32472 HT36FL379 125 120 2.75 60 2 306B-50EQ
EM:06DM:
32474 HT36FL4T9 125 240 2.75 68 2 30HR:30HS
One-On-One™ Crankcase Heaters
Figure 3
32475
32476

OEM NO. WATTS VOLTS LENGTH

PTCR Crankcase Heaters

MARS solid state crankcase

heater is a PTCR self regulating

device which performs in a similar

manner to a heater and

thermostat combination. Unlike

conventional resistance heater

and thermostat combinations 32342
which provide only fully on or fully

off operation, MARS solid state

crankcase heater emits heat in

proportion to the compressor

requirements.

As compressor temperature

decreases, current flow through

the heater increases causing it to

heat up. When the compressor is warm and additional heat is not
required, current flow decreases. Only enough electricity is consumed
to maintain the correct temperature. MARS solid state crankcase
heaters are self adjusting to voltage variations.

Application:

MARS 32342 is for use on heaterless compressors to help correct
refrigerant migration or as a preventative maintenance precaution. It
will replace belly-band heaters on compressors up to 5 HP, 120 and
240 VAC. MARS 32342 attaches to the compressor using high
temperature, pressure sensitive aluminum foil. If more heat is required,
a second 32342 may be wired in parallel and applied to the opposite
side of the compressor.

Features:

+ Total solid state reliability

» Self regulating

» 32342—fast, easy installation
» UL E49372, SA5202

+ CSALR46861, LR80111

MARS NO. TYPE WATTS VOLTS
32342 Heater with 35-45 600 Max
self-stick foil

Self Regulating Crankcase Heaters

MARS self-regulating crankcase
heaters are designed for use with
refrigeration compressors up to
5HP and 40 inches in
circumference. These heating
cables provide peak heat during
cold periods and reduced heat
when the air temperature rises
and should not be used in non-
hazardous areas.

» Cold length: 30”
» Heat cable length: 50”

32475  Trane  661A-16093-12-4-C 100 115230  61/2" 34 4

32476 Trane  661A-13881-124-C 75 115230 612 34’ 3 MARS NO. TYPE WATTS VOLTS

32478  Trane X13140729-01 140 115/230 1" 34" 4 70970 Self Regulating 32W @ 50°F + 60W @ O°F 120
70971 Self Regulating 32W @ 50°F « 60W @ 0°F 240

C—48 Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com
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Replacement Coil Kits and Accessories for Thermal Fuse Links*
Electric Heat

MARS Replacement coil kits for
electric heat let you repair strip
heaters quickly and
economically. Each kit contains
one close wound, stretch to
length, resistance coil with
welded terminal bolts; two each
male and female ceramic
terminal insulators; two each
.375 and .450 inch standard
ceramic bushings; two each .375
and .450 inch extra long ceramic
bushings; necessary nuts,
washers, and installation
instructions.

Select the right MARS kit from
the chart below and order one kit
for each circuit to be repaired.
Thermal fuse links are rated 25
amps res. at 120 and 240 VAC.

34602

Features:
* Welded terminal bolts for low
resistance and long life 34700 204 95.56 Fuse Link

» Close wound coil, stretch to fit
many applications

MARS NO. °F DESCRIPTION

34702 283 139.45 Fuse Link

» Complete with bushings, 34704 333 167.22 Fuse Link
insulators and hardware

34706 300 148.89 Fuse Link
34708 300 148.89 Fuse Link-Round Ceramic Base
WATTAGE AT P 34710 227 108.33 Fuse Link-Oblong Ceramic Base

INCHES METERS : (@)

208V 480V MN  MAX  MIN  MAX 34712 300 148.89 Fuse Link-Oblong Ceramic Base (o)

34602 5000 3750 — — 4462 12748 113 324 *10 per pack g

34604  — — 5000 — 6178 17653 157 448 -]

34606  — — — 5000 5944  169.82 151 431 (o)

34608 3500 2625 = — — 5075 14500 129 3.8 Replacement Coil Economy Kits <

34610 — — 3500 — 4221 12076 107 307 E

34614 2000 1500 — — 2590 7401 066 1.8 r

34616 2500 1875 - — 3089 8826 078 224 (7))
34620  — — — 2500 2761 7887 070 200
34622 1500 1125 — — 1704 4869 043 124
34624 4500 3375 — — 4233 12095 107 307
34626  — — 4500 — 4605 13198 117 335
34630  — — 2000 — 3200 10800 081 274

34652 6600 4950  — — 7056 20159 179 512 34601
34654  — — 6600 — 6539 18671 166 474
34656 6000 4500 — — 5443 15550 138 395
34658  — — 6000 - 7188 20538 183 522 M,?és T
346600 5000 3756 — — 2500  70.00 — —
(1) Larger diameter o - 5/8” 34600 5000 Watt @ 240 V; includes coil, insulators & hardware
34601 5000 Watt @ 240 V; includes 300° fuse link, coil, insulators & hardware

©
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Relays & Sequencers

Electric Heat Sequencers

A new simple method for selecting and replacing electric heat sequencers with only five basic controls.

Replace sequencers in almost any existing system.

Sequencer selection:

A. Determine the number of circuits to be switched. (Electrical rating of auxiliary switch same as main
switch.) When more than one (1) sequencer is required the sequencers are to be wired in series with
the last switch in each sequencer energizing the control circuit of the next sequencer.

B. Select from the chart the sequencers needed for the number of circuits to be switched. These
sequencers may be wired in series to allow sequencing of virtually any number of heating elements and
fans.

If the sequencers control the fan/blower circuit, the first switch (M1-M2) of each sequencer must always

control the fan. This provides a fan interlock to insure that the fan will remain on until all elements are

de-energized. 33243
Features:
» Solid State dependability
* Replaces Honeywell and White-Rodgers Schematic
* Ambient rated from 20°F to 160°F
 Used on both separate blower and element and combination blower N AT Vi
and element systems w—e o—fmw [ B G Wl e—o—lmw
« Total 24 volt control 33243 I i N N
SPST - 1 switch 33246 L i
» Standard double quick-connect terminals for combination fan and DPST - 2 switches 33222
element systems (2)SPST - 2 switches
* Full-load-rated auxiliary contacts
+ 7.2 KW combination fan and element rated contacts (23A resistive, 7A R /Ao BN ——h
motor load) wl oot m
« Non-positional ] -
. ) B n__/\70\,—-u ,.__,\70\,__,.
 Voltage and ambient self compensating positive temperature o I
coefficient (PTC) heater elements 33232 PO B R
« Individually packaged with wiring diagrams for up to seven element (1)DPST and 33233
furnaces. (1)SPST - 3 switches (2)DPST - 4 switches

UL and CSA listing available

Contact Rating Chart

SWITCH TIMING: MIN-MAX IN SECONDS

RES PILOT
SWITCHNO.1 SWITCHNO2 SWITCHNO3 switch No.4 (2) IO SRR SR LB s
SWITCH SEQUENCE ~ TERMINALS  TERMINALS ~ TERMINALS  TERMINALS
M1/ M2 M3/ M4 M5/ M6 A1/A2 120 30 23 84 672
NO. OF MARS REPLACES FIRSTON LASTON 240 30 23 60 960
SWITCHES NO.  KLIXONNO. LASTOFF FRsTorr ON ~OFF ~ ON  OFF ON OFF  ON  OFF — 7 7 - —
1 33243 6000AOM 1) 160 145
2 33246 6000EOM 1) 160 145 160 145 480 125 > 10 400
2 33222 5117222 No.1 No.2 124 4575 3070 140
3 33232 511722 No.1,No.2 No.3 124 4575 124 4575 3070 140
4 33233 51172-33 No.1,No.2 No.3,No.4 1-24 4575 124 4575 3070 140 3070 140
C-50 Toll Free (800) 445-4155 -« Fax (631) 348-7160 + www.marsdelivers.com !UCI"ZH b
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Thermal Time Delay Relays Sequencers

These time delay relays are
used for a variety of applications
in heating and air conditioning.
They operate by means of a
solid state PTC (positive
temperature coefficient) device
which heats up as current
passes through it from the
control circuit. This heat causes
a positive, snap-acting disc to
make or break the necessary SPST
contacts.

Features:

» Shock & vibration resistant
internal snap action automatic
reset switch mechanism
assures positive make/break
action

» Non-positional

Relays & Sequencers

Electric Heat Sequencers

The MARS heat sequencers are
used in a variety of applications,
including electric furnaces,
baseboard heaters, heat pump
blower control and heating
element control. The
sequencers stage electric heat
to prevent circuit overload.
These units operate by means
of a PTC (positive temperature

coefficient). The PTC is self 33841
current limiting, ensuring stable
switching action over a wide
range
of voltages.
Features:
+ Solid state dependability
» Replaces Honeywell, White
Rodgers, and Klixon 33844
» 12.5A to 25A contact ratings
* Quick connect terminals
 Various mounting positions
» Shock & vibration resistant
* Ambient rated from -50°F to
165°F
 Full-load rated auxiliary
contacts
Single Load Contact Ratings
RESISTIVE MOTOR RATINGS
(NON-INDUCTIVE) (INDUCTIVE)
VAC WATTS AMPS FULL LOAD LISC?TKOERD PILOT DUTY
120 3000 25 10A 60A 125VA
240 6000 25 5A 30A 125VA
480 6000 12.5 3A 18A 480VA

Combined Load Ratings: 30A @ 240VAC - Total: 23A non-inductive + 7FLA/ 42LRA inductive
Life at rated current: 10,000 cycles

Mr/l\gs TIM. W, 1-M2 M3-M4 M5-M6 M7-M MO-M10 M1-M2 M3-M4 M5-M6 M7-M8 112
B 1 1 10 - - - . 400

w2 1 1 - - 090 - - - m - 13

B 1 2 120m10 01040-10 - m

w45 1 2 090m0%0 - - m - 130 130
2820 2 3 1-10m1-10 1110 om0 Hom -
3RO 2 4 HOmI0 A-10mI-H0 HOmAT0 10 1110
38480 4 5 1-160M1-160 1160 1110 1160 1160 1160 1160 1160 1-160

» Wide selection for any DPST
application

« Voltage and ambient
compensated

* UL and CSA listed

» Used for electric heat, air

conditioning, heat pumps, gas

& oil furnaces, unit heaters

and commercial refrigeration

SPDT
Diagrams: .
1 —0)— 4—— 00—
a—o\o—|1 © : — o0 o0—:
_W\,_I H———AAN\———H
! Single Pole Double Throw
Single Pole Single Throw (Contacts 1 and 3 are normally open) ~ Double Pole Single Throw
MARS  REPLACES SWITCH CONTROL DELAY (SEC.)

[0} KLIXON NO. TYPE VOLTAGE ON OFF
33215 G0-18 24 1-60 1-45
33217 G4-9 240 20-70 20-80
33241 AOM 24 1-24 45-75
33242 AOM SPSTN.O. 24 30-75 1-40
33243 AOM 24 1-60 1-45
33244 EOM 24 1-24 45-75
33245 EOM DPSTN.O. 24 30-75 1-40
33246 EOM 24 1-60 1-45
33247 COM-21 SPDT 1 &3 N.O. 24 1-24 15-75
33255 E4 120 30-110 15-65

DPSTN.O.
33256 E4 120 20-70 20-80
33265 E4 240 30-110 15-65
DPSTN.O.
33266 E4 240 20-70 20-80
33267 C4M-13 SPDT 1 &3N.0. 240 20-70 20-80
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(1) M1-M2 and M3-M4 are always first switches to turn ON and to turn OFF. All other switches are
random ON and random OFF
(2) #33848 - switch contacts designated F1-F2 instead of M1-M2

W These contacts switch simultaneously

ON TIME - Elapsed time to make contacts after heater is energized (Min. to Max.)
OFF TIME - Elapsed time to make contacts after heater is de-energized (Min. to Max.)
OFF Timings determined after PTC heater has been electrified for a total of 5 minutes.

www.marsdelivers.com
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Fan & Limit Disc Thermostats

Heating Applications Adjustable Fan or Limit Thermostats
MARS Series 390 thermostats MARS adjustable fan or limit
are designed for quick on-the-job thermostats let you reduce
replacements. One thermostat, SPDT inventory and still have on hand
when used in conjunction with the most popular thermostat
only one listed, can solve almost ratings.
::zomuztler;tmg problems you MARS adjustable thermostats
’ Are easily set for the desired
Our thermostats have been temperature by turning the
carefully selected to cover the indicator dial built into the
widest temperature ranges with control. Each MARS adjustable
the fewest models. ) .
thermostat features integral 2
Features: Manual hole oval mounting flanges. 39205
» Each 3/4” thermostat has an
integral oval flange to match Features:
the most commonly used - Easy dial adjustment
mounting option )
)  Six controls cover most
» Widest range of replacements requirements
in the industry Fan Int | f
* Intergral oval flange
« UL and CSA listings available & Limit 9 fange
» UL and CSA listings available
Electrical Rating
Terminals Terminals* o o SWITCHING
13 12 MARS NO. TYPE RANGE °F DIFF. °F ACTION
FL Amps 120v 10 5.8
240v 5 29 39205 Fan 90-130 20 Close on rise
Res. Amps 120v 25 10 39066
240/277v 25 5 39210 Fan 140-180 20 Close on rise
Pilot Duty 120/240/277v 125va 125va 39220 Limit 135175 20 Open on fise
*For Spdt Thermostats H : N
Limit SWItChes. Open On 39225 Limit 175-215 40 Open on rise
. Temperature Rise
Fan Switches -'Close On T T T 39230 Limit 210-250 40 Open on rise
Temperature Rise MAgs G 39235 Limit 250-290 40 Open on rise
MARS K_Il_.é)’slgN TEMPERATURE °F *  CODE CLOSE  OPEN
NO. d 39086 L1252 105 125
DE OPEN  CLOSE )
29006 0 > % o 39087 L1304 90 130 Cross Reference Information
. 39018 L140-4 100 140
39007 F120-2 100 120 39019 1504 0 150 GEMNO. MARSNO. WHITE-RODGERS NO. MARS NO. MARS2  MARS NO.
39008  F130-2 110 130 39020 L1604 120 160 AT 012 39220 3F05-1 39205 35205 39205
39009  F140-2 120 140 39021 L1704 130 170 AT 013 39225 3F05-2 39210 35220 39220
39010 F150-2 130 150 39022 L180-4 140 180 AT 014 39230 3L05-1 39220 35225 39225
39011 F160-2 140 160 39023 L1904 150 190 AT 015 39235 3L05-2 39225 35230 39230
39112 F1752 155 175 30024  L200-4 160 200 AT 021 39205 3L05-3 39230 35235 39235
W13 F152 175 19 30025 L2104 170 210 ATO22. 39210
39015 F2102 190 210 TN 12204 180 220
39027 L230-4 190 230
Manual Reset Limit Switches- ggg:: tggg: g?g ggg
Open On Temperature Rise S8 04230 570
REPLACES TEMPERATURE 39130 1.290-4 250 290
TEIITIIIE!X((:)ONDE OP;‘ - 39031 13004 260 300
. 39032 L325-4 285 325
MR125 39033 L3504 310 350
39037 MR140 140
39038 MR150 150 Single Pole Double
39039 MR160 160 Throw Switches
39095 MR170 170 -
B o e
39097 MR190 190 3 CODE OPEN CLOSE
39098 MR200 200
39040 MR210 210 39045 D150-2 130 150
39041 MR220 220
39046 D160-2 140 160
39042 MR240 240
39043 VIR300 300 39081 D170-2 150 170
39147 D1954 155 195
Mounting FIanges- 39082 D205-4 165 205
3 Per Package
MARS TYPE OF SWITCH
NO. R MOUNTING DIA.
39066 smallovalflat  flush 34
Toll Free (800) 445-4155 « Fax (631) 348-7160 + www.marsdelivers.com C” ._‘7
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Fan & Limit Disc Thermostats

Electric Heat High Limit Thermostats

MARS electric heat high limit
thermostats are designed for
easy accurate replacement of
OEM thermostats on electric
furnaces. Temperature ratings
and differentials have been
careful selected for safe
operation.

MARS electric heat high limit
thermostats feature an exposed
matte finish disc for fast
response. Easy matching of
OEM mountings using the
integral round flange, accessory
oval flange or the terminal
mounting adapter.

39310

TEMPERATURE °F

Home Laundry Applications

MARS has carefully selected the
most popular multi-purpose
thermostats for home laundry
and drier equipment. MARS
Operating Limit Thermostats
range from 125°F to 180°F and
have narrow differentials (20°F).

Features:
» UL and CSA listings available.

39086

Operating Limit Thermostats — Open On Temperature Rise

MARS MARS NO. KLIXON TEMP. CODE TEMP °F-OPEN TEMP. °F-CLOSE
Features: NO. OPEN CLOSE DIFFERENTIAL
» Exposed matte finish disc for TR % 2 39086 L125-2 125 105
fast response 39055 11302 130 110
. . 39312 120 100 20
» Oval mounting flange supplied o 1502 150 0
to match many popular 39314 130 100 30 i
mounts 39316 140 100 40 39048 L180-2 180 160
» Twelve models replace most 39318 145 105 40
opular OEM thermostats .
F dp' duallv b dwith 39320 150 10 40 Cross Reference Information
* Individually bagged wi
instructions gizgg 155 15 4 WR MARS WR MARS WR MARS
o _ 39324 160 120 20 NO.  REPLACEMENT NO.  REPLACEMENT NO.  REPLACEMENT
* UL and CSA listings available - B 0 m 3F01-110 39006 3L01-120 39086 3L02-160 39039
3F01-120 39007 3L01-130 39087 3L02-170 39095
39328 180 140 40 3F01-130 39008 3L01-140 39018 3L02-180 39096
3F01-140 39009 3L01-180 39022 3L02-190 39097
39330 190 150 40 3F01-150 39010 3L01-190 39023 3L02-200 39098
39332 200 160 40 3F01-160 39011 3L01-200 39024 n
3F01-180 39112 3L01-230 39027 3L03-140 39078
3F01-200 39113 3L01-250 39029 3L03-190 39147 o
3F01-350 39017 3L01-300 39031 3L03-325 39093 g
. . i i 3101350 39033
Pro-Series Heating Service Kit 3L01-550 39036 -
MARS has selected the most
A MARS Thermocouples <
popular fan and limit switches 11
used in heating applications. ) z
Each switch has an integral small MARS universal replacement -
oval flange to duplicate the most thermocouples are fully
popular mounting. UL and CSA equipped with fittings and »
listings available. necessary hardware for quick
and easy installation.
Each kit is packaged on a
display card for easy
identification.
39008 Features:
» High temperature stainless
steel element for long life and | )
MARS SWITCH  KLIXON TEMPERATURE °F TEMPERATURE °C dependable operation Adapter fittings with each kit
NO. TYPE  TEMP.CODE (| osSE OPEN CLOSE OPEN + Fully equipped with fittings
and necessary hardware for
F F130-2 1 11 4 4 . . X MARS LENGTH
39008 an %0 %0 0 > 3 quick and easy installation NO. MODEL NO. INCHES
39009 Fan F140-2 140 120 60 49 - .
« Individually display packaged 72218 TC-18P 18
39010 Fan F150-2 150 130 66 54 for protection and easy
39011 Fan F160-2 160 140 71 60 identification i TC-24p 2
39022 Limit L180-4 140 180 60 82 20 TC-30p 30
39023 Limit L1904 150 190 66 88 72236 TC-36P 36
39024 Limit 1200-4 160 200 71 93 72248 TC-48P 48

®

Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com
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MARS Universal Silicon Nitride Igniter

MARS Universal Silicon Nitride Igniter is designed to replace over 100 silicon nitride
igniter applications. The universal bracket kit is used in a simple series of
combinations for a quick and easy installation. Extremely low iron content makes
the MARS Universal Silicon Nitride Igniter very durable and reliable. Low energy
consumption makes it perfect for any 120 VAC application.

Features: Specifications:
+ Gas fired forced air furnaces and boilers * Input voltage 120vac
» Easy toinstall » Time to ignition temperature: 16

seconds
» CSA certified

 Steady current 1.3 amps
(0.3 amps @ 120v)

» Universal bracket fits most furnaces
» Fits over 100 applications

MARS
NO. DESCRIPTION
68040 Universal SiN Round Silicone Nitride Igniter

Gas Furnace Ignlters 19” leads with sleeving and connector

67909
» Compatible with 17, 34, and 45 second warm-up modules == ﬁ
+ Full 115/120 volt rated (no step down module required for silicon nitride)
» Wire nuts or OEM plugs and mounting hardware included 55" leads with wire nuts
» New laminated pictorial cross reference and contractor tri-folds available 67916
—_— : —
Flat silicon carbide: The most economical solution. . 19" leads with wire nuts
Silicon nitride: The newest technology is virtually indestructible. L 67915
5.5" leads with wire nuts
67917 e TS
. L ———
Direct Replacements T r
67918
REAT INDUSTRY RECOGNIZED REFERENCE
SILICON CARBIDE
67914 41-401 67920 = _ ¢____=._.______.a~_§
s ermmtpmn——— e
67915 41-402 e ) 67919
67916 41-403 :
68017 41-404 r g
67917 41405 & ,,,,;.———__:,:"':’-92:-«1
67925 41-406
67918 41-407 67921
67919 41-408
67920 41-409
68016 41410 ; = T
68013 41-411 =B 67924
68014 41-412/41-414
67915 41-238/41-242 i :g
68015 Rheem 62-22669-92 2 S eas _
...2 —mt: L
67909 Coleman 1474-051P / 052P N -
el
67921 Lennox 33J37 68015
67924 Goodman B1401015/B1401018S
67923 York 025-32625-000
Universal
FLAT SILICON SILICON
CARBIDE NITRIDE SuPCO WHITE-RODGERS
67900
67900 N/A SIG1100
N/A 68040 SSN2000 21D64-2

*Cannot be sold in Canada

C-54 Toll Free (800) 445-4155 -« Fax (631) 348-7160 + www.marsdelivers.com d .j
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MARS A/C Condenser Pads

MARS is pleased to offer a full line of Air Conditioning Condenser Pads.
These dark gray plastic pads are molded from polypropylene. The
lightweight, one piece constructed
pads are virtually unbreakable and
built to last. Two and three inch
thick pads are available.

93560

Features & Benefits:

» UV stable — prevents
weathering or cracking

» Chemical resistant

+ Solid wall construction

»  Will not chip or crack

» Lightweight

» Textured surface — prevents
unit from sliding

* Unique footpads — prevent
unit from sinking into ground .

» Size molded in side of pad

Rugged, easy to handle
*  Weed wackers won’t

MARS Universal Mini-Split
Condenser Wall Mount Brackets

MARS mini-split brackets are available in four sizes to
accommodate mounting of popular
mini-split compressors.
Bracket kits include mounting
hardware and vibration absorbers
for a professional installation.
Pre-assembled vertical supports
speed installation.
* Powder Coat Finish - resists rust
and corrosion

* Mounting and attachment
hardware included

« Bracket width and depth adjust to 93640
accommodate compressor size

« Vibration pads included for a durable and quiet installation
* Pre-assembled vertical supports reduce installation time

SIZE LOAD CAPACITY
sl HXLXW (LBS)
93640 14.5'x 18" x 33.5" 260
93641 18"x 22" x 335" 330
93642 18"x 24"x 335" 400
93643 19"x 30" x 47.25" 440

+ Drillable for attachment of unit destroy the corners
MARS NO. DESCRIPTION PALLET QTY.
93560 24" x 24" x 2" 88
93577 24" x 24" x 3" 64
93561 24" x 36" x 2" 22
93578 24"x 36" x 3" 16
93565 30"x 30" x 2" 22
93584 30" x 30" x 3" 16
93562 32"x32"x2" 22
93587 32"x32"x 3" 16
93573 36" x 36" x 2" 22
93592 36" x 36" x 3" 16
93576 36" x 40" x 2" 22
93593 36" x 40" x 3" 16
93594 36" x 48" x 3" 16

MARS A/C Mounting Brackets

Heavy duty engineered steel A/C brackets are used for mounting A/C
condensers and heat pumps on vertical walls. Brackets include
mounting holes and are finished

in a durable gray powder coat.

Anti-Vibration Pads

MARS offers a complete line of anti-vibration pads. These high quality
rubber pads provide maximum loading of 60 Ibs. per square inch. Anti-
vibration pads can be used on

any type of mechanical/electrical

machines such as pumps, 52101

motors, air conditioning units,

generators, compressors, etc.

The plain rubber pads have

grooves on both sides. The cork

rubber pads are the same but

with the added advantage of 52108
reduction in sound level. The

natural rubber Iso-Pads can be 52115
easily cut for odd sized

dimensions under equipment

93630
MARS NO. DESCRIPTION MARS PACK
93630 30" Powder Coated Steel Bracket 1 Pair
93631 36" Powder Coated Steel Bracket 1 Pair
93632 42" Powder Coated Steel Bracket 1 Pair
93636 48" Powder Coated Steel Bracket 1 Pair

* load or wall load limitations is restricted by strength of hardware used

©

el
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legs and supports. The use of 52118
these pads eliminates the need

for bolting down equipment to the floor. These Iso-Pads provide
superior isolation, attenuation and vibration characteristics.

MARS NO. DESCRIPTION MARS PACK
52101 2"x 2" x 3/8" Rubber 1
52102 3"x 3" x 3/8" Rubber 1
52103 4" x 4" x 3/8" Rubber 1
52104 6" x 6" x 3/8" Rubber 1
52107 18" x 18" x 3/8" Rubber 1
52108 2"x2"x 7/8" Cork/Rubber 1
52109 3"x 3" x 7/8" Cork/Rubber 1
52110 4" X 4" X 7/8" Cork/Rubber 1
52111 6" x 6" x 7/8" Cork/Rubber 1
52114 18" x 18" x 7/8" Cork/Rubber 1
52115 2"x 2" x 3/4" Iso-Pad 1
52116 4" x 4" x 3/4" Iso-Pad 1
52117 18" x 18" x 3/4" Iso-Pad 1
52119 2"x 2" x 7/8" Foam/Rubber 1
52118 4" x 4" x 7/18” Foam/Rubber 1
52120 6" x 6" x 7/8" Foam/Rubber 1
52122 18"x18"x7/8" Foam/Rubber 1

Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com
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MARS Heat Pump Risers

Heavy duty composite heat pump risers
are available in 2 popular heights in a
cost effective 1 piece design as

well as a 2 piece terrain

adaptable design. Each riser

includes factory installed buytl

mastic patches on the top and

bottom to absorb vibration and

reduce noise.

93600 93602
93604
93601 93603
MARS NO. DESCRIPTION MARS PACK

93600 3" 1 Piece Heat Pump Riser 48
93602 3" 2 Piece Heat Pump Riser 32
93601 6" 1 Piece Heat Pump Riser 24
93603 6" 2 Piece Heat Pump Riser 16
93604 4" Riser Extension 16

Roof Flashings

Galvanized no calk® roof flashings feature a one-piece construction
which insures a positive leak proof installation every time. Specially
formulated elastomeric collar
allows the vent stack plenty of
room for expansion and
contraction. The patented double
seal no-calk collar “gives” with

79360
the pipe, without breaking the 79361
water tight seal. The galvanized 79362

base is made from 24 gauge
deep drawing steel extra high
with no seams.

Flex Flash flashings are
manufactured from a special
formulated clastomer material
which is extremely flexible and
durable. They permit the vent
stack to expand and contract 79364
freely without disrupting the seal
between pipe and flashing collar.
The flashing adjusts to most any
angle and adapts to all type of
pipe; copper, cast iron, galvanized
or plastic. Fits up to 40° angle.

MARS Concentric Vent Kits

MARS Concentric Vent Kits provide a single wall or roof
penetration solution for high efficiency gas furnaces.
Concentric vents save time and money by streamlining
installation compared to the traditional 2 pipe system.
Concentric vents also improve the aesthetics of the home
by reducing the number of wall and roof penetrations.

All necessary fittings are included in the kit. (The installing
contractor needs to supply pipe and fittings between the
furnace and concentric vent.)

Features 72950
« U.L. Approved 72951
* Available in 2" and 3” kits
+ Single Wall / Roof penetration
» White PVC
MARS NO. DESCRIPTION MARS PACK
72950 2" Concentric Vent Kit 6
72951 3” Concentric Vent Kit 4
MARS Air Handler Blocks
+ Lightweight 2 Ib styrofoam block
. 8"x8"x4"
Packaged in boxes of 20
(21 boxes per pallet)
93637
MARS NO. DESCRIPTION MARS PACK
93637 8" x 8" x 4" Air Handler Block 20

MARS Easy Leveler™ Furnace Legs

* Includes 4 easy leveler legs & sheet metal screws
» Designed to level a furnace & air conditioning coil for proper drainage.
» Proper leveling helps eliminate
standing water,
thus reducing bacteria
» Easily adjustable even
after installation

* Legs can support up to 79095
400 Ibs.
» Adjustable from 2-3/4” to
4” in height
MARS NO. DESCRIPTION MARS PACK
79095 Adjustable furnace legs 12

MARS NO. DESCRIPTION MARS PACK
79360 11/4” -1 1/2" no calk galvanized, 9" x 12.5” base 12
79361 2" no calk galvanized, 9" x 12.5" base 12
79362 3" no calk galvanized, 11" x 14.5” base 12
79364 1/2, 3/4”, 1" no calk galvanized solar, 9" x 12.5" base 12

Economy Furnace Mounting Blocks

Holds furnace 2" off the floor

Absorbs vibration,
reduces noise

» Composite construction
Peel & stick installation

79085

MARS NO. DESCRIPTION MARS PACK

79085 Economy furnace mounting blocks 12

Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com
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Rooftop Support Systems

Economy CX-Series
« Base only

» Material — 100% recycled
rubber, UV resistant

* Maximum Load — 2 — 800 Ibs.

CX Series rooftop support is
designed as an economic
alternative when a high load
bearing is not required. They are
perfect for supporting conduit or
smaller pipe.

93950

C-Series

+ Material — 100% recycled
rubber, UV resistant

* Maximum Load — 750 Ibs./ft

C Series channel support is
designed for superior support
of gas and refrigeration

piping systems, cable tray,
electrical conduit multiple lines,
HVAC equipment and many
other applications.

93951

MARS NO.

93950
93951

DESCRIPTION MARS PACK CASE QTY.

4"Hx6"Wx9.6"L 1 170
47/8"Hx6"Wx9.6"L 1 170

CX-Series
C-Series

Caddy® Pyramid ST Series Rooftop Support

Caddy® Pyramid ST Series Rooftop Support is roof-friendly,
high-quality, versatile and durable for roofing applications.

Features:

* Thermoplastic base is UV
stabilized and weatherproof
for long lasting

» Fixed-height mounting
platform 4" off the roof surface

93955

MARS Front Open Pullout
Disconnect Boxes -
NEMA 3R

MARS offers both fusible and
non-fusible single phase air
conditioner disconnects. These
units provide a disconnecting

) 83316, 17

means which should be located

within sight from and readily

accessible from the air

conditioning or refrigerating

equipment. UL listed. MARS

#83315 is also CUL listed 83315

83335
MARS NO. DESCRIPTION CASE QTY.

83315 60 amp non-fused, single phase 6
83316 30 amp fused, single phase 6
83317 60 amp fused, single phase 6
83396 Compact 30 amp fused, single phase 6
83335 Generic brand 60 amp non-fused, single phase 6

MARS Side Open Pullout
Disconnect Boxes - NEMA 3R

The MARS Side Open Disconnect Boxes
are contractor friendly and
feature a unique side opening
door, allowing easy access to the
work area. The powder coated UV
rated finish provides superior
esthetics and greater longevity.
The patented "finger safe" pullout

Patented “Finger Safe” Pullout
section prevents accidental
contact with electrodes

and 10" of usable
strut length, provides excellent

section prevents accidental
contact with electrodes. Easy to
remove knockouts and a secure

Unique side

load distribution

» Structurally engineered to
support up to 1,000 Ibs

* Hot-dipped galvanized finish
» Superior corrosion protection

» Supports the green building requirements, bases are made from
recycled material and can contribute toward earning LEED credit

MARS  MFG LENGTH LENGTH SURFACE  MAX.
NO. no.  HEIGHT ) @  WIDTH  “AREA REC.LOAD
93055 RPS360400 4" 10" 125" g 943" 1,000 bs.

* Max. recommended load at 10.6 PSI roof loading. Contact project or roofing engineer for
maximum allowable load on individual project roof system.

Toll Free (800) 445-4155 -

ol
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opening door
permits /
greater

visibility and

access to
work area

locking mechanism are also
featured. This Pullout Disconnect
Box is the ideal choice for the
busy contractor.

MARS 80328 features an on/off
switch so there are no pullout
handles to be lost.

80315

Easy to remove
concentric knock-
outs & secure
locking mechanism
Specifications:

» Single phase, 240V
* 10,000 amp rated

* NEMA 3R, rainproof
* UL & CUL rated

80328

MARS NO. STD. PACK

80315

DESCRIPTION CASE QTY.

60 amp non-fused 6 6

80316 30 amp fused

80317

6 6
60 amp fused 6 6
6 6

80328 60 amp fused — Switch Disconnect

Fax (631) 348-7160 -

www.marsdelivers.com
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Midwest A/C Disconnects - @ MARS A/C Disconnect/GFCI

NEMA 3R m Receptacle Combination

- Fusible disconnects are e MARS A/C Disconnect/ GFCI Receptacle Combination disconnects
available in 30 and provide a convenient low cost means
60 Amp models to satisfy NEC Article 210.63

requirements for HVAC/R
Equipment Outlets and Article

. 406.8(B)(1) for Receptacle — Wet
for the user safety during Locations. The NEMA 3R design
equipment maintenance insures a safe, weather tight
installation for residential, light

« Pullers are removable or
reinstallable in the OFF position

Specifications: commercial and even some B3=08
* 30-100 Amps industrial applications.
» 120/240V AC, Single Phase Features & Benefits:
» Accepts class H fuses * 60 amp, non-fused, pullout type
(not included) » 240 volt A/C, single phase

83385 * UL & CUL listed
* Compact size — 5"x7"x4"
* Meets NEC #210.63 & #406.8(B) (1)
* Removable cover

MARS NO. DESCRIPTION CASE QTY. . . . . .
d » Heavy galvanized ‘G90’ steel with highest quality electro-deposition
83385 60 amp non-fused, single phase 6 finish resists corrosion and fading
83386 30 amp fused, single phase 6 * NEMA 3R rated
83387 60 amp fused, single phase 6
MARS NO. DESCRIPTION MARS PACK
83308 60 Amp, Non-Fused, 15 Amp, 125V GFCI Duplex Receptacle 6
Pullouts For MARS Disconnect Boxes 83309 60 Amp, Non-Fused, 20 Amp, 125V GFCI Duplex Receptacle 6

MARS offers both fusible and non-fusible single phase non-metallic
air conditioner disconnects. These horse power rated units are
constructed of Noryl®

MARS Side Open Pullout Disconnect
w/GFCI Receptacle

thermoplastic for extended and The MARS Side Open Disconnect w/GFCI

rugged durability. Units are 83313 Receptacle provides a convenient

corrosion resistant, weatherproof, low cost means to satisfy NEC

and maintena_n_ce free. UL listed 2003 code changes requiring that a :;\gti;ecfeGFm

and CSA certified. GFCl receptacle with a "while in \

use" cover be within a 25ft line of

sight of the condenser unit. The

pre-wired receptacle with stripped

wire ends makes installation of 80308
disconnect and receptacle quick

and easy. This unit provides a

significantly lower "installed cost" to

the contractor when compared to /

N

Convenient
electrical power
cord channel
w/retaining clip
for easy and
safe use of
portable tools

installing a standard disconnect
83314 and_se_parate GFCl receptacle V\(ith Unique side opening
83318 "while in use" cover to comply with s;?gilﬁer;"r:zs g;i:g

the new NEC code change. Rl Ylce

Additional features and benefits

include: Convenient electrical

power cord channel w/retaining clip

for easy and safe use of portable

Easy to remove
concentric
knockouts &
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MARS NO. DESCRIPTION CASE QTY. tools; Large wiring compartment for secure locking
both disconnect switch and echansn
s 60 amp non-fused pullout for 83315 ! receptacle; Angled receptacle Patented “Finger Safe”
83314 30 amp fused pullout for 83316 1 mounting to eliminate the possibility Pullout section prevents
N . accidental contact with
83318 60 amp fused pullout for 83317 1 of crushing portable electrical plugs Cleslienes
83319 30 amp fused pullout for 83396 1 VA"Ee” t‘?'os'f_‘g "while in use” cover;
. ractive side opening cover
80312 60 amp non-fused pullout for 80315 & 80308 ! design for ease of installation; Ultra UV powder coating.
80313 30 amp fused pullout for 80316 1 e s
Specifications:
U 60 amp fused pullout for 80317 ! * 60 amp, non-fused, pullout type » UL & CUL approved
» Pre-wired 15A, 125V GFCI » Rated for 10HP @ 240 volts
receptacle included * Meets NEC #210.63 &
» 240 volt, single phase #406.8(B)(1)
* 10,000 amp rated * Multiple patents pending
* NEMA 3R & UL rainproof
MARS NO. DESCRIPTION STD. PACK CASE QTY.
80308 Pullout disconnect, W/GFCI receptacle 6 6
m Toll Free (800) 445-4155 « Fax (631) 348-7160 « www.marsdelivers.com Cll .j
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Midwest Non-Metallic
Disconnects - NEMA 3R

QUALITY WEATHERPROOF
ELECTRICAL EQUIPMENT

Midwest Electric offers both fusible and
non-fusible single phase non-

metallic air conditioner

disconnects. These horse power

rated units are constructed of

Noryl® thermoplastic for

extended and rugged durability.

@-

Midwest Non-Automatic
Disconnects - Nema 3R

QUALITY WEATHERPROOF
ELECTRICAL EQUIPMENT

Midwest Electric has developed a new
NEMA 3R, non-automatic A/C
disconnect with a patent pending
on/off switch mechanism so there

is no pullout to lose. This UL and

CSA listed disconnect features: a
keyhole mounting slot for easy
installation, a removable door for
easy wiring access, straight in 83328
and out lugs for quick

connections and six 1/2” x 3/4” x

1” concentric knockouts.

The single phase non-automatic
disconnects do not provide
overcurrent protection with
manual internal on/off switch

MARS NO. DESCRIPTION CASE QTY
83328 60 amp, 240V, 10 HP 6

@-

) . . 83312
Units are corrosion resistant,
weatherproof, and maintenance
free. UL listed and CSA certified.
83306
MARS NO. DESCRIPTION CASE QTY.

83312 60 amp non-fused, single phase 6

83306 30 amp fused, single phase 6

83307 60 amp fused, single phase 6

Midwest Three Phase Pullout
Disconnects - 240V - NEMA 3R

ELECTRICAL EQUIPMENT

Midwest Electric three phase pull out
disconnects and single phase
non-automatic switches are
manufactured of heavy zinc
coated steel with highest quality
electro-deposition paint finish for
maximum corrosion resistance.
The three phase disconnects are
available with and without fuse
protection. Fusible units require
three fuses. NEMA 3R.

@-

o
QUALITY WEATHERPROOF

Midwest Heat Pump Disconnects -
NEMA 3R

ELECTRICAL EQUIPMENT

Multiple disconnect devices are offered for

heat pump applications that

require individual disconnects for

the heating and cooling cycles.

The dual pull outs accommodate

either a 30A/60A or 60A/60A

puller combination. Units require

four fuses. 83324

Specifications:
» 120/240 AC

@-

o
‘QUALITY WEATHERPROOF

MARS NO. DESCRIPTION CASE QTY.
83324 90 amp fused 1
83325 100 amp fused 1

83321

MARS NO. DESCRIPTION CASE QTY.
83321 60 amp non-fused, three phase 4
83322 30 amp fused, three phase 4
83323 60 amp fused, three phase 4

©
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Midwest Evaporative Cooler
Disconnects - NEMA 3R

o
‘QUALITY WEATHERPROOF

ELECTRICAL EQUIPMENT

Evaporative cooler applications not only
require fusing but switching or
receptacle functions depending

on equipment type and local

codes. The 40 ampere unit

utilizes 3 S plug fuses.

83327
MARS NO. DESCRIPTION CASE QTY.
83327 40 amp fused, receptacles 1

Toll Free (800) 445-4155 - Fax (631) 348-7160 + www.marsdelivers.com
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Midwest Non-Metallic, Non-Auto & I-T-E Unfused General Duty Enclosed Switches

Switch Residential/Construction 1 ph id |

A/C Disconnect, NEMA 3R MR ase, solid neutra

MARS NO. DESCRIPTION CASE QTY
83388 60 amp non-fused, single phase 6

Midwest Metallic Residential/ *

Construction, A/C Disconnects

w/ Receptacle, NEMA 3R PR

83347
MARS NO. DESCRIPTION TYPE CASE QTY
83398 83346 30a - 240V 2 or 3 pole, 3 phase exterior 3R 1

83347 60a - 240V 2 or 3 pole, 3 phase, exterior 3R 1
83349 30a - 240V 2 or 3 pole, 3 phase interior 1 1
83350 60a - 240V 2 or 3 pole, 3 phase interior 1 1
83352 60a - 240V 1 or 2 pole, 1 phase exterior 3R 1

I-T-E Heavy Duty 3PH 600V - Type 1 - Indoor

MARS NO. DESCRIPTION CASE QTY

83398 60 amp non-fused, single phase 6

I-T-E Cartridge Fuse Type - UL Listed

1 Phase/2 wire, 3 Phase/3 wire, solid neutral

o 83353
-
< MARS NO. DESCRIPTION CASE QTY
- 83353 30a-600V fused 1
-l 83354 60a - 600V fused
< 83355 100a - 600V fused 1
P 83356 30a - 600V unfused 1
> 83330 I-T-E Heavy Duty 3PH 600V - Type 3R - Outdoor
|
m MARS NO. DESCRIPTION CASE QTY
u 83330 30a - 240V 2 pole, exterior 1
e 83331 60a - 240V 2 pole, exterior 3R 1
> 83333 30a - 240V 2 pole, interior 1 1
m 83334 60a - 240V 2 pole, interior 1 1
m 83336 30a - 240V 3 pole, exterior 3R 1
m 83337 60a - 240V 3 pole, exterior 3R 1
83339 30a - 240V 3 pole, interior 1 1
83340 60a - 240V 3 pole, interior 1 1
83368 100a - 240V 3 pole, interior 1 1 83361
I-T-E Plug Fuse Type - UL Listed
MARS NO. DESCRIPTION CASE QTY
1 Phase, solid neutral 83359 30a- 600V fused 1
83360 60a - 600V fused 1
83361 100a - 600V fused 1
MARS NO. DESCRIPTION TYPE CASE QTY 33362 02~ 600V unfused ]
83342 30a - 120V 1 pole, interior 1 6 83363 60a - 600V unfused 1
83364 100a - 600V unfused 1

®
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MARS A/C Whips Non-Metallic Fittings Sealtite® Flexible Metallic Conduit
Non-metallic conduit with non-metal fittings. Sealtite® flexible conduit provides protection for wet or
Assembled with UL approved components. oily locations. UL listed conduit has a continuous copper
ground built into the core. All UL
listed Sealtite® is UV resistant. 84102
84137 Square locked design with
copper ground wire

84102-84111

SEALTITE . TYPE NMUA ’

MARS NO. DESCRIPTION MARS PACK
84131 4'x1/2 #10 ga. non-metallic whip UL 1
84133 4'x 314" #8 ga. non-metallic whip UL 1
84135 6'x1/2" #10 ga. non-metallic whip UL 1
84137 6'x 3/4” #8 ga. non-metallic whip UL 1
84139 8'x1/2" #10 ga. non-metallic whip 1 MERSINGE HESCRIETON IMASSHACK
84141 8'x 3/4" #8 ga. non-metallic whip 1 84102 1/2", metallic conduit, UL, boxed 100 ft 1
84143 10'x 3/4"  #8 ga. non-metallic whip 1 84103 3/4”, metallic conduit, UL, boxed 100 ft 1
84110 1/2", metallic conduit, boxed 100 ft 1
MARS A/C Whips Metallic Fittings 84111 3/4”, metallic conduit, boxed 100 ft 1
Non-metallic conduit with metal fittings.
Assembled with UL approved components. Liquid-Tight Flexible Non-Metallic Conduit
* Flexible PVC construction. (/)]
Phthalate free. 11]
« Lightweight and lower w
installed cost <
« Oil/water resistant —
« Sunlight resistant, 0
direct burial m
* Crush resistant w
* Temperature rated: —
-18°C to 75°C z
Ak « UL listed, CSA certified 7
84117-84122 4
MARS NO. DESCRIPTION MARS PACK ?
84132 4 x1/2 #10 ga. metallic whip UL 1 ;
84134 4'x3/4"  #8 ga. metallic whip UL 1 MARS NO. DESCRIPTION MARS PACK 4
84136 6'x1/2 #10 ga. metallic whip UL 1 -
34138 o X3 # ga. metallio whip UL 1 84117 3/8”, non-metallic conduit, UL, boxed 100 ft 1 o
84118 1/2", non-metallic conduit, UL, boxed 100 ft 1 z
84119 3/4”, non-metallic conduit, UL, boxed 100 ft 1
MARS A/C Whips All Metallic 84120 1. non-metallic conduit, UL, boxed 100 ft 1
84121 1/2", non-metallic conduit, UL, polybag 25 ft 1
MARS NO. DESCRIPTION MARS PACK 84122 3/4”, non-metallic conduit, UL, polybag 25 ft 1
84125 4’ x 1/2" all metallic whip 1
84126 4’ x 3/4” all metallic whip 1
84127 6’ x 1/2" all metallic whip 1
84128 6’ x 3/4” all metallic whip 1

All Whips Bagged

©
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MARS Designer Series -
Plastic Cover And Base

MARS offers a broad selection of
thermostat guards. Popular
models available include metal,
clear plastic and opaque plastic
designs. MARS thermostat
guards are ideal for protecting
thermostats in schools, industrial
plants institutions, public facilities
and other areas where
unauthorized tampering could be
a problem. These attractive units
feature a rugged, light weight
and compact design. All units

MARS Elite Series - Plastic Base

MARS offers a broad selection of
thermostat guards. Popular models
available include metal, clear
plastic and opaque plastic
designs. MARS thermostat
guards are ideal for protecting
thermostats in schools, industrial
plants institutions, public facilities
and other areas where
unauthorized tampering could be
a problem. These attractive units
feature a rugged, light weight
and compact design. All units

) . supplied with key. Extra keys are 70201
supplied with key. Extra keys are 70236 70217 avgﬁable or der’;a . #702:},’6 for 70236
available. Order part #70236 for the BTG .thermostat guard key;
the BTG thermostat guard key. ’
. BASE HEIGHT WIDTH DEPTH INSIDE BASE HEIGHT WIDTH DEPTH
INSIDE DIMENSIONS (INCHES i
DIMENSIONS (INCHES) 21/8 ( ) Solid 43/4 4112 2304
Ring 8 5 21/8
MARS NO. DESCRIPTION BASE  MARS PACK CASE QTY.
MARS NO. DESCRIPTION BASE  MARS PACK CASEQTY. 70201 BTG-EK clear plastic cover Solid 1 12
70217 BTG-DK clear plastic Dual 1 12 70236 F336, extra key for all BTG guards 1 1
70236 F336, extra key for all BTG guards 1 1 i} .
MARS Classic Series -
Plastic Base
MARS Universal Series
. MARS offers a broad selection of
MARS offers a broad selection of thermostat guards. Popular
thermostat guards. Popular models models available include metal,
avalllable include metal, cl:lear clear plastic and opaque plastic
plagtlc and opaque plastic designs. MARS thermostat
designs. MARS thermostat guards are ideal for protecting
guards are "?ea' for prot'ectmg . thermostats in schools, industrial
thermo.stat.s "_" SChOOIS'_ |ndu.sFr.|aI plants institutions, public facilities
plants institutions, public facilities and other areas where
and Othe',' areas whe|.'e unauthorized tampering could be
unauthorized tampering f:ould _be a problem. These attractive units
a problem. These ?ttractl\{e units feature a rugged, light weight 70205
feature a rugged,'llght we|g.ht 70220 and compact design. All units 70236
and cpmpgct design. Al units supplied with key. Extra keys are
supplied with key. Extra keys are available. Order part #70236 for the BTG thermostat guard key.
available. Order part #70236 for
the BTG thermostat guard key BASE HEIGHT WIDTH DEPTH
INSIDE
DIMENSIONS (INCHES) 614 558 33/16
Ring 61/4 55/8 33/16
MARS NO. DESCRIPTION BASE MARS PACK CASE QTY.
70224 70236 70205 BTG clear plastic cover Dual 1 12
70236 F336, extra key for all BTG guards 1 1
HEIGHT WIDTH
Thermostat Guard Bases
PLASTIC 95/16 55/8 39116
INSIDE .
DIMENSIONS (INCHES) Ring 95/16 55/8 3916 Dual Base
METAL Solid 8 5916 35/8
Ring 8 5916 35/8
MARS NO. DESCRIPTION BASE MARS PACK CASE QTY.
70220 BTG-UK2 clear plastic Dual 1 12
70223 BTG-UM metal Solid 1 12
70224 BTG-UWM metal Ring 1 12 Solid Base Ring Base
70236 F336, extra key for all BTG guards 1 1

Toll Free (800) 445-4155 -

Fax (631) 348-7160 -
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MARS Regal Series - Plastic Base

MARS offers a broad selection of
thermostat guards. Popular models
available include metal, clear
plastic and opaque plastic
designs. MARS thermostat
guards are ideal for protecting
thermostats in schools, industrial
plants institutions, public facilities
and other areas where
unauthorized tampering could be
a problem. These attractive units
feature a rugged, light weight
and compact design. All units
supplied with key. Extra keys are

I-T-E Circuit Breakers Plug-In
Interchangeable Type-Bulk

SIEMENS

I-T-E® Electrical Products

« For applications that require plug in

» Space saving design allows to
fit a 1” panel space

« UL listed

available. Order part #70236 for 70236 70210 83200
the BTG thermostat guard key.
BASE HEIGHT WIDTH DEPTH 10,000 KA interrupting rating
DIMENSIIg?JIgﬁNCHES) Solid 7308 418 318 MARS NO. DESCRIPTION MARSPACK  CASE QTY.
Ring 738 4118 318 83200 15a- 1201240 VAC, 1 pole 1 6
83201 20a- 120/240 VAC, 1 pole 1 6
MARS NO. DESCRIPTION BASE MARS PACK CASE QTY. 83203 30a- 1201240 VAC, 1 pole 1 6
70210 BTG-RK clear plastic cover Dual 1 12 83220 15a- 120/240 VAC, 2 pole 1 3
70236 F336, extra key for all BTG guards 1 1 83221 20a- 120/240 VAC, 2 pole 1 3
83222 25a- 120/240 VAC, 2 pole 1 3
MARS Sentinel Series - 83223 30a- 120/240 VAC, 2 pole 1 3
Metal Cover And Base 83224 35a- 120/240 VAC, 2 pole 1 3
MARS offers a broad selection of 83225 40a- 120/240 VAC, 2 pole ! 3
thermostat guards. Popular 83226 45a- 120/240 VAC, 2 pole 1 3
models available include metal, 83227 50a- 120/240 VAC, 2 pole 1 3
clear plastic and opaque plastic 83228 60a- 120/240 VAC, 2 pole 1 3
designs. MARS thermostat guards 83229 70a- 120/240 VAC, 2 pole 1 3
are ideal for protecting 83230 80a- 120240 VAC, 2 pole 1 3
thermostats in schools, industrial 83231 90a- 1201240 VAC, 2 pole 1 3
plants institutions, public facilities 83232 100~ 1201240 VAC, 2 pole 1 3
and other areas where 83212 Dual 2021201240 VAC, 1 pole 1 3
unauthorized tampering could be
a problem. These attractive units . .
feature a rugged, light weight and 70215 70236 I-T-E Circuit Breakers Plug-In SIEMENS
70216 I-T-E® Electrical Products

compact design. All units supplied
with key. Extra keys are available.
Order part #70236 for the BTG thermostat guard key.

BASE
Solid

HEIGHT
6172

WIDTH DEPTH

31/16

INSIDE
DIMENSIONS (INCHES)

Ring 612 5 31/16
MARS NO. DESCRIPTION BASE  MARS PACK CASE QTY.
70215 BTG-54VL metal hinged Solid 1 12
70216 BTG-54VLW metal hinged Ring 1 12
70236 F336, extra key for all BTG guards 1 1

Thermostat Guards Cross Reference

MARS NO. BEKO D Teck SUPCO
70201 BTG EK 585-TG5 BTG EK
70205 BTG K clear plst 585-TG2 BTGK
70210 BTG RK clear plastic 585-TG1 BTG-RK
70215 BTG 54VL metal 585-TG7 BTG-54 VL
70216 BTG 54VLW hinged metal 585-TG8 BTG-54VLW
70217 BTG DK clear plastic 585-TG6 BTG-DK
70220 BTG UK2 clear plastic 585-TG BTG-UK2
70223 BTG UM metal 585-TG3 BTG-UM
70224 BTG UWM hinged metal 585-TG4 BTG-UWM
70236 F336 key

©
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Toll Free (800) 445-4155 -

Interchangeable Type-Carded
« For applications that require plug in
+ 10K AIC

» Space saving design allows to
fita 1” panel space

* UL listed

83537
10,000 KA interrupting rating
MARS NO. DESCRIPTION MARS PACK  CASE QTY.
83537 20a- 120/240 VAC, 2 pole 1 3
83538 30a- 120/240 VAC, 2 pole 1 3
83539 40a- 120/240 VAC, 2 pole 1 3
83540 50a- 120/240 VAC, 2 pole 1 3
83541 60a- 120/240 VAC, 2 pole 1 3

Fax (631) 348-7160 -

www.marsdelivers.com
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General Electric
Circuit Breakers-Bulk

&

» Compact size,1/2” THQP or 1” THQL
» Box type terminals

» Copper to copper connections
with corrosion resisting tin

Circuit Breakers

Zbreaker is the same circuit breaker now found on many high-end
transformers and systems. It protects from damage caused by shorts,
overheating, or wiring problems.
A sticker is included so that, if
the Tech desires, he can inform
his customer where to press the
"reset" button and possibly save
a midnight service call. Kit
includes wires and pre-installed
terminals that allow you to easily
plug it in to the connectors where
a plastic-type fuse existed.

« Crystal-Clear Clamshell
Package with Hanging Hole
« Full-Color Insert
with Instructions

08574 08575

MARS NO. DESCRIPTION MARS PACK

08574 3 Amp Circuit Breaker 1

08575 5 Amp Circuit Breaker 1

plated stabs 83437
» Exceeds UL, NEMA, ANSI,
CSA requirements
83522

MARS NO. DESCRIPTION MARS PACK  CASE QTY.
83522 15a- 120/240 VAC, THQP 1 pole 1 10
83527 30a- 120/240 VAC, THQP 2 pole 1 5
83431 20a- 120/240 VAC, THQL 1 pole 1 10
83437 20a- 120/240 VAC, THQL 2 pole 1 5
83436 30a- 120/240 VAC, THQL 2 pole 1 5
83438 40a- 120/240 VAC, THQL 2 pole 1 5
83439 50a- 120/240 VAC, THQL 2 pole 1 5
83440 60a- 120/240 VAC, THQL 2 pole 1 5
83444 100a- 120/240 VAC, THQL 2 pole 1 5

GE Replacement Breakers
For Square D

56

MARS offers GE replacement
circuit breakers for Square D
QO° load centers. These Q line
series circuit breakers lower your
inventory costs by providing a
single source for new 83573
construction & Square D QO®
retrofit. These UL classified

GE breakers are for use in

place of Square D type QO
circuit breakers.

83568

Square D QO® load centers for which GE/MARS offers UL classified replacement circuit breakers:

I-T-E® EQ® Load
Center Enclosures

SIEMENS

I-T-E® Electrical Products

I-T-E EQ® load centers with main lugs feature
a combination trim boxed in one
package.

» The trim fits both surface and
flush mounting applications
saving money and space

* Interiors offer removal in seconds

» Single phase, 3-wire design,
120/240 VAC

» One piece Albus bar
construction. Designed for use 83271
only with I-T-E circuit breakers.
UL listed

* Rated for 100,000 A IR

« Exclusive split neutral

» Main lugs and neutral on same plane, same drive
» Simple upper pan adjustment after trim is installed
» UL listed for 60/75 °C conductors

* 100% circuit breaker twistouts

» Indoor and outdoor enclosures available

MARS NO. DESCRIPTION MARS PACK
83271 60a-2 pole 4 circuit, surface branch panel - type 1 1
83273 125a-4 pole 8 circuit, surface branch panel - type 1 1

<T0A Q020-30M150R8 Q06-12L100RBCU QO2100BNFIS Qo20L125 Q012200
QQ24L50TTS QO20-30MISOTFIS ~ QOB-12L100TFIS QO24M100RB QO2125BNFIS QO12L200RB
QQ2LTOFIS Q024L150 QOG-12M125FTRB Q024125 Q020-30M200RB
QQ24L70RB QO24M150 Q08-16L100DFIS 1250 QOf2L125R8 Q020400200
QQ24L707S QO30L150 QOB-6L100DFCUS  QOB-2M25FTRB  QO4Mi25RB QO20-40M00TFIS
Q021308 QO30L150RB QOB-16L100TFIS QO12-241125 QO2A4M200
QQ2L30TTS QO30M150RB QOB-16L100F/S QO12-24L125R8 258 030401200
Q21408 Q08-16L100RB Q0121125 Q040M225 Q030-40L200RB
QQITR 100A Q0-16L100RBCU QO12L125R8 Q0421225 Q03040200
QQ4-TMTOTTS Q06-12L100DF/S QOB-16L100TFIS QO16-4L125 Q042L225RB Q0301200
QO6-12L100DFCUS  QOT2M10ORB QO16-4L125R8 QO30L200RB
150A QO6-12L100F/S QO16M100RB QO16L125 200 QO30M00RB
QOB-6M1S0FTRB~ QO6-12L100RB QO20M100RB Q02024125 QOB-6M200FTRB ~ QO40MZ00RB
MARS NO. DESCRIPTION GENO. SQUARE D NO.
83568 15A-1P THQO1115 Q0115
83569 20A-1P THQO1120 Q0120
83573 15A-2P THQO2115 Q0215
83574 20A-2P THQO2120 Q0220
83575 30A-2P THQO2130 Q0230
83576 40A-2P THQO2140 Q0240
83577 50A-2P THQO2150 Q0250
83578 60A-2P THQO2160 Q0260

Toll Free (800) 445-4155 -

Fax (631) 348-7160 -

®

Clf=7

NN marsdelivers.com

www.marsdelivers.com



Outdoor Enclosures - Type 3R Cartridge Fuses, Type TRS Measel\j

« Single phase, 3 wire SN
» 120/240V
» Uses HA type hub

SmartSpot blown-fuse indicator

With SmartSpot you'll find the open fuse FAST. When a fuse
opens, the SmartSpot indicator on the label of the fuse
senses it and tums from SILVER to eye-catching RED.

And it stays RED so you can spot the open fuse quickly
and safely.

Just open a panel and scan. Wherever you see any red in
a SmartSpot indicator, you know the fuse is open.

This is a big advantage to contractors/service personnel
because it helps them to identify very quickly what fuse
needs to be changed thereby avoiding costly downtime.

83277 You'll find SmartSpot on all of the most widely used industry
standard fuses such as Class RK5, RK1, and Class J.

Time delay (class RKS5, 600 volt)
MARS NO. DESCRIPTION MARS PACK MARS NO. DESCRIPTION MARSPACK  CASEQTY.

83277 60a-2 pole 4 circuit, outdoor enclosure 1 82103 2/10a - 600V, TRS fuse 10 100
83278 125a-4 pole 8 circuit, outdoor enclosure 1 B21055 1/2a - 600V, TRS fuse 0 100
82100* 1a-600V, TRS fuse 10 100
82110* 1.6a-600V, TRS fuse 10 100
82111* 2a-600V, TRS fuse 10 100
EQ Load Center 82112° 2.25a- 600V, TRS fuse 10 100
Main Lug and Main Breaker with Copper Bus 82124" 5a- 600V, TRS fuse 10 200
82125* 6a-600V, TRS fuse 10 200
Features: 82132 10a- 600V, TRS fuse 10 200
. |nteri0rs Offer remova| in 82133 12a - 600V, TRS fuse 10 200
seconds 82134 15a - 600V, TRS fuse 10 200
. Single Phase 82136 20a - 600V, TRS fuse 10 200
. 82137 25a- 600V, TRS fuse 10 200
* One piece bus bar 82138 30a- 600V, TRS fuse 10 200
constructlo.n dgsmped for 82139 35a- 600V, TRS fuse 10 100
use only with circuit breakers oTa0 203600V, TRS fuse m 700 m
+ Positive load side circuit 82147 45a- 600V, TRS fuse 10 100 m
breaker hook rails 82141 50a - 600V, TRS fuse 10 100 A
* Outdoor NEMA Type 3R 82142 60a - 600V, TRS fuse 10 100 <
devices use gazes 82143 70a - 600V, TRS fuse 5 5 e
HS Type hubs AB 82144 80a - 600V, TRS fuse 5 5 O
. UL listed 82145 90a - 600V, TRS fuse 5 5 m
82146 100a - 600V, TRS fuse 5 5
Specifications: 82154 1102 - 600V, TRS fuse 1 1 @
+ 1000,000 IR 82148 125a - 600V, TRS fuse 1 1 —
« 4-16 Circuits, 82149 150a - 600V, TRS fuse 1 1 z
100-225 Amperes 82150 175a - 600V, TRS fuse 1 1 m
1 Phase, 3-Wire, SN Nn—: 82151 200a - 600V, TRS fuse 1 1
. 120/240V AC L 82152 250a - 600V, TRS fuse 1 1 >
The EQ Load Center is suitable 16:FolesiMax. o 2000 00N, TRS Tise : 1 r
K *NOTE: SmartSpot indicating fuse not available below 8 amps. 60a and up are blade type. r
for use as service entrance >
equipment when a main breaker (125A maximum) is back-fed in a Cartridge Fuses, Type TRS Clamshell -l
branch and used with main breaker retainer clip. Copper Bus load Packaging For Merchandisers —
centers are recommended for those applications where the environment Time delay (class RK5, 600 volt) O
may be severe. (i.e. farm and coastal areas)
MARS NO. DESCRIPTION MARS PACK  CASE QTY. z
Main Lug Load Center - Outdoor 82632 10a - 600V, (3 pk) TRS fuse 1 1
82634 15a - 600V, (3 pk) TRS fuse 1 1
AMP MA;( 01. f)gLE NO OF QP MAX. MARS :::Z: iga 600V, (3pk) TRS fuse 1 1
RATING SPACES CIRCUITS 2-POLES PACK a- 600V, (3pk) TRSfuse ! !
82638 30a- 600V, (3pk) TRS fuse 1 1
83265 125 8 16 4 1 82639 35a-600V, (3pk) TRS fuse 1 1
DIMENSIONS 82640 40a- 600V, (3pk) TRS fuse 1 1
H W b 82647 45a-600V, (3pk) TRS fuse 1 1
82641 50a - 600V, (3 pk) TRS fuse 1 1
14-3/4 12118 pl 82642 60a - 600V, (3pk) TRS fuse 1 1
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Cartridge Fuses, Type TR MERSEI\I Midget Fast Acting Fuses, MERSEN
Type ATM

Fast acting

Applications:

SmartSpot blown-fuse indicator * For supplemental protection of
With SmartSpot you'll find the open fuse FAST. When a fuse wide variety of circuits up to
opens, the SmartSpot indicator on the label of the fuse 600VAC with 100kA |.R. 82922

senses it and tums from SILVER to eye-catching RED.

And it stays RED so you can spot the open fuse quickly
and safely.

Just open a panel and scan. Wherever you see any red in
{ a SmartSpot indicator, you know the fuse is open.

This is a big advantage to contractors/service personnel
because it helps them to identify very quickly what fuse
needs to be changed thereby avoiding costly downtime.

You'll find SmartSpot on all of the most widely used indus-
try standard fuses such as Class RK5, RK1, and Class J.

Time delay (class RK5, 250 volt)

MARS NO. DESCRIPTION MARS PACK  CASEQTY.
MARS NO. DESCRIPTION MARS PACK  CASE QTY. 82907 1122600V, ATM fuse 0 100
82006* 1/2a- 250V, TR fuse 10 100 82909 1a-600V, ATM fuse 10 100
82009 Ta- 250V, TR fuse 10 100 82910 11/2a- 600V, ATM fuse 10 100
82016 2a- 250V, TR fuse 10 100 82911 2a- 600V, ATM fuse 10 100
82017 2 1/2a - 250V, TR fuse 10 100 82916 3a- 600V, ATM fuse 10 100
82019* 3a- 250V, TR fuse 10 100 82912 4a-600V, ATM fuse 10 100
82020: 32/10a- 250V, TR fuse 10 100 82913 5a-600V, ATM fuse 10 100
salely 4a- 250V, TRfuse 10 100 82914 6a- 600V, ATM fuse 10 100
82024 %a- 250V, TR fuse 10 100 82918 7a-600V, ATM fuse 10 100
82025* 56/10a - 250V, TR fuse 10 100
82915 8a- 600V, ATM fuse 10 100
82026* 6a - 250V, TR fuse 10 100
L 82917 10a - 600V, ATM fuse 10 100
82027 6 1/4a- 250V, TR fuse 10 100
82029 7a-250V TR fuse 0 100 82919 15a - 600V, ATM fuse 10 100
82030 8a- 250V, TR fuse 10 100 82920 20a - 600V, ATM fuse 10 100
82033 12a- 250V, TR fuse 10 100 i
82034 15a - 250V, TR fuse 10 100 Specialty Fuses
82035 17 1/2a - 250V, TR fuse 10 100
2 82036 20a - 250V, TR fuse 10 100
o 82037 25a- 250V, TR fuse 10 100
82038 30a - 250V, TR fuse 10 100
— 82039 35a- 250V, TR fuse 10 100
h 82040 40a - 250V, TR fuse 10 100
< 82041 45a - 250V, TR fuse 10 100
| 82042 50a - 250V, TR fuse 10 100
-l 82043 60a - 250V, TR fuse 10 100
82044 70a - 250V, TR fuse 5 100
< 82045 80a - 250V, TR fuse 5 100
= 82046 90a - 250V, TR fuse 5 100
(V)] 82047 100a - 250V, TR fuse 5 100
> 82043 T10a - 250V, TR fuse 1 1 82980 82890 82880
82049 125a- 250V, TR fuse 1 1
f— 82050 150a - 250V, TR fuse 1 T
“ 82051 175a - 250V, TR fuse 1 1
82052 200a - 250V, TR fuse 1 1 MARS NO. DESCRIPTION MARS PACK CASE QTY.
[IT] ggggi ggga - ggg& 1? I”se 1 1 Small Dimension (Electronic) Fuses, 5 x 20mm —
o 32056 400: 550V TR fﬂzz 1 1 N. American Standards, Fast Acting
-— 82055 600a - 250V, TR fuse 1 7 82881 GGM 2 250V fuse 5 5
> * NOTE: SmartSpot indicating fuse not available below 8 amps. 60a and up are blade type. 82879 GGM 5 250V fuse 5 5
m i 82882 GGM 10 250V fuse 10 10
w Cartridge Fuses, Type TR Clamshell Small Time Delay Fuses, Rejection Style
Packaging For Merchandisers PC Boards and small Dimension Fuses
N
Time delay (class RK5, 250 volt) aaal sz o e : o
MARS NO. DESCRIPTION MARSPACK  CASEQTY. Fast Acting Size Rejection Special Type Fuse
82532 -250V, (3pk) TR fuse 1 1 (PC Boards and small Dimension Fuses)
82534 15a - 250\/’ (3 pk) TR fuse 1 1 82